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1.2

  3.2GHz  800MHz 
 Intel Pentium 4  Prescott  Intel Hyper-Threading

 DDR 2  2GB
 ATI 

 15  D-sub  VGA 
 DVI-I 

 RCA S-Video 
 S/PDIF 

 Windows 2000/XP 

 C F
 PCI  TV FM 

 MMC Memory Stick SD

 IEEE 1394  USB 2.0 
 DV 

 Q-Fan 

 DIY 
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1.3

I/O 

4-pin IEEE 1394 

I/O 

USB 2.0 

6-pin IEEE 1394 

S/PDIF In 
S/PDIF Out 

CompactFlash
*

Reset 

*

1. CompactFlash  CF  Type I/II 

2.  M e m o r y  S t i c k P r o S e c u r e D i g i t a l  
MultiMediaCard
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1.4

 230V  115V 

 1 0 0 -
127V  115V  200-
240V  230V

PS/2 PS/2 

 *

VGA 

USB 2.0 

PCI 

S-Video 

LAN (RJ-45) 

DVI 

 2 4 6 
  - /
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2.1

®

Onboard LED

SB_PWR

ON
Standby
Power

OFF
Powered

Off

1.

2.

3.

4.

5.
/

SB_PWR (1)
(2) (3)
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2.
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2.4 CPU
 P5R8L  775 

ZIF  Intel Pentium 4  CPU 

2.4.1  CPU 

 CPU 
 CPU 

1.  CPU 

2.  CPU 
3.  CPU 

4.  CPU 
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2.4.2

1.  CPU 

®

CPU Socket 775

2.
 CPU 

A

B

CPU 
 CPU 
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3.

5.  CPU 

CPU 
 CPU 

6.

A

B

CPU 
CPU  CPU 

4.  CPU 
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2.4.3  CPU 

 CPU  CPU 

 C P U _ F A N 1  
Hardware monitoring errors

2.

3.

1.  CPU 
 CPU 

®

Fan power connector

CPU_FAN
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D
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ot
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io
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+
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V
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2.5
 240-pin  DDR 2 DIMM Double Data Rate

 unbuffered non-ECC PC5300/
4200/3200 DDR II DIMM  2 GB

2.5.1 
 64, 128, 256, 512MB  1GB DDRII  DIMM 

http://tw.asus.com

256MB SAMSUNG M378T3253FZ0-CE6 N/A SAMSUNG SS K4T56083QF-ZCE6 V V

512MB SAMSUNG M378T6453FZ0-CE6 N/A SAMSUNG DS K4T56083QF-ZCE6 V V

1024MB Kingston KVR667D2N5/1G N/A Kingston DS E5108AE-GE-E V V

512MB Hynix HYMP564U64AP8-Y5 N/A Hynix SS HY5PS12821AFP-Y5 V V

1024MB Hynix HYMP512U64AP8-Y4 N/A Hynix DS HY5PS12821AFP-Y4 V V

512MB Hynix HYMP564U64AP8-Y4 3 Hynix SS HY5PS12821AFP-Y4 V V

512MB MICRON MT16HTF6464AY-667B4 5 MICRON DS 4VB41D9CZM V V

256MB MICRON MT8HTF3264AY-667B5 5 MICRON SS 4SB42D9CZM V V

256MB MICRON MT8HTF3264AY-667B6 5 MICRON SS 5FB42D9DPN V V

256MB Infineon HYS64T32000HU-3S-A 5 Infineon SS HYB18T512160AF-3S V V

512MB Infineon HYS64T64000HU-3S-A 5 Infineon SS HYB18T512800AF3S V V

1024MB Infineon HYS64T128020HU-3S-A 5 Infineon DS HYB18T512800AF3S V V

512MB ELPIDA EBE51UD8AEFA-6E-E N/A ELPIDA SS E5108AE-GE-E V V

1024MB ELPIDA EBE11UD8AEFA-6E-E N/A N/A DS N/A V V

256MB ELPIDA EBE25UC8ABFA-6E-E 5 ELPIDA SS E2508AB-GE-E V V

 DDR II  667 

2.5.2 

A* : 
B* : 
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240-pin DDR2 DIMM sockets

DIMMA1

DIMMB1

 DDR 2 DIMM 

2.

3.

1.  DDR 2 DIMM 

 CPU  CPU 
 CPU  CPU

2.5.3
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2.

4.

1.
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2.6
2.6.1  IDE 

2.3 
 IDE 

1.
2.
3.

2.6.2
 IDE 

1.  IDE 
2.  4-pin 
3.
4.
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2.6.3  SATA 
 SATA 

3.

•  4-pin  SATA
 4-pin

( ) 
4-pin ( ) 

•  4-pin  SATA 
 4-pin/15-pin 

SATA 
 4-pin

( ) SATA
 4-pin ( ) 

15-pin SATA 
 SATA 

4-pin

15-pin

SATA 

1. 2.6.1

2.  7-pin SATA 

 4 . 4
 SATA 

SATA 

4-pin 7-pin SATA 
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2.6.4
 80-90%  Pundit 

 21.9 mm

 4.5 mm

 7 mm  208
mm

21.9mm

13mm
4.5mm

208 mm

7 mm
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1. PCI I/O 

2.  PCI I/O 

2.7  PCI 
2.7.1  PCI I/O 

 PCI  PCI 
 PCI  PCI I/O 

 PCI I/O 
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2.7.2  PCI 

1.  PCI 
 PCI  I/O

 I/O 

2.  PCI 

 I/O 

3.  PCI I/O 



 Pundit P1-PH1 35

2.7.3

1.  BIOS 
 BIOS 

2.  IRQ

3.

A B C D E F G H
PCI  1 used
PCI  2 shared

 USB  HC0 shared
 USB  HC1 shared
 USB 2.0 shared

used
shared

 VGA shared
 1394 used
 SATA1 used
 SATA2 used

 *

IRQ
0 1
1 2
2 N/A
3* 11 COM 2
4* 12 COM 1
5* 13  ( LPT2)
6 14
7* 15 LPT 1
8 3  CMOS/
9* 4 ACPI 
10* 5  PCI 
11* 6  PCI 
12* 7 PS/2 
13 8
14* 9  IDE 
15* 10  IDE 
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2.8

2.8.1 
1.

2.

1 2

2.8.2 
1.
2.
3.

1 2 3
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2.9
 Pundit 
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2.10

PS/2

VGA

RJ-45

PS/2

USB

DVI-I

TV-out

S-Video
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2.11

 Over-Voltage Protection (OVP)

Min Nom Max

 1 90V 115V 135V

 2 180V 230V 265V

47 Hz to 63 Hz

AC 4A max at 115Vac
2A max. at 230Vac, maximum load

NOTES 90A max. at 115Vac,
full load cold start at 25

70% min. at nominal input,
maximum load

Output Load Range Regulation Ripple

Voltage Min Max Min Max Max

+5V 0.5A 4.0A -5% +5% 50mVp-p

+12V 0.45A 9.5A -5% +5% 120mVp-p

-12V 0A 0.2A -10% +10% 120mVp-p

+5Vsb 0.05A 1.5A -5% +5% 50mVp-p

+3V3 1A 8.0A -5% +5% 50mVp-p

      

+5V 6.5V

+12V 15.6V

+3.3V 4.3V

 +5V +12V  -12V  +3.3V
 +5Vsb
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3.1  
3.1.1  

3.1.2  CF 

Type I/II CF 

3.1.3  

Memory Stick Memory Stick
Pro Secure  Dig i t a l  SD
MutimediaCard MMC  

CF 

3.1.4  

 C D -
R O M C D - R W D V D -
ROM DVD-RW 

1.

2.

3.
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3.2
 Windows 2000/XP 

3.3
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3.4

3.4.1

  http://tw.asus.com
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3.4.3
ASUS PC Probe

ASUS
Update

 BIOS 

ISP

ADOBE Acrobat Reader V7.0
 Adobe  Acrobat Reader 7.0  PDF Portable

Document Format

Microsoft DirectX 9.0c 
 Microsoft DirectX 9.0c 

3.4.2
ATI All in One 

 ATI 

Realtek 
 Realtek  

USB 2.0 
 USB 2.0 
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3.4.4 

USB 2.0 
 USB 2.0 

Anti-Virus 
 Anti-Virus  
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 \  
 -  ASUS Utility\Probe Vx.xx Vx.xx 

 Tray 

 

3.5

 CPU 

3.5.1 

 Show up in next execution
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3.5.2 

 C P U  

 CPU 

 CPU 

CPU 

CPU 
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CPU 
  CPU 

  CPU   CPU
CPU 

 FAT 

 CPU 
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DMI 
 C P U  

C P U  



52

3.5.3 

 

 

 
 

  

CPU !!!
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4.1

CD

USB34

®

IT
87

12

PMC
Flash

ATX12V

BUZZER

COM1

TVOUT CPU_FAN

SPDIF_IN

RSTCON

CH7307C

CF_CON

DVI

VGA

PS/2KBMS
T:  Mouse
B: Keyboard

ATI
SB450

AUX

IE1394_2

USB12

PWRSW

IE1394_1

DDR2 DIMMB1 (64 bit,240-pin module)

DDR2 DIMMA1 (64 bit,240-pin module)

PCI1

EATXPWR

V
IA

V
T

63
07

SATA1

P
R

I_
ID

E

3IN1_CON

SB_PWR
PANEL

CLRTC

LAN_USB12

SPDIF_OUT

FP_AUDIO

LGA775

CR2032 3V
Lithium Cell

CMOS Power

RTL8100C

SMSC
USB2227

ATI
RS400

4.2
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BIOS CLRTC

 CMOS 

 CMOS 

1
2
3  CLRTC  [2-3]  CMOS 
4  CLRTC  [1-2]
5
6  <Del>  BIOS 

 BIOS 

®

2 31 2

Clear RTC RAM

CLRTC

NORMAL CLEAR RTC
(Default)

4.3
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4.4

®

TVOUT_REARAUDIO connectors

D
33

00
5

®

2.  (14-1 pin TVOUT_R)

 14-1 pin 
S/PDIF  1.4 

1. USB  (10-1 pin USB34)

USB56  USB 

®

USB connector
U

S
B

 P
ow

er
U

S
B
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3–

U
S

B
P

3+
G

N
D

N
C

U
S

B
 P
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S
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U

S
B

P
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G
N

D

1 5

6 10
USB34
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®

LED connector

LED_CON

PLED+

IDE_LED+
NC

PLED-

IDE_LED-
NC

3. LED  (6-pin LED_CON1)

 6-pin  LED 

®

ATX Power connectors

ATX12V

EATXPWR

ATX12V

+
3 

V
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+

3 
V

ol
ts

G
ro

un
d

+
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V
ol
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V
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-1
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V
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G
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d

G
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d

G
ro
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d
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S

O
N

#

G
ro
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d

+
5 

V
ol

ts

+
12

 V
ol

ts
+

3 
V

ol
ts

+
5 

V
ol

ts
G

ro
un

d

+12V DC

GND
+12V DC

GND

4. ATX  (24-pin ATXPWR1, 4-pin ATX +12V1)

 ATX +12V 

 24   ATXPWR 
 Pentium 4  +12V 
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5. IDE 40-1 pin PRI_IDE, RED_IDE

PRI_IDE 
 PRI_IDE  IDE

 IDE PIN1

 20 

®

IDE connector

NOTE: Orient the red markings
(usually zigzag) on the IDE
ribbon cable to PIN 1.

P
R

I_
ID

E

PIN 1

IDE 
PIN1
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®

Serial COM1 connector
COM1

7.  (10-1pin COM1)

 9-pin  COM1 
1 . 2

6. SATA  (7-pin SATA1)

Serial ATA  Serial ATA 
 150MB  133MB 

Parallel ATA Ultra ATA/133

®

SATA connector

SATA1

GND
RSATA_TXP1
RSATA_TXN1
GND
RSATA_RXP1
RSATA_RXN1
GND

Serial ATA 
1. Serial ATA 

 Serial ATA 
 Parallel ATA 

2.  Serial ATA 
3.  Serial ATA  Windows XP Service

Pack 1
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®

Internal audio connectors

CD

Right Audio Channel

Left Audio Channel
Ground

AUX

8.  (4-pin AUX, CD)

 C D - R O M
MPEG 

®

Fan power connector

CPU_FAN

G
N

D

R
ot

at
io

n
+

12
V

9. / / (3-pin CPU_FAN)

 350mA 4.2 12

 C P U  
CPU  jumpers  jumper
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5.1  BIOS 
 BIOS  

1. ASUS EZ Flash  POST   flash disk  BIOS 
2.  CrashFree BIOS2  BIOS  

BIOS 
3.  Windows  BIOS  

1.  BIOS 
USB flash disk 
BIOS 

2.  BIOS 
 BIOS  BIOS 

3.  BIOS  BIOS 
 http://tw.asus.com  BIOS 

 BIOS

5.1.1  EZ Flash  BIOS 
 EZ Flash  BIOS 

 DOS  EZ Flash  BIOS
P o w e r - O n  S e l f

Test POST  Alt  + F2   EZ Flash 

 EZ Flash  BIOS 
1. tw.asus.com  BIOS 

 P5R8L.BIN
2.
3. POST  Alt  + F2

 EZ Flash 

EZFlash starting BIOS update

Checking for floppy...
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5.1.2  CrashFree BIOS2 
 CrashFree BIOS2  BIOS  

 BIOS
 BIOS 

1.  B I O S  
P5R8L.BIN 

2.  BIOS  USB 
 BIOS 

 BIOS 
1.
2.  BIOS 

4.  BIOS 
EZ Flash  BIOS 

EZFlash starting BIOS update

Checking for floppy...

Floppy found!

Reading file “P5R8L.BIN”. Completed.

Start erasing.......|

Start Programming...|

Flashed successfully. Rebooting.

 BIOS 

Floppy not found  BIOS 
P5R8L.BIN not found

 BIOS P5R8L.BIN
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3.

 BIOS 

4.

 BIOS  BIOS 
 http://tw.asus.com  BIOS 

Bad BIOS checksum. Starting BIOS recovery...

Checking for floppy...

Bad BIOS checksum. Starting BIOS recovery...

Checking for floppy...

Floppy not found!

Checking for CD-ROM...

CD-ROM found.

Reading file “P5R8L.BIN”. Completed.

Start flashing...
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5.1.3 
 W i n d o w s  

 BIOS 

1.  BIOS 
2.  BIOS 
3.  BIOS  BIOS 
4.  BIOS 
5.  BIOS 

1.

2.  V X . X X .
XX

3.

I S P

 BIOS 



 Pundit P1-PH1 69

2.  U p d a t e
BIOS from the Internet

Next

3.  FTP 

Auto Select  
Next

 BIOS 
 BIOS 

1. ASUS ASUSUpdate ASUSUpdate
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4.  BIOS 
Next

5.
BIOS 

3.  B I O S

4.
 BIOS 

 BIOS 

1. A S U S
ASUSUpdate ASUSUpdate

2.  Update BIOS
from a file Next

 BIOS  BIOS 
 BIOS  BIOS 
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BIOS Basic Input and Output System

 BIOS 

 BIOS 
 BIOS 

RUN SETUP  BIOS 

 BIOS 

 Flash ROM BIOS  Flash
ROM 

 BIOS  BIOS 
 BIOS 

CMOS RAM

 BIOS 

POST Power-On Self Test
 DELETE   

DELETE  
 

RESET   Ctrl  + Alt  + Delete  

 BIOS 

5.2 BIOS 

 BIOS 
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5.2.1    BIOS
BIOS 
MAIN
ADVANCED BIOS
POWER
BOOT
EXIT  BIOS 

<F1> or <Alt + H>

<Esc> or<Alt + X>

 Exit 

← ← ← ← ←  or → → → → → (keypad arrow)

↑↑↑↑↑ or ↓  ↓  ↓  ↓  ↓ (keypad arrows)

- (minus key)

+ (plus key) or spacebar

<Enter>

<Home> or <PgUp>

<End> or <PgDn>

<F5>

<F10>  BIOS 

5.2.2
 BIOS 
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 F1   Alt  + H

 PgUp  PgDn
  Home  
 End   Enter

 Esc  

 Enter  
 E S C

 BIOS 
 BIOS 

 BIOS 
 BIOS  F5

 BIOS 

   BIOS 

 B IOS 
 BIOS 

 [ ]  BIOS 
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5.3 Main Menu
 BIOS 

5.3.1 System Time [XX:XX:XX]

00  23 00  59 00  59
Tab   Tab  + Shift  

5.3.2 System Date [XX/XX/XXXX]

 1  12 1  31  2099  Tab   
Tab + Shift  

System Time 09:40:12
System Date Wed., Dec 07 2004

 Primary IDE Master [HDS7288080PLAT20]
 Primary IDE Slave [None]
 First SATA Master [None]
  HDD SMART Monitoring [Disabled]

Installed Memory 512 MB
Usable Memory 447 MB

Select Menu

Item Specific Help

Change the internal
clock.
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5.3.3 IDE/SATA Primary IDE Master/
         Slave First SATA Master

 BIOS  IDE 
 I D E  

[Enter] 

Primary IDE Master [Auto]
 [Auto]  IDE 

 BIOS  IDE 
 [Manual] Cylinder Head

Sector

IDE Primary Master Select Menu

Item Specific
Help

Press [Enter] to
select.

Primary IDE Master [Auto]
Access Mode [Auto]

Capacity 0 MB

Cylinder 0
Head 0
Sector 0
PIO Mode [Auto]
UDMA Mode [Auto]
Transfer Mode None

Access Mode [Auto]
 sector  [CHS] [LBA] [Large] [Auto]

PIO Mode [Auto]
 PIO Programmed Input/Output

IDE Mode 0  Mode 4 
[Auto] [Mode 0] [Mode 1] [Mode 2] [Mode 3] [Mode 4]

I D E

Auto
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UDMA Mode [Auto]
Ultra DMA  IDE 

 [Disabled]  Ultra DMA 

5.3.4 HDD SMART Monitoring [Disable]
 S.M.A.R.T. (Self-Monitoring, Analysis and Reporting

Technology) 

[ D i s a b l e d ]
[Enabled]

5.3.5 Installed Memory [xxx MB]

5.3.6 Usable Memory [xxx MB]
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5.4 Advanced menu

5.4.1 CPU Configuration
 CPU 

 CPU Configuration
 Chipset
 PCIPnP
 Onboard Device Configuration
 USB Configuration

Select Menu

Item Specific Help

Press [Enter] to Set.

CPU Type Intel Pentium(R) D
CPU Speed 2.80GHz
Cache RAM 1024 K x2
Current FSB Frequency 200 MHz
Thermal Management TM 1
Limit CPUID MaxVal [Disabled]
Execute Disable Bit [Enabled]

Select Menu

Item Specific
Help

Set Limit CPUID
MaxVal to 3, Should
Be “Disabled” for
WinXP

CPU Configuration
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5.4.2 Chipset

 Enter 

Onboard Video Memory Size [64MB]
 AGP 

[32MB] [64MB] [128MB] [256MB]

Video Display Device [Auto]
[Auto] [CRT Force]

[TV Force]

TV Standard [NTSC]
[NTSC] [PAL]

Memory Hole [Disable]
 Memory Hole [Disabled] [Enabled]

Limit CPUID MaxVal [Disable]
 Limit CPUID MaxVal  [Disabled]

[Enabled]

Execute Disable Bit [Enable]
 Execute Disable Bit  [Disabled]

[Enabled]

Current MRC Version 6.1
Current DRAM Frequency 533 MHz
Onboard Video Memory Size [64MB]
Video Display Devices [Auto]
TV Standard [NTSC]
Memory Hole [Disabled]
System BIOS Cacheable [Disabled]

Chipset Select Menu

Item Specific Help
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5.4.3 PCI PCI PnP
 PCI/PnP  PCI/PnP 

 IRQ  DMA 

Plug and Play O/S [No]
 [No] BIOS 

 [Yes] [No] [Yes]

PCI Latency Timer (CLK) [64]
 PCI [32] [64]

[96] [128] [1660] [192] [224] [248]

Plug & Play O/S [No]
PCI Latency Timer(CLK) [64]

PCIPnP Select Menu

Item Specific Help

System BIOS Cacheable [Disable]
 System BIOS Cacheable 

[Disabled] [Enabled]
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5.4.4 
     OnBoard Devices Configuration

Onboard IEEE 1394 [Enabled]
Onboard LAN [Enabled]
 South OnChip IDE Device
 South OnChip PCI Device
Primary Display Adapter [PCI]
Onboard LAN Boot ROM [Disabled]
Serial Port1 Address [3F8/IRQ4]
Parallel Port Address [378/IRQ7]
Parallel Port Mode [ECP+EPP]
ECP Mode Use DMA [3]

Onboard Device Configuration Select Menu

Item Specific Help

Onboard IEEE 1394 [Enabled]
 IEEE 1394 

[Disabled] [Enabled]

Onboard LAN [Enabled]

 PCI [Disabled]
[Enabled] [Disabled]

[Enabled]

South OnChip IDE Device

IDE DMA transfer access [Enabled]

 I D E  D M A  
[Disabled] [Enabled]

South OnChip IDE Device

IDE DMA transfer access [Enabled]

Select Menu

Item Specific Help
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Onboard AC97 Audio [Auto]

 [Auto]  BIOS 
 BIOS 

 BIOS 

 [Disabled] [Disabled] [Auto]

Onboard Chip SATA [IDE Controller]

 O n b o a r d  C h i p  S A T A [ S A T A
Disabled] [IDE Controller]]

Primary Display Adapter [PCI]
[PCI]

Onboard LAN Boot ROM [Disabled]
[Disabled]

[Enabled]

Serial Port1 Address [3F8/IRQ4]
 COM 1  [3F8/IRQ4] [2F8/

IRQ3] [3E8/IRQ4] [2E8/IRQ3] [Disabled]

Parallel Port Address [378/IRQ7]
 [Disabled] [378/

IRQ7] [278/IRQ5] [3BC/IRQ7]

Parallel Port Mode [ECP+EPP]
[ S P P ]  [ E P P ]  [ E C P ]

[ECP+EPP]

ECP Mode Use DMA [3]
 ECP  Parallel Port Mode 

[ECP]  [ECP+EPP]   [1] [3]

South OnChip PCI Device

Onboard AC97 Audio [Auto]
Onboard Chip SATA [IDE Controller]

Select Menu

Item Specific Help

South OnChip PCI Device
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5.4.5 USB USB Configuration

USB Controller [Enabled]
USB EHCI Controller [Enabled]
USB Legacy Support [Enabled]

USB Configuration Select Menu

Item Specific Help

USB Controller [Enabled]
 USB [Disabled] [Enabled]

USB EHCI Controller [Enabled]
 EHCI  

USB BIOS [Enab led]
[Disabled]

USB Legacy Support [Enabled]
 USB  [Auto]

 USB 
 USB  Legacy 
 [Disabled]  USB  USB 

[Disabled] [Enabled]
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ACPI Suspend Type [S1 & S3]
[ S 1 ( P O S ) ]  [ S 3 ( S T R ) ]

[S1&S3]

ACPI APIC Support [Enabled]
 ACPI APIC  RSDT  

[Disabled] [Enabled]

5.5 Power menu
APM

Suspend Mode                 [S1 (POS) & S3(STR)]
Repost Video on S3 Resume    [Yes]
ACPI 2.0 Support             [No]
ACPI APIC Support            [Enabled]

APM Configuration
Hardware Monitor

Select the ACPI state
used for System Suspend.
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5.5.1 APM Configuration

Power Up By External Modem  [Disabled]
 [Enabled] 

 [ D i s a b l e d ]  
[Disabled] [Enabled]

Power Up By PS/2 Mouse [Disabled]
 [Enabled]  PS/2 

 ATX  5VSB  1
[Disabled] [Enabled]

Power Up By PS/2 Keyboard [Disabled]
 [Enabled] 
 ATX  5VSB  1 

[Disabled] [Enabled]

Restore on AC Power Loss [Power Off]
 Power Off
 Power On  Last

S t a t e
[Power Off] [Power On] [Last State]

Power On By Button [Enabled]
 Power Up By PS/2 Keyboard  [Enabled] 

 [Disabled] [Enabled]

Power Up By External Modem [Disabled]

Power Up By PS/2 Mouse [Disabled]

Power Up By PS/2 Keyboard [Disabled]

Restore on AC Power Loss [Power Off]

x Power On By Button Enabled

Video Off Option [Suspend -> Off]

PWR Button <4 secs [Instant-Off]

Power On by PCI Devices [Disabled]

Power On By RTC Alarm [Disabled]

x Date(of Month) Alarm 0

x Time(hh:mm:ss) Alarm 0:0:0

Select Menu

Item Specific Help

APM Configuration
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Video Off Option [Suspend -> Off]
 [Suspend -> Off] [Always On]

PWR Button < 4 secs [Instant-Off]
 Soft Off  ATX  ATX 

Suspend  ATX 
 ATX 

[Suspend] [Instant-Off]

Power Up On PCI Devices [Disabled]
 [Enabled]  PCI 

ATX  1
 5VSB [Disabled] [Enabled]

Power On By RTC Alarm [Disabled]
(RTC)  [Enabled]

[ D i s a b l e d ]
[Enabled]

Date (of Month) Alarm [0]
 <Enter>  <Enter>

 0  31

Time (hh:mm:ss) Alarm [0 : 0 : 0]

1.  <Enter> 
2. 0 23  <Enter> 
3.  <tab>  <Enter> 
4. 0 59  <Enter> 
5.  <tab>  <Enter> 
6. 0 59)  <Enter> 
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5.5.2 Hardware Monitor

Q-Fan Controller [Enabled]
 ASUS Q-Fan 

 CPU [Disabled] [Enabled]

VCORE Voltage, +3.3V Voltage, +5V Voltage, +12V
Voltage

 CPU 

CPU Temperature [xxxC/xxxF]
M/B Temperature [xxxC/xxxF]

CPU Fan Speed [xxxxRPM]

 RPM Rota t ions  Pe r
M i n u t e

Q-FAN Controller [Enabled]
Vcore Voltage [1.23V]
3.3V Voltage 3.26V
5V Voltage 5.02V
12V Voltage 12.28V

CPU Temperature 54oC
M/B Temperature 38oC
CPU Fan Speed 7273 RPM

MB temperature.

Hardware Monitor Select Menu

Item Specific Help

System will shut

down when CPU

temperature is too

high.
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5.6.1 Boot Device Priority

1st Boot Device [Removable]
2nd Boot Device [Hard Disk]
3rd Boot Device [CDROM]
4th Boot Device [Disabled]

5.6 Boot menu

Boot Device Priority
 Removable Drives
Hard Disk Drives
CDROM Drives
Boot Settings Configuration
Security

1st Boot Device [Removable]
2nd Boot Device [Hard Disk]
3rd Boot Device [CDROM]
4th Boot Device [Disabled]

 1st, 2nd 

[Removable] [Hard Disk] [CDROM] [Disabled]

Boot Device Priority Select Menu

Item Specific Help

Select your Boot
Device Priority
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5.6.2 Removable drives

5.6.3 Hard disk drives

1. Bootable Add-in Cards

Hard Disk Drives Select Menu

Item Specific Help 

Use <up> or <down>
arrow to select a
device, then press
<+> to move it up,
or <-> to move it
down the list. Press
<ESC> to exit this
menu.

Removable Drives

Item Specific Help 

Use <up> or <down>
arrow to select a
device, then press
<+> to move it up,
or <-> to move it
down the list. Press
<ESC> to exit this
menu.

Select Menu

1. Ai-Flash
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5.6.5 Boot Settings Configuration

Quick Boot [Enabled]
Boot Num-Lock [On]
Typematic Rate Setting [Disabled]

x Typematic Rate (Chars/Sec) 6
x Typematic Delay (Msec) 250
Full Screen LOGO [Enabled]
Halt On [All,But Keyboard]

Quick Boot [Enabled]
POST

 [Disabled] BIOS 
[Disabled] [Enabled]

Bootup Num-Lock [On]
 NumLock [Off]

[On]

5.6.4 CD-ROM drives

CDROM Drives

1. Pri. Slave: Pioneer CD-ROM ATAPI Model

Select Menu

Item Specific Help 

Use <up> or <down>
arrow to select a
device, then press
<+> to move it up,
or <-> to move it
down the list. Press
<ESC> to exit this
menu.

Item Specific Help 

Allows the system to
skip certain tests
while booting. This
will decrease the
time needed to boot
the system.

Boot Settings COnfiguration Select Menu
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Typematic Rate Setting [Disabled]
 [Enabled] 

 Type Rate  Type Delay [Disabled] [Enabled]

 MyLogo2TM  Full Screen Logo 
 [Enabled]

Typematic Rate (Chars/Sec) [6]
[6] [8] [10] [12] [15]

[20] [24] [30]

Typematic Delay (Msec) [250]
[ 2 5 0 ]  [ 5 0 0 ]

[750] [1000]

Full Screen Logo [Enabled]
 [ E n a b l e ]

[Disabled] [Enabled]

Halt On [All Errors]

 [All Errors] [No Errors] [All, But Keyboard] [All , But Diskette]
[All, But Disk/Key]

Typematic Rate (Chars/Sec)  Typematic Delay  
Typematic Setting  [Enabled] 
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Supervisor Password [Clear]
User Password [Clear]

 Enter  

 Ente r 8
 Enter

  
Enter   BIOS 

 Enter  
Enter  

BIOS  BIOS 

B I O S  
Supervisor password User password

 BIOS 
Supervisor

 BIOS 

5.6.6 Security

Supervisor Password Clear
User Password Clear
Password Check [Setup]

Select MenuSecurity

Item Specific Help 

Supervisor password
controls full
access, <Enter> to
change password.
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 ?

 CMOS 
RTC

 4.3 
RTC

Password Check [Setup]
 [Setup] BIOS  BIOS 

 [System] BIOS 
[Setup] [System]
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5.7  BIOS Exit menu
 BIOS  BIOS 

 <Esc>  BIOS 
 <F10>  BIOS 

Exit & Save Changes
 B I O S  

C M O S   E n t e r  
[OK]  CMOS  BIOS 
[Cancel]  BIOS 

Exit & Save Changes
Exit & Discard Changes
Load Setup Default
Discard Changes

Item Specific Help 

This option saves
data to CMOS and
exits the setup
menu.

Select Menu

 BIOS  Esc  BIOS
D i s c a r d  c o n f i g u r a t i o n

changes and exit now?  [OK]  BIOS
 [Cancel]  BIOS 
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Exit & Discard Changes
 BIOS 

 Enter   [OK]
 CMOS  BIOS 

 [Cancel]  BIOS 

Load Setup Defaults

 F5  [Enter] 
 [OK]  BIOS 

 [Cancel]  BIOS 

Discard Changes
 BIOS 

 [Enter]  [OK]
 BIOS  [Cancel]

BIOS 


