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Eee PC sisse liilitamine

Need on vaid kiired juhised Eee PC kasutamiseks. Lugege tdielikust
juhendist tiksikasjalikumat teavet.

1. Paigaldage aku 2.  Uhendage vahelduvvoolu
toite adapter
~
A
J

@ Kasutades Eee PC toiteks
erinevat adapterit, voite
pohjustada kahjustusi. Te
voite vigase vahelduvvoolu-
alalisvoolu adapteriga
kahjustada nii akuplokki(-
plokke) kui Eee arvutit.

@ * Kui ekraanipaneeli avate, drge suruge seda alla lauani,
kuna selle hinged vGivad katki minna! Arge kunagi tostke
Eee PC-d ekraanipaneelist!

+ Kasutage antud mudeliga ainult Eee arvutiga
kaasasolevaid véi tootja v6i edasimdilija poolt heaks
kiidetud toiteadaptereid, kuna vastasel juhul voite Eee
arvutit kahjustada. Selle adapteri véljundpinge on
+19VDC - 2.1A.

Arge unustage akut tais laadida enne esmakasutust ning iga kord,
kui see on tiihjenenud, et aku eluiga pikendada.
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Valjalilitamine
Jargige jargnevaid juhiseid, et Eee arvuti vilja lilitada.

1. Stardimeniil kuvamiseks kldpsake nuppu start .
2. Klépsake késku Liilita valja.

3.

¢ Internet
Internet Explarer
¥ E-mail
Cutlook Express
@ windows Media Player
,13 Windows Messenger
l@ Tour Windows XP

- Files and Settings Transfer
5 Wizard

E AsusInstantkey

All Programs D

Stand By

“) My Documents

ﬁ My Pictures

:5 My Music

g‘ My Computer
E? Control Panel

Set Program Access and
Defaults

e" Conneck To
@) Help and Support
p Search

=7 Run...

Cancel
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Esmakordne kaivitamine

Esimesel korral, kui te Eee PC kdivitate, kdivitub automaatselt Windows'i
viisard ning juhib teid Idbi eelistuste seadistamise ja méningase
poéhiinformatsiooni. Jargige kaivitamise l[6petamiseks viisardi juhiseid.

Vorguiihenduse konfigureerimine

Traadita vorguga iihendamine

1.

2.

)\

Tehke tegumireal asuval ristiga traadita vorgu ikoonil
topeltklops.

Kui tegumiribal ei ole Gihendusikooni. Aktiveerige traadita
LANi funktsioon + (<Fn> + <F2>) enne traadita vorgu

konfigureerimist (vajadusel).

C—r— =

Valige loendist traadita
juurdepddsupunkt, millega
soovite Ghendust saada, ning
kldpsake kisku Uhenda, et
Uhendus luua.

il

wall
aall

adll

adll

@ "=
ﬁ  Socrky-snablodwiclss neviork wlll ¢

Kui te ei leia soovitud juurdepédasupunkti, kidpsake vasakul paneelil
kasku Vérskenda vorkude loendit ning otsige uuesti.
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3. Uhendamisel véib osutuda

vajalikuks parooli sisestamine.

4,  Parast thenduse loomist
kuvatakse Ghendus loendis.

5. Traadita vorgu ikooni leiate
operatsioonististeemi
tegumiribalt.

Wireless Network Connection

The netork UNIAPSHG" requives a network key (also called a WEP key or WP key), &
netuwork key helps prevent unknown infruders from connecting ko this network.

Type the key, and then clck Connect.

Nistwork key: [ ]

cofirm netwotk key: [ ]

T — ®

Choose a wireless network
i
p == @
(1gy) mmo240 1
LI al
g =
[r—— il
p = :
— il
aill

9,F 1 7:29PM

I% Traadita vérguiihenduse ikoon kaob, kui vajutate
+ <F2>) WLANi funktsiooni keelamiseks.

+ (<Fn>
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Kohtvork

Traadiga Ghenduse loomiseks jargige alltoodud juhiseid:

Diinaamilise IP kasutamine:

Disable

1. Tehke paremkl6ps pard
Windows®'i tegumiribal il
asuval koIIase hoiatusmérgiga Change Windows Firewall settings
~ . .1 Iy . .
vorguikoonil ning valige
kask Ava vorguiihendused.

2. Tehke paremkl6ps valikul Local
Area Connection ja valige
Atribuudid.

© 08P & €O E

wCED

3. Kldpsake valikut 4. Klopsake késku Leia IP-
Vorguprotokoll (TCP/IP) ja aadress automaatselt ja
klopsake Atribuudid. seejarel valikut OK.

- Local Area Connection Properties (@ Internet Protocol (TCP/IP) Properties (&3]

General | Authentication | Advanced| General | Aemate Corfiguraian|

You can get IP settings assigned automaticall if your network supports
this capabilly. Otherwise. you need to ask your rietwark aministiator for

‘ BB Atheos L2 Fast Ethemet 10/100 Bas ‘ be cppropnale Bicalings

(& Obtain an P address automatically
O Use the following IP address:

B Client for Miciosoft Networks e

=1 File and Printer Sharing for Microsalt Networks

005 Packet Scheduler |

: [—
nstall.. Uninstal (& Dibtain DNS server address automatically

D=sipon O Use the following DNS server addresses:

Transmission Cantial Protacal/intemet Pratocol, The defauit 1

wide area network protocol thal provides communioation e

across diverse interconnected networks,
7] Show icon in notifcation area when connecled
Motify me when this connection has limited or no connectivity

Connect using

This connection uses the following iterns:
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5. Klépsake kdsku Loo uus
iihendus uue Gihenduse
viisardi kdivitamiseks.

2 e

wneenaamgnene ||

7. Valige kdsk Uhenda
Internetiga ja klopsake
valikut Jargmine.

New Connection Wizard

Network Connection Type
‘What do you want to do?

(@ Connect to the Intemet
Connectto the Inteinet 50 you can biowss the Web and read email

© Connet to the network at my workplace

o
a fed afice, or another location.

(O Set up a home or small office network
&

O Set up an advanced connection
Connect diectly to anather compute using you seia, peralel, ot infared pot or

6.  Klopsake valikut
Jargmine.

New Connection Wizard

Welcome to the New Connection
Wizar

This wizard helps yous

* Conneet to the Intemet

* Connect to a private netwark, such as your workplace
retwark,

+ Satup a home or smal office network.

To continue, cick Next

8.  Valige kdsk Loo mu iihendus
kasitsi.

New Connection Wizard

Getting Ready
“The wizard i preparing o set up yout Intemet connecton.

How do you want to connec to the ternet?
O Choose from a list of Internet sexvice providers (ISPs)

© Set up my connection manually

Fora t d.anda
phane numbet for your ISP. For a broadhand account, you won't need a phone
Pumber

© Use the CD I got from an ISP

9.  Valige Gihenduse tiip ning
kldpsake jatkamiseks valikut
Jargmine.

New Connection Wizard

Intemet Connestion
How do you want ta connect o the Intemet?

O Connect using a dial-up modem
This type of connection uses a madem and a regular or SN phone .

® Connect using a broadband connection that requires a user name and

password
Thisis a highvspeed comnecion usingeither @ DSL or cable modemn Your ISP mey
referto this ype of connection as

O Connect using a broadband connection that is always on

This s a hgh-speed connection using sither a cable modem, DSL or LAN
comnection. It s always aclive, and does' requie youto sign n

10. Sisestage ISP nimi ja
klopsake valikut Jargmine.

New Connection Wizard

Connection Name
\what s the name of the servics that provides your Itemet connection?

Type the name: of your ISP i the folowing bor.
1SP Name
4BC

The name you e here will be the name of the connection you are crealing
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11. Sisestage oma 12 Kldpsake kdsku

kasutajanimi ja salasona. Lopeta, et |6petada
Klépsake valikut Jargmine. konfigureerimine.

New Connection Wizard New Connection Wizard

Intermet Account Information

“You villneec an account pame and passwerd o sgn i o you Internet account Completing the New Connection

Wizar

You have successfuly conpited he steps needed o

Type anisp
e create e fclowing comecton

ABC
* Make tis the defauk cornection

* Shae wih all user of tis computer

* Use the same user name & password for everyone

Password: ‘ ......

Confim password: \mu-\—

A Usethi
this conputer
Make s the defauIreme cormection

[]2dd a shortcut tothis cannestion to my desktop

To restethe comnecton and close s izard, ik Fich

13. Sisestage oma kasutajanimi ja
salasona. KIdpsake kasku Uhenda,
et ihenduda Internetiga.

Username: | BEIE]

Password: ‘[Tu change fhe saved password cick heie] ‘

Save this user name and password for the follawing users:

O Meonly
(&) Anyone who uses this computer

|_Comeet | [ Cancel | [ Propetties | [ Help

Staatilise IP kasutamine:

1. Korrake diinaamilise IP kasutamise samme 1-3, et kdivitada staatilise
IP vérgukonfiguratsioon.

2 Klpsake kasku Kasuta jargmisi IP aadresse.
Sisestage IP aadress, alamvorgu mask ja ltis teenusepakkujalt.

4. Vajadusel sisestage eelistatud DNS serveri aadress ja alternatiivne
aadress.

5. Kbigi vajalike vaartuste sisestamise jarel kldpsake valikut OK, et luua
vorguiihendus.

Vétke ihendust oma teenusepakkujaga (ISP), kui teil on probleeme
Interneti-ihendusega.
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