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Jusu Eee PCieslegsana

Sie ir tikai isi noradijumi, ka lietot Eee PC. Detalizétu informaciju
lasiet pilnigaja rokasgramata.

1. Uzstadiet akumulatora 2. Pievienojiet mainstravas
komplektu. adapteri

3. leslédziet Eee PC

4 — ) @ Var rasties bojajumi,

ja tiek izmantots cits
adapters Eee PC stravas
nodrosinasanai. Ar sliktu

| mainstravas-lidzstravas
adapteri varat sabojat ka
akumulatoru (-s), ta ari Eee

Y, PC.

Kad atveriet displeja paneli, nespiediet to pie galda, jo enges var
saltzt! Nekad neceliet Eee PC aiz displeja panela!

Atcerieties, ka akumulatora kalposanas muZza pagarinasanai, tas
ir pilniba jauzladé pirms pirmas lietosanas un vienmér, kad tas ir
izladets.

Stavokla indikatori

Stavokla indikatori norada dazados aparattras/

programmataras apstak]us.

8 Solid-State diska (SSD)
indikators

Akumulatora uzlades indikators () Bezvadu tikla indikators

Q Stravas indikators
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Izslegsana

Izpildiet turpmakos noradijumus, lai izslégtu Eee PC.

1. Noklikskiniet uz pogas sakt, lai paraditu starta izvélni.
2. Noklikskiniet uz Izslégt datoru.

/ Internet _.) My Documents

Internet Explorer 3

. _E} My Pictures

gl- E-mail

Cutlack E .

Ublook Express j My Music

® windows Media Player gl My Computer
"lg Windows Messenger Control Panel

Set Program Access and

Default:
l@ Tour Windows =P b
a‘, Connect To 4

. Files and Settings Transfer

o Wizard 9) Help and Suppart
E AsusInstantkey { Search
77 Bun

all Programs D

3. Atlasiet Izslégt, lai izslegtu Eee PC.

Stand By Restart

Cancel
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PalaiSana pirmo reizi

Kad startéjat Eee PC pirmo reizi, Windows vednis palaidis
programmu un izvadis JUs pa preferencu iestatijumiem un sniegs
pamatinformaciju. Lai pabeigtu inicializésanu, rikojieties péc vedna
noradijumiem.

Tikla savienojuma konfiguresana

Bezvadu tikla savienojums

1. Pazinojumu apgabala veiciet dubultklikski uz Skérsota bezvadu
tikla ikonas [F.

@ Ja bezvadu savienojuma ikona neparadas uzdevumijosla.
Bezvadu LAN funkciju aktivizéjiet, nospiezot | ~ | +[ T | (<Fn> +
<F2>) pirms bezvadu tikla savienojuma konfigurésanas.

2. No saraksta izvélieties
bezvadu tikla pieklJuves
punktu, kuram JUs vélaties
pieslegties, uzklikskiniet
uz Savienot, lai izveidotu
savienojumu.

Unsecured wrekess etuork wl
((Tf)) Wis00gP_am)

“ﬁ” MM240

“i” Asus_GuesT
Unsecured vireess nterk. ool
((ﬁ” wAPSeG

 Securty-enabled virelss network (WPA) anlll
((i» e

 Securiy-enabled wirelss network alll &

Ja nevarat atrast vélamo piekluves punktu, kreisaja rati
noklikskiniet uz Atjaunot tiklu sarakstu un meklégjiet
saraksta atkartoti.
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3. Pievienojoties tiklam, Jums  [EEEEEESIIEIETT
var but jé ievada pa role The nietwork 'UNIAPS4G! requives & nebwork key (also called 5 WEP key or WRA key). &

network key helps prevent unknown intruders from connecting bo this network,

Type the key, and then ick Connect.

etwiork key: [ |

Confirm network key: [ |

) Wireless Networ Connecton =

4. Kad savienojums atrasts, tas
tiek paradits saraksta.

Choose a wireless network

eformation.

P e

Related Tasks (‘r) mimoz40

)

QZZWT - @ wiso0ge_om)
0 th rdr o

G Change advarced (1?:) G
Setngs
Unsecured wielssnetwerk
@, o
2

Unsecured conputer-to-compater network.

5. Jas varat redzét bezvadu tikla
ikonu pazinojumu apgabala.

@ Bezvadu savienojuma ikona pazid, kad nospiezat| - | +

(<Fn> + <F2>), lai atspéjotu funkciju WLAN (Bezvadu LAN).
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Lokalais tikls
Lai izveidotu bezvadu tiklu, nemiet véra turpmak minétos noradijumus:
Dinamiska IP lietosana:

1. Veiciet labo klikski uztikla | cwe
ikonas ar bridinajuma trisstari | sea

Repair
dze Ite né krésé W| n dOWS Change Windows Firewall settings
® . - . Open Mebwork Connections
uzdevumjosla un atlasiet —

Atveért tiklu savienojumus.

2. Veiciet labo klikski uz
Lokalais savienojums un
atlasiet Rekviziti.

Noklikskiniet uz Interneta 4. Noklikskiniet uz Automatiski
protokols (TCP/IP) un iegut IP adresi un

noklikskiniet uz Rekviziti. noklikskiniet uz Labi.

- Local Area Connection Properties

Internet Protorol (TCP/AIP) Properties 3

General | Altemnate Configuration

Gensral | Authentication | Advanced|

b “You can get P settings assigned autematically if your network, supports
Connect using:

this capabilty. Othervise. you need to ask your network administrator for

th te IP seti
| B8 Atheros L2 Fast Ethemet 10/100 Bas | UL SR
(@ Obtain an IP addiess automatically
This connecton uses e folowing s A ———
B Client for Microsaft Metworks [
L File and Printer Sharing for Microsoft Netwarks )
Install Uninstal (&) Obtain DNS server address automatically
5 i (O Use the following DNS server addresses:
escription
Transmision Cartol Proacalinternet Protacel. The default ||
nide area network protosol that provides communication —
acioss diverss interconnected networks
] Shiow icon in notification area when connected
Notity e when this connection has limited of no connectivit
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7.

0.

Noklikkiniet uz Izveidot jaunu 6.
savienojumu, lai startétu Jauna
savienojuma vednis.

peren

roes | [

5 Lot speed et

Atlasiet Pievienot internetams.

un noklikskiniet uz Nakosais.

Network Connection Type
What do you want to do?

@ Connect to the Internet
Connect o the Intemet so pou can biowse the Web and read emai

O Connect to the network at my workplace
1ect 0 a business network (using diabup o1 YPN) 30 you can work fiem home,
afield offce, or another lacation
O Set up a home or small office natwork
Connect ta o

O Set up an advanced connection

Comnect drecty o ancther computer using your seiial, parallel, ot infared port, of
set up this computer 5o that other computers can connect to .

Atlasiet savienojuma tipu un
noklikskiniet uz Nakosais.

New Connection Wizard

Internet Connection
How do you want to comrect to the Intsmet?

O Connect using a dial-up modem
This ype of comnection uses a modem and a regular o ISDN phone fine

@ Connect using a broadband connection that requires a user name and
password
This is 2 igh-speed connection using either a DSL or cable madem Your ISP may
refer o this type of connection as PPPOE

© Connect using a broadband connection that is always on
This i a high-speed conneclion using either a cable modem, DSL or LAN
connection. It s ahiays active, and dossn! requie you to sign in

Noklikskiniet uz Nakosais.

New Connection Wizard

Welcome to the New Connection
Wizard

This wizard helps your
* Connect to the Irtemne,

* Connect to a private network, such as your workplace
etuark.

* Setup ahome or smalloffice network

To continue, click Next

Atlasiet Manuali iestatit
savienojumu.

New Connection Wizard

Geting Ready
The wizard is prepating o set up your Inlermet connection.

How do you wart to connect a the Intemet?
(© Choose from a list of Intemet service providers (ISPs)

© Set up my connection manually
For a dialup connection, you wil need your account name, passward, and a
phone number for your ISP. For a broadband account, you won't need a phone:

O Use the CD | got from an ISP

10. levadiet ISP nosaukumu un

noklikskiniet uz Nakosais.

Connection Name
“What is the name of the service that provides you Intermet connection?

Type the name of your ISP in the folloing box
5P Name
ABC

T here wil
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11.

13.

levadiet lietotaja vardu
un paroli. Noklikskiniet uz
Nakosais.

Type an ISP acoount nsme and password, then wite down this nformation and store itina
sale plac. (I name word,

1

User name: [esus |

Password [sseees |

Corfm password. [

Use this account name and passuword when anyane connects to the Infernet from
this compuer

Make this the defaultInternet conneetion

levadiet lietotaja vardu
un paroli. Noklikskiniet uz
Savienot, lai savienotu ar
internetu.

Statiska IP lietosana:

1.

#

12 Noklikskiniet uz Pabeigt, lai

pabeigtu konfiguraciju.

New Connection Wizard

Completing the New Connection
Wizard

Vou have successfully completed the steps needed to
create the following comnection
ABC
« Make tis the defaulk connection
* Share with al users of tis conputer
+ Use the same user name & passwor

The connection willbe saved inthe Netwark
Connectians folder,

[ Ade 2 shortut o this conmection o my deskiop

To create the connection and closs this wizard, olck Firish.

Connect ABC ‘E‘El

e |

| [To change the saved passwoid click beraf |

User name:

Password

Save this user name and password for the following users:

) Me anly
(%) Anyone who uses this computer

[_comect | [ Cancel | [ Propeties | [ Help |

Lai saktu statiska IP tikla konfiguréSanu, atkartojiet darbibas no 1.

lidz 3., ka lietojot dinamisko IP.

Noklikskiniet uz Izmantot Sadu IP adresi.

levadiet jisu pakalpojumu sniedzéja IP adresi, Subnet mask
(Apakstikla masku) un Gateway (Varteju).

Ja nepiecieSams, ievadiet vélamo DNS servera adresi un

alternativo adresi.

Péc visu atbilstoso vertibu ievadisanas noklikskiniet uz Labi, lai

izveidotu tikla savienojumu.

Sazinieties ar savu interneta pakalpojumu sniedzéju (ISP), ja
jums ir problémas ar tikla savienojumu.
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