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Kompiuterio Eee PC jjungimas

Tai tik trumpi nurodymai, kaip naudoti nesiojamajj kompiuterj Eee PC.
ISsamios informacijos ieskokite kituose skyriuose.

1. ]dékite akumuliatoriaus 2.  Jjunkite kintamosios srovés
bloka maitinimo suderintuva

3. JUNKITE neSiojamajj
kompiuterj Eee PC

@ Jeigu su kompiuteriu naudosite
kitg maitinimo adapterj,

galite sugadinti kompiuter;.
Naudodami sugedusj AC-DC
suderintuva, galite sugadinti ir
akumuliatoriaus blokg (blokus)
ir neSiojamajj kompiuterj Eee
PC.

@ +  Atidarydami vaizdo ekrang, nespauskite jo link stalo, nes kitaip
galite sulauzyti vyrius! Niekuomet nekelkite nesiojamojo
kompiuterio Eee PC uz vaizdo ekrano!

+  Naudokite tik nediojamajam kompiuteriui Eee PC skirtus arba
specialiai gamintojo arba pardavéjo siam modeliui patvirtintus
maitinimo suderintuvus, nes kitaip galite sugadinti kompiuterj Eee
PC. Sio suderintuvo i$¢jimo jtampa yra +19 Vdc, 2,1 A.

Batinai visiskai jkraukite akumuliatoriy pries pirmajj naudojima ir
kaskart, kai jis issikrauna, kad akumuliatorius tarnauty ilgiau.
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ISjungimas

Norédami iSjungti nesiojamajj kompiuterj Eee PC, atlikite Siuos veiksmus.

1.
2.

3.

Norédami pamatyti pradinj meniu, spauskite mygtuka Pradzia.

Spustelékite ISjungti kompiuter;j.

/ Internet
Internet Explorer
¥ E-mail
Cutlook Express
@ Windows Media Plaver
,‘3 Windows Messenger
l@ Tour Windows 5P

- Files and Settings Transfer
20 Wizard

E AsusInstantkey

All Programs D

Norédami isjungti kompiuterj Eee PC, parinkite I$jungti.

Turn off computer

") My Documents

_9 My Pictures

:5 My Music

g‘ My Computer
g? Control Panel

Sek Program Access and
Defauls

% Connect To
@ Help and Suppart
p Search

T Run...

Computer

@o B

Stand By
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Pirmasis kompiuterio paleidimas

Pirma kartg paleidus nesiojamajj kompiuterj Eee PC, automatiskai pasileis
pirmojo paleidimo vedlys, kuris padés jums nustatyti savo pageidaujamus
nustatymus ir pateiks tam tikrg pagrindine informacija. Atlikite vedlio
nurodymus, kad baigtumeéte iniciacija.

Tinklo prijungimo konfigiiracija

Belaidzio tinklo rysys

1. Dukart spustelékite informaciniy pranesimy srityje esancig belaidzio
tinklo kryziuko piktogramq .
Jei belaidzio rysio piktograma nepasirodo uzduociy juostoje. Prie$
pradédami konfiglruoti belaidZio rysio tinklo prijungima, jjunkite
belaidZio rysio vietinio tinklo funkcija, spausdami . + (<Fn>+
<F2>).

C—r— =

2. Pasirinkite i$ saraso bevielio rysio
prieigos taska prisijungimuiir
spustelékite Prisijungti, kad
buty nustatytas rysys.

il

wall
aall

adll

adll

@ "=
i  Socrky-snablodwiclss neviork wlll ¢

(% Jei negalite rasti norimo prieigos tasko, kairiame lange spustelékite
Atnaujinti tinkly sarasa ir dar karta perziurékite sarasa.

Greitosios paleisties vadovas - 4



#

Prisijungiant jums gali tekti jvesti
slaptazodj.

Prisijungus, sujungimas rodomas f

sarase.

Informaciniy pranesimy srityje
galite pamatyti bevielio rysio
signalo stiprumo braksnius.

Wireless Network Connection

The netork UNIAPSHG" requives a network key (also called a WEP key or WP key), &
netuwork key helps prevent unknown infruders from connecting ko this network.

Type the key, and then clck Connect.

Nistwork key: [ ]

cofirm netwotk key: [ ]

) Wieless Networ Connecton ®

Choose a wireless network
i,
« i)) ez C Connected @,

(g mmee
{ M wil
o wwsoogp_am
[ReTep—, il
o nsus_guest
tnssarsa aill
aill

9,F 1 7:29PM

Norédami iSjungti bevielio vietinio tinklo funkcija, spauskite

(<Fn> + <F2>).
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Vietinis tinklas

Norédami sukurti laidinj tinkla, atlikite toliau pateiktus nurodymus:

Dinaminio IP naudojimas:

1.

Desiniuoju klavisu spustelékite
ant tinklo piktogramos su
geltonu jspéjamuoju trikampiu

juostoje ir pasirinkite Atidaryti
tinklo rysius.

Desiniuoju klavisu spustelékite
ant Vietinis rysys ir pasirinkite
Ypatybés.

Spustelékite Interneto
protokolas (TCP/IP) ir
spauskite Ypatybeés.

-+ Local Area Connection Properties ‘E‘El

General | Authentiostion | Advanced|

Conrnect using

| E® Atheros L2 Fast Ethemet 104100 Bas

This connection uses the falowing tems

18] Client for Microsoft Metworks

B! File and Printer Sharing for Microsaft Netwerks
B 05 Packet Scheduler

;

Il Unid

Description
Transmission Control Pratocal/Internet Protocol. The default
wide area network protocol that provides communication
across diverse intercomnected networks.

[ Show icon in notification area when connected
Hotify me when this connection has livited o no comnectiviy

, esancig Windows® uzduociy

Disable
Status
Repair

Change Windows Firewall settings

4. Spustelékite Automatiskai
gauti IP adresa ir spauskite
Gerai.

Internet Protocol (TCR/IP) Properties 3

General | Altemate Configuration|

You can get IP setings assigned automatically f your network supports
this capabilly. Otherwise, you need ta ack your retratk admwiristiator for
the appiopiiate IP settings.

(® Obtain an IF address automatically

O Use the folioving IP address:

(&) Dbktain DNS server address autamatically
(O Use the following DNS server addresses.

(|
[
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5. Spustelékite Sukurti nauja
rysj, kad pasileisty Naujo
rysio vedlys.

7.  Pasirinkite Prijungti prie
interneto ir spauskite Toliau.

New Connection Wizard
Network Connection Type
‘What do you want to do?

® Connect to the Intemet
Connect o the Intemet s you can bowse the Web and read ema

O Connect to the network at my workplace

) K fom h

s
a fed afice, or another location.

O Setup a home or small office network

(O Set up an advanced connection
Connect diecl to ancther computer using your seisl, parallel o infered port. or
sathat other

6.  Spauskite Toliau.

New Connection Wizard

Welcome to the New Connection
Wizard

This wizard helps yous
* Connect to the Intemet,

* Comnect to a pivate network, such s your workplace:
retwark,

* Setup 3 home or smal office network.

To continue, cick Next

8.  Pasirinkite Nustatyti mano
rysj rankiniu budu.

New Connection Wizard
Getting Ready
“The wizard i preparing o set up your Intemet connection.

Hon doyou went {0 connec o the ntemel?
© Choose from a list of Intermet service providers (ISPs)

(@ Set up my connection manually

Fora i . and a
phane rumbe for your ISP. For a braadband accaunt, you want need a phone
nunber

© Use the CD I got from an ISP

9.  Parinkite savo rysio tipg ir
spauskite Toliau.

New Connection Wizard
Intemet Connestion
How do you want to connect o the Intemet?

O Connect using a dial-up modem
This type of connection uses a modem and a egult o ISDN phone fre.

© Connect using a broadband connection that requires a user name and
password
This i a igh-speed connection sing either 2 DSL o cable modem. Your ISP may
fefe ot ype of comnection 25 PPPGE.

© Connect using a broadband connection that is always an

This s a high-speed connection using either a cable modem, DSL or LAN
connection. It s ahways aclive, and doesrit requie you o sign n

10.  |veskite savo ISP varda ir
spustelékite Toliau.

New Connection Wizard
Connection Name
\Wwhat i the name of the service that pravides your Itemnet comnectian?

Type the name: of your ISP i the folowing bor.
1SP Name
ABC

The name you ype here willbethe name of the cannection you are crealing
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11.  Jveskite savo Vartotojo
varda ir Slaptazod;.
Spauskite Toliau.

L ]

Conimpssswod  [sevns] |
Elusetrs
his conputer

[ Make this the defaut Intemet connection

13.  |veskite savo vartotojo varda ir
slaptazodj. Spauskite Prijungti, kad
prisijungtuméte prie interneto.

Nekintamo IP naudojimas:

12 Spauskite Baigti,
kad baigtuméte
konfigaracija.

izard

Completing the New Connection

Connect ABC ?Ix

Username: | TS

Password: ‘ {To changs fhe saved password, cick baie] ‘

Save this user name and password for the following wsers:

O Meonly
(&) Anyone who uses this computer

[_comeer | [ cancel | [ Propeties | [ Help

1. Norédami pradéti PPPoE tinklo konfiglracija, pakartokite 1-3

nekintamo IP naudojimo Zingsnius.
Spauskite Naudoti §j IP adresa.

3. |veskite savo interneto paslaugy tiekéjo pateikta IP adresa, potinklio

Sablong ir tinkly sasaja.

Prireikus, jveskite norima DNS serverio adresg ir alternatyvy adresa.
5. ]vedé visus atitinkamus duomenis, spauskite Gerai, kad bity

sukurtas tinko rysys.

Jeigu prisijungdami prie tinklo kilty problemy, susisiekite su savo

interneto paslaugy tiekéju (ISP).
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