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Jusu Eee PCieslegsana

Sie ir tikai isi noradijumi, ka lietot Eee PC. Detalizétu informaciju lasiet
pilnigaja rokasgramata.

1. Uzstadiet akumulatora 2.  Pievienojiet mainstravas
komplektu adapteri
~
3
J

@ Var rasties bojajumi, ja tiek
izmantots cits adapters Eee
PC stravas nodrosinasanai. Ar
sliktu mainstravas-lidzstravas
adapteri varat sabojat ka
akumulatoru (-s), ta ari Eee PC.

@ +  Kad atveriet displeja paneli, nespiediet to pie galda, jo enges
var saltzt! Nekad neceliet Eee PC aiz displeja panelal

+  Lietojiet tikai tadu akumulatoru vai mainstravas adapteri, kas
piegadats kopa ar Eee PC, vai ko razotajs vai pardevéjs speciali
ieteicis lietot $im modelim, jo citd gadijuma varat sabojat Eee PC.
Adaptera izvades spriegums ir + 19 Vdc, 2,1 A.

Atcerieties, ka akumulatora kalpo$anas maza pagarinasanai, tas
ir pilniba jauzladé pirms pirmas lietosanas un vienmér, kad tas ir
izladéts.
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Izslegsana
Izpildiet turpmakos noradijumus, lai izslégtu Eee PC.

1. Noklikskiniet uz pogas sakt, lai paraditu starta izvélni.
2. Noklikskiniet uz Izslégt datoru.

Internet Explorer

- _9 My Pictures
g‘lu E-mail

Cutlook Express

é Internet ) My Documents

:5 My Music

@ windows Media Player gl My Computer
.‘3 Windows Messenger g’ Control Panel

Sek Program Access and

'@ Tour Windows P Defauls
% Connect To 3

- Files and Settings Transfer

"D Wizard @ Help and Support
E AsusInskantkey p Search
T Run...
All Programs D 2

3. Atlasiet Izslégt, lai izslégtu Eee PC.

Turn off computer

Stand By
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Palaisana pirmo reizi

Kad startéjat Eee PC pirmo reizi, Windows vednis palaidis programmu un
izvadis JUs pa preferencu iestatijumiem un sniegs pamatinformaciju. Lai
pabeigtu inicializésanu, rikojieties péc vedna noradijumiem.

Tikla savienojuma konfigurésana

Bezvadu tikla savienojums

1.

2.

S

Pazinojumu apgabala veiciet dubultklikski uz skérsota bezvadu tikla
ikonas .

Ja bezvadu savienojuma ikona neparadas uzdevumjosla. Bezvadu
LAN funkciju aktivizéjiet, nospiezot ") + (=] (<Fn> + <F25) pirms

bezvadu tikla savienojuma konfigurésanas.

No saraksta izvélieties bezvadu
tikla piekluves punktu, kuram
JUs vélaties pieslégties,
uzklikskiniet uz Savienot, lai
izveidotu savienojumu.

Choose a wireless network

| oo
(Li}) mimoz40

o
[rosp—— wall
e

[ ——— aall

@

 Socrky-snablodwiclss neviork wlll ¢

Ja nevarat atrast vélamo piekluves punktu, kreisaja rati noklikskiniet
uz Atjaunot tiklu sarakstu un mekléjiet saraksta atkartoti.
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Pievienojoties tiklam, Jums var
bat jaievada parole.

Kad savienojums atrasts, tas tiek
paradits saraksta.

JUs varat redzét bezvadu tikla
ikonu pazinojumu apgabala.

Wireless Network Connection

The netork UNIAPSHG" requives a network key (also called a WEP key or WP key), &
netuwork key helps prevent unknown infruders from connecting ko this network.

Type the key, and then clck Connect.

Nistwork key: [ ]

cofirm netwotk key: [ ]

T — ®

Choose a wireless network

i,

(ri)) e

C Connected @,

(@)
L ail
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mima240
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unseaed; ool

aill

Bezvadu savienojuma ikona pazid, kad nospieza

(<Fn>

+ <F2>), lai atspéjotu funkciju WLAN (Bezvadu LAN).
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Lokalais tikls

Lai izveidotu bezvadu tiklu, nemiet véra turpmak minétos noradijumus:

Dinamiska IP lietosana:
1. Veiciet labo klikski uz tikla

Disable
ikonas ar bridinajuma trisstari S
dzeltena krasa Windows® Change Windows Firewall settings

uzdevumjosla un atlasiet Atvéert
tiklu savienojumus.

2. Veiciet labo klikski uz Lokalais
savienojums un atlasiet

Rekviziti. 2
.
N
S
2
>
3
3
9
3. Noklikskiniet uz Interneta 4. Noklikskiniet uz Automatiski
protokols (TCP/IP) un iegat IP adresi un
noklikskiniet uz Rekviziti. noklikskiniet uz Labi.
-& Local Area Connection Properties e Internet Protocol (TCP/IP) Properties PIx
Genersl | Authentication | Advanced| General | Aemate Configuration|
Comrectusig itk Ak doseneighedf ittt
|n Atheros L2 Fast Ethemet 10/100 Bas | the sppropriate P seltings

N () Obtain an IP addiess automatically
This cannection uses the fallowing iteme;
i () Use the following IP address
] Ciient for Microscit Networks —
V= File and Piinter Sharing for Miciosaft Networks
005 Packet Scheduer ]

natal, rinatal (® Dblain DNS sorver scbess automatioaly

BeErien O Use the following DNS server addresses:

Transmission Contral Pratocol/Internet Prtacal, The default 1

wide area netwolk protocol that provides communication e

actoss diveise interconnected netwaiks,
[T Show ison in rotication area when connscled
Notity me when this connection has limited of no connectivity
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5. Noklikskiniet uz Izveidot jaunu
savienojumu, lai startétu Jauna
savienojuma vednis.

7.  Atlasiet Pievienot
internetam un noklikskiniet
uz Nakosais.

New Connection Wizard
O Connect to the network at my workplace

Connect to a business network (using diakup o1 YPN] s0 you can wark from home,
& fed afice, or another location.

Network Connection Type
‘What do you want to do?

© Connect to the Intemet
Connect o the Intemet 5o you can browse the Web and read emal.

O Set up a home or small office network
&

(O Set up an advanced connection
Connect diecl to ancther computer using your seisl, parallel o infered port. or
sathat other

6.  Noklikskiniet uz Nakosais.

New Connection Wizard

Welcome to the New Connection
Wizard

This wizad helps your

* Connect to the Itemet.

* Connect to a pivate network, such as your workplace
netwok

* Setup 3 home or smal office network.

To continue, ok Nex

8.  Atlasiet Manuali iestatit
savienojumu.

New Connection Wizard

Getting Ready
“The wizard i preparing o set up your Intemet connection.

Ha dayou wank 1o cornestta the rtemet?
© Choose from a list of Intermet service providers (ISPs)

(@ Set up my connection manually

Fora t d.anda
phane rumbet for your ISP. For a braadband accaunt, you won't need a phone
e,

© Use the CD I got from an ISP

9. Atlasiet savienojuma tipu un
noklikskiniet uz Nakosais.

New Connection Wizard

@ Gonnest using a broadband connection that requires a user name and
sword

Intemet Connestion
How do you want to connect o the Intemet?

O Cannect using a dial-up modem
This lype of cannection uses a madem and a regular or ISDN phone fine.

This s a high-spesd connection using sither a DSL of sable: modem. Your 5P may
tefer o this ype of connection as PFFol

(O Connect using a broadband connection that is always on
This i a high-speed connection using sither a cable modem, DSL or LAN
connection. t s ahways aclive, and doesrit requie you o sign n

10. levadiet ISP nosaukumu un
noklikskiniet uz Nako3ais.

New Connection Wizard

Connection Name
\What i the name of the service that provides your Itemet comnection?

Type the name: of your ISP i the folowing bor.
1SP Name
ABC

The name you ype here will bethe name of the cannection you are crealing.
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11.  levadiet lietotaja vardu 12 Noklikskiniet uz
un paroli. Noklikskiniet uz Pabeigt, lai pabeigtu
Nakosais. konfiguraciju.

Intemnet Account Information .

Type anisP
sale

Completing the New Connection
Wizard

You

sl completed he seps neadedito
on:

aBC
* Make ti the defeul conneciion
Username: asUs * Shate with allusers of this computer

* Use the same user nene & pessword (o1 evetyone

Password:

Confimpassword The connecion wilbe saved in the Nelwark
ok

Connestions foke.

i computer ] dd ashartoutto s coeston to my desklon
Make s the defauIneet cornection
To createthe connecton and close ths wizar, clck Fiish

13. levadiet lietotaja vardu un paroli. Connect ABC @[5
Noklikskiniet uz Savienot, lai
savienotu ar internetu.

Username: | TEIE

Passwad | {70 change fhe saved pasaord, cick hesel |

Save this user name and password for the following users:

O Meonly
(&) Anyone who uses this computer

[_Comnest | [ Cancel | [ Puopetties | [ Help

Statiska IP lietosana:

1. Laisaktu statiska IP tikla konfigurésanu, atkartojiet darbibas no 1.
lidz 3., ka lietojot dinamisko IP.
Noklikkiniet uz Izmantot Sadu IP adresi.

3. levadiet jasu pakalpojumu sniedzéja IP adresi, Subnet mask
(Apakstikla masku) un Gateway (Varteju).

4.  JanepiecieSams, ievadiet vélamo DNS servera adresi un alternativo
adresi.

5. Pécvisu atbilsto3o vértibu ievadisanas noklikskiniet uz Labi, lai
izveidotu tikla savienojumu.

Sazinieties ar savu interneta pakalpojumu sniedzéju (ISP), ja jums ir
problémas ar tikla savienojumu.
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