Internet Security Router Firmware Update Procedure

1 Introduction

This document describes the firmware update procedure for the Internet Security Router.

2 Environment Setup

Connect your PC to the LAN port of the Internet Security as shown below.
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3 Firmware Upgrade Procedure

1. Connect your PC and the Internet Security Router as shown in the above figure. Make sure that

the IP of your PC is configured properly.

2. Open your web browser, type the following in the web address (or location) text box, and press

<Enter>:
http://192.168.1.1
This is the predefined IP address for the LAN port on the Internet Security Router. Swap

192.168.1.1 with the actual IP address configured for the LAN port on the Internet Security Router

if you had changed the LAN port address.
3. Alogin screen similar to the figure below displays:
Enter Network Password x|

% Flease type vour uzer name and password.
Site: 192.168.1.1
Realm SL1000

User Mame Iadmin

Pazsword I *****

[ Save this password in your password list

(1] I Cancel

4. Enter admin and admin for both the User Name and Password fields, and then click Ll.

5. You'll see the configuration GUI appears on your screen as shown below:
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6. Click on the “System Management” menu, and then click on the “Firmware Update” submenu.
You'll see the Firmware Update Configuration page as shown below:
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7. Inthe Firmware text box, enter the path and name of the firmware image file. Alternatively, you
Browsze. ..

4

may click on button to search for it on your hard drive.

8. A count down counter as shown below will appear if the new firmware is transferred to the
Internet Security Router successfully. If you don’t see this counter, then the new firmware is not
transferred to the Internet Security Router successfully. In this case, you’ll have to manually reset
the Internet Security Router by pressing the reset switch. Note that the whole upgrade procedure
will take about 5 minutes to complete.
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9. Once you see the counter down counter return to 0O, click on the “System Info” menu to check if
the new firmware is properly upgraded. Note that you probably need to clear the cache of your
web browser to see the new System Info page as shown below. The new page contains
significantly more information than the old version, such as LAN and WAN information. Following
is the procedure to clear the browser cache for Microsoft Internet Explorer:

a) Click on “Tools” menu
b) Click on “Internet Options...” menu

c) Click on “Delete Files...” button to clear the browser cache.

Rautar
SOdTwade Warsion ESL1000.1.1 08 410, Hov S 2003, 111504
Lan IP Address 19216811
Wtk Fort MAS Address 000 b Wl S cf
LN Port M&C Address 10:0¢ B 7 Sa el
Sﬁﬂ.‘f‘h Lip Time _|:| D), 1d Hfs), 47 pinis), A7 Sec(s)
1] Setup Wizard Sysbern hame SL1000 yaurdomain cam
| .,éiﬁ;“m Syster Lacanan
Tl Systern Contact
AN £ bl =
DOKS 5 Lan IP Agdress 192 16B.1 1
¥ ] Remple Access 1AM Sulnet Mask 295288 2850
2 Fhrowall
& jrp" WAkl Connection hiode R
LiLlag VAN Connection Stalus Connectad
= 2 System Managaman
o WA P AdrEss 1132 166 168 26
P asswnaal Wk Subnet Mask (255258 2850
L Systam |de ntity DRIl GRatewany A0drass 192,166 1681
L] DataTime Setup Frimary D85 166951821
i E;Ff-xl'ilum . Secomdary DNS 1192 166.168.2
o Rdm:. il MaC Coning ¥ satiea
Sk  SystemSeriiems |
Firewsl Eraiien
PR Ermbled
DHCP Enadied
Dkl Enatled
LN [Enahled
PP Erashied
SHTR Erabied E

Copyright 2003, ASUSTek Computer, Inc. Page 3



	1 Introduction
	2 Environment Setup
	3 Firmware Upgrade Procedure

