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ASUS Contact Information

ASUSTeK COMPUTER INC. (Asia-Pacific)

Company address:
Telephone:

Fax:

E-mail:

Web site:

15 Li-Te Road, Beitou, Taipei 11259
+886-2-2894-3447
+886-2-2890-7798
info@asus.com.tw

http://www.asus.com.tw

ASUS COMPUTER INTERNATIONAL (America)

Company address:
General (fax):
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Technical support
General support:
Support (fax):

Online support:
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http://usa.asus.com

+1-502-995-0883
+1-502-933-8713
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General (fax):
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FAQ:
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@ RX3081 Broadband Router Quick Start Guide

[ Feature highlights

3-Step Easy Setup wizard

Allows you to conveniently set up your device in three easy steps.

Built-in DHCP server

The built-in Dynamic Host Configuration Protocol (DHCP) provides a dynamic IP host
address and other related configuration information such as the subnet mask and default
gateway upon request. The router acts as a DHCP server for devices (clients) on your LAN.

Multi DMZ Host Function

Configure one computer in your network to allow unrestricted two-way communication with
servers or individual users on the Internet.

Supports PPTP, PPPoE and L2TP

@ The WAN port supports Point-to-point Protocol over Ethernet (PPPoE), Point-to-Point Tunnel @
Protocol (PPTP) and “Direct Connection” type service.

Support up to 253users, 10,000 Sessions
With eight LAN ports, RX3081 supports up to 10,000 sessions.

Ad 1 Security M

RX3081’s web graphics user interface (web GUI) enables you to configure the router settings
such as firmware upgrade, password authentication, port redirection, IP Filtering and other
security features.

MAC Cloning

RX3081 enables you to clone your computer’s MAC address to your router.

®

| ®
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RX3081 Broadband Router Quick Start Guide

N

[/ Package contents |

J

+  RX3081 router x 1

«  AC power adapter x 1

+  Quick Start Guide x 1

*  Support CD x 1 (User manual included)
*  Warranty card x 1

*  RJ45cablex 1

/ « Contact your retailer if any of these items is damaged or missing.

®
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@ RX3081 Broadband Router Quick Start Guide

| Hardware features

Front panel

The front panel contains LED indicators that show the status of the unit.

FSUS RN5081 vowen

status o

AN

—_—
wag 7 6 5 4 3 21

OreseT

LED Status
POWER On
Off
@ LAN (1-8) On
Blinking
WAN On
Blinking
STATUS On
Blinking

Description
The router is ON.

The router is OFF.

Link is established.

Link is established, and data is being sent

or received.

Link is established.

Link is established, and data is being sent

or received.

The device is not responding and require

some maintenance.

The device is up and ready.

®
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RX3081 Broadband Router Quick Start Guide

Button Description
Reset « Using a pointed object such as a ballpen, short-press to reboot
the device.

+ Using a pointed object such as a ballpen, long-press to restore the
system to its factory default settings.

Rear panel

The rear panel contains the DC power port, one RJ-45 WAN port, and eight RJ-45 LAN ports.

bondbodod,

ltem Description
Power (DC) Connects to the DC power adapter.

WAN (RJ-45 port x 1) | Connects to the Internet through cable or DSL modem.

LAN (RJ-45 port x 8) | Connects to the Local Area Network (LAN) via Ethernet hub,
switch, or directly to your computer.

[/ System requirements

Before installing the RX3081 router, ensure that your system meets the following
requirements:

e  Computers with enabled TCP/IP protocols
e DSL or cable modem for Internet connection
e RJ-45 port (10/100Base-T)

o Web browser

®
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@ RX3081 Broadband Router Quick Start Guide

\: Installation the router |

1. Connect one end of an RJ-45 port to the RJ-45 port on your DSL/cable modem, then
connect the other end to the WAN port of your RX3081.

2. Using another RJ-45 cable, connect one end to the network port of your computer then
connect the other end to an available LAN port in your RX3081. Repeat this step to
connect more devices, you can connect up to eight (8) devices to your RX3081.

3. Power on the DSL/ Cable modem and ensure that a link with ISP is established, then
turn the RX3081 power on.

4. Check the LED indicators to view the status of your router.

| ®
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RX3081 Broadband Router Quick Start Guide

\ Configuring clients in your LAN

Your RX3081 router comes with built-in DHCP server functions that is used to automatically
assign an IP address for clients or computers in your network.

Below are the procedures for configuring your computer. Follow the instructions for the

operating system that you are using.

Windows® 9x/ME

1. Click Start > Control Panel > Network to
display the Network setup window.

2. From the Configuration tab, click Properties.

3. If you want your computer to automatically
obtain an IP address, click Obtain an IP
address automatically then click OK.
Otherwise, click Specify an IP address,
then key in the IP address and Subnet
Mask.

Network (20x]
Configuaton | Idenificaton | Access Cortiol|

The following network components ae installct
[ Microsoft Famity Logon
5 DikLUp Adapter
Reakek RTL8T39A/8/C/8130) PCI Fast Ethernet NIC

TCP/IP - DiakUp Adaptr
[Y~TCP/1P > Reatek RTLET0 PO Fast Ethefl]
>

Add Remove. (. Properties |

Py Nevork Loor
Vrosn Famy Loon |

Eile and Pint Shaiing...

TCR/IPis the protocol you use to connect 1 the Itemet and

vide-area netuarks.
oK Cancel
TCP/IP Propetties

Bindngs | Advanced | NemiOs |
DNS Configuation | Gateway | WINS Corfguraon 1P Adctess

An P addess can be automaticaly assigned to this computer.
Ifyour network does ot sutomatically assign P addresses, sk
yout network acinistatorfor an address, and then ype itin
the space belo.

@ (Gote P acies sl

C SpeciyanlPaddess:

Cance
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@ RX3081 Broadband Router Quick Start Guide

4. Select Gateway tab, and key in New TCP/IP Propertios 2]

gateway then click Add. Bindngs | Advanced | NewioS

ONS Conaten Glowsy | NS Confuoton | P Addess

The fst gatewayin the Installed Gateway st will e the defaul.
he address order n the st il be the crder n which these
machines are uset

New gatenay

Add

o

Select DNS configuration tab then click TCP/IP Properties HE

Nelgi0s

Enable DNS. Key in Host, Domain, and Binding =
N DNS Corfiguration | Gatemay | WiNS Confguation | 1P Address
DNS Server Search Order, then click Add. S
C“Ck OK " Enable DNS
o — DoTa: ,—

DHESererSe amhiEsn
(|

i o

Dot S B A e

ot
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Protocols tab. [odinlides
j:NmBELH Protacol
2. Select TCP/IP Protocol from the Network i
Protocols list then click Properties.
464, | Bemove | Popeties. | Lo
Description:
T onkel Prcealtset Prtocl Thedell o
e T T ‘
=T
3. From the IP Address tab of the Microsoft iLTCP/P P

®

RX3081 Broadband Router Quick Start Guide

Windows® NT4.0

1. Go to Control Panel > Network to display

the Network setup window then select the

TCP/IP Properties window, you can:

+ Select the type of network adapter installed
in your system.

+ Set the router to assign IP addresses
automatically.

+ Manually set up the IP address, subnet
mask, and default gateway.

Network

B
Identficaton | Services  Protocols | Adapters | Bindings |

1P Addess | ONS | WINS Addess | DHCP Relay | R |

AnIP addiess can be automaiicaly assigned o this network card
by 2 DHCP server. Ifyournetwork.
sk you netvork adniis
the space belon.

doss ot have 3 DHCP server,
iristeto or an adess. and then e £ in

@ Dblan an P address from a DHCP server
- © Speciy an P address.

@
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@ RX3081 Broadband Router Quick Start Guide

4. Select DNS tab then click Add under the

[Microsoft TCP/IP Properties [2]x]
DNS Service Search Order and key in DNS. 1P Addess DS | WINS Ades | OHCP Rly| Rsing |
Domain Name System (DNS).
Host Name: Domain:
i
Bt
add = T
W
Dot
add = e
[T |
Windows® 2000
1. Click Start > Control Panel > Network and x|
Dial-up Connection. Right-click Local Area e |
@ Connection then click Properties. B @
,m
2. Select Internet Protocol (TCP/IP), then click
Properties. e T e

1 158 Chent for Microsoft Netwarks

il | Uniosal Propetes
Descrpton
Transmession Control Pldmdlh\!amal PIM |ha d-?auk
wide area network

g e

I~ Show iconin taskbar when connected

oK Cancel

@)

| ®
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RX3081 Broadband Router Quick Start Guide

3. Select Obtain an IP address automatically 2l
if you want the IP settings to be assigned =
A ) T
automatically. Otherwise, select Use :::f;':;;}:;;:;;wmmw':ﬂ*mm'ﬂ

the following IP address: and key in
IP address, Subnet mask, and Default

gateway.
4. Select Obtain DNS server address
- 5 Ot NS seer e aamionly
automatically if you want the DNS server  Use th eoing DNS sever addsos.
settings to be assigned automatically. - —
Otherwise, select Use the following DNS
o

server address: and key in the Preferred
and Alternate DNS server. Lo ] o |

5. Click OK when done.

» We recommend that you set the router’s IP address http:/192.168.1.1 (the router’s
default IP address) as the default gateway.

®
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@ RX3081 Broadband Router Quick Start Guide

Windows® XP

1. Click Start, select Control Panel > L Local Area Connection Properties @5
Network Connection. Right-click Local T o
Area Connection then select Properties.

Cornect using

W9 515 9008ased PCI Fast Ethemet Adapler

0 18] Chot for Microselt Networks

2B Fie and Printer Shing for Micrsoft Networks

1 2005 Packet Scheduler

Lo e

wide area nelwork protocol thal provides commurication
acioss diverse intercomected networks.

] Show icon in notiication area when connected

Internet Protocol (TCP/IP) Properties 3]
2. Select Internet Protocol (TCP/IP), then Gor | Al Corfipacion
click Properties. Porr ey a4
@ ey

PR ®
O e g s

© Ottn DNS server ackdess automataly
O Usg the foowing ONS server adesses

Concel
3. Select Obtain an IP address automatically if you want the IP settings to be assigned
automatically. Otherwise, select Use the following IP address: and key in IP address,
Subnet mask, and Default gateway.
4.

Select Obtain DNS server address automatically if you want the DNS server settings to

be assigned automatically. Otherwise, select Use the following DNS server addresses:
and key in the Preferred and Alternate DNS server.

5. Click OK when done.

% » We recommend that you set the router’s IP address as the default gateway.

A3948_RX3081.indb 14 9/25/08 9:09:20 AM



| ® |

RX3081 Broadband Router Quick Start Guide

-

\: Configuring the router 1

J

The RX3081 Router comes with a web-based configuration utility. Access this utility from any
clients in the network.

+ We recommend you to use Microsoft® Internet Explorer 5.0 or later, or Netscape
Navigator 4.7 or later.
+  Before configuring your router, ensure that you obtain the following information from your
Internet Service Provider (ISP):
+  The type of IP address (static or dynamic) assigned to clients on your LAN.
+  The type of connection service (PPTP or PPoE) and all the related information
about the connection service (such as username and password).

Logging in to the router’s web interface

To log in to your router:

@ 1. Launch the web browser then key
in http:/192.168.1.1 (the router’s

Connect to 192.168.1.1

default IP address) in the address @?
box of the web browser and press 'ﬂ[\‘k\
Enter.

2. From the login window, key in the
default user name (admin) and (7 et
password (admin), then click OK. Password:

Remember my password

®
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@ RX3081 Broadband Router Quick Start Guide

\: Quick Setup

-

J

The RX3081 Router enables you to quickly set up the basic settings of the router such as the

hostname, domain name, time zone, and daylight saving time. To do this, click Wizard, then
follow the succeeding instructions.

fsSUs

Wizard

System Status

3 Systom
£ wan
S

o nar

2 Firewall
3 Routing
S
3 00ms

Logout

ASUS Rrx3081

[ Product Name | asus Rxa081

Host Name (Optional)

DomainName  [guewsy ________optiona)
Time Zone (GMT+36:00) Beijng, Chongging, Ururmai <]
Daylight Saving I~ Enabled From: [FE8 =] [2 =] o: [FEE =] [2 =]

Next

A3948_RX3081.indb 16
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Alamat kantor:

e|sauo

Telepon:
Faks:
E-mail:
Situs Web:

Informasi Kontak ASUS

ASUSTeK COMPUTER INC. (Asia-Pasifik)

15 Li-Te Road, Beitou, Taipei 11259
+886-2-2894-3447
+886-2-2890-7798
info@asus.com.tw

http://www.asus.com.tw

ASUS COMPUTER INTERNATIONAL (Amerika)

Alamat kantor:

Umum (faks):

Alamat situs Web:
Dukungan teknis

Dukungan umum:

Dukungan (faks):
@ Dukungan online:

800 Corporate Way, Fremont, CA 94539, A.S.
+1-510-608-4555

http://usa.asus.com

+1-502-995-0883
+1-502-933-8713
http://vip.asus.com/eservice/techserv.aspx

ASUS COMPUTER GmbH (Jerman & Austria)

Alamat kantor:

Umum (telp):

Umum (faks):

Alamat situs Web:
Kontak online:
Dukungan teknis
Komponen:

Faks:

Dukungan online:
Pusat layanan global:

Tanya Jawab:

Dukungan teknis online:

A3948_RX3081.indb 18
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+49-2102-95990

+49-2102-959911

http://www.asuscom.de
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+49-1805-95990

+49-2102-959911
http://vip.asus.com/eservice/techserv.aspx?SLanguage=de-de
http://support.asus.com/service/service.aspx?SLanguage=en-us
http://support.asus.com/fag/fag.aspx?SLanguage=en-us
http://support.asus.com/techserv/techserv.?SLanguage=en-us

9/25/08 9:09:21 AM



| ® |

Panduan Ringkas RX3081 Broadband Router "‘;j

[ Keterangan fitur

Panduan Konfigurasi 3 Langkah Mudah

Digunakan untuk mengkonfigurasi perangkat dalam tiga langkah mudah.

Server DHCP internal

DHCP (Dynamic Host Configuration Protocol) internal memberikan alamat host IP dinamis
serta informasi konfigurasi terkait lainnya, seperti subnet mask dan gateway default sesuai
permintaan. Router berfungsi sebagai server DHCP untuk perangkat (klien) di LAN.

)
®
]
c
o
T
£
©
»
@
£
©
m

Fungsi Host Multi DMZ

Mengkonfigurasi satu komputer di jaringan untuk digunakan dalam komunikasi dua arah
tanpa batas dengan server atau pengguna di Internet.

Mendukung PPTP dan PPPoE

@ Port WAN mendukung layanan jenis PPPoE (Point-to-point Protocol over Ethernet), PPTP @
(Point-to-Point Tunnel Protocol), dan “Direct Connection” (Sambungan Langsung).

Mendukung hingga 253 pengguna, 10.000 Sesi
Dengan delapan port LAN, RX3081 mendukung hingga 10.000 sesi.

Manajemen Keamanan Lanjutan

GUI Web (interface pengguna grafis Web) RX3081 dapat digunakan untuk mengkonfigurasi
pengaturan router, misalnya upgrade firmware, otentikasi sandi, pengarahan ulang port,
Penyaringan IP, dan fitur keamanan lainnya.

Kloning MAC
RX3081 dapat digunakan untuk mengkloning alamat MAC komputer ke router.

A3948_RX3081.indb 19 9/25/08 9:09:21 AM
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Panduan Ringkas RX3081 Broadband Router

B
\\ Isi kemasan

+ 1 router RX3081

1 adaptor daya AC

1 Panduan Ringkas
+ 1CD dukungan (disertai Panduan pengguna)
+ 1Jaminan kartu

1 kabel RJ45

Jika item tertentu rusak atau hilang, hubungi peritel Anda.

o
)
>
)
7]
o
=]
Q
o
=3
0
@
o

| ®
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Panduan Ringkas RX3081 Broadband Router "~

[ Fitur perangkat keras

Panel depan

Panel depan dilengkapi indikator LED untuk menunjukkan status unit.

Frawlli=r] ' R

L |
L LB B BN B B W)

LED Status
DAYA Aktif
Tidak aktif
@ LAN (1-8) Aktif
Berkedip
WAN Aktif
Berkedip
STATUS Aktif
Berkedip

Keterangan
Router aktif.

Router tidak aktif.
Sambungan berlangsung.

Sambungan berlangsung dan data
sedang dikirim atau diterima.

Sambungan berlangsung.

Sambungan berlangsung dan data
sedang dikirim atau diterima.

Perangkat tidak merespons dan
memerlukan beberapa tindakan
pemeliharaan.

Perangkat telah siap.

)
®
]
c
o
T
£
©
»
@
£
©
m
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Panduan Ringkas RX3081 Broadband Router

Tombol Keterangan

Atur ulang + Untuk menjalankan boot ulang pada perangkat, tekan sebentar
tombol ini menggunakan benda berujung tajam, misalnya pulpen.

+ Untuk mengembalikan sistem ke pengaturan default pabrik, tekan
terus tombol ini menggunakan benda berujung tajam, misalnya
pulpen.

Panel belakang

o
)
>
Q
7]
o
=]
Q
o
=3
0
@
o

Panel belakang dilengkapi port daya DC, 1 port WAN RJ-45, dan 8 port LAN RJ-45.

. !
® ®

ltem Keterangan
Daya (DC) Tersambung ke adaptor daya DC.

WAN (1 port RJ-45) | Terhubung ke Internet melalui modem DSL atau kabel.

LAN (8 port RJ-45) Terhubung ke LAN (Local Area Network) melalui hub Ethernet,
switch, atau secara langsung ke komputer.

 Persyaratan sistem )

Sebelum memasang RX3081 router, pastikan sistem telah memenuhi persyaratan sebagai
berikut:

«  Komputer yang mendukung protokol TCP/IP
»  Modem kabel atau DSL untuk sambungan Internet
«  Port RJ-45 (10/100Base-T)

- Browser Web

®
| ®
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Panduan Ringkas RX3081 Broadband Router ‘*‘;j

. Pemasangan router |

1. Pasang salah satu ujung konektor RJ-45 ke port RJ-45 di modem DSL/kabel, kemudian
pasang ujung lainnya ke port WAN pada RX3081.

2. Sambungkan salah satu ujung kabel RJ-45 ke port jaringan komputer Anda,
kemudian sambungkan ujung lainnya ke port LAN yang terdapat pada RX3081. Untuk

menyambungkan perangkat lainnya, ulangi langkah ini. Anda dapat menyambungkan
hingga 8 perangkat ke RX3081.

3. Aktitkan modem DSL/Kabel, pastikan sambungan ke ISP telah dibuat, kemudian
aktifkan RX3081.

4. Periksa indikator LED untuk melihat status router.

)
®
)
c
o
T
£
©
»
@
£
©
m

®
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Panduan Ringkas RX3081 Broadband Router

\ Mengkonfigurasi klien di LAN

Router RX3081 dilengkapi fungsi server DHCP internal yang digunakan untuk secara otomatis

[ve]
Q
g sistem operasi yang digunakan.
S
5 Windows® 9x/ME
o
o 1. Klik Start (Mulai) > Control Panel ( Panel
r:D Kontrol) > Network (Jaringan) untuk
(7} menampilkan jendela Konfigurasi jaringan.
= 2. Dari tab Konfigurasi, klik Properties
(Properti).
3. Jika ingin agar komputer mendapatkan

alamat IP secara otomatis, klik Obtain an IP
address automatically (Dapatkan alamat
IP secara otomatis), kemudian klik OK.
Cara lainnya, klik Specify an IP address
(Tentukan alamat IP), kemudian masukkan
IP address (Alamat IP) dan Subnet Mask.

menetapkan alamat IP bagi klien atau komputer di jaringan Anda.

Berikut adalah prosedur untuk mengkonfigurasi komputer Anda. Ikuti petunjuk sesuai dengan

Configuation | Idenificaton | Access Cortiol|

The folowing network components are insalld
[E3 Microsof Famiy Logon

s oo
Primary Network Logon:
[Victost Forh Looon =l

Eile and Pint Shaiing...

TCR/IP i the protocol you use to connect 1o the Itemet and
wide-area netorks.

oK Cancel
TCP/IP Properties
Bindngs | Advanced | NemiOs |

DNS Carfigurton | Gaway | WINS Carfiartion 1P Addiess

An P addess can be automaticaly assigned tothis computer.
Ifyour network does ot sutomatically assign P addresses, sk
yout network acinistatorfor an address, and then ype itin
the space belon.

@ (Gota P st sl

" Speciy an|P address

Crrri
Olrerhzsie 1. 1 . |

[ Addess

Cance

A3948_RX3081.indb 24
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Panduan Ringkas RX3081 Broadband Router "~

4. Pilih tab Gateway, masukkan New TCP/IP Properties =]
g:‘;‘;":v (bGa;;*WﬂV baru), kemudian kiik ] e e A
ambah).

The fst gateway in the Installed Gateway st will e the defaul.
he addess order n the st il be the arder n which these
machines are uset

New gatenay

Add

o

)
®
]
c
o
T
£
©
1]
@
£
©
m

5. Pilih tab DNS configuration (Konfigurasi TCP/IP Properties =]
DNS), kemudian klik Enable DNS
(Aktifkan DNS). Masukkan Host, Domain,

i Negios |
ONS Cerfiuton | Garey | WINS Corfguston | 1P ddess

© BRI

dan DNS Server Search Order (Urutan € EnatleDNs
Pencarian Server DNS), kemudian klik o ] il |
@ Add (Tambah). D @
6. Klik OK.

1 1 o
e
Dot B Beach g —
]
’7 FEiiove

o

®
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Panduan Ringkas RX3081 Broadband Router

Windows® NT4.0

o
)
>
)
7]
o
=]
Q
o
=3
0
@
o
3.

Buka Control Panel (Panel Kontrol) >
Network (Jaringan) untuk menampilkan
jendela Konfigurasi jaringan, lalu pilih tab
Protocols (Protokol).

Pilih TCP/IP Protocol (Protokol TCP/IP) dari
daftar Network Protocols (Protokol Jaringan),
kemudian klik Properties (Properti).

Dari tab Alamat IP di jendela Properti TCP/IP

Microsoft, Anda dapat:

+ Memilih jenis adapter jaringan yang diinstal
pada sistem.

+ Mengatur agar router menetapkan alamat IP
secara otomatis.

* Menetapkan alamat IP, subnet mask, dan
gateway default secara manual.

Network

B

Identficaton | Services Protocols | Adapters | Bindings |
MNetwok Protocols:

[~ NeEUl Potocal
[ 3™ MWLink IPX/SPX Compatle Trenspot
[~ NwLink Negios

add. | Bemove | Popaties. | Lo

Descrlion:
oG et P Tl e |
stea nelwork protocol et provides comimuricalon scoss.

diverse nteiconnecled networks. ‘

ILTCPIP Properties
1P Addess |ONS | WINS Addess | DHCP Relay | R |

0P addiess can be automaticaly ssigned o tis netwerk card
by aDHCP servr. If your network doss not have a DHCP server,

doss.
sk you netvork adnirisiatofor an adress. and then type R in
space below.

@ Dblan an P address from a DHCP server
- € Speciy an P address.
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Panduan Ringkas RX3081 Broadband Router "‘;j

4. Pilih tab DNS, klik Add (Tambah) dalam DNS Microsoft TCP/IP Properties (2]
Service Search Order (Urutan Pencarian 1P Addoss ONS. | VNS Addess | DHCP ey | Roing |
Layanan DNS), kemudian masukkan DNS. b ) _
- I
Wiy m
aga. | £ I Q
| Ty e :
]
T
Do) f—
©
T <
1]
Windows® 2000
1. Klik Start (Mulai) > Control Panel 2yx]
@ (Panel Kontrol) > Network and Dial-up Gener |
Connection (Jaringan dan Sambungan ,__—E“""“’“’"“
Dial-up). Klik kanan Local Area ki bl L =
Connection (Sambungan Area Lokal), :gwmm,,u.ammmmm
kemudian klik Properties (Properti). S
2. Pilih Internet Protocol (TCP/IP), kemudian :
klik Properties (Properti). ol | sl | Properties
[ T e
s e Rtovcled TaOKS
I~ Showiconin taskbar when connected
o Caal
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Panduan Ringkas RX3081 Broadband Router

3.
o
o
>
®
QO 4.
5
o
]
=3
o
@,
o
5.

Jika ingin agar pengaturan IP ditetapkan
secara otomatis, pilih Obtain an IP address
automatically (Dapatkan alamat IP secara
otomatis). Cara lainnya, pilih Use the
following IP add (Gunakan alamat IP
berikut): kemudian masukkan IP address
(Alamat IP), Subnet mask (Subnet mask),
dan Default gateway (Gateway default).

Jika ingin agar pengaturan server DNS

server address autc

internet Protocol (TCP/1P) Properties i

Gere |

2]

ou can get P stings assgned autcmatcall i yous retwark suspots
i capabily. On
the sopiopiae P seling:.

i
~C Use e lobowing P adress

& Oftain DNS server adoss automaiioaly
 Usath folowing DNS server acdesses:

—
ditetapkan secara otomatis, pilih Obtain DNS
Ily (D Adarced. |
y (Day
e e

alamat server DNS secara otomatis).
Cara lainnya, pilih Use the following DNS
server address (Gunakan alamat server

DNS berikut): kemudian masukkan Preferred and Alternate DNS server (Server DNS

Pilihan dan Alternatif).

Klik OK setelah selesai.

sebagai gateway default.

Sebaiknya tetapkan alamat IP router ke http://192.168.1.1 (alamat IP default router)
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Panduan Ringkas RX3081 Broadband Router

Windows® XP

1. Klik Start (Mulai), pilih Control Panel
(Panel Kontrol) > Network Connection
(Sambungan Jaringan). Klik kanan Local Comectusing
Area Connection (Sambungan Area RASEIAN S O R
Lokal), lalu pilih Properties (Properti). e

18] Client for Microsoft Networks

1 ) File and Pinter Shasing for Microsolt Networks

91 8 005 Packet Scheduer
E

L Local Area Connection Properties

Gensral | Auhentcation | Advanced|

~

wide area network protocol that provides commurication
across dverse iterconnested networks.

[ Show icon in nolification area when connected

)
7
)
c
o
T
£
©
]
@
£
©
m

2. Pilih Internet Protocol (TCP/IP) (Protokol Intornot Protocol (1CPIP) Properties
Internet (TCP/IP)), kemudian klik Properties | s Cokyien
B ——
(Properti). i

i)

bty Oherwice, you road 0k yous stk sttt fox
the apopdas P ceting:

i @

© Gbion S server ke viomoiiy
O Use o folowing ONS srves ke

et
3. Jika ingin agar pengaturan IP ditetapkan secara otomatis, pilih Obtain an IP address
automatically (Dapatkan alamat IP secara otomatis). Cara lainnya, pilih Use the
following IP address (Gunakan alamat IP berikut): kemudian masukkan IP address
(Alamat IP), Subnet mask (Subnet mask), dan Default gateway (Gateway default).
4.

Jika ingin agar pengaturan server DNS ditetapkan secara otomatis, pilih Obtain DNS
server address automatically (Dapatkan alamat server DNS secara otomatis). Cara
lainnya, pilih Use the following DNS server addresses (Gunakan alamat server DNS

berikut) : kemudian masukkan Preferred and Alternate DNS server (Server DNS
pilihan dan alternatif).

5. Klik OK setelah selesai.

Sebaiknya tetapkan alamat IP router sebagai gateway default.

®
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Panduan Ringkas RX3081 Broadband Router

\: Mengkonfigurasi router

RX3081 Router dilengkapi dengan utilitas konfigurasi berbasis Web. Akses utilitas ini dari
berbagai klien di jaringan.

Sebaiknya gunakan Microsoft® Internet Explorer 5.0 atau versi lebih baru maupun
Netscape Navigator 4.7 atau versi lebih baru.
Sebelum mengkonfigurasi router, pastikan Anda telah mendapatkan informasi berikut
dari ISP (Penyedia Layanan Internet):
Jenis alamat IP (statis atau dinamis) yang ditetapkan bagi klien di LAN.
Jenis layanan sambungan (PPTP atau PPoE) serta semua informasi terkait
tentang layanan sambungan tersebut (misalnya, sandi dan nama pengguna).

o
)
>
)
7]
o
=]
Q
o
=3
o
@
o

Log in ke antarmuka Web router

Untuk log in ke router:

@ 1. Buka browser Web, masukkan T
http://192.168.1.1 (alamat IP s
default router) ke dalam kotak @
alamat browser Web, kemudian 'ﬂ[
tekan Enter.

o

2. Dari jendela login, masukkan sandi
(admin) dan nama pengguna 7 e
default (admin), kemudian klik OK. Password:

Remember my password
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Panduan Ringkas RX3081 Broadband Router

\: Konfigurasi Cepat

Router RX3081 dapat digunakan untuk mengkonfigurasi pengaturan dasar router dengan
cepat, misalnya nama host, nama domain, zona waktu, dan waktu daylight saving. Untuk

melakukannya, klik Wizard (Panduan), kemudian ikuti petunjuk selanjutnya.

r—y=}
1nsus

Wizard

System Status

3 Systom
1 wan
S

2 nar

2 Firewall
L1 Routing
2 upnp
£ 00ms

Logout

ASUS Rrx3081

Host Name (Optional)
DomainName  [guewsy _________optiona)
Time Zone (GIT+38.00) Bejing, Changaing, Ururnas -

Daylight Saving ™ Enabled From: [FEB =] [2 =] 7o:[FEE =] [2 =]

Next

)
7
)
c
o
T
£
©
]
@
£
©
m
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ASUS =2 F&

ASUSTeK COMPUTER INC. (OFAIOt—EH % &)

=4 15 Li-Te Road, Beitou, Taipei 11259
e} +886-2-2894-3447

Fax: +886-2-2890-7798

E-mail: info@asus.com.tw

AA0IE: http://www.asus.com.tw

ASUS COMPUTER INTERNATIONAL (0I=)

Fa 800 Corporate Way, Fremont, CA 94539, USA

Fax: +1-510-608-4555

HAOIE: http://usa.asus.com

JlE N =
LAY +1-502-995-0883

Fax X &: +1-502-933-8713 rH-

_
22t T http://vip.asus.com/eservice/techserv.aspx 'IOJ @

ASUS COMPUTER GmbH (5€ & 2AE2|0})

T Harkortstr. 21-23, 40880 Ratingen, Germany

Hah +49-2102-95990

Fax: +49-2102-959911

AAOIE: http://www.asuscom.de

22 29 http://www.asuscom.de/sales

Jl& N

25 +49-1805-95990

Fax: +49-2102-959911

22 T http://vip.asus.com/eservice/techserv.aspx?SLanguage=de-de
228 HHlA dE: http://support.asus.com/service/service.aspx?SLanguage=en-us
FAQ: http://support.asus.com/faq/fag.aspx?SLanguage=en-us
22t Jl= X http://support.asus.com/techserv/techserv.?SLanguage=en-us

A3948_RX3081.indb 33 9/25/08 9:09:27 AM



®

@ RX3081 o} ZHPE| WHE A% QY YA

| F2 s
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MEEEHO 2 HelotH BXIE 288 = ATS TASLICH

L& DHCP A

L& DHCP (Dynamic Host Configuration Protocol)= 2019 ES QEA RS IP 4
EFA Y MEY AT L JI2 HOIEAOI 22 JIEt 28 24 FEZE MSELICH ct
SEI= LAN &2 ZXI(220IHE)0 ol DHCP MM E SZ6tH ELICH

2El DMZ SAE Jis

MBI UIEKINAM GtLICI ZREIS PAGH0 A E= QEYW &2 Jfel ALZXtet X

rok B
_I'_'U' 8ol gle wga Salol JtsELId
2
PPTP & PPPoE XI&
@ WAN X E &= PPPoE(Point-to-point Protocol over Ethernet), PPTP(Point-to-Point @

Tunnel Protocol) ¥ “CHOIRE(RE) 12" A0 MHIAE XIRELICH

Z|0§ 2532 ALEXt2t 10,0000H2 ME X Jts
RX3081:= 842l LAN ZEES Sati 204 10,0002 MAS K& JtsELICH

AR 20k ag|

RX30812 & JI8t ALSTH QIE HIOIA(R GUNE Sl ZRIof 2eI0IE, s oF,
LE 2ICIHM, IPEHY Y IIE 2ot )lS 22 R €F2 PHE £ AsUTL
MAC 88

RX30815 Sal At BREH2 MAC FAE CHREN SHE £ ASLITH
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=L N

NSUS Aot o« e
e e e o
I LED AE &9
I
5—_91]— POWER A% 2A2E 0 M0l AT Mg
S 3 2ISE9 B0l HE A
AN (1-8) Az o120/ MEE e
® poe | oZ0l MEEYOH, HOIHE S44 U
=0l 45
WAN A% o120/ MuE e
2oy | o120l MHEUCH, HOEE sS40
=0l 41
STATUS Hz X0t S92 61K 2O0, 91 240
208 A
poe | mXIS HRO0I AW UCH, A Z4I0t
EEER
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ASLICH

CHAL Al

Bl 22 WEE SHE 0180 FXE MEAIL
i=13 o

bondbodod,

= &3
Ha (D) DC M O{HEE ¢Zdl FaAL.
WAN (RJ-45 ZE x 1) | HOIZE 0123 QIEIY L= DSL 2B HZ el FHAS.

LAN (RJ-45 LE x 8) | Ethernet o2, ARIXI

=
£3
ZREN MY AZE + & ASLICH

of LANZH H2ZBIHAU E= AISKH
O

(N2E 27 NY

RX3081 StREHE ZXIGtI| MOl ALZAtS AIAEI0] Ote @7 AtY S DHEGHERI &
FHAL:
- ZFEHO
o QHWAHZZS RS DSL E= A0S 28

« RJ4

ol O
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ECERY

1. RJ-45 70122 SN
RX30812] WAN ZE 0 & Z ) —Xv—QAI

2. &, otLtel RJ-45 H0IE

r&“

= 21
s

s08 % E2S AREAUERAT ZEM AZot, T
& & % &2 RX30812 M% IS8 LAN ZEO e FHAIL. 012 22 HALZ
ZTH 8042l ZXIE RX30810 HZE 4 ASLICH

8. DSL/3H0IZ 2ol B2 341, ISPSe] €20l MHSIASTI SH0I51D, AX30812] &
EEEEIES
4. LED EAISS S0l 22H 2l S4B 2010/ S ELITH

rok

| ®
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| LANOIA Eto|HE 7Y

AFE XSl RX3081 2tRE = DHCP Mt JIs2 LiEGH0 WIER TS S2t0|ME £= 2 FH
ol Cioh tS22 IP =42 XFE % A&LICH
Oth= ALEXISl BRE RS 918 XYL A8 S SR TGE XAIAES T
et FHAIR.

Windows® 9x/ME

1. Start > Control Panel > NetworkS & &45tet Network [21]
HELT &A 20| LIEFLLICH. Configuaton | Idenificaton | Access Cortiol|

N I T————
2. Confguration B0 A PropertiessZ 22!} gmmiwm
A0 9010 b
= . I Realtek RTLE139(4/8/C/8130) PCI Fast Ethemet NIC.

TCP/IP > DistUp Adapter
[ Y~ TCP/IP > Realek RTLS139)

Add Remove | ([ Figpeties | 3
Pinay Netwok Logon:
[Firosof Fariy Logon | H
_
@ Eile and Pint Shaing... I|0J @

TCR/IP i the protocol you use to connect 1 the Itemet and
wide-area netiorks.

ok | Coen

TCP/IP Properties

3. AMER ZRAEHI UHS2Z IPFLE Bidigs | Advanced | Nemios |
o= %5120 Obtaln an IP address DNS Confgutaon | Geteway | WINS Congtaion 1P Addss
automaticallyS 22!6t 1, OKE 22/4l oot oo o ety v B e
ZAAQ. I\ 21091, Specify an IP e et oo orcn s, e

G+, IP Address 2t Subnet

@ (Gote P acies sl

C SpeciyanlPaddess:

Cance
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4. Gateway &S & 56t1), New gateway gt TCP/IP Propertios HE

% %\ 2 @ §0ﬂ Add% gé! EH Z:r/é, }\‘ E Bindings I Advanced | NetBIns |
ONS Conaten Glowsy | NS Confuoton | P Addess

The fst gatewayin the Installed Gateway st will e the defaul.
he address order n the st il be the crder n which these
machines are uset

New gatenay

Add

o

rok 5. DNS configuration &S &&05t1), Enable TCP/IP Puoperties 1]
-H'I DNS = 3 h OH F4 }\‘ 9 HOSt Domaln DNS E ! S‘ ||5 Advr’v’:‘:s Ce rI Nl ?;E/Ijid !
Q 2! DNS Server Search Order 22 /25t crmE ;

1, AddE 2dh FEAIR.  Enaeons.

6. OKZ 225l AN, msx,— Do ,—
DNS SerEr B A I ———————
[

Dot S B A e

ot
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Windows® NT4.0

1. Control Panel > NetworkS & €45t& LIEFLY
= UEY3 2% 20l Protocols &S « ifcaion| Sevices Protocots | adptr| Binge |
Bl FAAIR. ol

IN:\BELH Protacol
o YE9a mee=s e2gM TCP/IP WL P Compoie g
ProtocolS &5t =

¥~ NwLink NetBIOS
b 201l PropertiesS 22 of
FHAR.

46d. | Bemove | Popeties. | Lo

Description:

T oot Pl Tr et e ‘
-+ commricaon s

stea nelwok protocol et provides.
diverse nterconnecled networks.

o] o |

3. Microsoft TCP/IP Properies &2l IP 1P e | ONS | NS s | OHCP k| ot r
Address B0l A OS2 L& & JUSLICE o ACHER o ot et et ok v+ DS s |
ko vl it o n s and pen'pei io.
s NAE EXIE WERD HHEQ SAl
de

c SREDHIP FAE UIS22 NFOIESE 23

=

@ Obtain an IP address fiom & DHCP server
P34, ABY OIAT, J12 HOIESIOIE

- © Speciy an P address.
ASO o X "
T07§ 23, =
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®

4.

rok

DNS &2 &5t =, DNS Service Search
Order &= 0lAM AddE 22!610{ DNSE 2
o FAAL.

Windows® 2000

Start > Control Panel > Network and Dial-
up ConnectionS 22/d =& AI2. Local
Area Connection0fl 0I2A 2EZ HES
228t =, PropertiesS 2o FEAL.
Internet Protocol (TCP/IP)S &5t S0
PropertiesS 22/otf =& AIR.

Microsoft TCP/IP Properties
1PAddtess DNS | WINS Addhess | DHCP Relay | Routing |

Domain Name System (DNS)
Host Name Domain:

ha 2

T | s

o] ow | o

[21x]

Local Area Connection Properties E

General |

Connest using

B3 SiS 900-Based PCI Fast Ethernet Adapter
T
] 38 Chent for Microsoft Networks
@ 26 and Pier Shai ot vk

Uninstal Froperiss

Insal. |

Descipion
Tanisin CotdProlcoltanst oo T delet
wide atea network.
e e

I~ Show iconin taskbar when connected

oK Cancel

®
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PAYE S22 20t22{™ Obtain an
|P address automaticallyS 1 &ia =& Al
2. D% %S Z< Use the following IP
addressS & 15t0{ |P address, Subnet
mask, Default gateway &=2 =522 ¢
ol FAHAR.

DNS £#&2 IHs22 20t22 ™ Obtain
DNS server address automaticallyS &
Eiol FAAIR. DX oS E<2 Use the
following DNS server addressE  &45t04
Preferred & Alternate DNS servers =52
2 ga FHAQ.

22 =, OKE 22id FEAR.

i

Gore |

ou can get P stings assgned autcmatcall i yous netwark suspots
thiscapabity. Onervis, you e 1o ask your network sdmrstaos fox
the sppiopiae P seling:.

o i

i
~C Use e folowing P adress:
P [ E——
—
——

& Oftain DNS server adhoss automaiioaly
 Us th foloing DNS servr acdesses:

/ « 2HRHS P F4 http://192.168.1.1 (2tREH2 D= IP F4) J1= HOIEAOI
8t

(Default Gateway) 2 &Z ot HEBILICH

ol O
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Windows® XP

1. Start > Control Panel > Network

& Local Area Connection Properties ?)%]
ConnectionE 223 F&AI2. Local e —
Area Connection 00| 20 0t2A @22 crs__

%% %é{ 6}1, Properﬂes% }\‘j E‘HﬁH _X‘_ W9 SiS 900-Based PCI Fast Ethemet Adapter
AL,

T —

0 18] Chot for Microselt Networks

2B Fie and Printer Shing for Micrsoft Networks
1 2005 Packet Scheduler

ey

netuork polocol thal provides communication

acioss diverse intercomected networks.

] Show icon in notiication area when connected

rok
e
H B e e e 2%

Genedl | Akemate Configuation

ST T o o i
ki
@ 2. Intemnet Protocol (TCP/IP)Z & €5}, e @
. = ®Qbtan an IP address automabe:
PropertiesS 223 FAIAIQ. S

© Ottn DNS server ackdess automataly
O Usg the foowing ONS server adesses

Concel

3. IPHTES NSCZE H0I2ES &F6ted ™ Obtain an IP address automaticallyS 1 €
of FHANL. DEX 22 Z 2 Use the following IP addressS 41 €16t |P address,

Subnet mask, % Default gatewayS =522 2 &AL,

4. DNS AW 2F s 522 L0t2E= £F5t2{® Obtain DNS server address
automaticallyS &k FAAIR. JZ X &2 2= Use the following DNS server
addressesS & =4Gt0{ Preferred and Alternate DNS serverS =522 26 FHAIRL.

5. 28 =, OKE 2&idl FEA2.

% - BREQ P F4E | AoEY0lz SEs FAZ AT
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ELCED

-

)

J

RX3081 t*HE= & I8t 24 REelElE
AHEE=E O

U=c

e

ctREM 21

Ol RECIEIN B &Lt

SN MISELICH ot

HESR3Y 2E

SHE AR AZRLIC

Microsoft? Internet Explorer 5.0 £, Netscape Navigator 4.7 0|4 H{ZF 9| ¢ Be}

2tRHE Fd5t7| Mo ISP(Internet Service Provider) 228 Ctg9 2 & 29|51

FAe

2)0 e 2EFJE

LANOIA| S2to|AE0 XFE| = IP F4
A YA (PPTP £ £ PPoE) ¥

44

ezl AH| A (2R} 0

EE 7E)
IHEH s 2

n

21521

CtREM 2156101

@ 1.

Y EetRME 4dotll, Fo Zoi
http://192.168.1.1 (2tREHSl J|
2P FA)E YAE 0| HEHE

= FHUANR.

200! Z0lAM Il User Name
(admin) 2t Password (admin)E &

e =, OKE 23 FHAIR.

Connect to 192.168.1.1
«,a

B

User name:

Password:

Remember my password

Zetol
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| #HE 43 (Quick Setup) )

RX3081 etRHE Sl SAE 0I5, &0
YES N 25
=y

ATAFESONl et

ASUS Rx3081

/iSUS /(Productame |asus rissel

System Status

2 system Host Name (Optional)
£ wan Domain Name OP““"E’J
AN Time Zone (GMT+05.00) Beijng, Chongging, Urumai
1 NaT Daylight Saving I~ Enabled From [FEB =] [2 =] 7. [FEB =] [2 :[.
ok 23 Firowall
-

3 Routing Next
JLI S
2 1 DONS

Logout
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ASUSTeK COMPUTER INC. (Asya Pasifik)

Sirket adresi:
Telefon:
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Web sitesi:

15 Li-Te Road, Beitou, Taipei 11259
+886-2-2894-3447
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ASUS COMPUTER INTERNATIONAL (Amerika)

Sirket adresi:
Genel (faks):
Web sitesi adresi:
Teknik destek
Genel destek:
Destek (faks):

@ Cevrimigi destek:

800 Corporate Way, Fremont, CA 94539, USA
+1-510-608-4555

http://usa.asus.com

+1-502-995-0883

+1-502-933-8713
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RX3081 Genis Bant Yonlendirici Hizli Baslangi¢ Kilavuzu

| Baglica ézellikler

3 Adimda Kolay Kurulum sihirbazi

Ug kolay adimda aygitinizi kolaylikla kurmanizi saglar.

Yerlesik DHCP sunucusu

Yerlesik Dinamik Ana Bilgisayar Yapilandirma Protokolli (DHCP), istek (izerine dinamik bir IP
ana bilgisayar adresi ve alt ag maskesi ve varsayilan ag gegidi gibi diger ilgili yapilandirma
bilgilerini saglar. Yénlendirici, LAN'inizdaki aygitlar (istemciler) icin DHCP sunucusu gérevi
gordr.

Multi DMZ Ana Bilgisayar Fonksiyonu

Aginizdaki bir bilgisayari Internet'teki tek tek kullanicilarla veya sunucularla sinirsiz iki yonli
iletisim icin yapilandirin.

@ PPTP ve PPPoE'yi destekler @

WAN portu, Ethernet lizerinden Noktadan Noktaya Protokolii (PPPoE), Noktadan Noktaya
Tuinel Protokolli (PPTP) ve “Dogrudan Baglanti” tiirti servisleri destekler.

253 kullanici, 10.000 oturuma kadar destek
RX3081, sekiz LAN portuyla 10.000 oturuma kadar destek sunar.

adyunyL

Gelismis Giivenlik Yonetimi

RX3081'in web grafik kullanici araytizii (web GUI donanim yazilimi yiikseltmesi, parola
yetkilendirme, port yénlendirme, IP filtreleme ve diger gtivenlik 6zellikleri gibi router ayarlarin
konfiglire etmenizi saglar.

MAC Kopyalama
RX3081, bilgisayarinizin MAC adresini routeriniza kopyalamaniza izin verir.

| ®
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N

[/ Paket icerigi )

+ RX3081 yonlendirici x 1

AC glic adaptorii x 1

Hizli Baglangi¢ Kilavuzu x 1
+  Destek CD'six 1 (Kullanim kilavuzu dahildir)
+ 1 adet garanti karti

1 adet RJ45 kablosu

Bu parcalardan herhangi biri hasarli veya eksikse saticiniza bagvurun.

Tiirkce
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| Donanim ézellikleri

On panel

On panel, tnitenin durumunu gésteren LED géstergeleri igerir.

et M i
L LB B BN B B W) ’
LED Durum Aciklama
POWER (GUG) Acik Yénlendirici ACIK.
Kapali Yénlendirici KAPALI.
@ LAN (1-8) Acik Baglanti kuruldu. @
Yanip Baglanti kuruldu ve veri génderiliyor veya
Sdnen aliniyor.
- WAN Acik Baglanti kuruldu.
[=H
; Yanip Baglanti kuruldu ve veri génderiliyor veya
“«© Sdnen aliniyor.
(1]
STATUS (DURUM) | Acik Aygit yanit vermiyor ve bakim gerekiyor.
Yanip Aygit acik ve hazir.
Sénen

| ®
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Diigme Aciklama

Reset (Sifirla) « Aygiti yeniden baslatmak icin tlikenmez kalem gibi sivri uglu bir
nesne kullanarak kisa bir stire basin.

+ Sistemi fabrika varsayilan ayarlarina déndirmek icin tiikenmez
kalem gibi sivri uglu bir nesne kullanarak uzun stire basin.

Arka panel

Arka panelde DC gti¢ portu, bir RJ-45 WAN portu ve sekiz RJ-45 LAN portu bulunur.

p L LI LI I

- 1 ] E ] L) ] ] r 1 T
Ogde Aciklama
Giig (DC) DC glic adaptériine baglanir.

WAN (RJ-45 portu x 1) | Kablo veya DSL modemle Internet'e baglanir.

Tiirkce

LAN (RJ-45 portu x 8) | Ethernet hub veya anahtar lizerinden Yerel Aga (LAN) veya
dogrudan bilgisayariniza baglanir.

| Sistem gereksinimleri

RX3081 yénlendiricisini kurmadan énce, sisteminizin asagidaki gereksinimleri
karsiladigindan emin olun:

+  TCP/IP protokolleri etkinlestirilmis bilgisayarlar
Internet baglantis i¢in DSL veya kablo modem
RJ-45 portu (10/100Base-T)

Web tarayicisi
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| Yénlendiricinin kurulmasi

1. RJ-45 kablosunun bir ucunu DSL/kablo modeminizin RJ-45 portuna baglayin, sonra
diger ucunu RX3081'inizin WAN portuna baglayin.

2. Bagka bir RJ-45 kablosunun bir ucunu bilgisayarinizin ag portuna baglayin, sonra diger
ucunu RX3081'de kullanilabilir bir LAN portuna baglayin. Daha fazla aygit baglamak igin
bu adimi tekrarlayin; RX3081'inize en fazla sekiz (8) aygit baglayabilirsiniz.

3. DSL/Kablo modeminizi agin ve ISS'yle baglanti kuruldugundan emin olun, sonra
RX3081'i agin.

4. Yénlendiricinizin durumunu gérmek icin LED gdstergelerini kontrol edin.

adyunL
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\ LAN'inizdaki istemcileri yapilandirma ;\

RX3081 yénlendiriciniz, aginizdaki istemcilere veya bilgisayarlara otomatik olarak IP adressi
atamak icin kullanilan yerlesik DHCP sunucusu iglevleriyle gelir.

Asagida bilgisayarinizi yapilandirmak igin kullanilacak prosediirler bulunmaktadir.
Kullandiginiz isletim sistemiyle ilgili yénergeleri izleyin.

Windows® 9x/ME

1. Ag kurulumu penceresini gértintlilemek icin Notwork Ik
Start (Baglat) > Control Panel (Denetim Configutaion | denicaton | Acoess Contol |
Masasi) > Network (Ag) seceneklerini The following network componerts are installec
tiklatin. Tl

) Feallek ATLE139(A/8/C/8130) PCI Fast Etheret NIC

2. Yapilandirma sekmesinde, Properties S

(Ozellikler)i tiklatin.

add Remove | [ Figpene:]
Pinay Netwark Logor:
[MicrosofFariy Logen =

TCR/IP i the protocol you use to connict 1o the Itemet and

A s
ok Cance
(]
(33
3. Bilgisayarinizin otomatik olarak IP adresi -E
isti i Bini | Advanced | NeliDs | -
almasini istiyorsaniz, Obtain an IP address ONS Cofpsaion | Gty | WIS Corgasion. P Adess E

automatically (Otomatik olarak bir IP

An P addess can be automaticaly assigned tothis computer.

adresi al) secenegini, sonra OK (Tamam)' e o et
tiklatin. istemiyorsaniz, Specify an IP i

address (Bir IP adresi belirt)'i tiklatin, & Bk P adiess auomaica]

sonra IP address (IP adresi) ve Subnet € Speciy an P addess:

Mask (Alt Ag Maskesi) bilgilerini girin. (P25 s o o |

Cance
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4. Gateway (Ag Gecidi)sekmesini secin ve
New gateway (Yeni ag gegidi)'ni girin,
sonra Add (Ekle)'yi tiklatin.

5. DNS configuration (DNS yapilandirmasi)
sekmesini secin, sonra Enable DNS (DNS
Etkinlestir)'i tiklatin. Host, Domain (Ana
Bilgisayar, Etki Alani) ve DNS Server
@ Search Order (DNS Sunucusu Arama
Sirasi) bilgilerini girin, sonra Add (Ekle)'yi
tiklatin.

6. OK (Tamam)' tiklatin.

adyunL

TCP/IP Properties 2]

Grangs | Aderced | NemOS |
ONS Corfiouation Gaway | WINS Confiaaton | P Address

The fst gateway in the Installed Gateway st will e the defaul.
The addess order n the st il be the arder n which these
machines are uset

New gatenay

Add

o

TCP/IP Propetties

Binding: e Newins |
DNS Configuration | Gatemay | WiNS Confguation | 1P Address

© BRI

ClEnableDNS
o [ | Ber [
DG Sevp G ———————

]

e

Do B A

[21x]

ot
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Windows® NT4.0

1.

Ag kurulumu penceresini gértinttilemek igin
Control Panel (Denetim Masasi) > Network
(Ag) secenegine gidin, sonra Protocols
(Protokoller) sekmesini segin.

Ag Protokolleri listesinden TCP/IP Protocol
(TCP/IP Protokolii)'ni segin, sonra
Properties (Ozellikler)' tiklatin.

Microsoft TCP/IP Ozellikleri penceresinin

IP Adresi sekmesinde agagidakileri

yapabilirsiniz:

« Sisteminizde yukli a§ adaptértntin tirdn
secme.

+ IP adresini otomatik olarak atayacak sekilde
y6nlendiriciyi ayarlama.

« |P adresini, alt ag maskesini ve varsayilan

ag gecidini el ile ayarlama.

Network

Identficaton | Services Protocols | Adaptere | Bindings |
Network Protocols:

[~ NeEUl Potocal
|3~ MWLink IPX/SPX Compatle Trensport
[~ NwLink Negios

4. | Bemove | Popeties. | Lo

Descrlion:
ot G et P Tl e |
stea nelwork protocol et provides comimuricalon scoss.

diverse nteiconnecled networks. ‘

B

1PAddess |ONS | WINS Addess | DHCP Relay | R |

0P addiess can be automaticaly ssigned o tis netwerk card
by aDHCP servr. If your network doss not have a DHCP server,

doss.
sk you netvork adnirisiatofor an adress. and then ype R in
space below.

@ Dblan an P address from a DHCP server
- € Speciy an P address.

Tiirkce

A3948_RX3081.indb 101

9/25/08 9:10:06 AM



| ® |

RX3081 Genis Bant Yonlendirici Hizli Baslangi¢ Kilavuzu

4. DNS sekmesini segin, sonra DNS Service

Microsolt TCP/IP Properies HE
Search Order (DNS Hizmeti Arama Sirasi) IPAddoss NS | WINS Addess | OHCP ok | Foutng |
altinda Add (Ekle)'yi tiklatin ve DNS'yi girin. Demsin Nane System DNS) ;
r r
i
i)

Do
add = FETE
ot |_om
Windows® 2000
1. Start (Baslat) > Control Panel (Denetim 2]
@ Masasi) > Network and Dial-up =] @
! - S oo Commect
Connection (Ag ve Cevirmeli Baglantilar) ,“,S;:MW
seceneklerini tiklatin. Local Area '
Connection (Yerel Ag Baglantisi)'ni sag Canponentschecker o ud by i comecer:
E| tiklatin, sonra Properties (Ozellikler)'i e
i tiklatin.
—
A .
“© 2. Internet Protocol (Internet Protokolii) teah. | unesal Puopeties
® (TCP/IP) 6gesini segin, sonra Properties Tenanissio Contel Proocetemel Proc The defedt
(Ozellikler)' tiklatin. el e
I~ Show icon in taskbar when connected
0K Cancel
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3. IP ayarlarinin otomatik olarak atanmasini 21X
istiyorsaniz, Obtain an IP address =
automatically (Otomatik olarak bir IP
adresi al)'| secin. istemiyorsaniz, Use
the following IP addi (Asagidaki IP
adresini kullan): segenegini secin ve IP
address, Subnet mask (IP adresi, Alt ag

ou can get P stings assgned autcmaticaly i you et
thiscapabity. Onervie, you reed o ask your network.
the sppiopiae P seling:.

ik suppots
izt for

maskesi) ve Default gateway (Varsayilan i e
ag gecidi) bilgilerini girin. B
4. DNS sunucusu ayarlarinin otomatik olarak ‘
et

atanmasini istiyorsaniz, Obtain DNS
server address automatically (DNS e |
sunucu adresini otomatik olarak al)'i

secin. istemiyorsaniz, Use the following

DNS server address (Asagidaki DNS sunucu adresini kullan): ' segin ve Preferred
(Tercih edilen) ve Alternate DNS server (Diger DNS sunucusu) bilgilerini girin.

5. Bittiginde OK (Tamam)'i tiklatin.

Yénlendiricinin IP adresini http:/192.168.1.1 (ySnlendiricinin varsayilan IP adresi )
varsaylilan ag gecidi olarak ayarlamanizi 6neririz.

Tiirkce
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Windows® XP

1. Start (Baslat)' tiklatin, Control Panel
(Denetim Masasi) > Network Connection
(Ag Baglantisi) seceneklerini secin. Area

- Local Area Connection Properties @)X
[ Generl [ Auhentication | Advanced

Cornect using

Connection (Yerel Ag Baglantisi)'ni sag S A e ER P S
tiklatin, sonra Properties (Ozellikler)'i ey
segin. 1 18] et for ictosct Netwarks

2 J2}Fie n P Shaig for Micosot Netwarks
@ 18005 Pecke Schecicr

@
e

Descipton

Transnission Corliol Protocol/Interet Prtocol The default
e e et o)l provdescommuncai
acioss dverse interconnested ne

[T Show icon in notification area when connected

i
2. Internet Protocol (Internet Protokolii) '“’“"”'"“‘“"""’ i @)%
S o | Avte Cotprn
(TCP/IP) secenegini segin, sonra T T S——
z A H n Dtherwise, you nsed to ack yous natwork adirichiator
@ Properties (Ozellikler)'i tiklatin. o s i

© e o 5365 AR
O Use the folowng IP address:

P R

_" O Use thefolowing DNS server acbesses:

A

“Q

m .
—

3. IP ayarlarinin otomatik olarak atanmasini
istiyorsaniz, Obtain an IP address automatically (Otomatik olarak bir IP adresi al)'l
secin. istemiyorsaniz, Use the following IP address (sagidaki IP adresini kullan):
secgenegini secin ve IP address, Subnet mask (IP adresi, Alt ag maskesi) ve Default
gateway (Varsayilan ag gecidi) bilgilerini girin.

4. DNS sunucusu ayarlarinin otomatik olarak atanmasini istiyorsaniz, Obtain DNS
server address automatically (DNS sunucu adresini otomatik olarak al)' secin.
istemiyorsaniz, Asagidaki DNS sunucu adresini kullan: | secin ve Preferred (Tercih
edilen) ve Alternate DNS server (Diger DNS sunucusu) bilgilerini girin.

5. Bittiginde OK (Tamam)'i tiklatin.

Yénlendiricinin IP adresini varsayilan ag gegidi olarak ayarlamanizi 6neririz.

| ®
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| Yoénlendiricinin yapilandiriimasi |

RX3081 Yénlendirici web tabanli bir yapilandirma yardimei programiyla gelir. Agdaki herhangi
bir istemciden bu yardimci programa erigin.

Microsoft® Internet Explorer 5.0 veya Usttnu ya da Netscape Navigator 4.7 veya dstiini
kullanmanizi éneririz.
Yonlendiricinizi yapilandirmadan 6nce, Internet Servis Saglayici'nizdan (ISS) asagidaki
bilgileri aldiginizdan emin olun:
LAN'inizdaki istemcilere atanan IP adresi (statik veya dinamik) tird.
Baglant hizmetinin tiirii (PPTP veya PPoE) ve baglanti hizmetiyle ilgili tiim bilgiler
(kullanici adi ve parola gibi).

Yénlendiricinin web arayiiziinde oturum agma

Yénlendiricinizde oturum agmak igin:

@ 1. Web tarayicisini baslatin, — @
Connect to 192.168.1.1 2 X

sonra web tarayicisinin adres
kutusuna http://192.168.1.1
(y6nlendiricinin varsayilan IP
adresi) girin ve Enter'a basin.

[}
2. Oturum agma penceresinden, g
varsayllan kullanici adini (admin) 7 e € adrin v S
ve sifresini (admin) girin, sonra OK Passward: -
\
(Tamam)'t tiklatin. Remember my password
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B
\\ Hizli Kurulum

-

RX3081 Yénlendirici, yénlendiricinin ana bilgisayar adi, etki alani adi, saat dilimi ve yaz saati
gibi temel ayarlarini hizlica ayarlamanizi saglar. Bunu yapmak i¢in, Wizard'i (Sihirbaz)
tiklatin, sonra yonergeleri izleyin.

adyunyL

—y=}
1nsus

Wizard
System Status

3 Systom

o wan

S

2 nar

2 Firewall

L1 Routing

2 upnp

23 00ns

Logout

ASUS Rrx3081

Host Name (Optional)

DomainName  [guewsy ________optiona)
Time Zone (GMT+05:00) Beijng, Chongging, Ururmai <]
Daylight Saving I~ Enabled From: [FE8 =] [2 =] 7o: [FEE =1 [2 =]

Next

J
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