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Saderibas informacija

Federalas Uzraudzibas Komisijas (FCC) pazinojums

STierice tika parbaudita un sertificéta ka atbilsto$a visiem B klases digitalajam iericém
noteiktajiem ierobeZojumiem saskana ar FCC noteikumu 15. sadalu. Sie ierobeZojumi
ir izstradati, lai nodroSinatu pietiekoSu aizsardzibu pret kaitigiem trauc&jumiem pie
uzstadisanas dzivojamas telpas. ST ierice generé, izmanto un var izstarot
radiofrekvences energiju, [1dz ar ko tas nepareizas uzstadiSanas gadijuma var rasties
radiosakariem nelabvéligi traucéjumi. Nevar tomér garantét, ka kadas konkrétas
uzstadiSanas gadijuma traucé&jumi neradisies. Ja tiek konstatéts, ka S1 ierice traucé
radio vai televizijas signala uztverSanu - kas ir viegli noskaidrojams, ieslédzot un
izslédzot ierici pie ieslégta radioaparata vai televizora, - lietotajs var méginat korigét
situaciju ar vienu vai vairakam no $STm metodém:

» Mainit uztverosas antenas orientaciju vai novietojumu

+ Palielinat attalumu starp ierici un uztvéréju

+ Pieslégt ierici pie citas elektribas tikla ligzdas, neka uztvérejs

» Meklét padomu vai palidzibu pie pardevéja vai pieredzé&jusa radio/TV tehnika.

ST ierice atbilst FCC (Federalas sakaru komisijas) Noteikumu 15. dalas prasibam.
LietoSana ir paklauta Sadiem diviem noteikumiem:

1. STierice nedrikst radit traucéjumus, un

2. Saiiericei ir jabat izturigai pret aréjiem traucéjumiem, ieskaitot traucéjumus, kas
var izsaukt nevélamu darbibu.

Kanadas Sakaru ministrijas pazinojums

Sis digitalais aparats neparsniedz B klases ierobeZojumus radiotraucéjumu emisijai
no digitalajiem aparatiem, kas noteikti Kanadas Sakaru ministrijas radiotraucé&jumu
noteikumos.

Sis B klases digitalais aparats atbilst Kanadas ICES-003 prasibam.
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Noradijumi par darba drosibu

Izlasiet Sos noradijumus pirms projektora lietoSanas un saglabajiet atsaucei nakotné.

1.

|zlasiet noradijumus
Pirms ierices lietoSanas ir jaizlasa visi droSibas un lietoSanas noradijumi.

Pazinojumi un bridinajumi

Visi pazinojumi un bridinajumi lietoSanas noradijumos ir jaievero.

TiriSana

Pirms tiriSanas atvienojiet projektoru no sienas baroSanas ligzdas. Projektora
korpusa tiriSanai izmantojiet samitrinatu draninu. Neizmantojiet Skidrus vai

-V

aerosola veida tiriSanas lidzek]us.

Piederumi

So ierici nedrikst novietot uz nestabiliem ratiniem, stativa vai galda. lerice var
nokrist, izraisot nopietnus bojajumus.

Saglabajiet plastmasas iepakojuma materialus (no projektora, piederumiem un
izv€les dalam) bérniem nepieejama vieta, jo Sie maisi var izraistt navi nosmokot.
Esiet TpasSi uzmanigi ar maziem bérniem.

Ventilacija

Projektoram ir ventilacijas atveres (ieplldei) un ventilacijas atveres (izpladei).
Neaizsprostojiet Sis spraugas, nenovietojiet neko to tuvuma, jo var notikt iekS€ja
parkar$ana, kas izraisa attéla pasliktinaSanos vai projektora bojajumus.

BaroSanas avoti
Parliecinieties, ka jusu ierices darba spriegums atbilst vietéja tikla spriegumam.

Serviss
Neméginiet So projektoru remontét pasi. Visus servisa darbus uzticiet kvalificétiem
specialistiem.

Nomainas dalas

Kad nepiecieSamas dalas nomainai, lietojiet tikai razotaja noraditas dalas.
Neatlautas nomainas var izraisit ugunsgreku, elektriskas stravas triecienu vai citas
briesmas.

Mitruma kondensacija

Nekad nedarbiniet So projektoru tilit péc ta ieneSanas no no aukstuma siltuma.
Kad projektoru paklauj $adam temperatiras mainam, uz objektiva un batiskam
iek$€jam dalam var kondenséties mitrums. Lai novérstu iesp&jamu ierices
bojajumu, nelietojiet projektoru vismaz 2 stundas péc lielas vai péksSnas
temperatdras mainas.
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Pazinojumi par mainstravas barosanas auklu

Mainstravas baroSanas auklai ir jaatbilst to valstu prasibam, kuras jus lietojat So
projektoru. Ludzu, parbaudiet savu mainstravas spraudni, salidzinot ar attélu zemak,
un nodrosSiniet pareizas mainstravas baroSanas auklas lietoSanu. Ja piegadata
mainstravas baroSana aukla neatbilst jusu baroSanas ligzdai, ludzu, sazinieties ar
pardevéju. Sis projektors ir apgadats ar sazemétu mainstravas spraudni. Lidzu,
nodrosSiniet baroSanas ligzdas atbilstibu Sim spraudnim. Neméginiet atvienot
spraudna zemé&jumu. Lai novérstu signala traucéjumus no sprieguma svarstibam,
meés |oti iesakam lietot video avota ierici, kas art ir aprikota ar sazemé&tu mainstravas
tikla spraudni.

Zeme
/// /
Kontinentalajai Eiropai Apvienotajai Karalistei
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Informacija par autortiesibam

Copyright© 2011 ASUSTeK COMPUTER INC. Visas tiesibas aizsargatas.

Nevienu dalu no STs rokasgramatas, ieskaitot taja aprakstitos produktus un
programmattru, nedrikst reproducét, parraidit, transkribét, saglabat izguves sistema
vai tulkot jebkura valoda jebkada forma vai ar jebkadiem lidzekliem, iznemot ka
dokumentaciju, ko pircéjs glaba ka dubléjumu, bez skaidras rakstiskas ASUSTeK
COMPUTER INC. ("*ASUS”) atlaujas.

Produkta garantija vai serviss netiks turpinats, ja: (1) produkts ir remontéts, modificéts
vai izmainits, ja vien $adu remontu, modificéSanu vai izmainiSanu nav rakstiski atlavis
ASUS; vai (2) produkta sérijas numurs ir nodzésts vai trokst.

ASUS PIEDAVA SO ROKASGRAMATU “KADA TA IR”, BEZ JEBKADA VEIDA
GARANTIJAS, TIESAS VAI NETIESAS, IESKAITOT, BET NEAPROBEZOJOTIES,
AR NETIESAM GARATIJAM VAI NOTEIKUMIEM PAR PRECES VERTIBU VAI
PIEMEROTIBU NOTEIKTAM NOLUKAM. NEKADA GADIJUMA ASUS, TA
DIREKTORI, AMATPERSONAS, DARBINIEKI VAI AGENTI NAV ATBILDIGI PAR
JEBKADIEM NETIESIEM, SEVISKIEM, GADIJUMA RAKSTURA VAI IZRIETOSIEM
ZAUDEJUMIEM (IESKAITOT ZAUDEJUMUS, KAS RADUSIES NO NEGUTAS
PELNAS, NENOTIKUSIEM DARIJUMIEM, NELIETOSANAS VAI DATU ZUDUMA,
DARIJUMU TRAUCEJUMIEM UN LIDZIGIEM), PAT JA ASUS IR DARITS ZINAMS
PAR SADU ZAUDEJUMU IESPEJAMIBU, KAS RADUSIES NO KADA DEFEKTA VAI
KLUDAS SAJA ROKASGRAMATA VAI PRODUKTA.

TEHNISKIE DATI UN INFORMACIJA, KAS IEKLAUTA SAJA ROKASGRAMATA,
TIEK SNIEGTA TIKAI INFORMACIJAS VAJADZIBAM, UN VAR TIKT MAINTITI
JEBKURA LAIKA BEZ BRIDINAJUMA, UN TOS NEDRIKST UZSKATIT PAR ASUS
SAISTIBAM. ASUS NEUZNEMAS NEKADU ATBILDIBU VAI SAISTIBAS PAR
JEBKADAM KLUDAM VAI NEPRECIZITATEM, KAS VAR PARADITIES SAJA
ROKASGRAMATA, IESKAITOT PRODUKTUS UN PROGRAMMATURU, KAS TAJA
APRAKSTITI.

Produktu un uznémumu nosaukumi, kas paradas Saja rokasgramata var bat attiecigo
uznémumu registrétas vai neregistrétas precu zimes vai autortiesibu objekti, un tiek
lietoti tikai identificeéSanai vai paskaidro$anai un Tpasnieku laba, bez jebkada nolika
tas parkapt.
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levads
Projektora funkcijas

Saja projektora ir apvienota augstas veiktspéjas optiskas projekcijas masina ar
lietotajam draudzigu konstrukciju, kas nodroSina augstu uzticamibu un értu lietoSanu.

Projektoram ir S$adas Tpasibas.
» Uzlabots LED gaismas avots, kam ir ilgaks darba muzZs neka parastajam spuldzém.

» Viengabala Cips ar 0,45" Texas Instruments DLP® tehnologiju
« WXGA izskirtspé&ja (1280 x 800 pikseli)

» Projektors ir mazs un viegls, kas padara to noderigu darijjumu braucieniem un
atputas briziem.

 Lietotajam draudziga izvélne uz ekrana daudzas valodas.

& Piezime
 Saja dokumenta sniegta informacija var tikt grozita bez bridinajuma.

* Nevienu Si dokumenta daju nedrikst reproducét, parsitit vai kopét bez skaidri izteiktas
rakstiskas atlaujas.
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lepakojuma saturs

Kad izsainojat projektoru, parliecinieties, ka esat sanemusi visas $is sastavdalas:

Projektors Mainstravas baroSanas Daudzvariantu ievades kabelis
vads (30 kontaktu CEA integrétais
kabelis)

BaroSanas adapters Lietotaja rokasgramata Noradijumi atrai palaiSanai
uz CD
Projektora parnésasanas Garantijas karte
soma
& Piezime

* Ja kada no sastavdalam nav piegadata, izskatas bojata vai ierice nedarbojas,
nekavéjoties sazinieties ar pardevéju.

» Lai maksimali pasargatu $o ierici, lidzu, saglabajiet originalo transportésanas kasti un

iepakojuma materialus. Ja jums ierice japarsita, iepakojiet ierici ta, ka ta bija iepakota
rapnica.
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Projektora apskats

Skats no prieksas

® Ventilacijas atveres ® FokuséSanas gredzens
® Projektora objektivs © Vadibas pults

Skats no aizmugures/apaksas

® levade no baroSanas adaptera © Ligzda stativam
® Kensingtona slédzene © Atbalsta paliktnis
@ Daudzvariantu ievades kabelis

VGA/salikta videosignala ievades

ligzda
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lerices lietoSana
Vadibas pults

o—o TEMP

< as > <] Q)

e 6 6 0 06

©® TEMP (Temperatiras LED indikators)
Skatit “LED indikatora zinojumi”.
® Kreisais/labais taustins
Lietojiet kreiso/labo taustinu, lai atlasttu vienumus vai veiktu atlasito pielagosanu.
® lzvélne
Parada uz ekrana izvélnes vai apstiprina atlasito.
©® Input (levade)
Manualai ievades avota atlasei.
@ OBarosana
BaroSanas LED indikators (Skatit “LED indikatora zinojumi”).

Izslédz un izslédz projektoru.
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Savienojums
Barosanas adaptera lietoSana

Projektors ir jalieto ar piegadato baroSanas adapteru. Garantija neattiecas uz
bojajumiem, kurus radijusi nepareiza adaptera lietoSana.

1. levietojiet spraudni no baroSanas adaptera ligzda DC IN (I'dzstravas ievade).

2. lespraudiet baroSanas adaptera atbilstoSo baroSanas auklas galu.
3. lespraudiet baroSanas auklas spraudni mainstravas tikla ligzda.

& Svarigi ievérot!

* Dazi no augstak redzama savienojuma kabeliem var nebiit piegadati kopa ar projektoru
(skati “lepakojuma saturs” lappusé 8). Tie ir nopérkami elektronikas veikalos.

» Savienojuma attéli ir tikai atsaucei. Projektora aizmugureé esosas ligzdas dazadiem
projektora modeljiem ir atskirigas.

» Sikak par savienosanas panémieniem lasiet Sajas lappusés 12-13.
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Pieslegsana datoram

Projektoram ir VGA ievades ligzda, kas lauj to pievienot ka pie IBM® saderigiem, ta art
pie Macintosh® datoriem. Ja pievienojat Macintosh datoru Legacy versijai, ir
nepiecieSams Mac adapters.

Ka savienot projektoru ar piezimjdatoru vai galda datoru:

* lzmantojot VGA kabeli

1. Panemiet piegadato multifunkcionalo kabeli un pievienojiet vienu ta galu datora D-
Sub izvades ligzdai.

2. Pievienoijiet otru multifunkcionala ievades kabela galu pie projektora
multifunkcionalas ievades ligzdas.

& Svarigi ievérot

* Daudzi piezimjdatori neieslédz aréjos video portus, kad tiem pievienojas. Parasti aréjo
displeju ieslédz/izslédz tada taustinu kombinacija ka FN + F8 vai CRT/LCD. Atrodiet
piezimjdatora funkcijas taustinu CRT/LCD vai funkcijas taustinu ar monitora simbolu.
Vienlaikus nospiediet FN un markéto funkcijas taustinu. Lai noskaidrotu piezimjdatora
taustinu kombinaciju, ieskatieties piezimjdatora dokumentacija.
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Salikta videosignala avota ierices pievienosSana

Aplukojiet savu video avota ierici, lai noskaidrotu vai tai ir pieejamas neaiznemtas
salikta videosignala izvades ligzdas:

« Jatadas ir, varat turpinat So proceduru.
« Ja nay, jJums bus jaapsver, kadu panémienu varat izmantot, lai pieslégtu So ierici.
Ka savienot projektoru ar salikta videosignala avota ierici:

1. Panemiet video kabeli un pievienoijiet vienu ta galu video izvades ligzdai uz video
avota ierices.

2. Pievienoijiet otro galu video ievades ligzdai uz multifunkcionala ievades kabela.

Nopérkams atseviski
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LietoSana
Projektora ieslegSanalizsléegsana

Projektora ieslegSana:

1. pievienojiet baroSanu, izmantojot baroSanas adapteru un periféra signalu kabela
savienojumus.

2. Nospiediet O, lai ieslégtu projektoru.
Projektoram vajadzigas dazas sekundes iesilSanai.

3. leslédziet signala avotu (datoru, piezimjdatoru, DVD atskanotaju u.c.). Projektors
automatiski atrod avotu.

« Ja pievienojat projektoram vairakus avotus vienlaikus, nospiediet Input
(levade), lai atlasttu vélamo signalu.

4. Ja projektors ir aktivéts pirmoreiz, atlasiet valodu izvélnei uz ekrana ar <«/».

5. Jus varat atlastt ekrana izveélnes valodu arT péc tam, kad aktivésit Reset All
Settings (Atiestatit visus iestatijumus) no izvélnes Setup (lestatiSana).

A Bridinajums
* Nekad neskatieties objektiva, kad ieslégta LED. Tas var sabojat jasu redzi.

 Saja fokusa punkta ir augsta temperatira. Lai izvairitos no ugunsgréka, nenovietojiet ta
tuvuma priekSmetus.

Projektora izslegSana:
1. Nospiediet O, lai izslégtu projektoru.

2. Ja projektors netiks lietots ilgaku laiku, atvienojiet baroSanas auklu no sienas
ligzdas.
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Projektora augstuma pielagosana

120°

Atbalsta paliktnis

Projektors ir aprikots ar atbalsta paliktni attéla augstuma pielagosanai. Izpildiet
noradijumus attéla, lai to atvértu un aizvértu.

& Piezime

* Lai izvairitos no projektora bojasanas, pirms ievietojat projektoru parnésasanas soma,
parliecinieties, ka atbalsta paliktnis ir pilniba ievilkts.

Projektora fokusa pielagosana

Fokusésanas
gredzens

Fokuségjiet attélu, griezot fokuséSanas gredzenu. FokuséSanai ieteicams izmantot
nekustigu attélu.
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Projiceta attela izmera pielagosana

Lai noteiktu ekrana izmérus un projicESanas attalumu, skatiet grafiku un tabulu

zemak.

1280:800 ekrana diagonale

o Ekrans

Objektiva centrs

P_rojekcijés attalums

16:10 ekrana diagonale leteicamais projicé$anas attalums no ekrana, mm
Collas* mm** Videjais
24 610 621
40 1016 1034
56 1422 1448
72 1829 1862
80 2032 2069

* Ekrana diagonale (collas) = 40/1034* projekcijas attalums (mm)
Ex: 24=40/1034*621
** Ekrana diagonale (mm) = 40*25,4/1034* projekcijas attalums (mm)

Ex: 610=40%25,4/1034*621

Sakara ar optisko komponentu variacijam Siem skaitliem ir +/-10% pielaide.

& Piezime

* Novietojiet projektoru horizontali; citi stavokli var izraisit parkarsanu un projektora
bojajumus.

» Ap projektoru saglabajiet 30 cm platu brivu telpu.

* Nelietojiet So ierici piedimota vidé. Dimu paliekas var uzkraties uz batiskajam detalam
un sabojat projektoru vai pasliktinat ta veiktspéju.

* Konsultéjieties pie pardevéja par ipasu uzstadisanu, pieméram, pie griestiem.
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Izvelnes lietoSana

Projektoram ir daudzvalodu izvélne uz ekrana, kas lauj jums veikt attéla pielagoSanu

un mainit dazadus iestatijumus.

Brightness 1-10
Contrast 1-10
Keystone -30 - +30

Aspect Ratio

Splendid

Auto, 4:3, 16: 9, 16:10

Standard Mode, Black Board,
White Board, Dynamic Mode,
Game Mode, Scenery Mode,
Theater Mode

Image Setting Sharpness 0-31
(Composite)
Tint 0-100
Color Saturation 0-100
Back
Image Setting Auto Adjust
(VGA)
Frequency -5-+45
Phase 0-31
Horizontal Position -10 - +10
Vertical Position 10 - +3
Back
Setup Auto Keystone On, Off
Lamp Power Low, High
. . Front, Rear, Front Ceiling,
Projector Position Rear Ceiling
Menu Timeout 0Os, 5s, 10s, 20s, 30s, 40s, 50s, 60s
Never, Auto, 30 Mins, 60 Mins,
Power Timeout 90 Mins, 120 Mins, 150 Mins,
180 Mins
Reset All Settings Yes, No
Information Input, Resolution, Model name,
Firmware version
Back
Exit
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Ka lietot

1. Nospiediet sa, lai atvértu izvélni uz ekrana.

2. Kad tiek paradita izvélne uz ekrana, lietojiet €/ » galvenas izvélnes funkciju
atlasei.

3. Peéc vajadziga galvenas izvélnes vienuma atlasiSanas, nospiediet a2, lai ieietu
galvenaja izvélné funkciju iestatidanai.

4. Izmantojiet </ >, lai pielagotu iestatijumus, un tad nospiediet &2, lai atgrieztos
galvenaja izvélné.

5. Ja vélaties atlasit apaksizvélné nakoso vienumu pielagosanai, izmantojiet </ »,
lai atlasttu $o vienumu, un tad nospiediet =2, lai piek|ttu Sis funkcijas
iestatijumiem.

6. lzmantojiet </ >, lai pielagotu iestatijumus, un tad nospiediet ss, lai atgrieztos
apaksizvelné.

7. Atlasiet ikonu pa] apaksizveélné un nospiediet sa, lai atgrieztos galvenaja izvélné.

8. Laiizietu no izvélnes uz ekrana, atlasiet ikonu p#] no galvenas izvélnes un

nospiediet aa. OSD izvélne tiks aizvérta un projektors automatiski saglabas jaunos
iestatijumus.

Main menu
(Galvena izvélne)

Setting
(lestatijums)

Main menu
(Galvena izvélne)

Sub-menu
(Apaksizvélne)

Setting
(lestatfjums)
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Brightness (Spilgtums)
Padara attélu spilgtaku vai tumsaku.

Contrast (Kontrasts)
lestata atSkirtbu starp gaiSam un tumsam vietam.

Keystone (Attéla geometrijas korekcija)
Manuali korigéjiet attéla kroplojumu no slipas projekcijas.

Aspect Ratio (Proporcijas)
Atlasiet, ka attéls pielagojas ekranam:

» Auto (Automatiska): Mérogo attélu proporcionali, lai pielagotu projektora dabigo
izSkirtsp€&ju horizontali vai vertikali.

* 4:3 : Mérogo attélu ta, ka tas tiek paradits ekrana centra proporcija 4:3.
+ 16:9 : Mérogo attélu ta, ka tas tiek paradits ekrana centra proporcija 16:9.

« 16:10: Mérogo attélu ta, ka tas tiek paradits ekrana centra proporcija 16:10.

Splendid™ (Koss)
P1 nodro8ina dazadus iepriek$ejus iestatijumus, kas optimizéti dazadaiem
izmanto$anas scenarijiem.

+ Standard Mode (Standarta rezims): Normalai videi.

» Black Board (Melns ekrans): Melniem projekcijas ekraniem.
+ White Board (Balts ekrans): Baltiem projekcijas ekraniem.

* Dynamic Mode (Dianamisks rezims): Loti spilgtai videi.

+ Game Mode (Spélu rezims): Spélém.

» Scenery Mode (Dabasskatu rezims): Dabasskatu attéliem.

+ Theater Mode (Kinoteatra rezims): Majas kinoteatrim.

Image Setting (Composite) (Attéla iestatijums - salikts)
Lauj iestatit attélus salikta video signala ievadei.

Sharpness (Asums)

Padara attélu asaku vai mikstaku.

Tint (Tonis)

Nobida krasas uz sarkano vai zalo toni.
Color Saturation (Krasu piesatinajums)

Pielago video attéla krasu no melnbaltas l1dz pilnigi piesatinatai krasainai.
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Back (Atpakal)

Atgriez ekrana izv€lnes augstaka liment.

Image Setting (VGA) (Attéela iestatijums - VGA)
Lauj iestatit att€élus VGA signala ievadei.

Auto Adjust (Automatiska pielagosana)

Automatiski nosaka labakos paradita attéla parametrus.
Frequency (Frekvence)

Pielago projektora parametrus datora parametriem.
Phase (Faze)

Pielago projektora fazi datoram.

Horizontal Position (Horizontalais stavoklis)

Pielago attélu pa kreisi vai pa labi projekcijas laukuma.
Vertical Position (Vertikalais stavoklis)

Pielago attélu uz augsSu vai uz leju projekcijas laukuma.
Back (Atpakal)

Atgriez ekrana izvélnes augstaka limenr.

Setup (lestatijums)

Lauj maintt projektora sistémas iestatijumus.

Auto Keystone (Automatiska attéla geometrijas korekcija)
Automatiski korigé attéla kroplojumu no slipas projekcijas.
Lamp Power (Spuldzes jauda)

Parada pagajuso LED lietoSanas laiku (stundas).
Projector Position (Projektora stavoklis)

Pielago attélu atbilstoSi projektora orientacijai: normali vai apgriezti, ekrana prieksa
vai aizmuguré. AtbilstoSi agriez vai apveérs attélu.

Menu Timeout (Izvélnes taimauts)

Laiks, kadu tiek radita izvélne uz ekrana (tukSgaita sekundes).

Power Timeout (BaroSanas taimauts)

Lauj projektoram izslégties, kad noteikta laika nav atrasts ieejas signals.

* Never (Nekad): Projektors neizslégsies neatkarigi no ta, vai tas ir aktivs vai
neaktivs.

» Auto (Automatisks): Projektors izslégsies 5 minasu laika péc tam, kad konstatéta
neaktivitate.
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» 30/60/90/120/150/180 minutes (minGtes): Neatkarigi no ta, vai projektors ir aktivs
vai neaktivs, projektors izslégsies péc atlasita laika.

Reset all (Atiestatit visu)

Restore settings to factory default (Atjaunot ripnicas noklus€juma iestatijumus).
Informacija (Information)

Parada projektora pasreizé&jo informaciju.

Back (Atpakal)

Atgriez ekrana izv€lnes augstaka liment.

Exit (I1ziet)

Iziet no izvélnes uz ekrana.
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Tehniska apkope

Projektoram nepiecieSama atbilstoSa apkope. Objektivs jatur tirs, jo putekli, netirumi
vai plankumi projicésies uz ekrana un pasliktinas attéla kvalitati. Ja vajadziga citu
detalu nomaina, sazinieties ar pardevéju vai kvalificeétiem apkopes specialistiem.
Pirms tirat jebkadu projektora dalu, izsledziet projektoru un atvienojiet no tikla.

A Bridinajums
* Nekad neatveriet projektora vakus. Bistams spriegqums projektora iekSpusé var izraisit

smagu traumu. Neméginiet $o ierici remontét pasi. Visus servisa darbus uzticiet
kvalificétiem specialistiem.

Objektiva tiriSana

Uzmanigi noslaukiet objektivu ar objektiva tiriSanas salveti. Neaiztieciet objektiva
Ieécu ar pirkstiem.

Projektora korpusa tiriSana

Uzmanigi noslaukiet ar mikstu audumu. Ja netirumus un traipus nevar viegli notirit,
izmantojiet mikstu audumu, kas samitrinats ar Gdeni vai neitralu mazgasanas lidzekli,
péc tam nosusiniet ar mikstu, sausu audumu.

& Piezime

* Pirms apkopes darbu saksanas izslédziet projektoru un izvelciet mainstravas auklu no
tikla ligzdas.

* Pirms tirisanas parliecinieties, ka objektivs ir auksts.

* Nelietojiet virsmas aktivas vielas vai citas kimikalijas, kas nav minétas augstak.
Nelietojiet benzolu vai krasu atsSkaiditajus.

* Nelietojiet kimiskus aerosolus.

* Lietojiet tikai mikstu audumu vai objektivu tiriSanas salvetes.
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Tehniskie dati

Modelis P1

Displeja tehnologija 0,45" DLP®

Gaismas avots R/G/B LED

Pilna izSkirtspéja (nativa) WXGA 1280x800

Spilgtums (Maks. ANSI lumeni) {200 lumeni

Kontrasts (tipisks) 2000:1

Krasu piesatinajums (NTSC) 120%

Attéla platuma/attaluma attieciba|1,16@16:10 (40" no 1 m attaluma)
Projekcijas attalums 0,5~ 3 metri
Projekcijas/ekrana izmers 50 ~ 305 cm

Projekcijas nobide 100%

Palielinajums Fiksets

Geometrijas korekcija Digitala (I'dz +/- 30 gradiem)
Automatiska attéla geometrijas [Ja

korekcija

Proporcijas 16:10/16:9/4:3

Analoga signala frekvence

31~ 99 KHz (H)/ 12 ~ 120 Hz (V)

Energijas patérins ieslégta =50W
stavoklt
GaidiSanas rezima <1W

Akustiskais troksnis (tipiski)

Dinamiskais rezims: 30 dBA
Kinoteatra rezZims: 28 dBA

Signala ievade

Dators x 1 (kombinéts 30 kontaktu konektors)

Video ievade

Video x 1 (kombinéts 30 kontaktu konektors)
Video signala formats: NTSC-M, 4.43/ PAL-M, N, B,
D, G, H, I/ SECAM

Ligzda stativam Ja
Atbalsta paliktnis Ja
Kensingtona slédzene Ja

Izmeri (Plat. x Augst. x Dzil.)

125,5x 33,5 x 130 mm

lepakojuma izmeri (Plat. x Augst.
x Dzil.)

230 x 180 x 122 mm TBD

Tirsvars (aptuveni) 415¢g
Kopsvars (aptuveni) 1,3 kg
Darba temperatura 5°C ~ 35°C

Pielaujamais mitrums darba
vieta

35%~85%

Piederumi

parnésasanas soma, barosanas adapters,
baroSanas aukla, 30 kontaktu CEA integrétais
kabelis (D-sub/Composite), Lietotaja rokasgramata,
Noradijumi atrai palaiSanai, Garantijas karte,
Atbalsta CD

Piezime. Konstrukcija un tehniskie dati var tikt groziti bez bridinajuma.
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Izmeri
125,5 mm (Pl.) x 33,5 mm (Augst.)x 130,0 mm (Dzil.)

125,5

130,0

33,5

0Do0o00

Pielikums
LED indikatora zinojumi

LED indikatori
Stavoklis/Problema BaroSanas LED (balts) Temperattras LED
(sarkana)
Gaidisanas rezims Nepartraukti Off (Izslégts)
Normals Nepartraukti Off (Izslégts)
Temperatdras k|Gda Nepartraukti Nepartraukti
Ventilatora k|ida Nepartraukti Mirgo
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Savietojamibas rezimi

Dators:
Rezims Izskirtspéja H-sinhr. (kHz) V-sinhr. (Hz)
VGA 640 x 480 31,47 59,94
640 x 480 37,86 72,81
640 x 480 37,50 75,00
640 x 480 43,27 85,01
SVGA 800 x 600 35,16 56,25
800 x 600 37,88 60,32
800 x 600 48,08 72,19
800 x 600 46,88 75,00
800 x 600 53,67 85,06
XGA 1024 x 768 48,36 60,00
1024 x 768 56,48 70,07
1024 x 768 60,02 75,03
1024 x 768 68,68 85,00
SXGA 1152 x 864 63,85 70,01
1152 x 864 67,50 75,00
1280 x 960 60,00 60,00
1280 x 1024 63,98 60,02
WXGA (Nativa) 1280 X 800 (ieteicama) 49,7 60
WXGA 1366 x 768 48,00 60,00
1440 x 900 55,47 59,90
1440 x 900 55,94 59,89
UXGA 1600 X 1200 75 60
Video:
Saderiba H-sinhr. (kHz) V-sinhr. (Hz)
480i 15,734 60
480p 31,469 60
576i 15,625 50
576p 31,25 50
720p 45,0 60
720p 37,5 50
1080i 33,75 60
1080i 28,125 50
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Traucéjumnovérsana

Pirms nosatat projektoru remontét, parskatiet simptomus un pasakumus, kas
uzskaititi zemak. Ja trauc&jumu nevar noveérst, lidzu, vérsieties pie pardevéja vai

servisa centra. Ludzu, izskatiet arT “LED indikatora zinojumus”.

Startesanas problémas

Ja neiedegas neviena gaismina:

 Parliecinieties, ka baroSanas savienojumi ir pareizi.
* Nospiediet baroSanas pogu vélreiz.

+ Atvienojiet baroSanas adapteru, pagaidiet bridi, pievienojiet atpakal un nospiediet
baroSanas pogu vélreiz.

Attela problemas
Ja tiek radita avota mekléSana:

* Nospiediet Input (levadi), lai atlasitu aktivu ievades avotu.
» Parliecinieties, ka aréjais avots ir ieslégts un pievienots.

» Datora savienojumam parliecinieties, ka piezimjdatora aréjais video ports ir ieslégts.
Stkak skatit datora rokasgramata.

Attéls nav fokusa:

» Radot izvélni uz ekrana, pielagojiet fokuséSanas gredzenu.
» Apskatiet projektora objektivu, vai tas nav janotira.

Ja attéls no datora pievienojuma mirgo un ir nestabils:

* Nospiediet ss, ejiet uz Image Setting (VGA) (Attéla iestatijums (VGA)) un
pielagojiet Auto Adjust (Automatiska pielagosana).
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