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MB Model Compatible Note
Blitz Extreme X
Blitz Formula (Special
Edition) X

Commondo V
MAXIMUS ★

P5AD2-E PRE/WLOM V
P5B V
P5B DELUXE V
P5B DELUXE/WIFI-AP V
P5B Premium V
P5B Premium Vista Edition V
P5B/TeleSky V
P5B-E V
P5B-E Plus V
P5B-MX V
P5B-MX/WiFi-AP V
P5B-Plus V
P5B-Plus Vista Edition V
P5B-V V
P5B-VM V
P5B-VM DO V
P5E3 DELUXE V
P5GC-MX V
P5GDC DELUXE V
P5GDC PRO V
P5GDC-V DELUXE V
P5GPL V
P5GZ-MX V
P5K V
P5K Deluxe/ WIFI X

P5K Deluxe/WiFi-AP ★

P5K Premium/WiFi-AP ★

P5K3 Deluxe/ WIFI ★

P5K3 Premium/WiFi-AP X
P5K-E/WIFI-AP V
P5LD2 V
P5LD2 DELUXE V
P5LD2 DELUXE (E) ★

P5LD2 SE V
P5LD2 SE (E) ★

P5LD2 SE R2.0 ★

P5LD2-V V
P5LD2-VM V
P5LD2-VM (E) V
P5LD2-VM DH V
P5LD2-VM R2.0 ★

P5LD2-VM SE V
P5L-MX V
P5N32-E SLI V
P5N32-E SLI Plus V
P5N32-SLI DELUXE V
P5N32-SLI Premium/WiFi-AP V
P5N32-SLI SE DELUXE V
P5N72-T Premium V
P5N73-AM V
P5N-D V
P5ND2 SE V
P5ND2-SLI V
P5ND2-SLI DELUXE V
P5N-E SLI V
P5P800-MX V
P5P800SE ★

P5P800-VM V
P5PE-VM V
P5PL2-E V
P5Q V
P5Q Deluxe V
P5Q Premium V
P5Q PRO V

★Since Motherboard could be designed
differently, when mechanical

interference, please reposition your
retention bracket 90o.

Intel LGA 775



P5Q SE V
P5Q SE Plus V
P5Q SE2 V
P5Q WiFi-AP V
P5Q WS V
P5Q3 V
P5Q3 WiFi-AM@n V
P5QC V
P5Q-E V
P5QE Deluxe V
P5QEM V
P5Q-EM DO V
P5QL V
P5QL Pro V
P5QL-E V
P5QSE V
P5QSE V
P5Q-VM V
P5Q-VM V
P5RD1-V V
P5RD1-VM ★

P5RD2-VM V
P5S800-VM V
P5SD2-X V
P5V800-MX V
P5VD1-X V
P5VD2-MX V
P5VD2-MX SE V
P5VD2-VM V
P5VD2-VM SE V
P5VD2-X V
P5VDC-MX V
P5V-VM DH V
P5V-VM SE DH V
P5W DH ★

P5W DH DELUXE/WIFI-AP V
P5W64 WS Professional V
P5WD2 ★

P5WD2 PREMIUM V
P5WD2 PREMIUM/WiFi-TV ★

P5WD2-E PREMIUM ★

P5WDG2 WS PRO V
P5WDG2-WS V
Striker Basic V
Striker Extreme V

MB Model Compatible Note
A8V-VX(K8) V
ABN32-SLI V
ABN-SLI Premium V
ABN-SLI Deluxe V
K8N-E V
A8N32-SLI DELUXE V
A8N5X V
A8N-E V
A8N-SLI V
A8N-SLI Deluxe V
A8N-SLI PREMIUM V
A8N-SLI SE V
A8N-VM ★

A8N-VM CSM V
A8R32-MVP DELUXE V
A8R-MVP V
A8S-X V
A8V V
A8V DELUXE V
A8V-E DELUXE NW V
A8V-E SE V
A8V-MX V

AMD socket 939

★Since Motherboard could be designed
differently, when mechanical
interference, please reposition your
retention bracket 90o.



A8V-VM V
A8V-M v
A8V-X v
A8V-VM XE v

MB Model Compatible Note
M2-CROSSHAIR V

M2N32 WS PRO V

M2N32-SLI ★

M2N32-SLI DELUXE/WIFI-AP ★

M2N4-E SLI V

M2V V

M2N-E V

M2NPV-VM V

M2N-SLI Deluxe ★

M2A-VM V

M2A-VM V

M3A79-T Deluxe V

M2A-VM HDMI V

M2N V

M2N-E SLI V

M2N-MX V

M2N-PLUS SLI V

MB Model Compatible Note

K8N V

K8N4-E DELUXE V

K8N-E DELUXE V

K8S-MX V

K8V SE DELUXE V

K8V-X V

K8V-X SE V

K8V-F V

K8V-VM V

AMD socket
AM2/AM2+

AMD socket 754

★Since Motherboard could be designed
differently, when mechanical
interference, please reposition your
retention bracket 90o.

★Since Motherboard could be designed
differently, when mechanical
interference, please reposition your
retention bracket 90o.


