
Socket A

Support AMD® Athlon™ (Thunderbird Core)
/Duron™ CPU up to 1GHz 

Support Max. 1.5GB PC133 SDRAM & VC133
VCM (Virtual Channel Memory) DIMMs

2 x USB
1 x Parallel
2 x Serial
1 x PS/2 Keyboard
1 x PS/2 Mouse
1 x Audio I/O (Optional)
1 x Game/MIDI (Optional)

Supports 200MHz FSB
Supports 4X AGP
Supports PC133 SDRAM & VC133 VCM

Supports AMD® Socket A Athlon™ (Thunderbird Core) /Duron™ 200MHz Front Side Bus Processors
VIA® VT8363 (KT133) Chipset Design
UltraDMA/100 Supports 100MB/s Data Tranfer Rate  
Supports PC133/VC133 SDRAM for High-end Desktop and Workstation
AGP4X/AGP Pro Advanced Graphics Slot for 3D Graphics
Stepless Frequency Selection to Explore the System's Limits

AMD® Socket A Athlon™ (Thunderbird Core)
/ Duron™ CPUs Support
VIA® KT133 Chipset
200MHz FSB
UltraDMA/100
PC133 SDRAM/ VC133 VCM
AGP Pro/ AGP 4X Slot
7 USB Ports
Stepless Frequency Selection

✔

✔

✔

✔

✔

✔

✔

✔

Please Visit ASUS® Web Site: http://www.asus.com/

Integrated AC'97 Compliant Audio Controller
UltraDMA66/33 PCI EIDE
1 x Floppy Port
2 x Serial Ports
1 x Parallel Port (EPP, ECP)
1 x Serial IR (SIR) 

Max 100MB/s Data Transfer Rate Higher than
UltraDMA/66 66MB/s

AC'97 Compliant
Support Various AMC/AC/MC Adapters
Specially designed AMR Slot, shared with 
PCI Slot

Enhanced 3D Sound

Compatible with AGP Pro/ AGP 4X / AGP 2X 
Graphics Adaptors

CPU/System Voltages/Temperatures
Monitoring
Fan Status Detection

UltraDMA/100 IDE

PC'99 Color Coded ATX I/O
Connectors 

ASUS® PC Health Monitoring

AGP Pro SlotAMR Slot

5x PCI Slots

Award® 2Mb AGP BIOS
ACPI
Plug and Play

DMI 2.0
Anti Boot Virus
Green

Flash EEPROM

3 DIMM Memory Sockets

VIA® 82C686A South Bridge &
Super I/O

Socket A for AMD® Athlon™/Duron™ CPUs

VIA® VT8363(KT133) AGPset

AC'97 Compliant 3D Audio (Optional)

2x UltraDMA/100 IDE Connectors
2x UltraDMA/66 IDE Connectors

Promise UltraDMA/100 
Controller


