Processor

» Socket A

= AMD Athlon (Thunderbird/Palomino) / Duron 550MHz~1.4GHz+

Chipset

* VIA KT266 Chipset (KT8366 North Bridge with VT8233
South Bridge)

+ 266/200 MHz

» 3 x DDR DIMM Sockets
« Max. 3GB PC2100/PC1600 DDR SDRAM

Expansion Slots

* 1 x AGP Pro/AGP 4X
*5x PCI
*1xACR

« 2 x UltraDMA/100
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Audio (Optional
* C-Media CMI-8738 PCI Audio Controller
« 8-Channel Speaker Mode

Special Features
« Power Loss Recovery, ASUS JumperFree, CPU Throttle
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iPanel Family
Easy Connection !
One Touch Management ! 4 iPanel Basic
® Front Panel Connectivity ® System Status Detection and Display
* 2USB Ports * Temperatures
* 1 Serial, 3 Audio Jacks, 1 IrDA *Voltage
(for iPanel Deluxe model only) * Startup Diagnostics
* System Working Frequency
* System Fan Rotation Display
\ e User-Configurable Hot Keys /
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Back Panel /O Ports
*« 2x USB
« 1 x Parallel
» 2 x Serial
* 1 x PS/2 Keyboard
* 1 x PS/2 Mouse
+ 1 x Audio I/O (Optional)
» 1 x Game/MIDI (Optional)

Onboard /O Interface

« Two Headers Support Additional 4 USB Ports
* ASUS iPanel Connectors

« SIR

* Headphone (Optional)

* MIC 2 (Optional)

* CD/AUX/Modem Audio In (Optional)
* CPU/Power Supply/Chassis Fan

» Chassis Intrusion

« ATX Power

* IDE LED

* ASUS Smart Card Connector

* 2Mb Award BIOS, PnP, ACPI, TCAV, Green, Boot Block

Industrial Standard
«PCl2.2, USB 1.1

Manageabilit
* WiM 2.0, DMI 2.0, WOL, WOR, Chassis Intrusion, SMBus

Support CD

* Drivers

* ASUS PC Probe

* Trend PC-cillin 2000 Anti-Virus Utility

« ASUS LiveUpdate Utility

« Cyberlink PowerPlayer SE, VideoLive Mail

Accessories

= User's Manual

» Support CD

= UltraDMA/66/100 Cable
» IDE Cable

* Floppy Cable

= 2-Port USB Bracket

Board Size

« ATX Form Factor
* 9.6"x 12" (24.5cm x 30.5cm)
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