Intel’ 819k

v/ 133/100/66 MHz FSB
v’ PC133/PC100 SDRAM
v/ UltraDMA/100 IDE
v CNR Slot

« Supports FCPGA Pentium® Ill /PPGA Celeron™133/100/66MHz Front Side Bus Processors v 3Com® 3€920 LAN Onbourd
* The Latest Intel® 815E Chipset Design o .|.° |
e ICH2 Supports UltraDMA/100, 4 USB Ports and CNR Slot ( P iona )

» Supports PC133 SDRAM

* CNR Solt Supports Great Flexibility to Use LAN, HPNA, Modem, Audio, USB Adaptors ‘/ 4 US B .PO"S :

» 3Com® 3C920 LAN Controller (Optional) ® ™

» Onboard USB Hub Design Supports Max. 4 USB Devices ‘/ ASUS IPaneI qu Ic SUPP.O"
» ASUSP® iPanel Basic™ Support to Provide Easy Connection and One Touch Management

* Stepless Frequency Selection to Explore the System's Limits ‘/ Steples 5 Frequency Seledlon

g IXCNRSIL | 3 32-Dit PCI Slots

» Advanced Communication & Networking Riser * PCI 2.2 Specification Compliant Y
« Support Various LAN/HPNA/Modem/Audio/ Pc 99 cnlnr cnde“ A“ Iln
USB Adaptors Connectors
100/10 Mhps LAN (Optional) AGP Pro Slot

» 3Com® 3C920 LAN Controller

* Compatible with AGP Pro/ AGP 4X / AGP 2X
Graphics Adaptors

Socket 370 for Pentium® Ill/ Celeron™

‘  Ready for Processors Packaged in FCPGA/PPGA
|

* Intel® Pentium® 1l / Celeron™ 133/100/66 MHz
FSB Processors

Intel®° GMCH-Graphics Memory
Controller Hub

» Supports 133/100/66MHz FSB

« Integrated 4X AGP Graphics, 4MB AIMM VGA
Memory Upgradable

* Support AGP 4X Slot

* PC133/PC100 SDRAM

- - L
Do, - FS  Total Memory Capacity 512MB
e S - * PC133/PC100 SDRAM DIMM

2x UltraDMA/100 IDE Connector

* Max 100MB/s Data Transfer Rate

CNR(Communication & Networking Riser)Slot Supports
LAN , HPNA, Modem, 6 Channel Audio & USB HUB

B o By
- o Adapters.
" s 1 ‘ o ; . Audio Card b HPNA Card
2y 4 F R v X
& LAN Card i ‘ Modem Card

Intel® ICH2-1/0 Controller Hub

Intel® FWH-ASUS® Smart BI0S

* Hosts 32-bit 33MHz Hub Interface & FWH Bus
* JumerFree™ S/W Ease-of Use Jumer Settings * UltraDMA/100, 4 USB Ports and CNR Interface H
* Vcore & CPU/SDRAM Ratio Adjustable "
* Bootable from HD/SCSI/MO/ZIP/CD-ROM/Floppy srsts‘enless Freu“encv selectlon] AIMM(AGP Inline Memory Module) Can be Installed on
» ASUS® LiveUpdate™ for Fast BIOS Upgrading . AGP Slot to Support 4MB 1;33MHz SDRAM Display
« Award® 4Mb BIOS with H/W RNG for Security * Host Frequency Adjustable by 1 MHz Increasement \Cache for Integrated Graphics Y,

+ Easy Overclocking to Explore the System's Limits

€ @ [EH sl SR —
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