A-DATA AD31600E001GMU DDR3 1600 3072MB(Kit of 3) ss NIA Heat-Sink Package - 165185 o o

CORSAIR TR3X3G1600C8D(XMP)Ver2.1 DDR3 1600 3072MB(Kit of 3) ss NIA Heat-Sink Package 8-8-8-24(1601-8-8-8-24) 165 .

CORSAIR TR3X3G1600C9(XMP)Vert.1 DDR3 1600 3072MB(Kit of 3) ss NIA Heat-Sink Package 165 o .

ORSAI TR3X6G1600C8D(XMP)Ver2.1 DDR3 1600 6144MB(Kit of 3) Heat-Sink Package
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CORSAIR TR3X6G1600CH(XMP)Ver2.1 DDR3 1600 6144MB(Kit of 3) DS NIA Heat-Sink Package 9-9-9-24(1333-9-9-9-24) 165 o e

G.SKILL F3-12800CL9D-2GBNQ DDR3 1600 2048MB(Kit of 2) ss NIA Heat-Sink Package (1333-9-9-9-24) 16 )

G.SKILL F3-12800CL8T-6GBPI(XMP) DDR3 1600 6144MB(Kit of 3) DS NIA Heat-Sink Package 8-8-8-21(1066-8-8-8-20) 16~165 o o o

GEIL GV34GB1600C8DC DDR3 1600 4096MB(Kit of 2) DS NIA Heat-Sink Package 8-8-8-28(1600-8-8-8-28) 16 R

KINGMAX FLGE85F-BBKGI-NEES DDR3 1600 2048MB DS KINGMAX KFBBFNGXF-ANX-12A 9(1600-9-8-9-28) 15 DR

KINGSTON KHX12800D3K3/12GX(XMP) DDR3 1600 12288MB(Kit of 3) DS NIA Heat-Sink Package 9(1066-9-9-9-24) DR

KINGSTON KHX12800D3LLK3/6GX(XMP) DDR3 1600 6144MB(Kit of 3) DS NIA Heat-Sink Package (1066-8-8-8-20) 165 DR

ocz 0CZ3G1600LV3GK DDR3 1600 3072MB(Kit of 3) ss NIA Heat-Sink Package 8-8-8(1066-7-7-7-20) 165 o« o e

ocz OCZ3P16004GK DDR3 1600 4096MBY(Kit of 2) DS NIA Heat-Sink Package 7-7-7(1333-7-7-7-20) 19 o .

ocz 0CZ3G1600LV6GK DDR3 1600 6144MB(Kit of 3) DS NIA Heat-Sink Package 8-8-8(1066-7-7-7-20) 165 . .

ocz 0CZ3X1600LVEGK(XMP) DDR3 1600 6144MB(Kit of 3) DS NIA Heat-Sink Package 8-8-8(1600-8-8-8-24) 165 o e

Super Talent WB160UX6GB(XMP) DDR3 1600 6144MB(Kit of 3) DS NIA Heat-Sink Package 1333-8-8-8-24 o e

Elixir M2F2G64CBBHAAN-DG DDR3 1600 2048MB DS Elixir N2CB1G8OAN-DG 9(1333-9-9-9-28) o e e

Mushkin 998659(XMP) DDR3 1600 6144MB(Kit of 3) DS NIA Heat-Sink Package 9-9-9-24(1333-9-9-9-24) 15-1.6 R

Patriot PVS34G1600ELK DDR3 1600 4096MBY(Kit of 2) DS NIA Heat-Sink Package 9-9-9-24(1066-7-7-7-20) 18 . .

Patriot PVS34G1600LLKN DDR3 1600 4096MBY(Kit of 2) DS NIA Heat-Sink Package 7-7-7-20(1066-7-7-7-20) 20 . .

Patriot PVT36G1600ELK DDR3 1600 6144MB(Kit of 3) DS NIA Heat-Sink Package 9-9-9-24(1600-7-7-7-20) 165 o .

6Dimm

= A*: Supports one module inserted in any slot as Single-channel memory configuration
= B*: Supports one pair of modules inserted into eithor the blue slots or the black slots as one pair of Dual-channel memory configuration
- C*: Supports 4 modules inserted into both the blue and black slots as two pairs of Dual-channel memory configuratior

“When installing total memory of 4GB capacity or more, Windows 32-bit operation system may only recognize less than 3GB. Hence, a total installed memory of less than 3GB is recommended.
-Itis recommended to install the memory modules from the biue slots for better overclocking capabilty.
~The default DIMM frequency depends on ts Serial Presence Detect (SPD), which is the standard way of accessing information from a memory module. Under the default state, some memory modules for overclocking may operate at a lower frequency than the vendor-marked value.



