DDR3 2000 Qualified Vendors List (QV

) ) ) . DIMM socket support (Optional)
Vendors Part No. SS/DS ChipBrand  ChipNO. Timing | Voltage o S & o

ADATA AX3U2000GB2GIB(X\VP) 911927 155175 e . .
ADATA AX3U2000GC4GIB(XMP) 4GB D! - - 9-11-927 155~1.75 e
Apacer 78.AAGD5.9KD(XMP) 6GB(3 x 2GB) D: - - 9-9-9-27 - . . .
CORSAR CMTEGX3MBA2000C8(XMP) 6GB ( 3x 2GB ) D! - - 8-9-8-24 . . .
G.SKILL F3-16000CLIT-6GBPS(XMP) 6GB(3 x 2GB) D: - - 9-9-9-24 .
KINGSTON KHX2000C9AD3T 1K3/3GX(XMP) 3GB(3x1GB)  SS - - - . . .
KINGSTON KHX2000C9AD3T 1K2/4GX(XMP) 4GB (22GB) DS - - 9 X . . .
KINGSTON KHX2000C9AD3W 1K2/4GX(XMP) 4GB (2x2GB) DS - - 9-9-9-24 .

8 DIMM Slots

“When installing total memory of 4GB capacity or more, Windows 32-bit operation system may only recognize less than 3GB. Hence, a total installed memory of less than 3GB s recommended.
-Itis recommended to install the memory modules from the  slots for better overclocking capabilty.
~The default DIMM frequency depends on its Serial Presence Detect (SPD), which is the standard way of accessing information from a memory module. Under the default state, some memory modules for overclocking may operate at a lower frequency than the vendor-marked value.



