ocket support (Of]
4DIMM m

AX3U1600GC4GI(XMP) 4GB D! - - - 1.55~1.75
AX3U1600PC4G8(XMP) 4GB D! - - -8-8- 1.55~1.75 .
HX3X12G1600C9(XMP) 12GB (6x 2GB ) D! - - -9-9- 16 .
CMZ16GX3M4A1600C9(XMP) 16GB ( 4x 4GB ) D! -9-9-: 1 .
Cl 1600CH 4GB (2x2GB ) D! - - -6-6- .
MD4 M2B 1600C: 4GB( 2x 2GB ) D! - - -8-8-: .
1600C8(XMP) 4GB( 2x 2GB ) D S B 8.8 o
IP6GX3M3A1600C8(XMP) 6GB (3x 2GB ) D! - - -8-8-: .
CMP6GX3MBA1600C8(XVP) 6GB (3x2GB) D! - 5 -8.8- .
6G’ \1600C9(XMP) 6GB (3x 2GB ) D! - - -9-9-; .
CMX6GX3MBC1600C7(XVP) 6GB (3x26B) D! - - 87 X .
MZ8GX3M2A1600C8(XMP) 8GB (2x 4GB ) D! - - -8-8- 1 .
CMZBGX3M2AT600C9(XMP) 8GB (2¢4GB) D! 5 5 -9.9- 1 5 o
CMD8GX3MAA1600C8(XMP) 8GB(4 x 2GB) D! - - -8-8- 1 .
L 12864BN1608.8FF (XMP) 2GB(2x 1GB ) ss - - -8-8- 14 .
L25664BN1608.16FF(XMP) 2GB D! - - -8-8-: 1 .
L25664BN1608.16FF(XMP) 4GB(2x2GB ) D! - - -8-8- 1 . .
F3-12800CL7Q-16GBXH(XMP) 16GB ( 4x 4GB ) D! - - 7-8-7- 1 . .
F3-12800CL9Q-16GBXL(XMP) 16GB (4x 4GB ) D! - - 9-9-9- 1. . .
F3-12800CL7D-4GBRM(XMP) 4GB(2x 2GB ) D! - - -8-7- 1 .
F3-12800CL8D-4GBRM(XVP) 4GB(2x2GB) D - - -8.6- 1. B
. F3-12800CLID-4GBECO(XMP) 4GB(2 x 2GB) - - -9-9- 1.35 .
X F3-12800CL7D-8GBRH(XVP) 8GB (2x4GB) D! - - 87 16 .
F3-12800CL9D-8GBRL(XMP) 8GB (2x 4GB ) - - -9-9- 15 .
3-12800CLID-8GBSR2(XVP) 8GB (2x4GB) D - - 9.9- 125 .
F3-12800CL8D-8GBECO(XMP) 8GB (2x4GB ) - - -8-8- 1.35 .
GET316GB1600C9QC(XVP) 16GB (4x4GB) _ D: - - -0:9- 16 .
GUP34GB1600C7DC(XMP) 4GB (2x2GB ) - - 7-7-7- 16 .
KINGMAX FLGDASF-BBVF7(XVP) 1GB sS - - - - .
KINGSTON KHX1600C9D3T1BK3/12GX(XMP) 12GB ( 3x 4GB ) D - - 9 165 .
KINGSTON KHX1600CID3K3/12GX(XVP) 12GB(3x4GB) D - - - 165 .
KINGSTON KHX1600C9D3K6/24GX(XMP) 24GB (6x 4GB ) D: - - 9 165 .
KINGSTON KHX1600C8D3T1K2/4GX(XVP) 4GB (2x2GB) D! - - 8 165 .
KINGSTON KHX1600C9D3K2/4GX(XMP) 4GB (2x2GB ) D: - - - 165 .
KINGSTON KHX1600CID3LK2/AGX(XVP) 4GB (2x2GB) D! - - - 165 .
KINGSTON KHX1600C9D3K3/BGX(XMP) 6GB ( 3x 2GB ) D: - - 9 1.65 .
KINGSTON KHX1600CID3K3/6GX(XVP) 6GB (3x2GB) D! B B 9 165 .
KINGSTON KHX1600C9D3K3/BGX(XMP) 6GB ( 3x 2GB ) D: - - 9 165 .
KINGSTON KHX1600CID3T1K3/6GX(XVP) 6GB (3x2GB) D! B B B 165 .
KINGSTON KHX1600C9D3T1K3/6GX(XMP) 6GB ( 3x 2GB ) D: - - 9 165 .
ocz OCZ30B1600LVAGK 4GB(2x2GB) __ D: B B 999 165 .
ocz OCZ3X1600LVEGK(XMP) 6GB(3 x 2GB; D: - - 8-88 165 .
ocz OCZ3X1600LVEGK(XMP) 6GB(3x2GB) D - - 888 165 .
Super Talent WP160UX4G9(XMP) 4GB(2 x 2GB, D: - - 9 - .
Super Talent WB160UX6GB(XVP) 6GB(3x2GB) D - 5 8 - .
Transcend JM1600KLN-8GK 8GB (2x 4GB ) D Transcend TK483PCW3 - .
EK Memory EKNB24L28BP8-116(XVP) 4GB(2x2GB) D B - - .
GoodRam GR1600D364L9/2G 2GB DS GoodRam GF1008KC-IN - - .
KINGTIGER KTG2G1600PG3(XVP) 268 DS B - - - .
lushkin 996805(XMP) 4GB (2x 2GB ) DS - - 6-8-6-24 165 .
ushkin 998805(XVP) 6GB (3x2GB) DS - - 68624 165 .
Patriot PX7312G1600LLK(XMP) 12GB ( 3x 4GB ) DS - - 8-9-8-24 165 . .
Patriot PGS34G1600LLKA2 4GB (2x2GB) DS - - 88824 17 .
___Patriot PGS34G1600LLKA 4GB( 2x 2GB ) DS - - 7-7-7-20 1.7 .
PATRIOT PGS34G1600LLKA 4GB(2x2GB) DS - - 77720 A7 .
Patriot PWV38G1600LLK(XMP) 8GB (2x 4GB ) DS - - 8-9-8-24 165 .
Patriot PX538G1600LLK(XMP) 8GB (2x4GB ) DS - - 8-9-8-24 1.65 .
Team _TXD31024M1600C8-D(XMP) 1GB SS Team T3D1288RT-16 _ 8-8-8-24 165 .
Team TXD32048M1600C8-D(XMP) 2GB DS Team T3D1288RT-16  8-8-8-24 1.65 .
Team TXD32048M1600HC8-D(XMP) 2GB DS Team T3D1288RT-16  8-8-8-24 165 .
8 DIMM Slots

When installing total memory of 4GB capacity or more, Windows 32-bit operation system may only recognize less than 3GB. Hence, a total installed memory of less than 3GB s recommended.
-Itis recommended to install the memory modules from the slots for better overclocking capabilty.
~The default DIMM frequency depends on its Serial Presence Detect (SPD), which is the standard way of accessing information from a memory module. Under the default state, some memory modules for overclocking may operate at a lower frequency than the vendor-marked value.



