ASUS Drive Xpert

Drive Xpert, an ASUS exclusive technology, secures the data on your hard
disk and enhances hard drive performance without the hassles of complicated
configurations. With its user-friendly graphical user interface, you can easily
arrange hard drive backups or enhance the hard drive’s transfer rate.

Installing Serial ATA hard disks

For using Drive Xpert in Windows® operating system, we recommend that you
prepare three hard disks: one hard disk with operating system already installed, and
two hard disks for Drive Xpert configuration.

To install Serial ATA hard disks for Drive Xpert configuration:

Install two SATA hard disks into the drive bays.

2. Plug one end of the SATA signal cables to each drive, and plug the other end
of the SATA signal cables to the SATA_E1 (orange, port 0) and SATA_E2
(white, port 1) connectors on the motherboard. Refer to manual for the exact
location of the SATA connectors.

3. Connect a SATA power cable to the power connector of each drive.

R +  For optimal performance, we highly recommend that you install identical
drives of the same model and capacity.
The SATA_E1 (orange, port 0) and SATA_E2 (white, port 1) connectors on
the motherboard do not support ATAPI devices and hot-plug function.

Launching Drive Xpert in Windows® OS

After installing Drive Xpert from the bundled support DVD,
double-click the Drive Xpert icon on the Windows®
notification area. The main screen as
shown on the right hand side appears.
There are two modes for Drive Xpert: EZ EZ Backup
Backup and Super Speed.
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k +  Before using the Drive Xpert function, ensure that you have installed the
Marvell 61xx driver in the system.

+  Ensure to install two hard disks to the SATA_E1 (orange, port 0) and
SATA_E2 (white, port 1) connectors when the Drive Xpert mode in BIOS
setup is configured as EZ Backup or Super Speed. Otherwise, the HDD
LED in the front panel flashes.



Configuring EZ Backup
This mode allows one hard disk to backup the other hard disk automatically. This

helps you to save your vital data even if one hard disk is damaged.
R + We recommend that you use two new hard disks for this setup.

+  This setup erases all original data in the hard disk connected to the
SATA_E2 (white, port 1) connector on the motherboard. Ensure to back up
the data in the hard disk before using this setup.

To start EZ Backup configuration:

1. Click EZ Backup from the main screen.
2. Click Apply to start configuration.
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3. Awarning message appears, reminding you that all original data in the hard
disk connected to the SATA_E2 (white, port 1) connector on the motherboard
will be erased. Click Ok to continue.

4. The setup is completed. Click Ok to
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restart your computer at once. P Reboot?

5. After restarting your computer, the Drive
Xpert icon on the Windows® notification area
turns green to indicate that EZ Backup is set
up successfully.




Configuring Super Speed

This mode allows two hard disks to access data simultaneously. The dual channel
design can largely enhance hard disk transfer rate.

k * We recommend that you use two new hard disks for this setup.

+  This setup erases all original data in both hard disks. Ensure to back up all
data in the hard disks before using this setup.

To start Super Speed configuration:

1. Click Super Speed from the main screen.

% If you are in EZ Backup mode, ;
- click Mode Change to return to EZ Backup
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the main screen.

2. Click Apply to start configuration.
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3. Awarning message appears, reminding you that all original data in the two
hard disks will be erased. Click Ok to continue.

4.  The setup is completed. Click Ok to me——
restart your computer at once. - Reboot? -

Cancel

5. After restarting your computer, the Drive
Xpert icon on the Windows® notification area
turns green to indicate that Super Speed is
set up successfully.

k If one hard disk is corrupt, all data in both hard disks will be lost.




Changing to Normal Mode

This mode allows you to disable the Drive Xpert function and use the two SATA
connectors as the other onboard SATA connectors.

R When using one hard disk in Normal Mode, connect the hard disk to the
SATA_E1 (orange, port 0) connector on the motherboard.

To change to Normal Mode:

1. Click Mode Change to return to
the main screen.
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2.  Click Disable to start configuration.

3. The setup is completed. Click Ok to
restart your computer at once.

4.  After restarting your computer, the Drive Xpert
icon on the Windows® notification area turns
gray to indicate that the Drive Xpert function is
disabled.




Partitioning volumes
You have to partition volumes for the hard disk after Super Speed configuration.

To partition volumes:

1. Right-click My Computer on the Windows® desktop, =

open
Explore

and then select Manage from the pop-up window. s
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3. ANew Partition Wizard screen appears. Follow the onscreen instructions to
complete the volume partition.



Other feature buttons
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Click to open the
Schedule Drive Verify
I~ window

| Click to open the
Event Log list

— Click to open the Setup
¥ Password window

— Click to open the
Firmware Update window

— Click to open the
Help menu

Click to hide the setup window

hedule Drive Verify

|
Click to return to the previous page

Allows you to set up the schedule for verifying the hard disks. Click Ok to
apply the settings; click Cancel to close the window; and click Right Now to

start verification at once.

Add / Modify / Delete

Allows you to create a new
schedule, and modify/delete an
existing schedule.

Schedule Activity

Allows you to set verification
schedule daily, weekly, or
monthly.

New Schedule
Allows you to set specific date
and time for the schedule.

Physical Drive
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Cangel Right Now X' Ok ]

Allows you to set schedule for the selected hard disk.

Scheduled

Displays the date and time for the setup schedule.




Event Log

Displays event log list

that might be helpful for
troubleshooting and locating

Event Log s & ]

ID | BoxSN  Date Type | Message a
1 12345678 Z008/04/18 134448 Event  Discovered 2 rives, Box Status Morr
2 12345678 2008(04/16 13:44:48  Event  Array stake normal,00Drive O, Driv
3 12345678 2008004/15 13144147  Event  Discovered 2 drives, Box Status Norr
4 12345678 2008(04/18 13:44:25 Event  Successfuly installed the new map ke
S 12345678 2008(04/16 12:50:38 Event  Discovered L drives, Box Status More
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a system malfunction. Click

Refresh to update the event 1245670 ZOOMID 05 Event Dicovred | divr, B St o
. . 12345678 2008/04/18 09:18:05  Event Discowered 1 drives, Box Status Norr

|Og ||St; and Clle Ok to C|Ose 8 12345678 2008j04{17 18:25:02 Event  Discovered 1 drives, Box Status Nort

9 12345678 200800417 17142:52  Event  Discovered 1 chives, Bax Status Nort

. 10 12345678 ZDUB/04/17 14:36:47 Event  Discovered L chives, Box Stotus Morr
the WlndOW 11 12345678 ZO0S/04f17 1201126  Event  Discovered L chives, Box Status Nort
12 12345678 ZDUB04/17 L0:S3:25  Event  Discovered L chives, Box Status Horr
15 12345678 Z00B04/15 10:43:33 Event  Discovered L chives, Box Status Morr
14 12345678 Z008i04/14 15:59:53  Event  Discovered L chives, Box Status Horr
15 12345678 2008/04/14 1S:56:56 Event  Array not accessble

16 12345678 Z00B/04/14 155457 Event  Discovered L chives, Box Status Morr
17 12345678 Z008i04/14 15:39:86  Event  Discovered L chives, Box Status Norr
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Setup Password

Allows you to set the password
for configuration access. Key in
the user name and password.
Click Ok to apply the settings.

Setup Password

Ok

Firmwari

Allows you to update the
firmware. Click Browse to jeviivare UpESiS
locate the firmware file that
you want to update. Then click
Update to start the update
process.
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Using Drive Xpert function in Express Gate SSD environment

You may use Drive Xpert function in Express Gate SSD environment by preparing
only two hard disks.

Launching Drive Xpert

To open the ASUS Utility panel, click @ Launch Drive Xpert from the ASUS
Utility panel. The main screen as shown below appears. Select EZ Backup or
Super Speed according to your need.

R Before using the Drive Xpert function, ensure that you have back up all your
data in your hard disks.

EZ Backup erases all original data in the hard disk connected to the
SATA_E2 (white, port 1) connector on the motherboard.

+  Super Speed erases all original data in both hard disks.

- EZ Backup - Su|
This mode allows one hard disk to backup This mode allows twe hard disk to access.
the other hard disk automatically. The data simultaneously. The dual channel
special design can save your vital data even design can largely enhance hard disk
if one hard disk damaged. transfer rate.
sing this plug two hard disks into the SATA

connectors (orange and white).




EZ Backup
To start EZ Backup configuration:

Click EZ Backup from the main screen.

2. Check if the SATA cables
and power cords are installed
properly. Click Next to
continue.

3. Click Next to continue the
configuration.

4. Before proceeding, ensure that
you have back up all original
data in the hard disk connected
to the SATA_E2 (white, port 1)
connector on the motherboard.
Otherwise, the system erases
all data in the port 1 hard disk.
Click Next to continue.

5. The setup is completed. Click
OK to close the configuration
window.
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Ensure that the SATA cables and power
cords are installed properly.
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Super Speed
To start Super Speed configuration:

Click Super Speed from the main screen.

2. Check if the SATA cables
and power cords are installed
properly. Click Next to
continue.

3. Click Next to continue the
configuration.

4. Before proceeding, ensure to
back up all original data in the
two hard disks. Otherwise,
the system erases all data in
both hard disks. Click Next to
continue.

5. The setup is completed. Click
OK to close the configuration
window.
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This mode allows two hard drives to
access data simultaneously.
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Using Drive Xpert function in BIOS setup environment

You may use Drive Xpert function in BIOS setup environment. To enter BIOS
setup, press DEL key after powering on. Drive Xpert configuration options are
under Tools menu.

At

Before using the Drive Xpert function, ensure that you have back up all your
data in your hard disks.

EZ Backup erases all original data in the hard disk connected to the
SATA_E2 (white, port 1) connector on the motherboard.

Super Speed erases all original data in both hard disks.

BIOS SETUP UTILITY

Main Ai Tweaker Advanced Power Boot Tools Exit
ASUS EZ Flash 2 Press ENTER to run
the utility to select
Drive Xpert Control [Auto] and update BIOS.
Drive Xpert Mode Update [Mode Change] This utility doesn't
Update To Super Speed [Press Enter] support
Update To EZ Backup [Press Enter] 1.NTFS format
Update To Normal Mode [Press Enter]
Express Gate [Enabled]
Enter OS Timer [10 Seconds]
Reset User Data [No]

- Select Screen
> ASUS 0.C. Profile i Select Item
> AI Net 2 Enter Go to Sub Screen

F1l General Help

F10 Save and Exit

ESC Exit
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Drive Xpert Control [Auto]

This item allows you to enable or disable the Drive Xpert function.

Configuration options: [Auto] [Enabled] [Disabled]
Drive Xpert Mode Update [Last Setting]

This item appears only when you set Drive Xpert Control to [Auto] or
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[Enabled]. Set this item to [Mode Change] to show further settings of the
Drive Xpert function. Configuration options: [Last Setting] [Mode Change]

The following items appear only when you set Drive Xpert Mode Update to
[Mode Change].

Update To Super Speed [Press Enter]

This item allows you to use Super Speed function. Plug two identical SATA hard
drives in the SATA_E1 (orange, port 0) and SATA_E2 (white, port 1) connectors on
the motherboard and press the <Enter> key.

Update To EZ Backup [Press Enter]

This item allows you to use EZ Backup function. Plug two identical SATA hard
drives in the SATA_E1 (orange, port 0) and SATA_E2 (white, port 1) connectors on
the motherboard and press the <Enter> key.

Update To Normal Mode [Press Enter]
This item allows you to use the SATA_E1 (orange, port 0) and SATA_E2 (white, port 1)
connectors as normal SATA connectors.

When using one hard disk in Normal Mode, connect the hard disk to the
SATA_E1 (orange, port 0) connector on the motherboard.




