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CUVL-VM

Socket 370
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CUVL-VM

CUVL-VM Onboard LED

ON OFF
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Power
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LED
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CUVL-VM

CUVL-VM CPU
External Frequency Selection
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CUVL-VM

CUVL-VM Clear RTC RAM

Short solder points
to Clear CMOS

R263
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CUVL-VM 168-Pin DIMM Sockets Lock

20 Pins

60 Pins

88 Pins

CUVL-VM
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CUVL-VM Socket 370

Socket 370 CPU (Top) Socket 370 CPU (Bottom)

Notch

Gold Arrow

Celeron

Pentium IIICUVL-VM
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PS/2 Mouse (6-pin female)

PS/2 Keyboard (6-pin female)

Universal Serial Bus (USB) 2

USB 1
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Parallel (Printer) Port (25-pin female)

COM 1
Serial Port (9-pin male)

VGA Monitor (15-pin female)
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Joystick/MIDI (15-pin female)

” 

MicLine InLine Out
1/8" Stereo Audio Connectors
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IDELED

CUVL-VM IDE Activity LED

CUVL-VM

TIP: If the case-mounted LED does not
light, try reversing the 2-pin plug.

NOTE: Orient the red markings on
the floppy ribbon cable to PIN 1

CUVL-VM Floppy Disk Drive Connector

PIN 1
CUVL-VM
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CUVL-VM IDE Connectors

CUVL-VM

NOTE: Orient the red markings
(usually zigzag) on the IDE
ribbon cable to PIN 1.
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CUVL-VM

CUVL-VM Wake-On-LAN Connector

IMPORTANT: Requires an ATX power
supply with at least 720mA +5 volt
standby power.

+5 Volt Standby PME

Ground

WOL_CON

CUVL-VM

CUVL-VM Wake-On-Ring Connector

WOR

RI# Ground

2 1
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CUVL-VM

CUVL-VM 12-Volt Cooling Fan Power
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CUVL-VM

CUVL-VM Infrared Module Connector

Front View Back View
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CUVL-VM USB Port
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CUVL-VM

CUVL-VM Internal Audio
Connectors

AUX (White)

Right Audio Channel

Left Audio Channel
Ground

Right Audio Channel

Left Audio Channel

Ground

CD (Black)

MODEM

Modem-Out
Ground

Modem-In
Ground

CUVL-VM

CUVL-VM Serial COM2 Connector

Pin 1

COM2
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CUVL-VM

CUVL-VM ATX Power Connector

+3.3 Volts
-12.0 Volts
Ground
Power Supply On

Ground
Ground

Ground
-5.0 Volts
+5.0 Volts
+5.0 Volts

Power Good

+12.0 Volts

+3.3 Volts
+3.3 Volts

Ground

+5.0 Volts
Ground

+5.0 Volts

Ground

+5V Standby
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CUVL-VM

CUVL-VM System Panel Connectors * Requires an ATX power supply.
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<F1> or <Alt + H>

<Esc>

←  or → (keypad arrow)

↑  or ↓ (keypad arrows)

- (minus key)

+ (plus key) or spacebar

<Enter>

<Home> or <PgUp>

<End> or <PgDn>

<F5>

<F10>
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CUVL-VM

CUVL-VM Clear RTC RAM

Short solder points
to Clear CMOS

R263
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LAN Activity
Output Signal

RJ45

LE
D

s

Motherboard type
Wake on LAN
Output Signal

ASUS

Other

Intel
Chipset
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AGP

AUTOEXEC.BAT

BIOS

Bit

Boot

Bus Master IDE

Byte
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Cache

CMOS

CPU

Cylinder

Device Driver

DIMM

DMA

DOS
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DRAM

IDE

MIDI

MPEG

NTSC

PAL

PCI Bus
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PCMCIA

Peripherals

POST

SCSI

Super Bypass

UltraDMA/33

UART

USB


