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P4B266-C 184-Pin DDR DIMM Sockets
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P4B266-C Accelerated Graphics Port (AGP)
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P4B266-C DIP Switches
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P4B266-C CPU Frequency
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P4B266-C Keyboard Power Setting
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P4B266-C USB Device Wake Up
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P4B266-C Internal Line Out Connectors
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P4B266-C Clear RTC RAM
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P4B266-C HDD Activity LED

TIP: If the case-mounted LED does not
light, try reversing the 2-pin plug.
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P4B266-C IDE Connectors

NOTE: Orient the red markings
(usually zigzag) on the IDE
ribbon cable to PIN 1.
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NOTE: Orient the red markings on
the floppy ribbon cable to PIN 1.
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P4B266-C 12-Volt Fan Connectors
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P4B266-C ATX & Auxiliary Power Connectors
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P4B266-C iPanel Connector
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P4B266-C Power Supply Thermal Connector
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P4B266-C System Panel Connectors * Requires an ATX power supply.
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<F1> or <Alt + H>

<Esc> or<Alt + X>

←  or → (keypad arrow)

↑  or ↓ (keypad arrows)

- (minus key)

+ (plus key) or spacebar

<Enter>
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<End> or <PgDn>

<F5>
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Disabled Enabled

Willamette 1.750V, 1.775V, 1.800V, 1.750V, 1.775V, 1.800V,
1.825V, 1.850V 1.825V, 1.850V, 1.875V,

1.900V, 1.925V, 1.950V,
1.975V, 2.000V, 2.025V,
2.050V, 2.075V, 2.100V

Northwood 1.500V, 1.525V, 1.550V 1.500V, 1.525V, 1.550V
1.575V, 1.600V, 1.625V 1.575V, 1.600V, 1.625V
1.650V, 1.675V, 1.700V 1,650V, 1.675V, 1.700V

1.725V, 1.750V
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