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P4P800-MX 184-Pin DDR DIMM Sockets
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256MB KINGSTON KVR400X64C3A/256 Hynix SS HY5DU56822BT-D43 • • •
512MB KINGSTON KVR400X64C3A/512 Hynix DS HY5DU56822BT-D43 • • •
256MB KINGSTON KVR400X64C3A/256 Infineon SS HYB25D256800BT-5B • •
512MB KINGSTON KVR400X64C3A/512 Infineon DS HYB25D256809BT-5B • • •
256MB KINGSTON KVR400X64C3A/256 KINGSTON SS D3208DL2T-5 • • •
512MB KINGSTON KVR400X64C3A/512 KINGSTON DS D328DIB-50 •
512MB KINGSTON KHX3200A/512 N/A DS Heat-Sink Package • •
256MB SAMSUNG M368L3223ETM-CCC SAMSUNG SS K4H560838E-TCCC • • •
512MB SAMSUNG M368L6423ETM-CCC SAMSUNG DS K4H560838E-TCCC •
256MB SAMSUNG M368L3223FTN-CCC SAMSUNG SS K4H560838F-TCCC • •
512MB SAMSUNG M368L6423FTN-CCC SAMSUNG DS K4H560838F-TCCC • •
256MB MICRON MT8VDDT3264AG-40BCB MICRON SS MT46V32M8TG-5BC • • •
512MB MICRON MT16VDDT6464AG-40BCB MICRON DS MT46V32M8TG-5BC •
256MB Infineon HYS64D32300GU-5-B Infineon SS HYB25D256800BT-5B • •
512MB Infineon HYS64D64320GU-5-B Infineon DS HYB25D256800BT-5B • •
256MB Infineon HYS64D32300HU-5-C Infineon SS HYB25D256800CE-5C • •
512MB Infineon HYS64D64320HU-5-C Infineon DS HYB25D256800CE-5C • •
256MB CORSAIR CMX256A-3200C2PT Winbond SS W942508BH-5 • • •
512MB CORSAIR CMX512-3200C2 Winbond DS Heat-Sink Package • •
512MB CORSAIR VS512MB400 VALUE seLecT DS VS32M8-5 • • •
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P4P800-MX Clear RTC RAM

CLRTC1

Normal Clear CMOS
(Default)

1 2 2 3



1-19

P
4
P

8
0
0
-M

X

®

P4P800-MX USB Device Wake Up
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P4P800-MX Floppy Disk Drive Connector
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P4P800-MX IDE Connectors
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P4P800-MX SATA Connectors
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P4P800-MX ATX Power Connector
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P4P800-MX Internal Audio Connectors
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P4P800-MX Front Panel Audio Connector
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P4P800-MX Chassis Alarm Lead
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P4P800-MX Game Connector
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P4P800-MX 12-Volt Fan Connectors
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P4P800-MX Digital Audio Connector
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P4P800-MX USB 2.0 Connectors
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P4P800-MX System Panel connector
* Requires an ATX power supply.
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A:\>afudos /iP4P800m.rom

AMI Firmware Update Utility - Version 1.10

Copyright (C) 2002 American Megatrends, Inc. All rights reserved.

Reading file ..... done

Erasing flash .... done

Writing flash .... 0x0008CC00 (9%)

A:\>afudos /iP4P800m.rom

AMI Firmware Update Utility - Version 1.10

Copyright (C) 2002 American Megatrends, Inc. All rights reserved.

Reading file ..... done

Erasing flash .... done

Writing flash .... 0x0008CC00 (9%)

Verifying flash .. done

A:\>
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Bad BIOS checksum. Starting BIOS recovery...

Checking for floppy...

User recovery requested. Starting BIOS recovery...

Checking for floppy...

•

•

User recovery requested. Starting BIOS recovery...

Checking for floppy...

Floppy found!

Reading file “p4p8mxas.rom”. Completed.

Start flashing...

Flashed successfully. Rebooting.
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Bad BIOS checksum. Starting BIOS recovery...

Checking for floppy...

Floppy found!

Reading file “p4p8mxas.rom”. Completed.

Start flashing...

Bad BIOS checksum. Starting BIOS recovery...

Checking for floppy...

Bad BIOS checksum. Starting BIOS recovery...

Checking for floppy...

Floppy not found!

Checking for CD-ROM...

CD-ROM found.

Reading file “p4p8mxas.rom”. Completed.

Start flashing...
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System Time                 [11:10:19]
System Date                 [Thu 03/27/2003]
Legacy Diskette A           [1.44M, 3.5 in]
Legacy Diskette B         [Disabled]
Language         [English]

   Primary IDE Master      :[ST320413A]
   Primary IDE Slave       :[ASUS CD-S340]
   Secondary IDE Master    :[Not Detected]
   Secondary IDE Slave     :[Not Detected]
   Third IDE Driver        :[Not Detected]
   Fourth IDE Master       :[Not Detected]
   IDE Configuration

   System Information

Use [ENTER], [TAB]
or [SHIFT-TAB] to
select a field.

Use [+] or [-] to
configure system time.

     Select Screen
     Select Item
+-   Change Field
Tab  Select Field
F1   General Help
F10  Save and Exit
ESC  Exit
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System Time                 [11:10:19]
System Date                 [Thu 03/27/2003]
Legacy Diskette A           [1.44M, 3.5 in]
Legacy Diskette B         [Disabled]
Language         [English]

   Primary IDE Master      :[ST320413A]
   Primary IDE Slave       :[ASUS CD-S340]
   Secondary IDE Master    :[Not Detected]
   Secondary IDE Slave     :[Not Detected]
   Third IDE Driver        :[Not Detected]
   Fourth IDE Master       :[Not Detected]
   IDE Configuration

   System Information

Use [ENTER], [TAB]
or [SHIFT-TAB] to
select a field.

Use [+] or [-] to
configure system time.

     Select Screen
     Select Item
+-   Change Field
Tab  Select Field
F1   General Help
F10  Save and Exit
ESC  Exit
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System Time                 [11:10:19]
System Date                 [Thu 03/27/2003]
Legacy Diskette A           [1.44M, 3.5 in]
Legacy Diskette B         [Disabled]
Language         [English]

   Primary IDE Master      :[ST320413A]
   Primary IDE Slave       :[ASUS CD-S340]
   Secondary IDE Master    :[Not Detected]
   Secondary IDE Slave     :[Not Detected]
   Third IDE Driver        :[Not Detected]
   Fourth IDE Master       :[Not Detected]
   IDE Configuration

   System Information

Use [ENTER], [TAB]
or [SHIFT-TAB] to
select a field.

Use [+] or [-] to
configure system time.

     Select Screen
     Select Item
+-   Change Field
Tab  Select Field
F1   General Help
F10  Save and Exit
ESC  Exit
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IDE Configuration

     Select Screen
     Select Item
+-   Change Option
F1   General Help
F10  Save and Exit
ESC  Exit

Language   [English]
Onboard IDE Operate Mode        [Enhanced Mode]
   Enhanced Mode Support On     [S-ATA]
IDE Detect Time Out (Sec)       [35]
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     Select Screen
     Select Item
+-   Change Option
F1   General Help
F10  Save and Exit
ESC  Exit

Advanced Chipset settings

WARNING: Setting wrong values in the sections below
         may cause system to malfunction.

CPU External Frequency (MHz)    [Auto]
DDR Reference Voltage   [Auto]
DRAM Frequency   [Auto]
Configure DRAM Timing by SPD   [Enabled]

Graphic Adapter Priority        [Internal VGA]
Onboard Video Memory   [Enabled, 8MB]
Graphics Aperture Size          [ 64 MB]
Spread Spectrum                 [Enabled]

MPS Revision                    [1.1]
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     Select Screen
     Select Item
+-   Change Option
F1   General Help
F10  Save and Exit
ESC  Exit

OnBoard AC’97 Audio             [Auto]
OnBoard LAN                     [Enabled]
  OnBoard LAN Boot ROM          [Disabled]

Serial Port1 Address            [3F8/IRQ4]
Parallel Port Address           [Disabled]
Onboard Game/MIDI Port          [Disabled]
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     Select Screen
     Select Item
+-   Change Option
F1   General Help
F10  Save and Exit
ESC  Exit

Q [ ]
IRQ15   [Available]

DMA Channel 0                   [Available]
DMA Channel 1                   [Available]
DMA Channel 3                   [Available]
DMA Channel 5                   [Available]
DMA Channel 6                   [Available]
DMA Channel 7                   [Available]

Reserved Memory Size   [Disabled]



2-20



2-21



2-22

     Select Screen
     Select Item
+-   Change Option
F1   General Help
F10  Save and Exit
ESC  Exit

Power Management/APM            [Enabled]
Video Power Down Mode           [Disabled]
Hard Disk Power Down Mode       [Disabled]
Suspend Time Out                [Disabled]
Throttle Slow Clock Ratio       [50%]

System Thermal                  [Disabled]

Power Button Mode               [On/Off]
Restore on AC Power Loss        [Power Off]

Power On By PS/2 Devices        [Disabled]
Power On By External Modems     [Disabled]
Power On By PCI Devices         [Disabled]
Power On By RTC Alarm           [Disabled]

APM Configuration Enabled or disable
APM.
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   Boot Device Priority

   Boot Settings Configuration
   Security

Specifies the Boot
Device Priority
sequence.

Boot Settings

      Select Screen
      Select Item
Enter Go to Sub-screen
F1    General Help
F10   Save and Exit
ESC   Exit



2-26



2-27



2-28



2-29



2-30



3-1



3-2



3-3



3-4


