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P5ND2-SLI Series Onboard LED
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P5ND2-SLI Series CPU Socket 775
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P5ND2-SLI Series CPU fan connector

GND
CPU FAN PWR
CPU FAN IN
CPU FAN PWM

CPU_FAN
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P5ND2-SLI Series 240-pin DDR DIMM sockets
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256MB SAMSUNG M378T3253FZ0-CE6 SAMSUNG SS K4T56083QF-ZCE6 • • •

512MB SAMSUNG M378T6453FZ0-CE6 SAMSUNG DS K4T56083QF-ZCE6 • • •

256MB SAMSUNG M391T3253FZ0-CE6 SAMSUNG SS K4T56083QF-ZCE6 • • •

512MB SAMSUNG M391T6453FZ0-CE6 SAMSUNG DS K4T56083QF-ZCE6 • • •

256MB Kingston HYB18T512800AF3S Kingston SS KVR667D2N5/512 • • •

1024MB Kingston E5108AE-GE-E Kingston DS KVR667D2N5/1G • •

512MB Hynix HYMP564U64AP8-Y5 Hynix SS HY5PS12821AFP-Y5 • • •

1024MB Hynix HYMP512U64AP8-Y5 Hynix DS HY5PS12821AFP-Y5 • •

1024MB Hynix HYMP512U64AP8-Y4 Hynix DS HY5PS12821AFP-Y4 • •

512MB Hynix HYMP564U64AP8-Y4 Hynix SS HY5PS12821AFP-Y4 • • •

512MB MICRON MT16HTF6464AY-667B4 MICRON DS 4VB41D9CZM • • •

1024MB MICRON MT16HTF12864AY-667A2 MICRON DS 4UAIID9CWX • •

256MB MICRON MT8HTF3264AY-667B5 MICRON SS 4SB42D9CZM • •

512MB MICRON MT16HTF6464AY-667B3 MICRON DS 4TB41D9CZM • •

512MB Infineon HYS64T64000HU-3S-A Infineon SS HYB18T512800AF3S • •

256MB ELPIDA EBE25UC8ABFA-6E-E ELPIDA SS E2508AB-GE-E • • •

512MB ELPIDA EBE51UD8AEFA-6E-E ELPIDA SS E5108AE-GE-E • • •

1024MB ELPIDA EBE11UD8AEFA-6E-E N/A DS N/A • •

512MB GEIL GX21GB5300DC N/A SS GL2L64G088BA30T • •

256MB NANYA NT256T64UH4A0FY-3C NANYA SS NT5TU32M16AG-3C • • •

512MB TwinMOS 8G-25JK5-EBT N/A SS E5108AE-GE-E • • •
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512MB SAMSUNG M378T6553BG0-CD5 N/A SS K4T51083QB-GCD5 • •

1024MB SAMSUNG M378T2953BG0-CD5 N/A DS K4T51083QB-GCD5 • •

256MB SAMSUNG M378T3253FG0-CD5 N/A SS K4T56083QF-GCD5 • •

512MB SAMSUNG M378T6453FG0-CD5 N/A DS K4T56083QF-GCD5 • •

512MB Infineon HYS64T64000GU-3.7-A Infineon SS HYB18T512800AC37 • • •

256MB Infineon HYS64T32000HU-3.7-A Infineon SS HYB18T512160AF-3.7 • • •

1024MB Infineon HYS64T128020HU-3.7-A Infineon DS HYB18T512800AF37 • •

512MB Infineon HYS64T64000HU-3.7-A Infineon SS HYB18T512800AF37 • •

512MB CORSAIR CM2X512-4200 N/A DS N/A • • •

512MB MICRON MT16HTF6464AG-53EB2 MICRON DS 4FBIID9BQM • • •

1024MB MICRON MT16HTF12864AY-53EA1 MICRON DS 4JAIID9CRZ •

256MB MICRON MT8HTF3264AY-53EB3 MICRON SS 4FBIID9CHM • • •

512MB MICRON MT16HTF6464AY-53EB2 MICRON DS 4FBIID9CHM • •

256MB MICRON N/A MICRON SS 4DBIIZ9BQT • • •

1024MB MICRON MT16HTF12864AY-53EA1 MICRON DS 4MAIID9CRZ • •

1024MB Kingston KVR533D2N4/1G N/A DS E5108AB-5C-E • •

256MB Kingston KVR533D2N4/256 N/A SS HYB18T512160AC-3.7 • •

512MB Kingston KVR533D2N4/512 ELPIDA SS E5108AB-5C-E • • •

512MB Hynix HYMP564U648-C4 N/A SS HY5PS12821F-C4 • • •

1024MB Hynix HYMP512U648-C4 N/A DS HY5PS12821F-C4 • •

1024MB Hynix HYMP512U648-C4 N/A DS HY5PS12821FP-C4 • •

512MB ELPIDA EBE51UD8ABFA-5C ELPIDA DS E5108AB-5C-E •

512MB ELPIDA EBE51UD8ABFA-5C-E ELPIDA DS E5108AB-5C-E • •

1024MB ELPIDA EBE11UD8ABFA-5C-E ELPIDA DS E5108AB-5C-E • • •
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P5ND2-SLI Series Clear RTC RAM

CLRTC

Normal Clear CMOS
(Default)

1 2 2 3
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P5ND2-SLI Series FAN power setting

FANSEL

DC modePWM
(Default)
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P5ND2-SLI Series Floppy disk drive connector
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P5ND2-SLI Series IDE connectors
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P5ND2-SLI Series SATA connectors
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P5ND2-SLI Series SATA RAID connector
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P5ND2-SLI Series
USB 2.0 connectors
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P5ND2-SLI Series Internal audio connectors
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P5ND2-SLI Series IEEE 1394 connector
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P5ND2-SLI Series Front panel audio connector
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P5ND2-SLI Series Game connector
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P5ND2-SLI Series COM port connector

PIN 1

COM1



2-33

P
5
N

D
2
-S

L
I

®

P5ND2-SLI Series Fan connectors

CPU_FAN
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PWR_FAN

CHA_FAN2

GND

Rotation
+12V

GND

Rotation
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CPU_FAN
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NB_FAN NB_FAN

GND
CPU FAN PWR
CPU FAN IN
CPU FAN PWM

GND

Rotation
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P5ND2-SLI Series ATX power connectors
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P5ND2-SLI Series Chassis intrusion connector
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P5ND2-SLI Series System panel connector

* Requires an ATX power supply.
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P5ND2-SLI Series EZ selector card connector
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AwardBIOS Flash Utility for ASUS V1.08

(C) Phoenix Technologies Ltd. All Rights Reserved

Message: Please input File Name!

For NF-KC804-P5ND2-SLI-00       DATE: 03/25/2005

Flash Type - SST 49LF004A/B /3.3V

File Name to Program:
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AwardBIOS Flash Utility for ASUS V1.08

(C) Phoenix Technologies Ltd. All Rights Reserved

For NF-KC804-P5ND2-SLI-00       DATE: 03/25/2005

Flash Type - SST 49LF004A/B /3.3V

File Name to Program: 1001.bin

Message: Do You Want To Save Bios (Y/N)

AwardBIOS Flash Utility for ASUS V1.08

(C) Phoenix Technologies Ltd. All Rights Reserved

  Warning: Don’t Turn Off Power Or Reset System!

For NF-KC804-P5ND2-SLI-00       DATE: 03/25/2005

Flash Type - SST 49LF004A/B /3.3V

File Name to Program: 1001.bin

Program Flashing Memory - OFE00 OK

     Write OK        No Update        Write Fail
12
12
12

1234567890123456789012
1234567890123456789012
1234567890123456789012

123
123
123

12
12
12

AwardBIOS Flash Utility for ASUS V1.08

(C) Phoenix Technologies Ltd. All Rights Reserved

12
12
12

123
123

12
12

 F1 Reset

For NF-KC804-P5ND2-SLI-00       DATE: 03/25/2005

Flash Type - SST 49LF004A/B /3.3V

File Name to Program: 1001.bin

                Flashing Complete

              Press <F1> to Continue

     Write OK        No Update        Write Fail
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AwardBIOS Flash Utility for ASUS V1.08

(C) Phoenix Technologies Ltd. All Rights Reserved

 Message:

For NF-KC804-P5ND2-SLI-00       DATE: 03/25/2005

Flash Type - SST 49LF004A/B /3.3V

File Name to Program: 1001.bin

Save current BIOS as:

AwardBIOS Flash Utility for ASUS V1.08

(C) Phoenix Technologies Ltd. All Rights Reserved

 Message: Please Wait!

For NF-KC804-P5ND2-SLI-00       DATE: 03/25/2005

Flash Type - SST 49LF004A/B /3.3V

File Name to Program: 1001.bin

            Checksum: DAD6H

Save current BIOS as: old.bin

AwardBIOS Flash Utility for ASUS V1.08

(C) Phoenix Technologies Ltd. All Rights Reserved

1234567890123456789012
1234567890123456789012
1234567890123456789012

Message: Please Wait!

For NF-KC804-P5ND2-SLI-00       DATE: 03/25/2005

Flash Type - SST 49LF004A/B /3.3V

File Name to Program: 1001.bin

             Now Backup System BIOS to

                       File!



4-5

Award BootBlock BIOS v1.0

Copyright (c) 2000, Award Software, Inc.

BIOS ROM checksum error

Detecting IDE ATAPI device...

  Found CDROM, try to Boot from it... Pass

Award BootBlock BIOS v1.0

Copyright (c) 2000, Award Software, Inc.

BIOS ROM checksum error

Detecting IDE ATAPI device...
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Award BootBlock BIOS v1.0

Copyright (c) 2000, Award Software, Inc.

BIOS ROM checksum error

Detecting IDE ATAPI device...

Award BootBlock BIOS v1.0

Copyright (c) 2000, Award Software, Inc.

BIOS ROM checksum error

Detecting IDE ATAPI device...

  Found CDROM, try to Boot from it... Fail

Detecting floppy drive A media...
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Insert Disk then press Enter or ESC to continue POST

AwardBIOS Flash Utility for ASUS V1.08

(C) Phoenix Technologies Ltd. All Rights Reserved

Message: Please wait...

For NF-KC804-P5ND2-SLI-00       DATE: 03/25/2005

Flash Type - SST 49LF004A/B /3.3V

File Name to Program:
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Phoenix-Award BIOS CMOS Setup Utility

    Main   Advanced   Power   Boot   Exit

Select Menu

Item Specific Help

Change the day, month,
year and century.

System Time              15 : 30 : 36
System Date              Wed, Nov 5 2004
Language [English]

Legacy Diskette A: [1.44M, 3.5 in.]

Primary IDE Master [ST321122A]
Primary IDE Slave [ASUS CDS520/A]
Secondary IDE Master [None]
Secondary IDE Slave [None]
First SATA Master [None]
Second SATA Slave [None]
Third SATA Master [None]
Fourth SATA Slave [None]
HDD SMART Monitoring [Disabled]

Installed Memory   256MB
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Phoenix-Award BIOS CMOS Setup Utility

    Main   Advanced   Power   Boot   Exit

Select Menu

Item Specific Help

Specifies the capacity
and physical size of
diskette drive A.

System Time              15 : 30 : 36
System Date              Wed, Nov 5 2004
Language [English]

Legacy Diskette A: [1.44M, 3.5 in.]

Primary IDE Master [ST321122A]
Primary IDE Slave [ASUS CDS520/A]
Secondary IDE Master [None]
Secondary IDE Slave [None]
First SATA Master [None]
Second SATA Slave [None]
Third SATA Master [None]
Fourth SATA Slave [None]
HDD SMART Monitoring [Disabled]

Installed Memory   256MB

Legacy Diskette A:

Disabled ..... [ ]
360K , 5.25 in. ..... [ ]
1.2M , 5.25 in. ..... [ ]
720K , 3.5 in. ..... [ ]
1.44M, 3.5 in. ..... [ ]
2.88M, 3.5 in. ..... [ ]

          ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ :Move  ENTER:Accept  ESC:Abort
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Phoenix-Award BIOS CMOS Setup Utility

    Main   Advanced   Power   Boot   Exit

Select Menu

Item Specific Help

Change the day, month,
year and century.

System Time              15 : 30 : 36
System Date              Wed, Nov 5 2004
Language [English]

Legacy Diskette A: [1.44M, 3.5 in.]

Primary IDE Master [ST321122A]
Primary IDE Slave [ASUS CDS520/A]
Secondary IDE Master [None]
Secondary IDE Slave [None]
First SATA Master [None]
Second SATA Slave [None]
Third SATA Master [None]
Fourth SATA Slave [None]
HDD SMART Monitoring [Disabled]

Installed Memory   256MB
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Phoenix-Award BIOS CMOS Setup Utility

    Main

Select Menu

Item Specific Help

Press [Enter] to
select

Primary IDE Master

Primary IDE Master [Auto]
Access Mode [Auto]

Capacity xxxxx MB

Cylinder xxxxx
Head    xx
Sector    xx
PIO Mode [Auto]
UDMA Mode [Auto]
Transfer Mode xxxxxxx
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Phoenix-Award BIOS CMOS Setup Utility

    Main

Select Menu

Item Specific Help

Press [Enter] to
select

Primary IDE Master

  Extended IDE Drive [Auto]
Access Mode [Auto]

Capacity xxxxx MB

Cylinder xxxxx
Head    xx
Precomp    xx
Landing Zone    xx
Sector    xx
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Phoenix-Award BIOS CMOS Setup Utility

    Main   Advanced   Power   Boot   Exit

Select Menu

Item Specific Help

Press Enter to Set

JumperFree Configuration
Speech Configuration

LAN Cable Status
PEG Link Mode

CPU Configuration
Chipset
PCIPnP
Onboard Device Configuration
USB Configuration
SLI Configuration

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

JumperFree Configuration

Overclock Profile [Auto]
x Overclock Options  Disabled
x N.O.S. Option  Disabled
x N.O.S. Mode  Auto
x Frequency Control
x Spread Spectrum Control
x Voltage Control

Phoenix-Award BIOS CMOS Setup Utility

       Advanced
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Press [Enter] to Set.

Frequency Control

PCIE Frequency (MHz) [100]

System Clock Mode [Auto]
x New FSB Speed (QDR)  Auto
Current FSB Speed (QDR)  800.0 MHz

   Target FSB Speed (QDR)  800.0 MHz

x New MEM Speed (DDR)  Auto
Current MEM Speed (DDR)  533.3 MHz
 Target MEM Speed (DDR)  533.3 MHz

Phoenix-Award BIOS CMOS Setup Utility

       Advanced
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Press [Enter] to set.

Spread Spectrum Control

CPU Spread Spectrum [Center Spread]
PCIE Spread Spectrum [Down Spread]
SATA Spread Spectrum [Down Spread]
LDT Spread Spectrum [Center Spread]

Phoenix-Award BIOS CMOS Setup Utility

       Advanced
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Press [Enter] to set.

Voltage Control

DRAM Voltage [Auto]
Chipset Core Voltage [+1.4V]
South Bridge SATA Voltage [+1.5V]
CPU Termination Voltage [1.25V]
VCore Overvoltage 100mv [Disabled]
VCore Voltage [Auto]

Phoenix-Award BIOS CMOS Setup Utility

       Advanced
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Enable/Disable Speech

IC Controller

Speech Configuration

  Speech IC Reporter [Enabled]
Report IDE Error [Disabled]
Report System Booting [Disabled]

Phoenix-Award BIOS CMOS Setup Utility

       Advanced
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Check LAN cable during

POST.

JumperFree Configuration

AI NET2 [Disabled]

  Pair Status Length
LAN1(1-2) Open N/A
LAN1(3-4) Open N/A
LAN1(5-6) Open N/A
LAN1(7-8) Open N/A

Phoenix-Award BIOS CMOS Setup Utility

       Advanced



4-28

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Enhance performance on

PCIE serial graphics

card.

PEG Link Mode

PEG Link Mode [Auto]
PEG Root Control [Auto]
PEG Buffer Length [Auto]

Phoenix-Award BIOS CMOS Setup Utility

       Advanced
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

DRAM timing and

control

Phoenix-Award BIOS CMOS Setup Utility

       Advanced

CPU Configuration

  CPU Type Intel Pentium(R) D
CPU Speed 3.2GHz
Cache RAM 1024K
CPU Clock Ratio [16 X]
CPU Internal Thermal Control [Auto]
Limit CPUID MaxVal [Disabled]
Hyper-Threading Technology [Enabled]
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Press [Enter] to set.

Chipset

LDT Frequency [4x]
Memory Timing Configuration

Phoenix-Award BIOS CMOS Setup Utility

       Advanced



4-31

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Select [Expert] to

enter timings manually

CPU/Memory Configuration

Memory Timings [Auto]
x T(CAS)  Auto
x T(RCD)  Auto
x T(RP)  Auto
x T(RAS)  Auto
x T(RC)  Auto
x Addressing Mode  Auto

Phoenix-Award BIOS CMOS Setup Utility

       Advanced
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

PCIPnP

Init Display First [PCI Slot]

Phoenix-Award BIOS CMOS Setup Utility

       Advanced

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Onboard Device Configuration

IDE Function Setup
NVRAID Configuration
Onboard NV LAN [Enabled]
Onboard NV LAN Boot ROM [Disabled]
Onboard Intel LAN [Enabled]
Onboard Intel LAN Boot ROM [Disabled]
Onboard PCI-E SATAII [Enabled]
PCI-E SATA II Mode [BASE Mode]
AC97 Audio [Enabled]
PCI IEEE 1394a [Enabled]
Serial Port1 Address [3F8/IRQ4]
Parallel Port Address [378/IRQ7]
Parallel Port Mode [ECP+EPP]
ECP Mode Use DMA [3]
Game Port Address [201]
Midi Port Address [330]
Midi Port IRQ [10]

Phoenix-Award BIOS CMOS Setup Utility

       Advanced
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Disable/Enable OnChip

IDE Channel0

Phoenix-Award BIOS CMOS Setup Utility

       Advanced

Onboard Device Configuration

OnChip IDE Channel0 [Enabled]

OnChip IDE Channel1 [Enabled]

IDE DMA transfer access [Enabled]

SATA Port 1, 2 [Enabled]

SATA DMA transfer [Enabled]

SATA Port 3, 4 [Enabled]

SATA2 DMA transfer [Enabled]

IDE Prefetch Mode [Enabled]
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Disable/Enable NVIDIA

RAID feature.

Phoenix-Award BIOS CMOS Setup Utility

       Advanced

NVRAID Configuration

RAID Enabled [Disabled]

x IDE Primary Master RAID  Disabled

x IDE Primary Slave RAID  Disabled

x IDE Secondary Master RAID  Disabled

x IDE Secondary Slave RAID  Disabled

x First SATA Master RAID  Disabled

x Second SATA Master RAID  Disabled

x Third SATA Master RAID  Disabled

x Fourth SATA Master RAID  Disabled
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

USB Configuration

USB Controller [Enabled]
USB2.0 Controller [Enabled]
USB Legacy support [Enabled]

Phoenix-Award BIOS CMOS Setup Utility

       Advanced
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Allows you to select

the Scalable Link

Interface mode. When

set to Auto, BIOS

detects the setting of

SLI EZ selector card.

Set to Normal when

using single PCI-E

graphics card; set to

SLI mode when 2 SLI

ready cards are plugged.

SLI Configuration

EZ-Plug Warning [Enabled]

Phoenix-Award BIOS CMOS Setup Utility

       Advanced
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Phoenix-Award BIOS CMOS Setup Utility

    Main   Advanced   Power   Boot   Exit

Select Menu

Item Specific Help

Select the ACPI state
used for System
Suspend.

ACPI Suspend Type [S1&S3]
x ACPI APIC support  Enabled
APM Configuration
Hardware Monitor

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Press [ENTER] to

select whether or not

to restart the system

after AC power loss.

APM Configuration

Restore on AC Power Loss [Disabled]
HDD Down In Suspend [Disabled]
PWR Button < 4 secs [Instant-Off]
Power On By PCI Devices [Disabled]
Power On By External Modems [Disabled]
Power-On by RTC Alarm [Disabled]

x Date (of Month)   0
x Resume Time (hh:mm:ss)       0 : 0 : 0
Power Up By PS/2 Mouse [Disabled]
Power Up By PS/2 Keyboard [Disabled]

Phoenix-Award BIOS CMOS Setup Utility

                  Power



4-40



4-41

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Press [Enter] to

enable or disable

Hardware Monitor

Q-Fan Controller [Disabled]
Vcore Voltage     1.50V
3.3V Voltage     3.31V
5V Voltage     4.94V
12V Voltage    11.26V

CPU Temperature      48ºC
M/B Temperature 38ºC
CPU FAN Speed  4962 RPM
PWR FAN Speed     0 RPM
CHA FAN1 Speed     0 RPM
CPU Fan Speed warning [1200 RPM]

Phoenix-Award BIOS CMOS Setup Utility

                  Power
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Phoenix-Award BIOS CMOS Setup Utility

    Main   Advanced   Power   Boot   Exit

Select Menu

Item Specific Help

Boot Device Priority
Removable Drives
Hard Disk Drives
CDROM Drives
Boot Settings Configuration
Security

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Select your boot

device priority

Boot Device Priority

1st Boot Device [Removable]
2nd Boot Device [Hard Disk]
3rd Boot Device [CDROM]
4th Boot Device [Disabled]

Phoenix-Award BIOS CMOS Setup Utility

                  Power
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Use <↑↑↑↑↑> or <↓↓↓↓↓> to
select a device, then

press <+> to move it

up, or <-> to move it

down the list. Press

<ESC> to exit this

menu.

Removable Drives

1. Floppy Disks

Phoenix-Award BIOS CMOS Setup Utility

                          Boot

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Use <↑↑↑↑↑> or <↓↓↓↓↓> to
select a device, then

press <+> to move it

up, or <-> to move it

down the list. Press

<ESC> to exit this

menu.

Hard Disk Drives

1. 1st Master: XXXXXXXXX
2. Bootable Add-in Cards

Phoenix-Award BIOS CMOS Setup Utility

                          Boot
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Use <↑↑↑↑↑> or <↓↓↓↓↓> to
select a device, then

press <+> to move it

up, or <-> to move it

down the list. Press

<ESC> to exit this

menu.

CDROM Drives

1. 1st Slave: XXXXXXXXX

Phoenix-Award BIOS CMOS Setup Utility

                          Boot

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Press [Enter] to

enable or disable.

Boot Settings Configuration

Case Open Warning [Enabled]
Quick Boot [Enabled]
Boot Up Floppy Seek [Enabled]
Bootup Num-Lock [On]
Typematic Rate Setting [Disabled]

x Typematic Rate (Chars/Sec)  6
x Typematic Delay (Msec)  250
Full Screen LOGO [Enabled]
Halt On [All Errors]

Phoenix-Award BIOS CMOS Setup Utility

                          Boot
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F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit

Select Menu

Item Specific Help

Supervisor password

controls full access,

<Enter> to change

password.

Boot Settings Configuration

Supervisor Password Clear
User Password Clear
Password Check [Setup]

Phoenix-Award BIOS CMOS Setup Utility

                          Boot

PASSWORD DISABLED !!!

Press any key to continue...



4-47



4-48

Phoenix-Award BIOS CMOS Setup Utility

    Main   Advanced   Power   Boot   Exit

Select Menu

Item Specific Help

This option save data
to CMOS and exiting
the setup menu.

Exit & Save Changes
Exit & Discard Changes
Load Setup Default
Discard Changes

F1:Help             ↑↑↑↑↑↓ ↓ ↓ ↓ ↓ : Select Item   -/+: Change Value           F5: Setup Defaults
ESC: Exit        →←    →←    →←    →←    →←: Select Menu Enter: Select Sub-menu  F10: Save and Exit
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Mirroring

Striping

Stripe Mirroring

Spanning

 [F6] Back  [F7] Finish  [TAB] Navigate  [↑↓] Select  [ENTER] Popup

NVIDIA RAID Utility  Oct 5 2004

- Define a New Array -

RAID Mode: Striping     Striping Block:   Optimal

Free Disks     Array Disks

Loc     Disk Model Name     Loc    Disk Model Name

1.0.M  XXXXXXXXXXXXXXXXXX

1.1.M  XXXXXXXXXXXXXXXXXX     [→] Add

2.0.M  XXXXXXXXXXXXXXXXXX

2.1.M  XXXXXXXXXXXXXXXXXX

                           [←] Del
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Clear disk data?

[Y] YES     [N]

8K                     ↑↑↑↑↑
16K
32K
64K
128K
Optim↓↓↓↓↓

 •

 •

 •
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 [Ctrl-X]Exit  [↑↑↑↑↑↓↓↓↓↓]Select  [B]Set Boot  [N]New Array  [ENTER]Detail

NVIDIA RAID Utility  Oct 5 2004

- Array List -

Boot   Id  Status    Vendor    Array Model Name

No     4   Healthy   NVIDIA    MIRROR   XXX.XXG

 [R] Rebuild  [D] Delete  [C] Clear Disk  [ENTER] Return

Array 1 : NVIDIA MIRROR  XXX.XXG

- Array Detail -

  RAID Mode: Mirroring

  Striping Width: 1             Striping Block: 64K

  Adapt  Channel  M/S      Index  Disk Model Name          Capacity

  2      1        Master   0      XXXXXXXXXXXXXXXXX        XXX.XXGB
  1      0        Master   1      XXXXXXXXXXXXXXXXX        XXX.XXGB
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Rebuild array?

[ENTER] OK  [ESC] Cancel

 [↑↓] Select [F6] Back  [F7] Finish

Array 1 : NVIDIA MIRROR  XXX.XXG

- Select Disk Inside Array -

  RAID Mode: Mirroring

  Striping Width: 1             Striping Block: 64K

  Adapt  Channel  M/S      Index  Disk Model Name          Capacity

  2      1        Master   0      XXXXXXXXXXXXXXXXX        XXX.XXGB
  1      0        Master   1      XXXXXXXXXXXXXXXXX        XXX.XXGB
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Delete this array?

     [Y] YES  [N] No

 [R] Rebuild  [D] Delete  [C] Clear Disk  [ENTER] Return

Array 1 : NVIDIA MIRROR  XXX.XXG

- Array Detail -

  RAID Mode: Mirroring

  Striping Width: 1             Striping Block: 64K

  Adapt  Channel  M/S      Index  Disk Model Name          Capacity

  2      1        Master   0      XXXXXXXXXXXXXXXXX        XXX.XXGB
  1      0        Master   1      XXXXXXXXXXXXXXXXX        XXX.XXGB
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Clear disk data?

[Y] YES     [N]

 [R] Rebuild  [D] Delete  [C] Clear Disk  [ENTER] Return

Array 1 : NVIDIA MIRROR  XXX.XXG

- Array Detail -

  RAID Mode: Mirroring

  Striping Width: 1             Striping Block: 64K

  Adapt  Channel  M/S      Index  Disk Model Name          Capacity

  2      1        Master   0      XXXXXXXXXXXXXXXXX        XXX.XXGB
  1      0        Master   1      XXXXXXXXXXXXXXXXX        XXX.XXGB
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Create RAID set

Delete RAID set

Rebuild Raid1 set

Resolve Conflicts

Low Level Format

Logical Drive Info

RAID Configuration Utility - Silicon Image Inc. Copyright (C) 2004

↑↑↑↑↑↓↓↓↓↓:Select Menu   ESC:Previous Menu   Enter:Select   Ctrl-E:Exit

MAIN MENU

PHYSICAL DRIVE

0  XXXXXXXXXXX               XXXXXXMB

1  XXXXXXXXXXX               XXXXXXMB

2  XXXXXXXXXXX               XXXXXXMB

3  XXXXXXXXXXX               XXXXXXMB

STXXXXXXXXX            XXXXXXMB

STXXXXXXXXX            XXXXXXMB

STXXXXXXXXX            XXXXXXMB

STXXXXXXXXX            XXXXXXMB

LOGICAL DRIVE

HELP

Press “Enter” to create

RAID set



5-32

MAIN MENU

Auto configuration

Manual configuration
chunk

size4K

8K

16K

32K

64K

128K

MAIN MENU

Auto configuration

Manual configuration

MAIN MENU

Create RAID set

Delete RAID set

Rebuild Raid1 set

Resolve Conflicts

Low Level Format

Logical Drive Info

RAID0

RAID1

RAID5

RAID10

SPARE DRIVE

CONCATENATION
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PHYSICAL DRIVE

0  XXXXXXXXXXX               XXXXXXMB

1  XXXXXXXXXXX               XXXXXXMB

2  XXXXXXXXXXX               XXXXXXMB

3  XXXXXXXXXXX               XXXXXXMB

MAIN MENU

Auto configuration

Manual configuration

MAIN MENU

Create RAID set

Delete RAID set

Rebuild Raid1 set

Resolve Conflicts

Low Level Format

Logical Drive Info

RAID0

RAID1

RAID10

SPARE

DRIVE

RAID0

RAID1

RAID5

RAID10

SPARE DRIVE

CONCATENATION
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PHYSICAL DRIVE

0  XXXXXXXXXXX               XXXXXXMB

1  XXXXXXXXXXX               XXXXXXMB

2  XXXXXXXXXXX               XXXXXXMB

3  XXXXXXXXXXX               XXXXXXMB

MAIN MENU

Auto configuration

Manual configuration

Create with data copy

Create without data copy
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MAIN MENU

Auto configuration

Manual configuration
online copy

offline copy
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PHYSICAL DRIVE

0  XXXXXXXXXXX               XXXXXXMB

1  XXXXXXXXXXX               XXXXXXMB

2  XXXXXXXXXXX               XXXXXXMB

3  XXXXXXXXXXX               XXXXXXMB

MAIN MENU

Create RAID set

Delete RAID set

Rebuild Raid1 set

Resolve Conflicts

Low Level Format

Logical Drive Info

RAID0

RAID1

RAID10

SPARE

DRIVE

RAID0

RAID1

RAID5

RAID10

SPARE DRIVE

CONCATENATION
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