Appendix A Front Panel Navigation Map

\[ Start

Quick Installation

NRAID
RAID 0
RAID 1
RAID 1 + Spare
RAID 3
RADI 3 + Spare
RAID 5
RAID 5+ Spare

Initializing and Mapping to
Host Channel Automatically

SCSlI Drives Selection

y
Maximum Drive Capacity
Assign Spare Drive
Redundant Controller Logical Drive Assignment

Create Logical Drive

Initializing

View and Ed N View SCSI Drives
Logical Drive Initializing Initialization Process
i About Initialization

Modify Logical Drive

View SCSI Drives
Delete Logical Drives
Partition Logical Drives
Redundant Controller Logical Drive Assignment
Rebuild Logical Drive
Rebuild Progress

V[To Page A-2
A

DA-3000 Instruction Manua

A-1



\[ From Page A-1

View and Edit - -
Host LUN Host Channel Selection SCSI 1D Selection

\ 4

LUN Selection

Host LUN

—— Mapping —b[ Logical Drive Selection ]—b[ Partition Selection ]

Delete

— Host LUN —b[ Delete Host LUN Mapping l

No Drive
SCSI Drive Entry

Edit
Drive
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f View Drive Information \
Assign Local Spare Drive
Assign Global Spare Drive
Delete Spare Drive
Scan SCSI Drive
Slot Number Assignment
Add Drive Entry
Clear Drive Entry
Toggle Drive Failure Signal

Identify SCSI Drive
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View and Edit _ Host
SCSI Channel Channel

Drive
Channel
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Channel Mode
Channel Terminator
Transfer Speed
Transfer Wide Support
View and Edit SCSI ID

Primary Controller ID

Secondary ID
Both Controller ID

Channel Mode
Primary Controller SCSI ID
Secondary Controller SCSI ID
Transfer Speed
Transfer Wide Support
View and Edit SCSI Target

Slot Number Assignment

Maximum Transfer Wide Support

Maximum Sync Transfer Clock
Parity Check Support
Disconnect Support
Maximum Tag Count
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View and Edit
Peripheral Device

Peripheral Drive status

Set Peripheral Device Entry

Redundant Controller

Runnin Force Primary Controller Fail
Force Secondary Controller Fail
Deassert Reset on Failed Controller

Enabled
—’[ Disable Redundant Controller Function ]

Disabl Redundant Controller in Autoconfig mode]

Power Supply
Cooling Fan

UPS Power

Power Supply

Cooling Fan
"[ Set Peripheral Drive Active Signal Temperature
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UPS Power
Drive Failure Output
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View and Edit
Configuration Parameters

—b[ Communication Parameters ]—‘

Modem
Operation
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Communication Status

RS-232 Configuration

PPP Configuration

Modem Status
PPP Status

Baud Rate
Data Route
Terminal Emulation
Secondary Controller RS-232

PPP Name
PPP Password

Scan/Init Modem
Scan/Re-Init Modem
Dial-out
Hang-up

Modem Function

N MO(_jem Port
Assignment

Custom Modem Initialization

Modem - Default Used
Operating Modes - Replace Default
- Append to Default

Modem
™ Initialization

Dial-out Command
Auto Dial-out on Initialization

Dial-out retry count
Dial-out Retry Interval
Dial-out on Event Condition

Dial-out
Functions
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. Write-Back Cache
1/0 Optimization for Random/Sequential

Maximum 1/0 Queued Count
LUNSs per SCSI ID
Maximum Number of Concurrent Host LUN Connection
Number of Tags Reserved for each Host LUN Connection

Motor Spin-up
SCSI Reset at Power-up
Disk Access Delay Time
Maximum Tag Queued Count
Check Drive Period

Drive Side Parameters

—b[ Disk Array Parameters

Rebuild Priority l

Verification on Writes

Verification on LD Initialization Writes
Verification on LD Rebuild Writes
Verification on Drive Normal Writes

—>[ Controller Parameters Controller Name ]

LCD Title Display Model logo ]

Controller Name
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System Functions

Mute Beeper

Set/Change Password

Reset Controller

—b[ Controller Maintenance

Download Bootrecord and Firmware
Download Firmware

CPU Type
Memory Size

—b[ View System Information

Bootrecord version
Firmware Version
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Serial Number
Battery Backup Support
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