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P5MT-MX/C 240-pin DDR2 DIMM Sockets
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1. Introduction
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P5MT-MX/C Clear RTC RAM

CLRTC1

 Normal
(Default)

Clear CMOS
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P5MT-MX/C Keyboard Power Setting
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(Default)
+5V +5VSB
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P5MT-MX/C VGA Setting

VGA_EN1

 Enable
(Default)

Disable

21 2 3

�

�

®�

P
5
M

T
-M

X
/C



3-7

RAID_SEL1

LSI RAID ROM
(Default)

INTEL RAID ROM
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P5MT-MX/C BIOS Recovery Setting
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(Default)
Normal BIOS recovery
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NOTE:

 

Orient the red markings on
the floppy ribbon cable to PIN 1.

P5MT-MX/C Floppy Disk Drive Connector
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P5MT-MX/C SATA Connectors
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P5MT-MX/C SCSI/SATA Card Activity LED Connector
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P5MT-MX/C Fan Connectors
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P5MT-MX/C ATX Power Connectors

24-pin Power Connector
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A:\>afudos /oOLDBIOS1.ROM

AMI Firmware Update Utility - Version 1.10

Copyright (C) 2002 American Megatrends, Inc. All rights reserved.

Reading flash ..... done

Writing to file ... OK

A:\>

A:\>afudos /oOLDBIOS1.ROM
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A:\>afudos /iP5MT-MX.ROM

AMI Firmware Update Utility - Version 1.10

Copyright (C) 2002 American Megatrends, Inc. All rights reserved.

Reading file ..... done

Erasing flash .... done

Writing flash .... 0x0008CC00 (9%)

A:\>afudos /iP5MT-MX.ROM

A:\>afudos /iP5MT-MX.ROM

AMI Firmware Update Utility - Version 1.10

Copyright (C) 2002 American Megatrends, Inc. All rights reserved.

Reading file ..... done

Erasing flash .... done

Writing flash .... 0x0008CC00 (9%)

Verifying flash .. done

A:\>
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Bad BIOS checksum. Starting BIOS recovery...

Checking for floppy...

Bad BIOS checksum. Starting BIOS recovery...

Checking for floppy...

Floppy found!

Reading file “P5MT-MX.ROM”. Completed.

Start flashing...
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Bad BIOS checksum. Starting BIOS recovery...

Checking for floppy...

Bad BIOS checksum. Starting BIOS recovery...

Checking for floppy...

Floppy not found!

Checking for CD-ROM...

CD-ROM found.

Reading file “P5MT-MX.ROM”. Completed.

Start flashing...
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System Time [11:10:19]
System Date [Wed 11/02/2005]
Legacy Diskette A [1.44M, 3.5 in]

Primary IDE Master : [HDS722516VLSA80]
Primary IDE Slave : [ASUS CD-S520/A4]
Third IDE Master : [Not Detected]
Third IDE Slave : [Not Detected]
Fourth IDE Master : [Not Detected]
Fourth IDE Slave : [Not Detected]
IDE Configuration

System Information

Use [ENTER], [TAB] or
[SHIFT-TAB] to select
a field.

Use [+] or [-] to
configure the System
time.
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System Time [11:51:19]
System Date [Wed 11/02/2005]
Legacy Diskette A [1.44M, 3.5 in]

Primary IDE Master : [HDS722516VLSA80]
Primary IDE Slave : [ASUS CD-S520/A4]
Third IDE Master : [Not Detected]
Third IDE Slave : [Not Detected]
Fourth IDE Master : [Not Detected]
Fourth IDE Slave : [Not Detected]
IDE Configuration

System Information

Use [ENTER],
[TAB] or [SHIFT-
TAB] to select a
field.

Use [+] or [-] to
configure the
System time.

Advanced PCI/PnP Settings

WARNING: Setting wrong values in
below sections may cause system to
malfunction.

Plug And Play O/S [No]
PCI Latency Timer [64]
Allocate IRQ to PCI VGA [Yes]
Palette Snooping [Disabled]
PCI IDE BusMaster [Enabled]
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System Time [11:10:19]
System Date [Fri 08/06/2004]
Legacy Diskette A [1.44M, 3.5 in]

Primary IDE Master : [ST320413A]
Primary IDE Slave : [ASUS CD-S520/A]
Third IDE Master : [Not Detected]
Third IDE Slave : [Not Detected]
Fourth IDE Master : [Not Detected]
Fourth IDE Slave : [Not Detected]
IDE Configuration

System Information

Use [ENTER], [TAB] or
[SHIFT-TAB] to select
a field.

Use [+] or [-] to
configure the System
time.
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Device : Hard Disk
Vendor : HDS722516VLSA80
Size : 164.7GB
LBA Mode : Supported
Block Mode : 16 Sectors
PIO Mode : Supported
Async DMA : MultiWord DMA-2
Ultra DMA : Ultra DMA-5
SMART Monitoring : Supported

Type [Auto]
LBA/Large Mode [Auto]
Block(Multi-sector Transfer)[Auto]
PIO Mode [Auto]
DMA Mode [Auto]
Smart Monitoring [Auto]
32Bit Data Transfer [Enabled]

Primary IDE Master Select the type of
device connected to
the system.
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IDE Configuration

Configure S-ATA as [Standard IDE]
Onboard IDE Operate Mode [Enhanced Mode]
  Enhanced Mode Support On [S-ATA]

IDE Detect Time Out (Sec) [35]

When in AHCI/RAID
mode SATA controller
is forced to Native
mode.
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AMIBIOS
Version    : 08.00.11
Build Date : 10/19/05

Processor
Type       : Intel(R) Xeon(TM) CPU 2.80GHz
Speed      : 2800 MHz
Count      : 2

System Memory
Size       : 1024MB
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USB Configuration

Module Version - 2.24.0-F.4

USB Devices Enabled:
            None

USB Function [8 USB Ports]
Legacy USB Support [Enabled]
USB 2.0 Controller [Enabled]
USB 2.0 Controller Mode [HiSpeed]
BIOS EHCI Hand-off [Enabled]

Enables USB host
controllers.

USB Configuration
MPS Configuration
Remote Access Configuration

CPU Configuration
Chipset
Onboard Devices Configuration
PCI PnP

Configure the USB
support.
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MPS Configuration
MPS Revision [1.4]

Enables USB host
controllers.
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Configure Remote Access type and parameters

Remote Access [Disabled]

Select Remote type
Access.
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Configure Advanced CPU settings

Manufacturer: Intel
Brand String: Intel(R) Xeon (TM) CPU 2.80GHz
Frequency   : 2800 MHz
FSB Speed   : 800 MHz
Cache L1    : 16KB
Cache L2    : 1024KB
Cache L3    : 0KB

Ratio Status: Unlocked(Max:14,Min:14)
Ratio Actual Value : 14
Max CPUID Value Limit: [Disabled]
Excute Disable Function [Disabled]
Hardware Prefecther [Enabled]
Adjacent Cache Line Prefetch [Enabled]
CPU Internal Thermal Control [Auto]

Sets the ratio between
CPU Core Clock and the
FSB Frequency.
NOTE: If an invalid
ratio is set in CMOS
then actual and
setpoint values may
differ.
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Advanced Chipset Settings

DRAM Frequency [Auto]
Configure DRAM Timing by SPD [Enabled]

Onboard LAN Boot ROM [Enabled]

PEG Port Configuration

PEG Port [Enabled]
PEG Port VC1 Map [TC7]
PEG Force x1 [Disabled]

Memory Remap Feature [Disabled]

Manual DRAM Frequency
Setting or Auto by
SPD.
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Configure Win627EHF Super IO Chipset

Serial Port1 Address [3F8/IRQ4]
Serial Port2 Address [2F8/IRQ3]

Serial Port2 Mode [Normal]
Parallel Port Address [378]
Parallel Port Mode [ECP]

ECP Mode DMA Channel [DMA3]
Parallel Port IRQ [IRQ7]

Allows BIOS to Select
Serial Port1 Base
Address.
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Advanced PCI/PnP Settings

WARNING: Setting wrong values in below sections
      may cause system to malfunction.

Plug And Play O/S [No]
PCI Latency Timer [64]
Allocate IRQ to PCI VGA [Yes]
Palette Snooping [Disabled]

IRQ-3 assigned to [PCI Device]
IRQ-4 assigned to [PCI Device]
IRQ-5 assigned to [PCI Device]
IRQ-7 assigned to [PCI Device]
IRQ-9 assigned to [PCI Device]
IRQ-10 assigned to [PCI Device]
IRQ-11 assigned to [PCI Device]
IRQ-14 assigned to [PCI Device]
IRQ-15 assigned to [PCI Device]

NO: Lets the BIOS
configue all the
devices in the system.
YES: Lets the
operating system
configure Plug and
Play (PnP) devices not
required for boot if
your system has a Plug
and Play operating
system.
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ACPI APIC Support [Enabled]

APM Configuration
Hardware Monitor

Include ACPI APIC
table pointer to RSDT
pointer list.

APM Configuration

Restore on AC Power Loss [Last State]
Resume On RTC Alarm [Disabled]
Power On By PS/2 Keyboard [Disabled]
Power On By PS/2 Mouse [Disabled]
Resume On Ring [Disabled]
Power On By PCI Devices [Disabled]

Keyboard Wakeup Password:Not Installed

Power off
Power On
Last State

Options
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Hardware Monitor

CPU Temperature [34ºC/93ºF]
MB Temperature [28ºC/82ºF]

CPU Fan1 Speed [4530 RPM]
CPU Fan2 Speed [N/A]
Front Fan1 Speed [N/A]
Front Fan2 Speed [N/A]
Rear Fan1 Speed [3040 RPM]
Rear Fan2 Speed [N/A]
Smart Fan Control [Disabled]
CPU Target Temperature [045]
MB Target Temperature [050]

VCORE1 Voltage [ 1.318V]
3.3V Voltage [ 3.288V]

5V Voltage [ 5.046V]
5VSB Voltage [ 4.896V]
VBAT Voltage [ 3.088V]
12V Voltage [11.886V]
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Boot Settings Configuration

Quick Boot [Enabled]
Full Screen Logo [Enabled]
AddOn ROM Display Mode [Force BIOS]
Bootup Num-Lock [On]
PS/2 Mouse Support [Auto]
Wait For ‘F1’ If Error [Enabled]
Hit ‘DEL’ Message Display [Enabled]
Interrupt 19 Capture [Disabled]

Allows BIOS to skip
certain tests while
booting. This will
decrease the time
needed to boot the
system.

Boot Settings

Boot Device Priority

Boot Settings Configuration
Security

A virtual floppy disk
drive (Floppy Drive
B:) may oppear when
you set the CD-ROM
drive as the first
boot device.

Boot Device Priority

1st Boot Device [1st FLOPPY DRIVE]
2nd Boot Device [HDD:3M-HDS722516VL]
3rd Boot Device [CD-ROM:PS-ASUS CD-S]
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Security Settings

Supervisor Password   : Not Installed
User Password         : Not Installed

Change Supervisor Password
Change User Password

<Enter> to change
password.
<Enter> again to
disabled password.
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Security Settings

Supervisor Password   : Installed
User Password         : Not Installed

Change Supervisor Password
User Access Level [Full Access]
Change User Password
Password Check [Setup]
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Exit Options

Exit & Save Changes
Exit & Discard Changes
Discard Changes

Load Setup Defaults
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Loading FreeDOS FAT KERNEL GO!

Press any key to boot from CDROM...

A) FreeDOS command prompt

B) Create ICH7R LSI MegaRAID IDE Driver for windows 32/64 bit driver Disk

C) Create ICH7R LSI MegaRAID IDE Driver for RHEL3UP6 driver Disk

D) Create ICH7R Intel Matrix Storage for Windows 32 bit driver Disk

E) Create ICH7R Intel Matrix Storage for Windows 64 bit driver Disk

F) Write TS100-E3/PI2 FRu
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1. Introduction
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+3.33V 24

+5V 24

+12V 43

-12V 0.5

-5V 0.5

+5VSB 2.0
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1. Introduction




