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O tym podreczniku
Ten podrecznik uzytkownika zawiera informacje wymagane do instalacji i
konfiguraciji routera bezprzewodowego ASUS.

Jak zorganizowany jest ten podrecznik
Ten podrecznik zawiera nastepujace czesci:

Rozdziat 1: Poznanie routera bezprzewodowego

Ten rozdziat zawiera informacije dotyczace zawartosci opakowania, wymagania
systemowe, funkcje sprzetu i wskazniki LED routera bezprzewodowego ASUS.

Rozdziat 2: Ustawienia sprzetu

Ten rozdziat udostepnia instrukcje dotyczace ustawien, dostepu i konfiguracii
routera bezprzewodowego ASUS.

Rozdziat 3: Konfiguracja klientéw sieciowych

Ten rozdziat udostepnia instrukcje dotyczace ustawien klientdw w sieci do
pracy z routerem bezprzewodowego ASUS.

Rozdziat 4: Konfiguracja poprzez web GUI

Ten rozdziat udostepnia instrukcje dotyczace konfiguracii routera
bezprzewodowego ASUS z wykorzystaniem jego graficznego interfejsu web
uzytkownika (web GUI).



Rozdziat 5: Rozwigzywanie problemow

Ten rozdziat udostepnia instrukcje rozwigzywania problemdw, umozliwiajace
rozwigzanie popularnych problemdw, ktdre moga wystapic¢ podczas uzywania
routera bezprzewodowego ASUS.

+ Dodatki

Ten rozdziat zawiera uwagi dotyczace przepiséw i o$wiadczenia
bezpieczenstwa.

Konwencje stosowane w tym podreczniku

/). OSTRZEZENIE: Informacja o mozliwosci odniesienia obrazen podczas
é . wykonywania zadania.

'\ PRZESTROGA: Informacja o mozliwosci uszkodzenia komponentow
=\ podczas wykonywania zadania.

R WAZNE: Instrukcja, ktdra MUSI zostaé wykonana w celu dokoriczenia
zadania.

UWAGA: Wskazdéwki i dodatkowe informacje pomagajace w dokoriczeniu
zadania.



Poznanie routera
bezprzewodowego

Zawarto$¢ opakowania

Sprawdz, czy w opakowaniu z routerem bezprzewodowym ASUS znajduja sie
nastepujace elementy.

Router ADSL WiFi DSL-G31 11g

Aadapter zasilania pragdem zmiennym (typ zalezy od regionu)
Kabel Ethernet kategorii 5 (CAT5)

Kabel RJ-11

Pomocniczy dysk CD (podrecznik)

Rozdzielacz (typ zalezy od regionu)

Instrukcja szybkiego uruchomienia

NNRNRRNRNN

}/ﬂ Uwaga: Jedli jakiekolwiek elementy sg uszkodzone lub ich brakuje nalezy skontaktowac si¢ ze
< sprzedawca,

Wymagania systemowe
Przed instalacjg routera bezprzewodowego ASUS nalezy upewnic sie, czy system/
sie¢ spetnia nastepujace wymagania:
Port Ethernet RJ-45 (10Base-T/100Base-TX)
Co najmniej jedno urzadzenie IEEE 802.11b/g z mozliwoscig pracy bezprzewodowe;
Zainstalowany protokét TCP/IP i przegladarka Internetu

Przed rozpoczeciem

Przed instalacjg routera bezprzewodowego ASUS nalezy zastosowac sie do
nastepujacych wskazowek:

Diugos¢ kabla Ethemet, stuzacego do potaczenia urzadzenia z siecig (hub, modem ADSL/
sie kablowa, router, $cienny panel przytaczeniowy) nie moze przekracza¢ 100 metrow.
+ Urzadzenie nalezy ustawi¢ na ptaskiej, stabilnej powierzchni jak najdalej od ziemi.

Urzadzenie nalezy zainstalowac z dala od metalowych przeszkdd i
bezposredniego storica.

Aby zapobiec utracie sygnatu urzadzenie nalezy trzymac z dala od
transformatoréw, wysokiej wydajnosci silnikow, lamp jarzeniowych, kuchenek
mikrofalowych, lodéwek i innych urzadzen przemystowych.

Urzadzenie nalezy zainstalowac w centralnym miejscu, aby zapewni¢ idealne
pokrycie wszystkich mobilnych urzadzeri bezprzewodowych.

DSL-G31 Rozdziat 1: Poznanie routera bezprzewodowego



Urzadzenie nalezy zainstalowac w odlegtosci, co najmniej 20cm od osoby, aby
zapewni¢ dziatanie produktu zgodnie z zaleceniami RF dotyczacymi zdrowia
ludzi, zaadoptowanymi przez Federal Communications Commission (Federalna
Komisja ds. Komunikaciji).

Funkcje sprzetowe

Panel przedni

Na panelu przednim routera ADSL WiFi DSL-G31 11g znajdujg si¢ wskazniki LED,
ktdre pokazujg stan DSL-G31.

~

ASUS  DSL-G31 Wireless
Wireless ADSL Modem Router °

2
Wskazniki stanu
LED Stan Wskazanie
Bezprzewodow | State zielone Wiaczona sie¢ bezprzewodowa.
Wytaczony Wytaczona sie¢ bezprzewodowa.
Migajace Wysytanie/odbieranie danych
DSL State zielone Ustanowione potaczenie ADSL
Migajace Nie mozna ustanowi¢ potaczenia ADSL
(Zielone)
Wytaczony Brak potaczenia ADSL
Internet Migajace Wysytanie/odbieranie danych
(Zielone)
Wytaczony Brak transferu danych
LAN1-LAN4 State zielone Ma fizyczne potaczenie z siecig przez
kable Ethernet
Migajace Wysytanie/odbieranie danych
(Zielone)
Wytaczony Brak zasilania lub fizycznego potaczenia
Zasilanie State Wtgczone zasilanie, normalne dziatanie
Czerwone
Migajace Nacisnij przycisk Restore (Przywrd¢) na
(Zielone) tylnym panelu na wiecej niz 5 sekund,
opoki nie przestanie migac dioda
zasilania.
Wytaczony Wytaczone zasilanie lub awaria

Rozdziat 1: Poznanie routera bezprzewodowego
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Panel tylny

° L B L 2 JE e

RESET ~ ON/OFF
POWER

ADSL LANT LAN2 LAN3 LAN4
Panel doiny Opis
ON/OFF Nacisnij ten przycisk w celu wiaczenia/wytaczenia
zasilania
POWER Do tego portu nalezy podtaczy¢ adapter J)rqdu
zmiennego w celu przytaczenia routera do zrddta
zasilania.
RESET Nacisnij ten przycisk, aby przywrdcic¢ system routera do
domysinych ustawien fabrycznych.
LAN1-LAN4 Podtacz do tych portow kable Ethernet RJ-45 w celu
ustanowienia potaczenia LAN.
ADSL Eﬂdﬁlcz do rozdzielacza (splitter) dostarczonym kablem
-11.s

Funkcje produktu

Router bezprzewodowy udostepnia nastepujace funkcje:
* Wbudowany modem ADSL
+ Wbudowany firewall

+ Siec¢ bezprzewodowa w standardzie IEEE802.11g, wstecznie zgodna z
urzadzeniami 802.11b

+ Nowy interfejs uzytkownika ASUS - obiektowo i zadaniowo zorientowany
interfejs oparty o sie¢ web.

+ QIS (Quick Internet Setup (Szybkie ustawienia potaczenia z Internetem)) dla
potaczenia ADSL, bezprzewodowego i konfiguraciji zabezpieczen.

» Mapa sieci dla zapewnienia prostego dostepu do informacii i zarzadzania
siecig
+ EZQoS do zarzadzania pasmem w oparciu 0 oprogramowanie, z intuicyjnym
interfejsem sterowania.

DSL-G31 Rozdziat 1: Poznanie routera bezprzewodowego



Panel doiny

7 S

(1) Haczyki montazowe

Uzyj haczykdw montazowych do montazu routera na_ .
betonowych lub drewnianych powierzchniach, uzywajac dwdch
$rub z okragtymi tbami.

(2] Szczeliny wentylacyjne
Te szczeliny wentylacyjne zapewniajg wentylacje routera.

/ Uwaga: Szczegétowe informacje dotyczace montazu routera na $cianie lub na suficie, znajduja
< sig w czesci Opcje montazu na nastepnej stronie tego podrecznika uzytkownika.

Rozdziat 1: Poznanie routera bezprzewodowego DSL-G31 9



Opcje montazu

Po wyjeciu z opakowania, router bezprzewodowy ASUS DSL-N11 nalezy ustawic¢
na ptaskiej powierzchni, takiej jak szafka, czy pétka na ksigzki. Urzagdzenie moze
by¢ takze przeksztatcone do wersji montowanej na Scianie lub na suficie.

W celu montazu ASUS DSL-G31:

1. Odszukaj pod spodem dwa zaczepy
montazowe.

2. Odznacz na ptaskiej powierzchni dwa otwory.

3. Wkrec dwie $ruby, az do pozostawienia 1/4"
dtugosci.

4. Ustaw zaczepy ASUS DSL-G31 na Srubach.

D\_/

/ Uwaga: Wyreguluj ponownie $ruby, jesli nie mozna zaczepic routera bezprzewodowego ASUS
< na dwdch srubach lub, jesli potaczenie jest zbyt luzne.

10 DSL-G31 Rozdziat 1: Poznanie routera bezprzewodowego



Ustawienia
sprzetu

Ustawienia routera bezprzewodowego

Router bezprzewodowy ASUS umozliwia wykonywanie réznych scenariuszy pracy

poprzez wiasciwe konfiguracje. Moze by¢ wymagana zmiana domysinych ustawier
routera bezprzewodowego, aby zapewni¢ zgodnos¢ z wymaganiami w Srodowisku

bezprzewodowym.

% Uwaga: Zalecamy uzycie potaczenia przewodowego dla konfiguracji poczatkowej, aby uniknaé
- mozliwych probleméw z ustawieniami potaczenia spowodowanymi niestabilno$cig potaczenia
bezprzewodowego.

Ustawienia potaczenia przewodowego

Router bezprzewodowy ASUS jest dostarczany z kablem RJ11, kablem LAN

RJ45 i rozdzielaczem. Router bezprzewodowy posiada zintegrowang, funkcje
automatycznego krosowania, dlatego do potaczenia przewodowego mozna uzywac
skretki prostej lub skrosowane;.

Aby ustawi¢ potaczenie przewodowe:

1. WIdz zlgcze rozdzielacza linii do gniazdka telefonicznego i podlacz telefon do
portu telefonu (A).

2. Potacz gniazdo routera ADSL sieci bezprzewodowej z gniazdem DSL (B)
splitera.

3. Uzywajgc dotaczonego kabla LAN RJ45, podtacz komputer do portu LAN
routera bezprzewodowego (C).

Gniazdko $cienne

Scienne gniazdko ifF
telefoniczne Rozdzielacz

Rozdziat 2: Ustawienia sprzetu DSL-G31
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Ustawienia potgczenia bezprzewodowego

W celu ustawienia potaczenia bezprzewodowego:

1. W4z ztacze rozdzielacza linii do gniazdka telefonicznego i podlacz telefon do portu
telefonu (A).

2. Potacz gniazdo routera ADSL sieci bezprzewodowej z gniazdem DSL (B) splitera.

3. Wigcz komputer i kliknij dwukrotnie ikone sieci bezprzewodowej na pasku zadan
Windows® w celu wyswietlenia dostepnych sieci. Wybierz router bezprzewodowy.

Domysinie router bezprzewodowy nie jest zabezpieczony kluczem. Kliknij Connect
(Potacz) , po czym w ciggu kilku sekund zostanie utworzone potaczenie.

Gniazdko Scienne ¢

Scienne gniazdko
telefoniczne

[Telefony)_ /@

ﬁ Aby zabezpieczy¢ sie¢ przed ztosliwymi atakami lub nieautoryzowanym dostepem, kliknij
Advanced Setting (Ustawienia zaawansowane) > Wireless (Sie¢ bezprzewodowa) w
graficznym interfejsie uzytkownika.

F
Rozdzielacz

12 DSL-G31 Rozdziat 2: Ustawienia sprzetu



Konfiguracja klientow
sieciowych

Dostep do routera bezprzewodowego

Ustawienie adresu IP dla klienta przewodowego lub

bezprzewodowego

W celu uzyskania dostepu do routera bezprzewodowego DSL-G31 nalezy wykonac
prawidtowe ustawienia TCP/IP klienta przewodowego i bezprzewodowego. Upewnij sig,
Ze adresy IP klientdw sg w tej samej podsieci co.

Domysinie, bezprzewodowy router ASUS integruje funkcje serwera DHCP, ktdry
automatycznie przydziela adresy IP klientom w sieci.

Jednak w niektdrych przypadkach, moze by¢ potrzebne reczne przydzielenie
statycznych adresow IP niektdrym klientom lub komputerom w sieci zamiast
automatycznego przypisywania adresow IP przez router bezprzewodowy.

Wykonaj ponizsze instrukcje, wiasciwe dla systemu operacyjnego zainstalowanego na
komputerze.

% Uwaga: Aby recznie przydzieli¢ adres IP dla klienta, zaleca sig uzycie nastgpujacych ustawien:

+ Adres IP: 192.168.1.xxx (xxx moze by¢ dowolna liczba z zakresu 2 do 254. Upewnij si¢, ze
adres IP nie jest wykorzystywany przez inne urzadzenie)

+ Maska podsieci: 255.255.255.0 (taki sam jak w routerze bezprzewodowym ASUS)
+ Brama: 192.168.1.1 (Adres IP routera bezprzewodowego ASUS)

+ DNS: 192.168.1.1 (Router bezprzewodowy ASUS) lub przydzielenie znanego w sieci adresu
serwera DNS

Rozdziat 3: Konfiguracja klientéw sieciowych DSL-G31
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Windows® 9x/ME

1.

Kliknij Start > Control Panel (Panel
sterowania) > Network (Sie¢), aby
wyswietli¢ okno ustawiert Network
setup (Ustawienia sieci).

Wybierz TCP/IP, a nastepnie kliknij
Properties (Wtasciwosci).

Aby komputer automatycznie
uzyskiwat adres IP, kliknij Obtain an
IP address automatically (Uzyskaj
adres IP automatycznie), a
nastepne kliknij OK. W przeciwnym
razie, kliknij Specify an IP address
(Okresl adres IP), a nastepnie
wprowadz IP address (Adres IP) i
Subnet Mask (Maska podsieci).

DSL-G31

Metwork 7] x]

Configuration | Identification | Access Contol |

The following petwork components are installed:

Miciosolt Family Logon -
=I5 Dial-Up Adapter

add. |

Primary Metwork Lagon:
IMiclosofl Farvily Logon j

File and Frint Sharing. |

Description
TCP/IP is the protocol you use to connect to the Internet and
wide-area networks.

ok Cancel

TCP/IP Properties

2]

Bindings | Advanced I MetBIOS |
DMS Configuration | Gateway I “wINS Configuration  |P Address

An P address can be automatically assigned ta this computer.
|F yaur network does not sutomatically assign IP addresses, ask
your network administrator for an address, and then type it in
the space below.

" Gpecifyan P addess

|EEddEss:

Caneel

Rozdziat 3: Konfiguracja klientéw sieciowych




4. Wybierz zaktadke Gateway TCP/IP Properties HE

(Brama) | Wprowad2 New gateway Bindings | Advanced | NetBl0S I
(Nowa brama)’ a nastepn|e k||kn|J DMS Configuration  Gateway IWINS Configuration I IP Address
Add (DOdai) The first gateway in the Installed Gateway list will be the default.

The address order in the list will be: the order in which these:
machines are used.

New gateway:

. . . add |

Installed gatewar

Eemoye |

Cancel

TCP/IP Properties EHE

5. Wyblerz zakfad ke DNS DNS gzﬂgﬁ;mn ||Galew:d\ia$r:s Ennfil uratmnNiEl?;'DAdelessl
configuration (Konfiguracja ’ ;
DNS) i kliknij Enable DNS (Wiacz

& Disable DN

€ Enable DNS
DNS). Wprowadz Host, Domain : _
(Domena) i DNS Server Search Hosi Vet
Order (Kolejno$¢ wyszukiwania Dl e Search ige ———————————
serwera DNS), a nastgpnie kliknij r 1 |

Add (Dodaj). ———Tr
6. Kiiknij OK.

=

i S Seaeh e ——
Add
Femaye

Cancel

Rozdziat 3: Konfiguracja klientéw sieciowych DSL-G31 15



Windows® NT4.0

1.

Przejdz do Control Panel (panel
sterowania) > Network (Sie¢), aby
wyswietlic okno Network setup
(Ustawienia sieci), a nastepnie
wybierz zaktadke Protocols
(Protokoty).

Wybierz TCP/IP Protocol
(Protokét TCP/IP) z listy Network
Protocols (Protokoty sieciowe),
a nastepnie kliknij Properties
(Whasciwosci).

W zakfadce IP Address (Adres IP)
okna Microsoft TCP/IP Properties
(Wtasciwosci Microsoft TCP/IP),
mozna:

« Wybierz typ adaptera
sieciowego zainstalowanego w
systemie.

+ Ustaw automatyczne
przydzielanie routerowi adresu
IP.

+  Reczne ustawienie adresu IP,
maski podsieci i domysinej
bramy.

DSL-G31

Network

[2]x]
Idanlifl:atiml Services Protocols IAdwlelsI Bindingsl
Network Protocols;

%~ NetBELUI Protacol
™ NwiLink IPX/SPX Compatible Transport
U NwLink NetBIDS

Add... I Remove
- Description:
Transport Control Protocol/Intemet Protocol. Thg default wide

area network protocol that provides communication across
diverse interconnected networks.

Properties... (IGdate I

Microsoft TCP/IP Properties [ <]

1P Addess | DNS | WINS Address | DHCP Relay | Fouting|

An |P address can be automatically assigned to this network card
by a DHCP server. Ifyour network does not have a DHCP server,
ask your network administrator for an address, and then type itin
the space below.

% Obtain an IP address from a DHCP server
C SpecifyanlPaddess
[P #ddress:

Advanced...

Concel | apoy |

[ ]

Rozdziat 3: Konfiguracja klientéw sieciowych




4. Wybierz zaktadke DNS, a nastgpnie

kiknij Add (Dodaj) w opcji DNS
Service Search Order (Kolejno$¢
wyszukiwania ustug DNS) i
wprowadz DNS.

Windows® 2000

1.

Kliknij Start > Control Panel
(Panel sterowania) > Network
and Dial-up Connection (Sieé¢

i potgczenie dial-up). Kliknij
prawym przyciskiem Local Area
Connection (Potaczenie lokalne),
a nastepnie kliknij Properties
(Wtasciwosci).

Rozdziat 3: Konfiguracja klientéw sieciowych

Microsoft TCP/IP Properties
IP Address  DNS Iwms Address | DHCP Relay | Routing |

Domain Name System (DNS]

Host Name: Domain:
| [
—DNS Service Search Order
Wi I
annll
Add = Remee |
Domain Suffix Search Order
UGT;
angll
Asd. | Ea | e |
0k | Comcel | Apob

Local Area Connection Properties _i:

General I

Connect using:
| H3 5i5 900-Based PCl Fast Ethernet Adapter

Components checked are used by this connection:
] B Client for Microsoft Networks
v 5Fila and Printer Sharing for Micraseft Networks
emet Pro AP]

Install. | Urinstall | Properies |

D

Transmission Control Protocol/Iintemet Protocal. The default
wide area network protacol that provides communication
across diverse interconnected networks.

I Show icon in taskbar when connected

2lx

oK Cancel I
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2. Wybierz Internet Protocol

(Protokat Internetowy) (TCP/IP),
a nastepnie kliknij Properties
(Whasciwosci).

Wybierz Obtain an IP address
automatically (Uzyskaj

adres IP automatycznie),

aby automatycznie przydzieli¢
ustawienia IP. W przeciwnym
razie, wybierz Use the following
IP address (Uzyj nastepujacego
adresu IP): i wprowadz IP address
(Adres IP), Subnet mask (Maska
podsieci) i Default gateway
(Domysina brama).

Wybierz Obtain an IP address
automatically (Uzyskaj

adres IP automatycznie),

aby automatycznie przydzieli¢
ustawienia serwera DNS. W
przeciwnym razie, wybierz Use the
following DNS server address
(Uzyj nastepujacego adresu
serwera DNS): i wprowadz
Preferred (Preferowany)

i Alternate DNS server
(Alternatywny serwer DNS).

5. Po zakoniczeniu kliknij OK.

Windows® XP

1.

Kliknij Start > Control Panel
(Panel sterowania) > Network
Connection (Potaczenie
sieciowe). Kliknij prawym
przyciskiem Local Area
Connection (Potaczenie lokalne),
a nastepnie wybierz Properties
(Wiasciwosci).

DSL-G31

Internet Protocol (TCP/IP) Properties 5 x|

General |

*You can get IP ssttings assigned automaticaly if your network supports
this capabilty. Otherwise, you need to ask your network administrator for
the appropriate IP settings.

" Uge the following P address:

1P addess

£ Obtain DNS server address automatically
Adyanced...

’—(‘ Use the following DNS server addresses:

Cancel

General | Authentication | Advanced

Connect using:

‘ B Realtek ATLO139 Family PCI Fast Ett ‘

This connection uges the following items:
121005 Packet Scheduler A

%= AEGIS Protocel [IEEE B02.1x) v3.4.2.0
W Intemet Pratocal [TCP/IP)

< | =

Desciption

Transmission Contral Protocal/Internet Pratocol. The default
wide area netwark protocol that provides communication
across diverse interconnected networks.

[] Show icon in notification area when connected
MNatify me when this connection has limited or no connectivity

Rozdziat 3: Konfiguracja klientéw sieciowych




2. Wybierz Internet Protocol

(Protokot Internetowy) (TCP/IP),
a nastepnie kliknij Properties
(Wtasciwosci).

Wybierz Obtain an IP address
automatically (Uzyskaj

adres IP automatycznie),

aby automatycznie przydzieli¢
ustawienia IP. W przeciwnym
razie, wybierz Use the following
IP address (Uzyj nastepujacego
adresu IP): i wprowadz IP address
(Adres IP), Subnet mask (Maska
podsieci) i Default gateway
(DomysIna brama).

Wybierz Obtain an IP address
automatically (Uzyskaj

adres IP automatycznie),

aby automatycznie przydzieli¢
ustawienia serwera DNS. W
przeciwnym razie, wybierz Use the
following DNS server address
(Uzyj nastepujacego adresu
serwera DNS): i wprowadz
Preferred and Alternate

DNS server (Preferowany i
alternatywny serwer DNS).

5. Po zakoriczeniu, kliknij OK.

Rozdziat 3: Konfiguracja klientéw sieciowych

Internet Protocol (TCP/IP) Properties |E|E\

General | Altemate Configuration

“You car get IP setfings assigned automatically if your netwerk supports
this capabilty. Dtherwise, you need to ask your network, administiator for
the appropriate IP settings.

(%) Obtain an IP address automatically

() Use the following IF addiess:

(@ Obtain DNS server address sutomatically
(O Use the fallawing DNS server addresses:

1
[
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WindOWS® Vista U Local Area Connection Praperties =]
MNetworking |

Connedt using

1. Kliknij Start > Control Panel (Panel

sterowania) > Network and Shari ng WP ASUSTeK/Braadcam 441 10/100 Integrated Contraller
ant_t_ar (Siec i udostepnianie sieci).
K||kn|J prawym przyc|3k|em Local Area This connection uses the fallowing frems:
Connection (Potgczenie lokalne), Pl iy
a nastepnie wybierz Properties i e
(leaéc|woéc|) & Intemet Protocol Version 4 (TCP/IPvi)

= Link Layer Topology Discovery Mapper /0 Driver

<& Link-Layer Topology Discovery Responder

Install Properties
Description

Transmission Contral Protocol/Intemet Protocol. The defautt
wide area network protocol that provides communication
across diverse interconnected networks.

o |
2. WybieI’Z Internet PI’OtOCOl Version Internet Protocel Version 4 (TCP/IPw) Properties ==
4(TCP/IPv4), a nastepnie kliknij General
Properties (Wtasciwosci). o ity Gl 1o e o o e er

for the appropriate [P settings.

©) Obtain an IP address automatically
@) Use the following IP address:

TP address:

Subnet mask:

Default gateway:

Obtar

er address

@ Use the following DNS server addresses:
Preferred DNS server

Altemate DNS server:

3. Wybierz Obtain an IP address automatically (Uzyskaj adres IP automatycznie),
aby automatycznie przydzieli¢ ustawienia IP. W przeciwnym razie, wybierz Use the
following IP address (Uzyj nastepujacego adresu IP): i wprowadz IP address
(Adres IP), Subnet mask (Maska podsieci) i Default gateway (Domys$ina
brama).

4. Wybierz Obtain an IP address automatically (Uzyskaj adres IP
automatycznie), aby automatycznie przydzieli¢ ustawienia serwera DNS. W
przeciwnym razie, wybierz Use the following DNS server address (Uzyj
nastepujacego adresu serwera DNS): i wprowadz Preferred and Alternate
DNS server (Preferowany i alternatywny serwer DNS).

5. Po zakoriczeniu, kliknij OK.

/ Zaleca sie ustawienie adresu IP routera bezprzewodowego jako bramy domysine;j.
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Konfiguracja
poprzez web GUI

Konfiguracja przez web GUI

Graficzny interfejs web uzytkownika routera (web GUI) umozliwia konfiguracje
nastepujach funkcji: Network Map (Mapa sieci), EZQoS Bandwidth
Management (Zarzadzanie pasmem EZQoS) i inne Advanced Setting
(Ustawienia zaawansowane).

W celu konfiguracji poprzez web GUI:

1. Po ustawieniu potaczenia przewodowego lub bezprzewodowego, uruchom
przegladarke sieci web. Nastapi automatyczne uruchomienie strony logowania.

/ Uwaga: W celu uruchomienia interfejsu web routera, mozna takze recznie wprowadzi¢
~ domysiny adres IP routera (192.168.1.1).

2. Na stronie logowania, wprowadz domysing nazwe uzytkownika (admin) i hasto
(admin).

Connect to 192.168.1.1

ASLIS Wireless Router

User name: | [ s8] v ‘

Password: | ‘

[ remember my passward

Rozdziat 4: Konfiguracja poprzez web GUI DSL-G31
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3. Na stronie gtéwnej, kliknij menu nawigacii lub linki do konfiguraciji réznych
funkcji routera bezprzewodowego ASUS.

Uzywanie Network Map (Mapa sieci)

Network Map (Mapa sieci) umozliwia przegladanie stanu i konfiguracje ustawien
potaczenia Internetu, systemu i klientéw w sieci. Umozliwia szybkie wykonanie ustawier
sieci WAN (Wide Area Network (Rozlegta sie¢ komputerowa)) z wykorzystaniem

funkcji QIS (Quick Internet Setup (Szybkie ustawienia Internetu)) lub w celu szybkiego
wykonania ustawien sieci LAN (Local Area Network (Lokalna sie¢ komputerowa)).

Aby obejrzec stan lub skonfigurowac ustawienia, kliknij jedng z tych ikon
wyswietlonych na stronie gtdwne;:

Ikona Opis

Internet status (Status Internetu)

Kliknij te ikone, aby wyswietli¢ informacje dotyczace
stanu potaczenia z Infernetem, adresu [P WAN, DNS,
typu po+atczen|a i adresu bramy. Na ekranie Internet
status (Status Internetu), uzyj funkcji QIS (Quick Internet
Setup (Szybkie ustawienia Internetu)) w celu szybkiego
wykonania ustawiert WAN.

Uwa%a_:_ Dla uzyskania dalszych szczegdétowych informacii
o funkcji QIS nalezy sprawdzi¢ czes¢ ettmevup WAN
using the Quick Internet Setup (Ustawienia WAN z .
utz'ym_em QIS (Szybkie ustawienia Internetu)) na nastepne;
stronie.

€

System status (Status systemu)

Kliknij te ikone, aby wyswietli¢ informacje jak SSID,
metoda uwierzytelniania, szyfrowanie WEP, IP LAN, adres
Mé\C, lub wiaczyé/wytaczy¢ bezprzewodowe potaczenie
radiowe.

E

Status klienta

Kliknij te ikone, aby wyswietli¢ informacje o klientach
lub komputerach w sieci i umozliwi¢ zablokowanie/
odblokowanie klienta.

DSL-G31
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Ustawienia WAN poprzez QIS (Quick Internet Setup

[Szybkie ustawienia potaczenia z Internetem])

Funkcja ASUS QIS (Quick Internet Setup (Szybkie ustawienia potaczenia z
Internetem)) automatycznie wykrywa ustawienia potaczenia z Internetem. Jesli
router bezprzewodowy ASUS nie wykrywa automatycznie typu potaczenia z
Internetem, ustawienia potaczenia z Internetem mozna wykonac recznie.

W celu uzycia ASUS QIS:

1. Uruchom przegladarke sieci web. Zaczekaj okoto 20 sekund, az QIS
automatycznie wykryje typ potaczenia z Internetem.

2. Wprowadz nazwe uzytkownika i hasto dla potaczenia, a nastepnie kliknij Apply
(Zastosuj).
3, Po zakoriczeniu ustawien potaczenia z Internetem, wybierz podane opcje:
+ Przejscie do Internetu: Kiiknij, aby surfowac po Internecie.

+ Proste ustawienia zabezpieczenia potaczenia bezprzewodowego: Kliknij,
aby skonfigurowac ustawienia potaczenia bezprzewodowego.

Reczne ustawienia potaczenia z Internetem
W celu recznego ustawienia potgczenia z Internetem:

1. Jedli ASUS QIS nie wykryje automatycznie typu potaczenia z Internetem, kliknij
Skip to manual settings (Przejdz do ustawien recznych).

/ B‘E DSL-G31

[ Detecting your connection type

Wiy
Starting to detect your connection type...

Rozdziat 4: Konfiguracja poprzez web GUI DSL-G31 23



2. Wybierz Country (Kraj) i ISP, a nastgpnie kliknij Next (Dalej). Jesli na liscie
nie ma kraju i ISP, wybierz Not list (Brak na liscie) i wprowadz VPI oraz VClI,
a nastepnie kliknij Next (Dalej). Mozna zapytac ISP o wartosci VPI/VCI.

3. Na stronie logowania, wprowadz domysing nazwe uzytkownika (admin) i hasto
(admin).

4. Router obstuguje nastepujace rodzaje potaczen: PPP over ATM (PPPoA),
PPP over Ethernet (PPPoE), MAC Encapsulation Routing (MER), IP over ATM
(IPoA) oraz Bridging. Wybierz typ potaczenia i wykonaj instrukcje ekranowe.

ﬁ Uzyskaj wymagane informacje dotyczace typu potaczenia z Internetem od ISP (Internet Service
~ Provider (Dostawca ustugi potaczenia z Internetem)).

5. Po zakoriczeniu, kliknij Save/Reboot (Zapisz/Uruchom ponownie).
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Zarzadzanie pasmem EzQoS

Zarzadzanie pasmem EzQoS umozliwia ustawienie priorytetu pasma i zarzadzanie
ruchem sieciowym.

Aby ustawic priorytet szerokosci pasma:

1. Kliknij EzZQoS Bandwidth Management (Zarzadzanie pasmem EzQoS) z
menu nawigacji w lewej czesci ekranu.

Language:

Help
2P ity Low Frem—
P— £2Qos provides 4 type of
@ Bl J, popular Internet
3 () applications and enables
you'to easiy configure
y ity of Service
Internet Voip/Video YoL¥ Qs
Saming Blaster  poplcation o Streaming o) s e
ensures the performance
Click the Intemet application and make the application piuextemer dowiost
remain the high priority even the network is busy. speed and enables you to
change its settings in

EX. Application you
choose will remain the
quality and will ot lag
even when you use P2P.

If your uplink speed has
reached 40M8/s, we
suggest you need not
enable £2Q0S for saving
system resource.

For more professional and
detailed configuration,
please enterBandwidth
Management - User
Specify Service

2. Kliknij kazdg z czterech aplikacji w celu ustawienia priorytetu szerokosci
pasma:

lkona Opis

W Gaming Blaster

Router obstuguije ruch gier sieciowych z pierwszeristwem
priorytetu.

@\ Aplikacja Internetu
- Router obstuguje e-mail, przegladanie sieci web i innych
aplikacji Internetu z pierwszenstwem priorytetu.

= FTP

C_J Router obstuguje pobieranie/przesytanie danych do/z serwera
FTP z pierwszeristwem priorytetu.

J @ Przesytanie VolP/Wideo

Router obstuguje ruch audio/wideo z pierwszeristwem
priorytetu.

3. Kliknij Save (Zapisz), aby zapisa¢ ustawienia konfiguracji.
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Aktualizacja firmware

ﬁ Uwaga: Pobierz najnowszy firmware ze strony sieci web ASUS, pod adresem http://www.asus.
= com

Aktualizacja firmware:

1. Kliknij Advanced Setting (Ustawienia zaawansowane) z menu nawigacji w lewej
czesci ekranu.

| Time: 00:08:127 | Language:

Firmware Yersion: 3.0.1,.0.A

System | Port Mapping WRILEEICHTLIELLE Restore/Save/Upload Setting

Administration - Firmware Upgrade

Fallow instructions listed belows

®

Checkif any new version of firmuware is available on ASUS website

Davnload a proper version to your local machine.

Specily the path of and name of the downloaded file in the [New Firmware File]
Click [Upload] to upload the file 1o DSL-G31. Uploading process takes aboutthree
minutes

After recehing a canect firmware file, DSL-G31 will automatically start the upgrade
process. The system reboots after the upgrading process is finished.

—

1. Fora canfiguration parameter existing both in the ld and new firmware, its
satting will be kept during the uparade prosess

2. W menu Administration (Administracja), kliknij Firmware Upgrade (Aktualizacja
firmware).

3. W polu New Firmware File (Nowy plik firmware), kliknij Browse (Przegladaj),
aby zlokalizowac nowy firmware w komputerze.

4. Kliknij Upload (Przeslij). Proces przesytania zajmie okoto trzech minut.

DSL-G31 Rozdziat 4: Konfiguracja poprzez web GUI



Przywracanie/zapisywanie/przesytanie
ustawien

Aby przywrdcic/zapisaé/przesta¢ ustawienia:

1. Kliknij Advanced Setting (Ustawienia zaawansowane) z menu nawigacji w
lewej czeSci ekranu.

S0 an | Restore/Save/Upload Setting

Administration - Restore/Save/Upload Setting

This function allows you to save current settings of DSL-G3110 afile, or load settings from 3
file

Factory defautt
Save seting: [fF=|

2. W menu Administration (Administracja), kliknij Restore/Save/Upload

Setting (Przywroé/zapisz/przeslij ustawienia).

3. Wybierz zadania w celu:

+ Przywrdcenia domysinych ustawier fabrycznych, kliknij Restore
(Przywrog) i kliknij OK w komunikacie potwierdzenia.

+  Aby zapisac biezace ustawienia systemu, kliknij Save (Zapisz) i kliknij
Save (Zapisz) w oknie pobierania pliku, aby zapisac plik systemowy w
preferowanej Sciezce.

+  Aby przywrdci¢ poprzednie ustawienia systemu, kliknij Browse
(Przegladaj), aby zlokalizowac plik systemowy do przywrdcenia, a
nastepnie kliknij Upload (Przeslij).
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Rozwigzywanie problemow

Rozwigzywanie problemow

Ta instrukcja rozwigzywania problemdw udostepnia rozwigzania niektérych
powszechnych problemdw, ktdre moga wystapic¢ podczas instalacji lub uzywania
routera bezprzewodowego ASUS. Problemy te wymagajg wykonania prostych
czynnosci w celu ich rozwigzania, ktére mozna wykona¢ samemu. Jesli pojawig
sie problemy nie wymienione w tym rozdziale nalezy skontaktowac sie¢ z pomocg,
techniczng ASUS.

Problem Dziatanie

Nie mozna uzyska¢ | 1. Uruchom przegladarke sieci web, a nastepnie
dostepu do przegladarki kliknij Tools (Narzedzia) > Internet Options...
sieci web w celu (Opcje internetowe)

konfiguracii routera.

2. W opcji Temporary Internet files
g'ym(_:zasowe pliki internetowe), kliknij Delete
ookies... (Usun pliki cookie) i Delete Files...

(Usun pliki...)
Klient nie moze Poza zakresem:
ustanowic potaczenia + Przesun router blizej klienta bezprzewodowego.

bezprzewodowego z TR " .
routerem. Sprébuj zmieni¢ ustawienia kanatéw.

Uwierzytelnianie:

+ Uzyj potaczenia przewodowego do potaczenia z
routerem.
Sprawdz ustawienia zabezpieczenia potaczenia
bezprzewodowego.
Naciénij przycisk Restore (Przywrdc) na tylnym
panelu na wiecej niz 5 sekund, dopoki nie
przestanie migac dioda zasilania.

Nie mozna wykry¢ routera:

* Naciénij przycisk Restore (Przywrdc) na tylnym
panelu na wiecej niz 5 sekund, dopoki nie
przestanie migac dioda zasilania.

Sprawdz ustawienie adaptera ] o
bezprzewodowego, takie jak SSID i ustawienia
szyfrowania.

28 DSL-G31 Rozdziat 5: Rozwiazywanie problemoéw



Nie mozna uzyska¢
dostepu do Internetu
Boprzez adapter

eﬁ)rzewodowej sieci
LA

Problem Dziatanie

Przesun router blizej klienta sieci
bezprzewodowej.

Sprawdz, czy adapter sieci bezprzewodowej
est podtaczony do prawidtowego routera
ezprzewodowego.

Sprawdz, czy uzywany kanat transmisji
bezprzewodowej jest zgodny z kanatami
dostepnymi w danym kraju/regionie.

Sprawdz ustawienia szyfrowania.

SBrawdz’, czy prawidfowo dziata potaczenie
ADSL lub potaczenie kablowe.

Sprobuj ponownie uzywajac innego kabla
Ethernet.

Niedostepny Internet

Sprawdz wskazniki stanu na modemie ADSL i
na routerze bezprzewodowym.

Sprawdz, czy dioda DSL na routerze sieci
bezprzewodoweéﬁst WEACZONA. Jezeli dioda
nie jest WLACZONA, zmien kabel i sprobuj
ponownie.

Kiedy WEACZONA jest
(nie miga) kontrolka
“DSL” modemu ADSL,
oznacza to, ze mozliwy
jest dostep do sieci.

Uruchom ponownie komputer.

Sprawdz informacje w Instrukciji szybkiego
uruchomienia routera bezprzewodowego i
przekonfiguruj ustawienia.

Sprawdz, czy dioda DSL na routerze sieci
bezprzewodowej jest WLACZONA.

Sprawdz ustawienia szyfrowania potaczenia
bezprzewodowego.

Sprawdz, czy komputer moze uzyskac adres IP
(przez sie¢ przewodowa, i bezprzewodowa).

Sprawdz, czy przegladarka sieci web jest
skonfigurowana na uzywanie lokalnej sieci LAN
oraz, czy nie jest skonfigurowana na uzywanie
serwera proxy.

Jezeli kontrolka “DSL”
modemu DSL-G31 miga
w sposob cag’ry lub
pozostaje wytaczona,
dostep do Internetu nie
jest mozliwy - router

ng moze, ustanowic¢
potaczenia z siecig,
AD%L.

Upewnij sie, Ze wszystkie kable sa prawidtowo
podtaczone.

Odfaczyc¢ przewdd zasilania od DSL-G31, |
odczekac klika minut, a nastgpnie ponownie
podtaczy¢ przewod.

Jedli kontrolka DSL $wieci statym $wiattem lub
pozos_tajg wytaczona, skontakiuj sie z dostawcy
ustugi ADSL.

Rozdziat 5: Rozwiazywanie probleméw
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Problem Dziatanie

Zapomniane zostaty * Sprobuj ustawic potaczenie przewodowe
nazwa sieciowa lub i ponownie skonfigurowac szyfrowanie
klucze szyfrowania potaczenia bezprzewodowego.

Nacignij przycisk Zeruj (Reset) na tylnym panelu
na wiecej niz pie¢ sekund, dopoki nie przestanie
migac dioda zasilania.

Jak przywrdcic domysine |+ Nacisnij przycisk Zeruj (Reset) na tylnym panelu
ustawienia systemu na wiecej niz pie¢ sekund, dopoki nie przestanie
migac dioda zasilania.

Nastepujace ustawienia sg fabrycznymi
ustawieniami domysinymi:

Nazwa uzytkownika: admin

Hasto: admin

Wiaczenie DHCP: Tak (jesli jest podtaczony kabel
w,fN) (jesli jest podtaczony

IP address: 192.168.1.1

Nazwa domeny: (Puste)

Maska podsieci: 255. 255. 255.0
Serwer DNS 1: 192.168.1.1
Serwer DNS 2: (Puste)

SSID: ASUS
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Dodatki

Uwagi

Federal Communications Commission Statement

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

+ This device may not cause harmful interference.

+ This device must accept any interference received, including interference that
may cause undesired operation.

This equipment has been tested and found to comply with the limits for a class

B digital device, pursuant to part 15 of the FCC Rules. These limits are designed

to provide reasonable protection against harmful interference in a residential

installation.

This equipment generates, uses and can radiate radio frequency energy and, if
not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception, which can be determined

by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

+ Reorient or relocate the receiving antenna.
+ Increase the separation between the equipment and receiver.

+ Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

+  Consult the dealer or an experienced radio/TV technician for help.

/ ' Caution: Any changes or modifications not expressly approved by the party responsible for
/= compliance could void the user’s authority to operate the equipment.

Complying with the REACH (Registration, Evaluation, Authorisation, and
Restriction of Chemicals) regulatory framework, we published the chemical
substances in our products at ASUS REACH website at http://green.asus.com/
english/REACH.htm

Prohibition of Co-location

This device and its antenna(s) must not be co-located or operating in conjunction with
any other antenna or transmitter
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Safety Information

To maintain compliance with FCC’s RF exposure guidelines, this equipment should
be installed and operated with minimum distance 20cm between the radiator and
your body. Use on the supplied antenna.

Declaration of Conformity for R&TTE directive
1999/5/EC

Essential requirements — Article 3
Protection requirements for health and safety — Article 3.1a

Testing for electric safety according to EN 60950-1 has been conducted. These are
considered relevant and sufficient.

Protection requirements for electromagnetic compatibility — Article 3.1b

Testing for electromagnetic compatibility according to EN 301 489-1 and EN 301
489-17 has been conducted. These are considered relevant and sufficient.

Effective use of the radio spectrum — Article 3.2

Testing for radio test suites according to EN 300 328- 2 has been conducted.
These are considered relevant and sufficient.

CE Mark Warning

This is a Class B product, in a domestic environment, this product may cause radio
interference, in which case the user may be required to take adequate measures.

FCC Radiation Exposure Statement

This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. This equipment should be installed and operated with
minimum distance 20cm between the radiator & your body.

This transmitter must not be co-located or operating in conjunction with any other
antenna or transmitter. 2.4GHz operation of this product in the U.S.A. is firmware-
limited to channels 1 through 11.

'\\ DSL-G31 Wireless Router Quick Start Guide DSL-G31 ADSL POWER DSL Internet 12 3 4
L. 5 RLAN Wireless.

32 DSL-G31 Dodatki



FCC Part 68 REQUIREMENTS

This equipment complies with Part 68 of the FCC rules and the requirements
adopted by the ACTA. On the bottom of this equipment is a label that

contains, among other information, a product identifier in the format US:
ASUDLO1BDSLG31. If requested, this number must be provided to the telephone
company.

The REN is used to determine the number of devices that may be connected to a
telephone line. Excessive RENSs on a telephone line may result in the devices not
ringing in response to an incoming call. In most but not all areas, the sum of RENs
should not exceed five (5.0). To be certain of the number of devices that may be
connected to a line, as determined by the total RENSs, contact the local telephone
company. For products approved after July 23, 2001, the REN for this product

is part of the product identifier that has the format US: ASUDLO1BDSLG31. The
digits represented by 01are the REN without a decimal point (e.g., 03 is a REN of
0.3). For earlier products, the REN is separately shown on the label.

A plug and jack used to connect this equipment to the premises wiring and
telephone network must comply with the applicable FCC Part 68 rules and
requirements adopted by the ACTA. A compliant telephone cord and modular
plug is provided with this product. It is designed to be connected to a compatible
modular jack that is also compliant. See installation instructions for details.

If your equipment causes harm to the telephone network, the telephone company
may discontinue your service temporarily. If possible, they will notify you in
advance. But if advance notice is not practical, you will be notified as soon as
possible. You will be informed of your right to file a complaint with the FCC. Your
telephone company may make changes in it is facilities, equipment, operations or
procedures that could affect the proper functioning of your equipment. If they do,
you will be notified in advance to give you an opportunity to maintain uninterrupted
telephone service.

If you experience trouble with this telephone equipment, Please contact the
following address and phone number for information on obtaining service or
repairs.

The telephone company may ask that you disconnect this equipment from the
network until the problem has been corrected or until you are sure that the
equipment is not malfunctioning.

This equipment may not be used on coin service provided by the telephone
company. Connection to party lines is subject to state tariffs.

COMPANY: ASUS Computer International
ADDRESS: 44370 Nobel Drive, Fremount, CA 94536 USA
TEL NO: 510-739-3777 ext.4530

/ ' DSL-G31 Wireless Router Quick Start Guide DSL-G31 ADSL POWER DSL Internet 12 3 4
(= RLAN Wireless.
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IC (Canada)

1. 2.4GHz Mobile device (ex. 11b/g/n AP/Router) with fixed antenna:

( Industry Canada Statement )

This device complies with RSS-210 of the Industry Canada Rules.

Operation is subject to the following two conditions:

1) this device may not cause interference and

2) this device must accept any interference, including interference that may cause
undesired operation of the device

This Class A digital apparatus complies with Canadian ICES-003.

Cet appareil numerique de la class A est conforme a la norme NMB-003 du
Canada.

IC Radiation Exposure Statement

This equipment complies with Canada radiation exposure limits set forth for
uncontrolled environments. This equipment should be installed and operated with
minimum distance 20cm between the radiator & your body.

This transmitter must not be co-located or operating in conjunction with any other
antenna or transmitter.

2.4GHz operation of this product in Canada is firmware-limited to channels 1
through

1.

CE (Europe)

WLAN 2.4GHz device:

This device can be operated in the EU without restrictions indoor.
However, operated outdoors in France is restricted to 2400 ~ 2454 MHz
(Channel 1 ~ 7).

Safety

1. For apply CSA not control power adapter:

This unit is to be used with an external power adaptor of a Class 2 or level 3 type
and Approved type suitable for use in the North America of equipment installation,
having an output voltage rating of 12 V dc, and output current rating of 1 A or
equivalent.

The external AC adapter must be complied with the requirements of LPS (Limited
Power Sources).

Power Supply

OEM

EU: AA-151ABN

UK: AA-151AD

AU: AA-151AE
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GNU General Public License

Licensing information

This product includes copyrighted third-party software licensed under the terms of
the GNU General Public License. Please see The GNU General Public License
for the exact terms and conditions of this license. We include a copy of the GPL
with every CD shipped with our product. All future firmware updates will also

be accompanied with their respective source code. Please visit our web site for
updated information. Note that we do not offer direct support for the distribution.

GNU GENERAL PUBLIC LICENSE
Version 2, June 1991
Copyright (C) 1989, 1991 Free Software Foundation, Inc.
59 Temple Place, Suite 330, Boston, MA 02111-1307 USA

Everyone is permitted to copy and distribute verbatim copies of this license
document, but changing it is not allowed.

Preamble

The licenses for most software are designed to take away your freedom to

share and change it. By contrast, the GNU General Public License is intended

to guarantee your freedom to share and change free software--to make sure the
software is free for all its users. This General Public License applies to most of the
Free Software Foundation’s software and to any other program whose authors
commit to using it. (Some other Free Software Foundation software is covered

by the GNU Library General Public License instead.) You can apply it to your
programs, too.

When we speak of free software, we are referring to freedom, not price. Our
General Public Licenses are designed to make sure that you have the freedom to
distribute copies of free software (and charge for this service if you wish), that you
receive source code or can get it if you want it, that you can change the software or
use pieces of it in new free programs; and that you know you can do these things.

To protect your rights, we need to make restrictions that forbid anyone to deny
you these rights or to ask you to surrender the rights. These restrictions translate
to certain responsibilities for you if you distribute copies of the software, or if you
modify it.

For example, if you distribute copies of such a program, whether gratis or for a
fee, you must give the recipients all the rights that you have. You must make sure
that they, too, receive or can get the source code. And you must show them these
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terms so they know their rights.

We protect your rights with two steps: (1) copyright the software, and (2) offer you
this license which gives you legal permission to copy, distribute and/or modify the
software.

Also, for each author’s protection and ours, we want to make certain that everyone
understands that there is no warranty for this free software. If the software is
modified by someone else and passed on, we want its recipients to know that what
they have is not the original, so that any problems introduced by others will not
reflect on the original authors’ reputations.

Finally, any free program is threatened constantly by software patents. We wish to
avoid the danger that redistributors of a free program will individually obtain patent
licenses, in effect making the program proprietary. To prevent this, we have made it
clear that any patent must be licensed for everyone’s free use or not licensed at all.

The precise terms and conditions for copying, distribution and modification follow.

Terms & conditions for copying, distribution, & modification

0. This License applies to any program or other work which contains a notice
placed by the copyright holder saying it may be distributed under the terms of
this General Public License. The “Program”, below, refers to any such program
or work, and a “work based on the Program” means either the Program or
any derivative work under copyright law: that is to say, a work containing
the Program or a portion of it, either verbatim or with modifications and/or
translated into another language. (Hereinafter, translation is included without
limitation in the term “modification”.) Each licensee is addressed as “you”.

Activities other than copying, distribution and modification are not covered

by this License; they are outside its scope. The act of running the Program is
not restricted, and the output from the Program is covered only if its contents
constitute a work based on the Program (independent of having been made by
running the Program). Whether that is true depends on what the Program does.

1. You may copy and distribute verbatim copies of the Program’s source code
as you receive it, in any medium, provided that you conspicuously and
appropriately publish on each copy an appropriate copyright notice and
disclaimer of warranty; keep intact all the notices that refer to this License and
to the absence of any warranty; and give any other recipients of the Program a
copy of this License along with the Program.

You may charge a fee for the physical act of transferring a copy, and you may
at your option offer warranty protection in exchange for a fee.

2. You may modify your copy or copies of the Program or any portion of it,

DSL-G31 Dodatki



thus forming a work based on the Program, and copy and distribute such
modifications or work under the terms of Section 1 above, provided that you
also meet all of these conditions:

a) You must cause the modified files to carry prominent notices stating that
you changed the files and the date of any change.

b) You must cause any work that you distribute or publish, that in whole or in
part contains or is derived from the Program or any part thereof, to be licensed
as a whole at no charge to all third parties under the terms of this License.

c) If the modified program normally reads commands interactively when run,
you must cause it, when started running for such interactive use in the most
ordinary way, to print or display an announcement including an appropriate
copyright notice and a notice that there is no warranty (or else, saying that
you provide a warranty) and that users may redistribute the program under
these conditions, and telling the user how to view a copy of this License.
(Exception: if the Program itself is interactive but does not normally print such
an announcement, your work based on the Program is not required to print an
announcement.)

These requirements apply to the modified work as a whole. If identifiable
sections of that work are not derived from the Program, and can be reasonably
considered independent and separate works in themselves, then this License,
and its terms, do not apply to those sections when you distribute them as
separate works. But when you distribute the same sections as part of a whole
which is a work based on the Program, the distribution of the whole must be on
the terms of this License, whose permissions for other licensees extend to the
entire whole, and thus to each and every part regardless of who wrote it.

Thus, it is not the intent of this section to claim rights or contest your rights to
work written entirely by you; rather, the intent is to exercise the right to control
the distribution of derivative or collective works based on the Program.

In addition, mere aggregation of another work not based on the Program with
the Program (or with a work based on the Program) on a volume of a storage
or distribution medium does not bring the other work under the scope of this
License.

3. You may copy and distribute the Program (or a work based on it, under Section
2) in object code or executable form under the terms of Sections 1 and 2 above
provided that you also do one of the following:

a) Accompany it with the complete corresponding machine-readable source
code, which must be distributed under the terms of Sections 1 and 2 above on
a medium customarily used for software interchange; or,

b) Accompany it with a written offer, valid for at least three years, to give any
third party, for a charge no more than your cost of physically performing source
distribution, a complete machine-readable copy of the corresponding source
code, to be distributed under the terms of Sections 1 and 2 above on a medium
customarily used for software interchange; or,
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¢) Accompany it with the information you received as to the offer to distribute
corresponding source code. (This alternative is allowed only for noncommercial
distribution and only if you received the program in object code or executable
form with such an offer, in accord with Subsection b above.)

The source code for a work means the preferred form of the work for making
modifications to it. For an executable work, complete source code means

all the source code for all modules it contains, plus any associated interface
definition files, plus the scripts used to control compilation and installation of
the executable. However, as a special exception, the source code distributed
need not include anything that is normally distributed (in either source or
binary form) with the major components (compiler, kernel, and so on) of the
operating system on which the executable runs, unless that component itself
accompanies the executable.

If distribution of executable or object code is made by offering access to copy
from a designated place, then offering equivalent access to copy the source
code from the same place counts as distribution of the source code, even
though third parties are not compelled to copy the source along with the object
code.

. You may not copy, modify, sublicense, or distribute the Program except as

expressly provided under this License. Any attempt otherwise to copy, modify,
sublicense or distribute the Program is void, and will automatically terminate
your rights under this License. However, parties who have received copies, or
rights, from you under this License will not have their licenses terminated so
long as such parties remain in full compliance.

. You are not required to accept this License, since you have not signed it.

However, nothing else grants you permission to modify or distribute the
Program or its derivative works. These actions are prohibited by law if you do
not accept this License. Therefore, by modifying or distributing the Program (or
any work based on the Program), you indicate your acceptance of this License
to do so, and all its terms and conditions for copying, distributing or modifying
the Program or works based on it.

. Each time you redistribute the Program (or any work based on the Program),

the recipient automatically receives a license from the original licensor to

copy, distribute or modify the Program subject to these terms and conditions.
You may not impose any further restrictions on the recipients’ exercise of the
rights granted herein. You are not responsible for enforcing compliance by third
parties to this License.

. If, as a consequence of a court judgment or allegation of patent infringement

or for any other reason (not limited to patent issues), conditions are imposed
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on you (whether by court order, agreement or otherwise) that contradict the
conditions of this License, they do not excuse you from the conditions of this
License. If you cannot distribute so as to satisfy simultaneously your obligations
under this License and any other pertinent obligations, then as a consequence
you may not distribute the Program at all. For example, if a patent license
would not permit royalty-free redistribution of the Program by all those who
receive copies directly or indirectly through you, then the only way you could
satisfy both it and this License would be to refrain entirely from distribution of
the Program.

If any portion of this section is held invalid or unenforceable under any
particular circumstance, the balance of the section is intended to apply and the
section as a whole is intended to apply in other circumstances.

It is not the purpose of this section to induce you to infringe any patents or
other property right claims or to contest validity of any such claims; this section
has the sole purpose of protecting the integrity of the free software distribution
system, which is implemented by public license practices. Many people have
made generous contributions to the wide range of software distributed through
that system in reliance on consistent application of that system; it is up to the
author/donor to decide if he or she is willing to distribute software through any
other system and a licensee cannot impose that choice.

This section is intended to make thoroughly clear what is believed to be a
consequence of the rest of this License.

8. If the distribution and/or use of the Program is restricted in certain countries
either by patents or by copyrighted interfaces, the original copyright holder
who places the Program under this License may add an explicit geographical
distribution limitation excluding those countries, so that distribution is permitted
only in or among countries not thus excluded. In such case, this License
incorporates the limitation as if written in the body of this License.

9. The Free Software Foundation may publish revised and/or new versions of the
General Public License from time to time. Such new versions will be similar in
spirit to the present version, but may differ in detail to address new problems or
concerns.

Each version is given a distinguishing version number. If the Program specifies

a version number of this License which applies to it and “any later version”, you
have the option of following the terms and conditions either of that version or

of any later version published by the Free Software Foundation. If the Program

does not specify a version number of this License, you may choose any version
ever published by the Free Software Foundation.

10. If you wish to incorporate parts of the Program into other free programs whose
distribution conditions are different, write to the author to ask for permission.
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For software which is copyrighted by the Free Software Foundation, write to
the Free Software Foundation; we sometimes make exceptions for this. Our
decision will be guided by the two goals of preserving the free status of all
derivatives of our free software and of promoting the sharing and reuse of
software generally.

NO WARRANTY

11 BECAUSE THE PROGRAM IS LICENSED FREE OF CHARGE, THERE IS
NO WARRANTY FOR THE PROGRAM, TO THE EXTENT PERMITTED BY
APPLICABLE LAW. EXCEPT WHEN OTHERWISE STATED IN WRITING
THE COPYRIGHT HOLDERS AND/OR OTHER PARTIES PROVIDE
THE PROGRAM “AS IS” WITHOUT WARRANTY OF ANY KIND, EITHER
EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR
A PARTICULAR PURPOSE. THE ENTIRE RISK AS TO THE QUALITY
AND PERFORMANCE OF THE PROGRAM IS WITH YOU. SHOULD THE
PROGRAM PROVE DEFECTIVE, YOU ASSUME THE COST OF ALL
NECESSARY SERVICING, REPAIR OR CORRECTION.

12 IN NO EVENT UNLESS REQUIRED BY APPLICABLE LAW OR AGREED
TO IN WRITING WILL ANY COPYRIGHT HOLDER, OR ANY OTHER
PARTY WHO MAY MODIFY AND/OR REDISTRIBUTE THE PROGRAM AS
PERMITTED ABOVE, BE LIABLE TO YOU FOR DAMAGES, INCLUDING
ANY GENERAL, SPECIAL, INCIDENTAL OR CONSEQUENTIAL DAMAGES
ARISING OUT OF THE USE OR INABILITY TO USE THE PROGRAM
(INCLUDING BUT NOT LIMITED TO LOSS OF DATA OR DATA BEING
RENDERED INACCURATE OR LOSSES SUSTAINED BY YOU OR THIRD
PARTIES OR A FAILURE OF THE PROGRAM TO OPERATE WITH ANY
OTHER PROGRAMS), EVEN IF SUCH HOLDER OR OTHER PARTY HAS
BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.

END OF TERMS AND CONDITIONS
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in Europe:

Manufacturer: ASUSTeK Computer Inc.
Tel: +886-2-2894-3447
Address: No. 150, LI-DE RD., PEITOU, TAIPEI
112, TAIWAN
Authorised representative | ASUS Computer GmbH

Address: HARKORT STR. 21-23, 40880
RATINGEN, GERMANY

Authorised distributors

in Turkey:

BOGAZICI BIL GISAYAR SAN. VETIC. A.S.

Tel: +90 212 3311000

Address: AYAZAGA MAH. KEMERBURGAZ CAD.
NO.10 AYAZAGA/ISTANBUL

INDEX BILGISAYAR SISTEMLERI MUHENDISLIK

SAN. VETIC. A.S.

Tel: +90 212 3312121

Address: AYAZAGA MAH: CENDERE YOLU NO:9
AYAZAGA/ISTANBUL

EEE Yénetmeligine Uygundur
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ASUS Contact information

ASUSTeK COMPUTER INC. (Asia Pacific)
Address 15 Li-Te Road, Peitou, Taipei, Taiwan 11259
Website www.asus.com

Technical Support

Telephone +886228943447

Support Fax +886228907698

Software download support.asus.com*

ASUS COMPUTER INTERNATIONAL (America)
Address 800 Corporate Way, Fremont, CA 94539, USA
Telephone +15029550883

Fax +15029338713

Website usa.asus.com

Software download support.asus.com*®

ASUS COMPUTER GmbH (Germany and Austria)
Address Harkort Str. 25, D40880 Ratingen, Germany
Fax +492102959911

Online contact www.asus.com.de/sales

Technical Support

Component Telephone +49-1805-010923
System/Notebook /Eee/LCD Telephone +49-1805-010920

Support Fax +492102959911

Online support www.asus.com.de/support
Website www.asus.com.de/news

* Available on this site is an online Technical Inquiry Form that you can fill out to contact
technical support.
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