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We, the Undersigned, Inspiring Innovation « Persistent Perfection

Manufacturer: ASUSTek COMPUTER INC.

Address, City: No. 150, LI-TE RD., PEITOU, TAIPEI 112, TAIWAN R.O.C.
Country: TAIWAN

Authorized representative in Europe: ASUS COMPUTER GmbH

Address, City: HARKORT STR. 21-23, 40880 RATINGEN

Country: GERMANY

declare the following apparatus:
Product name: 11n Wireless ADSL modem router

Model  name: DSL-N11

conform with the essential requirements of the following directives:
[X12004/108/EC-EMC Directive

X EN 55022:2006+A1:2007 [0 EN 55024:1998+A1:2001+A2:2003
X EN 61000-3-2:2006 X EN 61000-3-3:1995+A1:2001+A2:2005
[ EN 55013:2001+A1:2003+A2:2006 [ EN 55020:2007

X1999/5/EC-R &TTE Directive

X EN 300 328 V1.7.1(2006-10) X EN 301 489-1 V1.8.1(2008-04)

[ EN 300 440-1V1.4.1(2008-05) O EN 301 489-3 V1.4.1(2002-08)

[ EN 300 440-2 V1.2.1(2008-03) [ EN 301 489-4 V1.3.1(2002-08)

0 EN 301 511 9.0.2(2003-03) O EN 301 489-7 V1.3.1(2005-11)

O EN 301 908-1 V3.2.1(2007-05) O EN 301 489-9 V1.4.1(2007-11) @
O EN 301 908-2 V3.2.1(2007-05) (X EN 301 489-17 V1.3.2(2008-04)

O EN 301 893 V/1.4.1(2005-03) O EN 301 489-24 V1.4.1(2007-09)

O EN 50360:2001 O EN 302 326-2 V1.2.2(2007-06)

0 EN 50371:2002 0 EN 302 326-3 V1.3.1(2007-09)

O EN 62311:2008 O EN 301 357-2 V1.3.1(2006-05)

[ EN 50385:2002

[X12006/95/EC-LVD Directive

X EN 60950-1:2006 [0 EN60065:2002+A1:2006
XCE marking
(EC conformity marking)

Position: CEO
Name: Jerry Shen

Declaration Date: Apr. 14, 2009 @—7

Year to begin affixing CE marking:2009
Signature :
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Appendices

Notices

Federal Communications Commission Statement

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

+ This device may not cause harmful interference.

+ This device must accept any interference received, including interference that
may cause undesired operation.

This equipment has been tested and found to comply with the limits for a class

B digital device, pursuant to part 15 of the FCC Rules. These limits are designed

to provide reasonable protection against harmful interference in a residential

installation.

This equipment generates, uses and can radiate radio frequency energy and, if
not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception, which can be determined

by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

@ + Reorient or relocate the receiving antenna. @
+ Increase the separation between the equipment and receiver.

+ Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

+  Consult the dealer or an experienced radio/TV technician for help.

) /' Caution: Any changes or modifications not expressly approved by the party responsible for
L= 3 compliance could void the user’s authority to operate the equipment.

FCC Radiation Exposure Statement

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance
20cm between the radiator & your bodly.

This transmitter must not be co-located or operating in conjunction with any other
antenna or transmitter. 2.4GHz operation of this product in the U.S.A. is firmware-limited
to channels 1 through 11.

@
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FCC Part 68 REQUIREMENTS

This equipment complies with Part 68 of the FCC rules and the requirements
adopted by the ACTA. On the bottom of this equipment is a label that contains,
among other information, a product identifier in the format US: ASUDLO1BDSLN11.
If requested, this number must be provided to the telephone company.

The REN is used to determine the number of devices that may be connected to a
telephone line. Excessive RENs on a telephone line may result in the devices not
ringing in response to an incoming call. In most but not all areas, the sum of RENs
should not exceed five (5.0). To be certain of the number of devices that may be
connected to a line, as determined by the total RENs, contact the local telephone
company. For products approved after July 23, 2001, the REN for this product is
part of the product identifier that has the format US: ASUDLO1BDSLN11. The digits
represented by O1are the REN without a decimal point (e.g., 03 is a REN of 0.3).
For earlier products, the REN is separately shown on the label.

A plug and jack used to connect this equipment to the premises wiring and
telephone network must comply with the applicable FCC Part 68 rules and
requirements adopted by the ACTA. A compliant telephone cord and modular
plug is provided with this product. It is designed to be connected to a compatible
modular jack that is also compliant. See installation instructions for details.

If your equipment causes harm to the telephone network, the telephone company
may discontinue your service temporarily. If possible, they will notify you in
advance. But if advance notice is not practical, you will be notified as soon as
possible. You will be informed of your right to file a complaint with the FCC. Your
telephone company may make changes in it is facilities, equipment, operations or
procedures that could affect the proper functioning of your equipment. If they do,
you will be notified in advance to give you an opportunity to maintain uninterrupted
telephone service.

If you experience trouble with this telephone equipment, Please contact the
following address and phone number for information on obtaining service or
repairs.

The telephone company may ask that you disconnect this equipment from the
network until the problem has been corrected or until you are sure that the
equipment is not malfunctioning.

This equipment may not be used on coin service provided by the telephone
company. Connection to party lines is subject to state tariffs.

COMPANY:  ASUS Computer International
ADDRESS: 44370 Nobel Drive, Fremount, CA 94536 USA
TEL NO: 510-739-3777 ext.4530

®
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IC (Canada)

1. 2.4GHz Mobile device (ex. 11b/g/n AP/Router) with fixed antenna:

( Industry Canada Statement )

This device complies with RSS-210 of the Industry Canada Rules.

Operation is subject to the following two conditions:

1) this device may not cause interference and

2) this device must accept any interference, including interference that may cause
undesired operation of the device

This Class A digital apparatus complies with Canadian ICES-003.

Cet appareil numerique de la class A est conforme a la norme NMB-003 du
Canada.

IC Radiation Exposure Statement

This equipment complies with Canada radiation exposure limits set forth for
uncontrolled environments. This equipment should be installed and operated with
minimum distance 20cm between the radiator & your body.

This transmitter must not be co-located or operating in conjunction with any other
antenna or transmitter.

2.4GHz operation of this product in Canada is firmware-limited to channels 1

@ through 11. @
CE (Europe)
WLAN 2.4GHz device:
This device can be operated in the EU without restrictions indoor.
However, operated outdoors in France is restricted to 2400 ~ 2454 MHz
(Channel 1 ~ 7).

Safety

1. For apply CSA not control power adapter:

This unit is to be used with an external power adaptor of a Class 2 or level 3 type
and Approved type suitable for use in the North America of equipment installation,
having an output voltage rating of 15 V dc, and output current rating of 0.8 A or
equivalent.

The external AC adapter must be complied with the requirements of LPS (Limited
Power Sources).

Power Supply

Leader

EU: MV12-Y150080-C5

UK: MV12-Y150080-B2

AU: MU12-2150080-A3

EEEY6netmeligine Uygundur.

®
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REACH

Complying with the REACH (Registration, Evaluation, Authorisation, and
Restriction of Chemicals) regulatory framework, we published the chemical
substances in our products at ASUS REACH website at
http://green.asus.com/english/REACH.htm

[Manufacturer: ASUSTeK Computer Inc.

Tel: +886-2-2894-3447

Address: No. 150, LI-DE RD., PEITOU, TAIPEI
112, TAIWAN

Authorised representative | ASUS Computer GmbH

(in Europe: Address: HARKORT STR. 21-23, 40880

RATINGEN, GERMANY
Authorised distributors BOGAZICI BIL GISAYAR SAN. VE TIC. A.S.

|in Turkey: Tel: +90 212 3311000

Address: AYAZAGA MAH. KEMERBURGAZ CAD.
NO.10 AYAZAGA/ISTANBUL

INDEX BILGISAYAR SISTEMLERI
MUHENDISLIK SAN. VE TIC. A.S.

@ Tel: +90 212 3312121 O]

Address: AYAZAGA MAH: CENDERE YOLU
NO:9 AYAZAGA/ISTANBUL

®
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[1. Setting up the hardware

Wired connection

/

all power outlet

Wireless connection

@ a

\Wall power outlet

»)

ADSL™ LAN14 DG n

[iﬁ]{ﬁ%,o

/

/ For establishing a wireless connection, use an IEEE 802.11b/g/n compatible WLAN card. Refer
to your WLAN card/adapter user manual for wireless connection procedures.

‘ ‘ Book 4550_DSL-N11-QSG_E-IN-TH-TR8 8

7/3/09 10:49:15AM‘ ‘



®

DSL-N11 Wireless Router Quick Start Guide

Mounting options

Out of the box, the ASUS Wireless
Router is designed to sit on a raised
flat surface like a file cabinet or a book
shelf. The unit may also be converted
for mounting to a wall or ceiling.

To mount the ASUS Wireless Router:

1.

> w

7
Z

Look on the underside for the two
mounting hooks.

Mark two upper holes on a wall or on
a raised flat surface.

Tighten two screws until only 1/4" is showing.

Latch the hooks of the ASUS Wireless Router onto the screws.

is too loose.

Note: Re-adjust the screws if you cannot latch the ASUS Wireless Router onto the screws or if it

power outlet.

When mounting on the wall, ensure that the ASUS Wireless Router is located near a

[2. Using the ASUS Quick Internet Setup (QIS)}

Z

By default, there is no security encryption for the ASUS Wireless Router. To protect your network

from malicious attacks or unauthorized access, click Advanced Setting > Wireless on the web
GUI. For more details, refer to the user manual included in the support CD.

The ASUS Quick Internet Setup (QIS) function automatically detects your Internet
connection settings. If the ASUS Wireless Router cannot automatically detect
your Internet connection type, you may need to manually set up your Internet
connection settings.

To use the ASUS Quick Internet Setup (QIS):
1.

Launch the web browser. Wait for about 20 seconds for QIS to automatically
detect your Internet connection type.

2. Key in your connection type’s username and password, then click Apply.
3, After the Internet connection type setup is completed, select any of these

options:

Going to Internet: Click to surf the Internet.

Simply Wireless Security Setting: Click to configure the wireless security settings.

‘ ‘ Book 4550_DSL-N11-QSG_E-IN-TH-TR9 9
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Manually setting up your Internet connection

To manually set up your Internet connection:

1. If ASUS QIS cannot automatically detect your Internet connection type, click
Skip to manual settings.

V{— S =Ry

Detecting your wpi /v setting

(! Start to detect your connection type.

at 1 times, the maxim
detection is 20 secands.

2. Select your Country and ISP, then click Next. If your country and ISP are not
on the list, select Not list and key in your VPI and VCI then click Next. You may

ask your ISP for VPI/VCI values.
3. On the login page, key in the default user name (admin) and password (admin).
@ 4. The router supports these connection types: PPP over ATM (PPPoA), PPP over @

Ethernet (PPPoE), MAC Encapsulation Routing (MER), IP over ATM (IPoA),
and Bridging. Select your connection type and follow the onscreen instructions.

/ Obtain the required information about your Internet connection type from your Internet Service
= Provider (ISP).

5. When done, click Save/Reboot.

/ For more details on ASUS QIS, refer to the user manual included in the support CD.
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[1. Mempersiapkan perangkat keras }

Sambungan berkabel
4 )

ADSL LAY DCln

Stopkontak

m-?u?u.—@ .
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® 4 ) ®

Stopkontak | |

Kabel daya

/ Catatan: Untuk membuat sambungan nirkabel, gunakan kartu WLAN IEEE 802.11b/g/n yang
~ kompatibel. Untuk prosedur pembuatan sambungan nirkabel, lihat panduan pengguna tentang
adapter nirkabel.

@
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Pilihan pemasangan

Secara umum, ASUS WL-520GU
Wireless Router dirancang untuk
pemasangan pada permukaan yang
rata, seperti lemari arsip atau rak buku.
Unit ini juga sesuai untuk pemasangan
di dinding atau langit-langit.

Untuk memasang ASUS WL-520GU:

1. Cari dua pengait di bagian bawah
unit.

2. Buat dua lubang di bagian atas dinding atau pada permukaan yang rata.
3. Kencangkan kedua sekrup hingga terlihat hanya 1/4 inci.
4. Pasang pengait ASUS WL-520GU ke sekrup tersebut.

o
o
=
D
73
Y
5
o
o
3
®
@
o

ﬁ Catatan: Atur ulang posisi sekrup jika ASUS Wireless Router tidak dapat dikaitkan atau jika
sekrup terlalu longgar.

/ Bila dipasang di dinding, pastikan ASUS Wireless Router berada di dekat stopkontak.

® 2. Menggunakan ASUS Quick Internet Setup ®
(Qls)

Secara default, ASUS Wireless Router tidak dilengkapi enkripsi keamanan. Untuk melindungi

= jaringan dari serangan berbahaya atau akses tidak sah, klik Advanced Setting (Pengaturan
Lanjutan) > Wireless (Nirkabel) pada GUI Web. Untuk informasi rinci, lihat panduan pengguna
yang tersedia di CD pendukung.

Fungsi ASUS Quick Internet Setup (QIS) akan secara otomatis mendeteksi pengaturan
sambungan Internet. Jika ASUS Wireless Router tidak dapat mendeteksi jenis sambungan
Internet secara otomatis, Anda mungkin harus mengkonfigurasi pengaturan sambungan
Internet secara manual.

Untuk menggunakan ASUS Quick Internet Setup (QIS):

1. Aktifkan browser Web. Tunggu hingga QIS mendeteksi jenis sambungan Internet secara
otomatis kurang lebih selama 20 detik.

2. Masukkan nama pengguna dan sandi untuk jenis sambungan, lalu klik Apply (Terapkan).
3, Setelah konfigurasi jenis sambungan selesai, gunakan salah satu dari pilihan berikut:
Mengakses Internet: Klik untuk surfing Internet.

Pengaturan Keamanan Nirkabel Mudah: Klik untuk mengkonfigurasi pengaturan keamanan
nirkabel.

(12)
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Mengkonfigurasi sambungan Internet secara manual
Untuk mengkonfigurasi sambungan Internet secara manual:

1. Jika ASUS QIS tidak dapat mendeteksi jenis sambungan Internet secara
otomatis, klik Skip to manual settings (Lompat ke pengaturan manual).

V{— " —eg

Detecting your vpi/vei setting

I, Start to detect your connection

YPe..ie
at 1 times, the maximum time of
detection is 20 seconds.

©
7]
o
c
o
!
=
@
()
©
£
5]
m

2. Pilih Country (Negara) dan ISP Anda, lalu klik Next (Lanjut). Jika negara dan
ISP Anda tidak tercantum dalam daftar, pilih Not list (Tidak tercantum dalam
daftar), lalu masukkan VPI dan VCI, kemudian klik Next (Lanjut). Anda dapat
meminta ISP untuk nilai VPI/VCI.

@ 3. Pada halaman login, masukkan sandi (admin) dan nama pengguna (admin) @
default.

4. Router mendukung jenis sambungan berikut: PPP over ATM (PPPoA), PPP
over Ethernet (PPPoE), MAC Encapsulation Routing (MER), IP over ATM (IPoA),
dan Bridging. Pilih jenis sambungan, lalu ikuti petunjuk pada layar.

/ Dapatkan informasi yang diperlukan tentang jenis sambungan Internet dari ISP (Internet Service
= Provider).

5. Setelah selesai, klik Save/Reboot (Simpan/Boot ulang).

/ Catatan: Untuk informasi lebih rinci tentang QIS, lihat panduan pengguna yang disertakan
= dalam CD dukungan.

O
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MLaanlunsia

ASUS WL-520GU “51ad mmas "lﬂsu
mﬁaammu?mwuuwumﬁuu mu,uu,m
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Twnaiin ASUS WL-520GU:
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3. Maangdpem awngenudianne 1/4" udavay

4. A9 ASUS WL-520GU uwdn
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wanmiahuainiAwly

% DUIKULKWS, A519QTMITaN ASUS hsiad 1511ADS agTnanuiadouinmn

® 2. M5y nsnawnasiinaiugay ASUS ®
Qls)

/ﬁ AMuAENAK NdnTizNaHRIRaANNYRDARBRKST ASUS 151ad 1511nDT

WD UBIAIASD 282 BIAMIINNNTYTINTISERIATIE 1EDNNFTIWIALIHIASTa A

1@, Adn Advanced Setting (MaavAn2igs) > Wireless (15an) uwiu GUI

fMSUTEALIBIAANIAN THeAdaNT2May Ty CD NubEwn

WangZis NAIA AT IEAAIKDY ASUS ( (Qls)
amﬂaaum‘uifamaaumaﬁmﬂmaoﬂm‘iﬂuamiuuﬂ a1 ASUS haias
mmaﬁ“lummiﬂmﬂaauﬂmmﬂﬁmmaaumaﬁmmaqﬂm"m
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W77 M BuaaTiiaawaae ASUS (QIS):

. alkuwseas ToUssanns 20 AwitAaTH QIS
mﬂaauzruc-mﬁl,ﬂamaaumaimﬂma\mm

2. Wuwzravﬂmm:iﬁ"ﬁmma\nfﬂﬂmitﬂamaﬂammmﬂﬂ, anuikaan Apply (72)
o x ! ~ A, ' A & -V A o A N ~
3. HAINMTAIANARANISITDNAD D LADTIRATNUTMHURD, IADNAIADNAD U
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ANTAIANNNSITINADA AT IINYDIAMULLUNULIE

WNMSMAINSIEINADAULADTIINYDIAHILLLNLIA:

1. n1 ASUS QIS "l.aimmsnmmaa”uﬂﬁ,mm‘m’“'rauﬁaﬁmmaﬁﬁmamm"tﬁ,
Aan Skip to manual settings (iTw“lUuﬁmwﬁﬁwhuuuuuuma)

-|:/E Start to detect your connection type......
Detecting at 1 times, the maximum time of
seconds.

2. 1aan Country (Uszind) uag ISP, MnunAan Next (0011) aszinduas ISP
209 lalADyuBAng, 1d0n Not list (Ialauday) uasiaw VPl uaz VCI
209Ans2lU 9 nUkAdNn Next (0a'll) amd 9w ISP aauamsiAsnuAl VPI/

VCl
@ 3. Onthe login page, key in the default user name (admin) and password (admin). @

4, ﬁﬁmn’fﬂﬁuﬁwuwﬁﬂm'ﬂfram\'mpéﬂi: PPP over ATM (PPP uw ATM)(PPPoA),
PPP over Ethernet (PPP ywiisa511a)(PPPoE), MAC Encapsulation Routing
(MAC Lﬁullﬂﬂijm?ﬁ& 157169)(MER), IP over ATM (IP uws ATM)(IPoA)

uae Bridging (u5Adv) LADNYRANTIZDNADADIAS
UREUHURANZWADBLBAIDD

> A 4 < ~ y 'l oa o= “0." A A - e
/ﬁ 2024ANNTBININUARANSITDNADIWIADTIRA2DIAMIINK TRUSNITAULADS AR (ISP)

2DIAM

5. Wipvinid@Fauan, aan Save/Reboot (FatAy/ynTha)

% MHNEWA: SMSUTEaziBsaANi ANy QIS MeadnuTaMtrantuuu CD fuiEuL

®
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[1. Donanimi kurma

Kablolu baglant

/

Duvar prizi

Kablosuz Baglanti

/

Duvar prizi

»)

ADSL™ LAN14 DC

[iﬁ]{ﬁ%,o

Not: Kablosuz baglanti saglamak i¢in, IEEE 802.11b/g/n uyumlu bir WLAN karti kullanin.

“ Kablosuz baglanti prosedurleri igin kablosuz adaptérd kullanim kilavuzuna bakin.
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Takma secenekleri 8 9
Kutudan ¢ikan ASUS WL-520GU () )
Kablosuz Yénlendirici dosya dolabi = =

ya da kitaplk gibi yliksek ve duz bir
ylizeyde durmak igin tasarlanmistir.
Unite ayni zamanda duvar veya tavana
monte etmek icin dondstrdlebilir.

ASUS WL-520GU'yi monte etmek
icin:

1. iki adet monte gengelinin alt
taraflarina bakin.

2. iki adet list cengeli duvara veya yiiksek ve diiz bir ylizeye gegirin.
3. iki vidayr sadece 1/4" géziikecek sekilde sikin.
4. ASUS WL-520GU 'nin ¢engellerini vidalara tutturun .

/ Not: ASUS Kablosuz Yénlendiriciyi vidalara tutturamazsaniz veya ¢ok gevsekse, vidalari
= yeniden ayarlayin.

/ Duvara monte ederken, ASUS Kablosuz Yénlendiriciyi elektrik prizinin yakinina
= yerlestirmeye dikkat edin.

2. ASUS Hizli internet Ayari (QIS)’in
Kullaniimasi

/ Varsayilan olarak, ASUS Kablosuz Yénlendirici icin guvenlik sifrelemesi yoktur. Aginizi kot

= niyetli saldirilardan veya yetkisiz erisimlerden korumak i¢in, web GUI'deki Advanced Setting
(Gelismis Ayarlar) > Wireless (Kablosuz)'a tiklayin. Daha fazla bilgi icin, destek CD’sindeki
kullanim kilavuzuna bakin.

ASUS Hizli internet Ayari (QIS) iglevi internet baglanti ayarlarinizi otomatik olarak
belirler. ASUS Kablosuz Yénlendirici internet baglanti tiiriintizli otomatik olarak
algilayamazsa, Internet baglanti ayarlarinizi mantel olarak kurmaniz gerekebilir.

ASUS Hizl Internet Ayari (QIS)'i kurmak igin:
. Web tarayicinizi baglatin. QIS’in internet baglanti tliriiniizi otomatik olarak algilamasi igin
yaklasik 20 saniye bekleyin.

2. Baglanti tlrtintzun kullanici adini ve parolasini girin, daha sonra Apply (Uygula)’ya
tiklayin.

3. Internet baglanti tirli ayari tamamlandiktan sonra, bu segeneklerden herhangi birini segin:
internete erigim: internette gezinmek igin tiklayin.

Basit Kablosuz Givenlik Ayari: Kablosuz gtivenlik ayarlarini yapilandirmak icin tiklayin.
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internet baglantinizin maniiel olarak ayarlanmasi
internet baglantinizi maniiel olarak ayarlamak icin:

1. ASUS QIS internet baglanti turtintizi otomatik olarak algilamazsa, Skip to
manual settings (Mantiel ayarlara geg)’e tiklayin.

NSU0S osuve

Detecting your vpifvc setting

W Start to detect your connection type
at 1 times, the maximum tlne of
detection is 20 secunds

2. Country (Ulke) nizi ve ISP (internet Servis Saglayicisi)’ni secin, daha sonra
Next (ileri)yi tiklayin. Ulkeniz ve ISP (internet Servis Saglay|0|3|) listede
degilse, Not list (Listede Yok)'u segin, VPI ve VCI'nizi girin, daha sonra Next
(lleri)’yi tiklayin. VPI/VCI degerleri igin ISP (Internet Servis Saglayicisi) degerleri
istenebilir.

3. Oturum agma sayfasinda, varsayilan kullanici adini (admin) ve parolayi (admin)
girin.

4. Yénlendirici bu baglanti turlerini desteklemektedir: ATM tizerinden PPP (PPPoA),
Ethernet lzerinden PPP (PPPoE), MAC Kapslilleme Dolasim (MER), ATM
tizerinden IP (IPoA) ve Képriileme. Baglanti turtintizti segin ve asagidaki ekran
ustd talimatlarini takip edin.

% internet Servis Saglayicinizdan (ISP) internet baglanti trtintiz hakkinda gerekli bilgileri alin.

5. Bittiginde, Save/Reboot (Kaydet/Yeniden Ytikle)'yi tiklayin.

% Not: QIS hakkinda daha fazla bilgi icin, destek CD'sindeki kullanim kilavuzuna bakin.
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