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Bu kilavuz hakkinda

Bu kullanim kilavuzu, ASUS Kablosuz Yénlendiriciyi kurarken ve yapilandirirken
size gerekli olacak bilgileri icerir.

Kilavuz nasil duzenlenmistir
Bu kilavuz asagidaki bélimlerden olusur:

Béliim 1: Kablosuz yénlendiricinizi tanima

Bu béliim, ASUS Kablosuz Yénlendiricinin paket icerigi, sistem gereksinimleri,
donanim dzellikleri ve LED géstergeleri hakkinda bilgi verir.

Boliim 2: Donanimi kurma

Bu bélim ASUS Kablosuz Yénlendiriciyi kurma, (rline erisme ve Grini
yapilandirma ile ilgili yénergeler igerir.

Béliim 3: Ag istemcilerini yapilandirma

Bu bélim, aginizdaki istemcilerin ASUS Kablosuz Yénlendiriciyle birlikte
calismak Uzere ayarlanmasina dair yonergeler icerir.

Boliim 4: Web GUI iizerinden yapilandirma

Bu bélim, web grafik kullanici arabirimini (web GUI) kullanarak ASUS
Kablosuz Yénlendiriciyi yapilandirma ile ilgili yénergeler icerir.



Boliim 5: Sorun giderme

Bu bélim, ASUS Kablosuz Yoénlendiriciyi kullanirken karsilasabileceginiz
yaygin sorunlari ¢g6zmek lizere bir sorun giderme kilavuzu saglar.

Ekler
Bu béliimde yasal Bildirimler ve Givenlik ifadeleri yer alir.

Bu kilavuzda kullanilan ifadeler

' UYARI: Bir gbrevi tamamlamaya c¢aligirken kendinizi yaralamayi
é Onlemeye yonelik bilgiler.

" DIKKAT: Bir gérevi tamamlamaya caligirken hasari énlemeye yénelik
bilgiler.

R ONEMLI: Bir gérevi tamamlamak igin izlemeniz GEREKEN
ybnergelerdir.

NOT: Bir gérevi tamamlamaya yardimci olacak ipuglari ve ek bilgilerdir.



Kablosuz
yonlendiricinizi tanima

Paket icerigi

ASUS Kablosuz Yénlendirici paketinizde asagidaki égeleri kontrol edin.

M DSL-N11 11n WiFi ADSL Yénlendirici

M Ac Glic adaptori (bolgeye gore tirli degisir)
Kategori 5 (CAT5) Ethernet kablosu

RJ-11 kablo

Destek CD'si (kilavuz)

Béllcu (bdlgeye gore turl degisir)

Hizl Baglangi¢ Kilavuzu

NNNRNRN

/ﬁ Not: Bilesenlerden herhangi biri hasar gérmis ya da eksik ise saticinizla temasa gegin.

Sistem gereksinimleri

ASUS Kablosuz Yonlendiriciyi kurmadan 6nce, sisteminizin/aginizin asagidaki
gereksinimleri karsiladigindan emin olun:

Bir Ethernet RJ-45 baglanti noktasi (10Base-T/100Base-TX)
+ Kablosuz &zellige sahip en az bir IEEE 802.11b/g/n aygiti
Kurulu bir TCP/IP ve Internet tarayicisi

Devam etmeden 6nce

ASUS Kablosuz Yonlendiriciyi kurmadan 6nce asagidaki yonergeleri dikkate alin:

Aygrti aga (hub, ADSL/kablo modem, yénlendirici, duvar baglantisi) baglamak
icin kullanilan Ethernet kablosunun uzunlugu 100 metreyi gegmemelidir.

Aygiti zeminden olabildigince yukarida bulunan diiz, sabit bir ylizeye yerlestirin.
Aygrti engelleyici metal cisimlerden ve dogrudan glines 1sigindan uzak tutun.

Sinyal kaybini 6nlemek i¢in aygiti transformatérlerden, agir hizmet
motorlarindan, flloresan lambalardan, mikrodalga firinlardan, sogutuculardan
ve diger endistriyel aygitlardan uzak tutun.

Tum kablosuz mobil aygitlar igin ideal kapsama saglamak Uzere, aygiti merkezi
bir noktaya kurun.

6 DSL-N11 Bolum 1: Kablosuz yénlendiricinizi tanima



Urtintin Federal iletisim Komisyonu tarafindan benimsenen, insanlar icin RF

Maruziyet Yonergelerine uygun olarak calistirnldigindan emin olmak icin aygiti

kisilerden en az 20cm uzaga kurun.

Donanim oOzellikleri
On panel

DSL-N11 11n WiFi ADSL Yénlendirici 6n panelinde DSL-N11'in durumunu

gosteren LED gbstergeler bulunur.

ASUS o R8s atevY
 —— Y
Durum gostergeleri
LED Durum Gosterge
Power (Giig) Kesintisiz Yesil Gug acik, normal calisma
Kapali Gug kapali veya ariza
ADSL SYNC Kesintisiz Yesil ADSL baglantisi kuruldu
%?‘?IEEME) E@é;ﬁ)Sanyor ADSL baglantisi kurulamiyor
Kapali ADSL baglantisi yok
ADSL Data Yanip Soniyor Veri génderiliyor/aliniyor

(ADSL Verileri)

(Yesll)

Kapali Veri aktarimi yok
WLAN Yanip Sontyor WLAN baglantisi kuruluyor
(Yesll)
Kapali Kablosuz baglanti yok
WPS Yanip séntyor islem devam ediyor
Yanip Sonuyor Basarisiz
(Kirmizi)
Yesil Basarih
Kapali Baglanti yok
LAN1-LAN4 Kesintisiz Yesil Ethernet kablosuyla fiziksel ag baglantisi

var

Yanip Soénuyor
esih

Veri génderiliyor veya aliniyor

Kapali

Glc veya fiziksel baglanti yok

Bélum 1: Kablosuz yénlendiricinizi tanima
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Arka panel

) EIEE L L [0 (

ADSL LAN1-LAN4 Reset  Power on/off

Oge Aciklama
ADSL Birlikte verilen béltciye RJ-11 kablosu baglayin
LAN1-LAN4 LAN baglantisi olusturmak icin bu baglanti noktalarina

RJ-45 Ethernet kablolari takin.

RESET (SIFIRLA) Byk?ugme sistemi fabrika varsayilan ayarlarina geri
yukler.

POWER (GUG) Yénlendiricinizi bir glic kaynagina baglamak igin bu
baglanti noktasina bir AC ‘adaptdri takin

ON/OFF (ACIK/ Gucl agcmak/kapatmak icin bu diigmeye basin
KAPALI) (AG ¢ p ¢ gmey!

WPS Bu diigme WPS yardimci programini baglatir.

Uriin 6zellikleri

Kablosuz Yonlendirici asagidaki 6zellikleri saglar:
+ Dabhili ADSL modem
+ Dahili givenlik duvari

+ |[EEE802.11n standardini esas alan kablosuz ag, 802.11b/g aygitlariyla geriye
dogru uyumlu

+ ASUS Yeni Kullanici Arayiizii - Nesne ve gérev amagl web tabanli
yapilandirma araytzu.

+ ADSL baglantisi, kablosuz ve glvenlik yapilandirmalari i¢in Hizl Internet
Kurulumu (QIS).

+ Dogru ag bilgisi ve yonetimi i¢in Ag Esleme

+ Sezgisel denetimli araylz ile uygulama tabanli bant genisligi ydnetimi icin
EZQoS.

DSL-N11 Bélum 1: Kablosuz yénlendiricinizi tanima



Alt panel

5
3

Oge Aciklama

(1) Montaj kancalari

Yénlendiricinizi beton veya ahsaE ylzeylere monte etmek igin
iki yuvarlak bagli vida ile' montaj kancalarini kullanin.

(2] Hava delikleri
Bu delikler yénlendiricinizin havalandiriimasini saglar.

/ Not: Yénlendiricinizi duvara veya tavana monte etme hakkinda ayrintili bilgi igin, bu kullanim
kilavuzunun bir sonraki sayfasinda yer alan Mounting options (Montaj secenekleri) kismina
bakin.

Bolum 1: Kablosuz yénlendiricinizi tanima DSL-N11 9



Montaj secenekleri

ASUS Kablosuz Yénlendirici, kutusundan ¢ikarildiginda dosya dolabi ya da kitaplik
rafi gibi yliksek ve dliz bir ylzeye yerlestirilecek sekilde tasarlanmistir. Birim ayni
zamanda duvar veya tavana monte edilecek sekilde cevrilebilir.

ASUS Kablosuz Yonlendiriciyi monte etmek
icin:

1. Iki montaj kancasini alt kisimda bulun.

2. Ustteki iki deligi diiz bir ylizeyde isaretleyin.
3. iki vidayl 6mm kalana kadar sikin.
4

. ASUS Kablosuz Yénlendiricinin kancalarini
vidalara tutturun.

)ﬁ Not: ASUS Kablosuz Yénlendiriciyi vidalara tutturamiyorsaniz veya tutturdugunuzda gok
gevsekse, vidalari yeniden ayarlayin.

10 DSL-N11 Bolum 1: Kablosuz yénlendiricinizi tanima



Donanimi
kurma

Kablosuz yonlendiriciyi kurma

ASUS Kablosuz Yoénlendirici, dogru yapilandirma ile gesitli calisma senaryolarini
karsilar. Kablosuz ortaminizin gereksinimlerini karsilamak i¢in, kablosuz
yonlendiricinin varsayilan ayarlarini degistirmeniz gerekebilir.

/ Notlar: Kablosuz belirsizligi nedeniyle olasi kurulum problemlerini 6nlemek amaciyla ilk
- yapilandirma igin kablolu baglanti kullanmanizi éneririz.

Kablolu baglantiyi kurma

ASUS Kablosuz Yonlendirici, paket icinde RJ11 kablo, RJ45 LAN kablosu ve
bélliciyle birlikte verilir. Kablosuz yénlendiricide tlimlesik auto-crossover iglevi
bulunur; bu ylzden kablolu baglanti i¢in straight-through (dliz) veya crossover
(capraz) kablo kullanin.

Kablolu baglantiyi kurmak igin:

1. Béluctinin hat konektérini telefon prizine takin ve telefonunuzu telefon
baglanti noktasina (A) baglayin.

2. Kablosuz yénlendiricinizin LINE (HAT) baglanti noktasini bolictnin DSL
baglanti noktasina (B) baglayin.

3. Birlikte verilen RJ45 LAN kablosuyla bilgisayarinizi kablosuz yénlendiricinin
LAN baglanti noktasina (C) baglayin.

ADSL  LAN1-4 DCIn (DC Girs)
Duvar elektrik prizi |l |

Duvar telefon prizi

HE
Ayinct

Bélim 2: Donanimi kurma DSL-N11
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Kablosuz baglantiyi kurma

Kablolu baglantiyi kurmak icin:

1. Boluctnin hat konektdrini telefon prizine takin ve telefonunuzu telefon
baglanti noktasina (A) baglayin.

2. Kablosuz yénlendiricinizin LINE (HAT) baglanti noktasini bolucinin DSL
baglanti noktasina (B) baglayin.

3. Kullanilabilir aglari gérintilemek icin bilgisayarinizi agin ve Windows® gérev
cubugundaki kablosuz ag simgesini ¢ift tiklatin. Kablosuz ydnlendiricinizi segin.
Varsayilan olarak, kablosuz yonlendirici icin giivenlik anahtari yoktur. Connect
(Baglan)'i tiklatin ve baglanti saniyeler icinde tamamlanir.

ADSL-LAN1-4 O%n0C

Aginizi kdtl amagli saldirilar veya izinsiz erisimden korumak icin web GUI'de Advanced Setting
- (Geligsmis Ayar) > Wireless (Kablosuz)'u tiklatin.

12 DSL-N11 Bolim 2: Donanimi kurma



Ag istemcilerini
yapilandirma

Kablosuz yonlendiriciye erigim

Kablolu veya kablosuz istemci icin IP adresi
belirleme

ASUS Kablosuz Yonlendiriciye erismek icin, kablolu veya kablosuz istemcilerinizdeki
TCP/IP ayarlari dogru olmalidir. Istemcinin IP adreslerinin, ASUS Kablosuz
Yénlendiriciyle ayni alt agda bulundugundan emin olun.

Varsayilan ayar olarak, ASUS Kablosuz Yénlendirici, DHCP sunucu iglevini
birlestirir; bu da IP adreslerinin aginizdaki istemcilere otomatik olarak atanmasini
saglar.

Ancak bazi durumlarda, kablosuz yonlendiricinizden IP adreslerini otomatik olarak
almak yerine, aginizdaki bazi istemcilere veya bilgisayarlara man(el olarak statik
IP adresleri atamak isteyebilirsiniz.

Asagida, istemcinizde veya bilgisayarinizda kurulu olan isletim sistemine uygun
ybnergeleri izleyin.

/ Not: Bir IP adresini istemcinize maniiel olarak atamak istiyorsaniz, asagidaki ayarlari

kullanmanizi éneririz:

+ IP adresi: 192.168.1.xxx (xxx, 2 ve 254 arasinda herhangi bir sayi olabilir. IP adresinin
baska bir aygit tarafindan kullanilmadigindan emin olun)

+ Alt Ag Maskesi: 255.255.255.0 (ASUS Kablosuz Yoénlendiriciyle ayni)
+ Ag Gecidi: 192.168.1.1 (ASUS Kablosuz Yonlendiricinin IP adresi)

+ DNS: 192.168.1.1 (ASUS Kablosuz Yénlendirici) veya aginizda bilinen bir DNS sunucusu
atayin

Bslum 3: istemcileri yapilandirma DSL-N11
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Windows® 9x/ME
1. A ayari penceresini gériintilemek  [EE= S

icin Start (Baglat) > Control Panel Contprnion | dmticaion | AcowesCori|
(Denetim Masasi) > Network (Ag)
6gelerini tiklatin.

2. TCPAP, sonra Properties
(Ozellikler) 6gelerini segin.

Prssary Matvecst, | gon.

[Misze B by Leors =

e s i Shaengy I

Esacrpion
TECFAF w o geicacol yors s 10 Conmect b e intesned el
e i rberh o

L I Careel
3. Bilgisayarinizin otomatik [1CPAP Progmnties __________EHE]

olarak bir IP adresi almasini Bikge | ddeecsd | hesis |
istiyorsaniz, Obtain an IP address b Configeasion | ity | 1IN Cordgpuntion, P ddbess
automatically (Otomatik olarak A P saciesn can be sulomsicaly aimgned Io this conpun
bir IP adresi al) 6gesini tiklatin ve "ﬁ.”mmm i i
ardindan OK (TAMAM)' tiklatin. REALIN
Istemiyorsaniz, Specify an IP .
address (Bir IP adresi belirtin) © B ot el
ogesini tiklatip IP address (IP f AR o
adresi) ve Subnet Mask (Alt Ag 1
Maskesi) bilgilerini girin. P e |

FEET

14 DSL-N11 Béliim 3: istemcileri yapilandirma



4. Gateway (Ag Gegidi) sekmesini
secip New gateway (Yeni ag
gegcidi) bilgilerini girin ve Add
(Ekle) dugmesini tiklatin.

5. DNS configuration (DNS
yapilandirmasi) sekmesini secip
Enable DNS (DNS'yi Etkinlestir)
6gesini tiklatin. Host (Ana
Bilgisayar), Domain (Etki Alani)
ve DNS Server Search Order
(DNS Sunucusu Arama Diizeni)
bilgilerini girin ve Add (Ekle)
digmesini tiklatin.

6. OK (TAMAM) dugmesini tiklatin.

Bslum 3: istemcileri yapilandirma

TCPAP Peigeertics

rdrgs | Adaecsd | WesiDS
UG Corfigusion Batmwy. | WiNG Coniguratin | 1P Adsens

Tites Tk patewasy i s Dectaesd (et Rt wall byt el st
Ther ackderts ondiet i the ot el e e ecder i mhach Tt
it e uer]

e gty
M. . . ] s |
Irataded galesiyr

W

TCPAF Progeites
Tievteae Aderad | HamOs
0K Configpantion | Giatawy | WK Configuanbin | P At
W Dipable DHS
I Erable (NS

| |
|7_|
—

[ ] owen |
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Windows® NT4.0

1. Network setup (Ag kurulumu) ]
penceresini gérintilemek iin M| Savvcas Frtecchi | Adigaues | Eiviegs |
Control Panel (Denetim Masasi) it Lt
> Network (Ag) kismina gidip T HaBEL Frokeeal
Protocols (Protokoller) sekmesini e e
segin.

2. Network Protocols (Ag Protokolleri)
listesinden TCP/IP Protocol

(TCP/IP Protokolii) ogesml Secip i, | B | Eepstes it |

Properties (Ozellikler) 6gesini T

tiklatin. memm Ll

ﬁ-umm
I

3. Microsoft TCP/IP Properties e T T

(Microsoft TCP/IP Ozellikleri) Plekben | K5 | WS dcioes | DHCH Al | Fourg]

penceresinin IP Address (IP Adresi) it T i

sekmesinden: 0.t e i s ks iy 1Y

Sisteminize taktiginiz ag s

bagdastiricisi tlrind segin.

Yonlendiriciyi IP adresini
otomatik olarak atayacak

bicimde ayarlayin. 7 bt 1P ks i 4 DHE forem
. o . ™ Lpechy onIF addin
IP adresi, alt ag maskesi ve
varsaylilan ag gegidini, el ile I
ayarlayin. I
e
dafewiwd I

S T |

16 DSL-N11 Bélim 3: Istemileri yapilandirma



4. DNS sekmesini secin ve DNS e — T

Service Search Order (DNS Padten O |t Admen | DHCP Relay] P |
Sunucusu Arama Diizeni)
ifadesinin altindaki Add (Ekle) e
6gesini tiklatip DNS adresini girin. [ [
[ Fervice sk Cnfer
IR
L
s | | |
D § e §panhs Dol
ol
[
o | |

Windows® 2000
1. Start (Baslat) > Control Panel i
(Denetim Masasi) > Network Gorrd |
and Dial-up Connection (Ag [
ve Cevirmeli Baglanti) ¢gelerini [ 6 st RO P Dt e
tiklatin. Local Area Connection
(Yerel Ag Baglantisi) 6gesini sag Sty by
tiklatip Properties (Ozellikler) R Caniniattiabs
ogesini tiklatin. PO RAM Bk Bt
s | Uead | P
[
Tiararmmnson: Contel Peioeciinteeel Proeenl The defad
e g el penkosl S Peed
e e R e ] At
I Sheg itenin iashiay sher eorrmeied
o I Canced

Bslum 3: istemcileri yapilandirma DSL-N11 17



2.

Internet Protocol (TCP/IP) (Internet
Protokolii - TCP/IP) ogesml Secip
Properties (Ozellikler) 6gesini
tiklatin.

IP ayarlarinin otomatik olarak
atanmasini istiyorsaniz, Obtain an IP
address automatically (Otomatik
olarak bir IP adresi al) segenegini
isaretleyin. Istemiyorsaniz, Use the
following IP address (Asagidaki IP
adresini kullan) 6gesini segin. ve IP
address (IP adresi), Subnet mask
(Alt ag maskesi) ve Default gateway
(Varsayilan ag gecidi) bilgilerini girin.
DNS sunucu ayarlarinin otomatik
olarak atanmasini istiyorsaniz,
Obtain an IP address
automatically (Otomatik olarak bir
IP adresi al) secenegini igaretleyin.
Istemiyorsaniz, Use the following
DNS server address (Asagidaki
DNS sunucu adresini kullan)
secenegini isaretleyin. ve Preferred
(Tercih edilen) ve Alternate DNS
server (Alternatif DNS sunucusu)
bilgilerini girin.

Bitirdiginizde OK (Tamam)
digmesini tiklatin.

Windows® XP

1.

Start (Baslat) > Control Panel
(Denetim Masasi) > Network
Connection (Ag Baglantisi)
Ogelerini tiklatin. Local Area
Connection (Yerel Ag Baglantisi)
6gesini sag tiklatip Properties
(Ozellikler) segenegini isaretleyin.
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2.

Internet Protocol (TCP/IP)
(Internet Protokolii - TCP/

IP) 6gesini segip Properties
(Ozellikler) 6gesini tiklatin.

IP ayarlarinin otomatik olarak
atanmasini istiyorsaniz, Obtain
an IP address automatically
(Otomatik olarak bir IP adresi
al) segenegini isaretleyin.
Istemiyorsaniz, Use the following
IP address (Asagidaki IP
adresini kullan) 6gesini segin. ve
IP address (IP adresi), Subnet
mask (Alt ag maskesi) ve Default
gateway (Varsayilan ag gecidi)
bilgilerini girin.

DNS sunucu ayarlarinin otomatik
olarak atanmasini istiyorsaniz,
Obtain DNS server address
automatically (DNS sunucu
adresini otomatik olarak

al) secenegini igaretleyin.
Istemiyorsaniz, Use the following

DNS server addresses (Asagidaki

DNS sunucu adreslerini kullan)

secenegini isaretleyin: ve Preferred

and Alternate DNS server
(Tercih Edilen ve Alternatif DNS
sunucusu) bilgisini girin.
Bitirdiginizde OK (Tamam)
digmesini tiklatin.

Bslum 3: istemcileri yapilandirma
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Windows® Vista

1. Start (Baslat)'l tiklatin, Control Panel { Lol femn Coemechens Propertes
(Denetim Masasi) > Network and fihe
Sharing Center (Ag ve Paylagim e
Merkezi)ni segin. Local Area i et
Connection (Yerel Ag Baglantisi)
6gesini sag tiklatip Properties
(Ozellikler) segenegini isaretleyin.

2. Internet Protocol Version 4 (TCP/ [l BrvseeaiVersan § PR Srupabn =]
IPv4) (Internet Protokolii Striimii o
- TCP/IPv4) égesini secip Properties ek, el b e b

-+ e
o ra o wers F i

(Ozellikler) 6gesini tiklatin.

3. IP ayarlarinin otomatik olarak atanmasini istiyorsaniz, Obtain an IP address
automatically (Otomatik olarak bir IP adresi al) secenegini isaretleyin.
Istemiyorsaniz, Use the following IP address (Asagidaki IP adresini kullan)
6gesini segin. ve IP address (IP adresi), Subnet mask (Alt ag maskesi) ve
Default gateway (Varsayilan ag gegidi) bilgilerini girin.

4. DNS sunucu ayarlarinin otomatik olarak atanmasini istiyorsaniz, Obtain DNS
server address automatically (DNS sunucu adresini otomatik olarak al)
segenegini isaretleyin. Istemiyorsaniz, Use the following DNS server addresses
(Asagidaki DNS sunucu adreslerini kullan) secenegini isaretleyin: ve Preferred
and Alternate DNS server (Tercih Edilen ve Alternatif DNS sunucusu) bilgisini
girin.

5. Bitirdiginizde OK (Tamam) diigmesini tiklatin.

/ Yonlendiricinin IP adresini varsayilan ag gegidi olarak ayarlamanizi 6neririz.
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Web GUI izerinden
yapilandirma

Web GUI Gizerinden yapilandirma

Yénlendiricinin web grafik kullanic arabirimi (web GUI) asagidaki ézellikleri
yapilandirmaniza izin verir: Network Map (Ag Esleme), EZQoS Bandwidth
Management (EZQoS Bant Genisligi Yonetimi) ve diger Advanced Setting
(Geligsmis Ayar).

Web GUI iizerinden yapilandirmak igin:

1. Kablolu veya kablosuz baglanti olusturduktan sonra, bir web tarayicisi agin.
Oturum agma sayfasi otomatik olarak agilir.

)//" Not: Yénlendiricinin web arabirimini baglatmak igin, yénlendiricinin varsayilan IP adresini
- (192.168.1.1) el ile de girebilirsiniz.

2. Oturum agma sayfasinda varsayilan kullanici adini (admin) ve parolay!
(admin) girin.

Connecl o 192.168.1.1

The server 192, 168, 1.0 ab D581 | recures o useenames ara
patrmrd.

Wiarrang: This sarver i regusstng that o ssenams and
piegveird be sonl 6 an nsedure manner (ha sulFenbicstion
et & SaOUNE CONNETon)

er name 1 st v
Barrord Ion
[%] rmemier my pormerd
(oo ]
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3. ASUS Kablosuz Yénlendiricinin gesitli &zelliklerini yapilandirmak igin, ana
sayfadan gezinti men(sUni veya baglantilan tiklatin.

—
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Ag Eslemesini kullanma

Network Map (Ag Eslemesi), durumu gérintiilemenizi ve Internet, sistem ve
aginizdaki istemcilerin baglanti ayarlarini yapilandirmanizi saglar. Hizli Internet
Kurulumu (QIS) ézelligi ile Genis Alan Agi'mizi (WAN) hizli bigimde kurmanizi ya
da Yerel Ag Agi'nizi (LAN) hizli bigimde kurmanizi saglar.

Durumu gériintilemek veya ayarlari yapilandirmak icin ana sayfada gosterilen

asagidaki simgelerden

herhangi birini tiklatin:

Simge Aciklama

@

Internet status (Internet durumu)
Internet baglantisi durumu, WAN IP adresi, DNS, baglanti

tard ve_aq( ecidi adresiyle ilgili bilgileri gésterme liﬁm bu
simgeyi tiklatin. Internet durumu ekranindan, WAN'inizi
hizli' bicimde kurmak i¢in Hizli Internet Kurulumu (QIS)

oOzelligini kullanin.

Not: QIS &zelligiyle ilgili daha fazla bilgi icin, sonraki
sayfada bulunan Setfing up WAN using the Quick
Internet Setur (QISL( VAN'I Hizli Internet Kurulumu
(QIS) ile ayarlama) bolimiine bakin.

Sistem durumu

SSID, kimlik dogrulama yéntemi, WEP sifreleme, LAN IP,
PIN kodu, MAC adresi ile ilgili bilgileri gostermek veya
kablosuz radyosunu agmak/kapatmak i¢in bu simgeyi
tiklatin. WPS islevini Sistem durumu ekranindan baslatin.

o istemci durumu

Nig Agdaki istemci veya bilgisayarlarla ilgili bilgileri gdstermek
icin bu simgeyi tiklatin ve istemciyi engellemenizi/
engellemesini kaldirmanizi saglar.
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Hizli Internet Kurulumu (QIS) ile WAN'I ayarlama

ASUS Hizli Internet Kurulumu (QIS) islevi Internet baglantisi ayarlarinizi otomatik

olarak algilar. ASUS Kablosuz Yénlendirici Internet baglantisi tlirliniizii otomatik

olarak algilayamazsa, Internet baglantisi ayarlarinizi el ile yapmaniz gerekebilir.

ASUS Hizli Internet Kurulumu'nu (QIS) kullanmak igin:

1. Web tarayicisini baslatin. QIS'in Internet baglantisi tirinizi otomatik olarak
algilamasi icin yaklasik 20 saniye bekleyin.

2. Baglanti tirlinizln kullanici adi ve parolasini girin ve ardindan Apply
(Uygula)'yi tiklatin.

3. Internet baglantisi tirli kurulumu tamamlandiktan sonra, asagidaki
segeneklerden birini segin:

Internete girme: Internette gezinmek icin tiklatin.

+ Basit Kablosuz Glvenlik Ayari: Kablosuz guvenlik ayarlarini yapilandirmak
icin tiklatin.

El ile internet Baglantisi Kurma

Internet baglantinizi elle kurmak icin:

1. Eger ASUS QIS otomatik olarak internet baglantinizi bulamazsa, Skip to
manual settings (Mantel Ayarlara Atla) tiklayin.

NSUS o5

Detecting your connection type

‘\\uy, Start to detect your connection type......
= Detecting at 1 times, the maximum time of
detection is 20 seconds.

Bolim 4: Web GUI izerinden yapilandirma DSL-N11
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2. Ulke ve ISP ayarlarinizi segin, daha sonra Next (ileri) tusuna basin. Eger
listede Ulke ve ISP ayarlari bulunmuyorsa, Not list'i segin ve VPI ve VCI
numaralarinizi girin ve Next (ileri)’yi tiklayin. VPI/VCI degerleriniz igin ISP’nizi
sorabilirsiniz.

3. Girig sayfasinda, varsayilan kullanic adi ve sifrenizi girin.

4. Yoénlendirici bu baglanti turlerini destekler: ATM (PPPoA) (izerinden PPP,
Ethernet (PPPoE) tizerinden PPP, MAC Encapsulation Routing (MER), ATM
(IPoA) uzerinden IP, ve Bridging. Baglanti ¢esidinizi secin ve ekran talimatlarini
izleyin.

/ﬁ internet baglanti gesidi hakkindaki bilgileri internet Servis Saglayicinizdan alin (ISP).

5. Islem bittiginde Save/Reboot tiklayin.

/ﬁ ASUS QIS hakkinda daha fazla bilgi igin CD’de ki kullanim kilavuzuna bakin.
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EZQoS bant genigligini ybnetme
EzQoS Bant Genigligi Yonetimi, bant genisligi 6nceligini ayarlamanizi ve ag
trafigini ydnetmenizi saglar.

Bant genisligi 6nceligini ayarlama:
1. Ekraninizin sol tarafindaki gezinti menusiinden EzQoS Bandwidth
Management (EZQoS Bant Genisligi Y6énetimi)'ni secin.

A o v p——
e byt e e o o b

2. Bant genigligi 6nceligini ayarlamak icin agsagidaki dért uygulamanin her birini

tiklatin:

Simge Aciklama

Gaming Blaster (Oyun Hizlandirici)
Yénlendirici oyun trafigini birinci éncelikte isleme koyar.

Internet Application (Internet Uygulamasi)

Yénlendirici e-posta, web tarama ve diger Internet
uygulamalar trafigini birinci dncelikte isleme koyar.

FTP

Yoénlendirici, FTP sunucusuna yiklenen/FTP sunucusundan
yUklenen veri trafigini birinci dncelikte isleme koyar.

Voip/Video Streaming (Video Akisi)
Yonlendirici ses/video trafigini birinci 6ncelikte isleme koyar.

3. Yapilandirma ayarlari kaydetmek icin Save (Kaydet)'i tiklatin.

Bolim 4: Web GUI izerinden yapilandirma DSL-N11
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Uriin yaziimini giincellestirme

f Not: ASUS web sitesinden (http://www.asus.com) en son driin yazilimini indirin

Uriin yazilimini giincellestirmek igin:

1.

Ekraninizin sol tarafindaki gezinti mentisiinden Advanced Setting (Gelismis
Ayar)'l secin.
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Administration (Yoénetim) meniisiiniin altindaki Firmware Upgrade (Uriin
Yazilimi Giincellestirme) égesini tiklatin.

Bilgisayarinizdaki iiriin yazilimini bulmak icin New Firmware File (Yeni Uriin
Yazilimi Dosyasi) alaninda Browse (G6zat) diigmesini tiklatin.

Upload (Karsiya Yiikle) digmesini tiklatin. Yikleme islemi yaklasik U¢ dakika
surer.

/ Not: Yiikleme islemi basarisiz olursa, kablosuz yénlendirici otomatik olarak acil durum veya

hata moduna girer ve 6n paneldeki glic LED gbstergesi yavas bir sekilde yanip soner. Sistemi
kurtarmak veya eski durumuna getirmek icin Firmware Restoration (Urin Yazilimi Kurtarma)
yardimei programini kullanin.
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Ayarlari Geri Yiikleme/Kaydetme/Karsiya
Yukleme

Ayarlan geri yiiklemek/kaydetmek/karsiya yiiklemek igin:

1. Ekraninizin sol tarafindaki gezinti mentsiinden Advanced Setting (Gelismis
Ayar)'i secin.

2. Administration (Yonetim) menisiniin altindaki Restore/Save/Upload Setting
(Ayarlan Geri Yiikle/Kaydet/Karsiya Yiikle) 6gesini tiklatin.

T I iy o 5 4 R AT VT, 0 e g £

.|

3. Gergeklestirmek istediginiz gorevleri segin.
Varsayilan fabrika ayarlarini geri yiklemek icin Restore (Geri Yiikle)
diigmesini ve onay mesaji geldiginde OK (Tamam) diigmesini tiklatin.
O anki sistem ayarlarini kaydetmek icin Save (Kaydet)'i ve sistem dosyasini
tercih ettiginiz yola kaydetmek icin dosya karsidan ylkleme penceresinde Save
(Kaydet)'i tiklatin.

Onceki sistem ayarlarini geri yiiklemek icin, geri yiklemek istediginiz sistem
dosyasini bulmak tizere Browse (Gozat)' ve ardindan Upload (Karsiya
Yiikle)'yi tiklatin.

Bolim 4: Web GUI izerinden yapilandirma DSL-N11
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Sorun giderme

Sorun giderme

Bu sorun giderme kilavuzu, ASUS Kablosuz Y6nlendiriciyi kurarken veya
kullanirken karsilasabileceginiz bazi sorunlar igin ¢ézimler sunar. Bu sorunlar,
kendi baginiza gerceklestirebileceginiz basit sorun giderme islemleriyle ¢ozilebilir.
Bu bdliimde yer almayan sorunlarla karsilasirsaniz, ASUS Teknik Destek birimiyle
baglanti kurun.

Yonlendiriciyi yapilandirmak | 1. Bir web tarayicisi agin, sonra Tools
icin bir web tarayicisina (Araclar) > Internet Options (Internet
erisim yapamiyorum. Secenekleri)... 6gelerini tiklatin

2. Temporary Internet files (Gegici Internet
dosyalan) altindaki Delete Cookies
(Tanimlama Bilgilerini Sil)... ve Delete
Files (Dosyalari Sil)... 63elerini tiklatin

istemci, yonlendiriciyle Kapsama Alani Disinda:
kablosuz baglanti kuramiyor. | . ygnlendiriciyi kablosuz istemcinin yakinina
koyun.

Kanal ayarlarini degistirmeye galigin.

Kimlik Dogrulama:

Yénlendiriciye baglanmak igin kablolu
baglantiyr kullanin.

Kablosuz giivenlik ayarlarini denetleyin.

+ Arka paneldeki Restore (Geri Yikle)
diigmesine bes saniyeden uzun bir sire
basin.

Yénlendirici bulunamiyor:

Arka paneldeki Restore (Geri Yiikle)
diigmesine bes saniyeden uzun bir sire
basin.

Kablosuz baddastirici ayarlarini (ér. SSID
ve sifreleme ayarlari) kontrol edin.
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LAN bagdastiricisiyla
Internete erisilemiyor

Yénlendiriciyi kablosuz istemciye daha
yakin bir noktaya tasiyin.

Kablosuz bagdastiricinin dogru kablosuz
yénlendiriciye baglanip baglanmadigini
denetleyin.

Kullanilan kablosuz baglanti kanalinin
llkenizdeki/bolgenizdeki mevcut kanallarla
uyumlu olup olmadigini denetleyin.

Sifreleme ayarlarini denetleyin.

ADSL veya Kablo baglantisinin dogru olup
olmadigini denetleyin.

Bagka bir Ethernet kablosu kullanarak tekrar
deneyin.

Internete erigilemiyor

ADSL modem ve kablosuz ydnlendiricideki
durum gbstergelerini denetleyin.

Kablosuz yénlendiricideki WAN LED'inin
yanip yanmadigini denetleyin. LED
yanmiyorsa, kabloyu degistirip tekrar
deneyin.

ADSL Modem “Link” 15131
yaniyorsa (yanip sénmemeli),
bu Internet Erigiminin
mumkin oldugunu gdsterir.

Bilgisayarinizi yeniden baslatin.

Kablosuz yénlendiricinin Hizli Baslangi¢
Kilavuzuna bagvurun ve ayarlari tekrar
yapilandirin.

Kablosuz yénlendiricideki WAN LED'inin
yanip yanmadigini denetleyin.

Kablosuz sifreleme ayarlarini denetleyin.

Bilgisayarin IP adresini alip alamadigini
denetleyin (hem kablolu, hem kablosuz ag
lUzerinden).

Web tarayicinizin yerel LAN'I, ayni
zamanda bir proxy sunucusunu kullanacak

sekilde yapilandiriimadigindan emin olun.

Bélum 5: Sorun giderme
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ADSL "LINK" 15181 strekli «  Tim kablolarinizin dogru sekilde
yanip sénliyorsa veya kapali baglandigindan emin olun.

ise, Internet erigimi miimk(in
degildir; Yonlendirici ADSL | . ADSL veya kablo modemin giig kablosunu
agi ile baglanti kuramiyordur. cikarin, birkac dakika bekleyin, sonra
kabloyu tekrar takin.

« ADSL i1s1§1 yanip sénmeye devam
ederse veya kapali kalirsa, ADSL servis
saglayiciniza basvurun.

Ag adi veya sifreleme + Kablolu baglantiyi yeniden olusturmayi ve
anahtarlari unutulmus kablosuz sifrelemeyi tekrar yapilandirmayi
deneyin.

Kablosuz yénlendiricinin arka panelindeki
Restore (Geri Yiikle) digmesine bes
saniyeden uzun bir siire basin.

Sistemi varsayilan ayarlarina | + Kablosuz y6nlendiricinin arka panelindeki
geri yikleme Restore (Geri Yiikle) diigmesine bes
saniyeden uzun bir siire basin.

Asagidakiler, varsayilan fabrika ayarlaridir:
Kullanici Adi: admin

Parola: admin

DHCP Etkin: Evet (WAN kablosu takili ise)
IP adresi: 192.168.1.1

Etki Alanm Adi: (Bos)

Alt Ag Maskesi: 255.255.255.0

DNS Sunucusu 1: 192.168.1.1

DNS Sunucusu 2: (Bos)

SSID: varsayilan
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ASUS DDNS Hizmeti

DSL-N11, ASUS DDNS hizmetini destekleyen ilk modeldir. Servis merkezinde
aygitlar degistirirken, ASUS DDNS hizmetine kaydolduysaniz ve orijinal etki alani
adini tutmak istiyorsaniz, veri aktarimi yapiimalidir. Daha fazla bilgi igin yerel servis
merkezinizi ziyaret edin.

% Notlar:

Etki alaninda 90 guin icinde etkinlik olmazsa - yonlendiriciyi yeniden yapilandirma veya kayitl
etki alanina erisme gibi - sistem otomatik olarak kayitli bilgileri siler.

Aygrtinizi kullanirken herhangi bir sorun veya zorlukla karsilagirsaniz servis merkeziyle irtibata
gegin.

Sik Sorulan Sorular (SSS'lar)

1. Kayith bilgiler kaybolur veya baskalar tarafindan kaydedilir mi?

Kayith bilgileri 90 glin icinde giincellemezseniz, sistem otomatik olarak kayitli
bilgileri siler ve etki alani baskalari tarafindan kaydedilebilir.

2. Alti ay 6nce satin aldigim yénlendirici icin ASUS DDNS kaydini
yapmadim. Hala kayit yapabilir miyim?
Evet, yoénlendiriciniz i¢in hala ASUS DDNS hizmeti kaydi yapabilirsiniz. DDNS
hizmeti yénlendiricinize eklendiginde, ASUS DDNS hizmetine istediginiz
zaman kaydolabilirsiniz. Kaydolmadan énce, ana bilgisayara adinin kayiti olup
olmadigini kontrol etmek icin Query (Sorgula)'yi tiklatin. Degilse, sistem ana
bilgisayar adini otomatik olarak kaydeder.

3. Onceden bir etki alan kaydi yaptim ve arkadasim etki alan1 adima
ulasamadigini bildirinceye kadar sorunsuz ¢alisiyordu.

Asagidakileri kontrol edin:
1.Internet dlizgln ¢alisiyor.
2.DNS sunucusu dlzgin ¢aligiyor.
3. Etki alanini yeni guincellediniz.
Hala etki alaniniza erismede sorun varsa, servis merkezine bagvurun.

4. HTTP ve FTP sunucularima ayri ayri erismek icin iki etki alani1 kaydi
yapabilir miyim?
Hayir, yapamazsiniz. Bir yonlendirici i¢in yalnizca bir etki alani kaydi
yapabilirsiniz. Agda glvenlik uygulamasi i¢in baglanti noktasi eglemesini
kullanin.

Boliim 5: Sorun giderme DSL-N11
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5. Yonlendiriciyi yeniden baslattiktan sonra, MS DOS ve yénlendirici
yapilandirma sayfasinda neden farkli WAN IP'leri gérilyorum?

Bu normaldir. ISP DNS sunucusu ve ASUS DDNS arasindaki zaman aralig
MS DOS ve yonlendirici yapilandirma sayfasinda farkli WAN IP'lerine neden
olur. Farkli ISP'ler IP glincellemesi icin farkli zaman aralidina sahip olabilir.

6. ASUS DDNS hizmeti licretsiz mi yoksa sadece bir deneme siiriimii mii?

ASUS DDNS hizmeti bazi ASUS yonlendiricilerine eklenmis cretsiz
bir hizmettir. ASUS y&nlendiricinizin ASUS DDNS hizmetini destekleyip
desteklemedigini kontrol edin.
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Ekler

Uyarilar

Federal Communications Commission Statement

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

+ This device may not cause harmful interference.

+ This device must accept any interference received, including interference that
may cause undesired operation.

This equipment has been tested and found to comply with the limits for a class

B digital device, pursuant to part 15 of the FCC Rules. These limits are designed

to provide reasonable protection against harmful interference in a residential

installation.

This equipment generates, uses and can radiate radio frequency energy and, if

not installed and used in accordance with the instructions, may cause harmful

interference to radio communications. However, there is no guarantee that

interference will not occur in a particular installation. If this equipment does cause

harmful interference to radio or television reception, which can be determined

by turning the equipment off and on, the user is encouraged to try to correct the

interference by one or more of the following measures:

+ Reorient or relocate the receiving antenna.

+ Increase the separation between the equipment and receiver.

+ Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

+ Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications not expressly approved by the party responsible for
H compliance could void the user’s authority to operate the equipment.

REACH

Complying with the REACH (Registration, Evaluation, Authorisation, and
Restriction of Chemicals) regulatory framework, we published the chemical
substances in our products at ASUS REACH website at http://green.asus.com/
english/REACH.htm

Prohibition of Co-location

This device and its antenna(s) must not be co-located or operating in conjunction with
any other antenna or transmitter
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Safety Information

To maintain compliance with FCC’s RF exposure guidelines, this equipment should
be installed and operated with minimum distance 20cm between the radiator and
your body. Use on the supplied antenna.

Declaration of Conformity for R&TTE directive
1999/5/EC

Essential requirements — Article 3
Protection requirements for health and safety — Article 3.1a

Testing for electric safety according to EN 60950-1 has been conducted. These
are considered relevant and sufficient.

Protection requirements for electromagnetic compatibility — Article 3.1b

Testing for electromagnetic compatibility according to EN 301 489-1 and EN 301
489-17 has been conducted. These are considered relevant and sufficient.

Effective use of the radio spectrum — Article 3.2

Testing for radio test suites according to EN 300 328- 2 has been conducted.
These are considered relevant and sufficient.

CE Mark Warning

This is a Class B product, in a domestic environment, this product may cause radio
interference, in which case the user may be required to take adequate measures.

FCC Radiation Exposure Statement

This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. This equipment should be installed and operated with
minimum distance 20cm between the radiator & your body.

This transmitter must not be co-located or operating in conjunction with any other
antenna or transmitter. 2.4GHz operation of this product in the U.S.A. is firmware-
limited to channels 1 through 11.

' DSL-N11 Wireless Router Quick Start Guide DSL-N11 ADSL POWER Sync Data WLAN
.+ WPS1234RLAN
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FCC Part 68 REQUIREMENTS

This equipment complies with Part 68 of the FCC rules and the requirements
adopted by the ACTA. On the bottom of this equipment is a label that

contains, among other information, a product identifier in the format US:
ASUDLO1BDSLN11. If requested, this number must be provided to the telephone
company.

The REN is used to determine the number of devices that may be connected to a
telephone line. Excessive RENs on a telephone line may result in the devices not
ringing in response to an incoming call. In most but not all areas, the sum of RENs
should not exceed five (5.0). To be certain of the number of devices that may be
connected to a line, as determined by the total RENs, contact the local telephone
company. For products approved after July 23, 2001, the REN for this product

is part of the product identifier that has the format US: ASUDLO1BDSLN11. The
digits represented by 01are the REN without a decimal point (e.g., 03 is a REN of
0.3). For earlier products, the REN is separately shown on the label.

A plug and jack used to connect this equipment to the premises wiring and
telephone network must comply with the applicable FCC Part 68 rules and
requirements adopted by the ACTA. A compliant telephone cord and modular
plug is provided with this product. It is designed to be connected to a compatible
modular jack that is also compliant. See installation instructions for details.

If your equipment causes harm to the telephone network, the telephone company
may discontinue your service temporarily. If possible, they will notify you in
advance. But if advance notice is not practical, you will be notified as soon as
possible. You will be informed of your right to file a complaint with the FCC. Your
telephone company may make changes in it is facilities, equipment, operations or
procedures that could affect the proper functioning of your equipment. If they do,
you will be notified in advance to give you an opportunity to maintain uninterrupted
telephone service.

If you experience trouble with this telephone equipment, Please contact the
following address and phone number for information on obtaining service or
repairs.

The telephone company may ask that you disconnect this equipment from the
network until the problem has been corrected or until you are sure that the
equipment is not malfunctioning.

This equipment may not be used on coin service provided by the telephone
company. Connection to party lines is subject to state tariffs.

COMPANY: ASUS Computer International
ADDRESS: 44370 Nobel Drive, Fremount, CA 94536 USA
TEL NO: 510-739-3777 ext.4530

' DSL-N11 Wireless Router Quick Start Guide DSL-N11 ADSL POWER Sync Data WLAN
) WPS1234RLAN
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IC (Canada)

1. 2.4GHz Mobile device (ex. 11b/g/n AP/Router) with fixed antenna:

( Industry Canada Statement )

This device complies with RSS-210 of the Industry Canada Rules.

Operation is subject to the following two conditions:

1) this device may not cause interference and

2) this device must accept any interference, including interference that may cause
undesired operation of the device

This Class A digital apparatus complies with Canadian ICES-003.

Cet appareil numerique de la class A est conforme a la norme NMB-003 du
Canada.

IC Radiation Exposure Statement

This equipment complies with Canada radiation exposure limits set forth for
uncontrolled environments. This equipment should be installed and operated with
minimum distance 20cm between the radiator & your body.

This transmitter must not be co-located or operating in conjunction with any other
antenna or transmitter.

2.4GHz operation of this product in Canada is firmware-limited to channels 1
through

1.

CE (Europe)

WLAN 2.4GHz device:

This device can be operated in the EU without restrictions indoor.
However, operated outdoors in France is restricted to 2400 ~ 2454 MHz
(Channel 1 ~7).

Safety

1. For apply CSA not control power adapter:

This unit is to be used with an external power adaptor of a Class 2 or level 3 type
and Approved type suitable for use in the North America of equipment installation,
having an output voltage rating of 15 V dc, and output current rating of 0.8 A or
equivalent.

The external AC adapter must be complied with the requirements of LPS (Limited
Power Sources).

G¢ Kaynagi

Leader

EU: MV12-Y150080-C5

UK: MV12-Y150080-B2

AU: MU12-2150080-A3
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GNU General Public License

Licensing information

This product includes copyrighted third-party software licensed under the terms of
the GNU General Public License. Please see The GNU General Public License
for the exact terms and conditions of this license. We include a copy of the GPL
with every CD shipped with our product. All future firmware updates will also

be accompanied with their respective source code. Please visit our web site for
updated information. Note that we do not offer direct support for the distribution.

GNU GENERAL PUBLIC LICENSE

Version 2, June 1991
Copyright (C) 1989, 1991 Free Software Foundation, Inc.
59 Temple Place, Suite 330, Boston, MA 02111-1307 USA

Everyone is permitted to copy and distribute verbatim copies of this license
document, but changing it is not allowed.

Preamble

The licenses for most software are designed to take away your freedom to

share and change it. By contrast, the GNU General Public License is intended

to guarantee your freedom to share and change free software--to make sure the
software is free for all its users. This General Public License applies to most of the
Free Software Foundation’s software and to any other program whose authors
commit to using it. (Some other Free Software Foundation software is covered

by the GNU Library General Public License instead.) You can apply it to your
programs, too.

When we speak of free software, we are referring to freedom, not price. Our
General Public Licenses are designed to make sure that you have the freedom to
distribute copies of free software (and charge for this service if you wish), that you
receive source code or can get it if you want it, that you can change the software or
use pieces of it in new free programs; and that you know you can do these things.

To protect your rights, we need to make restrictions that forbid anyone to deny
you these rights or to ask you to surrender the rights. These restrictions translate
to certain responsibilities for you if you distribute copies of the software, or if you
modify it.

For example, if you distribute copies of such a program, whether gratis or for a
fee, you must give the recipients all the rights that you have. You must make sure
that they, too, receive or can get the source code. And you must show them these
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terms so they know their rights.

We protect your rights with two steps: (1) copyright the software, and (2) offer you
this license which gives you legal permission to copy, distribute and/or modify the
software.

Also, for each author’s protection and ours, we want to make certain that everyone
understands that there is no warranty for this free software. If the software is
modified by someone else and passed on, we want its recipients to know that what
they have is not the original, so that any problems introduced by others will not
reflect on the original authors’ reputations.

Finally, any free program is threatened constantly by software patents. We wish to
avoid the danger that redistributors of a free program will individually obtain patent
licenses, in effect making the program proprietary. To prevent this, we have made

it clear that any patent must be licensed for everyone’s free use or not licensed at

all.

The precise terms and conditions for copying, distribution and modification follow.

Terms & conditions for copying, distribution, & modification

0. This License applies to any program or other work which contains a notice
placed by the copyright holder saying it may be distributed under the terms of
this General Public License. The “Program”, below, refers to any such program
or work, and a “work based on the Program” means either the Program or
any derivative work under copyright law: that is to say, a work containing
the Program or a portion of it, either verbatim or with modifications and/or
translated into another language. (Hereinafter, translation is included without
limitation in the term “modification”.) Each licensee is addressed as “you”.

Activities other than copying, distribution and modification are not covered

by this License; they are outside its scope. The act of running the Program is
not restricted, and the output from the Program is covered only if its contents
constitute a work based on the Program (independent of having been made by
running the Program). Whether that is true depends on what the Program does.

1. You may copy and distribute verbatim copies of the Program’s source code
as you receive it, in any medium, provided that you conspicuously and
appropriately publish on each copy an appropriate copyright notice and
disclaimer of warranty; keep intact all the notices that refer to this License and
to the absence of any warranty; and give any other recipients of the Program a
copy of this License along with the Program.

You may charge a fee for the physical act of transferring a copy, and you may
at your option offer warranty protection in exchange for a fee.

2. You may modify your copy or copies of the Program or any portion of it,
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thus forming a work based on the Program, and copy and distribute such
modifications or work under the terms of Section 1 above, provided that you
also meet all of these conditions:

a) You must cause the modified files to carry prominent notices stating that
you changed the files and the date of any change.

b) You must cause any work that you distribute or publish, that in whole or in
part contains or is derived from the Program or any part thereof, to be licensed
as a whole at no charge to all third parties under the terms of this License.

c) If the modified program normally reads commands interactively when run,
you must cause it, when started running for such interactive use in the most
ordinary way, to print or display an announcement including an appropriate
copyright notice and a notice that there is no warranty (or else, saying that
you provide a warranty) and that users may redistribute the program under
these conditions, and telling the user how to view a copy of this License.
(Exception: if the Program itself is interactive but does not normally print such
an announcement, your work based on the Program is not required to print an
announcement.)

These requirements apply to the modified work as a whole. If identifiable
sections of that work are not derived from the Program, and can be reasonably
considered independent and separate works in themselves, then this License,
and its terms, do not apply to those sections when you distribute them as
separate works. But when you distribute the same sections as part of a whole
which is a work based on the Program, the distribution of the whole must be on
the terms of this License, whose permissions for other licensees extend to the
entire whole, and thus to each and every part regardless of who wrote it.

Thus, it is not the intent of this section to claim rights or contest your rights to
work written entirely by you; rather, the intent is to exercise the right to control
the distribution of derivative or collective works based on the Program.

In addition, mere aggregation of another work not based on the Program with
the Program (or with a work based on the Program) on a volume of a storage
or distribution medium does not bring the other work under the scope of this
License.

3. You may copy and distribute the Program (or a work based on it, under Section
2) in object code or executable form under the terms of Sections 1 and 2 above
provided that you also do one of the following:

a) Accompany it with the complete corresponding machine-readable source
code, which must be distributed under the terms of Sections 1 and 2 above on
a medium customarily used for software interchange; or,

b) Accompany it with a written offer, valid for at least three years, to give any
third party, for a charge no more than your cost of physically performing source
distribution, a complete machine-readable copy of the corresponding source
code, to be distributed under the terms of Sections 1 and 2 above on a medium
customarily used for software interchange; or,
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¢) Accompany it with the information you received as to the offer to distribute
corresponding source code. (This alternative is allowed only for noncommercial
distribution and only if you received the program in object code or executable
form with such an offer, in accord with Subsection b above.)

The source code for a work means the preferred form of the work for making
modifications to it. For an executable work, complete source code means

all the source code for all modules it contains, plus any associated interface
definition files, plus the scripts used to control compilation and installation of
the executable. However, as a special exception, the source code distributed
need not include anything that is normally distributed (in either source or
binary form) with the major components (compiler, kernel, and so on) of the
operating system on which the executable runs, unless that component itself
accompanies the executable.

If distribution of executable or object code is made by offering access to copy
from a designated place, then offering equivalent access to copy the source
code from the same place counts as distribution of the source code, even
though third parties are not compelled to copy the source along with the object
code.

. You may not copy, modify, sublicense, or distribute the Program except as

expressly provided under this License. Any attempt otherwise to copy, modify,
sublicense or distribute the Program is void, and will automatically terminate
your rights under this License. However, parties who have received copies, or
rights, from you under this License will not have their licenses terminated so
long as such parties remain in full compliance.

. You are not required to accept this License, since you have not signed it.

However, nothing else grants you permission to modify or distribute the
Program or its derivative works. These actions are prohibited by law if you do
not accept this License. Therefore, by modifying or distributing the Program (or
any work based on the Program), you indicate your acceptance of this License
to do so, and all its terms and conditions for copying, distributing or modifying
the Program or works based on it.

. Each time you redistribute the Program (or any work based on the Program),

the recipient automatically receives a license from the original licensor to copy,
distribute or modify the Program subject to these terms and conditions. You
may not impose any further restrictions on the recipients’ exercise of the rights
granted herein. You are not responsible for enforcing compliance by third
parties to this License.

. If, as a consequence of a court judgment or allegation of patent infringement

or for any other reason (not limited to patent issues), conditions are imposed
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on you (whether by court order, agreement or otherwise) that contradict the
conditions of this License, they do not excuse you from the conditions of this
License. If you cannot distribute so as to satisfy simultaneously your obligations
under this License and any other pertinent obligations, then as a consequence
you may not distribute the Program at all. For example, if a patent license
would not permit royalty-free redistribution of the Program by all those who
receive copies directly or indirectly through you, then the only way you could
satisfy both it and this License would be to refrain entirely from distribution of
the Program.

If any portion of this section is held invalid or unenforceable under any
particular circumstance, the balance of the section is intended to apply and the
section as a whole is intended to apply in other circumstances.

It is not the purpose of this section to induce you to infringe any patents or
other property right claims or to contest validity of any such claims; this section
has the sole purpose of protecting the integrity of the free software distribution
system, which is implemented by public license practices. Many people have
made generous contributions to the wide range of software distributed through
that system in reliance on consistent application of that system:; it is up to the
author/donor to decide if he or she is willing to distribute software through any
other system and a licensee cannot impose that choice.

This section is intended to make thoroughly clear what is believed to be a
consequence of the rest of this License.

8. If the distribution and/or use of the Program is restricted in certain countries
either by patents or by copyrighted interfaces, the original copyright holder
who places the Program under this License may add an explicit geographical
distribution limitation excluding those countries, so that distribution is permitted
only in or among countries not thus excluded. In such case, this License
incorporates the limitation as if written in the body of this License.

9. The Free Software Foundation may publish revised and/or new versions of the
General Public License from time to time. Such new versions will be similar in
spirit to the present version, but may differ in detail to address new problems or
concerns.

Each version is given a distinguishing version number. If the Program specifies
a version number of this License which applies to it and “any later version”, you
have the option of following the terms and conditions either of that version or

of any later version published by the Free Software Foundation. If the Program
does not specify a version number of this License, you may choose any version
ever published by the Free Software Foundation.

10. If you wish to incorporate parts of the Program into other free programs whose
distribution conditions are different, write to the author to ask for permission.
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For software which is copyrighted by the Free Software Foundation, write to
the Free Software Foundation; we sometimes make exceptions for this. Our
decision will be guided by the two goals of preserving the free status of all
derivatives of our free software and of promoting the sharing and reuse of
software generally.

NO WARRANTY

11

12

BECAUSE THE PROGRAM IS LICENSED FREE OF CHARGE, THERE IS
NO WARRANTY FOR THE PROGRAM, TO THE EXTENT PERMITTED BY
APPLICABLE LAW. EXCEPT WHEN OTHERWISE STATED IN WRITING
THE COPYRIGHT HOLDERS AND/OR OTHER PARTIES PROVIDE

THE PROGRAM “AS I1S” WITHOUT WARRANTY OF ANY KIND, EITHER
EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR

A PARTICULAR PURPOSE. THE ENTIRE RISK AS TO THE QUALITY
AND PERFORMANCE OF THE PROGRAM IS WITH YOU. SHOULD THE
PROGRAM PROVE DEFECTIVE, YOU ASSUME THE COST OF ALL
NECESSARY SERVICING, REPAIR OR CORRECTION.

IN NO EVENT UNLESS REQUIRED BY APPLICABLE LAW OR AGREED
TO IN WRITING WILL ANY COPYRIGHT HOLDER, OR ANY OTHER
PARTY WHO MAY MODIFY AND/OR REDISTRIBUTE THE PROGRAM AS
PERMITTED ABOVE, BE LIABLE TO YOU FOR DAMAGES, INCLUDING
ANY GENERAL, SPECIAL, INCIDENTAL OR CONSEQUENTIAL DAMAGES
ARISING OUT OF THE USE OR INABILITY TO USE THE PROGRAM
(INCLUDING BUT NOT LIMITED TO LOSS OF DATA OR DATA BEING
RENDERED INACCURATE OR LOSSES SUSTAINED BY YOU OR THIRD
PARTIES OR A FAILURE OF THE PROGRAM TO OPERATE WITH ANY
OTHER PROGRAMS), EVEN IF SUCH HOLDER OR OTHER PARTY HAS
BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.

END OF TERMS AND CONDITIONS
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Manufacturer: ASUSTeK Computer Inc.
Tel: +886-2-2894-3447
Address: No. 150, LI-DE RD., PEITOU, TAIPEI 112,
TAIWAN
Authorised representative | ASUS Computer GmbH
in Europe: Address: HARKORT STR. 21-23, 40880 RATINGEN,
GERMANY
Authorised distributors | BOGAZICI BIL GISAYAR SAN. VE TIC. A.S.
in Turkey: Tel: +90 212 3311000

Address: AYAZAGA MAH. KEMERBURGAZ CAD.
NO.10 AYAZAGA/ISTANBUL

INDEX BILGISAYAR SISTEMLERI MUHENDISLIK

SAN. VETIC. A.S.

Tel: +90 212 3312121
Address: AYAZAGA MAH: CENDERE YOLU NO:9
AYAZAGA/ISTANBUL

Ekler

DSL-N11 43




ASUS irtibat bilgileri

ASUSTeK COMPUTER INC. (Asya Pasifik)
Adres 15 Li-Te Road, Peitou, Taipei, Taiwan 11259
Web Sitesi Www.asus.com

Teknik Destek

Telefon +886228943447

Destek Faksi +886228907698

Yazilim karsidan yikleme support.asus.com*®

ASUS COMPUTER INTERNATIONAL (Amerika)

Adres 800 Corporate Way, Fremont, CA 94539, USA
Telefon +15029550883

Faks +15029338713

Web Sitesi usa.asus.com

Yazilim kargidan yikleme support.asus.com*

ASUS COMPUTER GmbH (Almanya ve Avusturya)

Adres Harkort Str. 21-23, D40880 Ratingen, Germany
Faks +492102959911

Web Sitesi www.asus.de

Cevrimici irtibat www.asus.de/sales

Teknik Destek

Bilesen Telefonu +49-1805-010923

Sistem/Diz(istl Bilgisayar

/Eee/LCD Telefon +49-1805-010920

Destek Faksi +492102959911

Cevrimici destek support.asus.com*

* Bu sitede teknik destek ile irtibata gegmek icin doldurabileceginiz bir ¢evrimigi Teknik

Arastirma Formu bulunmaktadir.
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