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Package contents
M EA-N66 M Power adapter

M Network cable M Quick Start Guide

A quick look

1) Ethernet port 4) Airvent

2) DClIn port 5) Mounting hole

3) LED indicator 6) WPS button
OFF: No power or physical connection 7) Reset button

Solid light: Excellent connection
Blinking fast: Active connection
Blinking slow: Poor connection




Mounting options

Out of the box, the ASUS EA-N66 is designed to siton a
raised flat surface like a file cabinet or book shelf. The unit
may also be converted for mounting to a wall or ceiling.
1. Look on the underside for the mounting hook.

2. Mark an upper hole in a flat surface.

3. Tighten one screw until only 1/4"is showing.

4. Latch the hook of your EA-N66 onto the screw.

+ Re-adjust the screw if you cannot latch EA-N66 onto the screw or if it is too
loose.

« The screw is not included in the EA-N66 package contents.

Connecting to a network

A. Connecting using WPS

The WPS (Wi-Fi Protected Setup) button
allows you to connect to a secured and pro-
tected network with a simple click.

a. Insert your EA-N66's power adapter to the
DC-In port and plug it to a power outlet.

b. Using the bundled network cable, connect
your HD media player, Internet TV, set top
box, or other Ethernet-enabled device, to
your EA-N66s LAN port.




. Press the WPS button at the bottom of
EA-N66.

d. Ensure that the LED indicator is blinking.

e. Press the WPS button on the router.

NOTE: Refer to the router’s user manual for
the location of its WPS button.

f. Check if EA-N66’s LED indicator turns a solid
blue, which indicates that EA-N66 has success-
fully connected to the wireless network.

NOTE: For details on the LED indicator, refer
to page 3.




B. Connecting without using WPS

a. Insert your EA-N66's power adapter to the
DC-In port and plug it to a power outlet.

b. Using the bundled network cable, connect
your computer to your
EA-N66's LAN port.

c. In your web browser, key in
www.asusnetwork.net. Key in admin as the
default username and password.

d. Follow the onscreen instructions to
complete the wireless connection setup.

e. Check if EA-N66’s LED indicator turns a solid blue, which indicates that EA-N66
has successfully connected to the wireless network.

f. Disconnect the network cable from your computer and connect it to your
Ethernet-enabled device such as HD media player, Internet TV, set top box, and
other.




Operation modes

ASUS EA-N66 provides three operation modes: Ethernet Adapter, Access Point
(AP), and Repeater.

NOTE: Please follow the GUI Setup Wizard fo!

Ethernet Adapter mode

By default, EA-N66 is set to the Ethernet
Adapter mode. In this mode, you can con-
nect any Ethernet-enabled device to your Internet TV
wireless home network via the

wireless router. This mode is perfect for

home theater devices such as Internet TV,

TiVo, and Blu-ray player.

IMPORTANT:

- For the best wireless performance, place EA-N66 at a distance of more than 1.5
meters away from the parent Access Point (AP).

« You can adjust the transmission power of EA-N66 from its web interface.




Frequently Asked Questions

Q1: Icannot access the web GUI to configure the EA-N66 settings.
« Close all running web browsers and launch again.

- Follow the steps below to configure your computer settings based on its
operating system.

Windows 7

A. Disable the proxy server, if enabled.

1. Click Start > Internet Explorer to launch the web
browser.

2. Click Tools > Internet options > Connections tab >
LAN settings.

3. From the Local Area Network (LAN) Settings screen,
untick Use a proxy server for your LAN.

4. Click OK when done. 1 o Com [ ‘

B. Set the TCP/IP settings to automatically obtain an T R
IP address. e ]

Comctusng
55 Reokek POl GBE FoyCorcler

1. Click Start > Control Panel > Network and Internet
> Network and Sharing Center > Manage network
connections.

2. Select Internet Protocol Version 4 (TCP/IPv4), then
click Properties.

3. Tick Obtain an IP address automatically.
4. Click OK when done.




Mac 10.5.8

A. Disable the proxy server, if enabled.

1. From the menu bar, click Safari >
Preferences... > Advanced tab.

2. Click Change Settings... in the Proxies field.

3. From the list of protocols, deselect FTP Proxy
and Web Proxy (HTTP). e —

4, Click OK when done. e )

® D) Co0)

B. Set the TCP/IP settings to automatically B o, i —
obtain an IP address.

1. Click the Apple icon & > System Prefer-
ences > Network.

2. Select Ethernet and select Using DHCP in
the Configure field.

3. Click Apply when done.

Codvncea ) @

Q2: When | set my EA-N66 to Repeater Mode, should | use the same
SSID with my parent AP?
+ We recommend the you use a different SSID for your EA-N66 so you can

choose the one with the best signal strength (between your EA-N66 and your
parent AP).
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Mac 10.5.8
A. B proxy IRBEEFE - 1BXH °

1TEERIED oF [Safari] > [RBRE ...]
> "B FREN ©

28— [ZERE..]°

3. FEUFIZRSP - BY ﬁﬁﬁ ‘FTP Proxy” 5
“Web Proxy (HTTP)”

4.5ERE - #B—T [TRE] -

B. & TCP/IP REHBnhENE IP ik o

1.485F Avple BT & > [RARBEE)>
[ ]

R mntid ore

2.ERBEXED - E£IF Internet HIXIFFER
DHCP o

3.5ERE - #&—TF (A ]-

Q2: HEARFEML EANGS SANEEMITIEASA (AP) A SSID
5hex B AR ?
© BY EANGS BAHDUEL - mBEN EANGS SIERATAES (AP)
B8R SSD SIB/MERS - IHay RENRBNTLSSER
pE)

16



BRARY

M EA-N66 EREEE
M 1981 M RiEmAiERE

1) SXHGERER
2) EmEREAR (DC In)

3) LED 518

IR REERNZEBISEE
B ERnERIS

IRBY « EENELR

EBE $£f\z?um§%

) SBRESL
5) &3
) WPS %8l
) EE1R (Reset)

17



Kbl

REKREH

18 EA-N66 DU IE S E LR — L ME—BFIBAYF
B WY ZEEBENRIERLE o

1. EEEIEIZLEE RS o

2. EFBHERB LEZE BN o

3 EBA—FEIRM 0 BRTREL 1147 o

4.8 EA-NGG BIZEE Hﬂh PEIIRSH |- o

SR

- BEVAIS EANeo BB EIAE - EREREM o

........... EANGS BEDARBBII .
EIREE

A. B8 WPS 1ZEHERR

WPS (Wi-Fi Protected Setup) iZ&H o] sE{EE
1RE—BZRENLZ IS ©

a. 1 EA-N66 BVEREERSEIE/\ DC-In EJR
BIER  IHEEEIERIGE

b. %%Bjﬁ"aﬁ%%ﬁﬂﬁ@i&m HD IRESIEIN
HRRSSEIR M R AR S
ﬁb%ﬂﬁﬂlﬂa BB E 2 EA-NG6 B REHBES

it}

18



c. I &N EA-N66 _EBY WPS 1%EH ©
d. /8{R LED BB IETELIEE o

e. X N8B L8 WPS 1ZEH ©

AR A2ERORNEAFMIRE wes
YRRV E ©

BE EAN66 B LED ETEEEBAER
*%;ﬁ VEFIT EA-NGE BRINEREEIRIE

AR - B LED EBVEHEES - 52 H
% 3 BYsRE




Kbl

B. NEH WPS iRfliEsR
a. 1§ EA-N66 BYEREERSSIE/\ DC-In BIR
BRI IDEERIEIRIBEE o

b. {EAMIIRYBIREETNEISE  EA-
N66 BYZ REMBES EREIR o
C. ?_%HE%/% %g%c‘j §J WWW.aSUSnet-

work.net ; ' REBEATBRNEBE BB

EAZRESE © admin/admin ©

d. IR RIE TR IRIREIRERTE ©
e. BE EA-NG6 Y LED IEMB RO AERES
ZIAR RS o

f. HBEV B EENFREISAR - WS b;@%é@ﬁ’ﬁﬁizég%ﬂﬁﬂw EEVEEE - 0
HD fRESIEINES ~ MEIBEIR » 4 EREdEfhEs

20



EFIR

;i%ﬁfa’ EA-N66 EB=—TEB/FET | MR  MIgEE (AP) HEdiEE
I o

EREIR TR
RSN T - AN ARSI FIS I@I—"“ I

I o MR - IR O] LF B ES 3 28
HfrFa'ﬁEﬂZj(’éﬂUJabel %Ef@ J‘EE‘%E Internet TV
iR o WRIVBRERKEEIREE

WHBREEIR » Tivo BAEEYIEINEESS -

BRI BEIREMIREE - 5515 EA-N66 NETEREMS (AP) Bi8 1.5
"R@E’M &o
B LU EA-N66 BUMREIEMN B PRBEWELE o

21



KehEhiE

FREERE

Ql: HEEIEFENHEEERERNE (web GUI) KE

N66 °
RARAPT A ETEEFOViRISRIBEE -
KIBERNEEERR -

Windows 7

A. B proxy {GARZSHIRN -
2532 BB > Internet Explorer

AR -

N —

T BIgHEISERE 4
ISBESIER Proxy ARES  AXET 1R o
4. FERRIR - 1E— N TERE ©

w

B. #% TCP/IP SXEABEEUS

EOE R > RS
P > EIRMEESERR

IP {idlk o

2. 3842 r%ﬁﬂ”ﬁ%ﬂﬂa_uﬂ%m% 4 BR (TCP/IPv4), - fR
®BIE—1F AT
3. E " EBEUS IP itk o

4. SERRAR - 1E— N TERE ©

PABHEES LSS
S TR RS S B, S - B
R -

SBEP > BUKDE

> HEESAIMERRIRES > HBESADFLA

ALEERTBIED o

REBUTTERREROVERS

SE EA-

TEENE |

22



Mac 10.5.8
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Isi kemasan
M EA-N66 M Adaptor AC

M Kabel jaringan M Panduan Ringkas

Info singkat

1) Port Ethernet 4) Ventilasi udara
2) Port daya (DC-In) 5) Lubang pemasangan di dinding
3) Indikator LED 6) Tombol WPS

MATI: Tidak ada daya atau sambungan fisik 7) Tombol atur ulang

Menyala pekat: Sambungan baik
Berkedip cepat: Sambungan aktif
Berkedip lambat: sambungan

24



Pilihan pemasangan

Di luar kemasan, ASUS EA-N66 dirancang untuk diletakkan
pada permukaan datar yang tinggi seperti lemari berkas
atau rak buku. Unit ini juga dapat dipasang di dinding atau
langit-langit.

1. Lihat bagian bawah kait pemasangan.

2. Tandai lubang atas pada permukaan yang datar

3. Kencangkan dua sekrup hingga yang terlihat hanya 1/4 inci.

4. Pasang kait EA-N66 ke sekrup.

CATATAN:

« Atur ulang sekrup jika Anda tidak dapat mengaitkan EA-N66 atau jika sekrup
terlalu longgar.

« Sekrup tidak disertakan dalam isi kemasan EA-N66.

Menyambung ke jaringan

A. Menyambung menggunakan WPS

Tombol WPS (Wi-Fi Protected Setup) me-
mungkinkan Anda menyambung ke jaringan
yang aman dan terlindung dengan sekali klik.

a. Sambungkan adaptor AC EA-N66 ke dalam
port DC-In, lalu pasang ke stopkontak.

b. Menggunakan kabel jaringan yang diberi-
kan, sambungkan pemutar media HD, TV
Internet, set-top box, atau perangkat lain
yang mendukung Ethernet, ke port LAN
EA-N66.

25
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c. Tekan tombol WPS di bagian bawah EA-N66.
d. Pastikan bahwa LED nirkabel berkedip.

e. Tekan tombol WPS di router.

CATATAN: Lihat panduan pengguna router
untuk mengetahui lokasi tombol WPS-nya.

f. Periksa apakah indicator LED EA-N66 menyala
biru, yang menunjukkan bahwa EA-N66 berha-
sil tersambung ke jaringan nirkabel.

CATATAN: Untuk informasi rinci tentang
indikator, lihat halaman 3.

26



B. Menyambung tanpa WPS

a. Sambungkan adaptor AC EA-N66 ke dalam
port DC-In, lalu pasang ke stopkontak.

b. Menggunakan kabel jaringan yang diberi-
kan, sambungkan komputer ke port LAN
EA-N66.

c. Di browser Web, ketik www.asusrouter.
com. Masukkan admin sebagai nama
pengguna dan sandi default.

d. Ikuti petunjuk di layar untuk menyelesaikan konfigurasi smbungan nirkabel.

e. Periksa apakah indicator LED EA-N66 menyala biru, yang menunjukkan bahwa
EA-N66 berhasil tersambung ke jaringan nirkabel.

i
v
@
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f. Lepas sambungan kabel jaringan dari komputer, lalu sambungkan ke perang-
kat yang mendukung Ethernet seperti pemutar media HD, TV Internet, set-top
box, dan lainnya.
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Mode Pengoperasian

Berikut adalah tiga mode pengoperasian pada ASUS EA-N66: Ethernet Adapter
(Adapter Ethernet), Access Point (AP) (Jalur Akses), dan Repeater.

Mode Adapter Ethernet )

Secara default, EA-N66 diatur ke mode @I_o) e
Ethernet Adapter (Adapter Ethernet). Dalam

mode ini, Anda dapat TV Internet
menyambungkan perangkat yang

mendukung Ethernet ke jaringan nirkabel

rumah melalui router nirkabel. Mode ini

tepat untuk perangkat home theater

seperti TV Internet, TiVo, dan pemutar

Blu-ray.

PENTING:

«+ Untuk performa nirkabel terbaik, letakkan EA-N66 pada jarak lebih dari 1,5
meter dari AP (Access Point) induk.

- Anda dapat menyesuaikan daya transmisi EA-N66 dari antarmuka Web.

28



Mengatasi Masalah

T1: Saya tidak dapat mengakses GUI Web untuk mengkonfigurasi
pengaturan router nirkabel.

« Tutup semua browser Web yang berjalan lalu buka kembali.

- lkuti langkah-langkah di bawah ini untuk mengkonfigurasi pengaturan
komputer berdasarkan sistem operasinya.

Windows 7

A.Menonaktifkan server proxy, jika sedang diaktifkan.

1. Klik Start (Mulai) > Internet Explorer untuk
membuka browser Web.

2. Klik tab Tools (Alat) > Internet options (Opsi
internet) > Connections (Sambungan) > LAN
settings (Pengaturan LAN).

3. Dari layar Local Area Network (LAN) Settings, hapus
tanda centang pada Use a proxy server for your LAN 1
(Gunakan server proxy untuk LAN). ‘ |

4. Klik OK setelah selesai.

B. Menetapkan pengaturan TCP/IP untuk mengambil Rt )
alamat IP secara otomatis. ——

4 Festak 70 GBE Famy Coreoler

_

. Klik Start (Mulai) > Control Panel (Panel Kontrol)
> Network and Internet (Jaringan dan Internet) >
Network and Sharing Center (Pusat Jaringan dan
Berbagi) > Manage network connections (Kelola
sambungan jaringan).

2. Pilih Internet Protocol Version 4 (TCP/IPv4)
(Protokol Internet Versi 4 (TCP/IPv4)), lalu klik
Properties (Properti).

. Centang Obtain an IP address automatically —
(Dapatkan alamat IP secara otomatis).

4, Klik OK setelah selesai.

w
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Mac 10.5.8

A.Menonaktifkan server proxy, jika sedang
diaktifkan.

1. Dari panel menu, klik tab Safari > Preferences...
(Preferensi...) > Advanced (Lanjutan).

2. Klik Change Settings... (Ubah
Pengaturan...) pada kolom Proxies (Proxy).

3. Dari daftar protokol, hapus tanda centang
pada FTP Proxy (Proxy FTP) dan Web Proxy
(HTTP) (Proxy Web (HTTP)). s —

4. Klik OK setelah selesai.
B. Menetapkan pengaturan TCP/IP untuk

mengambil alamat IP secara otomatis.
.

1. Klik ikon Apple N System Preferences
(Preferensi Sistem) > Network (Jaringan).

2. Pilih Ethernet, lalu pilih Using DHCP
(Menggunakan DHCP) pada kolom
Configure (Konfigurasikan).

3. Klik Apply(Terapkan) setelah selesai.

T2: Saat mengatur EA-N66 ke Repeater Mode (Mode Repeater),
apakah saya harus menggunakan SSID yang sama seperti AP
induk?

«  Sebaiknya gunakan SSID yang berbeda untuk EA-N66 agar Anda dapat me-

milih SSID dengan kekuatan sinyal terbaik (antara EA-N66 dan AP induk).
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Kandungan pembungkusan
M EA-N66 M Penyesuai AU
M Kabel rangkaian ™ Panduan Mula Ringkas

NOTA: Jika mana-mana daripada item ini rosak atau hilang, hubungi penjual
anda.

Sekilas pandang

1) Port ethernet 4) Liang udara
2) Port kuasa (DC-In) (AT-Masuk) 5) Lubang lekapan dinding
3) Penunjuk LED 6) Butang WPS
MATIKAN: Tiada sambungan kuasa atau fizikal 7) Butang tetapkan semula

Cahaya padu: Sambungan cemerlang
Berkelip cepat: Sambungan aktif
Berkelip lambat: sambungan
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Pilihan pelekapan

Di luar kotak, ASUS EA-N66 direka bentuk untuk terletak di
atas permukaan rata yang tinggi seperti kabinet fail atau
rak buku. Unit boleh juga ditukar untuk dilekapkan pada
dinding atau siling.

1. Lihat di bahagian bawah cangkuk pelekapan.

2. Tandakan lubang atas di dalam permukaan yang rata.
3. Ketatkan satu skru sehingga hanya 1/4” yang nampak.
4. Selakkan cangkuk EA-N66 anda pada skrunya.

« Laraskan semula skru jika anda tidak mahu menyelakkan EA-N66 pada skrunya
atau jika ia terlalu longgar.

« Skru tidak disertakan di dalam kandungan pakej EA-N66.

Sambungkan ke rangkaian

A. Sambungkan menggunakan WPS

Butang WPS (Wi-Fi Protected Setup) (Persediaan Wi-Fi Terllndung) sentlasa

membenarkan anda untuk disambungkan

ke rangkaian yang selamat dan dilindungi
dengan hanya satu klik.

a. Masukkan penyesuai AC EA-N66 ke port
DC-In (AT-Masuk) dan pasangkan alur
keluar kuasa.

b. Sambungkan pemain media HD anda,
Internet TV (TV Internet), kotak set atas
atau peranti lain yang didayakan Ethernet,
ke port LAN EA-N66 anda menggunakan
kabel rangkaian tergabung.
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c. Tekan butang WPS di sebelah bawah EA-N66.
d. Pastikan bahawa LED wayarles berkelip-kelip.

hasa Malaysia

e. Tekan butang WPS pada penghala.

NOTA: Rujuk kepada manual pengguna
penghala untuk lokasi butang WPSnya.

f. Periksa jika penunjuk LED EA-N66 bertukar
menjadi biru, yang menunjukkan bahawa
EA-N66 berjaya disambungkan ke rangkaian
wayarles.

NOTA: Untuk mendapatkan butiran pada
penunjuk LED, rujuk pada halaman 3.
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B. Sambungkan tanpa menggunakan WPS

a. Masukkan penyesuai AC EA-N66 ke port
DC-In (AT-Masuk) dan pasangkan alur
keluar kuasa.

b. Sambungkan computer anda ke port LAN
EA-N66 anda menggunakan kabel rang-
kaian tergabung.

c. Dalam penyemak imbas web anda, masuk-
kan www.asusrouter.com. Masukkan admin
(pentadbir) sebagai nama pengguna dan
kata laluan lalai.

d. Ikuti arahan pada skrin untuk melengkapkan persediaan sambungan wayarles.

e. Periksa jika penunjuk LED EA-N66 bertukar menjadi biru, yang menunjukkan
bahawa EA-N66 berjaya disambungkan ke rangkaian wayarles.

f. Putuskan sambungan kabel rangkaian daripada komputer anda dan sambung-
kannya ke peranti anda yang didayakan Ethernet seperti pemain media HD,
Internet TV (TV Internet), kotak set atas dan lain-lain.
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Mod operasi

ASUS EA-N66 menyediakan tiga mod operasi: Ethernet Adapter, (Penyesuai
Ethernet), Access Point (AP) (Pusat Akses (AP)) dan Repeater (Pengulang).

Mod Penyesuai Ethernet .
Secara lalai, EA-N66 ditetapkan kepada mod BI_Q
Penyesuai Ethernet. Dalam mod ini, anda

boleh menyambungkan sebarang peranti TV Internet
yang didayakan Ethernet kepada rangkaian

rumah wayarles anda melalui penghalan

wayarles. Mod ini adalah sesuai untuk pe-

ranti teater rumah seperti TV Internet, TiVo,

dan pemain Blu-ray.
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PENTING:

« Untuk mendapatkan prestasi wayarles yang terbaik, letakkan EA-N66 pada jarak
lebih daripada 1.5 meter dari Access Point (AP) induk.

« Anda boleh melaraskan kuasa pemancaran EA-N66 dari antara muka webnya.
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Menyelesai masalah

S1: Saya tidak boleh mengakses GUI web untuk mengkonfigurasi

tetapan penghala wayarles.

« Tutup semua penyemak imbas web yang sedang berjalan dan lancarkan sekali lagi.
« lkuti langkah-langkah di bawah untuk mengkonﬁgura5|kan tetapan komputer

anda berdasarkan sistem pengendaliannya.
Windows 7

A.Nyahdayakan pelayan proksi, jika didayakan.

1. Klik Start (Mula) > Internet Explorer untuk
melancarkan penyemak imbas web.

2. Klik Tools (Alat) > Internet options (Opsyen Internet)
> tab Connections (Sambungan) > LAN settings
(Tetapan LAN).

3. Dari skrin Local Area Network (LAN) Settings (Tetapan
Rangkaian Kawasan Setempat (LAN)), buang tanda

B. Tetapkan tetapan TCP/IP untuk mendapatkan
alamat IP secara automatik.

—

. Klik Start (Mula) > Control Panel (Panel Kawalan)
> Network and Internet (Rangkaian dan Internet)
> Network and Sharing Center (Rangkaian dan
Pusat Perkongsian) > Manage network connections
(Uruskan sambungan rangkaian).

2. Pilih Internet Protocol Version 4 (TCP/IPv4) (Versi
Protokol Internet (TCP/IPv4)), kemudian klik
Properties (Sifat).

3. Tandakan Obtain an IP address automatically

(Dapatkan alamat IP secara automatik).

4, Klik OK apabila selesai.
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Mac 10.5.8

A.Nyahdayakan pelayan proksi, jika
didayakan.

1. Dari bar menu, klik Safari > Preferences...
(Keutamaan...) > tab Advanced (Lanjutan).

2. Klik Change Settings... (Tukar Tetapan...)
dalam medan Proxies (Proksi).

3. Dari senarai protokol, nyahpilih FTP Proxy
(Proksi FTP) dan Web Proxy (HTTP) (Proksi s s
Web (HTTP)). ® ===
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B. Tetapkan tetapan TCP/IP untuk [an = e
mendapatkan algmat IP secara automatik. 5

1. Klik ikon Apple e . System Preferences
(Keutamaan Sistem) > Network
(Rangkaian).

2. Pilih Ethernet dan pilih Using DHCP
(Menggunakan DHCP) dalam medan
Configure (Konfigurasi).

3. Klik Guna apabila selesai.

S2: Adakah saya perlu menggunakan SSID yang sama dengan
AP induk saya apabila saya menetapkan EA-N66 pada Mod
Pengulang?

« Kami mengesyorkan anda untuk gunakan SSID berlainan untuk EA-N66 anda

supaya anda boleh pilih mana-mana dengan kekuatan isyarat terbaik (di
antara EA-N66 anda dan AP induk anda).
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SUPPORT HOTLINE

USA/ CANADA BRAZIL
Hotline Number: 1-812-282-2787 Hotline Number: 4003 0988
Language: English (Capital) / 0800 880 0988 (demais
Availability: Mon. to Fri. localidades)
8:30-12:00am EST Language: Portuguese
(5:30am-9:00pm PST) Availability: Mon. to Fri.
Sat. to Sun. 9:00am-18:00
9:00am-6: OO&m EST
(6:00am-3:00pm PST)
Manufacturer

ASUSTeK Computer Inc.
Tel: +886-2-2894-3447
Address: No. 150, LI-TE RD., PEITOU, TAIPEI 112, TAIWAN

Authorised representative in Europe

ASUS Computer GmbH
Address: HARKORT STR. 21-23, 40880 RATINGEN, GERMANY

Authorised distributors in Turkey

BOGAZICI BIL GISAYAR SAN.VETIC. A.S.
Tel: +90 212 3311000
Address: AYAZAGA MAH. KEMERBURGAZ CAD. NO.10 AYAZAGA/ISTANBUL

CIZGI Elektronik San. Tic. Ltd. Sti.
Tel: +90 212 3567070Address: CEMAL SURURI CD. HALIM MERIC IS MERKEZI
No: 15/C D:5-6 34394 MECIDIYEKOY/ ISTANBUL

EEE Yénetmeligine Uygundur.



ASUS Recycling/Takeback Services

ASUS recycling and takeback programs come from our commitment to the high-
est standards for protecting our environment. We believe in providing solutions
for you to be able to responsibly recycle our products, batteries, other compo-
nents, as well as the packaging materials. Please go to
http://csr.asus.com/english/Takeback.htm for the detailed recycling information
in different regions.

REACH

Complying with the REACH (Registration, Evaluation, Authorisation, and Restric-
tion of Chemicals) regulatory framework, we published the chemical substances
in our products at ASUS REACH website at http://csr.asus.com/english/REACH.htm

Federal Communications Commission Statement

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

- This device may not cause harmful interference.

- This device must accept any interference received, including interference that
may cause undesired operation.

This equipment has been tested and found to comply with the limits for a class
B digital device, pursuant to part 15 of the FCC Rules. These limits are designed
to provide reasonable protection against harmful interference in a residential
installation.

This equipment generates, uses and can radiate radio frequency energy and, if
not installed and used in accordance with the instructions, may cause harm-

ful interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception, which can be determined

by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

- Reorient or relocate the receiving antenna.



« Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

« Consult the dealer or an experienced radio/TV technician for help.

WARNING: Any changes or modifications not expressly approved by the party

responsible for compliance could void the user’s authority to operate the equip-
ment.Prohibition of Co-locationThis device and its antenna(s) must not be co-lo-
cated or operating in conjunction with any other antenna or transmitter.

Prohibition of Co-location

This device and its antenna(s) must not be co-located or operating in conjunction
with any other antenna or transmitter.

IMPORTANT NOTE:

Radiation Exposure Statement: This equipment complies with FCC radiation
exposure limits set forth for an uncontrolled environment. End users must follow
the specific operating instructions for satisfying RF exposure compliance. To
maintain compliance with FCC exposure compliance requirement, please follow
operation instruction as documented in this manual.

Declaration of Conformity for R&TTE directive 1999/5/EC

Essential requirements — Article 3

Protection requirements for health and safety — Article 3.1a

Testing for electric safety according to EN 60950-1 has been conducted. These are
considered relevant and sufficient.

Protection requirements for electromagnetic compatibility - Article 3.1b

Testing for electromagnetic compatibility according to EN 301 489-1 and EN 301
489-17 has been conducted. These are considered relevant and sufficient.
Effective use of the radio spectrum - Article 3.2



Testing for radio test suites according to EN 300 328- 2 has been conducted. These
are considered relevant and sufficient.

CE Mark Warning

This is a Class B product, in a domestic environment, this product may cause radio
interference, in which case the user may be required to take adequate measures.
Operation Channels: CH1~11 for N. America; Ch1~14 for Japan; CH1~13 for
Europe (ETSI)

ICWarning

This device complies with Industry Canada licence-exempt RSS standard(s).
Operation is subject to the following two conditions: (1) this device may not cause
interference, and () this device must accept any interference, including interfer-
ence that may cause undesired operation of the device”

Le présent appareil est conforme aux CNR d’Industrie Canada applicables aux ap-
pareils radio exempts de licence. Lexploitation est autorisée aux deux conditions
suivantes : (1) I'appareil ne doit pas produire de brouillage, et (2) I'utilisateur de
I'appareil doit accepter tout brouillage radioélectrique subi, méme si le brouillage
est susceptible d’en compromettre le fonctionnement.”

Industry Canada Statement

This device complies with RSS-210 of the industry Canada Rules. Operation is
subject to the following two conditions:

« This device may not cause harmful interference.

« This device must accept any interference received, including interference that
may cause undesired operation.

IMPORTANT NOTE:

Radiation Exposure Statement: This equipment complies with IC radiation ex-
posure limits set forth for an uncontrolled environment. End users must follow the
specific operating instructions for satisfying RF exposure compliance. To maintain
compliance with IC RF exposure compliance requirement, please follow operation
instruction as documented in this manual.
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Safety Warning
SAFE TEMP: This wireless router should be only used in environments with ambi-
ent temperatures between 5°C (41°F) and 40°C (104°F).

DO NOT expose to or use near liquids, rain, or moisture. DO NOT use during
electrical storms.



