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kodunu uygun sekilde tamamlamaya isteklidir. Bununla birlikte ilgili kaynak kodunu
almada herhangi bir sorunla karsilastiginizda, trtinti ve sorunu belirten bir notu %(pl@
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kodu arsivi gibi buytik ekleri GONDERMEYIN)



icindekiler

Bu Kilavuz haKKINda ........cccceeerrenrerrsersesssesssesssesssesssesssesssssssesssssssssssens 4

Boliim 1: Kablosuz yoénlendiricinizi tanima

L1 0T 7
Sistem gereKSiNIMIEr ... 7
Devam etmeden énce w7
Donanim OZelliKIENi........coveerreeriererrir st 8
USE PANEL .ot 8
ATKE PANEI ..o 9
ALPANEL .o 10
Montaj SECENEKIET.....cvu e 11

Béliim 2: Baglarken

Kablosuz yénlendiriciyi KUIMa.........ccconmmnmmmcsesmnnssssssssesssssssssnnnns 13
Hizli internet Ayari (QIS) KUlaNMA..........eevereereressensssenssssnssssessassssenens 13
Oto algilamall QIS Kullanimi ..o 13
Oto algilama olmadan QIS kullanimi ...........ccoovviiiinininin, 15

Béliim 3: Ag istemcilerini yapilandirma

Kablosuz yonlendiriciye erigim.......c.cocousmnmsesesmsmscsssmsssssesssssssesesssesens 17
Kablolu veya kablosuz istemci icin IP adresi belirleme.................... 17
QoS bant genisligini yONEtMe .......ovrmvcsmmmressssssmsmssssssesssssesssens 21

Béliim 4: Gelismis ayarlarin yapilandiriimasi

Calisma modunun Kurulmasl........s 22
Kablosuz yénlendiriciyi IP Paylasimi modunda ayarlama............... 22
Kablosuz yénlendiriciyi AP modunda ayarlama ...........ccccceceeeneenee. 23

Wi-Fi Korumali Kurulumunu (WPS) Ayarlama .........ccoceennnncinnannns 24

Uriin yazilimini glncelleStirme. ... eeeeesreessmeesmeessseessssssseessesssees 26

Ayarlari Geri Yiikleme/Kaydetme/Karsiya Yiikleme.........ccoceerernnnnnes 27

Bolim 5: Yardimci programlari kurma

Yardimci programlart KUrma..........ccocecvcnnnnnsnsnnssssnnsssssssssnanas 29
DeviCe DISCOVEIY ....ccvurmmeremmsesmssssssesssssssssssssssssssssssssssssssssssssssssssssnss 31
Firmware Restoration..........ccouniiinnnnnn, 32

Boliim 6: Sorun giderme



icindekiler

SOruN GIdErME ... s 33
Ekler

LT T 1 - T 37

ASUS irtibat DIl .u...vuureserressessrnessesssessasssssssssssssssssssssssassssassssssssans 45

Bu kilavuz hakkinda

Bu kullanim kilavuzu, ASUS Kablosuz Yénlendiriciyi kurarken ve yapilandirirken
size gerekli olacak bilgileri igerir.

Kilavuz nasil diizenlenmistir
Bu kilavuz asagidaki bélimlerden olusur:

Béliim 1: Kablosuz yénlendiricinizi tanima

Bu bdltim, ASUS Kablosuz Yénlendiricinin paket icerigi, sistem gereksinimleri,
donanim ézellikleri ve LED géstergeleri hakkinda bilgi verir.

Béliim 2: Baslarken

Bu bélimde ASUS Kablosuz Yénlendiricisinin Yénlendirici ve Erigsim Noktasi
modlarini nasil ayarlayacaginiz hakkinda talimatlar verilmektedir.

Béliim 3: Ag istemcilerini yapilandirma
Bu bélim, aginizdaki istemcilerin ASUS Kablosuz Yénlendiriciyle birlikte

calismak lzere ayarlanmasina dair yonergeler icerir.
Bdliim 4: Gelismis ayarlarin yapilandiriimasi

Bu bélimde ASUS Kablosuz Yénlendiricinin gelismis ayarlarinin
yapilandiriimasi ile ilgili talimatlar sunulmaktadir.

Boliim 5:Yardimel programlari kurma

Bu béliim destek CD'sinde yer alan yardimci programlar hakkinda bilgi saglar.



Baliim 6: Sorun giderme

Bu bélim, ASUS Kablosuz Yénlendiriciyi kullanirken kargilasabileceginiz
yaygin sorunlari ¢ézmek Uzere bir sorun giderme kilavuzu saglar.

Ekler
Bu béliimde yasal Bildirimler ve Giivenlik ifadeleri yer alir.

Bu kilavuzda kullanilan ifadeler

/) UYARI: Bir g6revi tamamlamaya c¢aligirken kendinizi yaralamayi
/ i ) Onlemeye yoénelik bilgiler.

' DIKKAT: Bir gérevi tamamlamaya calisirken hasari 6nlemeye yénelik
<\ bilgiler.

yénergelerdir.

R ONEMLI: Bir gérevi tamamlamak igin izlemeniz GEREKEN
/ NOT: Bir g6revi tamamlamaya yardimci olacak ipuglari ve ek bilgilerdir.






Kablosuz
yonlendiricinizi tanima

Paket icerigi

ASUS Kablosuz Yénlendirici paketinizde asagidaki égeleri kontrol edinx1.

&

RT-N10E y6nlendiricinizi tanimai x1

Gli¢ adaptérixi

Destek CD'si (kilavuz, yardimci programlar) x1
RJ-45 kablo x1

Hizli Baglangi¢ Kilavuzu x1

% Not: Bilesenlerden herhangi biri hasar gérmus ya da eksik ise saticinizla temasa gegin.

Sistem gereksinimleri

ASUS Kablosuz Yoénlendiriciyi kurmadan 6nce, sisteminizin/aginizin asagidaki
gereksinimleri karsiladigindan emin olun:

Bir Ethernet RJ-45 baglanti noktasi (10Base-T/100Base-TX)
Kablosuz 6zellige sahip en az bir IEEE 802.11b/g/n aygiti
Kurulu bir TCP/IP ve Internet tarayicisi

Devam etmeden 6nce
ASUS Kablosuz Yénlendiriciyi kurmadan énce asagdidaki yonergeleri dikkate alin:

Aygiti aga (hub, ADSL/kablo modem, yénlendirici, duvar baglantisi) baglamak
icin kullanilan Ethernet kablosunun uzunlugu 100 metreyi gegmemelidir.

Aygiti zeminden olabildigince yukarida bulunan dtiz, sabit bir yizeye yerlestirin.
Aygiti engelleyici metal cisimlerden ve dogrudan guines 1sigindan uzak tutun.

Sinyal kaybini énlemek igin aygiti transformatérlerden, agir hizmet
motorlarindan, fliloresan lambalardan, mikrodalga firinlardan, sogutuculardan
ve diger endustriyel aygitlardan uzak tutun.

Tim kablosuz mobil aygitlar icin ideal kapsama saglamak Uzere, aygiti merkezi
bir noktaya kurun.

Béltim 1: Kablosuz yénlendiricinizi tanima RT-N10E



Uriindn Federal iletisim Komisyonu tarafindan benimsenen, insanlar icin RF
Maruziyet Yonergelerine uygun olarak galistirildigindan emin olmak igin aygti

kisilerden en az 20cm uzaga kurun.

Donanim ozellikleri

Ust panel.

C

Durum géstergeleri

LED Durum Gosterge
. Kapali Gig yok
Power (Giig) P :
Acik Sistem hazir
Kapali Gg yok
WLAN Acik Kablosuz sistem hazir
Yanip S6nuyor Veri iletiyor veya aliyor (kablosuz)
Stirekli yanip séntiyor WPS igleniyor
WPS Birkez yanip séniiyor Sistem varsayilan ayarlara sifirlanir
Yavas olarak yanip séntyor | Kurtarma modu
Kapali G veya fiziksel bagdlant yok
WAN (Genis Acik Ethernet ag! ile fiziksel baglantisi var
Alan Agi) Yanip S6nuyor Veri iletiyor veya aliyor (Ethernet kablosu
yoluyla)
Kapali Glic veya fiziksel baglanti yok
LAN e N
(Yerel A§ Acik Ethernet agi ile fiziksel baglantisi var
Baglantisi) | Yanip Séntyor Veri iletiyor veya aliyor (Ethernet kablosu
yoluyla)
RT-N10E Béliim 1: Kablosuz y6nlendiricinizi tanima




Arka panel

D)

o\ om T,

Poper AN AN LANS  LANZ _ LANT W
I -

Artico Descrier

(1) Sifirlama Diigmesi
Sistemi fabrika varsayilan ayarlarina déndtirmek igin bu digmeye
bes saniyeden fazla basin.

(2) Acma/Kapatma diigmesi
Glict agmak/kapatmak igin bu diigmeye basin.

9 Giic (DC-Girisi) baglanti noktasi
Yénlendiricinizi bir gli¢ kaynagina baglamak icin bu baglant
noktasina bir AC adapt6ru takin.

(4) WAN baglanti noktasi

WAN baglantisi olusturmak icin bu baglanti noktasina bir RJ-45
Ethernet kablosu takin.

(5) LAN 1 ~ 4 baglanti noktasi

LAN baglantisi olusturmak igin bu baglanti noktalarina RJ-45
Ethernet kablolar takin.

(6 WPS diigmesi
Glicli agmak/kapatmak icin bu diigmeye basin.

Béltim 1: Kablosuz yénlendiricinizi tanima RT-N10E



Alt panel

TNV N VLT LTI T T
VY YN VYN TN IRRNRET

I

\VIT}

Oge Agiklama

(1) Montaj kancalari

Yénlendiricinizi beton veya ahsap ytizeylere monte etmek igin iki
yuvarlak basl vida ile montaj kancalarini kullanin.

(2] Hava delikleri
Bu delikler yénlendiricinizin havalandiriimasini saglar.

kilavuzunun bir sonraki sayfasinda yer alan Mounting options (Montaj secenekleri) kismina

/ Not: Yénlendiricinizi duvara veya tavana monte etme hakkinda ayrintili bilgi igin, bu kullanim
bakin.

10 RT-N10E Béltim 1: Kablosuz yénlendiricinizi tanima



Montaj secenekleri

ASUS Kablosuz Yénlendirici, kutusundan cikarildiginda dosya dolabi ya da kitaplik
rafi gibi yliksek ve dliz bir ylizeye yerlestirilecek sekilde tasarlanmistir. Birim ayni
zamanda duvar veya tavana monte edilecek sekilde gevrilebilir.

ASUS Kablosuz Yénlendiriciyi monte etmek igin:

1.
2. Ustteki iki deligii diiz bir ylizeyde isaretleyin.

3.

4. ASUS Kablosuz Yénlendiricinin kancalarini vidalara tutturun.

iki montaj kancasini alt kisimda bulun.

iki viday1 6mm kalana kadar sikin.

TELTE T e

% Not: ASUS Kablosuz Yénlendiriciyi vidalara tutturamiyorsaniz veya tutturdugunuzda gok

gevsekse, vidalari yeniden ayarlayin.

Béltim 1: Kablosuz yénlendiricinizi tanima RT-N10E
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Baslarken

Kablosuz yonlendiriciyi kurma

ASUS Kablosuz Yénlendirici, Urlind bilgisayarinizdaki web tarayicisini kullanarak
yapilandirmanizi saglayan bir web grafik kullanici arabirimi (web GUI) igerir.

Not: Kablosuz yénlendiricinizi web GUI'yi kullanarak yapilandirma hakkinda bilgi icin bkz.
B6liim 4: Web GUI iizerinden yapilandirma.

Hizli internet Ayari (QIS) Kullanma

Oto algilamali QIS kullanimi

Hizli internet Ayari (QIS) islevi internet baglantinizi hizli bir sekilde yaralamaniz
icin size rehberlik eder.

QIS'i oto-algilama ile birlikte kullanmak igin:

1. Web tarayicisi baglatin. Kablosuz y6nlendirici ISP baglanti tlirlinliziin Dynamic
IP (Dinamik IP), PPPoE, PPTP, L2TP ve Static IP (Statik IP)'den hangisi
oldugunu otomatik olarak algilar. ISP baglanti tlirtinuz icin gerekli bilgileri girin.

/ ﬁ RT-N10E

| Redetecting your connection status

Start to detect your connection type...
Detecting at { 1 / 5 ) times.

k ONEMLI! ISP'nizden internet baglanti tiirtiniiz hakkinda gerekli bilgileri elde edin..

Béltim 2: Baglarken RT-N10E



% NOTLAR:

A + Eger QIS internet baglanti tlrtintizli algilayamazsa, Skip to manual setting (Elle
ayarlamaya gec) Uzerine tiklayin (adim 1°deki ekran gortintiistine bakin) ve baglanti
ayarlarinizi manual olarak yapilandirin.

Eger QIS otomatik olarak baslamazsa, web tarayiciniza http://192.168.1.1 girin ve QIS'I
manual olarak baslatin. Ayrintili bilgi icin bir sonraki Oto algilama olmadan QIS kullanimi
bélimiine bakin.

2. Guvenilir kablosuz ag icin network name (ag adi) ve network key (ag
anahtari) atayin. Tamamlayinca Finish (Bitir’e) tiklayin.

3. Internet baglanti ayari yapilr.

NSUS rrvie

| You have finished the security settings.
Routers MAC: D0-11:223344:56  Network Name(SSID): ASUS
WAN type: Automatic IP

WAN IP: 192.168.123.186 Wirgless Security: Open System
LAM IP: 192 168.1.1

Router Admin account: admin

Router Admin password: admin

2. Advanced Setting page
3. Add to Favontes

14 RT-N10E Béliim 2: Baglarken



Su segeneklerden herhangi birini kullanarak sonraki tercih ettiginiz gérevi
segin:

1. Internete girme: Tiklayarak internette s6rf etmeye baglayin ya da
sohbet etmek, eposta iletisi okumak/yazmak gibi internet ile ilgili
aktiviteleri yapin.

2. Gelismis Ayar sayfasi: Kablosuz yonlendiricinin Gelismis Ayar

sayfasina gitmek icin tiklayin ve daha gelismis kablosuz ayarlari
yapilandirin

3. Sik Kullanilanlara Ekle: Gitmek igin tiklayin, yénlendiricinin web
arayuzlini Sik Kullanilanlara ekleyin.

Not: 2 ve 3 seceneklerini secerseniz, GUl'ya oturum agmaniz gerekecektir. Daha fazla ayrinti
icin, bu kullanma kilavuzundaki Web GUI ilse yapilandirma bélimtine bakiniz.

Oto algilama olmadan QIS kullanimi

QIS'i oto-algilamasiz kullanmak igin:

1. Web tarayicinizi agin, http:/192.168.1.1 girin.

2. Gezinti menustinde QIS’e tiklayin. Asagidaki ISS servisi turlerinin arasindan
baglanti tlirlinlizi segin: Automatic IP (Otomatik IP), PPPoE, Static IP
(Statik IP), PPTP ve L2TP.

,|S|-I= RT-N10E

‘ Please Choose the WAN connection type provided by your ISP.
() Automatic IP:

The type allows your PC ta obtain IP address automatically. This
connection type i often used by cable modem service providers.

PPPOE:

ADSL or other connection that requires username, and password. It is
known as PPPoE.

() Static 1Pz

©

Static IP allows your PC to use a fixed IP address provided by your ISP.
This connection type is often used by ADSL service providers.

) PPTP:
ADSL or other connection that requires username, password and IP
address. It is known as PPTP.

© L2TP:

L2TP requires username, password, and IP address provided by your
IsP.

3. Next (ileri)'ye tiklayin ve ISS baglanti tiirtiniiz igin gerekli bilgileri girin.

R ONEMLI! ISP'nizden internet baglant tiiriintiz hakkinda gerekli bilgileri elde edin..

Bélum 2: Baglarken RT-N10E 15
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Ag istemcilerini
yapilandirma

Kablosuz y6nlendiriciye erigim

Kablolu veya kablosuz istemci icin IP adresi
belirleme
ASUS Kablosuz Yonlendiriciye erismek igin, kablolu veya kablosuz istemcilerinizdeki

TCP/IP ayarlan dogru olmalidir. istemcinin IP adreslerinin, ASUS Kablosuz
Yénlendiriciyle ayni alt agda bulundugundan emin olun.

Varsayilan ayar olarak, ASUS Kablosuz Yénlendirici, DHCP sunucu iglevini
birlestirir; bu da IP adreslerinin aginizdaki istemcilere otomatik olarak atanmasini
saglar.

Ancak bazi durumlarda, kablosuz yénlendiricinizden IP adreslerini otomatik olarak
almak yerine, aginizdaki bazi istemcilere veya bilgisayarlara manual olarak statik
IP adresleri atamak isteyebilirsiniz.

Asagida, istemcinizde veya bilgisayarinizda kurulu olan isletim sistemine uygun
y6nergeleri izleyin.

Not: Bir IP adresini istemcinize manual olarak atamak istiyorsaniz, asagidaki ayarlar
kullanmanizi éneririz:

+ IP adresi: 192.168.1.xxx (xxx, 2 ve 254 arasinda herhangi bir sayi olabilir. IP adresinin
baska bir aygit tarafindan kullanilmadigindan emin olun)

+ Alt Ag Maskesi: 255.255.255.0 (ASUS Kablosuz Yénlendiriciyle ayni)
+ Ag Gegidi: 192.168.1.1 (ASUS Kablosuz Y6nlendiricinin IP adresi)

+ DNS: 192.168.1.1 (ASUS Kablosuz Yénlendirici) veya aginizda bilinen bir DNS sunucusu
atayin

Béltim 3: Ag istemcilerini yapilandirma RT-N10E
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Windows® 2000

1. Start (Baslat) > Control Panel
(Denetim Masasi) > Network
and Dial-up Connection (Ag
ve Cevirmeli Baglanti) 6gelerini
tiklatin. Local Area Connection
(Yerel Ag Baglantisi) 6gesini sag
tiklatip Properties (Ozellikler)
6gesini tiklatin.

3. [P ayarlarinin otomatik olarak
atanmasini istiyorsaniz, Obtain
an IP address automatically
(Otomatik olarak bir IP adresi
al) secenegini isaretleyin.
Istemiyorsaniz, Use the following
IP address (Asagidaki IP adresini
kullan) égesini secin. ve IP address
(IP adresi), Subnet mask (Alt
ag maskesi) ve Default gateway
(Varsayilan ag gecidi) bilgilerini
girin.

4. DNS sunucu ayarlarinin otomatik

olarak atanmasini istiyorsaniz,
Obtain DNS server address
automatically (DNS sunucu
adresini otomatik olarak

al) secenegini isaretleyin.
istemiyorsaniz, Use the following
DNS server address (Asagidaki
DNS sunucu adresini kullan)
secenegini isaretleyin. ve Preferred
(Tercih edilen) ve Alternate DNS
server (Alternatif DNS sunucusu)
bilgilerini girin.

5. Bitirdiginizde OK (Tamam)

digmesini tiklatin.

RT-N10E

Local Area Connection Properties i

General ]

2|

Connest using:
| H9 5iS 900-Based PL Fast Ethernet Adapter

Components checked are used by this connection:

v E Client for Microsoft Networks
v and Printer Sharing for Microsoft Metwarks
el TCPAP)

Install... Uninstall I Properties |

D

Transmission Control Protocol/intemet Protocal. The default
wide area network pratacal that provides communication
across diverse interconnected networks.

I~ Show icon in taskbar when connected

oK Cancel I

Internet Protocol (TCP/IP) Properties: E

General |

21

‘You can get IP settings assigned automatically if your network supports
this capability. Otherwiss, you need to ask your network administrator for
the appropriate IP settings.

- g8
€ Use the following IP address:

1P address

Subr

Defar

(% Dbtain DNS server address automatically

Llterriate DS

’—(‘ Usg the following DNS server addresses:

Adyanced ..

Béliim 3: Ag istemcilerini yapilandirma




Windows® XP

1.

2.

Start (Baslat) > Control Panel
(Denetim Masasi) > Network
Connection (Ag Baglantisi)
6gelerini tiklatin. Local Area
Connection (Yerel Ag Baglantisi)
égesini sag tiklatip Properties
(Ozellikler) secenegini isaretleyin.

Internet Protocol (TCP/IP)
(Internet Protokolii - TCP/

IP) 6gesini segip Properties
(Ozellikler) 6gesini tiklatin.

IP ayarlarinin otomatik olarak
atanmasini istiyorsaniz, Obtain
an IP address automatically
(Otomatik olarak bir IP adresi
al) secenegini isaretleyin.
istemiyorsaniz, Use the following
IP address (Asagidaki IP
adresini kullan) 6gesini secin. ve
IP address (IP adresi), Subnet
mask (Alt ag maskesi) ve Default
gateway (Varsayilan ag gecidi)
bilgilerini girin.

DNS sunucu ayarlarinin otomatik
olarak atanmasini istiyorsaniz,
Obtain DNS server address
automatically (DNS sunucu
adresini otomatik olarak

al) segenegini isaretleyin.
Istemiyorsaniz, Use the following
DNS server address (Asagidaki
DNS sunucu adresini kullan)
secenegini isaretleyin. ve Preferred
(Tercih edilen) ve Alternate DNS
server (Alternatif DNS sunucusu)
bilgilerini girin.

Bitirdiginizde OK (Tamam)
digmesini tiklatin.

Béltim 3: Ag istemcilerini yapilandirma

Gieneral | Authentication | Advanced

Connect using:

| E8 Fieslek RTLA133 Family FCI Fast Ett |

Thiz connection uges the fallawing tems:
51 0165 Packet Scheduler ~
% AEGIS Protocol IEEE B02.1%) v3.4.3.0
% Intermet Protocal (TCPAP)

8 | @

Description

Transmission Control Protocol/nternet Protocel. The default
wide area network. protocol that pravides communication
acrose diverse interconnected networks.

] Show icon in natification area when connected
Notify me when this connection has limited or no connectivity

Internet Protocol (TCP/IP) Properties ‘E‘El

General | Altemate Configuration

You ean get P settings assigned automatically if your network supparts
this capability. Dtherwise, you need to ask your netwark admiristiator for
the appropriate IF settings.

(&) Dbtain an IP address automatically

(O Use the fallowing IP address:

(%) Obtain DNS server address automatically
() Use the following DN server addiesses,

L 1
L. 1
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Windows?® Vista/7

1. Start (Baslat)' tiklatin, Control Panel
(Denetim Masasi) > Network and
Internet (Ag ve Internet) > Network
and Sharing Center (Ag ve Paylasim
Merkezi)'ni secin. View status
(Durumu Gériintiile) > Properties
(Ozelllkler) > Continue (Devam)
6gesini tiklatin.

2. Internet Protocol (TCP/IP) (Internet

Protokolii - TCP/IP) ogesml secip
Properties (Ozelllkler) 6gesini tiklatin.

3. [P ayarlarinin otomatik olarak

atanmasini istiyorsaniz, Obtain an IP
address automatically (Otomatik
olarak bir IP adresi al) secenegini
isaretleyin. Istemiyorsaniz, Use the
following IP address (Asagidaki IP
adresini kullan) 6gesini secin. ve IP
address (IP adresi), Subnet mask
(Alt ag maskesi) ve Default gateway
(Varsayilan ag gecidi) bilgilerini girin.

atanmasini istiyorsaniz, Obtain DNS
server address automatically (DNS
sunucu adresini otomatik olarak al)
secenedini isaretleyin. istemiyorsaniz,
Use the following DNS server
address (Asagidaki DNS sunucu

adresini kullan) secenegini isaretleyin.

ve Preferred (Tercih edilen) ve

Alternate DNS server (Alternatif DNS

sunucusu) bilgilerini girin.

5. Bitirdiginizde OK (Tamam) digmesini

tiklatin.

RT-N10E

U Local Area Connection Properties

Networking

Connect using:
& Reahel RTL81688/81118 Famity PCI-E Gigabit Ethemet

This connection uses the following ftems:

7 Clert for Microsoft Networks

£=1GoS Packet Scheduler

Bl File and Printer Sharing for Microsaft Networks
-2 Intemet Protocol Version 6 (TCP/IPv6)

-2- Link-Layer Topology Discavery Mapper 1/0 Diiver
~&- Link-Layer Topology Discovery Responder

Description

Transmission Cortrol Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networkcs.

==

Intemet Protocol Version 4 (TCP/IPv4) Properties

Gereral | Alternate ion |

You can get IP settings assigned automaticaly if your network supports
this capabilty, Otherwise, you need to ask your netwerk admistator
for the appropriate IP seftings

8-l

© Ghtain a0 1 address automatically
%) Use the foloning IP address:

) Obtain DNS server address automatically

©) Use the folloning DNS server addresses

Adyanced.

DNS sunucu ayarlarinin otomatik olarak

Béliim 3: Ag istemcilerini yapilandirma




Gelismis ayarlarin
yapilandiriimasi

QoS bant genigligini yénetme

QoS, bant genigligi dnceligini ayarlamanizi ve ag trafigini yénetmenizi saglar.

Bant genisligi 6nceligini ayarlama:

1. Sl gezinti menustinden Advanced Setting (Gelismis Ayar) > WAN > QoS
sekmesine tiklayin.

2. Enable QoS (QoS Etkinlestir) alaninda Yes (Evet) lizerine tiklayin.

3. Ag trafigini yénetmek icin, Address Type (Adres Tiirii) alaninda IP veya
MAC'i secin.

4. Ayarlar kaydetmek icin Apply (Uygula) 6gesine tiklayin.

RT-N10E
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Calisma modunun kurulmasi

Calisma Modu sayfasi kablosuz yénlendiricinizi bu iki calisma modundan herhangi
birine kurmaniza olanak saglar: IP Sharing mode (IP Paylasim modu) veya
Access Point mode (Erigsim Noktasi modu).

Kablosuz y6nlendiriciyi IP Paylagsimi modunda

ayarlama

IP Paylasimi modunda, kablosuz y6nlendirici PPPoE, Otomatik IP, PPTP, L2TP
veya Statik IP ile internete baglanir ve kablosuz radyo sinyalleri saglar. LAN
istemcileri icin NAT, guvenlik duvari ve IP paylasimi hizmetleri etkindir.

Kablosuz yonlendiriciyi IP Paylasimi modunda ayarlamak icin:

1. Gezinti menlstnden, Advanced Setting (Gelismis Ayar) > Administration
(Yénetim) > Operation Mode (Calistirma Modu) sekmesine tiklayin.

2. IP Sharing mode (Default) (IP Paylagimi modunu (Varsayilan)) isaretleyin
ve Save (Kaydet)'e tiklayin.

n—
Vg — 58— =
RT-N10E 6
=N sy

3. Gezinti menlstinde QIS’e tiklayin. Asagidaki ISS servisi turlerinin arasindan
baglanti tdrlinlizl secin: Automatic IP, PPPoE, Static IP, PPTP, and L2TP.

FSUS rrvice

[ Please Choose the WAN connection type provided by your ISP.
) Automatic IP:

The type allows your PC to ublam 1P address automatically. This
cable modem service providers.

© PPPOE:
ADSL or other connection that requires username, and password. It is
known as PPPOE.

() Static IP:
Static IP allows your PC to use a ﬁxed IP address provided by your ISP,

This connection type is often used by ADSL service providers.

© PPTP:
ADSL or other connection that requires username, password and 1P
address. It is known as PETP.

©) L2TP:

LZTP requires username, password, and IP address provided by your
ISP,
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3. Next (ileri)'ye tiklayin ve ISS baglanti tiriin(iz icin gerekli bilgileri girin.

R Onemli: ISP'izden internet baglanti tiirtiniz hakkinda gereki bilgileri elde edin.

Kablosuz y6nlendiriciyi AP modunda ayarlama

AP modunda, kablosuz yénlendirici WAN portuna baglanan WAN IP adresinden
WAN [P adresini alir ve kablosuz radyo sinyalleri sunar. NAT, gtivenlik duvari ve IP
paylasimi hizmetleri engellenir.

Kablosuz yénlendiriciyi AP modunda ayarlamak igin:

1. Gezinti mentstnden, Advanced Setting (Gelismis Ayar) > Administration
(Yénetim) > Operation Mode (Calistirma Modu) sekmesine tiklayin.

2. Access Point (Erisim Noktasi)'ni isaretleyin ve Save (Kaydet)'e tiklayin.

RT-N10E

3. Ag adini (SSID) ve ag anahtarini girin. Tamamlayinca Finish (Bitir)’e tiklayin.

m RT-N10E

[Wireless Setting

Network Name(SSID) Asus
Network key

Enter a network key between 8 and 63 characters(letters,
numbers or a combination). If you do not want to set the network
security, leave the network key field blank. The default wireless
security is WPA-Auto-Personal - AES + TKIP.
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Wi-Fi Korumali Kurulumunu (WPS) Ayarlama

WPS (Wi-Fi Korumali Kurulum) gtivenilir ve korumali kablosuz agi kolaylikla
kurmaniza olanak saglar.

ﬁ Not:

+ WPS islevine sahip bir kablosuz LAN bagdastiricisi kullandiginizdan emin olun

+ WPS'i destekleyen Windows® isletim sistemleri ve kablosuz LAN kartlari/bagdastiricilar::

iS Destegi Kablosuz Adaptor Destegi

Intel kablosuz LAN Karti
ASUS 167gv2 stirtictisti v3.0.6.0 veya sonrasl

Vista 32/64
ASUS 160N/130N stirtictisti v2.0.0.0 veya sonras
Intel kablosuz LAN karti
ASUS 167gv2 sdirtictisti v1.2.2.0 veya sonrasr
XP SP2

ASUS 160N/130N stirtictisti v1.0.4.0 veya
sonrasr

ASUS WLAN Programi bulunan ASUS LAN karti
ASUS 167gv2 stirtictsu v1.2.2.0veya sonras
ASUS 160N/130N sdrtictsti v1.0.4.0 veya sonras

XP SP1 ve 2000

WPS'yi kurmak icin:
1. Yénlendiricinizin tizerindeki WPS dligmesine basin.

i

=
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2. Kablosuz LAN kartinda WPS dtigmesine basin ve Start PBC (PBC Baslat)'a
tiklayin.
Ayrica kablosuz LAN kartinin PIN kodunu segebilir, ardindan Start PIN (PIN
Baslat)'a tiklayabilirsiniz.

General VLN Bridge | Wireless MACFilter | Professional

WPS (Wi-Fi Protected Satup) provides easy and securs establishmant of a wirsless natwork.

Yeu can cenfigure WPS hers vis the PIN code methos

Not: Kablosuz LAN kartinin PIN kodu icin kablosuz LAN karti ile birlikte gelen belgelere bakiniz.

N
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Uriin yazilimini giincellestirme

ﬁ Not: ASUS web sitesinden http://www.asus.com en son ridn yazilimini indirin

Uriin yaziimini giincellestirmek icin:

1. Ekraninizin sol tarafindaki gezinti menustinden Advanced Setting (Gelismis
Ayar)' segin.

2. Administration (Yénetim) menistiniin altindaki Firmware Upgrade (Uriin
Yazilimi Giincellestirme) 6gesini tiklatin.

3. Bilgisayarinizdaki tirin yazilimini bulmak icin New Firmware File (Yeni Uriin
Yazilimi Dosyasi) alaninda Browse (G6zat) dtigmesini tiklatin.

4. Upload (Karsiya Yiikle) digmesini tiklatin. Ytikleme islemi yaklasik ¢ dakika
stirer.

will e xept duing e upgrace process

‘utomatcaly. The LED signals st th front of RT-NIOE wilndicae suehstuation.
Usethe Firmuare Restoration uifty on the CO to do tem recovery.

Not: Yikseltme streci basarisiz olursa, sistemi gri yiklemek icin Uriin Yazilimi Onarma
% programini kullanin. Bu yardimci program hakkinda bilgi igin, bu kilavuzun 5. Bélimtindeki Uriin
A Yazilimi Onarma kismina bakin.
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Ayarlari Geri Yikleme/Kaydetme/Karsiya
Yukleme

Ayarlari geri yiiklemek/kaydetmek/karsiya yiiklemek igin:

1. Ekraninizin sol tarafindaki gezinti menustinden Advanced Setting (Gelismis
Ayar)'i segin.

2. Administration (Yénetim) menstinun altindaki Restore/Save/Upload Setting
(Ayarlan Geri Yiikle/Kaydet/Karsiya Yiikle) 6gesini tiklatin.

= :
NsSUS S e e
RT-N10E Operation Hode: IP Shaseg p——

0. Restore/Save/Upload Setting

This function sllows you file, or load settings fram &
fle.

3. Gerceklestirmek istediginiz gérevleri segin.
+ Varsayilan fabrika ayarlarini geri ytklemek icin Restore (Geri Yiikle)
dligmesini ve onay mesaji geldiginde OK (Tamam) dtigmesini tiklatin.

+ O anki sistem ayarlarini kaydetmek icin Save (Kaydet)'i ve sistem dosyasini
tercih ettiginiz yola kaydetmek icin dosya karsidan ytkleme penceresinde Save
(Kaydet)'i tiklatin.

« Onceki sistem ayarlarini geri yiklemek icin, geri yiiklemek istediginiz sistem
dosyasini bulmak tizere Browse (Gézat)'l ve ardindan Upload (Karsiya
Yiikle)'yi tiklatin.

Béltim 4: Gelismis ayarlarin yapilandiriimasi RT-N10E 27
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Yardimgli
programlari kurma

Yardimci programlari kurma

Destek CD’si, ASUS Tasinabilir Kablosuz Yénlendirici yapilandiriimasi icin gerekli
yardimei programlari igerir. ASUS WLAN Yardimei Programlarini Microsoft®
Windows'ta kurmak igin, destek CD’sini CD stirticliye yerlestirin. Autorun (Otomatik
calistir) 6zelligi devre digi birakilmigsa, destek CD’sinin kok dizininden setup.exe
uygulamasini ¢aligtirin

Yardimci programlar yiiklemek igin: " ASUS Wireless Route

1. Install...Utilities (Yl'.ikle...YardlmCl V) Install ASUS Wireless Router Utilties
Programlar) 6gesini tiklatin.

%) Uninstall ASUS Wireless Router Utilities

%) Read User Documentation

2. Nexti (ileri) tiklatin.

Install5 [ cgoor [ (gotr) [ [ el |
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3.

4,

Varsayilan hedef klaséri kabul
etmek icin Next (lleri) digmesini
veya bagka bir yol belirtmek i¢in
Browse (Gdzat) diigmesini tiklatin.

Varsayilan program klasérini kabul
etmek veya bagka bir isim girmek
icin Next (lleri)’ye tiklayin.

5. Kurulum tamamlandiginda Finish

30

(Son) diigmesini tiklatin.

RT-N10E

T <goor [ (os] |

ASUS RI-NIOE Wireless

[ <o | Fown |
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Device Discovery

Device Discovery, bir ASUS kablosuz yénlendiriciyi bulan ve aygiti yapilandirmanizi

saglayan bir ASUS WLAN yardimci programidir.

Device Discovery yardimci programini baglatmak igin:

Bilgisayarinizin masalistlinden Start (Baslat) > All Programs (Tiim
Programlar) > ASUS Utility (ASUS Yardimci Programi) > RT-N10E
Wireless Router (RT-N10E Kablosuz Yénlendirici) > Device Discovery

6gelerini tiklatin..

=L Device Discovery

| Device | 510 | Ip Address | Subnet Mask

| USE Device

RT-N10E ASUS 192.168.1.1 255255 2550

%y Configure | %, Search |

9 Exit

Mumber of devices found: 1

Web GUl'ye erismek i¢in Configure (Yapilandir)'a tiklayin ve kablosuz

yénlendiriciyi yapilandirin.

Menzil dahilindeki ASUS kablosuz y6nlendiricilerini aramak i¢in Search

(Ara)’ya tiklayin.
Uygulamadan ¢ikmak icin Exit (Cik)’a tiklayin.

Béltim 5:Yardimei programlari kurma
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Firmware Restoration

Firmware Restoration, driin yazilimi yikseltme isleminde bagarisiz olan bir ASUS
Kablosuz Yonlendiricide kullanilir. Belirttiginiz trin yazilimini karsiya ttikler. Islem
yaklasik li¢ veya dért dakika strer.

R ONEMLI!: Bellenim Onarimi programini kullanmadan énce kurtarma modunu baslatin.

Kurtarma modunu baslatmak ve Bellenim Onarimi programini kullanmak icin:

1. Kablosuz yénlendirici fisini gli¢ kaynagindan gikarin.

2. Arka paneldeki Sifirla diigmesine basili tutun ve ayni anda kablosuz
yénlendiriciyi gli¢ kaynagina yeniden takin. On paneldeki Giic LED’i yavasca
yanip séndligtinde Sifirla diigmesini birakin, bu, kablosuz yénlendiricinin
kurtarma modunda oldugunu gésterir.

3. Bilgisayarinizin masalistiinden Start (Baslat) > All Programs (Tim
Programlar) > ASUS Utility (ASUS Yardimci Programi) > RT-N10E Wireless
Router (RT-N10E Kablosuz Yénlendirici) > Firmware Restoration dgelerini

tiklatin.
& Firmware Restoration E'
Eilename: || Browse...
Status

Once you have specified afile, click the "Upload" button.

Upload | Close

4. Bir bellenim dosyasi belirleyin, ardindan Upload (Ytikle)'ye tiklayin.

NOT: Bu bir aygit yazilimi yikseltme programi degildir ve galisan bir ASUS Kablosuz

//F Yénlendiricisinde kullanilamaz. Normal aygit yazilimi ylikseltmeleri web araytizinden

- yapilmalidir B6liim 3’e bakin: Ayrintili bilgi icin Configuring via the web GUI (Web GUI ile
yapilandirma) kismina bakin.
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Sorun giderme

Sorun giderme

Bu sorun giderme kilavuzu, ASUS Kablosuz Yénlendiriciyi kurarken veya
kullanirken karsilagabileceginiz bazi sorunlar igin ¢éztimler sunar. Bu sorunlar,
kendi basiniza gerceklestirebileceginiz basit sorun giderme islemleriyle ¢éztlebilir.
Bu béltimde yer almayan sorunlarla karsilasirsaniz, ASUS Teknik Destek birimiyle

baglanti kurun.

istemci, yénlendiriciyle
kablosuz baglanti kuramiyor.

Kapsama Alani Disinda:

+ Ydénlendiriciyi kablosuz istemcinin yakinina
koyun.

Kanal ayarlarini degistirmeye caligin.

Kimlik Dogrulama:

+ Yonlendiriciye baglanmak icin kablolu
baglantiyr kullanin.

Kablosuz gtivenlik ayarlarini denetleyin.

Arka paneldeki Restore (Geri Ykle)
dugmesine bes saniyeden uzun bir stire
basin.

Yénlendirici bulunamiyor:

Arka paneldeki Restore (Geri Yikle)
dugmesine bes saniyeden uzun bir stire
basin.

Kablosuz bagdastirici ayarlarini (ér. SSID ve
sifreleme ayarlari) kontrol edin.

Béltim 6: Sorun giderme
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LAN bagdastiricisiyla
Internete erigilemiyor

Yénlendiriciyi kablosuz istemciye daha
yakin bir noktaya tasiyin.

Kablosuz baddastiricinin dogru kablosuz
yénlendiriciye bagdlanip baglanmadigini
denetleyin.

Kullanilan kablosuz baglanti kanalinin
llkenizdeki/bdlgenizdeki mevcut kanallarla
uyumlu olup olmadigini denetleyin.

Sifreleme ayarlarini denetleyin.

ADSL veya Kablo baglantisinin dogru olup
olmadigini denetleyin.

Bagska bir Ethernet kablosu kullanarak tekrar
deneyin.

Internete erigilemiyor

ADSL modem ve kablosuz y6nlendiricideki
durum gdstergelerini denetleyin.

Kablosuz yénlendiricideki WAN LED'inin
yanip yanmadigini denetleyin. LED
yanmiyorsa, kabloyu degistirip tekrar
deneyin.

ADSL Modem “Link” isig
yaniyorsa (yanip sénmemeli),
bu Internet Erigiminin
mumkun oldugunu gésterir.

Bilgisayarinizi yeniden baslatin.

Kablosuz ydnlendiricinin Hizli Baslangi¢
Kilavuzuna bagvurun ve ayarlari tekrar
yapilandirin.

Kablosuz yénlendiricideki WAN LED'inin
yanip yanmadigini denetleyin.

Kablosuz sifreleme ayarlarini denetleyin.

Bilgisayarin IP adresini alip alamadigini
denetleyin (hem kablolu, hem kablosuz ag
lizerinden).

Web tarayicinizin yerel LAN'1, ayni
zamanda bir proxy sunucusunu kullanacak
sekilde yapilandiriimadigindan emin olun.

34  RT-N10E
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ADSL "LINK" 151@1 strekli
yanip séntliyorsa veya kapali
ise, Internet erigimi mimkin
degildir; Yonlendirici ADSL
agi ile baglanti kuramiyordur.

Tum kablolarinizin dogru sekilde
baglandigindan emin olun.

ADSL veya kablo modemin gti¢ kablosunu
cikarin, birkac dakika bekleyin, sonra
kabloyu tekrar takin.

ADSL is1d1 yanip sbnmeye devam
ederse veya kapali kalirsa, ADSL servis
saglayiciniza bagvurun.

Ag adi veya sifreleme
anahtarlari unutulmus

+ Kablolu baglantiyr yeniden olusturmayi ve
kablosuz sifrelemeyi tekrar yapilandirmay!
deneyin.

Kablosuz yénlendiricinin arka panelindeki

Restore (Geri Ylikle) diigmesine bes
saniyeden uzun bir sure basin.

Sistemi varsayilan ayarlarina
geri ylkleme

Kablosuz yénlendiricinin arka panelindeki
Restore (Geri Ylikle) digmesine bes
saniyeden uzun bir stire basin.

Asagidakiler, varsayilan fabrika ayarlaridir:
Kullanici Adi: admin

Parola: admin

DHCP Etkin: Evet (WAN kablosu takil ise)
IP adresi: 192.168.1.1

Etki Alani Adi: (Bos)

Alt Ag Maskesi: 255.255.255.0

DNS Sunucusu 1: 192.168.1.1

DNS Sunucusu 2: (Bos)

SSID: varsayilan

Web GUI'ye giris yapmak igin
192.168.1.1’i kullanamam

Yénlendiricinin ¢alisma modunu kontrol edin.

Yénlendirici modunda, varsayilan IP adresi
192.168.1.1°dir.

AP modunda yénlendiricinin IP adresini
bulmak icin Aygit Kurtarma’yi kullanin.

Béltim 6: Sorun giderme
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Ekler

Uyarilar
ASUS Recycling/Takeback Services

ASUS recycling and takeback programs come from our commitment to the highest
standards for protecting our environment. We believe in providing solutions for you
to be able to responsibly recycle our products, batteries, other components, as well
as the packaging materials. Please go to http://csr.asus.com/english/Takeback.htm
for the detailed recycling information in different regions.

REACH

Complying with the REACH (Registration, Evaluation, Authorisation, and
Restriction of Chemicals) regulatory framework, we published the chemical
substances in our products at ASUS REACH website at
http://csr.asus.com/english/REACH.htm

Federal Communications Commission Statement

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

+ This device may not cause harmful interference.

+ This device must accept any interference received, including interference that
may cause undesired operation.

This equipment has been tested and found to comply with the limits for a class

B digital device, pursuant to part 15 of the FCC Rules. These limits are designed

to provide reasonable protection against harmful interference in a residential

installation.

This equipment generates, uses and can radiate radio frequency energy and, if
not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception, which can be determined

by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

+ Reorient or relocate the receiving antenna.
+ Increase the separation between the equipment and receiver.

+ Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

« Consult the dealer or an experienced radio/TV technician for help.

Warning: Any changes or modifications not expressly approved by the party responsible for
compliance could void the user’s authority to operate the equipment.

Ekler RT-N10E



Prohibition of Co-location

This device and its antenna(s) must not be co-located or operating in conjunction
with any other antenna or transmitter.

Safety Information

To maintain compliance with FCC’s RF exposure guidelines, this equipment should
be installed and operated with minimum distance 20cm between the radiator and
your body. Use on the supplied antenna.

Declaration of Conformity for R&TTE directive 1999/5/EC

Essential requirements — Article 3
Protection requirements for health and safety — Article 3.1a

Testing for electric safety according to EN 60950-1 has been conducted. These are
considered relevant and sufficient.

Protection requirements for electromagnetic compatibility — Article 3.1b

Testing for electromagnetic compatibility according to EN 301 489-1 and EN 301
489-17 has been conducted. These are considered relevant and sufficient.

Effective use of the radio spectrum — Article 3.2

Testing for radio test suites according to EN 300 328- 2 has been conducted.
These are considered relevant and sufficient.

CE Mark Warning

This is a Class B product, in a domestic environment, this product may cause radio
interference, in which case the user may be required to take adequate measures.

Operation Channels: Ch1~11 for N. America, Ch1~14 Japan, Ch1~13 Europe
(ETSI)

IC Warning

The Class B digital apparatus meets all requirements of the Canadian Interference-
Causing Equipment Regulation.

Cet appareil numerique de la class B respecte toutes les exigences du Reglement
sur le materiel brouilleur du Canada.

GNU General Public License

Licensing information

This product includes copyrighted third-party software licensed under the terms of
the GNU General Public License. Please see The GNU General Public License
for the exact terms and conditions of this license. We include a copy of the GPL
with every CD shipped with our product. All future firmware updates will also
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be accompanied with their respective source code. Please visit our web site for
updated information. Note that we do not offer direct support for the distribution.

GNU GENERAL PUBLIC LICENSE

Version 2, June 1991
Copyright (C) 1989, 1991 Free Software Foundation, Inc.
59 Temple Place, Suite 330, Boston, MA 02111-1307 USA

Everyone is permitted to copy and distribute verbatim copies of this license
document, but changing it is not allowed.

Preamble

The licenses for most software are designed to take away your freedom to

share and change it. By contrast, the GNU General Public License is intended

to guarantee your freedom to share and change free software--to make sure the
software is free for all its users. This General Public License applies to most of the
Free Software Foundation’s software and to any other program whose authors
commit to using it. (Some other Free Software Foundation software is covered

by the GNU Library General Public License instead.) You can apply it to your
programs, too.

When we speak of free software, we are referring to freedom, not price. Our
General Public Licenses are designed to make sure that you have the freedom to
distribute copies of free software (and charge for this service if you wish), that you
receive source code or can get it if you want it, that you can change the software or
use pieces of it in new free programs; and that you know you can do these things.

To protect your rights, we need to make restrictions that forbid anyone to deny
you these rights or to ask you to surrender the rights. These restrictions translate
to certain responsibilities for you if you distribute copies of the software, or if you
modify it.

For example, if you distribute copies of such a program, whether gratis or for a
fee, you must give the recipients all the rights that you have. You must make sure
that they, too, receive or can get the source code. And you must show them these
terms so they know their rights.

We protect your rights with two steps: (1) copyright the software, and (2) offer you
this license which gives you legal permission to copy, distribute and/or modify the
software.

Also, for each author’s protection and ours, we want to make certain that everyone
understands that there is no warranty for this free software. If the software is
modified by someone else and passed on, we want its recipients to know that what
they have is not the original, so that any problems introduced by others will not
reflect on the original authors’ reputations.
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Finally, any free program is threatened constantly by software patents. We wish to
avoid the danger that redistributors of a free program will individually obtain patent
licenses, in effect making the program proprietary. To prevent this, we have made it
clear that any patent must be licensed for everyone’s free use or not licensed at all.

The precise terms and conditions for copying, distribution and modification follow.

Terms & conditions for copying, distribution, & modification

0. This License applies to any program or other work which contains a notice
placed by the copyright holder saying it may be distributed under the terms of
this General Public License. The “Program”, below, refers to any such program
or work, and a “work based on the Program” means either the Program or
any derivative work under copyright law: that is to say, a work containing
the Program or a portion of it, either verbatim or with modifications and/or
translated into another language. (Hereinafter, translation is included without
limitation in the term “modification”.) Each licensee is addressed as “you”.

Activities other than copying, distribution and modification are not covered

by this License; they are outside its scope. The act of running the Program is
not restricted, and the output from the Program is covered only if its contents
constitute a work based on the Program (independent of having been made by
running the Program). Whether that is true depends on what the Program does.

1. You may copy and distribute verbatim copies of the Program’s source code
as you receive it, in any medium, provided that you conspicuously and
appropriately publish on each copy an appropriate copyright notice and
disclaimer of warranty; keep intact all the notices that refer to this License and
to the absence of any warranty; and give any other recipients of the Program a
copy of this License along with the Program.

You may charge a fee for the physical act of transferring a copy, and you may
at your option offer warranty protection in exchange for a fee.

2. You may modify your copy or copies of the Program or any portion of it,
thus forming a work based on the Program, and copy and distribute such
modifications or work under the terms of Section 1 above, provided that you
also meet all of these conditions:

a) You must cause the modified files to carry prominent notices stating that
you changed the files and the date of any change.

b) You must cause any work that you distribute or publish, that in whole or in
part contains or is derived from the Program or any part thereof, to be licensed
as a whole at no charge to all third parties under the terms of this License.

c) If the modified program normally reads commands interactively when run,
you must cause it, when started running for such interactive use in the most
ordinary way, to print or display an announcement including an appropriate
copyright notice and a notice that there is no warranty (or else, saying that
you provide a warranty) and that users may redistribute the program under
these conditions, and telling the user how to view a copy of this License.
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(Exception: if the Program itself is interactive but does not normally print such
an announcement, your work based on the Program is not required to print an
announcement.)

These requirements apply to the modified work as a whole. If identifiable
sections of that work are not derived from the Program, and can be reasonably
considered independent and separate works in themselves, then this License,
and its terms, do not apply to those sections when you distribute them as
separate works. But when you distribute the same sections as part of a whole
which is a work based on the Program, the distribution of the whole must be on
the terms of this License, whose permissions for other licensees extend to the
entire whole, and thus to each and every part regardless of who wrote it.

Thus, it is not the intent of this section to claim rights or contest your rights to
work written entirely by you; rather, the intent is to exercise the right to control
the distribution of derivative or collective works based on the Program.

In addition, mere aggregation of another work not based on the Program with
the Program (or with a work based on the Program) on a volume of a storage
or distribution medium does not bring the other work under the scope of this
License.

. You may copy and distribute the Program (or a work based on it, under Section
2) in object code or executable form under the terms of Sections 1 and 2 above
provided that you also do one of the following:

a) Accompany it with the complete corresponding machine-readable source
code, which must be distributed under the terms of Sections 1 and 2 above on
a medium customarily used for software interchange; or,

b) Accompany it with a written offer, valid for at least three years, to give any
third party, for a charge no more than your cost of physically performing source
distribution, a complete machine-readable copy of the corresponding source
code, to be distributed under the terms of Sections 1 and 2 above on a medium
customarily used for software interchange; or,

c) Accompany it with the information you received as to the offer to distribute
corresponding source code. (This alternative is allowed only for noncommercial
distribution and only if you received the program in object code or executable
form with such an offer, in accord with Subsection b above.)

The source code for a work means the preferred form of the work for making
modifications to it. For an executable work, complete source code means

all the source code for all modules it contains, plus any associated interface
definition files, plus the scripts used to control compilation and installation of
the executable. However, as a special exception, the source code distributed
need not include anything that is normally distributed (in either source or
binary form) with the major components (compiler, kernel, and so on) of the
operating system on which the executable runs, unless that component itself
accompanies the executable.

If distribution of executable or object code is made by offering access to copy
from a designated place, then offering equivalent access to copy the source
code from the same place counts as distribution of the source code, even
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though third parties are not compelled to copy the source along with the object
code.

. You may not copy, modify, sublicense, or distribute the Program except as

expressly provided under this License. Any attempt otherwise to copy, modify,
sublicense or distribute the Program is void, and will automatically terminate
your rights under this License. However, parties who have received copies, or
rights, from you under this License will not have their licenses terminated so
long as such parties remain in full compliance.

. You are not required to accept this License, since you have not signed it.

However, nothing else grants you permission to modify or distribute the
Program or its derivative works. These actions are prohibited by law if you do
not accept this License. Therefore, by modifying or distributing the Program (or
any work based on the Program), you indicate your acceptance of this License
to do so, and all its terms and conditions for copying, distributing or modifying
the Program or works based on it.

. Each time you redistribute the Program (or any work based on the Program),

the recipient automatically receives a license from the original licensor to

copy, distribute or modify the Program subject to these terms and conditions.
You may not impose any further restrictions on the recipients’ exercise of the
rights granted herein. You are not responsible for enforcing compliance by third
parties to this License.

. If, as a consequence of a court judgment or allegation of patent infringement

or for any other reason (not limited to patent issues), conditions are imposed
on you (whether by court order, agreement or otherwise) that contradict the
conditions of this License, they do not excuse you from the conditions of this
License. If you cannot distribute so as to satisfy simultaneously your obligations
under this License and any other pertinent obligations, then as a consequence
you may not distribute the Program at all. For example, if a patent license
would not permit royalty-free redistribution of the Program by all those who
receive copies directly or indirectly through you, then the only way you could
satisfy both it and this License would be to refrain entirely from distribution of
the Program.

If any portion of this section is held invalid or unenforceable under any
particular circumstance, the balance of the section is intended to apply and the
section as a whole is intended to apply in other circumstances.

It is not the purpose of this section to induce you to infringe any patents or
other property right claims or to contest validity of any such claims; this section
has the sole purpose of protecting the integrity of the free software distribution
system, which is implemented by public license practices. Many people have
made generous contributions to the wide range of software distributed through
that system in reliance on consistent application of that system; it is up to the
author/donor to decide if he or she is willing to distribute software through any
other system and a licensee cannot impose that choice.

RT-N10E Ekler



This section is intended to make thoroughly clear what is believed to be a
consequence of the rest of this License.

8. If the distribution and/or use of the Program is restricted in certain countries
either by patents or by copyrighted interfaces, the original copyright holder
who places the Program under this License may add an explicit geographical
distribution limitation excluding those countries, so that distribution is permitted
only in or among countries not thus excluded. In such case, this License
incorporates the limitation as if written in the body of this License.

9. The Free Software Foundation may publish revised and/or new versions of the
General Public License from time to time. Such new versions will be similar in
spirit to the present version, but may differ in detail to address new problems or
concerns.

Each version is given a distinguishing version number. If the Program specifies
a version number of this License which applies to it and “any later version”, you
have the option of following the terms and conditions either of that version or

of any later version published by the Free Software Foundation. If the Program
does not specify a version number of this License, you may choose any version
ever published by the Free Software Foundation.

10. If you wish to incorporate parts of the Program into other free programs whose
distribution conditions are different, write to the author to ask for permission.
For software which is copyrighted by the Free Software Foundation, write to
the Free Software Foundation; we sometimes make exceptions for this. Our
decision will be guided by the two goals of preserving the free status of all
derivatives of our free software and of promoting the sharing and reuse of
software generally.

NO WARRANTY

11 BECAUSE THE PROGRAM IS LICENSED FREE OF CHARGE, THERE IS
NO WARRANTY FOR THE PROGRAM, TO THE EXTENT PERMITTED BY
APPLICABLE LAW. EXCEPT WHEN OTHERWISE STATED IN WRITING
THE COPYRIGHT HOLDERS AND/OR OTHER PARTIES PROVIDE
THE PROGRAM “AS IS” WITHOUT WARRANTY OF ANY KIND, EITHER
EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR
A PARTICULAR PURPOSE. THE ENTIRE RISK AS TO THE QUALITY
AND PERFORMANCE OF THE PROGRAM IS WITH YOU. SHOULD THE
PROGRAM PROVE DEFECTIVE, YOU ASSUME THE COST OF ALL
NECESSARY SERVICING, REPAIR OR CORRECTION.

12 IN NO EVENT UNLESS REQUIRED BY APPLICABLE LAW OR AGREED
TO IN WRITING WILL ANY COPYRIGHT HOLDER, OR ANY OTHER
PARTY WHO MAY MODIFY AND/OR REDISTRIBUTE THE PROGRAM AS
PERMITTED ABOVE, BE LIABLE TO YOU FOR DAMAGES, INCLUDING
ANY GENERAL, SPECIAL, INCIDENTAL OR CONSEQUENTIAL DAMAGES
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ARISING OUT OF THE USE OR INABILITY TO USE THE PROGRAM
(INCLUDING BUT NOT LIMITED TO LOSS OF DATA OR DATA BEING
RENDERED INACCURATE OR LOSSES SUSTAINED BY YOU OR THIRD
PARTIES OR A FAILURE OF THE PROGRAM TO OPERATE WITH ANY
OTHER PROGRAMS), EVEN IF SUCH HOLDER OR OTHER PARTY HAS
BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.

END OF TERMS AND CONDITIONS

NCC Warning
RN REBOBEINRGHESH - IFEFTT » A5 - BRAFEAEHFFERE
BHER - MAINRGEEFRET I RINEE

BINRGEERERAASRERMZELTERGEERS  BERETERRE
ByEER - TNEERT RS SEEER -

RIESHER - BREEEIREFRCERTERS -
EINRGHESHWARRGRERAIR - HELERREREH TEMRETE

Safety Warning

SAFE TEMP: This wireless router should be only used in environments with
ambient temperatures between 5°C(41°F) and 40°C(104°F).

DO NOT expose to or use near liquids, rain, or moisture. DO NOT use the modem
during electrical storms.
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ASUS irtibat bilgileri

ASUSTeK COMPUTER INC. (Asya Pasifik)

Adres 15 Li-Te Road, Peitou, Taipei, Taiwan 11259
Web Sitesi www.asus.com.tw

Teknik Destek

Telefon +886228943447

Destek Faksi +886228907698

Yazilim kargidan yukleme support.asus.com*

ASUS COMPUTER INTERNATIONAL (Amerika)

Adres 800 Corporate Way, Fremont, CA 94539, USA
Telefon +15029550883

Faks +15029338713

Web Sitesi usa.asus.com

Yazilim karsidan ytikleme support.asus.com*

ASUS COMPUTER GmbH (Almanya ve Avusturya)

Adres Harkort Str. 21-23, D40880 Ratingen, Germany
Faks +492102959911
Web Sitesi www.asus.de
Cevrimii irtibat www.asus.de/sales
Teknik Destek

Bilesen Telefonu +49-1805-010923"
Sistem/Dizlistu Bilgisayar

/Eee/LCD Telefon +49-1805-010920"
Destek Faksi +492102959911
Cevrimici destek support.asus.com*
Tiirkce

Telefon 0216 524 3000

* Bu sitede teknik destek ile irtibata gegmek icin doldurabileceginiz bir cevrimici Teknik
Arastirma Formu bulunmaktadir.
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Uretici: ASUSTeK Computer Inc.
Tel: +886-2-2894-3447
Adres:: No. 150, LI-TE RD., PEITOU, TAIPEI
112, TAIWAN
Yetkili temsilci Avrupa’da: | ASUS Computer GmbH
Adres: HARKORT STR. 21-23, 40880

RATINGEN, GERMANY

Yetkili distribitér tlirkiye:

BOGAZICI BIL GISAYAR SAN. VETIC. A.S.
Tel: +90 212 3311000

Adres: AYAZAGA MAH. KEMERBURGAZ
CAD. NO.10 AYAZAGA/ISTANBUL

CIZGlI Elektronik San. Tic. Ltd. Sti.

Tel: +90 212 3567070
Adres:  CEMAL SURURI CD. HALIM MERIC
IS MERKEZI
No: 15/C D:5-6 34394
MECIDIYEKOY/ISTANBUL
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