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Bu kilavuz hakkinda

Bu kullanim kilavuzu, ASUS Kablosuz Yonlendiriciyi kurarken ve yapilandirirken
size gerekli olacak bilgileri icerir.

Kilavuz nasil duzenlenmistir
Bu kilavuz asagidaki bdlumlerden olusur:

Bolum 1: Kablosuz yonlendiricinizi tanima
Bu bolum, ASUS Kablosuz Yonlendiricinin paket icerigi, sistem gereksinimleri,
donanim dzellikleri ve LED gostergeleri hakkinda bilgi verir.

Bolum 2: Baglarken
Bu bolumde ASUS Kablosuz Yonlendiricisinin Yonlendirici ve Erisim Noktasi
modlarini nasil ayarlayacaginiz hakkinda talimatlar verilmektedir.

Bolum 3: Ag istemcilerini yapilandirma
Bu bdlum, aginizdaki istemcilerin ASUS Kablosuz Yonlendiriciyle birlikte
calismak Uzere ayarlanmasina dair yonergeler icerir.



Bolum 4: Web GUI Uizerinden yapilandirma
Bu bdlum, web grafik kullanici arabirimini (web GUI) kullanarak ASUS Kablosuz
Yonlendiriciyi yapilandirma ile ilgili yonergeler icerir.e
Bolum 5:Yardimci programlar kurma
Bu bolum destek CD'sinde yer alan yardimci programlar hakkinda bilgi saglar.
Bolum 6: Sorun giderme
Bu bolum, ASUS Kablosuz Yonlendiriciyi kullanirken karsilasabileceginiz
yaygin sorunlari ¢bzmek Uzere bir sorun giderme kilavuzu saglar.

+ Ekler
‘ Ru bolumde yasal Bildirimler ve Guvenlik Ifadeleri yer alir.

B"( kilavuzda kullanilan ifadeler

UYARI: Bir gorevi tamamlamaya calisirken kendinizi yaralamayi
R dnlemeye yonelik bilgiler.

DIKKAT: Bir gorevi tamamlamaya calisirken hasari dnlemeye yonelik
bilgiler.

ONEMLI: Bir gorevi tamamlamak i¢in izlemeniz GEREKEN
yonergelerdir.

NOT: Bir gorevi tamamlamaya yardimci olacak ipuglari ve ek bilgilerdir.






Kablosuz
yonlendiricinizi tanima

Paket icerigi

ASUS Kablosuz Yonlendirici paketinizde asagidaki dgeleri kontrol edinx1.

M RT-N15U yonlendiricinizi tanimai x1

M Gug adaptorux1

M Destek CD'si (kilavuz, yardimei programlar) x1
M RJ-45 kablo x1

M Hizl Baslangi¢ Kilavuzu x1

Not: Bilesenlerden herhangi biri hasar gormus ya da eksik ise saticinizla temasa gegin.

Zistem gereksinimleri

ASUS Kablosuz Yonlendiriciyi kurmadan dnce, sisteminizin/aginizin asagidaki
gereksinimleri karsiladigindan emin olun:

Bir Ethernet RJ-45 baglanti noktasi (10Base-T/100Base-TX)
+  Kablosuz dzellige sahip en az bir IEEE 802.11b/g/n aygiti
Kurulu bir TCP/IP ve Internet tarayicisi

Devam etmeden once
ASUS Kablosuz Yonlendiriciyi kurmadan dnce asagidaki yonergeleri dikkate alin:

Aygiti aga (hub, ADSL/kablo modem, yonlendirici, duvar baglantisi) baglamak
icin kullanilan Ethernet kablosunun uzunlugu 100 metreyi gegmemelidir.

Aygiti zeminden olabildigince yukarida bulunan diiz, sabit bir yuzeye yerlestirin.
Aygiti engelleyici metal cisimlerden ve dogrudan giines 1sigindan uzak tutun.

Sinyal kaybini dnlemek icin aygiti transformatorlerden, agir hizmet
motorlarindan, fuloresan lambalardan, mikrodalga firinlardan, sogutuculardan
ve diger endustriyel aygitlardan uzak tutun.

Tum kablosuz mobil aygitlar i¢in ideal kapsama saglamak Uzere, aygiti merkezi
bir noktaya kurun.

Bolum 1: Kablosuz ybnlendiricinizi tanima DSL-N11
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Urunun Federal lletisim Komisyonu tarafindan benimsenen, Insanlar Igin RF
Maruziyet Yonergelerine uygun olarak galistirldigindan emin olmak icin aygti
kisilerden en az 20cm uzaga kurun.

Status indicators

Donanim o6zellikleri
On panel.
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Oge LED Status  Indication
Kapali Gig yok
o Power (Gilg) Acik Sistem hazir
Yanip Kurtarma modu
Sonuyor
Kapali No power
e WLAN Acik Kablosuz sistem hazir
Yanip Veri iletiyor veya aliyor (kablosuz)
sonuyor
Kapali No power or no physical connection
o WA\IN (%gni§ Acik Has physical connection to an Ethernet network
an 1
9) Yanlp Transmitting or receiving data (Ethernet kablo
Sonuyor | ile)
Kapali No power or no physical connection
o LAI“Iégcal Aclk Has physical connection to an Ethernet network
Network) Yanip Transmitting or receiving data (through Ethernet
Sonlyor | cable)
6 USB Kapali No power or no physical connection
Acik Harici USB aygiti takilr.

8

DSL-N11

Bolum 1: Kablosuz ybnlendiricinizi tanima




Arka panel
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Acma/Kapatma diigmesi
Gucu agmak/kapatmak igin bu dugmeye basin.

o
«Qc
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Aciklama

G (DC-Girisi) baglanti noktasi
Yonlendiricinizi birgl]g kaynagina baglamak icin bu baglanti
noktasina bir AC adaptori takin.

WAN baglanti noktasi

WAN baglantisi olusturmak igin bu baglanti noktasina bir RJ-45
Ethernet kablosu takin.

LAN 1 ~ 4 baglanti noktasi

LAN baglantisi olusturmak i¢in bu baglanti noktalarina RJ-45
Ethernet kablolari takin.

WPS dugmesi
Kablosuz baglantiyi kurmak igin bu dugmeye basin.

©@ 6 6 o o0 ©

USB 2.0 baglanti noktasi
Bir USB aygitini bu baglanti noktasina takin.

Bolum 1: Kablosuz ybnlendiricinizi tanima DSL-N11



Alt panel

ltem Description

(1) Montaj kancalan

Yonlendiricinizi beton veya ahsap yuzeylere monte etmek igin
iki yuvarlak bagl vida ile' montaj kancalarini kullanin.

Hava delikleri
Bu delikler yonlendiricinizin havalandiriimasini saglar.

Bu dugmeye bes saniyeden uzun siire basarak sistemi fabrika
varsayllan ayarlarina sifirlayin.
Ayak

Kavbllosuz yonlendiriciyi dik konuma yerlestirmenize olanak
saglar.

2]
(3] Sifirlama diigmesi
(4]

% Not: Yonlendiricinizi duvara veya tavana monte etme hakkinda ayrintili bilgi igin, bu kullanim
kilavuzunun bir sonraki sayfasinda yer alan Mounting options (Montaj secenekleri) kismina
bakin.

10 DSL-N11 Bolum 1: Kablosuz yonlendiricinizi tanima



Montaj secenekleri

Sehpaya monte etme

1. Kablosuz ydnlendiricinin altindaki montaj deliklerini bulun.

2. Sehpanin montaj ¢engellerini kablosuz ybnlendiricinin montaj delikleri
ile hizalayin ve gegirin.

Standdan sokme

1. Kablosuz yonlendiriciyi bir elinizle Ustten tutun ve diger
elinizle standin altindan tutarak 1/0 baglanti noktalarinin size
baktigindan emin olun.

2. Asagida gosterilen ok yonunu izleyerek kuvvet uygulayin ve
standi ¢ikarin.

ol I

NOT
RT-N53'U standttan sokerken gicirti sesi duymaniz normaldir.

Bolum 1: Kablosuz ybnlendiricinizi tanima DSL-N11 11



Duvara montaj

Kablosuz yonlendiriciyi duvara monte etmek icin:

1. Sehpadaki iki deligi bulun e sehpayi duvara
vidalari kullanarak sabitleyin.

2. Sehpadaki iki deligi bulun e sehpayi duvara vidalari kullanarak sabitleyin. \

3. Sehpanin montaj cengellerini kablosuz yonlendiricinin montaj delikleri ile 0
hizalayin ve gegirin.

Duvardan sokme

1. On kapagin kenarini tutun (I/O baglanti noktalarinin yaninda).
2. Asagida gosterilen ok yonunu izleyerek kuvvet uygulayin ve RT-N53°u sdkun.

12 DSL-N11 Bolum 1: Kablosuz yonlendiricinizi tanima



Donanimi
kurma
Kablosuz yonlendiriciyi kurma

ASUS Kablosuz Yonlendirici, Urunu bilgisayarinizdaki web tarayicisini kullanarak
yapilandirmanizi saglayan bir web grafik kullanici arabirimi (web GUI) igerir.

% Note: Kablosuz ybnlendiricinizi web GUI'yi kullanarak yapilandirma hakkinda bilgi igin bkz.
Bolum 4: Web GUI Uizerinden yapilandirma.

Hizli Internet Ayari (QIS) Kullanma

Oto algilamali QIS kullanimi

Hizli Internet Ayari (QIS) Kullanma
Oto algilamali QIS kullanimi.

To use QIS with auto-detection:

1. Web tarayicisi baglatin. Kablosuz ydnlendirici ISP baglanti tiriiniiziin Dynamic
IP (Dinamik IP), PPPoE, PPTP, L2TP ve Static IP (Statik IP)'den hangisi oldugunu
otomatik olarak algilar. ISP baglanti tlriin{iz icin gerekli bilgileri girin.

be.s RT-N15U

[ Redetecting your connection status

Start to detect your connection type...
Detecting at ( 1 / 5 )times, the maximum time of
detection is 20 seconds.

k ONEMLI! ISP'nizden internet baglant tiiriiniiz hakkinda gerekli bilgileri elde edin..

Bolum 2: Donanimi kurma DSL-N11



+ Eger QIS internet baglanti tlirliniizii algilayamazsa, Skip to manual setting (Elle
ayarlamaya gec) tizerine tiklayin (adim 1'deki ekran goriintiistine bakin) ve baglanti
ayarlarinizi manuel olarak yapilandirin.

2. Guvenilir kablosuz ag icin network name (ag adi) ve network key (ag
anahtan) atayin.

Tamamlayinca Finish (Bitir’e) tiklayin.

SIS rnisu

[wireless setting

Network Name
(S5ID)

Network key

ASUS

Enter a network key between 8 and 63 characters(letters,
numbers or a combination) or 64 hex digits. If you do not want to
set the network security, leave the network key field blank. The
default wireless security is WPA-Auto-Personal TKIP+AES.

3. Internet connection setup is done.

LIS rrvisu

\ ‘You have finished configuring the wireless security settings.

Network Name(SSID): ASUS MAC: 00:91:4C:22F7.C9
Wireless Security: Open System WAN type: PPPOE
WAN IP: 125.225.100.219
LANIP: 19216811
Router Admin account: admin

Router Admin password: admin

1. Going to Internet

2. Advanced Setting page
3. Add to Favorites

14 DSL-N11 Bolum 2: Donanimi kurma
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Ag istemcilerini
yapilandirma

Kablosuz yonlendiriciye erigim

Kablolu veya kablosuz istemci icin IP adresi
belirleme
ASUS Kablosuz Yonlendiriciye erismek igin, kablolu veya kablosuz istemcilerinizdeki

TCP/IP ayarlari dogru olmalidir. Istemcinin IP adreslerinin, ASUS Kablosuz
Yonlendiriciyle ayni alt agda bulundugundan emin olun.

Varsayilan ayar olarak, ASUS Kablosuz Yonlendirici, DHCP sunucu iglevini
birlestirir; bu da IP adreslerinin aginizdaki istemcilere otomatik olarak atanmasini
saglar.

Ancak bazi durumlarda, kablosuz yonlendiricinizden IP adreslerini otomatik olarak
almak yerine, aginizdaki bazi istemcilere veya bilgisayarlara maniel olarak statik
IP adresleri atamak isteyebilirsiniz.

Asagida, istemcinizde veya bilgisayarinizda kurulu olan isletim sistemine uygun
yonergeleri izleyin.

/ Not: Bir IP adresini istemcinize manuel olarak atamak istiyorsaniz, asagidaki ayarlari
kullanmanizi dneririz:

+ IP adresi: 192.168.1.xxx (xxx, 2 ve 254 arasinda herhangi bir sayi olabilir. IP adresinin
baska bir aygit tarafindan kullaniimadigindan emin olun

+ Alt Ag Maskesi: 255.255.255.0 (ASUS Kablosuz Yonlendiriciyle ayni)
+ Ag Gegidi: 192.168.1.1 (ASUS Kablosuz Yonlendiricinin IP adresi)

+ DNS: 192.168.1.1 (ASUS Kablosuz Yonlendirici) veya aginizda bilinen bir DNS sunucusu
atayin

16 DSL-N11 Bolum 3: Istemcileri yapilandirma



Windows® 9x/ME

1.

Ag ayari penceresini gdruntulemek
icin Start (Baslat) > Control Panel
(Denetim Masasi) > Network (Ag)
ogelerini tiklatin.

TCP/IP, sonra Properties
(Ozellikler) dgelerini segin.

Bilgisayarinizin otomatik

olarak bir IP adresi almasini
istiyorsaniz, Obtain an IP address
automatically (Otomatik olarak
bir IP adresi al) dgesini tiklatin ve
ardindan OK (TAMAM)'l tiklatin.
Istemiyorsaniz, Specify an IP
address (Bir IP adresi belirtin)
ogesini tiklatip IP address (IP
adresi) ve Subnet Mask (Alt Ag
Maskesi) bilgilerini girin.

Bolum 3: Istemcileri yapilandirma

HNetwork

Corfiguration | Identiication | Access Caniiol |

The follawing network camponents are instalied

Micrasoft Family Logon ;I
B8 D ial-Lp Adapter

sid.. | Femove | [ Fiopeiies
Frimary Metwork Lagon:
IMicrusufl Family Logon j
File and Print Sharing...

Drescription
TCPAP i the protocol pou use to connect ta the Intemnet and
wide-area netwarks.

Ok Cancel

TCP/IP Properties

Bindings | Advanced | MetBI0g
DNS Configuration | Gateway | WINS Configuration  |F Address

An |P address can be automatically sssigned to this computer.
IF pour network. does not automatically assign P addresses, ask
your network. administrator for an address, and then tepe it in
the space below.

™ Specify an IP address:

|Ritddiess;

Cancel |

DSL-N11




Windows® 2000

1.

Start (Baslat) > Control Panel (Denetim
Masasi) > Network and Dial-up Connection
(Ag ve Cevirmeli Baglanti) dgelerini tiklatin.
Local Area Connection (Yerel Ag Baglantisi)

0gesini sag tiklatip Properties (Ozellikler)
0gesini tiklatin.

Windows® 2000

2.

Internet Protocol (TCP/IP) (Internet
Protokolui - TCP/IP) dgesini secip
Properties (Ozellikler) 6gesini tiklatin.
IP ayarlarinin otomatik olarak atanmasini
istiyorsaniz, Obtain an IP address
automatically (Otomatik olarak bir

IP adresi al) segenegini isaretleyin.
Istemiyorsaniz, Use the following IP
address (Asagidaki IP adresini kullan)
ogesini secin. ve IP address (IP adresi),
Subnet mask (Alt ag maskesi) ve
Default gateway (Varsayilan ag gegidi)
bilgilerini girin.

DNS sunucu ayarlarinin otomatik olarak
atanmasini istiyorsaniz, Obtain DNS
server address automatically (DNS
sunucu adresini otomatik olarak al)
secenegini isaretleyin.

Bitirdiginizde OK (Tamam) dugmesini
tiklatin

18  DSL-Ni1

20
General ]
Connest using:
| H9 5iS 900-Based PL Fast Ethernet Adapter

Components checked are used by this connection:

v E Client for Microsoft Networks
v and Printer Sharing for Microsoft Metwarks
el TCPAP)

Install... Properties |

Uninstall I

D

Transmission Control Protocol/intemet Protocal. The default
wide area network pratacal that provides communication
across diverse interconnected networks.

I~ Show icon in taskbar when connected

oK Cancel |
20

General |

‘You can get IP settings assigned automatically if your network supports
this capability. Otherwiss, you need to ask your network administrator for
the appropriate IP settings.

- g8
€ Use the following IP address:

1P address [

Subre I

Defar [

(% Dbtain DNS server address automatically

Llterriate DS

’—(‘ Usg the following DNS server addresses:

Adyanced ..

Bolum 3: Istemcileri yapilandirma



Windows® NT4.0

1. Network setup (Ag kurulumu) Network HE
penceresini goruntulemek igin Iderification | Servioes  Ptolacols | Adaptes | Bincings |
COntI’0| Panel (Denetim MaSaSI) Metwork Protocols:
> Network (Ag) kismina gidip ¥ NeBE Protocal
Protocols (Protokoller) sekmesini Ll Pl S Cinpel e Tiomest
segin.

2. Network Protocols (Ag Protokolleri)
listesinden TCP/IP Protocol

(TCP/IP Protokolu) dgesini segip pad. || Bemove [[ Popeties. || aie |
Properties (Ozellikler) 6gesini ~Desciptio:
t| klat| n. Transpot Control Protocal/Intemet Protocol. The default wide

area network protocol that provides communication across
diverse interconnected networks.

3. Microsoft TCP/IP Properties Mictosoft TCP/IP Properties HE
(MiCI’OSOft TCP/IP OZG”Ik|eI’I) IP Address | DNS | WINS Address | DHCP Relay | Riouting |
penceresinin !P Address (IP Adresi) Sl ot conte ooty sttt o
sekmesinden: e e T e L ok

the space below,

+  Sisteminize taktiginiz ag
bagdastiricisi turunu secin.

+ Yonlendiriciyi IP adresini
otomatik olarak atayacak

bigimde aya”ayln. ' Obtain an IP address from 2 DHCP server
i ke ;  Speciy an IP add
- IP adresi, alt ag maskesi ve s
0 idini H (P ddress I—
varsayilan ag gegcidini, el ile
ayarlayin. eubret sk [
Defaul Gateway; I—
Advanced...

0K | Concel | aeoh |
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Windows® Vista/7

1. Start (Baslat)' tiklatin, Control Panel e R (=]
(Denetim Masasi) > Network and Fsierfes)
Sharing Center (Ag ve Paylasim e e T
Merkezi)'ni segin. Local Area il i B ARES
Connection (Yerel Ag Baglantisi) R
0gesini sag tiklatip Properties 5. Cor or Mo Networts
QoS Packet Scheduler

(Ozellikler) segenegini isaretleyin. 23 Fie and Prrter Shama for Marsat etworks
4. Intemet Protocol Version 6 {TCP/IPv6)
Irtemet Protocol Version 4 (TCP/IPv4)
ink-Layer Topology Discovery Mapper 1/0 Driver

irk-Layer Topology Discovery Responder

nstall. Uninsal Properes
Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks

Cancel
2. Internet Protocol Version 4 (TCP/ Intenet Protocol Version 4 (TCP/IPvd) Properties =
IPv4) (Internet Protokolul Surumii e
- TCP/IPv4) dgesini secip Properties B
(Ozellikler) dgesini tiklatin. e

) Obtain an IP address automatically
@ Use the following IP address:

3. [P ayarlarinin otomatik olarak atanmasini —
istiyorsaniz, Obtain an IP address e
automatically (Otomatik olarak bir St
IP adresi al) segenegini isaretleyin. R ke
Istemiyorsaniz, Use the following IP Frefered O server
address (Asagidaki IP adresini kullan) Aot 5 server

0gesini segin. ve IP address (IP adresi), T

Subnet mask (Alt ag maskesi) ve

bilgilerini girin.
4. DNS sunucu ayarlarinin otomatik olarak

atanmasini istiyorsaniz, Obtain DNS server

address automatically (DNS sunucu

adresini otomatik olarak al) secenegini

isaretleyin. Istemiyorsaniz, Use the following

DNS server addresses (Asagidaki DNS

sunucu adreslerini kullan) secenegini

isaretleyin: ve Preferred and Alternate DNS

server (Tercih Edilen ve Alternatif DNS

sunucusu) bilgisini girin.
5. Bitirdiginizde OK (Tamam) dugmesini

tiklatin.

i
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Web GUI Uzerinden
yapilandirma

Web GUI uzerinden yapilandirma

Yonlendiricinin web grafik kullanici arabirimi (web GUI) asagidaki dzellikleri
yapilandirmaniza izin verir: Network Map (Ag Esleme), EZQoS Bandwidth
Management (EZQoS Bant Genisligi Yonetimi) .

Web GUI'ye erismek icin:

1. Bir web tarayicisini baglatin, ardindan yonlendiricinin IP adresini girin. Yonlendirici
web GUI oturum agma sayfasi gorunur.

/ Note:

- + Yonlendirici modunda, yonlendiricinin IP adresi 192.168.1.1’dir.

+ AP modunda Destek CD’sine eklenen Aygit Kurtarma'yi kullanarak yonlendiricinin IP adresini
bulun.

2. Oturum agma sayfasinda varsayilan kullanici adini (admin) ve parolayi
(admin) girin.

Connect to 192.168.1.1

A 3

0

RT-N10

User name: ! [ 4] v ‘

Passwaord: ‘ ‘

[Cremember my password

Cancel

3. From the main page, click the navigation menu or links to configure the various
features of the ASUS Wireless Router.
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Ag Eslemesini kullanma

Network Map (Ag Eslemesi), durumu goruntilemenizi ve Internet, sistem ve
aginizdaki istemcilerin baglanti ayarlarini yapilandirmanizi saglar. Hizli Internet
Kurulumu (QIS) dzelligi ile Genis Alan Agi'nizi (WAN) hizli bicimde kurmanizi ya da

Yerel Ag Agi'nizi (LAN)

Note: WPS Sihirbazi hakkinda daha fazla bilgi igin, bu kullanim kilavuzunun 5. Bolumundeki

/ WPS Sihirbazi kismina bakin.

Durumu goruintlemek veya ayarlari yapilandirmak icin ana sayfada gosterilen
asagidaki simgelerden herhangi birini tiklatin

Icon Description

Q

Internet status

Click this icon to display information on the Internet
connection status, WAN IP address, DNS, connection
type, and gateway address. From the Internet status
screen, use the Quick Internet Setup (QIS) feature to
quickly set up your WAN.

System status

SSID, kimlik dogrulama K‘ontemi, dogrulama ve sifreleme
yontemleri, LAN IP, PIN kodu, MAC adresi ile ilgili bilgileri
gostermek veya kablosuz radyosunu a%r_nak/ka atmak
icin bu simgeyi tiklatin. WPS ‘modunu Sistem durumu
ekranindan etkinlestirin.

\ Istemci durumu
Nig Agdaki istemci veya bilgisayarlarla ilgili bilgileri gostermek
icin bu simgeyi tiklatin ve istemciyi engellemenizi/
engellemesini kaldirmanizi saglar.
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Coklu SSID profilleri olusturma

Kablosuz ybnlendirici gesitli calisma senaryolarina uygun birden fazla SSID
profillerinin olusturulmasina olanak saglar.

Bir SSID profile olusturmak igin:
1. SSID alaninda Add (Ekle) Uzerine tiklayin.

2. Profil ayarlarnini yapilandirin, ardindan Add (Ekle) Uzerine tiklayin.

SSID Profile () Guest () VIP g Customize

e —

HCaton pen system
WEP Encryption lione

Enable ssID @ Yes ) No

Network access 5ot

Bandwidth Priority lomsl ¥

Hide SSID () Yes @ No

Bolum 4: Web GUI Uzerinden yapilandirma DSL-N11
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EZQoS bant genigligini yonetme

EzQoS Bant Genigligi Yonetimi, bant genisligi dnceligini ayarlamanizi ve ag
trafigini yonetmenizi saglar.
Bant genisligi dnceligini ayarlama:

1. Ekraninizin sol tarafindaki gezinti menusinden EzQoS Bandwidth
Management (EZQoS Bant Genisligi Yonetimi)'ni secin.

rfnisus o == | —
. Se—
RT-N15U  Firmware Version: 2111 Operstion H
=  -— O

‘iz B

Click the Intzrnet application and maks the application
remain the high priority even the nework is busy.

2. Bant genigligi dnceligini ayarlamak icin asagidaki dort uygulamanin her birini
tiklatin:

i Aciklama

Gaming Blaster (Oyun Hizlandirici)
Yonlendirici oyun trafigini birinci dncelikte isleme koyar.

@

3
@

o

Internet Application (Internet Uygulamasi)

Yonlendirici e-posta, web tarama ve diger Internet
uygulamalari trafigini birinci dncelikte isleme koyar.

FTP

Yonlendirici, FTP sunucusuna yuklenen/FTP sunucusundan
yuklenen veri trafigini birinci dncelikte isleme koyar.

Voip/Video Streaming (Video Akisi)
Yonlendirici ses/video trafigini birinci dncelikte isleme koyar.

R e =

3. Yapilandirma ayarlari kaydetmek icin Save (Kaydet)'i tiklatin.
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Calisma modunun kurulmasi

Calisma Modu sayfasi kablosuz yonlendiricinizi bu U¢ ¢calisma modundan herhangi
birine kurmaniza olanak saglar: Router mode (Yonlendirici modu), Repeater mode
(Yineleyici modu) veya Access Point mode (Erisim Noktasi modu).

Kablosuz yonlendiriciyi Yonlendirici modunda ayarlama

Yonlendirici modunda, kablosuz yonlendirici PPPoE, Otomatik IP, PPTP, L2TP veya
Statik IP ile internete baglanir ve kablosuz radyo sinyalleri saglar. LAN istemcileri icin
NAT, guvenlik duvari ve IP paylagimi hizmetleri etkindir.

Kablosuz yonlendiriciyi Yonlendirici modunda ayarlamak igin:
1. Gezinti menusiinden, Operation Mode (Calistirma Modu)’na tiklayin ve Router

In the Router mode, RT-N15U conneets to the Inteme via FFFOE. Automatic |F, FRTF, LZTF, or Static I, and provides
yeu wilh wirless radio signal. The NAT, firewal, and IP sharing services for LAN clienis are snsbled.

2. Asagidaki ISS servisi turlerinin arasindan baglanti turunuizi se¢in: Dynamic
IP(Dinamik IP), PPPoE, PPTP, L2TP ve Static IP(Statik IP).
3. ISP’niz tarafindan saglanan gerekli bilgileri girin.

4. Ayarlar kaydetmek icin Apply all settings (Tum ayarlari uygula) tizerine
tiklayin.
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Kablosuz yonlendiriciyi Yineleyici modunda ayarlama

Yineleyici modunda, kablosuz yonlendirici kablosuz ag kapsama alanini genisletir
ve size daha yuksek bir kablosuz sinyal sunar. NAT, guvenlik duvari ve IP
paylasimi engellenir.

Kablosuz yonlendiriciyi Yineleyici modunda ayarlamak igin:

1. Gezinti menusuinden, Operation Mode (CGalistirma Modu)'na tiklayin ve
Repeater Mode (Yineleyici Modu)'nu secin ve Save (Kaydet)'e tiklayin.

) Router mode 3 Repeater mode |
In the Repester mode,

2. Ag listesinden, baglanmak istediginiz ag segin, ardindan Connect (Baglan)'a
tiklayin.

y T
7 I rT-N15U
| Select the network and dick [Connect].

: =

ASUS

Open System (NONE)

I

=
e-box 4 Uninown (WEP) @~
3G station 4 WPRPSKES @
WL-HW3 2 Opensystem(NONE) T
eurospot_N1§ 7 VPARZPSKAES @
WTF-26 1 WPALPSK(KPAES) @
X-ray 8 WPA2-PSK (AES) @@ "—,??
VIC_GW2 7 WPAPSK (TKIP) g ’—,;?“

=

HOTSPOOOOOOTTT

w

Open System (NONE)
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Kablosuz yonlendiriciyi AP modunda ayarlama

AP modunda, kablosuz yodnlendirici WAN portuna baglanan WAN IP adresinden
WAN IP adresini alir ve kablosuz radyo sinyalleri sunar. NAT, guvenlik duvari ve IP
paylasimi hizmetleri engellenir.

Kablosuz yonlendiriciyi AP modunda ayarlamak igin:

1. Gezinti menusunden, Operation Mode (Calistirma Modu)'na tiklayin ve AP
Mode (AP Modu)'nu secin ve Save (Kaydet)'e tiklayin.

SSID: ASUS.
Language:

English -

=
Firmware Version: 2111 Operation (R )

Mode: Rovter

System Setup - Operation Mode

2. AQ listesinden, baglanmak istediginiz ag! segin, ardindan Connect (Baglan)'a
tiklayin.

a—
/ BLI: RT-N15U

[ Wireless s=tting

Network Name(SSID) AsUs

Network key

Enter a network key between 8 and 63 characters(letters,
numbers or a combination) or 64 hex digits. If you do not want to
set the network security, leave the network key field blank. The
default wireless security is WPA-Auto-Personal TKIP+AES.
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Urun yazilimini guncellestirme

% Not: ASUS web sitesinden (http://www.asus.com) en son Urtin yazilimini indirin

Uruin yazilimini guincellestirmek icin:

1. Ekraninizin sol tarafindaki gezinti menusinden Advanced Setting (Gelismis
Ayar)'l secin.

2. Administration (Yonetim) menusunun altindaki Firmware Upgrade (Uriin
Yazilimi Guncellestirme) dgesini tiklatin.

3. Bilgisayarinizdaki Urtin yazilimini bulmak icin New Firmware File (Yeni Uruin
Yazilimi Dosyasi) alaninda Browse (Gozat) dugmesini tiklatin.

4. Upload (Karsiya Yukle) dugmesini tiklatin. Yukleme islemi yaklasik U¢ dakika
surer.

% Note: Yukseltme sureci bagarisiz olursa, sistemi gri yuklemek i¢in Uriin Yazilimi Onarma
- programini kullanin. Bu yardimei program hakkinda bilgi icin, bu kilavuzun 5. Bdlumindeki Uriin
Yazilimi Onarma kismina bakin.
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Ayarlar Geri Yukleme/Kaydetme/Karsiya
Yukleme

Ayarlan geri yuklemek/kaydetmek/karsiya yuklemek igin:

1. Ekraninizin sol tarafindaki gezinti menuisinden Advanced Setting (Gelismis
Ayar)'i secin.

2. Administration (Yonetim) menusunin altindaki Restore/Save/Upload Setting
(Ayarlan Geri Yukle/Kaydet/Karsiya Yukle) dgesini tiklatin.

3. Gerceklestirmek istediginiz gorevleri segin.
Varsayilan fabrika ayarlarini geri yuklemek icin Restore (Geri Yukle)
dugmesini ve onay mesaji geldiginde OK (Tamam) dugmesini tiklatin.

+ O anki sistem ayarlarini kaydetmek icin Save (Kaydet)'i ve sistem dosyasini
tercih ettiginiz yola kaydetmek icin dosya karsidan yukleme penceresinde Save
(Kaydet)'i tiklatin.

Onceki sistem ayarlarini geri yuklemek icin, geri yuklemek istediginiz sistem
dosyasini bulmak Uzere Browse (Godzat)'| ve ardindan Upload (Karsiya
Yukle)yi tiklatin.
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29



30 DSL-N11 Bolum 4: Web GUI Uzerinden yapilandirma



Yardimcl
programlari kurma

3.1 Yardimci programlari kurma

Destek CD”si, ASUS Tasinabilir Kablosuz Yonlendirici yapilandiriimasi igin gerekli
yardimei programlari igerir. ASUS WLAN Yardimci Programlarini Microsoft®
Windows’ta kurmak igin, destek CD’sini CD suruicliye yerlestirin. Autorun (Otomatik
calistir) dzelligi devre disi birakiimigsa, destek CD’sinin kok dizininden setup.exe
uygulamasini ¢alistirin

Yardimci programlan yuklemek icin: ASUS WirelessRoutel
1. Install...Utilities (Yukle...Yardimci D) Instul ASUS Wirices RoutggJities
Programlar) 6gesini tiklatin. Uninstall ASUS Wireless Router Utites

Explore this GD

& Br Web Site

T -

2. Next'i (lleri) tiklatin..
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(8) Varsayilan hedef klasorii kabul etmek
icin Next (lleri) dugmesini veya baska bir yol
belirtmek icin Browse (Gozat) dugmesini
tiklatin.

irsallSifed - [ coook [[ et N o]

(4) Varsayilan program klasoruni
kabul etmek veya bagka bir isim
girmek icin Next (lleri)’ye tiklayin.

fstall [ coook [ wews [ Corcel.

(5) Kurulum tamamlandiginda Finish (Son)
dugmesini tiklatin.

— o N, — ]
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Device Discovery

Device Discovery, bir ASUS kablosuz yonlendiriciyi bulan ve aygiti yapilandirmanizi
saglayan bir ASUS WLAN yardimci programidir.

Device Discovery yardimci programini baglatmak icin:

. Bilgisayarinizin masaistiinden Start (Baslat) > All Programs (Tiim Programlar)
> ASUS Utility (ASUS Yardima Programi) > RT-N15U Wireless Router (RT-N56U
Kablosuz Yonlendirici) > Device Discovery dgelerini tiklatin..

. Configure | %, Search | i Exit |
Number of devices found: 0 /A

. Web GUI'ye erismek i¢in Configure (Yapilandir)'a tiklayin ve kablosuz
yonlendiriciyi yapilandirin.

. Menzil dahilindeki ASUS kablosuz yonlendiricilerini aramak igin Search
(Ara)’ya tiklayin.

. Uygulamadan ¢ikmak icin Exit (Cik)’a tiklayin.
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Firmware Restoration

Firmware Restoration, tiriin yazilimi ytikseltme isleminde basarisiz olan bir ASUS Kablosuz
Yonlendiricide kullanilir. Belirttiginiz triin yazilimini karsiya ttikler. Islem yaklasik Gi¢ veya dort dakika

strer.

R ONEMLI!: Bellenim Onarimi programini kullanmadan énce kurtarma modunu baslatin.

Kurtarma modunu baglatmak ve Bellenim Onarimi programini kullanmak icin:

1. Kablosuz ydnlendirici fisini glic kaynagindan ¢ikarin.

2. Arka paneldekinS|f|rIa diigmesine basili tutun ve ayni anda kablosuz yonlendiriciyi gli¢ kaynagina
yeniden takin. On paneldeki Gli¢ LED' yavasca yanip sondiigiinde Sifirla diigmesini birakin, bu,
kablosuz yonlendiricinin kurtarma modunda oldugunu gésterir.

3. Bilgisayarinizin masatistiinden Start (Baglat) > All Programs (Tiim Programlar) > ASUS Utility
(ASUS Yardimci Programi) > RT-N15U Wireless Router (RT-N56U Kablosuz Yonlendirici) >

Firmware Restoration 6gelerini tiklatin...

A= Firmware Restoration |

(]
Filename: || Browse...

Status
Once you hawve specified afile, click the "Upload" buttan.

Upload | Cloze

Bir bellenim dosyasi belirleyin, ardindan Upload (Yiikle)'ye tiklayin.

kullanilamaz. Normal aygit yazilimi yiikseltmeleri web araytiziinden yapilmalidir Boliim 3’e bakin: Ayrintili bilgi icin

/ NOTE: Bu bir aygit yazilimi yiikseltme programi degildir ve calisan bir ASUS Kablosuz Yonlendiricisinde
- Configuring via the web GUI (Web GUI ile yapilandirma) kismina bakin.
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WPS Sihirbazi

WPS (Wi-Fi Korumali Kurulum) giivenilir ve korumali kablosuz ag
kolaylikla kurmaniza olanak saglar.

WPS Sihirbazinin Kullanim,
% Not:

+ WPS islevine sahip bir kablosuz LAN bagdastiricisi kullandiginizdan emin olun

+ WPS'i destekleyen Windows® isletim sistemleri ve kablosuz LAN kartlari/bagdastiricilari

OS Support Wireless Adapter Support

Intel kablosuz LAN Karti
ASUS 167gv2 suruclsu v3.0.6.0 veya sonrasi

ASUS 160N/130N sirucisii v2.0.0.0 veya
sonras

Intel kablosuz LAN Karti
ASUS 167gv2 surucusu v1.2.2.0 veya sonrasr

ASUS 160N/130N suriicuisti v1.0.4.0 veya
sonrasr

;I’(\SHUS WLAN Programi bulunan ASUS LAN
arti

XP SP1 ve 2000 ASUS 167gv2 surucusi v1.2.2.0veya sonras

ASUS 160N/130N suriicuisti v1.0.4.0 veya
sonras

Vista 32/64

XP SP2

WPS Sihirbazini kullanmak igin:

1. Donanim kurmak i¢in ekrandaki talimatlar takip edin. Tamamladiginizda Next
(lleri) dugmesine tiklayin

Follow these instructions to set up your hardware.
@ Power on your ASUS wirsless router and the modem.

@ Using an Ethemet cable, connect the router's WAN port with the modem.

(5 . connect the router's LAN port.

Router

 Modem . . .

% Not: WPS Sihirbazinin tek seferde bir kablosuz istemci ile birlikte kullanin. Kablosuz istemci
kablosuz yonlendiriciyi bulamiyorsa, istemci ve yonlendirici arasindaki mesafeyi kisaltin.
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2. Yonlendiricinizin Uzerindeki WPS dugmesine basin.

WPS dugmesi

[

%) WES Wizard

TSUS  wpswizard

7

» WPS calisirken, Internet baglantisi kisa bir sureligine kesilir ve ardindan yeniden baglanti
kurulur.

+ WPS dugmesine WPS Sihirbazi ¢alistirimadan basildiginda, PWR gostergesi yanip soner ve
Internet baglantisi kisa bir sureligine kesilir ve ardindan yeniden baglanti kurulur
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4. stenen ag adini veya SSID (servis ayari taniticisi) degerini girin.
Tamamladiginizda Next (Ileri) dugmesine tiklayin..

a

ma—
/ I:Ll: WPS Wizard

S Wizar

5. 8-63 karakterden olusan bir parola olusturun ve girin veya otomatik olarak
Uretilen parolayi kullanin ve ardindan Next (lleri) dugmesine tiklayin.

Parola, bir guvenlik anahtari olusturmak icin kullanilan bir cumlecik, dbek veya
alfanumerik karakterler dizisidir.
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6. Tamamladiginzda, ileride kullanmak icin Save or print settings (Ayarlari
kaydet veya yazdir) dugmesine veya aga baska aygitlar eklemek icin Save
settings to a USB flash drive (Ayarlan bir USB flash suiricisiine kaydet)
dugmesine tiklayin. Internet’e baglanmak icin Next (lleri) dugmesine tiklayin.

ari

W —
ISl  Wps Wizard

% Not: USB flash suricuisi kullanarak aga aygitlar ekleme hakkinda daha fazla bilgi icin bir sonraki
sayfada verilen Adding network devices using a USB flash drive (USB flash suriicuisi
kullanarak ag aygitlari ekleme ) bolumune bakin.

7. Kablosuz yonlendiriciye baglandiniz. Internet ayarlarini yapilandirmak
istiyorsaniz, Setup (Kur)'a tiklayin. WPS sihirbazini kapatmak icin Finish
(Son)'a tiklayin.

a—
LS WS Wizard
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USB flash surucuisu kullanarak ag aygitlari ekleme

WPS yardimci programi ile bir USB flash surucusu kullanarak aginiza aygitlar
ekleyebilirsiniz.

USB flash suricust kullanarak ag aygitlar eklemek igin:

1. WPS Sihirbazi’nda, Save settings to a USB flash drive (Ayarlari bir USB
flash suruicusiine kaydet) dugmesine tiklayin

TS  wes wizard

2. Bilgisayarin USB baglanti noktasina bir USB flash suructuisu takin ve ardindan
acilan listeden surticyu sec¢in. Tamamladiginizda Next (lleri) dugmesine
tiklayin.

SiUS  wes Wizard
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3. USB flash surucusuni bilgisayarinizdan cikarin ve ardindan kablosuz aginiza
eklemek istediginiz baska bir bilgisayara takin.

) WPS Wizzrd =) = )

SUS  wissonse

Add other computers to the wireless network

1. Remove the USB flash drive fram this computer

2. Insert the USB flash crive into the USB part of other device or computer. Computers must be running on
Windows(R) XP / Vista / 7.

3. For computers, run the Wireless Network Setup Wizard in the USB flash drive. For devices, follow the
instructions in the setup wizard.

4. USB surlcudeki SetupWireless.exe dosyasini bulun ve ¢alistirmak icin tizerine
cift tiklayin. Bilgisayari kablosuz aga eklemek icin Yes (Evet) dugmesine
tiklayin.

Wireless Network Setup Wizard

\ ? ) Do you want to add this computer to the wireless network Default

Yes Mo

5. Wireless Network (Kablosuz Ag Kurulum Sihirbazi’ndan) ¢ikmak icin OK
(Tamam) dugmesine tiklayin.

Wireless Network Setup Wizard

‘fou have successfully added this computer to the wireless network: Default
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Ag yazicinizi ayarlamak

Kablosuz yonlendiricinizdeki USB yazicisin kurmak icin Ag Yazicisi Ayarini kurun ve USB
yazicisina erismek icin ag istemcilerine izin verin.

% Note: yazicinizin ASUS kablosuz yonlendiriciniz ile uyumlu olup olmadigini

~ kontrol etmek icin, suradan Tak-Paylas Disk Destegi Listesine bakin ww.asus.com

and click Products > Networks > Printer Support List.

USB Yazicinizi kurmak igin:

1. Destek CD'nizden ASUS Kablosuz Programlarini ¢alistirin, ardindan Run Network
Printer Setup Program (Ag Yazicisi Ayar Programini Calistir)'a tiklayin.

’EEASUS Wireless=Rouier

k) Install ASUS Wireless Router Utilities
Run Network Printer Setup Program
Click o run th m
Readlinstall User Documentation

Explore this CD

Browse our Web Site

_Eﬂﬂ

2. Ekranda verilen talimatlari izleyerek donaniminizi kurun, ardindan Next (ileri)'ye
tiklayin.

i, ASUS Printer Setup

This utility will help you set up the USB printer. Connect your PC with the
router through wired/wireless connection, then connect your printer to the
router and power on it. Click "Mext” to start printer installation.
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3.

ilk kurulumun tamamlanmasi icin birkac dakika bekleyin. Next (ileri)'ye tiklayin.
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5. Windows" OS talimatlarini izleyerek yazici stirlictistind kurun.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search for current and updated software by
lanking on paur computer, on the hardware installation CD, ar an
the “Windows Update Web site [with yaur permission).

Hnling privas nfarmeting

Can Windows connect to Windaws Update to search for
software?

(O Yes. this time only
() res. now and gvery time | connect a device
(O No. not this time

Click Mext to continue.

Cancel

6. Yazicinin stiriict kurulumu tamamlandiktan sonra, ag istemcileri artik yaziciyi
kullanabilir.

"8 Printers and Faxes

File

Edit

View Favortes  Tools  Help

€) (T D sesrch | Folders

Address IC‘;, Prinkers and Faxes b | Go

M@ Canon MP140 series Printer
o
E Add a printer

&5 Set up Faxing

Ready

See Also

[2] Troubleshoot printing
@) Get help with printing

Other Places

b control Panel
'Sy, Scanners and Cameras
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Sorun giderme

Sorun giderme

Bu sorun giderme kilavuzu, ASUS Kablosuz Yonlendiriciyi kurarken veya
kullanirken karsilasabileceginiz bazi sorunlar igin ¢ozumler sunar. Bu sorunlar,
kendi baginiza gerceklestirebileceginiz basit sorun giderme islemleriyle ¢cozulebilir.
Bu bolumde yer almayan sorunlarla karsilasirsaniz, ASUS Teknik Destek birimiyle
baglanti kurun.

Yonlendiriciyi yapilandirmak | 1. Bir web tarayicisi agin, sonra Tools
icin bir web tarayicisina (Araclar) > Internet Options (Internet
erisim yapamiyorum. Secenekleri)... 6gelerini tiklatin

2. Temporary Internet files (Gegici Internet
dosyalari) altindaki Delete Cookies
(Tanimlama Bilgilerini Sil)... ve Delete
Files (Dosyalari Sil)... 6gelerini tiklatin

3. Web tarayicisinin proxy ayarlarini

engelleyin

Istemci, yonlendiriciyle Kapsama Alani Diginda:

kablosuz baglanti kuramiyor. | . ypnlendiriciyi kablosuz istemcinin yakinina
koyun.

Kanal ayarlarini degistirmeye caligin.

Kimlik Dogrulama:

Yonlendiriciye baglanmak igin kablolu
baglantiyr kullanin.

Kablosuz guvenlik ayarlarini denetleyin.

Arka paneldeki Restore (Geri Yiikle)
dugmesine bes saniyeden uzun bir sure
basin.

Yonlendirici bulunamiyor:

Arka paneldeki Restore (Geri Yukle)
dugmesine bes saniyeden uzun bir sire
basin.

+  Kablosuz bagdastirici ayarlarini (6r. SSID
ve sifreleme ayarlari) kontrol edin.
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LAN bagdastiricisiyla
Internete erisilemiyor

Yonlendiriciyi kablosuz istemciye daha
yakin bir noktaya tagiyin.

Kablosuz bagdastiricinin dogru kablosuz
yonlendiriciye baglanip baglanmadigini
denetleyin.

Kullanilan kablosuz baglanti kanalinin
Ulkenizdeki/bdlgenizdeki mevcut kanallarla
uyumlu olup olmadigini denetleyin.

Sifreleme ayarlarini denetleyin.

ADSL veya Kablo baglantisinin dogru olup
olmadigini denetleyin.

Bagska bir Ethernet kablosu kullanarak tekrar
deneyin.

Internete erisilemiyor

ADSL modem ve kablosuz yonlendiricideki
durum gostergelerini denetleyin.

Kablosuz ybdnlendiricideki WAN LED'inin
yanip yanmadigini denetleyin. LED
yanmiyorsa, kabloyu degistirip tekrar
deneyin.

ADSL Modem “Link” is1g1
yaniyorsa (yanip sonmemeli),
bu Internet Erigiminin
mumkin oldugunu gosterir.

Bilgisayarinizi yeniden baglatin.

Kablosuz yonlendiricinin Hizli Baslangi¢
Kilavuzuna bagvurun ve ayarlari tekrar
yapilandirin.

Kablosuz ybdnlendiricideki WAN LED'inin
yanip yanmadigini denetleyin.

Kablosuz sifreleme ayarlarini denetleyin.

Bilgisayarin IP adresini alip alamadigini
denetleyin (hem kablolu, hem kablosuz ag
Uzerinden).

Web tarayicinizin yerel LAN'1, ayni
zamanda bir proxy sunucusunu kullanacak
sekilde yapilandiriimadigindan emin olun.
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ASLNC S

Yam. er] Y rl Iea un
e

R g e

ApSh et meceia ghe abiesun

oyu tekr:

égesrls'el%g I X?%E’a |bI?£ﬂ? ae, i%@[n servis

saglayiciniza bagvurun.

Ag adi veya sifreleme
anahtarlafi unutulmus

+ Kablolu baglantiyi yeniden olusturmayi ve
I((jablos_uz sifrelemeyi tekrar yapilandirmayi
eneyin.

Kablosuz dbnler_]diricin,i,rl arka panelindeki
Restore (Geri Yukle) dugmesine bes
saniyeden uzun bir Sure basin.

Sistemi varsayilan ayarlarina
geri yukleme

Kablosuz ybnlendiricinin arka panelindeki
Restore (Geri Yukle) dugmesine bes
saniyeden uzun bir sure basin.

Asagidakiler, varsayilan fabrika ayarlaridir:
Kullanici Adi: admin

Parola: admin

DHCP Etkin: Evet (WAN kablosu takili ise)
IP adresi: 192.168.1.1

Etki Alani Adi: (Bos)

Alt Ag Maskesi: 255.255.255.0

DNS Sunucusu 1: 192.168.1.1

DNS Sunucusu 2: (Bos)

SSID: varsayilan

Web GUl'ye giris yapmak
icin 192.1%8.?.1§iy P
kullanamam

Yonlendiricinin calisma modunu kontrol edin.

Yonlendirici modunda, varsayilan IP adresi
192.168.1.1°dir.

AP modunda yonlendiricinin IP adresini
bulmak igin Aygit Kurtarma’yi kullanin.

Bolum 6: Sorun giderme
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ASUS DDNS Hizmeti

RT-N15U, ASUS DDNS hizmetini destekleyen ilk modeldir. Servis merkezinde
aygitlari degistirirken, ASUS DDNS hizmetine kaydolduysaniz ve orijinal etki alani
adini tutmak istiyorsaniz, veri aktarimi yapiimalidir. Daha fazla bilgi i¢in yerel servis
merkezinizi ziyaret edin.

/ Notlar:

Etki alaninda 90 gun icinde etkinlik olmazsa - yonlendiriciyi yeniden yapilandirma veya kayitl
etki alanina erisme gibi - sistem otomatik olarak kayitli bilgileri siler.

Aygrtinizi kullanirken herhangi bir sorun veya zorlukla karsilasirsaniz servis merkeziyle irtibata
gegin.

Sik Sorulan Sorular (SSS'lar)

1. Kayith bilgiler kaybolur veya baskalan tarafindan kaydedilir mi?

Kayitli bilgileri 90 gun i¢inde guncellemezseniz, sistem otomatik olarak kayitli
bilgileri siler ve etki alani bagkalari tarafindan kaydedilebilir.

2. Alti ay 6nce satin aldigim yonlendirici icin ASUS DDNS kaydini
yapmadim. Hala kayit yapabilir miyim?
Evet, yonlendiriciniz i¢in hala ASUS DDNS hizmeti kaydi yapabilirsiniz. DDNS
hizmeti yonlendiricinize eklendiginde, ASUS DDNS hizmetine istediginiz
zaman kaydolabilirsiniz. Kaydolmadan énce, ana bilgisayara adinin kayith olup
olmadigini kontrol etmek icin Query (Sorgula)'yi tiklatin. Degilse, sistem ana
bilgisayar adini otomatik olarak kaydeder.

3. Onceden bir etki alani kaydi yaptim ve arkadasim etki alani adima
ulagsamadigini bildirinceye kadar sorunsuz calisiyordu.

Asagidakileri kontrol edin:
1.Internet duizgun calisiyor.
2.DNS sunucusu duzgun calisiyor.
3. Etki alanini yeni guncellediniz.
Hala etki alaniniza erismede sorun varsa, servis merkezine bagvurun.

4. HTTP ve FTP sunucularima ayri ayr erigsmek icin iki etki alani kaydi
yapabilir miyim?

A. Hayir, yapamazsiniz. Bir yonlendirici i¢in yalnizca bir etki alani kaydi
yapabilirsiniz. Agda guvenlik uygulamasi i¢in baglanti noktasi eslemesini
kullanin.
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5. Yonlendiriciyi yeniden baslattiktan sonra, MS DOS ve yonlendirici
yapilandirma sayfasinda neden farkli WAN IP'leri goruyorum?

Bu normaldir. ISP DNS sunucusu ve ASUS DDNS arasindaki zaman aralig
MS DOS ve yonlendirici yapilandirma sayfasinda farkli WAN IP'lerine neden
olur. Farkli ISP'ler IP glincellemesi icin farkli zaman araligina sahip olabilir.

6. ASUS DDNS hizmeti uicretsiz mi yoksa sadece bir deneme surumiu mu?

ASUS DDNS hizmeti bazi ASUS yonlendiricilerine eklenmis Ucretsiz
bir hizmettir. ASUS yonlendiricinizin ASUS DDNS hizmetini destekleyip
desteklemedigini kontrol edin.

Bolum 6: Sorun giderme
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Ekler
Uyarilar

ASUS Recycling/Takeback Services

ASUS recycling and takeback programs come from our commitment to the highest
standards for protecting our environment. We believe in providing solutions for you
to be able to responsibly recycle our products, batteries, other components, as well
as the packaging materials. Please go to http://csr.asus.com/english/Takeback.htm
for the detailed recycling information in different regions.

REACH

Complying with the REACH (Registration, Evaluation, Authorisation, and
Restriction of Chemicals) regulatory framework, we published the chemical
substances in our products at ASUS REACH website at
http://csr.asus.com/english/REACH.htm

Federal Communications Commission Statement

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

+ This device may not cause harmful interference.

+ This device must accept any interference received, including interference that
may cause undesired operation.

This equipment has been tested and found to comply with the limits for a class

B digital device, pursuant to part 15 of the FCC Rules. These limits are designed

to provide reasonable protection against harmful interference in a residential

installation.

This equipment generates, uses and can radiate radio frequency energy and, if
not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception, which can be determined

by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

+ Reorient or relocate the receiving antenna.
+ Increase the separation between the equipment and receiver.

+  Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

+ Consult the dealer or an experienced radio/TV technician for help.

Warning: Any changes or modifications not expressly approved by the party responsible for
compliance could void the user’s authority to operate the equipment.
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Prohibition of Co-location

This device and its antenna(s) must not be co-located or operating in conjunction
with any other antenna or transmitter.

Safety Information

To maintain compliance with FCC’s RF exposure guidelines, this equipment should
be installed and operated with minimum distance 20cm between the radiator and
your body. Use on the supplied antenna.

Declaration of Conformity for R&TTE directive 1999/5/EC

Essential requirements — Article 3
Protection requirements for health and safety — Article 3.1a

Testing for electric safety according to EN 60950-1 has been conducted. These are
considered relevant and sufficient.

Protection requirements for electromagnetic compatibility — Article 3.1b

Testing for electromagnetic compatibility according to EN 301 489-1 and EN 301
489-17 has been conducted. These are considered relevant and sufficient.

Effective use of the radio spectrum — Article 3.2

Testing for radio test suites according to EN 300 328- 2 has been conducted.
These are considered relevant and sufficient.

CE Mark Warning

This is a Class B product, in a domestic environment, this product may cause radio
interference, in which case the user may be required to take adequate measures.

Operation Channels: Ch1~11 for N. America, Ch1~14 Japan, Ch1~13 Europe
(ETSI)

IC Warning

This device complies with Industry Canada licence-exempt RSS standard(s).
Operation is subject to the following two conditions: (1) this device may not
cause interference, and (2) this device must accept any interference, including
interference that may cause undesired operation of the device.”

Le présent appareil est conforme aux CNR d’Industrie Canada applicables

aux appareils radio exempts de licence. L'exploitation est autorisée aux deux
conditions suivantes : (1) I'appareil ne doit pas produire de brouillage, et (2)
I'utilisateur de I'appareil doit accepter tout brouillage radioélectrique subi, méme si
le brouillage est susceptible d’en compromettre le fonctionnement.”
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GNU General Public License

Licensing information

This product includes copyrighted third-party software licensed under the terms of
the GNU General Public License. Please see The GNU General Public License
for the exact terms and conditions of this license. We include a copy of the GPL
with every CD shipped with our product. All future firmware updates will also

be accompanied with their respective source code. Please visit our web site for
updated information. Note that we do not offer direct support for the distribution.

GNU GENERAL PUBLIC LICENSE
Version 2, June 1991
Copyright (C) 1989, 1991 Free Software Foundation, Inc.
59 Temple Place, Suite 330, Boston, MA 02111-1307 USA

Everyone is permitted to copy and distribute verbatim copies of this license
document, but changing it is not allowed.

Preamble

The licenses for most software are designed to take away your freedom to

share and change it. By contrast, the GNU General Public License is intended

to guarantee your freedom to share and change free software--to make sure the
software is free for all its users. This General Public License applies to most of the
Free Software Foundation’s software and to any other program whose authors
commit to using it. (Some other Free Software Foundation software is covered

by the GNU Library General Public License instead.) You can apply it to your
programs, too.

When we speak of free software, we are referring to freedom, not price. Our
General Public Licenses are designed to make sure that you have the freedom to
distribute copies of free software (and charge for this service if you wish), that you
receive source code or can get it if you want it, that you can change the software or
use pieces of it in new free programs; and that you know you can do these things.

To protect your rights, we need to make restrictions that forbid anyone to deny
you these rights or to ask you to surrender the rights. These restrictions translate
to certain responsibilities for you if you distribute copies of the software, or if you
modify it.

For example, if you distribute copies of such a program, whether gratis or for a
fee, you must give the recipients all the rights that you have. You must make sure
that they, too, receive or can get the source code. And you must show them these
terms so they know their rights.

We protect your rights with two steps: (1) copyright the software, and (2) offer you
this license which gives you legal permission to copy, distribute and/or modify the
software.
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Also, for each author’s protection and ours, we want to make certain that everyone
understands that there is no warranty for this free software. If the software is
modified by someone else and passed on, we want its recipients to know that what
they have is not the original, so that any problems introduced by others will not
reflect on the original authors’ reputations.

Finally, any free program is threatened constantly by software patents. We wish to
avoid the danger that redistributors of a free program will individually obtain patent
licenses, in effect making the program proprietary. To prevent this, we have made it
clear that any patent must be licensed for everyone’s free use or not licensed at all.

The precise terms and conditions for copying, distribution and modification follow.

Terms & conditions for copying, distribution, & modification

0. This License applies to any program or other work which contains a notice
placed by the copyright holder saying it may be distributed under the terms of
this General Public License. The “Program”, below, refers to any such program
or work, and a “work based on the Program” means either the Program or
any derivative work under copyright law: that is to say, a work containing
the Program or a portion of it, either verbatim or with modifications and/or
translated into another language. (Hereinafter, translation is included without
limitation in the term “modification”.) Each licensee is addressed as “you”.

Activities other than copying, distribution and modification are not covered

by this License; they are outside its scope. The act of running the Program is
not restricted, and the output from the Program is covered only if its contents
constitute a work based on the Program (independent of having been made by
running the Program). Whether that is true depends on what the Program does.

1. You may copy and distribute verbatim copies of the Program’s source code
as you receive it, in any medium, provided that you conspicuously and
appropriately publish on each copy an appropriate copyright notice and
disclaimer of warranty; keep intact all the notices that refer to this License and
to the absence of any warranty; and give any other recipients of the Program a
copy of this License along with the Program.

You may charge a fee for the physical act of transferring a copy, and you may
at your option offer warranty protection in exchange for a fee.

2. You may modify your copy or copies of the Program or any portion of it,
thus forming a work based on the Program, and copy and distribute such
modifications or work under the terms of Section 1 above, provided that you
also meet all of these conditions:

a) You must cause the modified files to carry prominent notices stating that
you changed the files and the date of any change.

b) You must cause any work that you distribute or publish, that in whole or in
part contains or is derived from the Program or any part thereof, to be licensed
as a whole at no charge to all third parties under the terms of this License.
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c) If the modified program normally reads commands interactively when run,
you must cause it, when started running for such interactive use in the most
ordinary way, to print or display an announcement including an appropriate
copyright notice and a notice that there is no warranty (or else, saying that
you provide a warranty) and that users may redistribute the program under
these conditions, and telling the user how to view a copy of this License.
(Exception: if the Program itself is interactive but does not normally print such
an announcement, your work based on the Program is not required to print an
announcement.)

These requirements apply to the modified work as a whole. If identifiable
sections of that work are not derived from the Program, and can be reasonably
considered independent and separate works in themselves, then this License,
and its terms, do not apply to those sections when you distribute them as
separate works. But when you distribute the same sections as part of a whole
which is a work based on the Program, the distribution of the whole must be on
the terms of this License, whose permissions for other licensees extend to the
entire whole, and thus to each and every part regardless of who wrote it.

Thus, it is not the intent of this section to claim rights or contest your rights to
work written entirely by you; rather, the intent is to exercise the right to control
the distribution of derivative or collective works based on the Program.

In addition, mere aggregation of another work not based on the Program with
the Program (or with a work based on the Program) on a volume of a storage
or distribution medium does not bring the other work under the scope of this
License.

3. You may copy and distribute the Program (or a work based on it, under Section
2) in object code or executable form under the terms of Sections 1 and 2 above
provided that you also do one of the following:

a) Accompany it with the complete corresponding machine-readable source
code, which must be distributed under the terms of Sections 1 and 2 above on
a medium customarily used for software interchange; or,

b) Accompany it with a written offer, valid for at least three years, to give any
third party, for a charge no more than your cost of physically performing source
distribution, a complete machine-readable copy of the corresponding source
code, to be distributed under the terms of Sections 1 and 2 above on a medium
customarily used for software interchange; or,

c) Accompany it with the information you received as to the offer to distribute
corresponding source code. (This alternative is allowed only for noncommercial
distribution and only if you received the program in object code or executable
form with such an offer, in accord with Subsection b above.)

The source code for a work means the preferred form of the work for making
modifications to it. For an executable work, complete source code means

all the source code for all modules it contains, plus any associated interface

definition files, plus the scripts used to control compilation and installation of

the executable. However, as a special exception, the source code distributed
need not include anything that is normally distributed (in either source or
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binary form) with the major components (compiler, kernel, and so on) of the
operating system on which the executable runs, unless that component itself
accompanies the executable.

If distribution of executable or object code is made by offering access to copy
from a designated place, then offering equivalent access to copy the source
code from the same place counts as distribution of the source code, even
though third parties are not compelled to copy the source along with the object
code.

4. You may not copy, modify, sublicense, or distribute the Program except as
expressly provided under this License. Any attempt otherwise to copy, modify,
sublicense or distribute the Program is void, and will automatically terminate
your rights under this License. However, parties who have received copies, or
rights, from you under this License will not have their licenses terminated so
long as such parties remain in full compliance.

5. You are not required to accept this License, since you have not signed it.
However, nothing else grants you permission to modify or distribute the
Program or its derivative works. These actions are prohibited by law if you do
not accept this License. Therefore, by modifying or distributing the Program (or
any work based on the Program), you indicate your acceptance of this License
to do so, and all its terms and conditions for copying, distributing or modifying
the Program or works based on it.

6. Each time you redistribute the Program (or any work based on the Program),
the recipient automatically receives a license from the original licensor to
copy, distribute or modify the Program subject to these terms and conditions.
You may not impose any further restrictions on the recipients’ exercise of the
rights granted herein. You are not responsible for enforcing compliance by third
parties to this License.

7. If, as a consequence of a court judgment or allegation of patent infringement
or for any other reason (not limited to patent issues), conditions are imposed
on you (whether by court order, agreement or otherwise) that contradict the
conditions of this License, they do not excuse you from the conditions of this
License. If you cannot distribute so as to satisfy simultaneously your obligations
under this License and any other pertinent obligations, then as a consequence
you may not distribute the Program at all. For example, if a patent license
would not permit royalty-free redistribution of the Program by all those who
receive copies directly or indirectly through you, then the only way you could
satisfy both it and this License would be to refrain entirely from distribution of
the Program.

If any portion of this section is held invalid or unenforceable under any
particular circumstance, the balance of the section is intended to apply and the
section as a whole is intended to apply in other circumstances.

It is not the purpose of this section to induce you to infringe any patents or
other property right claims or to contest validity of any such claims; this section
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has the sole purpose of protecting the integrity of the free software distribution

system, which is implemented by public license practices. Many people have
made generous contributions to the wide range of software distributed through
that system in reliance on consistent application of that system; it is up to the
author/donor to decide if he or she is willing to distribute software through any
other system and a licensee cannot impose that choice.

This section is intended to make thoroughly clear what is believed to be a
consequence of the rest of this License.

If the distribution and/or use of the Program is restricted in certain countries
either by patents or by copyrighted interfaces, the original copyright holder
who places the Program under this License may add an explicit geographical
distribution limitation excluding those countries, so that distribution is permitted
only in or among countries not thus excluded. In such case, this License
incorporates the limitation as if written in the body of this License.

The Free Software Foundation may publish revised and/or new versions of the
General Public License from time to time. Such new versions will be similar in
spirit to the present version, but may differ in detail to address new problems or
concerns.

Each version is given a distinguishing version number. If the Program specifies
a version number of this License which applies to it and “any later version”, you
have the option of following the terms and conditions either of that version or

of any later version published by the Free Software Foundation. If the Program
does not specify a version number of this License, you may choose any version
ever published by the Free Software Foundation.

. If you wish to incorporate parts of the Program into other free programs whose

distribution conditions are different, write to the author to ask for permission.
For software which is copyrighted by the Free Software Foundation, write to
the Free Software Foundation; we sometimes make exceptions for this. Our
decision will be guided by the two goals of preserving the free status of all
derivatives of our free software and of promoting the sharing and reuse of
software generally.

NO WARRANTY

11

BECAUSE THE PROGRAM IS LICENSED FREE OF CHARGE, THERE IS
NO WARRANTY FOR THE PROGRAM, TO THE EXTENT PERMITTED BY
APPLICABLE LAW. EXCEPT WHEN OTHERWISE STATED IN WRITING
THE COPYRIGHT HOLDERS AND/OR OTHER PARTIES PROVIDE

THE PROGRAM “AS IS” WITHOUT WARRANTY OF ANY KIND, EITHER
EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR

A PARTICULAR PURPOSE. THE ENTIRE RISK AS TO THE QUALITY
AND PERFORMANCE OF THE PROGRAM IS WITH YOU. SHOULD THE
PROGRAM PROVE DEFECTIVE, YOU ASSUME THE COST OF ALL
NECESSARY SERVICING, REPAIR OR CORRECTION.
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12 IN NO EVENT UNLESS REQUIRED BY APPLICABLE LAW OR AGREED
TO IN WRITING WILLANY COPYRIGHT HOLDER, OR ANY OTHER
PARTY WHO MAY MODIFY AND/OR REDISTRIBUTE THE PROGRAM AS
PERMITTED ABOVE, BE LIABLE TO YOU FOR DAMAGES, INCLUDING
ANY GENERAL, SPECIAL, INCIDENTAL OR CONSEQUENTIAL DAMAGES
ARISING OUT OF THE USE OR INABILITY TO USE THE PROGRAM
(INCLUDING BUT NOT LIMITED TO LOSS OF DATA OR DATA BEING
RENDERED INACCURATE OR LOSSES SUSTAINED BY YOU OR THIRD
PARTIES OR A FAILURE OF THE PROGRAM TO OPERATE WITH ANY
OTHER PROGRAMS), EVEN IF SUCH HOLDER OR OTHER PARTY HAS
BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.

END OF TERMS AND CONDITIONS

NCC Warning
RAADZEMBEINRGEEH - IFEHT » 08 - BRAEAEIFGEEE
EHRE « MAINRSEERRETZIHERINHEE ©

BINRGEERERAASRERMLZELTRGZERS  BERETERRE
ByEER - TNEERT RS SEEER -

RIESHER - BREEEIREFRCEREERS -
EINRGESWARRGRERALIR - HELERREREH T EMRETE -

Safety Warning

SAFE TEMP: This wireless router should be only used in environments with
ambient temperatures between 5°C(41°F) and 40°C(104°F).

DO NOT expose to or use near liquids, rain, or moisture. DO NOT use the modem
during electrical storms.
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ASUS Irtibat bilgileri

ASUSTeK COMPUTER INC. (Asya Pasifik)

Adres 15 Li-Te Road, Peitou, Taipei, Taiwan 11259
Web Sitesi www.asus.com.tw

Teknik Destek

Telefon +886228943447

Destek Faksi +886228907698

Yazilim karsidan yukleme support.asus.com”

ASUS COMPUTER INTERNATIONAL (Amerika)

Adres 800 Corporate Way, Fremont, CA 94539, USA
Telefon +15029550883

Faks +15029338713

Web Sitesi usa.asus.com

Yazilim kargidan yukleme support.asus.com*

ASUS COMPUTER GmbH (Almanya ve Avusturya)
Adres Harkort Str. 21-23, D40880 Ratingen, Germany
Faks +492102959911

Web Sitesi www.asus.de

Cevrimigi irtibat www.asus.de/sales

Teknik Destek

Bilesen Telefonu +49-1805-010923

Sistem/Dizustu Bilgisayar

/Eee/LCD Telefon +49-1805-010920

Destek Faksi +492102959911

Cevrimici destek support.asus.com*

* Bu sitede teknik destek ile irtibata gegmek icin doldurabileceginiz bir cevrimici Teknik
Arastirma Formu bulunmaktadir.
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Manufacturer: ASUSTeK Computer Inc.
Tel: +886-2-2894-3447
Address: No. 150, LI-DE RD., PEITOU, TAIPEI 112,
TAIWAN
Authorised representative | ASUS Computer GmbH
in Europe: Address: HARKORT STR. 21-23, 40880 RATINGEN,
GERMANY
Authorised distributors | BOGAZICI BIL GISAYAR SAN. VE TIC. A.S.
in Turkey: Tel: +90 212 3311000

Address: AYAZAGA MAH. KEMERBURGAZ CAD.
NO.10 AYAZAGA/ISTANBUL

INDEX BILGISAYAR SISTEMLERI MUHENDISLIK

SAN. VETIC. A.S.

Tel: +90 212 3312121
Address: AYAZAGA MAH: CENDERE YOLU NO:9
AYAZAGA/ISTANBUL

CIZGlI Elektronik San. Tic. Ltd. Sti.
Tel: 0090 2123567070

Address: CEMAL SURURI CD. HALIM
MERIC IS MERKEZI No:15/C D: 5-6 34394
MECIDIYEKOY/ISTANBUL

EEE Ybnetmeligine Uygundur.
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