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Autortiestbu informacija

Neviena §is rokasgramatas dala, tai skaita produktu un programmas
nodroSindjumu apraksti, var bat kopéti, parsatiti, parrakstrti, uzglabati
informacijas sistémas vai tulkoti jebkura valoda, jebkura forma vai ar
jebkadiem lidzekliem bez firmas ASUSTeK COMPUTER Inc. (“ASUS”)
specialas rakstiskas atlaujas, iznemot dokumentaciju, kuru uzglaba pircéjs
ka dubléjumu.

ASUS NEDOD GARANTIJU PAR SO “ASIS” ROKASGRAMATU, NE
SPECIALU,NE IMPLICETU, IESKAITOT, BET NEIEROBEZOJOT,
IMLICETAS GARANTIJAS VAI COMERCIALOS DERIGUMA NOTEIKUMUS
SPECIALIEM NOLUKIEM. NEKADA GADIJUMA NE ASUS, NE TA
DIREKTORI, ATBILDOSIE DARBINIEKI, DARBINIEKI VAI PARSTAVJI IR
ATBILDIGI PAR TIESIEM VAI NETIESIEM, NEJAUSIEM VAI APZINIGIEM
ZAUDEJUMIEM (TAJA SKAITA PELNAS ZAUDEJUMIEM, DARIJUMA
ZAUDEJUMIEM, LIETOTAJA DATU ZAUDEJUMIEM, DARTJUMU
PARTRAUKSANU UN TAMLIDZIGI), PAT JA ASUS TIEK BRIDINATS PAR
TADIEM ZAUDEJUMIEM, KURI VAR RASTIES SIS ROKASGRAMATAS
VAI PRODUKTA KLUDU DEL.

Produkta garantija vai pakalpojumi netiks pagarinati, ja (1) produkts ir labots,
modificéts vai parmainits, iznemot, ja $adu labosanu, modificéSanu vai
parveidosanu atlauj rakstiska veida ASUS; vai (2) ja produkta sérijas numurs ir
izdzésts vai trakst.

Saja rokas gramata atrodamiem produktiem un korporativiem nosaukumiem
var bat vai neb(t attiecigo firmu registrétas tirdzniecibas zimes vai autoru
tiestbas, un tie ir lietoti tikai identificéSanai un paskaidrojumiem un bez noldka
tos lauzt.

STS ROKASGRAMATAS SPECIFIKACIJAS UN INFORMACIJA IR TIKAI
INFORMACIJAS NOLUKAM, TAS VAR MAINITIES BEZ IEPRIEKSEJA
PAZINOJUMA UN NEVAR TIKT PIENEMTAS KA ASUS SAISTIBAS.
ASUS NEUZNEMAS ATBILDIBU VAI SAISTIBAS PAR NEKADA VEIDA
KLUDAM VAI NEPRECIZITATEM, KURAS VAR PARADITIES SAJA ROKAS
GRAMATA, IESKAITOT PRODUKTU UN PROGROMATURAS APRAKSTUS.

Copyright © 2008 ASUSTeK COMPUTER INC. Visas tiesibas rezervétas.

ASUS WLAN adapteris
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Kontaktinformacija

ASUSTeK COMPUTER INC.

Uzpémuma adrese: 15 Li-Te Iela, Beitou, Taipei 11259
Galvenais (tel.): +886-2-2894-3447

Timekla adrese: WWW.asus.com.tw

Galvenais (fakss): +886-2-2894-7798

Galv. e-pasts: info@asus.com.tw

Tehniskais atbalsts

Galvenais atbalsts (tel.): +886-2-2894-3447

Tiessaistes atbalsts: http://support.asus.com

ASUS COMPUTER INTERNATIONAL (Amerika)
Uznémuma adrese: 44370 Nobel Iela, Frimonta, CA 94538, USA
Galvenais (fakss): +1-510-608-4555

Timek]a adrese: usa.asus.com

Tehniskais atbalsts

Galvenais atbalsts (tel.): +1-502-995-0883
Tiessaistes atbalsts: http://support.asus.com
[O) Piezimjdatori (tel.): +1-510-739-3777 x5110 [O)
Atbalsts (fakss): +1-502-933-8713
ASUS COMPUTER GmbH (Vacija & Austrija)
Uzpémuma adrese: Harkort iela 25, D-40880 Ratingen, Vacija
Galvenais (tel.): +49-2102-95990
Timek]a adrese: www.asus.com.de
Galvenais (fakss): +49-2102-959911
TieSs. kontakts: www.asus.com.de/sales

Tehniskais atbalsts

Sastavdalu atbalsts: +49-2102-95990
Tiessaistes atbalsts: http://support.asus.com
Piezimjdatoru atbalsts: +49-2102-959910
Atbalsts (fakss): +49-2102-959911
ASUS WLAN adapteris 3
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1. levads

3

levads

lepakojuma saturs
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Pabaudiet uzskaititos priekSmetus jasu ASUS bezvadu LAN adaptera
iepakojuma.
Sazinieties ar jisu mazumtirgotaju, ja k&ds priekSmets ir bojats vai zudis.
1 x ASUS Bezvadu LAN Adapteris (USB-N11)
1 x Atbalsta CD
1 x Atras uzsaks$anas rokasgramata
1 x USB Kabelis

Ipatnibas
Liela atruma tTklosana (11. projekts) atrai lejupieladei, failu parvietoSana
un strauméjosa vide @

@ Viegla uzstadisana: Nospiediet adaptera un WiFi marsrutizétaja pogu
iestatnei (atbilst WPS standartam)

Vairaku OS atbalsts: Windows, Linux, and Mac

ASUS WLAN adapteris 5
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2. Noda!a — Uzstadrsana

2. Uzstadisana
Sistémas prasibas
Lai saktu listot WLAN adapteri, jums ir jaizpilda minimalas
prasibas.
+ Windows XP/2000/2003/Vista 32/64bit, Linux (draivera pirmkods
pieejams) Mac 10.3/10.4/10.5 OS
+ USB 2.0 personalais dators vai piezimjdators
* 128MB vai lielaka sistémas atmina
+  750MHz vai augstaks procesors

B|epON ‘¢

[
N
(]
—
Qi
Q
[
Q
=]
(Y

(Q\\ Svarigi: Instaléjiet WLAN adaptera aprikojuma programmu CD pirms
ielieciet WLAN adapteri jlsu datora.

UzstadiSanas kartiba

WLAN aprikojuma programmu un draivera uzstadiSana

WLAN adaptera aprikojuma programmu un draivera uzstadisanai, sekojiet Siem
noradijumiem. lelieciet atbalsta CD jusu optiska draiva. Ja jlsu datora ir iespéjota funkcija
“autorun”, tad CD automatiski paradis izvélni. Klikskiniet Instalét ASUS WLAN Kartes
aprikojuma programmas / Draiveri (Install ASUS WLAN Card Utilities/Driver). Ja
@ funkcija “autorun” ir atspéjota, tad realizéjiet dubultklikski uz SETUP.EXE CD root satura @
radrtaja.

=
ASUS Wireless1Al
®) Install ASUS WLAN Card Utilt
}) Uninstall ASUS WLAN C:
X Read/install User Documentation
X)) Explore this GD

X) Browse ourWeb Site

1. lzvélieties jasu valodu un klikskiniet 2. Klikskiniet Turpinat (Next) ApsveikSanas
Instalét (Install) ASUS WLAN Kartes (Welcome) ekrana.
aprikojuma programmas / Draiveri
(ASUS WLAN Card Utilities/Driver).

stall 1 JIE ! coca |

3. Kikskiniet Turpinat (Next), lai litotu nokluséto 4. Klikskiniet Turpinat (Next) lai veidotu
Adresatu Mapi (Destination Folder) vai KiikSkiniet Tsako celu.
Pariokot (Browse), lai izvéltos citu mapi.

6 ASUS WLAN adapteris
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2. Noda!a — Uzstadrsana

5. Uzstadisanas process aiznem vairakas 6. Kad iestatne ir pabeigta, klikSkiniet Gatavs
sekundes. (Finish), lai izietu no uzstadisanas vedna un
restartétu datoru.

Piezime:

* Mac datora lietotaji: klikskiniet Izpétit So CD (Explore this CD), lai
lejupieladétu Mac draiveri un aprikojuma programmu.Tad sekojiet WLAN

e
=8
'c_
O T
Z 'S
a g
=

aprikojuma programmu un draivera uzstadiSanas noradijumiem.
+ Linux lietotaji: no CD lejupieladgjiet Linux draivera pirmkodu un

veidojiet draiveri Linux OS jusu lietosanai.

: ‘Windows Wrcless Zero Configuraion s menaging the wrcess dapter.
oK Cancel

e

7. Uzmaniygi ielieciet WLAN adapteri 8. Noklikskiniet uz OK, lai atspéjotu Win-
jasu datora USB slota. Windows dows nulles konfiguraciju (Windows Zero
to automatiski atklas un konfigurés Configuration) un atlautu ASUS WLAN
WLAN Adapteri, lietojot aprrkojuma utiltprogrammai parvaldrt jisu bezvadu
programmas un draiverus, kuri tika tTklu.

instaléti iepriekséja solr.

WLAN indikatora stévok!a noteikSana

lerice tiek piegadata ar vienu LED, kurs ir WLAN Adaptera stavokla indikators,
un ar otru uz WiFi Aizsargatas iestatnes (WiFi Protected Setup (WPS)) pogas.

LED
leslégts:  Savienojums ar bezvadu ierici.

Mirgojoss: Datu parraide; mirgosanas
atrums norada sakaru savienojumu atrumu.

lzslégts:  Adapteris nedarbojas.

Poga
WPS Poga: lespégjots WPS Pogas rezims.

LED

l

Poga

ASUS WLAN adapteris
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2. Noda!a — Uzstadrsana

WPS Poga

Lietojiet WPS Pogu, lai uzstaditu josu bezvadu savienojumu ar pastavosu
bezvadu LAN.

1. Spiediet WPS Pogu uz USB adaptera un turiet
to, ITdz paradas ASUS WLAN kartes uzstadijumu
norfkojuma programma un WPS vednis.

2. Spiediet WPS pogu uz marsrutizétaju vai
klikskiniet WPS uz marsrutizétaja trmekla
konfiguracijas interfeisa.

B|epON ‘¢

[
N
(]
—-
Qi
Q
[
Q
=]
(Y

3. WPS vednis parada savienojuma stavokli. Attéls ABLE oo £
labaja pusé rada, ka savienojums ir veiksmrgs.
Klikskiniet Gatavs (Finish) lai izietu no WPS
vedna.

—
. |

=

Suestilycomcre!

ASUS WLAN Kkartes uzstadijumu aprikoSanas

. . _ =t Stuns | Conestion | IpContie | Ping
programma jds variet redzét USB adaptera = ot
savienojumu ar marsrutizetaju. L e s B
E‘d " e —
P e ——
b1 ’ e
Svey " oo beatierads |
® R —
L’:‘; Changossp |
B e
Mok
X el
e

/ Piezime:WPS vednis darbojas tikai ar tiem marsrutizétajiem, kurus WPS
atbalsta. Parbaudiet jisu marsrutizétaja specifikacijas pirms WPS
uzstadisanas.

8 ASUS WLAN adapteris
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2. Noda!a — Uzstadrsana

UzstadiSana ar WLAN aprikojuma programmu
(Infrastruktara)

Lietojiet ASUS WLAN aprikojuma programmu, lai savienotos ar esosu bezvadu tTklu.
c& Wireless Sething )

T Activate Confignration 4
WES
©
@Help 4 © g
¥ Preferences g :2
7 tibout Control Center ) E
=3
i P
x  Euxit Control Center AN N
d >
1. Realizgjiet labo klikski bezvadu 2. Parbaudiet konfiguracijas (Config) lapu,
savienojumu ikonai un izvélieties Bezvadu lai uzstadrtu jsu bezvadu AP SSID(tikla
uzstadrjumus (Wireless Settings). vardu).
a - 3
(& C
® = ®
“an “en  ———
7y e e e
Ax Ax
X Concel X caneat @ET=Eh D (X =
P telp — — P Hels
3. Lietojiet Vietas apskate (Site Survey), 4. Sifresanas uzstadrjumiem ir jabut
ja jas neziniet jusu piekluves punkta(u) saskanotiem ar piekluves punkta
SSID. uzstadrjumiem. Jautdjiet jasu tTkla

administratoram par uzstadrjumiem, ja ir
nepiecieSams. Klikskiniet Lietot (Apply).

[r——

T T —

ss0. ot

a WA st e
Frofites CunertChame: e
A7 Curent Dot o L —
Suver st S Tl 55
s e | Somamn o v ks
P

L st |

e 55

<n

T Sescht Camoct

P

5. Parbaudiet Status lapu, lai redzétu saistibu
stavokli. Ja savienojums darbojas, tad
lodzina paradas “Savienots - xxxxxxxxxx: 6. Parbaudiet Savienojumu (Connection)
XX (“Connected - Xx:xx:xx:xxxx:xx’). cilni, lai redzétu signala stiprumu.

Klikskiniet Labi (OK), lai izietu no
aprikojuma programmas.

ASUS WLAN adapteris 9
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2. Noda!a — Uzstadrsana

Uzstadisana ar WLAN aprikojuma programmu
(Ad Hoc (speciala))

WLAN Adapteris atbalsta Ad Hoc rezimu, kurs atlauj sakarus starp bezvadu
stacijam bez AP.

(& wiress seting )
T Activats Configuration v
c &) wes
u [\
- Hel; 3
o Z i
E‘, 8_ o Preferences
g‘“ﬂ 2] About Control Center
S 9o e
B ¥ Euit Control Center x:.u
1. Realizgjiet labo Klikski bezvadu 2. Kiikskiniet pogu Config un uzstadiet WLAN
savienojumu ikonai un izvélieties adapteri Ad Hoc savienojumu reZima.

Bezvadu uzstadijumi (Wireless Settings).

o T
ccccc Daefut s -1 off 00:1h 3262479
a9
®
“an
’; o = == S
3. Klikskiniet Apskates (Survey) pogu, lai 4. Ja jusu WLAN adaptera Sifru uzstadrjumi
atrastu Ad Hoc mezglus. lzvélieties mezglu atskiras no Ad Hoc mezgla uzstadijumiem,
ar kuru jus vélaties uznemt sakarus un ir ieteicams veikt abos mezglos vienadus
spiediet Savienot (Connect). sifréSanas uzstadijumus. Klikskiniet Lietot
(Apply), lai aktivizétu uzstadrjumus.
Centic. ssio: fa
Y WAC s e
’Y& Zwm:wum: !‘sm‘i . [ —
¥ e b -
o Besean | ng.m s
o T 2
A e
X concel <0
2 s
el
Mox
5. Parbaudiet Status lapu, lai redzétu saistibu T
stavokii. Ja savienojums darbojas, lodzina
paradas “Savienots - XX:XX:XX:XXXX:XX" 6. Parbaudiet Savienojumu (Connection)
(“Connected - XXXXXXXXXXXX). cilni, lai redzétu signala stiprumu.
Klikskiniet Labi (OK), lai izietu no
aprikojuma programmas.
10 ASUS WLAN adapteris
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3. Nodala — Programmatdras noradijumi

3. Programmatiras noradijumi
ASUS WLAN Vadibas centrs

ASUS WLAN Vadrbas centrs ir lietotne, kura vienkarso WLAN lietotnu palaianu
un aktivize tikla vietas uzstadijumus. WLAN Vadibas centrs uzsak darbibu
automatiski, kad sistéma sakné. Kad WLAN vadrbas centrs darbojas, jis variet
redzét Vadibas centra (Control Center) ikonu Windows uzdevumu josla.

Vadibas centra uzstadisana

+ lzvélieties ASUS WLAN Vadibas centrs (ASUS WLAN
Control Center) Window “Start” izvélné vai

*  Realizéjiet dubultklikski ASUS WLAN Vadibas centra
(ASUS WLAN Control Center) ikona darbvirsma.

Vadibas centra lietoSana

Vadrbas centra uzdevumu joslas ikona rada sekojosu informaciju:

+  WLAN adaptera sakaru savienojumu kvalitate (Teicama (Excellent), Laba
(Good),Videja (Fair), Slikta (Poor), Nav sakaru savienojuma (Not Linked)

+ WLAN adaptera savienojums ar tiklu (Zils: Savienots (Blue: Connected),
Peléks: Nesavienots (Gray: Not Connected))

Tjumi

ad

uras nora

Lo
©
O
O,
P4
-

Programmat

@ Wireless Conneckion: WL30APGE-39
EM & MM 841 PM
L

Uzdevumu joslas ikona un stavoklis
Bezvadu Stavokla ikona (uzdevumu josla)

Bi@  Teicama (Excellent) sakaru savienojumu kvalitate un ir savienojums ar
****  Internetu (connected to Internet) (Infrastruktara)

E

B¢ Laba (Good) sakaru savienojumu kvalitate un ir savienojums ar Internetu
**  (connected to Internet) (Infrastruktdra)

B%  Vidéja (Fair) sakaru savienojumu kvalitate un ir savienojums ar Internetu
- (connected to Internet) (Infrastruktara)

B  Slikta (Poor) sakaru savienojumu kvalitate un ir savienojums ar Internetu
. (connected to Internet) (Infrastruktdra)

p@ Nav sakaru savienojuma (Not linked), bet ir savienojums ar Internetu
= (connected to Internet) (Infrastruktira)

o Teicama (Excellent) sakaru savienojumu kvalitate, bet nav savienojums ar
=i Internetu (connected to Internet) (Infrastruktara)

g Laba (Good) sakaru savienojumu kvalitate, bet nav savienojums ar

= Internetu (connected to Internet) (Infrastruktira)

b Videja (Fair) sakaru savienojumu kvalitate, bet nav savienojums ar

=% Internetu (connected to Internet) (Infrastruktira)

o Slikta (Poor) sakaru savienojumu kvalitate, bet nav savienojums ar

¥ Internetu (connected to Internet) (Infrastruktira)

b Nav sakaru savienojums (Not linked) un nav savienojums ar Internetu
= (connected to Internet) (Infrastruktira)

ASUS WLAN adapteris 1
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3. Nodala — Programmatdras noradijumi

Uzdevumu joslas ikona — Realizéjiet labo klikski izvelné
Realiz&jiet labo klikski uzdevumu joslas ikonai, paradas sekojosie izvélnes elementi:

+ Bezvadu uzstadiSana (Wireless Settings) — Klikskiniet, lai palaistu
Bezvadu uzstadisanas (Wireless Settings) lietotni.

* Aktivizét konfiguraciju (Activate Configuration) — Klikskiniet, lai
izvélétos esoso profilu.

+ WPS - Klikskiniet, lai palaistu Bezvadu aizsargatas iestatnes (Wireless
Protected Setup) lietotni.

* PrieksSroctbas (Preferences) — Klikskiniet “pielagot Vadibas centra
programmu” (customize the Control Center program). Jas variet veidot
Vadibas centra Tsingjumu darbvirsma un izlemt, vai sakt Vadibas
centra darbibu, kad sistéma sakné.

« Par Vadibas centru (About Control Center) — Rada Vadibas centra
(Control Center) versiju.

+ Palidziba (Help) — Klikskiniet, lai palaistu paltdzrbas failu.

E
&
o
3w
g2 * lzeja (Exit) — KlikSkiniet, lai aizvértu Vadibas centra (Control Center)
Qo
& programmu.
g
= Uzdevumu joslas ikona - v tireless Radio On ®
3. Realizéjiet kreiso klikski izvelne Wireless Radio OFf
Realizéjiet kreiso klikski uzdevumu joslas Q) search & Comet

ikonai, lai paradrtu sekojosus izvélnes

elementus: Wireless Option
+ Bezvadu radio ieslégts (Wireless M

Radio On) - Kliké_ly(iniet, lai ieslegtu Uzdevumu joslas Kreisa-Klik Izvélne
(ON) bezvadu radio.

+ Bezvadu radio izslégts (Wireless Radio Off) — Klikskiniet, lai izslégtu
(OFF) bezvadu radio.

+ Mekléet & Savienot (Search & Connect) — Klikskiniet skatfjuma uz
deriga piekluves punkta Tpastbam.

+  Bezvadu variants (Wireless Option) (tikai Windows® XP) — Klikskiniet,
lai izvélétos Windows® Wireless Zero Configuration (WZC)) pakalpojumus
vai ASUS aprTkojuma programmas jusu WLAN Adaptera uzstadisanai.

Uzdevumu joslas ikona — Palaist Bezvadu Uzstadijumus

Dubultklikskis uzdevumu joslas ikonai, lai palaistu Bezvadu [1&é
e , . o —_
Uzstadrjumu (Wireless Settings) aprikojumu programmu. o
12 ASUS WLAN adapteris
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3. Nodala — Programmatdras noradijumi

ASUS Bezvadu uzstadiSanas aprikojuma
programma

Bezvadu uzstadijumu (Wireless Settings) programma ir WLAN Adaptera
vadrbas lietotne. Lietojiet Bezvadu uzstadijumus (Wireless Settings)
skatrjumiem, konfiguracijas uzstadijumu izmainam vai, lai parraudzrtu jasu
WLAN Adaptera darbrbas stavokli. Kad Bezvadu uzstadijumi (Wireless
Settings) ir palaisti, jus variet redzét Tpasibu lapas ar cilniem, kuras dala
uzstadrSanas variantus grupas.

Bezvadu uzstadijumu uzsakums

+  Klikskiniet Windows Sakt (Start) pogu, izvélieties Programmas |
ASUS nortkojuma programma | WLAN karte | Bezvadu uzstadijumi
(Programs | ASUS Utility | WLAN card | Wireless Settings).

Vai

* Labais-klikskis VadTbas centra (Control Center) ikonai Windows
uzdevumu josla un izvélieties Bezvadu Uzstadijumi (Wireless Settings).

Lo
©
O
[e]
P4
-

/ Piezime: Ja jums ir uzstadrita vairak ka viena ASUS WLAN ierice jasu
N datora, jus variet redzet ierTces izvéles logu, kad jis palaidiet “Bezvadu
@ Uzstadijumu” (“Wireless Settings”) norTkojuma programmu. Saja situacija
izvélieties jums vajadzigo ierici.

Stavoklis - Stavoklis

Jus variet skatities WLAN adaptera
informaciju Stavokla (Status) izvélné .
Stavokla (status) lauks ir tukss, ja WLAN
Adapteris nav instaléts. Jus variet izslégt
WLAN adapteri klikskinot “Atspéjot Radio”
(“Disable Radio”) pogu.

Programmatiiras noradtjumi

Saistibu stavoklis
Savienojumu stavoklis paradas sekojosi:

Savienojums (Connected) - Adapteris ir saistits ar vienu bezvadu LAN ierici. Ja darbiba ir
Infrastruktdru (Infrastructure) reZima, tad $is lauks rada piekluves punkta MAC adresi ar kuru
WLAN Adapteris ir savienots. Ja darbiba ir Ad Hoc reZima, tad $Ts lauks rada virtualo MAC
adresi, kuru lieto dators piedaloties Ad Hoc tTklojuma.

ASUS WLAN adapteris 13
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Skanésana (Scanning)... : Stacija mégina autentificét un savienoties ar Ad Hoc reZima
piekluves punktu.

Atslégts (Disconnected): WLAN Adapteris ir instaléts sistéma, bet nav pasreiz savienots ar
bezvada ierici.

SSID: Rada ierfces Pakalpojumu kopas identifikatoru (Service Set Identifier
(SSID)), ar kuru adapteris ir savienots vai mégina savienoties.

MAC adrese: Rada WLAN Adaptera aparatiras adresi. MAC adrese ir

unikals tTkloSanas ierTces vards (parasti raksta ar divpadsmit heksadecimaliem
cipariem no 0 Iidz 9 un no Alidz F, skirot tos ar divpunktu, pieméram: 00:
E0:18:F0:05:C0).

Izplatits kanals : Rada radio kanalu, ar kuru adapteris paslaik ir sinhronizéts.
Sis skaitlis mainas, kad radio mekl€ pieejamos kanalus.

Parastais datu parsatiSanas atrums : Rada parasto datu parsatisanas
atrumu megabitos sekundé (Mbps).

ejepoN ‘¢

% Piezime: 802.11 izpildijuma izvélieties bezvadu marsrutizétaja frekvencu
joslas platumu 40MHz. Kanala opcija ir atkariga no jasu izvélétas
frekvenéu joslas platuma. @
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Radio stavoklis : Rada bezvadu radio stavokli: leslégts (ON) vai izslegts (OFF).

Radio ieslegts — Kad bezvadu radio ir ieslégts, labas puses ikona g
paradas Stavokla (Status) lapas augséja puse pa kreisi. d
Radio izsleégts — Kad bezvadu radio ir izslégts, labas puses ikona &

paradas Stavokla (Status) lapas aug3eja puse pa kreisi.

Pogas

Vélreizéja mekleésana — WLAN Adapteris meklé vélreiz visas pieejamas
ierrces. Ja esoso sakaru savienojumu kvalitate vai signalu stiprums ir slikti, tad
var lietot vélreiz&jo mekléSanu, lai radio ignoré vajus pieejas punktus un mekle
labakus sakaru savienojumus ar citu pieejas punktu. ST darbiba parasti aiznem
dazas sekundes.

Maint SSID - Klikskiniet So pogu, lai savienotu SSID ar to AP, ar kuru jis
vélaties savienoties.

Meklgjiet & Savienojiet — Klikskiniet So pogu, lai savienotos ar pieejamu
bezvadu AP.

14 ASUS WLAN adapteris
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=

Uzstadijumu aktivizé$ana | winkesetng

ld  Avio Roaming

Auto viesabonéSana ir iespjama ar nokluséjuma « TN Bl
uzstadtjumiem un dod iespéju adapterim @ e
automatiski parslegties uz AP ar labaku signalu. o Prfemiss

_ . [ v . . o %] About Control Center
Jus variet atteikties no STs opcijas, ja vélaties

savienoties ar noteiktu AP, kuram ir Tpass profils. pe——— R

Stavoklis - Savienojums

JUs variet redzét pasreizéjo WLAN Adaptera
skaru savienojumu statistiku. STs statistikas
tiek atjaunotas reizi sekundé un ir ticamas, ja
WLAN Adapteris ir pareizi instaléts.

Caurlaidspéja

Parvadttie (Transmitted) — Parsatito ietvaru
skaits.

Sanemtie (Received) — Sanemto ietvaru skaits.
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@ Parvaditie (Transmitted) — Parsutito ietvaru skaits, kuru parsatiSana nebija
veiksmiga.
Sanemtie (Received) — Sanemto ietvaru skaits, kuru sanemsana nebija
veiksmiga.

Programmatiiras noradtjumi

Savienojumu kvalitate

Signalu stiprums/Sakaru savienojumu kvalitate (Signal Strength/Link
Quality) — Rada pieejas punkta vai Ad Hoc mezgla, ar kuru WLAN Adapteris
ir paslaik savienots, signalu stiprumu/sakaru savienojumu kvalitati. Ir sekojosi
noveértejumi: Teicami (Excellent), Labi (Good), Vidgji (Fair), un Slikti (Poor).

Vispareja savienojumu kvalitate

Vispareja savienojumu kvalitate ir atkariga no esosa signala stipruma. Grafiska
diagramma lieto procentualo attiecbu, lai paradrtu signala kvalitati.

ASUS WLAN adapteris 15
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Stavoklis — IP Uzstadisana

IP Uzstadrjumu (IP Config) cilnis rada visu
eso0sa resursdatora un WLAN adaptera
informaciju, ieskaitot resursdatora vardu,
DNS serveri, IP adresi, tikla masku (Subnet
Mask) un nokluséto varteju (Default
Gateway).

Poga

IP Atbrivosana (IP Release) — Ja js vélieties nonemt pasreizéjo IP adresi,
klikskiniet uz pogas, lai nonemtu IP adresi no DHCP servera.

IP Atjaunosana (IP Renew) — Ja jUs velieties iegat jaunu IP adresi no DHCP
servera, Klikskiniet So pogu, lai atjaunotu IP adresi.

Ehotests (Ping) — Klikskiniet pogu, lai atvértu “Ehotestu” (“Ping”) cilni, kuru
lieto , lai ehotestétu iertci jusu tikla.

/ Piezime: IP Atbrivosanas (IP Release) un IP Atjaunosanas (IP Renew) pogas

var lietot tik tiem WLAN Adapteriem. kuri sanem IP adresi no DHCP servera.

Stavoklis — Ehotests

Klikskiniet pogu “Ehotests” (‘Ping” ) Stavokla
— IP Uzstadrsanas (Status-IP Config) cilnt, lai
atvértu So lapu. Ehotesta (Ping) cilnis atlauj
parbaudit citu datoru vai ierT¢u piekluvi. Tas
atlauj ehotestét savienojumu.

1. levadiet ierTces, kuru jus vélaties parbaudit,
IP adresi IP Adreses lauka.

2. Uzstadiet ehotesta (ping) sesiju, asignéjot ehotesta (ping) paketes izméru, sati$anai
paredzéto pakesu skaitu un noildzes vértibu (millisekundés).

3. Kiikskiniet pogu “Ehotests” (“Ping”).

Ehotesta sesijas laika poga Ehotests (Ping) parvérsas Stop poga. Lai atceltu
ehotesta sesiju, klikskiniet pogu “Stop”.

Sesijas lauks rada parbaudrto savienojumu, taja skaita aprites laiku (minimalo,
maksimalo un vidéjo), informaciju un nosutito, sanemto un zaudéto pakesu
skaitu péc ehotesta sesijas.

Klikskiniet pogu “Dzeést” (‘Clear” ), lai izdzéstu sesijas lauku.

ASUS WLAN adapteris
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Uzstadisana — Pamata

ST lapa jums atlauj mainit WLAN Adaptera
uzstadijumus.

Trklu veidi

Infrastruktira (Infrastructure) —
Infrastruktdra nozime veidot savienojumu
ar piekluves punktu. Ja ir savienojums,
piekluves punkts jums nodrosina piekluvi bezvadu LAN un vadu LAN (Ethernet)
tTklos. Kanala (Channel) lauks parvérsas par Auto , ja ir Infrastruktdru
savienojums.

Ad Hoc — Ad Hoc nozimé sazinaties tiesi ar citu bezvadu klientu bez piekluves
punkta lietoSanas. “Ad Hoc” tiklu var uzstadrt atri un viegli bez iepriekséejas
planosanas, pieméram, dalot apspriedes piezimes starp daltbniekiem
apspriedes telpa.

Tikla vards (Network Name (SSID))

SSID nozimé “Pakalpojumu kopas identifikators” (“Service Set Identifier”), un ir
nosacijums ,kuru lieto bezvadu LAN identificESanai. Lietojiet SSID, lai savienotos ar

@ zinamiem piekluves punktiem. Jus variet ievadit jaunu SSID vai izvéléties no nolaizama
saraksta kastites. Ja jls savienojieties ar nozimétu SSID, jUs variet savienoties ar AP
vienigi ar jusu noziméto SSID Ja AP ir iznemts no tikla, jasu WLAN Adapteris nevar bat
automatiski vies abonéts cita AP. SSID ieklauj vienigi drukatus burtus, maksimali 32 lielos
vai mazos burtus, pieméram, “Bezvadu” (“Wireless”).
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Kanals

Kanala lauka tiek uzstadrts radio kanals. Jisu WLAN Adapteris var automatiski
izvéleties pareizo kanalu, lai sazinatos ar bezvadu ierfci un parametram jabuat
“Auto” abos reZimos, Infrastruktdras (Infrastructure) un Ad Hoc,.

Pieejamais radio kandls ir atkarigs no jusu valsts noteikumiem. Amerikas
Savienotas Valstis (FCC) un Kanada (IC) tiek atbalstiti kanali 1 ITdz 11. Eiropa
(ETSI) tiek atbalstrti kanali 1 ITdz 13. Japana (ETSI) tiek atbalstiti kanali 1 ITdz 14.

Piezime: KlikSkiniet Lietot (Apply), lai saglabatu un aktivizétu jaunos
& uzstadijumus.
Citi
Sifrésana (Encryption) — Klikskiniet $o sakaru savienojumu, lai paradrtos
“SifréSanas” (“Encryption”) cilnis.

ASUS WLAN adapteris 17
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Paplasinats (Advanced) - Klikskiniet So sakaru savienojumu, lai paradrtos
cilnis “Paplasinats” (“Advanced®). Parasti noklusétas vértibas nav jamaina.

Uzstadisana — Paplasinata

& gt
Klikskiniet sakaru savienojumu Paplasinats A . P
(Advanced) Uzstadisana - Pamata (Config- kY —
Basic) lapa, lai paraditos $is cilnis. Sis cilnis e o
jums atlauj uzstadit bezvadu Adaptera wae T B
papildus parametrus . Més iesakam lietot -
visam ierfcém $a loga noklusétas vértibas. o

RTS Slieksnis (0-2347)

RTS/CTS (Pieprastjums satrt / Dzést satrSanu (Request to Send/Clear to
Send)) funkcijas tiek lietotas, lai samazinatu sadursmes bezvadu stacijas.
Kad RTS/CTS ir iespéjots, marsrutizétajs nesata datu ietvarus tik ilgi, ITdz cits
RTS/CTS ir realizéts. lespéjojiet RTS/CTS, uzstadot specialu pakesu lieluma
slieksni. lesakams lietot nokluséto vértibu (2347).
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Fragmenté$anas Slieksnis(256-2346) [O)

FragmentéSana tiek lietota, lai dalitu 802.11 ietvarus mazakas dalas
(fragmentos), kuras tiek sutTtas atseviski uz galaméerki. lespéjojiet
fragmentéSanu, uzstadot specialu pakesu lieluma slieksni. Ja WLAN tikla
ir parak daudz sadursmes, méginiet ar dazadam fragmenté$anas vértibam
palielinat ietvaru parraides uzticamrbu. lesakams lietot nokluséto vértrbu
(2346).

18 ASUS WLAN adapteris

‘ ‘ USB-N11_manual.indd 18 @ 10/15/08 5:30:25PM‘ ‘



BT - [

3. Nodala — Programmatdras noradijumi

UzstadiSana - SifréeSana

ST lapa jums atlauj konfigurét jisu Bezvadu LAN adapterT SifréSanas
uzstadijumus. Lai nodrosSinatu datu konfidencialitati bezvadu vidé, IEEE 802.11
standarta ir specials vadu ekvivalenta privatuma (Wired Equivalent Privacy
(WEP)) algoritms, kurs nodrosina parraides privatumu. WEP lieto atslégas,

lai Sifrétu un atSifrétu datu paketes. SifréSanas process var Sifrét ietvaru bitus,
lai novérstu informacijas atklasanu. WPA/WPA2 ir uzlabota 802.11 drostbas
sistéma, kura ir attistita, lai novérstu WEP protokola vajos punktus.

Trklojuma autentificéSana

Ta ka bezvadu LAN tTkla nav skaidru
ierobezojumu, WLAN tikla lietotajiem ir
nepieciesams Tstenot noteiktus mehanismus
drosibas risinajumiem. AutentificESanas
(Authentication) metode $aja cilnt nodrosina
dazada ITmena aizsardzibu, tadu ka (Atvert)
Open, KoplietoSana (Shared,) WPA-PSK,
WPA, WPA2 un WPA2-PSK.

Atvert — [zvélieties So variantu, lai tTkls darbotos atvértas sistémas (Open

[O) System) rezima, kurs nelieto autentificéSanas algoritmu. Atvértas (Open)
stacijas un AP var autentificéties sava starpa bez WEP atslégas (Key)
parbaudes, pat tad, jata ir.
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KoplietoSana — Izvélieties So variantu, lai tTkls darbotos kopéjo atslégu
(Shared key) rezima. KoplietoSanas atslégu autentificéSanas (Share Key
Authentication) sistéma tiek lietota Cetru solu ietvaru maina, lai apstiprinatu, ka
stacija lieto tadu pasu WEP atslegu (WEP Key), ka piekluves punkts.

WPA-PSK/ WPA2-PSK - Izvélieties So variantu, lai iespéjotu WAP ieprieks-
koplietoto atslégu (WPA Pre-Shared Key) infrastruktdru (Infrastructure) reZima.
Tas iespéjo sakarus starp jasu klientu un AP, lietojot WPA-PSK/WPA2-PSK
SifréSanas rezimu.

WPA/ WPA2 — Tikls darbojas IEEE 802.1x autentificé$anas rezima. Sis rezims
ir piemerots videi ar RADIUS (Remote Access Dial-in User Service). RADIUS
vidé ir atbalstrti pieci paplasinamie autentificéSanas protokoli (Extensible
Authentication Protocol (EAP)), taja skaita PEAP, TLS/Smart Card, TTLS,
LEAP un Md5- Challenge.

ASUS WLAN adapteris 19
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Datu Sifresana

Atveérta un koplietoSanas (Open and Shared) autentificéSanas rezZima
SifréSanas veidu uzstadrjumu opcijas ir: “atspéjot” (Disabled) un WEP. WPA,
WPA-PSK, WPA2 un WPA2-PSK autentificéSanas reZima ir atbalstita
TslaicTgas atslégas integritates protokola (Temporal Key Integrity Protocol
(TKIP)) sifreSana un uzlabotas SifréSanas standarta (Advanced Encryption
Standard (AES)) SifréSana.

Atspéjot — Atspegjo SifréSanas funkciju.

WEP — WEP atsléga (WEP Key) tiek lietota , lai $ifrétu josu datus pirms
parraides gaisa. Jus variet savienot un bat sakaros vienigi ar tadam bezvadu
ierrcém, kuras lieto vienadas WEP atslégas (WEP keys).

TKIP — TKIP lieto SifréSanas algoritmu metodi, kura ir stingraka ka WEP
algoritms. Tas lieto arT esosas WLAN aprékinu iespéjas, lai veiktu SifréSanu.
TKIP parbauda drostbas uzstadijumus péc SifréSanas atslégu noteikSanas.

AES: AES ir simetriska 128-bitu bloku SifréSanas tehnika, kura darbojas vienlaicrgi
vairakos tikla slanos.

Bezvadu tiklu atsléga

Sis variants ir iespéjots vienigi, ja jds izvelieties WPA-PSK vai WPA2-

PSK autentificéSanas rezimu. Izvélieties “TKIP” vai “AES” Sifrésanas [O)
lauka ka sifréSanas reZimu, lai saktu sifréSanas procesu. Piezime: Saja

lauka ir jabat no 8 ITdz 64 burtiem.

Bezvadu tiklu atsléga (Wireless Network Key (WEP))

Sis variants ir uzstadams vienigi, ja jds iespéjojiet WEP lauka trklu
autentificeSanu (Network Authentication). WEP atsléga (WEP Key) ir 64 bitu (5
baitu) vai 128 bitu (13 baitu) heksadecimals cipars, kurs tiek lietots datu pakesu
SifreéSanai un atsifréSanai.
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Atslegu formats

Jus variet izvéléties heksadecimalus ciparus (0~9, a~f, un A~F) vai ASCI
kodus, lai uzstadrtu atslégas, defingjot atslegu formatu (Key Format).

Atslégu garums

64 bitu Sifram katra atsléga satur 10 heksadecimalos ciparus vai 5 ASCII
kodus. 128 bitu Sifram katra atsléga satur 26 heksadecimalos ciparus vai 13
ASCII kodus.

Manuali asignétas WEP atslégas (Manual assign WEP keys) — Ja jis
izvélieties So variantu, kursors paradas lauka atsléga 1 (Key 1). 64-bitu Sifram
jums jaievada Cetras WEP atslégas (WEP Keys). Katra atsléga satur 10
heksadecimalus ciparus (0~9, a~f, un A~F). 128-bitu kodam jums jaievada
Cetras WEP atslégas (WEP Keys). Katra atsléga satur 26 heksadecimalus
ciparus (0~9, a~f, un A~F).

20 ASUS WLAN adapteris
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Izvelieties vienu atsleégu ka jusu nokluséto atslegu (Default Key)

Noklusétas atslégas (Default Key) lauks atlauj jums noteikt, kuras no Cetram
SifréSanas atslégam ir jalieto bezvadu LAN datu parraidei. Jas variet mainit
nokluséto atslegu, klikskinot lejupejoso bultu, izvéloties atslegas numuru, kuru
vélaties lietot, un klikskinot pogu “Lietot” (“Apply”). Ja piekluves punkts vai
stacija, ar kuru jums ir sakari, lieto vienadu atslégu ar vienadu sekvenci, jos
variet lietot jebkuru atslégu ka nokluséto atslégu jusu WLAN adaptert.

Klikskiniet pogu “Lietot” (“Apply”) péc SifréSanas atslégas izveidosanas,
Bezvadu uzstadijumu norTkojumu programma (Wireless Settings Utility) lieto
zvaigznites, lai maskétu jusu atslégas.

64/128biti pret 40/104bitiem
Ir divu I[Tmenu WEP SifréSana (WEP Encryption): 64 bitu un 128 bitu.

Pirmkart, 64 bitu WEP un 40 bitu WEP ir vienadas SifréSanas metodes un var
savstarpéji darboties bezvadu tiklojuma. Zemakais WEP $ifréSanas [Tmenis
lieto 40 bitus (10 heksadecimalos kodus) ka “slepeno atslégu” (“secret key”)
(kuru veido lietotajs) un 24 bitu “inicializéSanas vektoru” (“Initialization Vector”)
(kuru lietotajs nekontrolé). Kopa tie veido 64 bitus (40 + 24). DaZi piegadataji

@ atsaucas uz so WEP [Tmeni ka 40 bitu un citi atsaucas ka uz 64 bitu Irmeni.
Musu Bezvadu LAN (Wireless LAN) produktam lietojam terminu 64 biti, ja runa
ir par zemako Sifréanas Ifrmeni.

Otrkart, 104 bitu WEP un 128 bitu WEP ir vienadas SifréSanas metodes un var
savstarpéji darboties bezvadu tiklojuma. Augstakais WEP SifréSanas [Tmenis
lieto 104 bitus (26 heksadecimalos kodus) ka “slepeno atslégu” (“secret key”)
(kuru veido lietotajs) un 24 bitu “inicializésanas vektoru” (“Initialization Vector”)
(kuru lietotajs nekontrolé). Kopa tie veido 128 bitus (104 + 24). DaZi piegadataji
atsaucas uz o WEP ITmeni ka 104 bitu un citi atsaucas ka uz 128 bitu [Tmeni.
Musu Bezvadu LAN (Wireless LAN) produktam lietojam terminu 128 biti, ja
runa ir par augstako SifréSanas [Tmeni.
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Uzstadisana — AutentificéSana

Sis cilnis jums atlauj uzstadrt droStbas uzstadijumus, pieskanojot tos jsu AP.
To var konfigurét tikai tad , ja jds izvélieties Trkla AutentificéSana (Network
Authenticatio) WPA vai WPA2 cilnT Uzstadrsana-SifréSana (Config-Encryption).

Autentificesanas veidi

Ir sekojosas autentificéSanas metodes:

PEAP: PEAP (Aizsargatais paplasinamais
autentificésanas protokols (Protected
Extensible Authentication Protocol))
autentificéSana ir paplasinama
autentifikacijas protokola (Extensible
Authentication Protocol (EAP)) variants. EAP
nodrosina savstarpéju autentificésanu starp
bezvadu Klientu un serveri, kurs atrodas tikla darbibas centra.

TLS: TLS (transportslana drosiba (Transport Layer Security)) autentificéSana

tiek lietota, lai veidotu Sifré§anas tuneli un lai veiktu servera puses

autentificéSanu lidzrga veida ka timekla servera autentificésanu, lietojot

drosligzdu slanu SifréSanas Secure Sockets Layer (SSL) protokolu. ST metode

lieto ciparsertifikatu klienta vai servera identificESanai. @
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TTLS: TTLS autentificésSanas sistéma lieto sertifikatus servera autentificéSanai,
saglabajot TLS ITdzigas drosibas Tpasibas, ka savstarpéjas autentificéSanas un
koplietoSanas WEP atslégu (WEP key) sesiju konfidencialitati.
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®

Profili

Sis cilnis jums atlauj uzstadrt bezvadu tikla aizsargatos uzstadijumus (Wi-Fi
Protected Setup (WPS)), konfigurét pieejas zonu (Auto Roaming) un profila

sarakstu.

Bezvada tikla aizsargatie uzstadij ]uml (Wi-Fi Protected

Setup (WPS))
Lai uzstadrtu WPS, jas variet:
+  Lietot adaptera pogu WPS.

+  Profila cilnt Profiles Klikskiniet WPS, lai

uzsaktu WPS vedni.

AP konfigurésana

1. lzvélieties Konfigurét AP (Configure AP)
(Registret), tad klikskiniet Turpinat (Next),

lai turpinatu.

2. lzvélieties AP, kuru jas vélaties konfiguret,

ievadiet AP paroli (PIN) un uzstadiet

sifréSanu. Kad beidziet, klikskiniet Turpinat

(Next), lai turpinatu.

: °§§%§ad§a’ﬂ§a°§aﬂ;

HIER

ETEN
£

PR

Tjumi

WES(Wi-Fi Protecied Setup)

Weleame to Wi Fi Protected Setup.

Select Enollee or Re gistrar mode
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uras nora
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©
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) € Joine WLAN Enollze)
A & Eonigns AP E)

Programmat

Selectunconfigured AP and input the AP’ PIN Scan WES AP

defanlt Configued  00:50:18:31:C9:30 1
defanlt Unconfigured  00:1B:FCA18779 11

APSPIN.  [70082078

SSID [ Siate [ Mec Addmess [Chemel [B
H

2

Next > Enith Cancel
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3. Nodala — Programmatdras noradijumi

3. levadiet ekrana pieprasrtos tiklojuma  [EEEEEEEEE
uzstadijumus. Kad beidziet, klikskiniet | roese
Talak (Next), lai turpinatu.

SSID; [ WL-SD0GPV2_NUT

duth Mode: [WPA-ESK v | EneryptionMode: |TKIF =

etworkKey: |

I~ Show Fessword

<Bok | [ Bet> | Bt | Camel

4. Klikskiniet GATAVS (Finish) lai izietu — EECErEmEm
no WPS vedna. \ e \3‘

. i § 5uccessfum
/ —
N

Sucesstully connected!

E

&

o

£z

g2

s 9 £ 2

Sy - o . K[ -

g Attéla labaja pusé ir redzams Si Tl ¥ —e——

g AP profils ar WPS nodrosinatiem Pl o @
uzstadijumiem, kuri ir saglabati profila %y '
saraksta. ”““’

i
;o: Add. Remove it Activet

Apskate — Apskate uz vietas

Lietojiet cilni Apskate uz vietas (Site
Survey),lai redzétu bezvadu tiklojuma
pieejamas WLAN adaptera un ta parametru

statistikas.
- SSID: Piegjama tikla SSID. o ey
+ Kanals (Channel) : Katra tikla lietotais
kanals.
24 ASUS WLAN adapteris
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* RSSI: Katra tikla parvadrtais sanemta signala stipruma indikators
(Received Signal Strength Indication (RSSI)). ST informacija ir noderiga, lai
noteiktu kadam trklam pieslégties. Ta vértiba tiek mérrta dBm.

+ Drosiba: Bezvadu tikla Sifrésanas informacija. Lai nodroSinatu sakarus,
visam iericém jalieto vienadas SifréSanas metodes.

+ BSSID: Piekluves punkta vai Ad Hoc mezgla dienesta bazes komplekta
ID (Basic Service Set ID) vides piekluves vadibas (media access control
(MAC)) adrese.

% Piezime: DaZi piekluves punkti var atsp&jot SSID radioparraidi un
paslépties no apskates uz vietas (“Site Survey”) vai vietas monitora (“Site
Monitor”), tomeér jiis variet savienoties ar §adiem AP, ja jis ziniet vinu SSID.

Pogas

Meklét (Search) — Pieejamo tTklu skanéSana un skanésanas rezultatu
paradisana pieejamo tTklu (“Available Network”) saraksta.

Savienot (Connect) — Pievienojieties tTklam, izvéléties tTklu no pieejamo
tiklu (“Available Network”) saraksta un klikSkiniet uz So pogu.

Lo
©
T
o]
P4
()

Programmatuiras noradtjumi

® Par - Versijas informaciju

Lietojiet cilni Versijas informécija (Version Info), lai redzétu programmas un
WLAN Adaptera versijas informéaciju. Programmu versijas informé&cijas lauka ir
ieklautas autortiesbas un nortkojumu programmas versija. Versijas informacija
ieklauj NDIS versiju, draivera vardu, draivera versiju un fiziskas ierices versiju.

Ax
% (Ve tagy |

......

i — . .

A l /‘d!ha Wireless Settings
“““““ Copyright (€) ASUSTeK CONPUTER TRC. ALL Rights Reserved

g
Profiles

™

Surve

Sis ekrans ir paradits ka piemérs. Jasu versijas
numurs atskirsies no Seit paradita.
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Sakaru savienojumu stavoklis o
WLAN Adaptera sakaru savienojumu stavokla (‘“Link State”) fa
ikona paradas WLAN Adaptera uzstadijumu (WLAN Adapter Confie
Settings) kreisaja puse€ Lietojiet ikonu, lai redzétu esoso (]
signalu stavokli. e
d
<8 Teicama sakaru savienojumu kvalitate Swg_
(Excellent Link Quality) (Infrastruktdra) ol
i Laba sakaru savienojumu kvalitate (Good QS‘E \
Link Quality) (Infrastruktdra)
<31 Vidéja sakaru savienojumu kvalitate (Fair
Link Quality) (Infrastruktdra)
-
§ 3 Slikta sakaru savienojumu kvalitate (Poor
3w Link Quality) (Infrastruktira) iy
22 3 ox
g9 <33 Nav sakaru savienojuma (Not linked) X
s 9 = ? Help
35 x  (Infrastruktdra) £
g ®

Izeja no bezvadu uzstadijumiem

Lai izietu no bezvadu uzstadrjumiem (Wireless Settings),
klikskiniet Labi (OK) vai Atcelt (Cancel).

26 ASUS WLAN adapteris
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Windows® XP bezvadu opcijas

Zemakaja attéla redzamas opcijas ir pieejamas tikai Windows® XP
operétajsistema. Tas paradas, kad jus pirmo reizi palaidiet vadibas centra
norTkojuma programmu (Control Center utility). Izvélieties nortkojuma
programmu, ar kuru jus vélaties konfigurét jasu WLAN adapteri.

Lietojiet vienigi Windows bezvadu unkciju e

oo
eeeeeee ahauthowto N Card

— Lietojiet vienigi Windows® XP bezvadu
nulles uzstadijumu (Wireless Zero
Configuration) pakalpojumus WLAN
adaptera konfigurésanai.

5 Drly e Windows wieless funclion

" Dl use our WLAN s nd fsble Windows wirsless unction

Lietojiet vienTgi miisu WLAN aprikojuma programmas un atspéjojiet
Window bezvadu funkciju

Tjumi

— Lietojiet vientgi ASUS WLAN norkojuma programmas WLAN adaptera
konfiguréSanai.

ad

uras nora
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Uzstadisana ar Windows® bezvadu nulles uzstadijumu (Wireless Zero
@ Configuration) pakalpojumiem

Programmat

Ja jus vélieties konfigurét jasu WLAN adapteri ar Windows® bezvadu nulles
uzstadrjumu (Wireless Zero Configuration (WZC) pakalpojumiem, uzstadrjumu
realizéSanai, sekojiet talak uzradrtam instrukcijam.

Please wait while Windows connects to the'WL-500W'network.
Detecting network type...
S —

1. Realiz&jiet dubultklikski uzdevumu josla, 2. Paradas logs un jums tiek pieprasita
darbvirsmas labaja stirt uz bezvadu atsléga un, ja jusu bezvadu
tikla ikonu, lai redzétu pieejamos tTklus. marsrutizétaja ir uzstadrta Sifrésana,
Izvélieties AP un Kiikskiniet Savienot ievadiet atslegu un klikskiniet
(Connect). Savienot (Connect). SavienoSana ir
pabeigta.
ASUS WLAN adapteris 27
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3. Nodala — Programmatdras noradijumi

Lai uzstadrtu bezvadu savienojumu Tpasibas, realizéjiet labo klikski uz bezvadu
ikonu uzdevumu josla un izvélieties Atvérta tikla savienojumu (Open Network

Connection). Tad realiz&jiet labo Klikski uz tikla savienojumu ikonu un

izvélieties IpasTbas (Property), lai atvértu bezvadu tTkla savienojumu stavokla
(Wireless Network Connection Status) lapu.

9 Wireless Network Connection Status Px

General | Support
Conneclion
Status: Corrected
Network WL-500W
Duration 00010
Speed 270.0 Mbps
Signal Shiength
Activity

Sent g Reseived
T

Packets 2203 52
Fropeties | [ Disable | [ ViewWireless Networks |

1. Vispareja (General) lapa rada stavokli,
ilgumu, atrumu un signala stiprumu.
Zalas svitras rada signala stiprumu, 5
svitras nozimé, ka signals ir teicams un 1
svitra nozime - slikts.

4 Wireless Network Connection Properties PIx

General | Wireless Networks | Advanced
Use Windows to configure my wireless network settings
Avaiable networks:

To connect to, disconnect from, of find out more information
about wireless networks in range, click the button below.

View Wireless Networks
Preferred networks:

Automatically connect to available networks in the order listed

P wh500w(Automatic)

add.. | [_Remove | [ Propetties |
Learn about setting up wireless network _
s

2. lzvélieties bezvadu tikla (“Wireless

Networks”) cilni, lai paradrtu priekSroctbu
tiklus (Preferred networks). Lietojiet
pogu Pievienot (Add) lai pievienotu
pieejama trkla “SSID” un uzstaditu
savienojumu prieksrocibas kartrbu

ar Kustinat uz augsu (Move up) un
Kustinat uz leju (Move down) pogam.
Radiotornis ar signala ikonu ir pasreiz
savienotais piek|uves punkts. Klikskiniet
Tpasibas (Properties), lai uzstadrtu
bezvadu savienojuma autentifikaciju.

ASUS WLAN adapteris
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3. Nodala — Programmatdras noradijumi

Windows® Vista bezvadu opcijas

Ja jUs vélieties konfigurét josu WLAN adapteri ar Windows® bezvadu klientu
(Wireless Client) pakalpojumiem, sekojiet uzstadijumu realizéSanai zemak
uzraditam instrukcijam.

™~ &
1. Realizgjiet labo Klikski uzdevumu josla 2. Paradas logs un jums tiek pieprasrta
darbvirsmas apakéé]a laba start uz tikla atsléga, ja jusu bezvadu marsrutizétaja
ikonu. Izvélieties Savienot ar tiklu ir uzstadrta SifréSana, ievadiet atslégu
“Connect to a network”, lai redzétu un klikskiniet Savienot (Connect).
pieejamos tiklus. Izvélieties AP un Savienosana ir pabeigta. F

klikskiniet Savienot (Connect).
Bezvadu savienojuma Tpasibu uzstadisana,

E
3.
=
=
8.5
mc
o 8
o £
Z %5
o E
s
[=2]
<)
o

1. Realizéjiet labo Klikski uzdevumu josla uz trkla ikonu un izvélieties TTkls un koplietoSanas
@ centrs (Network and sharing Center).

2. lzvélieties loga, kurs paradas, Vadit tikla savienojumus (Manage network connections).

3. Realizejiet dubultklikski uz bezvadu trkla savienojuma ikonu, lai atvértu bezvadu tikla
savienojuma stavokla (Wireless Network Connection Status) lapu.

4. Klikskiniet Ipasibas (Properties), lai atvértu bezvadu tikla savienojumu stavokla (Wireless
Network Connection Status) lapa Tpastbu (Property) lapu. .

] Wireless Network Connection Status == U Wireless Network Connection 2 Properties | =X
[[General | Networking | Shanng |
Connection Connect using:
1Pu4 Connectivity: Internet & Reatek 2185 Bdensble Wieless Device 52
1Pv6 Connectivity: Limited
HedaSttes S
s e This cannection uses the folowing items:
Duration: 00:07:39 23 et for Microsoft Networks |
Speed: 54,0 Mbps #2005 Packet Scheduler
1 {2} Fils and Prnter Shamng for Microsoft Networks
Signal Quality: ﬂ!ﬁ ¥ -4 intemet Protocol Version & (TCP/IPvE)
Di (T @ .. intemet Protocol Version 4 (TCP/1Pvd)
etails. Wireless Properties =
~a- Link-Layer Topoloay Discovery Mapper 140 Driver
Actiity 4. Link-Layer Topology Discovery Responder
Sent L! Received
> nstal | [ Uninstal | [ Propertes
Bytes: 9,429 37,751 Description
Allows your computer to access resources on a Microsoft
network.
[ @iproperties | | @psable | [ Dagnoze |
Close ok | [ cance |
1. Visparéja (General) lapa rada stavokli, 2. Klikskiniet Ipastbas (Properties) Tpasibu
SSID, ilgumu, atrumu un signala stiprumu. (Property) lapa , lai uzstadrtu bezvadu
Zalas svitras rada signala stiprumu, 5 savienojuma autentifikaciju.

svitras nozimé, ka signals ir teicams un 1
svitra nozime - slikts.
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4. Traucéjummekiésana

S traucjummeklésanas rokasgramata dod atbildes uz visparéjam problémam,
kuras var rasties WLAN adaptera instalacijas procesa Ja jums rodas gratibas,
kuras nav minétas Saja nodald, Itdzu, sazinieties ar bezvadu LAN tehnisko
atbalstu (Wireless LAN Technical Support).

Parbaudiet vai WLAN adapteris ir pareizi uzstadits.

Ja WLAN adaptera uzstadiSana ir pabeigta, jis variet parbaudit vai draiveris
ir pareizi uzstadits. Realizgjiet labo klikski uz Mans dators (My Computer),
izvélieties IpasTbas (Properties), klikskiniet uz cilni lerTces parvaldnieks
(Device Manager). Tad realizéjiet dubultklikski uz Tikla adaptera (Network
adapters) ikonu; jums jaredz “802.11g Trkla adapteris” (“802.11g Network
Adapter”) ar paplasinatu adaptera ikonu. Tur jabat sekojosam zimém: “I" vai “
?” (probleéma) vai “x” (atspéjot) virs STs ikonas.

Mana WLAN adaptera iekartas parvaldnieka (device Manager) ir dzeltena
izsaukuma zime vai dzeltena jautajuma zime.

Lai atrisinatu problému, jums ir jaatjauno/japarinstalé WLAN adaptera draiveris.
Realizéjiet ierices parvaldnieka (“Device Manager”) labo klikski uz 802.11g

@ Tikla adapteris (802.11g Network Adapter), izvélieties Ipasibas (Properties) @
un izvélieties cilni Draiveris (Driver). Klikskiniet uz pogu Atjaunot draiveri

(Update Driver), tad sekojiet “lerces draivera atjaunosanas vednim” (“Update

Device Driver Wizard” ), lai pabeigtu draivera instalaciju.

Nav iesp&jams savienoties ar piekluves punktu
Sekojiet talak uzradrtai procedarai jasu WLAN adaptera konfiguréSanai.

ejepoN ‘v

a. Parbaudiet, vai “TTkla veids” (“Network Type”) ir “Ad Hoc” rezima.

b. Parbaudiet, vai ka jusu WLAN adaptera “SSID” ir vienads ar piekluves
punkta “SSID”.

c. Parbaudiet, vai ka “Sifré$anas” (“‘Encryption”) veids ir vienads ar
piekluves punkta Sifrésanas veidu. Ja jus iespgjojiet “WEP” SifréSanu,
jums jalieto vienadas WEP atslégas abas puses.

—
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Nav iespéjams savienoties ar staciju (WLAN adapteris)
Sekojiet talak uzraditai proceddrai jisu WLAN adaptera konfiguréSanai.

a. Parbaudiet vai “Tikla veids” (“Network Type”) ir “Ad Hoc” rezima.

b. Parbaudiet vai jisu WLAN adaptera “SSID” ir vienads ar otras stacijas (vai
otru WLAN adaptera) “SSID”.

¢. Parbaudiet vai jusu WLAN adaptera “kanals” (“channel”) ir uzstadits “
Auto” vai arT ir uzstadits vienads ar otras stacijas (vai ar otra WLAN
adaptera) “kanalu” (“channel”).

d. Parbaudiet vai “Sifrésanas” (‘Encryption”) veids i vienads ar otras stacijas
(vai ar otra WLAN Adaptera).SifréSanas veidu. Ja jus iespéjojiet “WEP”
SifréSanu, jums jalieto vienadas WEP atslégas abas stacijas.

Slikts sakaru savienojums vai slikts signalu stiprums

Ir divi iespéjamie iemesli. Pirmais iemesls ir radio interference, WLAN adapteris
nevar atrasties tuvu mikrovilnu krasnim un gariem metala priekSmetiem.
Méginiet parorientét WLAN adaptera antenu. Otrs iemesls ir attalums,
samaziniet attalumu starp jusu WLAN adapteri un piekluves punktu vai staciju
(vai otru WLAN adapteri).

@ TCP/IP protokols nesavienojas ar WLAN PC adapteri.
Tas notiek, ja datoram ir jau sesi TCP/IP saistTjumi Windows 98 .
operétajsistema vai desmit saistTjumi Windows Me operétajsistéma. Sos
ierobeZojumus nosaka Microsoft operétajsistéma.

Traucejummeklesana

i
[
]
(=]
P4
<

Atrisinajums: Ja jlsu dators ir sasniedzis maksimalo TCP/IP savienojumu
daudzumu, nonemiet no trkla konfiguracijas vienu trkla adapteri.
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5. Nodala - Glosarijs

5. Glosarijs

Piekluves punkts

Piekluves punkis ir tikla ierTce, kura tiesa veida savieno vadu un bezvadu tiklus.
Plekluves punkts kopa ar |zp|at|to sistému atbalsta daudzkartigu radio stnu
veidosanu, kuras iespéjo plasas viesabonésanas iespéjas.

Ad Hoc

Ad Hoc rezims ir bezvadu tTkls, kura ir vientgi stacijas, kuras atrodas savstarpéja
sakaru zona (bez piekluves punkta).

Atruma bazes komplekts
ST opcija jums atlauj noteikt datu parvades atrumu.

Dienesta bazes zona
Ta ir staciju grupa, kura tiek kontroléta ar vienu vientgu koordinacijas funkciju.

Platjosla

Datu parvades veids, kura viens vienrgais starpnieks (tads ka kabelis) ietver
vienlaicigi vairakus datu kanalus.

Kanals

Instances ITdzeklis, kuru lieto protokola datu vientbu satisanai un kuru var lietot
vienlaicigi vienas vides apjoma ar citiem instances ITdzekliem (citos kanalos),
kurus lieto cita instance taja pasa fiziska slanr, ar plenemaml zemu ietvaru klddu
proporciju savstarpgjas interferences dél.

Klients
Klients ir galda vai parnésajams PC, kurs ir pieslégts jasu tiklam.

COFDM (802.11a vai 802.11g standartam)

Tikai ar signala jaudu nevar uzturétu 802.11b - ITdzigi ka ar attalumiem nevar
uzturét 802.11a/g vidi. Lai to kompensétu, jauna fizikala slana sifrésanas
tehnologija tika attTstTta, kura novirzas no tradicionalas, $obrid izplatitas, tieso-
sekvencu tehnologijas. Sis tehnologijas nosaukums ir COFDM (Sifréts (coded
OFDM)). COFDM tika attrstrts speciali lietoSanai iekstelpu bezvadu sistémas un
ta izpilde ir daudz labaka ka izplatita spektra (spread-spectrum) izpilde. COFDM
darbojas, sadalot augsta atruma datu neseju vairakos zemaka atruma apaks$
nesejos, kuri tiek parraidrti paraléli. Katra augsta atruma neséja frekvencu joslas
platums ir 20 MHz , kurs tiek sadalits 52 apakskanalos, ar aptuveni 300 KHz joslu
platumu katram kanalam. COFDM lieto Sos 48 apakskanalus datiem, kamér pargjie
Cetri tiek lietoti kladu laboSanai. COFDM nodrosina lielakus datu daudzumus un
augstas pakapes daudzkanalu atstaro$anas atgt$anu, pateicoties ta SifréSanas
sistémai un kltdu labosanas sistémai.

32
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COFDM izpildTjuma katram apakskanalam frekvencu joslas platums ir aptuveni
300 KHz. Atruma gradienta zemakaja dala tiek lietota BPSK (binaras fazes
modulésana (binary phase shift keying)) metode, lai $ifrétu datus ar atrumu125
Kbps katra kanala, kopéji sasniedzot datu atrumu 6,000-Kbps vai 6 Mbps. Lietojot
fazes kvadratarmodulesanu (quadrature phase shift keying), jus variet palielinat
divas reizes Sifréto datu daudzumu, lidz 250 Kbps katra kanala, pielaujot 12-Mbps
datu atrumu. Lietojot 16-lTmenu amplltudas kvadratarmodulésanas metodi, Sifr&jot
4 bitus uz hercu, jds variet sasnlegt datu atrumu 24 Mbps. 802.11a/g standarts
nosaka, ka visiem 802.11a/g-paklautiem produktiem jaatbalsta Sie pamatdatu
atrumi. Sis standarts atlau pardevejam paplasinat modulacijas planu, parsniedzot
24 Mbps. Atcerieties, jo vairak bitu katra cikla (herca) tiek Sifréti, jo lielaka bus
signala jutrba uz interferencém un rim&anu un jo mazaks bus diapazons, ja izejas
jauda netiks palielinata.

Nokluséta atsléga

ST opcija atlauj jums izvéléeties nokluséto WEP atslégu. ST opcija jums atlauj
lietot WEP atsleégas, kuras nav jaatceras vai japieraksta. WEP atslégas, kuras
tiek veidotas, lietojot frazveida paroli (Passphrase) ir sakritrgas ar citiem WLAN
produktiem. Frazveida paroles (Passphrase) opcija nav tik drosa ka manualo
asignéjumu opcija.

lerices vards

lert¢u vardi ir pazrstami ka DHCP klientu ID vai tkla vardi. DaZreiz tos dod ISP,
@ ja izmanto adreses pieskirsanai DHCP serveri. @

DHCP (dinamiska resursdatora konfiguracijas protokols)

Sis protokols atlauj datoram (vai vairakiem datoriem jasu trkla) automatiski
sanemt IP adresi no DHCP servera.

DNS servera adrese (doménu nosaukumu sistéma)

DNS atlauj internata resursdatoriem piesaistit doména nosaukumu un vienu

vai vairakas IP adreses. DNS serverim ir resursdatoru datu baze, to atbilstosie
doménu nosaukumi un IP adreses un tadél, ja lietotajs ievada domeéna nosaukumu
interneta parlukprogramma, tad vins tiek sutits uz savu IP adresi. DNS servera
adrese, kuru lieto datori jasu majas tTkla, ir DNS servera vieta, kuru asignéja jasu
ISP.

Glosarijs

L)
«
o
o
=z
1)

DSL modems (ciparu abonentiTnija)
ADSL modems lieto jisu pasreizéjas telefona ITnijas, lai parvaditu datus ar lielu atrumu.

TieSas sekvences izplatibas spektrs (802.11b standartam)

IzplatTbas spektrs (platjosla) lieto Saurjoslas signalu, lai izplatitu parvadi radio
frekvences joslas segmenta vai spektra. Tiesa sekvence ir izplatibas spektra
tehnika, kura parraidrtais signals tiek izplatits Tpasa frekvences diapazona.
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5. Nodala - Glosarijs

Tiesas sekvences sistémas savienojas, parraidot nepartraukti rezerves bitu
diagrammas, ta saucamas mikroshémas sekvences. Katrs parraidrto datu bits tiek
atziméts mikroshéma un parveidots pseidogadrjuma izplatibas $ifra, lai veidotu
mikroshémas sekvenci. Mikroshémas sekvence ir apvienota ar parraidito datu
pldsmu, lai veidotu izejas signalu.

Bezvadu parvietojosie klienti, kuri sanem tiesu sekvencu parraidi, lieto izplatibas
Sifru, lai atzTmétu mikroshéma atpakal bitos mikroshémas sekvences, veidojot
bezvadu ierTces parvadrtos plrmavota datus. TieSas sekvences parraldes
parkersanai un atsifréSanai ir vajadzigs ieprieks noteikts algoritms, lai saistitu
izplatTbas Sifru, kuru lieto parraidosa bezvadu ierTce, ar sanémeju, kurs ir bezvadu
parvietojosais Klients.

Sis algoritms ir noteikts IEEE 802.11b specifikacijas. Bitu redundance
mikroshémas sekvence atlauj sanémejam - bezvadu parvietojoSam klientam
atjaunot pirmavota datu dlagrammas pat tada gadrjuma, ja biti mikroshémas
sekvence ir bojati interferences dél. Mikroshému proporcija uz bitu ir ta saucamais
izplattbas koeficients. Augsts |sza1|bas koeficients palielina signala interferencu
izturtbu. Zems izplatibas koeficients palielina lietotajam pieejamo frekvencu joslas
platumu. Bezvadu ierfce lieto konstantu mikroshému atrumu 11Mchips/s visiem
datu atrumiem, bet lieto atskirrgas modulacijas sistémas, lai Sifrétu ar lielaku

datu atrumu vairak bitus mikroshéma. Bezvadu ierice ir paredzéta datu parraides
atrumam 11 Mbps, bet izplati8anas zona ir mazaka ka 1 vai 2 Mbps bezvadu
ierrcém, jo izplatrSanas zona samazinas, ja palielinas frekvencu joslas platums.

Sifrésana
Sifrésana nodrosina bezvadu datu parraidi ar lielu dro§Tbu. ST opcija atlauj jums
noteikt 64-bitu vai 128-bitu WEP atslégu. 64-bitu Sifrs satur 10 heksadecimalos

ciparus vai 5 ASCII kodus. 128-bitu Sifrs satur 26 heksadecimalos ciparus vai 13
ASCII kodus.

64-bitu un 40-bitu WEP atsléga lieto vienadas SifréSanas metodes un var bezvadu
tTkla savstarpéji sadarboties. Zemakais WEP $ifréSanas ITmenis lieto 40-bitu

(10 heksadecimalos ciparus, kurus izvélas lietotajs) slepenu atslégu un 24-bitu
Inicializacijas Vektoru (Initialization Vector), kuru asigné ierice. 104-bitu un 128-bitu
WEP atslégas lieto vienadas SifrésSanas metodes.

Lai realizétu savienodanos, bezvadu tikla klientam un piekluves punktam, abiem ir
jabat vienadam WEP atslegam Saglabajiet rakstiski WEP sifrésanas atslégas.

Trklu paplasSinats standartabloks (Extended Service Set(ESS))

Bloku, kurs ieklauj vienu vai vairakus, sava starpa savienotus, tTkla pamata
standarta blokus (BSS) un integrétos lokalas zonas tiklus (LAN), var konfigurét
ka tiklu paplasinatu standarta bloku (Extended Service Set).

Trklu paplasinata standarta bloka identifikators (ESSID
(Extended ServiceSet Identifier))

Ir jabadt vienadam ESSID varteja un katra bezvadu klienta. ESSID ir jusu bezvadu
tikla unikals identificétajs.
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Ethernet

Ethernet ir visplasak lietota LAN piekluves metode, kura ir standartizéta IEEE
802.3 Ethernet ir LAN tehnologija, kura visas trkla segmenta ierices lieto kopéju
frekvencu platuma joslu. Ethernet tikls darbojas ar atrumu 10 Mbps, lietojot CSMA/
CD un 10-baseT kabeli.

Ugunsmaris

Ugunsmiris nosaka kada informacija ieiet trkla un kada iziet no tikla. NAT var
veidot vispiemeérotako ugunsmdri, slépjot no interneta lokala tikla IP adresi.
Ugunsmdris neatlauj nevienam, arpus jusu tikla, piekldt pie jsu datora, to bojat vai
redzét jasu failus.

Varteja
Tas ir tTkla punkts, kur§ parvalda visu datu transportu jasu tTkla un interneta un
savieno vienu tiklu ar otru.

IEEE

Elektrotehnikas un elektronikas inZenieru institdts (The Institute of Electrical and
Electronics Engineers). IEEE standartizé tTkloSanu, ieskaitot Ethernet LAN trklus.
IEEE standarti nodrosina savstarpéjo sadarbrbu starp viena veida sistémam.

IEEE 802.11

IEEE 802.xx ir elektrotehnikas un elektronikas inZenieru institata (Institute of
Electrical and Electronic Engineers (IEEE)) LAN specifikaciju komplekts. Visbiezak
vadu tikli atbilst standartam 802.3 un CSMA/CD specifikacijam, pamatojoties

uz Ethernet tikliem vai uz 802.5 standartu, markiergredzena trkliem vai to
specifikacijam. 802.11 standartizé bezvadu LAN, ietverot trTs nesavienojamas
(kuras nevar savstarpéji sadarboties) tehnologuas Frekvences I&cienu izplatTbas
spektrs (Frequency Hopping Spread Spectrum (FHSS)), tieSas sekvences
izplatibas spekirs (Direct Sequence Spread Spectrum (DSSS)) un infrasarkanais
spekirs. 802.11 standartizé 1 un 2 Mbps bezvadu LAN tiklu neséja lidzekla
piekluves kontroles un fiziska slana specifikacijas.

IEEE 802.11a (54 Mbit/s)

Saltdzinajuma ar 802.11b: 802.11b standarts bija domats darbibai 2.4-GHz ISM
(Industriala, Zinatniska un Medicinas (Industrial, Scientific and Medical)) tiklu
frekvenéu diapazona, lietojot tieSas sekvences izplatita spektra tehnologiju.

No otras puses, 802.11a standarts bija domats darbibai nesen pieskirtaja 5-GHz
UNII (Nelicenzéta Nacionalas Informacijas Infrastruktira (Unllcensed National
Information Infrastructure)) tiklu frekvencu diapazona. Atskirtba no 802.11b,
802.11a standarts attalinas no tradicionalas izplatita spektra tehnologijas, ta vieta
lietojot frekvenédales multipleksésanas sistému, kura ir biroju vidé piemérotaka.
802.11a standarts, kur$ atbalsta datu parvades atrumu ITdz 54 Mbps, ir Fast
Ethernet tTkla analogsistéma 802.11b, kura atbalsta datu parvades atrumu ITdz

11 Mbps. Lidzrgi Ethernet un Fast Ethernet tikliem, 802.11b un 802.11a lieto
vienadus MAC (vides piek|uves vadiba (Media Access Control)). Tomér, ja Fast
Ethernet un Ethernet (V|en| gi atraks) tikli lieto vienadas fizikala slana SifréSanas
sistémas, tad 802.11a lieto pilnTgi atskirrgu SifréSanas sistemu, ta saucamo OFDM
(ortogonala frekvenddales multipleksé$anas sistéma (orthogonal frequency division
multiplexing)) sistému.
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802.11b spektrs ir piesatinats ar bezvadu telefonu zvaniem, mikrovilnu krasnim un
citam jaunam bezvadu tehnologijam, ka pieméram Bluetooth. Pretstata, 802.11a
spekirs ir relativi brivs no interferencém.

802.11a standartam ir daZas darbibas prieksrocibas, jo tas darbojas ar augstakam
frekvencém. Informaciju teoriju frekvencu saistibu likumi, izstarota jauda un
attalums - tas ir kopa nesavienojamas attiectbas. Tadeél, parejot no 2.4 GHz uz
5-GHz spektru, attalumi tiks samazinati, nodrosinot tadu pasu izstarojumu jaudu un
SifréSanas sistému.

Salidzinot ar 802.11g: 802.11a ir piek|uves punkta un radio NIC standarts, kurs

ir tirgd apméram seSus ménesus pirms 802.11g standarta. 802.11a standarts
darbojas ar 5GHz frekvences joslu ar divpadsmit atseviskiem, nedubléjoSiem
kanaliem. Ta rezultata jds variet uzstadit ITdz dlvpadsmlt plekluves punktus
dazados kanalos viena zond bez savstarpgjiem trauc&jumiem. Piekluves punktu
asignejums klust vienkarsaks un ieverojami palielinas bezvadu LAN tikla parvades
spejas dotaja zona. Turklat, samazinas RF interferences, jo 5 GHz frekvendu josla
ir mazak parpildrta.

IEEE 802.11b (11Mbit/s)

1997.gada Elektrotehnikas un elektronikas inZenieru institats(Institute of Electrical
and Electronics Engineers (IEEE)) pienéma bezvadu ieri¢u, kuras darbojas 2.4
GHz frekvencu josla, 802.11 standartu. Sis standarts |eklau1 trTs radio tehnologijas:
TieSas sekvences izplatTbas spektrs, frekvences lécienu’ izplatTbas spektrs un
infrasarkanais spekirs. lerTces, kuras atbilst 802.11 standartam, darbojas ar datu
parvades atrumu 1 vai 2 Mbps.

1999.gada IEEE izveidoja 802.11b standartu. 802.11b ir Tsteniba vienads ar 802.11
standartu, iznemot, ka 802.11b atbilst tieSas sekvences izplatibas spektra ierrcém
ar datu parvades atrumu Itdz 11 Mbps. Izmantojot 802.11b standartu, tieas
sekvences izplatibas spektra ierices var darboties ar datu parvades atrumiem 11
Mbps, 5.5 Mbps, 2 Mbps, vai 1 Mbps. Tas dod iespéju savstarpéjai sadarbrbai
starp esosam 802.11 standarta tieSas sekvences izplatibas spektra ierrcém, kuras
darbojas tikai ar datu parvades atrumu 2 Mbps.

Tiesas sekvences izplattbas spektra ierces izplata frekvencu diapazona radio
signalu. IEEE 802.11b specifikacijas atbilst 2.4 GHz frekvencu joslai, kura ir
sadalita 14 dublgjosos darbibas kanalos. Katram kanalam atbilst savs frekvencu
komplekts.

IEEE 802.11g

802.11g ir jauns 802.11b standarta paplasinajums (to lieto Sodien bezvadu

LAN tiklos), kurs paplasina 802.11b standarta datu parvades atrumu ITdz

54 Mbps, frekvencu josla 2.4 GHz, lietojot OFDM (ortogonalo frekvencdales
multiplekséSanas) tehnologuu 802. 11g standarts ir savienojams ar ieprieksgjam
802.11b standarta ierrcém, bet vienigi ar datu parvades atrumu 11 Mbps vai
zemaku, atkartba no frekvencu diapazona un traucgjumiem.

Infrastruktiras

Bezvadu tikls koncentréjas apkart piek|uves punktam. Saja vide, piekluves punkts
ne tikai nodrosina savienojumu ar vadu tiklu, bet arT ir starpmeks tuvakas apkartnes
bezvadu tikla datu parvade.
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IP (Interneta protokols)

TCP/IP standarta protokols definé IP datagrammu ka caur internetu izejosas
informacijas vienibu, kura nodrosina pamatus, lai nosatrtu bezsavienojumu
paketes. IP ieklauj ka neatnemamu dalu ICMP kontroli un klddas zinojumu
protokolu. Tas nodrosina ITdzigu darbrbu ka ISO OSI tTkla pakalpojumi (Network
Services).

IP Adrese

IP adrese ir 32-bitu skaitlis, kurs identificé katru informacijas sutrtaju vai sanemeju,
kurs$ veic satfjums caur internetu. IP adrese sastav no divam dalam: no noteikta
interneta tTkla identificétaja un noteiktas ierices identificétaja (kurs var bat serveris
vai darbstacija) trkla.

ISM frekvené€u joslas (Industriala, Zinatniska un Medicinas
frekvencu joslas)

Tas ir radio frekvencu joslas, kuras Federala Komunikaciju Komisija (Federal
Communications Commission (FCC)) autorizé bezvadu LAN tikliem. ISM frekvenéu
joslas ir 902 MHz, 2.400 GHz un 5.7 GHz joslas.

ISP (Interneta pakalpojumu sniedzéjs)

Ta ir organizacija, kura nodrosina piekluvi internetad. Mazi ISP sniedz pakalpojumus
ar modemu palidzrbu un ISDN, turpretim lielakie ISP piedava personiskas sistémas

@ (T1, dalgja T1, utt.). @
LAN (Lokalais trkls)

Lokalais tTkls ir sakaru tTkls, kur$ apkalpo lietotajus noteikta geografiska zona. Ta
prieksrocibas ir kopéja piekluve interneta, kopéjie faili un piederumi ka printeris
un datu uzglabasanas ierices. Tiek bieZi lietota speciala tiklu kabelu montaza (10
Base-T), lai savienotu vairakus datorus (PC).

MAC Adrese (Vides piekluves vadiba Media Access Control)
MAC adrese ir fiziskas ierTces adrese iericei, kura ir pievienota trklam.

NAT (Trkla adresu transléSana Network Address Translation)

NAT maske lokalo tiklu grupu no aréja tikla IP adreses, atlaujot lokalam datoru
trklam kopéiji lietot vienu vienigu ISP kontu. Sis process atlauj visiem datoriem jasu
majas tikla lietot vienu vienigu IP adresi. Tas atlauj ieiet interneta no jebkura datora
jusu majas tTkla, bez vajadzibas pirkt vairakas [P adreses no jusu ISP.
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NIC (Trkla interfeisa karte)

Datoram ir pievienots tTkla adapteris un dators var savienoties ar trklu. NIC
parveido datora uzglabatos datus par parvades un sanemsanas datiem.
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Pakete

Pakete ir zinojumu vientba, ar kuru tiek uzturéti sakari tikla. Paketé parasti ir
ieklauta marsrutizéSanas informacija, dati un daZreiz kltdu atklasanas informacija.

Frazveida parole

Bezvadu uzstadijumu norTkojuma programma lieto algoritmu, lai veidotu Cetras
WERP atslégas ar ievaditu kombinaciju.

PPP (Divpunktu protokols)

PPP ir sakaru protokols starp datoriem lietojot serialo interfeisu; tipisks gadrjums ir
personala datora savienoSana ar serveri ar telefona ITnijas paltdzrbu.

PPPoE (Divpunktu protokols pari Ethernet)

Divpunktu protokols ir datu parvades drostbas metode. PPP lieto Ethernet, lai
savienotos ar ISP.

Preambula

Preambula atlauj jums uzstadit trkla preambula reZimu ar sekojosiem
parametriem: (Gari Tsi auto (Long, Short, vai Auto)). Preambula nokluséta
vértiba ir Gari (Long).

@ Radio frekvencu (RF) termini: GHz, MHz, Hz @

Internacionala frekvenéu mervientba ir hercs (Hz), kurs atbilst agrakajai mérvienibai
- cikli sekundé. Viens megahercs (MHz) ir viens miljons hercu. Viens gigahercs
(GHz) ir viens biljons hercu. ASV standarta elektriskas stravas frekvence ir 60 Hz,
AM radioparraides frekvencu josla ir 0.55-1.6 MHz, FM radioparraides frekvencu
josla ir 88-108 MHz un bezvadu 802.11 LAN darbojas 2.4 GHz. frekvencu josla.

SSID (Pakalpojumu kopas identifikators)

SSID ir grupas nosaukums, kuru kopéji lieto visi bezvadu trkla daltbnieki. Var
savienoties vienigi klienta datori (PC) ar vienadiem SSID. lespéjojot Atbilde uz
parraides SSID pieprasijumu (Response to Broadcast SSID requests) opciju,
tiek dota atlauja ierTcei parraidt tas SSID bezvadu tTkla. Tas atlauj citam bezvadu
iertfcém skanét un izveidot sakarus ar aparatu. Ja ST opcija netiek atzrméta, tad
SSID tiek noslépts, lai novérstu, ka citi bezvadu aparati tiek atziti un savienoti ar
ierfci.
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Stacija
Stacija ir aparats, kuram ir IEEE 802.11 standarta bezvadu ITdzek|a piek|uves atlauja.

Trkla maska

Trkla maska ir skaitlu komplekts ar Cetriem cipariem ar IP adresei lidzigu
konfiguraciju. To lieto IP adreses ciparu veidoSanai vientgi privatos trklos.
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TCP (Parraides vadibas protokols)

Tas ir standarta transporta Irmena protokols, kur$ nodrosina pilndupleksa straumes
pakalpojumus, no kuriem ir atkarTgi daudzu lietotnu protokoli. TCP atlauj procesam
vai iekartai sutrt datu straumi uz citu procesu. Programmatura kura lieto TCP,
parasti atrodas operétajsistéma un lieto IP, lai parvaditu informaciju.

WAN (Teritorialais tTkls Wide Area Network)

WAN veido vairakas, savstarpéji savienotas LAN sistémas. Tas ir tikls, kur§
savieno datorus, kuri atrodas atseviskas zonas, (pieméram: dazadas celtnes
pilsétas, valstls) Internets ir teritorials trkls.

WECA (Bezvadu Etherneta tikla sadertbas apvieniba)

Tair industriala grupa, kura sertificé savstarpéjo pardevéju sadarbibu un sadertbu
ar [IEEE 802.11b standarta bezvadu tikla produktiem, lai veicinatu ST standarta
lietoSanu uznémumos, mazas firmas un majas apstak|os.

WPA (Wi-Fi aizsargata pieeja)

Wi-Fi aizsargata pieeja (Wi-Fi Protected Access (WPA)) ir 802.11standartu
pilnveidota drosTbas sistéma. Tas ir 802.11i standarta projekta drostbas standarts.
WPA ietver Tslaicigas atslégas integritates protokolu (TKIP (Temporal Key
Integrity Protocol)) kopa ar zinas integritates parbaudi (MIC (Message Integrity
Check)) un citiem WEP atribdtiem, piemeéram, ar Weak IV (Inicializésanas Vektors
(Initialization Vector)) filteréSanu un nejausu (Random IV) generéSanu. TKIP lieto
802.1x standartu, lai atblokétu un mainttu TslaicTgas atslégas, pretéji statiskam
WEP atslegam, kuras tika lietotas agrak. Tas ir ieverojams uzlabojums, saltdzinot
ar WEP. WPA ir pilnvértigas drosibas sistémas daja. WPA lietosanai uznémumu
drosThas sistéma, ir nepiecie$amas autentificé$anas serveris.

Prastbas

(1)Ar WPA saderrgs piekluves punkts vai bezvadu marsrutizetajs, (2) operétajsitémas
atjaunojumi, kuri atbalsta WPA. Windos XP operétajsistéma ir nepiecie$ama
atjaunota bezvadu nulles uzstadrjumu (Windows Zero Config) pakalpojumu versija.
Lietotajs var lejupieladét Windows XP WPA ielapu sekojosa veida:

http://microsoft.com/downloads/details.aspx?Familyld=009D8425-CE2B-47A4-
ABEC-274845DC9E918&displaylang=en

Lddzu, nemiet véra, ka, lai lietotu So ielapu, ir nepiecieSams uzstadit Windows
XP Service Pack 1, kurs ir pieejams: http://www.microsoft.com/WindowsXP/pro/
downloads/ serv1cepacks/sp1/defau|t asp
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lepriekséjam Windows operétajsistémam ir nepiecieSams WPA spéjigs
pieprasitajs, pieméram, Funk programmatdras Odisejs klients (Odyssey Client).
WLAN (Bezvadu lokalais tikls)

WLAN tikls ir datoru grupa un citi aparati bezvadu savienojuma maza zona. Ja
runa ir par bezvadu trkliem, tad tie ir LAN vai WLAN.
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6. Pielikums

~, FCC Warning Statement
" This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

(1) this device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause
undesired operation.

This equipment has been tested and found to comply with the limits for a
class B digital device, pursuant to part 15 of the FCC Rules. These limits
are designed to provide reasonable protection against harmful interference
in a residential installation.

This equipment generates, uses and can radiate radio frequency energy
and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is
@ encouraged to try to correct the interference by one or more of the following @
measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.
Y@X CAUTION:

Any changes or modifications not expressly approved by the party
responsible for compliance could void the user’s authority to operate the
equipment.

Prohibition of Co-location

This device and its antenna(s) must not be co-located or operating in
conjunction with any other antenna or transmitter

Safety Information

To maintain compliance with FCC’s RF exposure guidelines, this equipment
should be installed and operated with minimum distance 20cm between the
radiator and your body. Use on the supplied antenna.
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Declaration of Conformity for R&TTE directive 1999/5/EC

Essential requirements — Article 3
Protection requirements for health and safety — Article 3.1a

Testing for electric safety according to EN 60950-1 has been conducted. These
are considered relevant and sufficient.
Protection requirements for electromagnetic compatibility — Article 3.1b

Testing for electromagnetic compatibility according to EN 301 489-1 and EN
301 489-17 has been conducted. These are considered relevant and sufficient.

Effective use of the radio spectrum — Article 3.2

Testing for radio test suites according to EN 300 328- 2 has been conducted.
These are considered relevant and sufficient.

CE CE Mark Warning

@ This is a Class B product, in a domestic environment, this product may cause
radio interference, in which case the user may be required to take adequate
measures.
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