ASUS WLAN PC CARD

Quick Start Guide
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Product kits

The ASUS WLAN PC Card kits contains the following components:

· ASUS WLAN PC card

· Quick installation guide

· Software driver, configuration utilities and electronic manual in a CD

· Warranty and registration card

NOTE: If any of the listed products are not included or damaged, please immediately contact with your local dealer or our WLAN technical support department for replacement.

Installation

This chapter explains how to install the ASUS Wireless LAN PC Card. The product is designed to operate in Windows 98/Me. The sample here is based on Windows 98, and the installation procedure the same.

Please fellow the below steps:

1. Install the Wireless LAN Utility and Driver.

2. Install the Wireless LAN PC Card.

3. Install the TCP/IP Protocol.

4. Set basic parameters of PC Card.

Installing the Wireless LAN Utility and Driver

1. Insert the ASUS WLAN Card installation CD disc into your CD-ROM. The Setup program will then automatically start to guide you through the Setup process. If not, double-click the CD drive icon in My Computer, run the file Setup.exe.

2. Follow the installation wizard instructions on the screen to complete the installation process.

Installing the Wireless LAN PC Card

1. Hold the PC Card with the printed label facing up and insert it into the PCMCIA slot of your computer until it is firmly seated.

2. Once you insert the PC Card into the slot, a New Hardware Found dialog is displayed. Then follow the on screen instructions.

3. You may be prompted to insert a "Windows CD", which contains some driver files. Enter the "Windows CD" path and click OK to copy the necessary files.

4. When the installation procedure is completed, you can use the Card Settings utility to configure your PC Card.

Installing the TCP/IP Protocol

1. Click the Windows Start button, point to Settings and select Control Panel.

2. Double-click on the Network icon and select the Configuration tab.

3. From the list installed network components, try to find the NIC with name "TCP/IP -> ASUS Wireless LAN PC Card 2.5". If you find, goto Step 6, else continue the following steps.

4. Click the Add button, from the Network Component Type list, double-click Protocol.

5. Select "Microsoft" as the Manufacturers and "TCP/IP" for the Network Protocols, and then click OK.

6. Select the "TCP/IP -> ASUS Wireless LAN PC Card 2.5" from the list and click the Properties button.

7. Consult your Network Administrator for the TCP/IP settings of your computer. Click OK when you’re done.

8. When Windows prompted, click Yes to reboot the computer.

Set wireless configurations of PC Card

To run the Card Settings utility

Do any of the following:
· Open the Windows Control Panel, and then double-click on the icon "ASUS WLAN Card Settings".

· Click the Windows Start button, point to Programs, point to ASUS WLAN Utility, and then click Card Settings.

Basic Settings for Infrastructure Mode

If you want to connect to an Access Point, follow the procedure below to configure your PC Card.

a. In the ASUS WLAN Card Settings, select the Configuration tab.

b. Select the Network Type as Infrastructure.

c. Set the correct service set identification (SSID). You will only be able to connect with an Access Point, which has the same SSID. Note that the SSID must be all printable character string (case sensitivity) and up to 32 characters long, such as "ASUS WIRELESS LAN". Set the SSID to "any" if you wish to connect to any Access Point it can find.

d. Click the Apply button for the changes to take effect.
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Basic Settings for Ad Hoc Mode

If you want to communicate directly with each other without using an Access Point, follow the procedure below to configure your PC Card.

a. In the ASUS WLAN Card Settings, select the Configuration tab.

b. Select the Network Type as Ad Hoc.

c. Set the correct service set identification (SSID).

d. Select the correct Channel. PC Cards can communicate in the network if each has the same frequency channel setting.

e. Click the Apply button for the changes to take effect.
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For detailed configuration information, please refer to the ASUS WLAN PC Card User Manual.

Troubleshooting

Verify if the PC Card is installed correctly.

When the PC Card setup task is complete, you can verify if the driver has been set properly. Right click My Computer, select Properties and the Device Manager tab, then double-click on the Network adapters icon, you should see the ASUS 3.3V IEEE 802.11 PC CARD installed in your system.

There is a yellow exclamation mark or a yellow question mark in Device Manager in front of my ASUS Wireless LAN PC Card.

To resolve the problem, you should update the device driver. In Device Manager screen, right click ASUS 3.3V IEEE 802.11 PC CARD, select Properties and the Driver tab. Click on the Update Driver button, then follow the Update Device Driver Wizard to complete the driver installation. In addition, you can resolve this issue by reinstalling the driver. Choose ASUS 3.3V IEEE 802.11 PC CARD, click Remove button in Device Manager, and then running the Add New Hardware Wizard from Control Panel.

Cannot connect to Network

a. Verify that the TCP/IP settings of PC Card if correct.

b. Verify that the wireless configurations of PC Card if correct.

c. Radio interference - Keep the environment around the PC Card away from microwave oven and large metal objects. And then try to reorient the PC Card antenna.

d. Distance - Decrease the distance between your PC Card and Access Point (or another Cards).
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