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system requirements

Before installing the ASUS USB Wireless LAN Adapter, make sure that your
system meets the following requirements:

* Intel® Pentium® 4 or AMD K7/K8 system

*  Minimum 64MB system memory

« Windows®2000 (SP4)/XP (SP1) operating system

Optical drive (for software installation)

« An available USB port (USB 2.0 recommended)

Follow these instructions to install the ASUS USB Wireless LAN Adapter in
your computer.

1. Install the device drivers and utilities from the support CD.
2. Connect the device to your computer.

/ NOTE: You must install the ASUS USB Wireless LAN Adapter drivers
L and utilities before connecting the device to your computer.

Installing the device drivers and utilities
To install the device driver and utilities in your computer:

1. Insert the support CD to the
optical drive.

== ASUS Wireless LANCard———

Install ASUS WLAN C: tilities/Driver
ul

2. Click “Install ASUS WLAN
Card Utilities/Driver’ when Uninstall ASUS WLAN Card UtilitiesiDriver
the ASUS Wireless LAN Readiinstall User Docuffentation
Card installation window
appears.

Explore this CD

Browser our Web Site

3. The device drivers and
utilities are copied into your
computer.

/ NOTE: If Autorun is NOT enabled in your computer, browse the
- contents of the support CD and double click the Setup.exe file to run the
CD.
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Installing the device

To install the ASUS USB Wireless LAN Adapter in your computer:

1. Connect one end of the USB
cable to the USB port of the
device.

2. Connect the other end of the USB
cable to the USB port of your
computer.

3. Windows® automatically detects
the device and displays the
Found New Hardware dialog
box. Follow screen instructions to
proceed.

4. Windows® 2000 users - A Digital
Signature Not Found dialog box
may appear. Click Yes to proceed.

J

Windows® XP users - A Windows Logo Testing Not Found dialog box
may appear. Click Continue Anyway to proceed.

5. After completing installation, configure the ASUS USB Wireless LAN
Adapter using the Wireless Settings utility.

Verifying the device drivers

To verify if the ASUS USB WLAN Adapter driver is properly installed in your

computer:

1. Click Start > Control Panel >
System > Hardware to display the
installed devices in your system.

2. Click the Network adapters option.

3. A question mark &3. preceeding

the device name indicates that the
driver was not properly installed.
Try repeating the installation
procedures. See the previous
page for details.

+- % Display adaphers
+ g DYD/CD-ROM drives
+-i=%) Floppy disk controllers
+-i=y IDE ATASATART controllers
+|-& IEEE 1394 Bus hast contrallers
+ % Infrared devices
+- & Inkel AIM 3.0 Codec
+-i Kevboards
+ _J Mice and other paointing devices
+ L, Modems
+ @ Monitars
B Fretwaork adapters
1394 Met adapter
H& ASIS USE 2.0 Wireless Network Adapter #3
Eale FENEES eI

+- [{ PCMCIA adapters

4. An exclamation mark E%* indicates that you installed an incorrect driver for
the device. Check if you are using the correct product and support CD.
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LED indicators

The device comes with a Power, Activity, and Link

LED indicators. Refer to the table below for LED

o @(

indications. — (
)

LED Status Indication

Power On The adapter is receiving power from the USB port.

Off The adapter is not receiving power from the USB port. The
USB cable may be disconnected or the computer is
turned off.

Activity | Blinking | The adapter is transmitting or receiving data packets.

Link On The adapter is linked to a wireless network.
Blinking | The adapter is searching for a wireless network to connect to.

Software support

/ NOTE. Refer to the User Guide in the support CD for information on how
- to use these utilities.

Control Center

The Control Center utility is a management
software that launches applications and
configures network settings. The Control
Center starts automatically when the system boots and displays the Control
Center icon in the Windows® taskbar. The Control Center icon serves as an
application launcher, and indicator of signal quality and Internet connection.

L Y% 4:30PM

Control Center right-click menu

Right-clicking the Control Center icon B wireless setungs
displays the right-click menu. The following g:ﬁ::t;;oangfgwaﬂm '
sections describe the right-click menu Y
utilities. Y ,
¥ Preferences
? #bout Control Center
X Exit Control Center m
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Wireless Settings

The Wireless Settings is the main
interface that allows you to control
the ASUS USB Wireless LAN
Adapter. You may use the Wireless
Settings to view the operational
and connection status, or to modify
the device configuration.

The Wireless Settings window is
composed of the property window
and tabbed property sheets. Click
an icon in the property window to
display its tabbed property sheets.

About

Click the About icon to view the
software version, driver version,
and copyright information.

Link State

Displays the current connection
status of the wireless LAN adapter
to the AP or to other Wi-Fi devices.
An icons represents the Link State
for easy identification. Refer to the
table below for icon indications.

Table of Icon Indications

Property window

Tabbed property sheets

ASUS WLAN Card Settines

% SlGlUSW Conneclion] IP Canfig
Status o
& d [0028] ASUS USE 2.0 Wireless Metwark. Adapter
Config Association State Connected - 00:11:22:33:44:55
%d 551D default
Survey MAL address 00:0C:BE:BD:F2:58
ﬁ Current Channel : 1
About Current Data Rate : 5.5 Mbps
Link State
<0
— Scan again for available wireless networks and
Bescan connect the one that has the best signal level
Sawe as profile To connect to one wireless network, your WLAN
Change 31D Card and wireless network must specify the same:
S5ID
iﬂ oK B Wiew the wireless netwaorks that are within range
X Cancel of this computer,
? Help

ASUS WLAN Card Settings

i
d
Status

<&

> |

Canfig
&
Survey
Ahout
Link State

<0

Save as profile

# ox
X Cancel
? Help

X

Wersion Info 1
I y [ E._ Wireless Settings
Copyright [C] 45USTek COMPUTER IMC. All Rights
Reserved
Wersion 1.9.4.0
Version Information
Ndis Wersion : 5.0
Driver : DAWINDOWSSystem 32\ DRIVER S wind 302u.5ys
Driver Version : 1.3.4211

<0 Excellent link quality (Infrastructure) ‘E:LD Not linked (Infrastructure)
<0 Good link quality (Infrastructure) g Linked (Ad-hoc)

<0 Fair link quality (Infrastructure) X g Not linked (Ad-hoc)

<B

Poor link quality (Infrastructure)
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Mobile Manager

The Mobile Manager is a convenient tool to setup and manage network
location settings. This utility allows users to configure multiple alternative
configurations for different locations.

Launch the Mobile Manager utility by:

«  Clicking the Windows® Start button. Select Programs > ASUS Utility >
WLAN Card > Mobile Manager, or

* Right-clicking the Control Center icon on the Windows® taskbar, then
select Mobile Manager.

2 ASUS Mobile Manager
Ble Activate Edit Wew Help

- OXx

BE default
Bh Existing LAN Configuration 1
Bl Existing LAN Configuration 2

D E % ¢ @288 ¢ §| % * 8H &H & =
Configuration Name | Twpe Description
New Configuration WLANLAN /Dialup Configuration  Create a new Configuration
HASLS \WLAN Configuration
BE test WWLAN Canfiguration

WLAN Configuration
LAMN Configuration
LAM Configuration

Setting of the Intel 82558-hased In

Setting of the Intel 82558-hased In

(% Hinet

USA

Dialup Metworking Configuration

< | *

Site Monitor

The Site Monitor utility measures the signal-to-noise (SNR) values of all
available wireless networks. Use this utility to determine the best location for
the ASUS USB Wireless LAN Adapter .

To launch the site monitor:

+  Click the Windows® Start button, then select Programs > ASUS Utility >
WLAN Card > Site Monitor, or

* Right-click the Control Center icon on the Windows taskbar, then select
Site Monitor.

=1 ASUS Site Monitor

File  Cormands

Wiew Help

QB

BEE &

B5SID

| 551D

| cH| 5 (dBm)

| N [dBm)

DD:EEI:18:3E:.|‘-\3:BE default
DDD:SD:4B:DB:15:DB TSDME

l

1
10

-A1
32

55
54

L L L L L L L L
T T T T T T T T T
0 10 20 30 40 30 60 70 S0 90 100

[Mumber of known Access Points: 2
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TroubleShooter

The TroubleShooter utility provides a flowchart on how to connect the ASUS
USB Wireless LAN Adapter to a wireless network.

Control Center left-click menu

Left-clicking the Control Center icon
displays the left-click menu. The
options are described below.

0\ Search & Connect

Wireless Oplion

Search & Connect — Displays available wireless networks within range.

Wireless Option — Sets your weekssoption____________ &
Windows® XP wireless networking e i e SR s e
environment. The Wireless Option | - . ueu e reion

window appears when you select
this option. Select “Only use
ASUS utilities and disable XP
wireless function” to avail all

ASUS USB Wireless LAN adapter

features. Click OK.

" Only use ASUS utiities and disable P wireless functiore
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Gonnecting the ASUS USB Wireless LAN Adapter

To an access point (Infrastructure network)

The ASUS USB Wireless LAN Adapter is set to Infrastructure mode by
default. In an Infrastructure network, the device connects to an access point
(AP) that serves as the link to other wireless device(s) or to a wired network.

To connect the ASUS USB Wireless LAN Adapter to an access point.

1. Launch the Wireless Settings utility by double-clicking the Control Center
icon in the Windows® taskbar.

ASUS WLAN Card Settings X ASUS WLAN Card Settings X
% Sll:Sulrv:y 1] » % Basic IEnclypliUn]
% SEID[:)EMS F4:43BF | \S:\f\IES)DDlJY | EH | :is‘ ‘ :’F“DE ‘ & KSelphash e £ 4#dHoc
o s R n B ———
Jd R |efaut = &#
= =2 Jri |
Li:;Ele L:;St e |Ftu o j
] : : ] P Mode
Saue as profil Mumber of known wireless network(s). 3 Saye & profile | J
# ok # ok DTEP
qugance\ S X Cancel —
P Help ? Help
2. Click The Survey buttonto scan 3. Click the Config button to
available APs within the ASUS configure the device settings. Set
USB Wireless LAN Adapter the Network type to
range. Select the AP you wish to Infrastructure, then enter the
connect. Network Name (SSID) and

Channel of the AP you wish to
connect. Click Apply when done.

4. Click the Encryption tab if your ASUS WLAN Card Settings %
SeleCted AP has an enabled WEP % Ba::\ecfd"i’::::?elnab\eWEF'Encwplion.
encryption (E2). Eis..“g:,":dbti.ﬁizss::z:.'&zﬁ:ﬁ;:wir:::;?.‘:?sa;h;::m;%

Config [ Data encryption [WEP enabled)
Obtain the WEP encryption keys FW?ZZZZ'E33521”1}?‘&3&??”"‘“e' =
from the network administrator, 2 | =1
then enter them in the Key 1 ~ 4 = 1)
fields. Click Apply when finish. on
EB 7
A3\  IMPORTANT! The encryption | 4,
settings of the device and the | %%

AP must be identical to
establish connection.
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ASUS WLAN Card Settings

Slatus] Cunneclmn] IF Caonfig

ASUS WLAN Card Settings
Staus [EERREETEH ] 1P Contg |

Frame Sent/Received

Status, gy Skaty;
S d [0028] ASUS USE 2.0 %Wireless Metwork Adapter P Transmitted o Received 1}
d d Frame Ermor
Config Azsocistion State : Connected - 00:11:22:33:44:55 Conlfig .
B B Transmitted : | 0 Received: |0
S50 default
d ko d Connection Quality
Survey AL address : 00:.0C:EE:BD:FZ.58 Survey Signal Strength : - Good [50%)
[~] 3
wﬁ Current Charnel 1 w
About Current Data Rate - 5.5 Mbps About CoTRECORICTal
Link Stah Lirk. Stat 100.00
[} ]
4 Scan again for available wireless networks and g 80.00
Fiescan connect the one that has the best signal level
60.00
Sawe as profile To connect to one wireless network, your WLAN Save as profile
Change 551D Card and wireless netwark must specify the same iy
5510, 2000
A o iew lhe virsl ks th n £l
o e i the wireless networks that are within range
x Carcel = of this computer. x Cancel 000
? Hep ? Hel

Click the Status button to verify
if the device is connected to the
AP. If connection is established,
the Association State field
shows “Connected -

XX XXKXXXX XX XX

Click the Connection tab to
display the connection strength
and link quality of the device to
the AP.

To another wireless device (Ad-hoc network)

The ASUS USB Wireless LAN Adapter when set to Ad-hoc mode connects
to other wireless device(s) in a wireless network.

To connect the ASUS USB Wireless LAN Adapter to another wireless device:

1.

icon in the Windows® taskbar.

Click the Survey button to scan
available wireless device(s)
within the ASUS USB Wireless
LAN Adapter range. Select the
the wireless device you wish to
connect. A wireless device is

indicated by this icon (iZ).

ASUS USB Wireless LAN Adapter

Launch the Wireless Settings utility by double-clicking the Control Center

ASUS WLAN Card Seitings 3]
QI Site Survey I
Status Auvailable Metwarks
% ESSID 551D [ cH| Rssi | Type |
d 001122334455 default 180 4P
g B 1EFIDOEZOATE  ASUS g &b 5TA
Surve
About
Link State
&
&
< X
Sawe as profile Mumber of known wireless network(s): 2
4 ok
X Cancel Search
? Help
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& Bosic | Enciypion| Y Basc [Evciin|
= Metwork. Type - Select disable or enable WEP Encryption.
& & If pou enable encryption, please note only stations in the network.
d O Infrastructure & adHoc d configured with identical WEP Keps will be able to communicate.
Corifig Network Hams [351D] Config ™ Data encryption WEP enabled]
9 [ Metwork Authentication [Shared mode)
U |9
d ‘ASUS ﬂ ﬁ d ireless Network Key [WEF)
Survey Chanrel Survey | J
&) [>] | J
= 1o =] =
-
About Data Rate About
Link State Link State
-+ [ Full £uta | -+
P45 Mode
Save as profile ‘ J Save as profile fii
‘-qi_ Others ql
B e e reyt &
X Cancel X Cancel
P Help ? Hel

ASUS WLAN Card Settings &

3. Click the Config button to
configure the device settings. Set
the Network type to Ad hoc,
then enter the Network Name
(SSID) and Channel of wireless
device you wish to connect. Click
Apply when done.

4. Click the Encryption tab if your

selected wireless device has an
enabled WEP encryption ({g;).

Obtain the WEP encryption keys
from the network administrator,
then enter them in the Key 1 ~ 4
fields. Click Apply when finish.

IMPORTANT! The encryption settings of the ASUS USB Wireless LAN
Adapter and the wireless device must be identical to establish
connection.

ASUS WLAN Card Settings

Qi Status 1 Eunnechun} IP Eunhg] Qi Status Eﬂ”“ED“ﬂnl IP Canfig
Frame Sent/Received

Status [ Status

™ d [0028] A5US USE 2.0 Wireless Metwork Adapter o Transmitted: |0 Received: |0
d . d Frame Error

Conlig Association State Connected - 1E:FO:D0E2:04:16 Config " .

B B Transmitted : |0 Received: |0

S5ID ASUS
d d Connection Quality
Survey MAL address 00:0C:EE:BD:F2:58 Survey Signal Stength - Good [71%)
[~] @
w Current Channel : 8 w
11 Mby
About Current Data Rate ps About S oot Aty
Lirk State Lirk State
a Scan again for available wireless networks and a
Bescan connect the one that has the best signal level
Save as profile To connect to one wireless network, your WLAN Save as profile
Change 5510 Card and wireless netwark must specify the same
S510.

L—ql oKk e View the wireless networks that are within range Eﬂ oKk
x Cancel of this computer x Carcel

P Hep ? Hel

5. Click the Status button to verify
if the ASUS USB Wireless LAN
Adapter is connected to the
device. If connection is
established, the Association
State field shows “Connected -
XXXKXXXX XX XX

6. Click the Connection tab to
display the connection strength
and link quality between the
ASUS USB Wireless LAN
Adapter and the wireless device.
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