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ASUS COMPUTER INTERNATIONAL (America)

Company address: 44370 Nobel Drive, Fremont, CA 94538, USA
General (fax): +1-510-608-4555 Web site address: usa.asus.com

Technical support

General support: +1-502-995-0883 Support (fax): +1-502-933-8713
Online support: http://vip.asus.com/eservice/techserv.aspx

ASUS COMPUTER GmbH (Germany & Austria)

Company address: Harkort Str. 25, D-40880 Ratingen, Germany
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[1. Package contents }

+ WL-500W wireless router x 1
+ Power adapter x 1

« Utility CD x 1

* RJ45 cable x 1

+ Quick Start Guide x 1

{2. Connecting ADSL modem and wireless router ]

1) Cable connection

Wall telephone outlet

(2]

Wall power outlet

ASUS Wireless Router

o oV LI

(3]

Wall power outiet
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2) Status indicators

PWR AIR LAN  WAN

e

PWR (Power)
Off No power
On System ready
Flashing-slow Firmware upgrade failed
Flashing-quick EZsetup processing
AIR (Wireless Network)
Off No power
On Wireless system ready
Flashing Transmitting or receiving data (wireless)
WAN (Wide Area Network)
Off No power or no physical connection
On Has physical connection to an Ethernet network
Flashing Transmitting or receiving data (through Ethernet cable)
LAN 1-4 (Local Area Network)
Off No power or no physical connection
On Has physical connection to an Ethernet network
Flashing Transmitting or receiving data (through Ethernet cable)

3) Wall mount option

Out of the box, ASUS WL-500W Wireless Router /_% J% &

is designed to sit on a raised flat surface like a
file cabinet or book shelf. The unit may also be
converted for mounting to a wall or ceiling.

Follow these steps to mount the ASUS Wireless
Router to a wall:

1. Look on the underside for the two mounting
hooks.

2. Mark two upper holes in a flat surface. \

3. Tighten two screws until only 1/4" is showing.
4. Latch the hooks of the ASUS Wireless Router onto the screws.

/ Note: Re-adjust the screws if you cannot latch the ASUS Wireless Router onto the
& screws or if it is too loose.
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3. Getting started ]

The ASUS WL-500W Wireless Router can meet various working scenarios with proper
configuration. The default settings of the wireless router may change to meet your individual needs.
Thus, before using the wireless router, check the basic settings to make sure they all work in your
environment.

ASUS provides a utility named EZSetup for fast wireless configuration. If you would like to use
EZSetup for your router configuration, refer to chapter 6 of user manual in support CD.

/ Note: Wired connection for initial configuration is recommended to avoid possible
< setup problems due to wireless uncertainty.

1) Wired connection

The WL-500W Wireless Router is supplied with an Ethernet cable in the package. The wireless
router has an integrated auto-crossover function. Thus, you can either use a straight-through or
a crossover cable for wired connection. Plug one end of the cable to the LAN port on the rear
panel of the router and the other end to the Ethernet port on your PC.

2) Wireless Connection

For establishing wireless connection, you need an IEEE 802.11b/g compatible WLAN card.
Refer to your wireless adapter user manual for wireless connection procedures. By default,
the SSID of the wireless router is “default” (in lower case), encryption is disabled and open
system authentication is used.

3) Setting IP address for wired or wireless client

To access the WL-500W Wireless Router, you must have the correct TCP/IP settings on your
wired or wireless clients. Set the IP addresses of the clients within the same subnet of WL-500W.
Getting an IP address automatically

The WL-500W Wireless Router integrates DHCP server functions, thus, your PC gets an IP
address automatically.

/ Note: Before rebooting your PC, switch ON the

! ! General | Altemate Confguration
< wireless router and make sure the router is ready. e

yed autoratieall f your network supports
i need o ask your network administiator for

Setting up the IP address manually

To manually set the IP address, you need to know the
default settings of the wireless router:

(® Obtain DNS server ack

+ |P address 192.168.1.1 © Usethe foloning DNS
+ Subnet Mask 255.255.255.0
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To set up the connection with a manually assigned

Internet Protocol {TCP/IP) Properties R
IP address, the address of your PC and the wireless e |
router must be within the same subnet: “You can get IP settings assigned automaticaly if your network supports

he appropriate |P seltings

* IP address: 192.168.1.xxx (xxx can be any © Ottam aniP s oty
(@ Use the following IF address:
number between 2 and 254. Make sure the IP oo

address is not used by other device)
+ Subnet Mask: 255.255.255.0 (same as WL- Belmhasienr

this capabilty. Otherwise, you need (o ask yaur netwark administrator for

Subnet mack: 255 . 255 . 255 . 0

192.188. 1 . 1

500W) Obtain DNS server addiess automaticaly

DNS server in your network.

(® Use the folloring DNS server addresses:

+ Gateway: 192.168.1.1 (IP address of WL-500W) Prefsred DNS sever
- DNS: 192.168.1.1 (WL-500W), or assign a known G S ———

4) Configuring the wireless router

Follow the steps below to enter the Web configuration interface of WL-500W.

Lonnect to 192.168.1.1

A Cannot find server, - Microsoft Inte

File Edit View Favorites Tools Hel ‘41 i\\
eBack il _) \ﬂ @ _ﬂ WL5)DW
Address [ @] 192.168.1.1 ternone: | adin
Password: eseeee
Enter the following address in your [Cgemember my password
web browser: http://192.168.1.1

Defaults

User name: admin Password: admin

28 ASUS Wireless Router - Microsoft Internat Explorer

Help>

S| D e 3

‘lavortes €D | G2~ 4 @ - [ B 4%

S B ik

ASUS Wireless Routor

Wireless Home Gateway

* Quick Setup allows users to complete basic setting by
just answering several questions.

e B02.11n and WPA supports draft 802.11n, backward
compatibility with 802.11g/802.11b and Interoperable
security enhancement.

+ USE Application Plug a USB storage to become a FTP
server or plug a USH web camera to maonitor your home

environment.

IP Sharing all computers share the same [P to Infernct.

= Internet Firewall protect LAN or Wireless environment
through flexible filker rule scttin

Status & Log log status of system In detalls.

This site is best viewed with IE 5.0 or above.

Click NEXT to start Quick Setup |MNoxt |

® inernet

After logging in, you can see the ASUS Wireless Router home page.

}I;)hue%er}omepage displays quick links to configure the main features of the wireless
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5) Quick setup

To start quick setup, click Next to enter the “Quick Setup”
page. Follow the instructions to setup the ASUS Wireless

Router.

1. Select your time zone and click
Next.

2. ASUS wireless router supports
five types of ISP services: cable,
PPPoE, PPTP, static WAN [P,
and Telstra BigPond. Select your
connection type and click Next to
continue.

Cable or dynamic IP user

If you are using services provided by
cable ISP, select Cable Modem or other
connection that gets IP automatically.
If your ISP provides you with the
hostname, the MAC address, and the
heartbeat server address, fill these
information into the boxes on the setting
page; if not, click Next to skip this step.

PPPoOE user

If you use PPPOE service, select ADSL
connection that requires username
and password. It is known as PPPoE.
You need to input the username and
password provided by your ISP. Click
Next to continue.

Select Time Zone

Please choose the time zane where you are lacating n,

lime Zone: [ (GMI-12200) Enwetok, Kwayalein ~

Fheal

Select Internet Connection Type

WLS00W supports several kinds of connection to Internet through its WAN port, Please select
cannection type you need. In addition, hefore getting an Internet, please make sure you have
connected WLSODW's WAN port to your DSL or Cable Moderm

 Cable Modem or other connection type that gets IP automatically.

 ADSL connection that requires username and password. It is known as PPPoE.

 ADSL connection that requires username, password and IP address. It is known as PPTP.
© ADSL or other connection type that uses static IP address.

 Telstra BigPond Cable Modem Service.

Fill Information Required by ISP

Your ISP may require the following information to identify your account. If not, just press Next to
ignore it.

Host Name:

MAC Address:

i

HeartBeat Server:

WAN [P Setting

Fill TCP/IP setting for WLSDOW to connect to Intemet through WAN port
Get IP automatically? B B
1P Addross:

Subnet Mask:

Default Gateway:
Get DNS Server automatically? Gy Oy
DNS Server 1:

DNS Server 2:

Prev

Set Your Account to ISP

If you apply an account with dynarmic IP. You must get user account and password from your
ISP Please fill this data into the following fields carefully. Or, if you apply an ADSL account with
static 1P, just ignore user name and pasword information.

User Name: abc@hinnet net
Password:  |esesseses
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PPTP user

If you are using PPTP services, select ADSL
connection that requires username,
password and IP address. Fill in the
username, password and IP address
provided by your ISP into the fields. Click
Next to continue.

Static IP user

If you are using ADSL or other connection
type that uses static IP address, select ADSL
or other connection type that uses static
IP address. Input the IP address, subnet
mask, and default gateway provided by your
ISP. You can specify DNS servers, or get
DNS information automatically.

3. To set up your wireless interface, specify
an SSID (Service Set Identifier), which
is a unique identifier aftached to packets
sent over WLAN. This identifier emulates
a password when a device attempts to
communicate with your wireless router
via WLAN.

Set Your Account to ISP

If you apply an account with dynamic 1, You must get user account and passward from your
1P, Please fill this data into the following fields carefully. Or, if you apply an ADSL account with
static IP, just ignore user name and pasword infarmation.

User Name:

herk036@ads}-comfort

Password:  eeeceeceeccece

Prev| Next

WAN P Setting

Fill TCP/IP setting for WL500W to connect to Intemet through WAN port.

Get IP automatically? € ves © ro
1P Address: 2193111112
Subnet Mask: [255.255.255.0
Default Gateway: 219311111
Get DNS Server automatically? € ves ® o
DNS Server 1: 168.95.1.1]
DNS Server 2:
Prev| Next

WAN [P Setting

Fill TCP/IP setting for WL500W to connect to Internet through WAN port

GetIP automatically?  Yes ® No
1P Address: 2193111112
Subnet Mask: 12552852550
Default Gateway: 219311111
Get DNS Server automatically? Byee® e
DNS Server 1: 188.95.1.1
DNS Server 2: [
] o

Configure Wireless Interface

First step to set your wireless interface is to give it a name, called SSID. In addition, if you
would like to protect transmitted data, please sslect the Security Levsl and assign a password
for authentication and data transmission if it is requires

SsiD:

Security Level: Low(Nons) v
¥

Medium(WEP-B4bits)
HighWPA S|

Passphrase:

Mediurm(WEP-128bits)

WEP Key 1 (10 or 26 hex digits):

Key Index: ']

If you want to protect transmitted data, select a Security Level to enable encryption methods.

Medium: Only users with the same WEP key settings can connect to your wireless router
and transmit data using 64bits or 128bits WEP key encryption.

High: Only users with the same WPA pre-shared key settings can connect to your wireless
router and transmit data using TKIP encryption.
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Input four sets of WEP keys in the WEP

Key fields (1 0 hexadecimal d|g|ts for First step to set your wireless interface is to give it a name, called SSID. In addition, i you

would like to protect transmitted data, please select the Security Level and assign a password

WEP 64b itS, 26 hexadecimal d |g its for authentication and data transmission if it is required.

. : fsoow
for WEP 128bits). You can also let the |~ il
. . Security Level: Medium(WEP-Bdbits) ¥
system generate the keys by inputting |, _...... P
a Passphrase. Record the Passphrase  |wer key 1 1 o2 nox agis: e
and the WEP keys in your notebook, WEP Key 2 (10 o1 26 hex digits): —
then click Finish WEP Key 3 (10 or 26 hex digits): i
'WEP Key 4 (10 or 26 hex digits): ""“““7

For example, if we select WEP 64bits  |keymex: T
encryption mode and input 11111 as
the Passphrase, the WEP Keys are
generated automatically.

| (o)

Save & Restart

Click Save&Restart to restart the | ve rave fned te basc cetting vou can just press savearestart button to spply your

wireless router and activate the new
settings.

To connect the wireless router from a wireless client, you can use Windows® Wireless
Zero Configuration service to set up the connection. If you use ASUS Wireless Card on
your computer, you can use the One Touch Wizard utility supplied in WLAN Card support
CD for wireless connection.

Configuring ASUS WLAN Card with One Touch Wizard

If you have installed ASUS wireless card together with its utilities and drives on your PC, click Start
-> All Programs -> ASUS Utility-> WLAN Card -> One Touch Wizard to launch the One Touch
Wizard utility.

G Windows Catalog

R v e re——
°

@' Set Program Access and Defaulks ey Mlobile Henager

) Accessories + @ Site Momitor

i) Borland C++Builder 5 » 8. TroubleShooting
|2 oomerts ¥ ) Marvel(R) Libsrtas 802.113bg Clent and Softap > T Uninstall ASUS WLAN Card Ueilities

3 Ml LAY Card 2, Wircless Settings
[ sengs »
v ) 520gAS00E-AASS0GERSO0GE Fireless Router b

o searth »
@) Help and Support
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1) Select Connect to an existing wireless

LAN (Station) radio button and
Next to continue.

ASUS ONE TOUCH WIZARD

‘Welcome o the wirless seup wizard

The Wizard il helpyou corfigre your wieless LAN,Itenet
rd home network setings.

Plesse seletthe operaion mode that you want o use.
Oporation Mode

 Crate a now wireloss LAN (AP)

 Connect to an existing wireless LAN (Station)

Clek N to corie

o |CEnB X Corcel

click

3) Set the authentication and encryption of
your WLAN card the same with those at

WL-500W. In the previous steps the

Key

Length is 64 bits, Passphrase is 11111

Click Next to continue.

ASUS ONE TOUCH WIZARD X)

Confiute your WEP keys by Manual Assgrment o Automatc
Generation. Flefer o the user ude for detads on how o set the
WEP keys

Clck Net to cortinue

™ Network Authenticaton Shared mode)
Waelss netwok key

KeyFomat | Hesadecinal dois < ﬁ&

Keylengt [64bis (10 dgis) ]
€ Menus Assignment

'
Yoy BB
b
& Automatic Generation
Passphvase: [11111]

Select one as your Defauk Key => Key1 =

G gk | bewr X Cancel

5) Setup the IP address of the WLAN Card

according to your network condit

ion.

After the setup is complete, click Finish

to exit the One Touch Wizard.
ASUS ONE TOUCH WIZARD ®

1P setings se assigned automaical f yo netwark suppcts tis
capabily. Ohervise, e the F selings Wit you network
i

Clok Fiish o close the wizard

& btin anP sddess automsticaly
© Usethe folowing P dess

| E———

[ — 1

& ObtainDNS server adhoss automataly
’, © Use the folowing DNS addresses —

| E———
e

B <Back e

2) One Touch Wizard searches and displays
the available APs in the Available
Networks list. Select WL-500W and
press Next to continue.

ASUS ONE TOUCH WIZARD X

WLLS00W Q02040800 1)
- Availeble Networks

r——

| Sechagan

@ sk [ X Concal

4) It takes several seconds for the wireless
card to associate with WL-500W. Press
Next to setup TCP/IP for your WLAN Card.

X

'ASUS ONE TOUCH WIZARD

Yourwieless LAN card s connecieda an AP,
Cuentelass LAN serings:

Staian Mods fastcire
BSSID: 00904CAD002D
S50 WS
Chamel 5
Encrypror:
CongretlatonsIYouhave fnished sefing he wireless LAN!
Clck N o etup he TOF/ P

oo X o
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Configuring WLAN card with Windows® WZC service

If you use non-ASUS wireless card, you can set up the wireless connection with Windows”
Wireless Zero Configuration (WZC) service.

1) Double-click the wireless network icon on ~ 2) Input the 10-digit keys you have set on

the task bar to view available networks. the wireless router and click Connect.
Select your wireless router and click The connection is complete within
Connect. several seconds.

Wireless Network Connection X

1 SRR

Choose a wireless network @ se \j
Sl et s o et

Please wait whie Windaws connects ka the LS00 nekwark,

il Detecting network type.

wl === ) Cme)

il

Wirelss Network Connecton =)

wil 3 .

il Type the ey, and then cick Connect

Hetworkkey:

il

Confirm network key:

B i i will
Somest

7. Configuring advanced features

To view and adjust other settings of the wireless router,
enter the Web configuration page of WL-500W. Click
on items on the menu to open a submenu and follow
the instructions to setup the router. Tips show up when
you move your cursor over each item. Refer to user
manual in support CD for detailed information.

Logout
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[4. Application features }

The WL-500W Wireless Router provides multiple application features such as
the USB storage share, the Download Master (a download utility), and the USB
printer share. In this Quick Start Guide, the most popular features and their setup
procedures are introduced. For more application features, please refer to the full
version of the user manual included in the support CD.

Warning: Before unplugging the USB storage disk from WL-500W, you must eject
the disk in Status & Log -> External USB Disk page to prevent data corruption.

/ Note: Before applying change and rebooting WL-500W, make sure all USB applications
~ are disabled, it would take more than 20 seconds for WL-500W to reboot.

1) Sharing USB storage

To use this feature, you need to plug a USB storage disk to the USB2.0 port on the
rear panel of WL-500W. Make sure the hard disk is formatted and partitioned properly.

/ Note: FAT32 has a 2GB file size limitation and do not support files above that size. If
“~ you want to use files of over 2GB, you must format the disk to EXT2 file system.

Creating user account

To share the data in the USB storage, you need to create
user accounts first.

1. Click USB Application -> User List in the left side menu to
open the configuration page.

2. Input User Name and USE Application - User List
Password for the accounts. veername e
Click Add to add the account | J
to the list.

3. To delete an account,
select the account from the
list and click Del.

4. Click Apply to apply the
changes and restart the
wireless router.

Creating share folder and access right

You can create a new share folder or share an existing
folder in your hard disk.

1. Click USB Application -> Share Nodes in the left side menu
to open the configuration page.
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2. Click Add to add a share
folder.

ASUS Wireless Router supports the shared folders with "Path" not exceeding 32 letters and
"Shared Name" not exceeding 16 letters.

Share Nodes List

3 hitp:/i192.168.1.1 - ASUS Wireless Router Web Manag... [= )(51/(X]

3. Select the folder you want to share
from Folder Manager and click Ok.
To create a share folder, input the

Folder Manager

part)
folder name in Add Folder field [
and press Add. €3y ohoto
3 system Volume Information
(D Recyeted
] | B
Share Folder: M
Add Folder: my ravie M
& @ et
4. Define the access right for |user Rignt List
the share folder by appoint |, yum Aecess Right

User Name and Access
Right. Click Add to add
the access right rule. When
finished, click Apply to
save the configuration.

5. Set Network Neighbourhood
Mode to Apply rules in
shared node list, Work
Group to WORKGROUP to
enable all computers within
WORKGROUP to access
WL-500W USB storage.

6. Click Finish.

7. Click Save & Restart to
restart the wireless router
and activate the settings.

8. Open My Network Place
from a computer connected
to WL-500W. Click view
work group computers,
you can see WL-500W in
the Workgroup category.
All files on the USB storage
are ready for sharing.

“ Read Only  ReadWrite

USB Application - Share Nodes

Network Neighborhood Mode: Apply rules in shared node list ¥ |

Device Name: [wsoow

Work Group: WORKGROUP

FTP Mode: Disable v

Maximum Login User: 2

Initial Seript: —
Py

Save & Restart

SavedRestart wil save all setting you have changed to ASUS Wireless Router and restart it,
Please click SaveRestart button to continue,

Save&Restart

Fle Edt View Favorites Tools Help

Folders

E

Qo - @ - (F | Osearn
~

#% Workgroup
WIL500W
P {WISIOW)

vIBe

».

Network Tasks

o2 Add anetwork place
- busork
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2) Setting up FTP site

WL-500W can also serve as an FTP site. You can make your FTP site accessible to
all users, or set up an access policy to restrict anonymous login. To use this feature,
you need to plug a USB storage disk to the USB2.0 port on the rear panel of WL-
500W. Make sure the hard disk is formatted and partitioned properly.

1. To allow anonymous login: Set P ———
Network Neighborhood Mode —— E—
to Share all partitions in disk, |, .. ﬁ:;m—
FTP Mode to Login to first |wociom: T ——
partition. The anonymous login | meae: Disabls =
directory is the root directory of | maximun Login vser -
first partition. Inkial Scrips: I 1

To allow accout login only: Set

Network Neighborhood Mode | S"re Modestist

ASUS Wireless Router supports the shared folders with "Path” not exceeding 32 letters and

to Apply rules in shared node |5z mer nor excecin 16 etere
list, FTP Mode to Login to | Shared Name
first matched shared node. |z

/parte/ftp_pvt

Click Add in the Share Node List
to specify the access directory
and access right of FTP account.

2. The Maximum Login User field  [ysg appiication - Share Nodes
specifies the maximum number

Network Neighborhood Mode: Share all partitions in disk v

of concurrent users. The default foon
value is 6. — ’W
FTP Mode: Login to first partition o~
Maximum Login User E1
Initial Script: ’7
3. Click Finish to activate the o |

settings and reboot. This process
may take several minutes.

4. Type ftp //1 921 681 1 |ﬂt0 1 fip://192.168.1.1/ - Microsoft Internet Explorer
the address bOX Of yOUI’ Web File  Edit  View ‘Favontes Tio\ls Help
browser and press Enter to | @+~ © [T s (5o [
login the FTP site. i i

Beo ks >




->WL-500W Wireless Router -> o S : . O
Download Master. Click File -> | =
Connect to associate with WL-
@ 5
500W. =
4. HTTP download (1)
Fle Edk Vew Favorkes Toos Help i
Right click the download link =0 1 20|, dion Ol Ul SN
on the Web page and click | | —— |
Download using ASUS - -
. . Version E1607 200501 2Bupdate.
Download. A window in & . .
step 5 appears to indicate vescrbton ssusy
download progress. b e
‘Download from ﬂﬁmlml-mpuw- JEUrope = [jCmmna
& © Intermet
HTTP download (2)
. . General |
nght click the download WLBO0W_1350_EN.2ip
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3) Download Master

The Download Master helps to manage the download tasks without turning your
computer on. To use this function, you need to: 1) mount a USB storage to WL-500W
Wireless Router; and 2) install ASUS Utilities from the support CD.

1. Click Basic Config page in USB Application folder.

2. Set Enable Download Master |usg appiication - Basic Config
to Yes. If you want to share the
downloaded file with your LAN

This page allows you to enable or disable applications incividually.

Enable Download Master? ONe
users, set Enable Download | oomond share? e Ol
Share to Yes. Click Finish and Default port range for Download Share: From 10000 | To[10050 |
save and restart the wireless |peuisecdTime for BTin hown:
router. Enable Media Server? ®Yes ONo
USB Port for Media Server: ® Lower Port O Upper Part

3. Open Download Master from Start [EEEZENEE
-> All Programs -> ASUS Utility

Lo | [ Fom

link on the Web page and
click Properties. Copy the ot B
download Address (URL). v oot

Type  Compiessed (zipped) Folder

Address
(URL]
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If you select Download using
ASUS Download, you can see
the download task is added to
the Transfer list. The blue bars
indicate the progress of download
tasks.

If you copy the download address,
click Assign button in the utility.
Paste the address into Getting
File From box, select HTTP from
Options field, and click Download
button to start.

. FTP download

Click Transfer button of the
Download Master and select FTP
in the Options field. Input the FTP
site address, Port number, User
Name, Password. Click Download
to start.

. BT download

Save the BT seed on your
computer. Click Transfer button of
the Download Master and select
BT in the Options field. Click
Browse to locate the seed file.
Click Download to start.

. Click Folder button to view the
download file. Open the Complete
folder to view or copy the finished
files to your local hard disk. The
unfinished tasks are kept in
InComplete folder.

8 Dooei e BED
e Heb
P
& Downloads € Acion
e+ Netwk Pogess St Sie
(L3 E1697_pd_manusl W hip —] 0o 4SSMB/STIME 1305
] Fre 1380p Ws htp [ Downioading 27.37KB /243M8 300K
] L]
[Online.
B Dol Hastes EED
Pl Feb
Pl e B
ATl /1357 s con/ob S5 vilss WL SO 1] & Download

M i ~

Fle Help

[P e |y

[ Foider

@ Download

Jotine

e BED]
)‘ Assign wvmm
PR |

] T— |

cifine

(L] o

sl ¥ 0o

% Download Master

Fie e

o ey e
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4) Sharing USB printer

You can connect a comptible USB printer to the USB2.0 port of WL-500W to
share the printer with your LAN users. Follow the procedures below to setup your
computers to utilize the printer server function of WL-500W.

Installing USB printer

Plug your USB printer to the USB2.0 port on WL-500W rear
panel. To verify whether your printer is properly installed to the
WL-500W Wireless router, click Status & Log -> Status. If
Printer Model is correct and Printer Status is On-Line, you can
share this printer within your LAN.

Printer Model: [EPSON Stylus Photo R210

Printer Status: On-Line

User: r
Action: Remove

Setting up printer client under Windows XP

Follow the steps below to install network printer on your clients.

1. Run Add Printer Wizard from Start -> 2. Select Local printer attached to this
Printers and Faxes -> Add a printer. computer and click Next.

Add Printer Wizard Add Printer Wizard

Welcome to the Add Printer
Wizard

This wizard heps youinstal a piner o make pirter
connections.

® Local pine
[ utomaticaly detect and instal my Plug and Pley prnter
(O A network priter, o & printer attached to another computer

T ——
Q) e

3. Select Create a new port and set Type 4. Click Next to setup TCP/IP port for
of port to Standard TCP/IP Port, then accessing the network printer.
click Next.
s st it it oot Yelcome to the Add Standard

2 vizard o add » por for a network. prnter.

newpot.

O Use the following port:

To coniinue, cick Nea
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5. Input the IP address of WL-500W in 6. Select Custom and click Settings.
the Printer Name of IP Address field
and click Next.

Add Standard TCP/IP Printer Port Wizard

Add Standard TCP/IP Printer Port Wizard

Additional Port Information Required \L
<

The devioe couid nat be derfied.
=

Add Port
For which device do you want o add a pot?

Ete the Piiter Namme orIP addess, and a port name fo the desied device.
The detected device i of unknown lype. Be sure that.
1. The device is poperl corligured.

Piiner Name or P Address: 19276811 | 2 The addess on the previous page s corect.

Port Name: IF_18216811

Device Type

O Standard

© Cusom

7. Set Protocol to LPR and type 8. Press Next to finish standard TCP/IP
LPRServer in Queue Name field. Click port setting.
Next to continue.

Configure Standard TCP/IP Port Monitor

| Add Standard TCP/IP Printer Port Wizard

Port Seltngs | Additional Port Information Required

The device couid not be dentfed.
Port Name: IP_192168.1.1
Tre et devic s fuekrown e B stk
Printer Mame of P Address: e device i propey configuied
18216811 2. The adiess on the previous page s corect.

Pratacel

ff ®

e e i

ORaw @LPR =

Fiaw Settings

LPR Settings O Standard

Queue Name: LPRServe] ©Cusiom

[CILPR Byte Counting Enatled

] 5NMP Status Enabled

EE ]
]

9. Press Finish to complete the settings 10. Install printer driver from the vendor-
and return to Add Printer Wizard. model list. If your printer is not in the
list, click Have Disk to manually locate

the printer driver.

Add Standard TCP/IP Printer Port Wizard X

Add Printer Wizard

Completing the Add Standard
TCP/IP Printer Port Wizard

ouhave selected a por with the foloing charscterisics 1. Selectthe manufacturer and model of you printe. f yous rler came vt an stalsion

() disk. clek Have Disk Ifyou pite i it ted, consul your pinet docurentalionfor
‘compaible pinter softwate.

SNMP. No

Froocol  LPR, LPRServer

Devics: 19216811

Marutactrer || piners ~
PoitName:  IP5_192.166.1.1 Compaq ¥ Epson Siylus ProXLs ESC/P 2
Adapter Type: Dataproducts 5FEpson T-1000
Diors Sepontzs0
Digtal oson
Fre || EPSON Stius Photo R210 Seies g
) T B e e Wirdows Updae
To complete this wizard, cck Frish Telm why diver scringis imporart
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11. Click Next to accept the default name 12.Select Yes to print a test page. Click
for the printer. Next to print.
Addprintr Wizard
T T SR S —
e e o
ONe

13.The installation is complete. Click
Finish to quit the Add Printer Wizard.

Add Printer Wizard

1P_1921681.1
EPSON Stylus Photo R210 Seres
Yes
e Yes

To close tis wizad, clck Firish.

/ Note: If you have already installed the printer locally on your computer, right click the

~ printer icon and select Property -> Port tab to add a standard TCP/IP port. Click Add
Port then select Standard TCP/IP Port and click New Port button. Refer to step 5-8
for setting procedures.

/ Note: If you use Windows® 98 or ME which does not support Standard TCP/IP port,
~ you need to use Romote Port which is supported by WL-500W.




