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1. Package Contents

* WL-520g wireless router*1
» Power adaptor*1

+ External antenna*1

+ Driver and Utility CD*1

+ RJ45 cable*1

+ Quick Start Guide*1
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Manufacturer Contact Information

ASUSTeK COMPUTER INC. (Asia-Pacific)

Company address: 15 Li-Te Road, Beitou, Taipei 11259

General (tel): +886-2-2894-3447 Web site address:  www.asus.com.tw
General (fax): +886-2-2894-7798 General email: info@asus.com.tw

ASUS COMPUTER INTERNATIONAL (America)
Company address: 44370 Nobel Drive, Fremont, CA 94538, USA
General (fax): +1-510-608-4555 Web site address:  usa.asus.com

Technical support
General support:  +1-502-995-0883 Support (fax): +1-502-933-8713
Online support:  http://vip.asus.com/eservice/techserv.aspx

ASUS COMPUTER GmbH (Germany & Austria)

Company address: Harkort Str. 25, D-40880 Ratingen, Germany

General (tel): +49-2102-95990 Web site address:  www.asuscom.de
General (fax): +49-2102-959911 Online contact: www.asuscom.de/sales

Technical support
Components: +49-2102-95990 Online support: ~ www.asuscom.de/support
Notebook: +49-2102-959910 Support (fax): +49-2102-959911
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2. Connecting ADSL Modem and Wireless Router

1) Cable Connection

———
(R -EEETET |

2
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2) Status Indicators

PWR AR WAN LANT  LANZ LANS LANS
T T T T T T T T T ]

e
125 High Speed Wireless Router

PWR (Power)
Off No power
On System ready

Flashing-slow Firmware upgrade failed
Flashing-quick EZsetup processing

(% Note: If the setup button is pushed without running the EZsetup

~ | wizard utility, the PWR indicator will flash and Internet connections
will pause for a short period but will then return to normal opera-
tion without changes.

AIR (Wireless Network)

Off No power

On Wireless system ready

Flashing Transmitting or receiving data (wireless)

WAN (Wide Area Network)

Off No power or no physical connection

On Has physical connection to an Ethernet network
Flashing Transmitting or receiving data (through Ethernet wire)
LAN 1-4 (Local Area Network)

Off No power or no physical connection

On Has physical connection to an Ethernet network

Flashing Transmitting or receiving data (through Ethernet wire)
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F. Client Setup:
Example: Installing WL-167g USB WLAN Adaptor .

* Caution: Before plugging the WL-167g into the USB port of your
computer, please first insert the support CD to your CD drive and run the
installations program of ASUS Wireless LAN Card Utilities .

== AsUS Wireless LAN Card

Fl Inetall ASLIS WLAN Card LRRSeeDriver

1. Click the first line
"Install ASUS WLAN Card
Utilities/ Driver" to run the
Expiorsthis installation program.

Uninstal H Card LtilgieaiCriver

Readinatall Usas Cozufaentation

rowae oul Web Site

Install5hield Wizard ]

@ Wiedeome b Ehe: InstallS biehd Wieard Tes ASUS
WLAM Card Utiities Diarver

The InstalfShiskd? Wizaed wl intall ASUS WLAN Cand
Uit v oot pind conrputes. T comtrna, ik Hemd

2. Click "Next" to continue.




-,
3. Client Setup:(Cont.)
Example: Installing WL-167g USB WLAN Adaptor

Chann Dnstination Lotation \
Select Iokder where Setup will instal fles.

o natal ASUS WLAN . # "

L-520g Quick Reference Guide

e oo 3. Click "Next" to accept

s the designated location for
files to be installed.

Drestination Folder

CAProgum FamtASLISWLAN Card Lititine. _Bows |

_chot [l ]  cwed |

Sedoct Progiam Foldes
Ploutan smiow 3 cvepiwm bl

Sl el 34 pragine sont 10 Hha Phsgom F ok Betad balos ‘fous =iy hioe & e ek

ot s oo Pz s i Yo 4. Please select a Program
B Folder and click "Next"
Exsioradat = to continue.

Achimrnit e Tool

Gares
|58 MESC_561_550_Te0
oy




WL-520g Quick Reference Guide é

3. Client Setup:(Cont.)

Example: Installing WL-167g USB WLAN Adaptor .

ASUS WLAN et/ Urives Sehip i

Imstallshiekd Wizard Complste

WLAN Cord Uen/Dirve, Betone you car uze the pragrem,
oo ot st yous comenser

O a1 wmard b b g corvguids rams|
o | wall 1t my computes lalee

Piemove any disks from thew dives. and then click: Finish to
canngite cehp

S T [ RO

ﬁ 5. Installation is now in

process, please wait for
several seconds.

6. After completing the
installation, a "Restart
Computer" dialog box will
appear. Connect WL-167g
WLAN adaptor to USB
port, then select "Yes" and
press "Finish" to restart
your computer.
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3. Client Setup:(Cont.)
Example: Installing WL-167g USB WLAN Adaptor

**For Windows XP users, there are some more steps to click through.

Zero [

Ok ume Windows winsler

oy

WLAH Conel

# function

£ iy s oo WLAN yhlles and dhsable Windonss wascles huncion

=

ASOS ONE TOUCH WIZARD

‘Welcome |0 the wslers b v
The Wizerd ool el o e yins sress LAN, bkt
v s e, e

Pl skt s opsssian o sl yoss wan b s
Opauation Mods
& Cinstn o new walnsz LAN [AP)
 Dne Touch [Heconmended loi home users)
Customered [IMice and advasced users]

" Connedd o an exsling weckers LAN [Slalis]

7. After rebooting your
Windows XP, a "Wireless
Option" message box will
appear. Please click "OK".

8. Then "ASUS ONE
TOUCH WIZARD"
will appear, please click
"Cancel".

9. A warning box from
"ASUS ONE TOUCH
WIZARD" will appear.
Please click "OK" to shut
it down.

* If wireless adaptor of other manufacturers is deployed, please comply
' with the setup guide of those companies.

* When using Centrino notebook, please make sure that the internal

wireless LA

Nis enabled.
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4. WL-5209 (Router), WL-167g (Client) Wireless
Connection Setup

1) Utility Installation for WL-520g

= =1

ASUS Wireless Roufer =

1

s Router 1.Click the first line
1 User Documesniation "Install ASUS Wireless
Router Utilities" to run
the setup installation
program.

Install QuickCagi Pre 4000 Softwars {opticn)
Explore thig O

Browse sur Wed Site.

ASUS WL -520g Wireless Router Utilities E:

‘welcome to the Installs hield Wizard s ASUS
‘WL-520p Wiseless Nowter Utilites

2. Click "Next" to
continue.

T Inst ol ek \wizard vl mstall A LIS WL 5209
‘wiaeless louter Lltities on your computer. To continue.




e
WL-520g Quick Reference Guide

4. WL-5209 (Router), WL-167g (Client) Wirelesﬂ
Connection Setup (Cont.)
1) Utility Installation for WL-520g (Cont.)

ASUS WL 520g Wireless Router Uilities

Choase Destination Location - ‘
Sedoct lokder wiwtn sebug sl radol lns.

WK

3. Click "Next" to confirm
the designated location for

T nstall b s Folder, chck Kest, To imatall i 3 cilerent foider, chk Bsgwe and select
arther lolder

installation.
Desbnation Fokio
C\ASUSVWL 5200 Wirskess Rlouter Usltior
« Dack Kt » Cancel
ASUS WL 520g Wireless Router Utilities
Seloct Progiam Folder \ “_

Flease select 3 program fokder.

e e Yo may ype & new okder
name. or select one from the exiiting folders st Cick Mest ho confinue. 4. Select a program folder

and click "Next".
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4. WL-5209 (Router), WL-167g (Client) Wirelesﬂ
Connection Setup (Cont.)
1) Utility Installation for WL-520g (Cont.)

ASUIS WL-520g Wireless Router Uilities

InstsltS hiokd Wizard Complete

Tt 5. After completing

o e o e installation, "Restart

9o, o st g comp s Computer" dialog box will

(ST ——— appear. Select "Yes" and

Rens o s .t ek i press "Finish" to restart
your computer.

b Furware Restonat
) o ot St T Uninstal 45105 WL

6.0pen the "EZSetup Wizard".
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. WL-520g (Router), WL-167g (Client) Wireless
Connection Setup (Cont.)

2) EZSetup (Default)

Wireless LAN setup will complete in two easy steps.

0 Push “Setup” over 3
sec. and release. J

Hekcantle B Exfehp e Click the EZSetup button in the
S iy

Security-enabled wireless LAN
environment is built now.You can
print your key and your other network
settings for your reference.

Prinirfave Winnises LAN §

etk wisiess 1
Vi 14 o e o e
srbeke rang

B e o o crmmect =
[Rarpeereys—

[ e e 1 Wireless LAN setup is complete.
g Click Next to make Internet

connection settings.

[ X Comcet
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2) EZSetup (Default) (Cont.)

EZSetup Wiz

Choose the time zone where you
e are located in.

Pt bt i R 41 0w i e bt i

|

Select the connection type (Cable
or ADSL) you use.(Example:
Cable modem or other connection
type that gets IP automatically )

Depending on the connection type
you selected, you may require
additional information from your
ISP. Some fields are optional and
may be left blank.

(ISP requirements depend on
selection in the connection type.)
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2) EZSetup (Default) (Cont.)

7]

Depending on the service level you applied for with your ISP, your IP may be
random (automatic) or fixed (enter manually).

Example 1: Cable Modem or other
connection type that gets IP
automatically.

Example 2: ADSL or other connection
type that uses static IP address.

159 Corstoom [1CF01)

Compdate n TEFAT lomngy ot e weviae ot 13
et e s et s WA .

Intamat Coreaction St Fines

Caaguutduanal

“Pam b nrd o) v e s et B
Pasestus [EF) inammason

Y
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3) EZSetup (Customized)

Only differences between the default setup will be shown below. Select the
Customization” check box for advanced wireless LAN functions.

EZSetup Wizard

Walcome ko the LZTabp Wizard

1. Fsh e 7 bt 4 e bk of e e sutes
oy A b eyl el

Bup L Mo e wters cvver . 1 o pecin Ebemm med. Fress
T e

[]
EZSetup Wizard You can check for automatic or
uncheck for manual wireless
oy et LA N prwerk e network naming. You must enter
- kel sk s e e aname if unchecked.
oy
oy i
it o GEOK
4 ¢ Dok o s 15 [\I\ X Casend |
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3) EZSetup (Customized) (Cont.)

You can choose to use automatic
or manual security key. If all your

EZSetup Wi

Sohp wobess LAN v ey clients are using ASUS WPA
o capable wireless network adapters,
e e T T T you can select WPA for extra

e strength security. (This selection
g m— will only be available for ASUS
L W srgyten it f WRP UV e s S WPA adapters.)

Sepec || ww% ¥ Comcnl

If you chose “Manually assign”,

e enter a WEP (Wired Equivalent
e Pr.lva.cy) key following the
i guideline as shown.

Bt vy
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3) EZSetup (Customized) (Cont.)

P p— If you chose “Manually assign”
R T T T—r— and selected the WPA check box
SRR , enter a WPA (Wi-Fi Protected
i Access) key following the

guideline as shown.

_tepes [[THei@] g |

Security-enabled wireless LAN
environment is built now.You can
AT s | O o print your key and your other network

T e T

e e e settings for your reference.

Wireless LAN setup is complete.
F’ Click Next to make Internet
connection settings.

*For the following steps of Internet
et e settings, please refer to P14~P15
: Step 4~8.

[3 Note: Use EZSetup Wizard with one wireless client at a time. If the
wireless client computer cannot discover the wireless router while
in EZSetup mode, decrease the distance between the client and the
router.
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5. Configuring the ASUS Wireless Router

The ASUS Wireless Router can be configured to meet various usage
scenarios. Some of the factory default settings may suit your usage;
however, others may need changing. Prior to using the ASUS Wireless
Router, you must check the basic settings to guarantee it will work in your
environment. Configuring the ASUS Wireless Router is done through a
web browser. You need a Notebook PC or desktop PC connected to the
ASUS Wireless Router (either directly or through a hub) and running a
web browser as a configuration terminal. The connection can be wired
or wireless. For the wireless connection, you need an IEEE 802.11g/b
compatible device, e.g. ASUS WLAN Card, installed in your Notebook
PC. You should also disable WEP and set the SSID to “default” for your
wireless LAN device. If you want to configure the ASUS Wireless Router
or want to access the Internet through the ASUS Wireless Router, TCP/IP
settings must be correct. Normally, the TCP/IP setting should be on the IP
subnet of the ASUS Wireless Router.

Note: Before rebooting your computer, the ASUS Wireless Router
should be switched ON and in ready state.

1) Connecting to the ASUS Wireless Router

Wired Connection

One RJ-45 cable is supplied with the ASUS Wireless Router. Auto
crossover function is designed into the ASUS Wireless Router so you can
use either a straight-through or a crossover Ethernet cable. Plug one end
of the cable into the WAN port on the rear of the ASUS Wireless Router
and the other end into the Ethernet port of your ADSL or Cable modem.
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Wireless-Connection

Refer to your wireless adapter user’s manual on associating with the
ASUS Wireless Router. The default SSID of the ASUS Wireless Router
is “default” (lower case), encryption is disabled and open system

authentication is used.

2) Setting IP address for Wired or Wireless Connection

Get IP Automatically

The ASUS Wireless Router
incorporates a DHCP server so the
easiest method is to set your PC
to get its IP address automatically
and reboot your computer. So the
correct IP address, gateway, DNS
(Domain Name System Server) can
be obtained from the ASUS Wireless
Router.

Internet Protocal (TCRIFY) Propesties RIX

Genensl | filmerute Confguation

ot cars gl 1P seliege axtsagred adormalically d pous el supports
i Capebaty, lhermaat. you meed 1o a2k yous netwerk Scariciaio or
the sooropnste I sefings.

(= Dbt a0 (P addieds sutomatcsly
"3 Use e ollowrag 1P ackiecs

(% Dbk DN sereer addiess sutomaticaly
Uiz the Iollowing OINS server adderiex

[_Adnrced |

o Comr |

Note: Before rebooting your PC, the ASUS Wireless Router should be

switched ON and in ready state.
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2) Setting IP address for Wired or Wireless Connection

(Cont.)
Setting IP Manually

If you want to set your
IP address manually, the
following default settings of
the ASUS Wireless Router
should be known:

* IPaddress 192.168.1.1

* Subnet Mask 255.255.255.0.
If you set your computer’s
IP manually, it needs to be
on the same segment. For
example:

o IP address 192.168.1.xxx
(xxx can be any number

Internet Protocol (TCP/IP) Properties

General

PIX

Vou can get 1P settings assigned automaticaly i your netwark supports
this capabiliy. Othenwise, you need to ask wour network administrator for

the appropriate IP settings

() Obtain an IF address automatically
(&) Use the folowing P address:

IP address: [
Subnet mask: 5
Default gateway: 132

(& Use the following DNS server addresses:

188 1 8
255 .286. 0
168 . 1 1

Preferred DNS server: 192 0188 .1 1
Altemnate DNS server:
o )

between 2 and 254 that is not used by another device)

¢ Subnet Mask 255.255.255.0 (same as the ASUS Wireless Router)
o Gateway 192.168.1.1 (this is the ASUS Wireless Router)
* DNS 192.168.1.1 (ASUS Wireless Router IP address or your own).
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{3) Configuring the Wireless Router }

A A =
D x] [B @ Pse=

= WLS20g
Address | @] hetp:/f192.168.1.1
User name: € admin 0
Password: 55 Sasipmmm—
[ooeeel |

[CRemember my passward

Enter the following address in your web

browser: http://192.168.1.1 Defaults ,
User name: admin

Password: admin

ASUS WL520g

Wireless Home Gateway

« Ouick Bty alows users to complete basic satting by just answaring
saveral guasticns.

= 802,110 aod WIPA supports up to S4Mbps transmission rate, backward
© with B02.11b and SaCurity arhancement

« IP.Sharing 3 computars shaes the sams 19 1o Interat

- Intwmat LAN o Wirsless through flessble fiter

i patting

= Btatus & Log kg status of system in detads

Thit 2ife i1 bart viewed with I 5.0 or above

Click NEXT 1o stast Duick Setup ?_-_1‘-",5

After logging in, you will see the ASUS Wireless Router home page.

The homepage displays quick links to configurate the main features of the router.

®
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[6. Commonly Used Features }

The following pages are setup examples for your reference, you could
setup these features in web browser.

1) How to Setup Encryption

1-1) WL-520g Encryption Setup

ASUS WL-520g provides a short cut to set up encryption for your
wireless router via EZSetup features. Please refer to P.16-P.17 EZSetup
(customized) procedures to set up WEP or WPA encryptions.

1-2) WL-167g Encryption Setup

) Coudd ek ronrect b the specfier wireiess netwerk dhos 0 the misnstrhed anerypbion settngs. Chacge te
: enavpton s2ttngs now?

*To enable the configuration of WL-520g, please search for WL-167g
again. Please refer to WL-520g/WL-167g connection setup steps, a
default program will run automatically for config settings.
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1-2) WL-167g Encryption Setup (Cont.)

— Wwireless Metwaork Key PWER)
ey Format: !Hexadecimal digits LI %
Key Length: | B4 bits (10 digts) =]

{* tanual Assignment
Kewl:
Kew2:
Kewp3:
Keyd:

= Automatic Generation

Eassphrase

Select one as your Default Key =» |KE.'r' 1 'i

1. Click "Yes" and jump to config page, then set the config indentical with
the router. (Use WEP-64bit Key: 2627F68597 as shown)

Sawe az profile
" Apoly
Al ox
x LCancel

7 Heb

2. Click "Apply" when finish.

25
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1-2) WL-167g Encryption Setup (Cont.)

Q [0014] ASUS LISE Wiraless Metwork Adapter
Asgociation Slate {Cormecled - 001 1:08.70:25:38
SSID default
MALC addiess : | 00:11:D8:42: 3848
Cuarent Channel : 1
Cutrent Data Fale 154 Mbps

Radio State: Radia On Disable Radio

3. Click "Status" button to verify if the device is connected.

Save az profile
' tpply
Al ox
X Cancel

? Help

4. Remember to save the settings, click "Save as profile" and click "Save",
then click "OK" to finish the setup.
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2) Setting up a Server in Your LAN

Virtual Server is a kind of technology which enables a computer to receive
specialized packets from network. It is to assign a certain host to act as a link
between inner LAN and outside Web, FTP server. Virtual DMZ provides an all-
port-match function, which grants specified computers unlimited authority to get
access to network resources. The difference between Virtual Server and Virtual
DMS lies on the ports they enable respectively: Virtual Server just open serveral
ports while Virtual DMZ open all ports to the network.

yau shauld s ik [ Thon, add the [P address and
type, po s v folowing list, Based on the
o e compspondng local

netwark protor
list, the gateway wil forward 5
server

Enable Virual Server?

()
Virtual Server List pasl]  [Ge]
3

Well-Known Applicatisns:

Part Range Local IP Protocal  |Description

20:21 1wz 1880000 2 TCP v [FIP Server (20:21) I
9 | Festars | Firish o, 2aply |
@ savedRestant

Savedftastart will save all sotting you have changed to WLS20g and restart it. Please chok

HaveRestart button to continue,

SavekRastad []
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3) Setting up Switching Hub & Pure AP(No IP Share NAT)

o

DSL or Cable Modem

e

A
Bt sup Lt —

ASUS Wireless Router

9 IP Config - DHCP Server

sl the [P Same
Bomain Hams:
P Past Srartleg Aidsase

P Pasd Ending Al davsn:

Laae Tima:

@ ‘Save & Restart

SavaRnston button

1 681G weou havs Enanged 13 WLLI0Y drd restart i1, Bleass elee




WL-520g Quick Reference Guide

e

4) Setting up Net Meeting, MSN, Online Gaming, and
Remote Control Programs (Cont.)

0 @ Windows Media Player

,‘3 Windows Messanger
'@ Tour Windows kP

) Files and Settings Transfer
D Wizard

@ My Computer

-

< MY Network Places \
E" i

e, Set Program Access and

Defaults
Ji;;a Printers and Fazes

P My Metwork Places

Metwark Tasks

wf A a netwerk placn

< {.,)

" Matwark Connections

Flo Edt View Favorkes

Hetwork Tasks

@ St up a home o smal
e etwork

W Changs Windos
Frewsl settngs

W Dutsble thes natvecrd:
device

€, Funpor this connection
] Fiename ths connecton

© Ve staus o s
crrRetin

Took Advarced Melp

(More on next page)
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4) Setting up Net Meeting, MSN, Online Gaming, and
Remote Control Programs (Cont.)

4]

El Client for Microsoft Metworks
@ File and Printer Sharing for Microsoft Metworks
B 005 Packet Scheduler

©) Dbtain an P address automaticaly

6 (@ Use the following IP adshess:
P address: [1s2 168 1 100 ]
Subret mask: [255. 25 255 0 |
Default gateway: [19z.188. 1 . 1|

(& Use the fallawing DNS server addresses:
Prefened DN server: | 132

Alternate DNS server, . ]

P Addess of Exposed Stasonc

@ Save & Restart

SavaRnston butto

g veu have Eninged s WLEI0Y aed restart i1, Bleaia elet
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5) Setting up DDNS

1

0

Dynamic-DNS (DONS) alows you to expart your server to Intemet with an unique nama, sven
thaugh you have no static 1P adcess. Currently, serveral DONS chents are ambeddad in WLS20g.
You £an chck Frea Tnal belaw 1o start with 3 frea trial ac

Enable the DONS Client?
Sornen

User Name o1 Eanail Address:

Create Account
P Smpit thi forrm below 30 Craate your BCCOUN You vl receive B »-mail

ourt 1 you do not follow Bt dIectons within 48 hours, you will need to f

tsining instnuctions to scate
2o your sccount

[reliey tase medizie:

{1, AcowouLEDGRDNT WD ACCEPTINCE OF TERRS OF SERVICT
A10 pervices provided by Dynamic Matessk Sesviews, Inc. {“Dyel

provided 5 you (the "Membact) under &
Meaptable Do -

X
-

congr 1amn =

{in2ve read and agras to the Acce

(More on next page)
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5) Setting up DDNS (Cont.)

Usemame
(5] i i
e (- —
Eanall Adckenn
i

Emat Asam

oot E-ral Addren

Panrwoed
. RS
=
et
Account Created
ot mccount, WS, o
LS 20D com.
e shagrs witn &5 hours 1o COMpkos YOUr fegisTanon.
e S
s x

rrages
P 8 passet el

Foborersg B rifrachorm 0 T Barvierd ool ¢ Ml el 355 CARAT AR fem g0CE Ty 60 o O

P Metsages

Your DynDNS org user account WLE20g has been crested. You must veil the
confirmation address balow within &8 hours of the time this e-mail was sent
1o complete the account crestion process.

Our basic senice offerings are free, bul they are supported by our premium
senices. See hilp.fwww dyndns. orgfsenices! for a full listing of all of

our available serices.

To confirm your account, please go to the address bolow:

[0}
[tips thwww. dyndns orglaccounticonfirm/_UOTyC02Re3qweybX- SPIA]

Accaunt Confirmsad [10]
The Bocount "WLS 207" ow oo ow{Sarar YOuE BT

e e il
AT 5 To Bk e, Ok g o
orid ko arcc -l +{QA R e

@ Login

fou must have cookies enabled to access your account. (Why Cookies?)

(More on next page)
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5) Setting up DDNS (Cont.)

@ Logged In
You are currently logged in as WL520g (Logowt)

1)

Suppon | Cusiopars | tiows. |

DMS Services Mail Services
Catom Digg

wLsiog
® e

Hostname

P Addross 3
Enaiie Wildcard r

Ml Exthangar foptional) ® r

@ Hostname Created

The hostname you have requested has been created . The informatio
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Backup WX M
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5) Setting up DDNS (Cont.)
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6) Setting up WDS

(1]

Wireless - Bridge

Wirless biidge (also kngwn
connect ta ona cr many

AP Made: Ay e st et o
Channal: |I~g

9 AP Wade: WIS Culy
—

Consect 1n AFs In Femaots Bibégs List ﬂ Ho

Allow ancaymem?
Remote Bridge List =) o

MAC Eddes

[ - 1
Canracttn 8P i Remate Bebds Lint?

[T Rep——

Remote Bridge List
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[7. Trouble Shooting }

1. Cannot access to web browser for router configuration

A ASUSTeK Computer - Microsoft Internet Explore]

1. Open a web browser

l Help and open "Internet

: Mail and Mews 4 . W1

Qe - ) lﬂ bl B Options" dialog box.
———————————————  Manage Add-ons...

File Edit View Favorites

Synchronize. ..
Windows Update

Temporary Intermet files
:/ \j; F'ages_ you_vie_w on the Internet are stored in 2. Click on "Delete
@& ¥ for quick viewing later. Cookies" and "Delete

[Delete Cookies...] [ Delete Files... ] Files".

Histany

The Hiztary folder containg links to pages pau
quick access to recently viewed pages.
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7. Trouble shooting (Cont.)
2. Cannot Establish Connection via Wireless

Out of Range:
Put the router closer to the client.

Try to change the czhannel setting.

Authentication:
Can use a wire-connected computer to connect to router.

Check the wireless security setting,

Or can do a hard reset on the router.

Couldn't find the router:
Do the hard restore on the router and test again.

Check the setting in the wireless adapter.

Such as SSID and encryption setting.

3.Cannot get access to the Internet via wireless LAN
adapter

* Move the router closer to the client.
* Check whether the wireless adapter is connected to the correct AP.

* Check whether the wireless channel in use conforms to the channels
available in your country/ area.

* Check encryption setting.
* Check whether the ADSL cable is plugged to the correct port.
* Retry by another Ethernet cable.
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7. Trouble shooting (Cont.)

4.Internet is not accessible
Check the lights on ADSL modem and Wireless Router
Check the "WAN" led on the router is on or not. If the led isn't on,
please change the cable to try again.

4.1. When ADSL Modem "Link" light is on (not blinking),
this means Internet Access is Possible.
Restart your computer.

Reconfigurate the settings for ASUS Router and please refer to the
Quick Setup Guide of the WL-520g.

Check whether the WAN LED on the router is on or not.
Check wireless encryption settings

Check whether the computer can get the IP address or not. (via both
wired network and wireless network)

Check whether your Web browser is configurated to use the local
LAN, and is not configured to use a proxy server.

4.2, If the ADSL "LINK" light blinks continuously or stays
off, Internet access is not possible - the Router is
unable to establish a connection with the ADSL network.

Check that your cables are connected properly.

Disconnect the power cable from the modem, wait a few minutes,
then reconnect the cable.

If the ADSL light continues to blink or stays off, contact your ADSL
service provider.
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7. Trouble shooting (Cont.)

5.Network name or encryption keys are unknown

Can try to setup the wired connection for setup the wireless
encryption again.

Can do the hard reset on the router.

6.How to reset to defaults

The following are factory default values. These values will be present
when you first receive your ASUS Wireless Router, if you push the restore
button on the back of the ASUS Wireless Router over 5 seconds, or if
you click the “Restore” button on the “Factory Default” page under “
Advanced Setup”.

User Name: admin

Password: admin

Enable DHCP: Yes (if plug in Wan cable)
IP address: 192.168.1.1

Subnet Mask: 255.255.255.0

DNS Server 1: 192.168.1.1

DNS Server 2: (Blank)

SSID: default

Domain Name: (Blank)
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8. Appendix

=, FCC Warning Statement

) This device complies with Part 15 of the FCC Rules. Operation is subject
to the following two conditions:

‘@3 (1) this device may not cause harmful interference, and

(2) this device must accept any interference received, including
interference that may cause undesired operation.

This equipment has been tested and found to comply with the limits for a
class B digital device, pursuant to part 15 of the FCC Rules. These limits
are designed to provide reasonable protection against harmful interference
in a residential installation.

This equipment generates, uses and can radiate radio frequency energy
and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. However, there is
no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on,
the user is encouraged to try to correct the interference by one or more of
the following measures:

-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to
which the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

40
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8. Appendix (Cont.)

@ CAUTION:

Any changes or modifications not expressly approved by the party
responsible for compliance could void the user’s authority to operate the
equipment.

Prohibition of Co-location

This device and its antenna(s) must not be co-located or operating in
conjunction with any other antenna or transmitter

Safety Information

To maintain compliance with FCC’s RF exposure guidelines, this
equipment should be installed and operated with minimum distance 20cm
between the radiator and your body. Use on the supplied antenna.

Declaration of Conformity for R&TTE directive 1999/5/EC

Essential requirements — Article 3
Protection requirements for health and safety — Article 3.1a

Testing for electric safety according to EN 60950-1 has been conducted.
These are considered relevant and sufficient.

Protection requirements for electromagnetic compatibility — Article 3.1b

4
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8. Appendix (Cont.)

Testing for electromagnetic compatibility according to EN 301 489-1 and
EN 301 489-17 has been conducted. These are considered relevant and
sufficient.

Effective use of the radio spectrum — Article 3.2

Testing for radio test suites according to EN 300 328- 2 has been
conducted. These are considered relevant and sufficient.

CE Mark Warning

This is a Class B product, in a domestic environment, this product may
cause radio interference, in which case the user may be required to take
adequate measures.
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Technical Construction file in accordance with R&TTE Annex[[l

Under the provisions if Annex NI point 2 of the RE&TTE directive 19WSIEC of lhe Eumpean
Parliament and of the council of 9 March on Radio and Ti
Equipment (R&TTE directive) and the mutual recognition of their conformity,

We, the undersignad,

c ASUSTeK Computer Inc.

Address, City 4FL.. No.150, Li-Te Rd., Peitou, Taipei.
Country Taiwan 112

Phone number 886-2-28943447

Fax number 8#86-2-28950113

E-mail | . yuf@asus.com.tw

Have established a Technical Construction File as specified below to be inspected to any Member
States and to be kept available to the relevant national authorities of any Member State for inspection
purpose:

Item number

01
02 Declaration of conformity to specific test suites described in RATTE directive

Annex |1l

For the following product:

Product Description [ [ASUS Wireless Router
Supplementary Info

Manufacturer ASUSTeK COMPUTER INC.

ASUS

The ical C ion File as i above will be kept for a period ending at least 10 years
afler the last product has been manufactured at the disposal of the relevant national authorities of any
Member State for inspection purpose,

| Taiwan
| 2005/03115
ASUSTek Computer Inc.
4/F, 150, Li-Te Rd., Peitou, Taipei,

Taiwan 112
A _LL/

| Lawrenceu / Manager
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{8. Appendix (Cont.)

Federal Communications Commission
Declaration of Conformity (DoC)

for the following equipment;

Product name  : 125 High Speed Wireless Router
Model name : WL-520G
Trade name : ASUS

Is herewith confirmed and found to comply with the requirements of CFR 47 part15 Subpart B
. Uni 21 Pad lati

7l The results of elec ic mission evaluation are

shown in the report number : A5415050105
This device complies with Part 15 of the FCC Rules. Operation is subject to the following
two conditions:
(1) This device may not cause harmful interference, and
(2) This device must accept any interference received,
including interference that may cause undesired operation

Manufacturer USA local representative
Company name:

ASUSTeK Computer Inc. To be determined
Computer address:

4/F, 150, Li-Te Rd., Peitou, Taipei, Taiwan
ZIP | Postal code

112

Contact person:

Lawrence Yu

| Sawrenca

Title:

Manager

Internet e-mail address:

[ _yu@asus.com.tw

Tel / Fax:

886-2-28943447 | 886-2-28950113

Report No.: AS415050105, FCC Part 15.247
Training Research Co., Led., TEL: §86-2-26935155, Fax: 886-2-26934440



