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{1. Package Contents

» WL-5509gE wireless router*1
» Power adaptor*1

* External antenna*1

- Utility CD*1

* RJ45 cable*1

+ Quick Start Guide*1

Manufacturer Contact Information

ASUSTeK COMPUTER INC. (Asia-Pacific)
Company address: 15 Li-Te Road, Beitou, Taipei 11259
General (tel): +886-2-2894-3447  Web site address: www.asus.com.tw
General (fax):+886-2-2894-7798  General email:  info@asus.com.tw
ASUS COMPUTER INTERNATIONAL (America)

Company address: 44370 Nobel Drive, Fremont, CA 94538, USA
General (fax):+1-510-608-4555 Web site address: usa.asus.com

Technical support

General support: +1-502-995-0883 Support (fax):  +1-502-933-8713
Online support: http://vip.asus.com/eservice/techserv.aspx

ASUS COMPUTER GmbH (Germany & Austria)

Company address: Harkort Str. 25, D-40880 Ratingen, Germany
General (tel): +49-2102-95990 Web site address: www.asuscom.de
General (fax):+49-2102-959911 Online contact: www.asuscom.de/sales

Technical support

Components: +49-2102-95990 Online support: www.asuscom.de/support
Notebook:  +49-2102-959910  Support (fax):  +49-2102-959911
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[2. Connecting ADSL Modem and Wireless Router

—

1) Cable Connection

\ O O O 0000 )
T
PWR (Power)
Off No power
On System ready
Flashing-slow  Firmware upgrade failed
Flashing-quick  EZsetup processing
AIR (Wireless Network)
Off No power
On Wireless system ready
Flashing Transmitting or receiving data (wireless)
WAN (Wide Area Network)
Off No power or no physical connection
On Has physical connection to an Ethernet network
Flashing Transmitting or receiving data (through Ethernet cable)
LAN 1-4 (Local Area Network)
Off No power or no physical connection
On Has physical connection to an Ethernet network
Flashing Transmitting or receiving data (through Ethernet cable)
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3) Wall Mount Option

Out of the box, the ASUS Wireless Router is designed to sit on a raised flat surface
like a file cabinet or book shelf. The unit may also be converted for mounting to a
wall or ceiling.

Follow these steps to mount the ASUS
Wireless Router to a wall:

1.

Look on the underside for the four
mounting hooks.

Mark two upper holes in a flat surface
using the provided hole template.

Tighten two screws until only 1/4" is
showing.

Latch the upper hooks of the ASUS
Wireless Router onto the screws.

Note: Re-adjust the screws if you cannot latch the ASUS Wireless Router onto the
screws or if it is too loose.

4) Vertical Standing Option

The ASUS Wireless Router can also stand on its side
to save space. Two hinges can be opened on the right
side to support vertical standing. Orientate the antenna
so that it points upwards.

Support Hinge
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[3. Configuring the Wireless Router }

Note: 1) Before you start, we recommend using wired connection for initial configuration
which avoids possible setup problem due to wireless uncertainty.
2) ASUS also provides an EZSetup button for fast wireless configuration. If you
prefer EZSetup to arrange for your wireless network configuration, please refer
to chapter 6 of WL550gE user’ manual included in the support CD.

The ASUS Wireless Router can be configured to meet various usage scenarios. Some
of the factory default settings may suit your usage; however, others may need changing.
Prior to using the ASUS Wireless Router, you must check the basic settings to guarantee
it will work in your environment. Configuring the ASUS Wireless Router is done through a
web browser. You need a Notebook PC or desktop PC connected to the ASUS Wireless
Router (either directly or through a hub) and running a web browser as a configuration
terminal. The connection can be wired or wireless. For the wireless connection, you need
an IEEE 802.11g/b compatible device, e.g. ASUS WLAN Card, installed in your Notebook
PC. You should also disable WEP and set the SSID to “default” for your wireless LAN
device. If you want to configure the ASUS Wireless Router or want to access the Internet
through the ASUS Wireless Router, TCP/IP settings must be correct. Normally, the TCP/
IP setting should be on the IP subnet of the ASUS Wireless Router.

Note: Before rebooting your computer, the ASUS Wireless Router should be
switched ON and in ready state.

1) ASUS Wireless Router Wired Connection

One RJ-45 cable is supplied with the ASUS Wireless Router. Auto crossover function is
designed into the ASUS Wireless Router so you can use either straight-through or crossover
Ethernet cable. Plug one end of the cable into the WAN port on the rear of the ASUS
Wireless Router and the other end into the Ethernet port of your ADSL or Cable modem.

Wireless-Connection

Note: If configuration is done via wired connection, ignore this.

Refer to your wireless adapter user’s manual on associating with the ASUS Wireless
Router. The default SSID of the ASUS Wireless Router is “default” (lower case),
encryption is disabled and open system authentication is used.

: -
2) Setting IP address for Wired or =

Wireless Connection
Get IP Automatically

() Obtain an IP address automatioaly
© Use the following IF: address:

The ASUS Wireless Router incorporates a —
DHCP server so the easiest method is to set ]
your PC to get its IP address automatically and ==
reboot your computer. So the correct IP address, (S B e el

gateway, DNS (Domain Name System Server) OUSGM‘WMNSse've'ml:|esses
can be obtained from the ASUS Wireless Router. [—
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Note: Before rebooting your PC, the ASUS Wireless Router should be switched ON
and in ready state.

Setting IP Manually

)
If you want to set your IP address manually, Yo e P tings s sl s bt
the following default settings of the ASUS U e s
Wireless Router should be known: i s ol
IP address: __WSZ 188 . 1 B
o [P address 192.168.1.1 Lo
* Subnet Mask 255.255.255.0.
If you set your computer’s IP manually, it e e e
needs to be on the same segment. For Prefred NS sorver
eXampIe: Aemate DN server ]

e [P address 192.168.1.xxx (xxx can be any
number between 2 and 254 that is not used
by another device)

o Subnet Mask 255.255.255.0 (same as the ASUS Wireless Router)
o Gateway 192.168.1.1 (this is the ASUS Wireless Router)
* DNS 192.168.1.1 (ASUS Wireless Router IP address or your own).

3) Configuring the Wireless Router

wonnect to 192.168.1.1
i

eBack - J Ia @ ‘-_;j HL550E

User name:
Address (@] 192.168.1.1

<4 Cannot find server - Microsoft Inte

File Edit Wiew Favorites Tools  Help

£ admin v

[CIremember my password

Enter the following address in your web
browser: http://192.168.1.1

Defaults
User name: admin  Password: admin

ASUS WL550gE

Wireless Home Gateway

« Quick Setup allows users ta complete basic setting by just answering
several questions.
« 802.11g and WPA supports up to S4Mbps transmission rate, backward
with 802.11b and
« 1P Sharing all computers share the same IP to Internet.
. i protect LAN or Wireless environment through flexible filter

rule setting.
« Status & Log log status of system in details

This site is best viewed with IE 5.0 or above,

Click NEXT o start Quick Setup

After logging in, you will see the ASUS Wireless Router home page.
The homepage displays quick links to configurate the main features of the router.

©
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4) Quick Setup

To start quick setup, click Next to enter the Quick Setup
page. Follow the instructions to setup the ASUS Wireless
Router.

Select your time zone or the closest

region. Click Next to continue. Please choase the time zone where you are lacating in

Time Zone:

INext]

ASUS wireless router WL550gE supports five types of ISP services— cable, ADSL
(PPPoE, PPTP, static IP address), and Telstra BigPond. Since each service has its
own protocols and standards, therefore, during the setup process, there are different
identity settings demanded by WL-550gE. Select the correct connection type and
click Next to continue.

Cable User

If you are receiving services from cable or other ISP assigning IP addresses
automatically, please select Cable Modem or other connection that gets IP
automatically. If you are using cable services, your ISP may have provided you with
hostname, MAC address, and heartbeat server, if true, please fill these information
into the boxes on the setting page; if not, click Next to skip this step.

Select Internet Connection Type FillInformation Required by ISP
WLSSOSE supports seversl kinds of conection to Internet through its WAN port. Pless selact Vour 15P may requirs the folowing information to dentify your account. i not, Just préss Next to
Connection typo you nesd. In adtion, baford gatting on Intemat, Flesso Maks ure you nave ignare it
Connected WLSSSGES WAN port to your OSL of Cable Moden

Host Namo:
© Cable Modem or other connection type that gets IP automatically.

MAC Address:
© ADSL connection that requires username and password. It is known as PPPGE. Heart Beat Server:
© ADSL connection i d and IP addr

i N

" ADSL or other connection type that uses staic IP address.

&
Telstra BigPond Cable Modem Service. WAN IP Setting

Fil TCR/IP setting for WLSSOGE to connect to Internet through WAN port.

Get 1P automaticaly?

“ Yes “ho
P Ao I
Submet as |
Jr— |
Get DNS Server automatically? “ ves T o
oS Serer I
oS Serer, |

N B
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PPPoE User

If you are PPPoE service user, please select the second line. You would be required
to input the username and password provided by your ISP.

Select Internet Connection Type Set Your Account to ISP

WLSS0gE supports saveral kinds of connection to Intemat through its WAN part. Pleasa selact I you apply an account with dynamic IP. You must get user account and passward from your
connection type you need. In addition, before getting on Intemet, piease make sure you have ISP Please fil this data into the following fields carefully. Or, if you 3pply an ADSL account with
connected WLSSOGE's WAN port to your DSL or Cable Madem. Static 1P, just ignere user name and pasword nformation.

© Cable Modem or other connection type that gets IP automatically. UssEnawE: et
—3 Password: —

© apst and d. 1t is known as PPPOE.

 npst password Its known as PPTP. Prau| Nt
© ADSL or other connection type that uses static IP addross.

PPTP User

If you are using PPTP services, you would be asked to input the username,
password, as well as the IP address provided by your ISP.

Select Internet Connection Type Set Your Account to ISP

WLSS0gE supports several kinds of connection to nternet through its WAN port, Please select 1f you apply an account with dynamic 1P, You must gat user accaunt and passward fram your
connection type you need. In adition, befor getting on Intemet, please make sure you have 150, Please fil this data into the following fields carefully. O, if you apply an ADSL account with

connected WLSSOGE's WAN port to your DSL or Cable Modern. static 17, just ignore user name and pasword information

© Cable Modem o other connection type that gofs IP automatically. Usor Name: hork036@adsicomort

—5 Passwort:

© ADSL connection that requires username and password. Itis known as PPPGE.
© ADSL connection that requires username, password and IP address. It is known as PPTP. m‘ M
" ADSL or other connection type that uses static IP address.

| | Got 1P automatically? e
 Adiross: Res
Subet o Femas
prE— R

Get DNS Server automaically? ves © o

DAS Sorvor 1: esos 1]
DNS Server 2:

Static IP User

If you are using ADSL or other connection type that uses static IP addresses, please
select the fourth line, then input the IP address, subnet mask, and default gateway
provided by your ISP. You could choose to specify certain DNS servers, or select to
get DNS automatically.

Select Intemet Connection Type WAN IP Setting

WLSS0GE supports several kinds of connection to Intermet through its WAN port, Please select Fil TCR/IP satting for WLSS0GE to connect to Intemat thraugh WAN port
connection type you need, In addition, before getting on Internet, please make sure you have
Gonnscted WLSSOGE's WAN port to yaur DSL or Cadle Modem,

GetIP automatically? LR
 Cable Modem or other connection type that gets IP automatically. 1P Address: prostinz

- Subnet Mask: e 2230
ADSL connecti i sk PPPOE.
> Detaut Gatoway: pratina

Got DHS Server automatically? € ves ® o

 ADSL or other connection type that uses statc IP address. DNS Server 1: 166.95.1.1
- DNS Server 2:
Telstra BigPond Cable Modem Service.

" ADSL connection that requires username, password and IP address. It is known as PPTP.
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After setting the connection type, you are to set up your wireless interface. First, give
an SSID (Service Set Identifier), which is a unique identifier attached to packets sent
over WLANS. This identifier emulates a password when a wireless device attempts
communication on the WLAN. Because an SSID distinguishes WLANs from each
other, access points and wireless devices trying to connect to a WLAN must use the
same SSID.

If you want to apply security solution to your wireless network, select a proper level (Middle
or High) in the Security Level menu; then specify WEP Keys in the following boxes.

Medium : only users with the same
WEP key are to connect to this access 4
point and to transmit data using 64bits or =

128bits WEP key encryption. R
High: only users with the same WPA S
Pre-Shared Key (WPA-PSK)arefo =
connect to this access point and to

transmit data using TKIP encryption.

Note: The ASUS wireless router configuration page features a convenient approach to
setup the WEP Keys: with only a few taps on your keyboard to define the Passphrase,
the system will automatically generate four strings of WEP Keys. For ASUS wireless
adaptor users, it is no longer necessary to input long and complicated WEP Keys
when connecting the router with the wireless client; the Passphrase provides an easy
way for setting up your wireless environment!

For example, if we input select WEP-
64bits encryption mode, input 11111 as : ; ity Love snd ek s povord
Passphrase, then the following WEP Keys s T —
are generated as shown in the right picture. >t u‘jw“m =

Pasphuas: Bl
Record the Passphrase and the WEP KeYS e 10 cssnoe g Fomsr |
on your notebook, then click Save. WEP Koy 2 10 012 ho g T —

WEP Key 3 (10 or 26 hex digits): feprcaces

WEP Key 4 (10 or 26 hex digits): [esoosee

Key Index: )

Click Finish to continue. You are prompted
to save the settings. Click Save&Restart
to save the settings to the ASUS Wireless s mi tnois i gy ot o sovensesto oo o oty your
Router and enable the new settings.

Save & Restart

Next we are to setup encrypted wireless connection for wireless router and wireless
client. If you have installed ASUS wireless adaptor as well as the utility, click Start
-> Programes -> ASUS Utility-> WLAN Card -> One Touch Wizard to open the
connection setup utility on the client end.

B windows Catalog

6 Vindows Udste R ASUS YLAN Contrel C
F

@ trooun s iostnds it v

ider's »
02.11bg Clent and SoitaP >

D owomms

satings ,
B’ ' B ) 520545005 XA550¢EAS00E Wireless Router »
P somen

ireless Settings

@ rebondsiorert
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Select Connect to an existing wireless
LAN (Station) when the welcome
window appears, then click Next.

ASUS ONE TOUCH WIZARD searches
and displays all the available stations as
shown in the picture. Select WL550gE
and press Next to continue.

The setup wizard then asks for encryption
setup. Set Key Length as 64 bits
(10digits) as we have previously set

on WL-550gE, then select Automatic
Generation and input 11111 into the
Passphrase box.

ASUS ONE TOUCH WIZARD

Welcame ta the wirless selup izar.

The Wizard wil help you corfigure your ireless LAN. Intemet
and hame netwark selfings.

Flease selectthe operation mode that you want 1o use
Operation Mode
 Create a new wireless LAN (AP)
€ One Touch (Becommended for home users)
& Customized (Office and advanced users]

& Connect to an existing wireless LAN (Station)

Cick Net o contine.

G o |[[Hens ] X Corcel |

ASUS ONE TOUCH WIZARD

" Configure your wireless LAN settings.

E 3
=

~ Connect to an existing wireless LAN
The Wizard wil now seatch your witless LAN environment for avaiable

belon,

Witeless LAN that has the best signal
TL-WA200/201 (02:0E:35:00:00:8F)

Wieless LAN that you want to comnect to

WLSS0E (0011:2233:44:55)

i )

550 T oo [ S51 [ Encymion I
2 TLwia200/201 11 67 Off
Roccarver T

Number of known wireless network(s): 3

SearchAgain

Gk | Mewrm | X Corcel |

Note: The encryption mode on your
client must be the same with that on your
wireless router.

Wait for several seconds to get the client
connected to the wireless router. Then

a screen informing the result of the
connection would appear. Press Next to
continue.

Then you will see the IP configuration
screen. Setup the client IP address
according to your network condition. After
the setup is completed, Click Finish.

ASUS ONE TOUCH WIZARD

Corfigure your WE keys by Manal Assignment or Automatic:
Generalion. Refer 1o the user guide fordetais on how 1o set the.

E 3
=

Cick Nest o contine.

I~ Netiork Authenticaton (Shered mode]

Key Format Hexadecinal dits - %
Key Lenglh: 64 bis (10 digits] -

© Manual ssignment
Key: [pTCB325
Key2: [BT
Key3: [E:
Key 4 [T47300%EF

 Automalic Generaion

Passphiase : [11111]
Select one s your Defatit Key => Key1 E

i )

Gk | Mewrm | X Corcel |

ASUS ONE TOUCH WIZARD

R You wicless LAN cards comnected o an AP,
0 Curent wieless LAN selings:
- Station Mode - Infrastiucture.
BSSID: 00.11:22.33.4455
SSID: W50

Yy

F Chanrel 1
Encyplion: WEF.

Congratultionsl You have finished seting the witsless LAN!

Cick Nextto setup the TCP/P.

i )

G ek (e X Corcel
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Choose a wireless network

@ For non-ASUS wireless adaptor users,
you can set up the wireless connection
between your computer and the wireless
router with Windows” Zero-Configure
function. Right click the Network
Neighbour on the desktop of your client
and click Property, then in the Network
Connection window, double-click Wireless
Network Connection icon, a window
with all available stations appears. Select
WL550gE and click Connect.

@ he connection process would take about several hakes bebenrc Conpacton ®
seconds. w [

Please walt uhile Windows connects ta the ‘WLSS0gE netuork.

fornaton,
(T) wissogE

((T)
*%

bRoadLanner

[resTR— il
Twazno/zon

Detecting network type.

@ Then a window prompts out asking you to input Viaesevork Comncion
the network keys, input the 10-digit key you have :

previously recorded in your notebook, then click o
Connect to complete connection. et

To adjust other settings, click on items on the menu to reveal a
submenu and follow the instructions to setup the ASUS Wireless
Router. Tips are given when you move your cursor over each
item.

Note: To setup your wireless router, please refer to the user’s
manual in the support CD.




