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Manufacturer Contact Information
ASUSTeK COMPUTER INC. (Asia-Pacific)

Company address: 15 Li-Te Road, Beitou, Taipei 11259
General (tel): +886-2-2894-3447 Web site address: www.asus.com.tw
General (fax): +886-2-2894-7798 General email: info@asus.com.tw

ASUS COMPUTER INTERNATIONAL (America)

Company address: 44370 Nobel Drive, Fremont, CA 94538, USA
General (fax): +1-510-608-4555 Web site address: usa.asus.com

Technical support

General support: +1-502-995-0883 Support (fax): +1-502-933-8713
Online support: http://vip.asus.com/eservice/techserv.aspx

ASUS COMPUTER GmbH (Germany & Austria)

Company address: Harkort Str. 25, D-40880 Ratingen, Germany
General (tel):  +49-2102-95990  Web site address: www.asuscom.de
General (fax): +49-2102-959911 Online contact: www.asuscom.de/sales

Technical support

Components:  +49-2102-95990  Online support: www.asuscom.de/support
Notebook: +49-2102-959910 Support (fax): +49-2102-959911
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[Quick setup

-/

Hardware Setup

Connecting ADSL splitter to your phone outlet

Insert the Line connector of the filter into the phone outlet and connect your telephone
set to the Phone port (A).

Connect the splitter to WL-600g

/ Incorrect splitter connection can block your ADSL service.

a. Turn off your computer.

b. Connect the ADSL port of the WL-600g Wireless ADSL2/2+ Home Gateway to the
DSL port (B) of the splitter.

c. Connect the power adapter to the power port on WL-600g rear panel and to a
power outlet. Make sure the power LED indicator is ON after turning on the router. If
the ADSL link LED is solid green, it means ADSL link is established.

Connect your computer to WL-600g via Ethernet
Use the supplied Ethernet cable to connect your computer to a LAN port of WL-600g.

Wall power outlet
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Quick setup

Log onto the WL-600g configuration page

Type 192.168.1.1 into the address box of your Web browser and press Enter.

2. Alogin window appears for user name and password. The default username is
admin, password is admin (in lower case).

3. After logging in, you can see the WL-600g configuration page.

ADSL setup

1. By default, the Quick Setup page pops up. The Quick Setup Wizard automatically
detects your ADSL connection type.

Quick Setup - Auto Detection
ADSL Link Up! Start to Detect your connection type

Please wait..

Manual Setting

2. If ADSL connection is detected, the next page shows your ADSL connection type.

/ If your ADSL connection is not detected, click Manual Setting to manually
set up WL-600g. Refer to Page 6-8 for manual setting instruction.

-- If your connection type is PPPoE or PPPoA

For dynamic IP users, input your user name and password then click Next.

For static IP users, check Use Static IP Address and input your IP address,
then click Next.

Quick Setup - Detection Result
WL-B00g has detected that your connection type is "PPPOE"

If yes, please key in your usemame/passward and push "Next" button to setup other function”
If nt, please push *Manual Setting" button to Setup YWAN cannection manually

PPP Usernarme:

PPP Passwort:

Use Static IP Address
1P Address:

% If your actual connection is not PPPoE or PPPOA, click Manual Setting to
manually set up WL-600g. Refer to Page 6-8 for manual setting instruction.
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-- If your connection type is “MER”(DHCP)
Click Next if your connection type is DHCP.

/ If your actual connection is not MER(DHCP), click Manual Setting to
manually set up WL-600g. Refer to Page 6-8 for manual setting instruction.

Quick Setup - Detection Result
WL-B00g has detected that your connection type is "DHCP (Dynamic IP)"

If yes, please push *Next” bution to setup other function
If not, please push "Manual Setting® button to setup WAN connection manually.

Wireless setup

1. Choose a security level. For detailed security descriptions, refer to Page 21-22 in
your supoort CD suer manual.

Wireless -- Setup

MNetwark Name (SSID): |Default

Security Level 1-L°

Medium(WEP-B4bits)
Medium(WEP-128bits)
HightWPA-PS

2. Input a key in the Key field. The number of digit for the key depends on the security
level you choose.

Wireless -- Setup

Network Mame (SSD):  |[Default
Security Level: | Medium(WEP Eabits) K
Key: [sss |

Microsoft Infernet Explorer

IE WEP-64bits Key should be 5 ASCIT eharscters or L0 hesdecimal digite for 64-bit encryption keys

3. The summary page then shows up. If the information displayed is correct, click
Save/Reboot to finish the setup. Otherwise, click Back to modify the settings.

WAN Setup - Summary

Make sure that the setings belaw match the setings provided by your ISP

VPIIVCI: 8781
Connection Type: PPPoE

Service Name:  pppoz_6_61_1

1P Address: Automatically Assigned
ssiD: Default
Authentication:  Nane

Click "Save/Reboot" to save these settings and reboot router. Click "Back" to make any modifications.
NOTE: The configuration process takes about 1 minute to complete and your DSL Router will reboot

4. Setup complete! Wait for about 50 seconds to reboot. The Web page will refresh to
show device information after reboot.
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Manual Setup

If you encounter difficulty when configuring ADSL connection with Quick Setup, click
Manual Setting to manually set up the ADSL connection.

Guick Setup - Aute Detection

ADSL Link Downl Please check your telphone line connection

B

Manual Setting

ADSL Setup
1. Select your Country and ISP, then click Next.

Quick Setup.

This Quick Setup will guide yau through the steps necessary ta configure your DSL
Router

ATM PVC Configuration

Select the check box below to use ASUS PVC DataBase
Country: UK -
ISP NETHERLANDS
ITALY

TAVARN

TURKEY

UK

Mot List

ext

2. If your country and ISP are not on the list, select Not list and key in your VPI and
VCI then click Next. You may ask your ISP for VPI/VCI values.

Quick Setup

This Quick Setup will guide you through the steps necessary to configure your DSL
Router.

ATM PVC Configuration

Select the check box below to use ASUS PVC DataBase

Courtry: Mot List £l

ISP: Mot List ¥

The Virtual Path Identifier (vPI) and Virtual Channel Identifier (VCl) are needed for setting
up the ATM PVC. Da not change VPI and VCI numbers unless your ISP instructs you
otherwise.

VPL[0-255  [D
VCI: [32-B5535] |38

Next
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3. Select your connection type and click Next. You can get connection type from your
ISP.

Connection Type

Select the type of netork protocol and encapsulation mode over the ATM PYE that your
ISP has instructed you to use. Note that 802 1 VLAN tagging is only available for PPPOE,
MER and Bridging

O PPP over ATM (PPPoA)

® PPP aver Ethernet (PPPaE)

© MAG Encapsulation Routing (MER)
O IP over ATM (IPoA)

O Bridging

Eneapsulation Mode
LLC/SNAP-BRIDGING «

Enable 802.1
VLAN ID[0-4085]: 1

-- If your connection type is PPPoA or PPPoE

For dynamic IP users, input your PPP user name, password, and service name
then click Next.

For static IP users, check Use Static IP Address then key in your IP address,
then click Next.

PPP Username and Password
PPP usually requires that you have a user name and password to establish your

connection. In the boxes helow, enter the user name and password that your [3P
has provided to you

PPP Username: ads|12345648

PPP Password: ssssssse

PPPoE Service Name:

Authentication Method: | AUTO 4

[ Dial on demand {with idle timeout timer)

[0 PPPIP extension
O Use Static IP Address
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-- If your connection type is MER

For dynamic IP users, check Obtain an IP address automatically, Obtain
default gateway automatically, and Obtain DNS server address automatically,
then click Next.

For static IP users, check Use the following IP Address, Use the following
default gateway, and Use the following DNS server address then input the
addresses in correspondent fields.

WAN IP Settings

Enter information provided to you by your ISP to configure the WAN IP settings
Motice: DHCP can be enabled for PYC in MER mode if "Obtain an IP address
actornatically" is chosen.Changing the default gateway or the DNS effects the
whale systern. Configuring thern with static values will disable the autornatic
assignment from DHCP or other VWAN connection

If you configure static default gateway over this PVC in MER mode, you must
enter the IP acdress of the rernote gateway in the "Use P address”. The "Use
VAN interface is optional.

© Obtain an IP address automatically
O Use the following IP address:

WAN IP Address:

WAN Subnet Mask

@ Obtain default gateway autormatically
O Use the following default gateway:
Use IP Address:
Use WaN Interface:

® Qbtain DNS server addresses autormatically
O Use the following DNS server addresses:
Primary DNS
server
Secondary DNS server:

-- If your connection type is IPOA

Static IP user only. Input the WAN [P address assigned by your ISP, then click
Next.

WAN IP Settings
Enter information provided to you by your ISP to configure the WAN IP settings

Notice: DHCP is not supported in IPoA mode. Changing the default gateway or the
DNS effects the whole systern. Configuring them with static values will disable the
automatic assignment fram other WAN connection

VAN IP Address:
VAN Subnet Mask:

[0 Use the following default gateway:
Use IP Address:
Use WAN Interface:

[ Use the following DNS server addresses:
Primal3ONS
SErVer.
Secondary DNS server.
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Wireless Setup

1. Designate an SSID (network name) for WL-600g. Choose the security level then
input a key. The number of digit of your key depends on the security level you
choose. Refer to the note on the web page. When finished, click Next.

Wireless -- Setup
Metaork Name (SSID) Default
Security Level tledium(WEP-G4bits) v

Key. ssssssssss
Mote: VWEP-
B4hits Key
should be &
ASCI
characters
or 10
hexadecimal
digits for 64-
hit
encryption
keys

2. This page provides a summary of WL-600g WAN and wirelss configuration. Click
Save/Reboot to save and activate your configuration.

WAN Setup - Summary
Make sure that the setfings below match the settings provided by your ISP

VPIIVCI: 0/35
Connection Type: PPPE

Service Name:  |pppoe_0_35_1

IP Address: Autornatically Assigned

SSID: Defaut

Authentication:  None

Click "Save/Reboot’ to save these settings and reboot router. Click "Back” to make any

modiications
NOTE: The configuration process takes about 1 minute to complste and your DL Router

will reboot
Save/Reboot

3. Setup complete! WL-600g reboots in about 50 seconds. The green bar shows the
current rebooting status. After reboot, the web page will automatically refresh to
display the settings.

DSL Router Reboot
The DSL Router has been configured and is rebooting
Close the DSL Router Configuration window and wait for 50 seconds before reopening

wour web browser. If necessary, reconfigure your PC's IP address to match your new
configuration

Current Status oy
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Connecting to WL-600g from ASUS WLAN Card

Configuring ASUS WLAN Card with One Touch Wizard™

If you have installed ASUS wireless card together with its utilities and drives on your
PC, click Start -> Programes -> ASUS Utility-> WLAN Card -> One Touch Wizard to
launch the One Touch Wizard utility.

T Windows Catalog
Ib Windows Update [ ASUS LAY Contrel Center

@ Set Program ccess and Defauits

) Accessories »

1) Borland C4-+Builder 5 3 3. TroubleShooting

¥ i) Marvel(R) Libertas 802,11abg Cient and Softap  » B Vninstall ASUS WLAN Card Utilities
= . Wireless Settings

B s . :
[ ) SE0RASO0E-KASSOEASO0E-E Tirsdess Routar b
S search »

@) Help and Support

1. Select Connect to an existing wireless 2. One Touch Wizard searches and displays
LAN (Station) radio button and click the available APs in the Available
Next to continue. Networks list. Select WL-600g and press
Next to continue.

ASUS ONE TOUCH WIZARD.

&)

ASUS ONE TOUCH WiZARD X

| Configure your wircless LAN settings
@ Connect to an exsting ireless LAN

below
‘Witeless LAN that has the bost signal:
bRoadLanner (00:90:CC:4A-BF-2F)
Wieless LAN thal you want [0 connect 0
WLSDIg (0015F2.C7:4085)
Avalable Networks

f[sso_________[ci[Assi[Encpion [

bRoadLarmer 6 8 of

Numbe of know wieless netork(} 2

SeachAgsn

Clck Nes to conine.

X Corcel Gcpack | ew> X Concel

3. Set the authentication and encryption of 4. lttakes several seconds for the wireless
your WLAN card the same with those at card to associate with WL-600g. Press
WL-600g. Click Next to continue. Next to setup TCP/IP.

ASUS ONE TOUCH WIZARD X ASUS ONE TOUCH WIZARD. 3]
Sl ) >
W Earvm:‘a:r:h:w :»ave F;vuhzd sefting the wireless LANI
e . k& CickNe he TCPAP.
ST
e —
e —
DL
Passphiase: i1l
Gk | meo D X Corcel & cpack X concel
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5. Setup the IP address of the WLAN Card according to your network condition. After the
setup is complete, click Finish to exit the One Touch Wizard.

ASUS ONE TOUGH WIZARD. =]

& Qbtin P s automatcaly

" Use the following IP address: ‘
Gtewy
| Dot Gatow: [r—e—

& Obtin DNS server addbess automatially

€ Use the foloving DNS adesses:
‘
| E———
@ <Back

ﬁ The setup screens and steps are for reference only and may be different
£ from actual products.

Configuring WLAN card with Windows® WZC service

You can also use Windows® Wireless Zero Configuration service to set up the wireless
connection with WL-600g.

1. Double-click the wireless network 2. Input the key you have set on the

icon on the task bar to view available WL-600g and click Connect. The
networks. Select your wireless router connection is complete within several
and click Connect. seconds.
zmectioni) ] Wireless Netwark Connection 3]
Choose a wireless network
({r) ‘?I-imq “m :::i::t::::i:j:::wgmnne{tsmthe 'WL600g' network.
(T) u . anll

)
i [resm—— al

Type the key, and then cck Commect,
Netwrkkey:

Confirm networkkey:




% WL-600g Wireless ADSL2/2+ Home Gateway Quick Start Guide

[USB application ]

WL-600g offers two USB2.0 ports for setting up FTP server and sharing USB printer.

FTP server function

Before setup, you need to prepare a USB disk for FTP storage.

Setting up FTP server

To setup FTP server:

1. Plug your USB storage into the USB2.0 port on the WL-600g rear panel. Then click
USB Application -> FTP Server in the left side menu to open the configuration page.

USB Application - FTP Server
Force to Eject USE Disk:
Enable FTP Server? ®Yes ONo
Allow Anamymous User to Login? ®Yes OMNo Login
Allowy Super User to Login? OYes @No Login
FTP Port 1111 |
Maximum Users Allowed to Lag in 10
Laogin Timeaut in Seconds: 120
Stay Timeout in Seconds: 240
Saveffpply
Set Enable FTP Server to Yes.

Allow Anonymous User to Login: If you want to allow anonymous user to access
your FTP site, select Yes; if you want to protect your data from unauthenticated
user, select No.

4. Allow Super User to Login: Select Yes to allow super user to access the FTP
server.

5. FTP Port: Set up the port number of the FTP server. For example, if the port number
is set to 1111, you can access the FTP server by typing ftp:/192.168.1.1:1111 into the
address box of your Web browser (192.168.1.1 is the default IP address of WL-600g).

6. Maximum User Allowed to Login: set up the maximum login user according to
your working environment.

Login Timeout in Seconds: When login times out, the login trail is terminated.
8. Stay Timeout in Seconds: Timeout value for inactive connection.
9. Press Save/Apply to save and activate the settings.
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Setting up FTP account

You can set up 12 accounts for your FTP site.

1. Click USB Application -> FTP Server -> User List in the left side menu to open the
configuration page. Click Add to create new FTP account.

Add User Account List

User Name:
Password [ ]

Max. Login:
Rights: Read/Write/Erase «

2. Define the User name, Password for the new account. Setup the Max. Login to
restrict the access request. Define the access right to the account.

3. Click Apply to save the new account.
4. Click Save to save and activate the settings.

Setting up FTP security

You can deny access request from certain IP address by setting up Banned IP List.

1. Click USB Application -> FTP Server -> Banned IP List in the left side menu to
open the configuration page. Click Add to create a new rule.

Add IP List

IP Address

2. Input the IP address of the banned host and click Apply to save the banned IP. The
banned IP must be static.

3. Click Save to save and activate the settings.

Your FTP site is ready. Type ftp:/192.168.1.1(:port number) into the address box of
your Web browser and press Enter. When prompted for login, input the username and
password you have set up for FTP account and login.
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Sharing USB printer

You can plug your USB printer to the USB2.0 port of WL-600g to share it within your
LAN. After you plug a printer to the USB port, you can see the status of printer by

clicking USB Application -> Printer Status.

Printer Status

Printer Model: EFPSON Stylus Photo R210
Printer Status:  On-Line
User:

Remaove

Action:

Setting up printer client under Windows XP

Follow the steps below to install network printer on your clients.

1. Run Add Printer Wizard from Start
-> Printers and Faxes -> Add a
printer.

Add Printer Wizard

Welcome to the Add Printer
Wizard

3. Select Create a new port and set
Type of port to Standard TCP/IP
Port, then click Next.

Add Printer Wizard

Select

Com st with prnters tiough ports.

newpot.

O Use the folowing por:

@ Create  new port
Typeof pott.

2. Select Local printer attached to

this computer and click Next.

Add Printer Wizard

4. Click Next to setup TCP/IP port for
accessing the network printer.

Add Standard TCP/IP Printer Port Wizard X

Welcome to the Add Standard
TCP/IP Printer Port Wizard

a port for  network prtr
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5.

7.

Input the IP address of WL-600g in
the Printer Name of IP Address
field and click Next.

Add Standard TCPIP Priner Port Wizard =

Add Port \\L
Forwhich devios doyou want 0 5 por?
e =

Ente the Piter Name orIP address, and a port name fo the desied device.

Priter Name or P Address: ~ |192168.1.1

Pott Name: 1P_1921681.1

Set Protocol to LPR and type
LPRServer in Queue Name field.
Click Next to continue.

Configure Standard TCP/IP Port Monitor (&3]

P Settings |

Pert Hame: 1P_192.168.1.1
Printer Name or IP Address: 132168.1.1

Frotocal

O Ran @LPR

LFR Settings
Quieue Name: LPRServel

[CILPR Byte Counting Enabled

Raw Seflings

[C1SNMP Status Enabled

EE ]
0 ]

9. Press Finish to complete the
settings and return to Add Printer
Wizard.

Add Standard TCP/I Printer Port Wizard =

Completing the Add Standard
TCP/IP Printer Port Wizard

ouhave selected a potwit the folowing characteisics.
SHMP. No

Pitocol:  LPR, LPRServer

Devics: 19216811

PotName:  1Ps_1221681.1

Adapter Type:

To compete this wizard, cick Finish

6. Select Custom and click Settings...

Add Standard TCP/IP Printer Port Wizard 3]

8. Press Next to finish standard TCP/
IP port setting.

£

Add Standard TCP/IP Printer Port Wizard

10. Install printer driver from the vendor-
model list. If your printer is not in
the list, click Have Disk to manually
assign the location of driver.

Add Printer Wizard

Install Printer Software

& AR S e R R
ot et i
i ] s B
Compaq ¥ Epson Sylus ProXL+ ESC/P 2
o] S Epson 11000
S Epson 1750
EPSON Stylus Photo R210 Series

/&) This driver is not digitaly signed!
diver sicningisimpotart

Telme.




% WL-600g Wireless ADSL2/2+ Home Gateway Quick Start Guide

11. Click Next to accpt the default name
for the printer.

13.The installation is complete. Click

Finish to quit the Add Printer Wizard.

Completing the Add Printer
Wizard

Youhave succesiuly compleed the Add Pinter Wizsid.
You specifid the follwing piner sefings:

Name:  EPSON Syhus Photo R210 Seiiss

Share name:  <Not Shetec>

Pt 1P_1521681.1

Modet  EPSON Syhus Photo R210 Seiiss

To close tis wizad,clc Finish.

12. Select Yes to print a test page. Click
Next to print.

Piint Test Page

Do you vantto prnt a test page?

@es

% If you have already installed the printer locally on your computer, right click

the printer icon and select Property = Port tab to add a standard TCP/IP

port. Click Add Port then select Standard TCP/IP Port and click New Port
button. Refer to step 5-8 for setting procedures.

% If you use Windows® 98 or ME which does not support Standard TCP/IP

port, you need to use Romote Port which is supported by WL-600g.

Compatible printer list

HP Deskjet 5410 Series
HP Deskjet 3940 Series
HP photosmart 8030
HP Photosmart 8230
HP Photosmart 7830
HP Officejet 7210

HP PSC 1510

HP PSC 1610
HP Deskjet 5652
HP Deskjet 5550
EPSON C60

HP Officejet 5610
HP Officejet 4255
HP PSC 1410

)ﬁ To set up other features and functions of WL-600g, refer to the User Manual

- included in the support CD.




