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ASUS kontaktiniai duomenys

ASUSTeK COMPUTER INC.
Adresas: 15 Li-Te Road, Beitou, Taipei 11259
Internetiné svetainé: www.asus.com.tw

Techninis aptarnavimas
Telefonas: +886228943447

Faksas: +886228907698
Aptarnavimas internetu: support.asus.com

ASUS COMPUTER INTERNATIONAL (Amerika)

Adresas: 800 Corporate Way, Fremont, CA 94539, USA
Telefonas: +15029550883

Faksas: +15029338713

Internetiné svetainé: usa.asus.com

Aptarnavimas internetu:  support.asus.com

ASUS COMPUTER GmbH (Vokietija ir Austrija)

Adrsas: Harkort Str. 25, D40880 Ratingen, Germany
Telefonas: +49210295990

Faksas: +492102959911

Kontaktai internete: www.asus.de/sales

Techninis aptarnavimas

Telefonas: +49210295990

Faksas: +492102959911
Aptarnavimas internetu: support.asus.com
Internetiné svetainé: www.asus.com.de/news
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[Pakuotés turinys }

Daugiafunkcis marsrutizatorius WL-AM602
Kintamosios sroves adapteris
+ USB laidas
Telefono laidas RJ-11
Eterneto kabelis RJ-45
DaZniy skirstytuvas
+Vartotojo vadovas
Greitojo paleidimo vadovas

[Informacija apie sauga }

Marsrutizatoriy padekite ant lygaus pavirSiaus netoli laidy pakankamai
ventiliuojamoje vietoje.

+ Siekiant iSvengti perkaitimo, neuzblokuokite prietaiso ventiliaciniy angu.
Siekiant sumazinti jtampos svyravimy ir Zaibo padaromos Zalos rizika, prietaisg,
prijunkite prie jtampos Suoliy saugiklio.
Si irenginj junkite tik j elektros lizda su ant adapterio nurodyta jam tinkama srove.

Neatidarinékite jrenginio korpuso. Korpuso atidarymas panaikins visas jrangai
teikiamas garantijas.

Pries valydami jrenginj, atjunkite jo laidus. Jrenginio valymui galima naudoti
drégna audekla. Nenaudokite skysty / aerozoliniy valikliy ar magnetiniy / statiniy
valymo jrenginiu.
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[Techninés jrangos apzvalga

Priekinis skydelis

Daugiafunkcio marsrutizatoriaus WL-AM602 priekiniame skydelyje yra Sviestukai,
rodantys marsrutizatoriaus bdsena.

,—l a— PCéV)EH sn.Tus A:T L:N u:s U
J
Sviestukas  |ReZimas Apibiidinimas
MAITINIMAS |Sviegia Marsrutizatorius [JUNGTAS.
(POWER) Nesdviecia Marsrutizatorius ISJUNGTAS.
BUSENA Sviedia Uzmggzt‘as rysys. Marsrutizatorius ADSL rysiu gali
(STATUS) susisiekti su Jasy IPT.
Mirksi Marsrutizatorius bando susisiekti su Jasy IPT.

:AKCT.IY)VUMAS Mirksi Siunciami arba gaunami duomenys.

Vietinis tinklas
(LAN)

Sviedia

Seékmingai uZmegztas rysys eterneto kabeliu tarp
kompiuterio ir marsrutizatoriaus.

Mirksi Siunciami arba gaunami duomenys.
Sviedi Seékmingai uZmegztas rySys USB laidu tarp
viecia Y e
uUsB marsrutizatoriaus ir kompiuterio.
Mirksi DSiunciami arba gaunami duomenys.
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Galinis skydelis

() & L) em@ o

RESET ONJ/OFF
LINE UsB LAN CONSOLE  poweR

Zyma Apibiidinimas

LINIJA N L .

(LINE) RJ-11 laidas jungiamas prie pridedamo dazniy skirstytuvo.

uUsB USB laidas jungiamas prie kompiuterio.

Vietinis tinklas |RJ-45 kabelis jungiamas prie eterneto jrenginio, pavyzdZiui,
(LAN) kompiuterio arba komutatoriaus.

GRIZTIS Paspaudus graZina marsrutizatoriaus numatytuosius nustatymus
(RESET) '

KONSOLE PASTABA: Skirta naudotis tik technine prieZidra atliekantiems
(CONSOLE) |profesionalams diagnostiniais tikslais.

MAITINIMAS

(POWER) Jungiamas prie kintamosios srovés maitinimo adapterio.

IJUNGTA/
ISOJUNGTA Spauskite norédami jjungti ar i$jungti marsrutizatoriy.
(ON/QFF)
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Techninés jrangos sujungimas

ADSL rysys

Pakuotéje pridedamu dazniy skirstytuvu atskirkite ADSL signalg nuo telefoninio rysio
paslaugos. Pakuotéje pridedamu telefono laidu prijunkite ASUS WL-AM602 daugiafunkcj
marsrutizatoriy prie daZniy skirstytuvo DSL prievado. Kitu telefono laidu prijunkite
telefong prie ADSL dazniy skirstytuvo telefono prievado.

Eterneto rysys

Eterneto rysiui galite naudoti pridedama, eterneto arba USB kabel. Daugiafunkcis
marsrutizatorius WL-AM602 turi integruota kabelio vertimo funkcija, Eterneto rysiui galite
naudoti tiesy arba verstg kabel;.

Norédami sukurti rysj eterneto kabeliu, vieng eterneto kabelio galg, jkiskite |
marsrutizatoriaus nugaréléje esantj vietinio tinklo prievada, o kita | kompiuterio eterneto
prievada.

Norédami sukurti rysj USB kabeliu, jkiskite vieng USB kabelio galg | marsrutizatoriaus
nugaréléje esantj USB prievada, o kitg j laisvg USB prievada kompiuteryje. Atsiras
langas Aptikta nauja aparattra (Found New Hardware). Detalesnés informacijos
ieSkokite skyriuje USB tvarkyklés diegimas (USB driver installation).

Jeigu Jusy vietiniame tinkle yra daugiau nei vienas kompiuteris, galite vieng eterneto
kabelio galg prijungti prie Sakotuvo ar komutatoriaus, o kitg prie marsrutizatoriaus
nugaréleje esancio vietinio tinklo prievado.

Maitinimo prijungimas
Norédami prijungti marsSrutizatoriy prie maitinimo:

1. Kintamosios srovés maitinimo laidg prijunkite prie kintamosios srovés
adapterio.

2. Kintamosios srovés adapterio iSeinancios nuolatinés sroves kistuka prijunkite
prie marsrutizatoriaus nugaréléje esanc¢io MAITINIMO prievado.

3. Kintamosios srovés maitinimo laidg kiskite j elektros tinklo lizda.
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{Marérutizatoriaus montavimas }

Marsrutizatoriy galima montuoti ant sienos pridedamais varztais. Montuoti galima ant
betoninés, medinés ar gipso plokstes sienos. Pasirinkite tinkama, vieta, kur néra uztvary
ar galimy trukdZiu. |sitikinkite, kad kabelius galima lengvai prijungti prie marsrutizatoriaus
ju nejtempiant. Zemiau esanti iliustracija rodo, kaip marstutizatoriy montuoti horizontaliai
ant sienos.

| Horizontalus montavimas |

Montavimo varztai

Montavimo ertmés

Cementas, medis
arba gipso kartonas -

1/4 colio
(0,65 cm)
\)
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[USB tvarkyklés diegimas

Sios instrukcijos Jums padés idiegti USB tvarkykle.

1. Prijunkite vieng USB kabelio galg prie marSrutizatoriaus nugaréléje esancio
USB prievado, o kitg prie laisvo USB prievado kompiuteryje.

2. |junkite marsrutizatoriy. Sistema iesko naujo jrenginio.

Found New Hardware !

USB Metwork Interface

Please weait ...

3. Atsiras langas Aptiktos naujos aparatiros vedlys (Found New Hardware
Wizard).

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps you install a device driver for a
hardware device.

To continue, click Mext.

< Back Cancel




Daugiafunkcio marsrutizatoriaus WL-AM602 vartotojo vadovas 6y

Spustelékite Toliau (Next). Atsiras langas Nerastas skaitmeninis parasas
(Digital Signature Not Found).

Digital Signature Not Found 3 x|

The Microzoft digital signature affirms that software has
been tested with Windows and that the software has not
been altered since it was tested.

The zoftware vou are about to install does not contain a
Microzoft digital signature. Therefore, there is no
guarantes that thiz software works comectly with
Windows.

Broadeom USE Remate MDIS Device

If pau want ta search for Microsoft digitally signed
saftware, visit the Windows Update ‘Web site at
http: /A windowsupdate. microsoft. com to zee if one iz
available.

Do wou want to continue the inztallation?

es Mo Mare |rfa

Spustelékite Taip (Yes) ir teskite.

Pasirodys langas |dékite diska (Insert Disk), prasantis jdéti palaikymo
kompaktinj diskg su USB tvarkykle.

|dekite palaikymo kompaktinj diska, kuriame yra USB tvarkyklé. Spragtelékite

Gerai (OK).

msertDisk x|

=

Please insert the floppy disk labeled ‘Broadcom LISE
Metwark Driver Install Disk!' into drive & and then click

Cancel |

You can alzo click OK if vou want files to be copied
from an alternate location, such as a netwaork. server or
a compact disc.

Atsiras langas Reikalingi failai (Files Needed), prasantis patikslinti reikalingy
faily buvimo vieta. Norédami surasti failg, spustelékite leSka (Browse).

x

=

The file 'usbB023k.2ps' on Broadcom USE Metwork
Driver Install Disk is needed.

Cancel |

Tupe the path where the file iz located, and then click
akK.

Copy files from:

j Browse... |
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9.  Suraskite reikiama faila. Spusteléje Atverti (Open) teskite.

Lagkin: | {=J BCM UISE Driver =] e @ ek E-

LISBB02Z3K.5Y5

File narne: IUSBBD2EK.SYS j Open I
LI Carnel |

Files of type: Iusb8023k.s_l,ls;usbSDZ.Bk.sy_

10. USB tvarkyklés diegimas baigtas. Spusteléje Baigti (Finish) iSeisite is
Aptiktos naujos aparatiiros vedlio (Found New Hardware Wizard).

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

Broadcom USH Remote MDIS Device

Click Finish to close the wizard.

Carncel

< Back
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[Kompiuterio konfigtiravimas }

Prie$ jungdamiesi prie marsrutizatoriaus per vietinio tinklo prievada, atkreipkite démesj |
Siuos reikalingus nustatymus:

Jasy kompiuterio TCP / IP adresa; 192.168.1.__(paskutinysis skai€ius — bet koks
skaicius nuo 2 iki 254)

Marsrutizatoriaus numatytajj IP adresa;: 192.168.1.1
Potinklio Sablong; 255.255.255.0

Zemiau pateikiama kompiuterio konfigdravimo proceddra. Sekite instrukcijas, skirtas
Jusy operacinei sistemai.

Windows® 2000

1.

10.

11.

~Windows" uzduociy juostoje spustelekite mygtuka Pradéti (Start) > Nustatymy
(Settings) > Valdymo skydo (Control Panel) > Tinklo ir telefoninio rysSio
(Network and Dial-up Connections) (Sia tvarka).

Spragtelékite ant Vietinio tinklo (Local Area Connection). Atidare Vietinio rysio
busenos langg (Local Area Connection Status), spragtelékite Ypatybés (Properties).

Lange esanciame sarase isvardinti jdiegti tinklo komponentai. Jei sarase yra
Interneto protokolas (TCP/IP) (Internet Protocol (TCP/P)), reiskia, protokolas
jau jlungtas ir Jus galite pereiti prie 10-0jo Zingsnio.

Jei Interneto protokolo (TCP/IP) (Internet Protocol (TCP/IP)) néra tarp jdiegty
komponentu, spragtelékite |diegti (Install).

Lange Pasirinkite tinklo komponento tipg (Select Network Component Type)
spustelékite Protokolg (Protocol) ir tada mygtuka Pridéti (Add).

Sarase pasirinkite Interneto protokolg (TCP/IP) (Internet Protocol (TCP/IP)) ir
tada spragtelékite Gerai (OK).

Jeigu nustacius naujus parametrus pasirodys prasymas i$ naujo paleisti kompiuterj,
spauskite Gerai (OK).

IS naujo paleide kompiuterj, vél paspauskite Tinklo ir Telefoninio rysSio (Network
and Dial-up Connections) piktograma, desSiniu klavisu spustelekite Vietinio tinklo
(Local Area Connection) piktograma ir pasirinkite Ypatybes (Properties).

Vietinio tinklo ypatybiy (Local Area Connection Properties) dialogo lange
pasirinkite Interneto protokolg (TCPAP) (Internet Protocol (TCP/IP)), tada
spragtelekite Ypatybes (Properties).

Interneto protokolo (TCP/ IP) ypatybiy (Internet Protocol (TCP/IP) Properties)
dialogo lange spragtelékite Zymimajg akute Naudoti §j IP adresg (Use the following
IP address) ir jveskite 192.168.1.x (kur x yra bet koks skaicius tarp 2 ir 254) ir
255.255.255.0 IP adreso ir Potinklo Sablono (IP address and Subnet Mask)
laukelyje.

Norédami iSsaugoti pakeitimus, dukart spragtelékite Gerai (OK) ir uZdarykite
Valdymo skyda (Control Panel).
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Windows® XP

,Windows" uzduociy juostoje spustelekite mygtuka Pradéti (Start) > Nustatymy
(Settings) > Tinklo rysius (Network Connections).

Atidare Tinklo rysiy window (Network Connections window) lange desiniu
klavisu spragtelékite Vietinio tinklo rysio (Local Area Connection) piktograma, ir
spustelékite Ypatybes (Properties).

Vietinio tinklo rySio (Local Area Connection) lange esanciame sarase iSvardinti
idiegti tinklo komponentai. |sitikinkite, kad paZzymétas Interneto protokolo (TCP/IP)
(Internet Protocol (TCP/IP)) langelis, tada spragtelékite Ypatybes (Properties).

Interneto protokolo (TCP/IP) ypatybiy (Internet Protocol (TCP/IP) Properties)
dialogo lange spustelékite Zymimaja akute, paZyméta Naudoti §j IP adresg (Use
the following IP address) ir jveskite 192.168.1.x (kur x yra bet koks skaiCius tarp 2
ir 254) ir 255.255.255.0 IP adreso ir Potinklo Sablono laukelyje (IP address field
and Subnet Mask) laukelyje.

Noredami iSsaugoti pakeitimus, dukart spragtelékite Gerai (OK) ir uZdarykite
Valdymo skyda (Control Panel).

[Prisijungimas prie marsrutizatoriaus

Norédami prisijungti prie marsrutizatoriaus:

1.

Narsyklés adreso laukelyje jveskite http://192.168.1.1 (marsSrutizatoriaus numatytaji
IP adresa) ir paspauskite Ivesti (Enter).

Atsiras prisijungimo langas. Numatytasis vartotojo vardas yra admin, slaptaZodis —
admin (maZosiomis raidémis).

Enter Network Password | 2x

Fleaze type vour uzer name and password.

Site: 19216811
Fealm ADSL Router
Uszer Mame ||

Passward I

™ Save this password in pour password list

()3 I Cancel
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Urenginio informacija }

Sistemos informacijg galima rasti spusteléjus Jrenginio informacijos (Device Info)
meniu.

Santrauka

Spragteléjus Santrauka (Summary) pasirodys marsrutizatoriaus versijos informacija ir
DSL rysio basena realiuoju laiku.

Giwelcome Device Info
&1 Device Info
[ Quick Setup

et Model Name: AMBD2
Diagnostics Board ID: R
&-(1 Management
Software Version: 3-06-06-3400.A2pB022g2.d10d

Bootloader (CFE) Version: | 1.0.37-6.5
This infor mation reflects the current status of your DSL connection

Line Rate - Upstream (Kbps):

Line Rate - Downstream (Kbps):

LAN 1P Address: 192,168,1,1
Default Gateway:

Primary DNS Server: 192,168,1,1
Secondary DNS Server: 192.168.1.1

Platusis tinklas

Spustelgjus Platusis tinklas (WAN) pasirodys informacija apie placiojo tinklo rysj.

k= welcome WAN Info
‘23 Device Info
[ Summary
[Twan

‘VPI/VE[ ‘ Con. ID ‘ Category ‘Servite Name |Interface Name ‘Pmlncnl ‘IEMP ‘uns ‘Slate ‘ Status ‘IP Address ‘

{3 Statistics

BT

[ Quick Setup

2 Advanced Setup
/AN

I Firewall
[ Quality of Service
(1 Routing
DNS
[ ApsL
[ Port Mapping
[1 piagnostics
CIManagement
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Statistika

Vietinio tinklo statistika

Spragteléjus Vietinis tinklas (LAN) pasirodys vietinio tinklo statistika apie gautus ir

persiystus duomenis.

& Welcome

3 Device Info
[ Summary
B wan

-3 Statistics

[ Quick Setup

1 Advanced Setup
[ Diagnostics

3 Management

Statistics - LAN

|interface Received Transmitted
Bytes |Pkts [Errs Drops Bytes |Pkts |Errs|Drops
Ethernet 1441565100280 |0 [2pdoeez(gse7[0 o

|use 0 0 o 0 0 0 0o [0

Reset Statistics

Placiojo tinklo statistika

Spusteléjus Platusis tinklas (WAN) pasirodys placiojo tinklo statistika.

Bweicome
& Device Info
Summary
3 wan
B4 Statistics
ElLaN
1 wAN
B ATM
B ApsL
[ Route
[EF.CT
3 bHCP
[ Quick Setup
£+ Advanced Setup
WAN

WAN Statistics

[Service WPI/VCIPr face| Received Transmitted
Bytes|Pkts [Errs DropsBytes|Pkts [Errs Props

Pppoe_| ppp_0_

0_35_1 0/35 |PPPOE 351 o ‘ o | o ‘ o o ‘ o ‘ o | o

Reset Statistics

ATM statistika

Spusteléjus ATM pasirodys ATM statistika.

G onee

[ Quick Setup

43 Advanced Setup
WAN

wall
03 Quality of Service
{3 Routing

[In Octetsput Octetsfin Ucast Pkts[ut Ucast Pktsfin ErrorsPut Errorsiin Discards|Dut Discards|
0 0

e e

AALS VEG Statistics
[WPI/VCIERC ErrorsSAR Timeouts|Dversized SDUsfShort Packet Errorsfength Errors|
|75 i s o | o -

Reset Statistics

& welcome Statistics -~ ATM
‘33 Device Info
Summary ATM Interface Statistics
WANG In [ out | In In [ InHec |Ininvalidvpi | InPortNot | InPTI |Inldie | InCircuit | InOAMRM | In Grj
3 Statistics it
v Octets | Octets |Errors |Unknown | Errors | VeiErrors | Enable Errors | Errors | Cells | Type Errors | CRCErrors | Error
%WAN [o [ ) 0 [ 0 ] e e e 0
ATH
8 RD ADSL AALS Interface Statistics
oute
ARP.
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ADSL statistika

Spragteléjus ADSL pasirodys ADSL statistika, naudinga trikiu Salinimui ir rySio
problemy diagnostikai.

& weicome Statistics -- ADSL
= |JDevice Info
Summary ode: /A
[ wan =
£ Statistics [ype: L]
[ LAN Line Coding: A
Status: Lirk Down
3 wan k
Link Power State: Lo
Flans 0
[ Route
[ aRP Downstr eam|
B DHCP ISNR Margin (dB): I \/A
S e o s e g
T WAN P Dutput Power (dBm): A A
LAN lAttainable Rate (Kbps): A A
inabl (Kbps) I I
CINAT Rate (Kbps):
% Z"E‘I'_"ﬂ" e number of bytes in DMT frame): 7 7
R:sﬁ'g’g" ervice R (number of check bytes in RS code ward): /A A
CIDNS 5 (RS code word size in DMT frame): A A
(1 ADSL . D (interleaver depth): I /A
5 El Por{Manping Delay (msec): /A /A
iagnostics
L]

ADSL BER testas

ADSL BER testas (klaidingy bity daznio testas) — testas, parodantis klaidingy bity ir visy
persiysty bity santykj.

ADSL statistikos puslapio apacioje spustelékite ADSL BER testas (ADSL BER Test),
atsiras iSkylantysis langas, leidZiantis nustatyti bandymo laika ir pradéti testa.

ADSL BER Test - Start

The 4DSL Bit Error Rate (BER) test determines
the quality of the ADSL connection, The test is
dore by ransferring dle cells contaiing a known
pattern and comparing the received data with
this known pattern to check for any errors

Select the test duration below and click "Start”,

Tested Time (sa0); [20 =
Start | Close:




& Daugiaf io marsruti iaus WL-AM602 vartotojo vadovas

Zemiau pavaizduotas langas su ADSL BER testo rezultatais.

ADSL BER Test - Result

The ADSL BER test completed successfully.

Test Time (sec): 20

Total Transferred Bits: |0

Total Error Bits: 268478476

Error Ratio: 3.748-01

Close

Marsrutas

Spusteléjus Marsrutas (Route) pasirodys informacija apie marsrutizavimo bdsena,

Ewelcome Device Info -- Route
-4 Device Info
Summary Flags: U - up, | - reject, G - gateway, H - host, R - reinstate
WAN 0 - dynamic edirsct), M - madified (ediect).
Statistics
LAN .
E WAN Destination | Gateway |Subnet Mask |Flags | Metric |Service | Interface
1AM
ézD ADSL 192.168.10 (0000 |255255.2550 (U [0 brll
Route .
ARP
[3 pep

[ Quick Setup
- Advanced Setup
WAN

OLan

CINAT

1 Firewall

[ Quality of Service
1 Routing

[ ADSL

[ Port Mapping
[ Diagnostics
~[1Management
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ARP

Spusteléjus ARP pasirodys informacija apie ARP basena,. Adreso nustatymo protokolas
(ARP) IP adresg paverdia fiziniu adresu, taip pat vadinamu techninés jrangos adresu
(MAC adresu), ir padeda atpaZzinti kompiuterius vietiniame tinkle.

Eweicome Device Info - ARP
‘23 Device Info
% ;;'A","maw 1P Address |Flags | HW Address Device
= SD‘Z‘ET""S 192.168.1.2 | Complete | 00:15:72:08:10:92 |br0
[ waN
[ atm
[ ApsL
[5 Route
_JARP
[ bHCP
[ Quick Setup
‘S Advanced Setup
[ wan
Hian
CINAT
C1 Firewall
[ quality of Service
1 Routing
C1DNS
[3 apsL
[ Port mapping
[ Diagnostics
1 Management

DHCP

Spusteléjus DHCP pasirodys DHCP nuomos puslapis. Jis rodo automatiskai i§ DHCP
serverio P adresus gavusiy kompiuteriy sarasa ir laika, iki kurio galioja IP adresai.

Bweicome Device Info - DHCP Leases

B3 Device Info
Summary
WAN

‘Huslname ‘MAC Address ‘n: Address‘Expires In

A= SDMSF ‘A\anl,Lin-Na ‘DDJA‘QQ‘BD‘DD‘AB ‘192‘168‘1‘2 ‘23 hours, 42 minutes, 10 seconds ‘
B wan
B ATM
B ApsL
[ Route
3 arp
' bHCP
[] Quick Setup
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[Greitasis nustatymas

Siame skyriuje aigkinama, kaip greitai sukonfigaruoti marsrutizatoriy prisijungimui

prie interneto. Spustelekite Greitasis nustatymas (Quick Setup) ir sekdami Zemiau

pateiktas instrukcijas nustatykite marSrutizatoriu.

1. Pazyméje langel] DSL automatinis prisijungimas (DSL Auto-connect) jjungsite
DSL automatinio prisijungimo procesa. Automatinio prisijungimo procesas
automatiskai ras pirmg, tinkama naudoti PVC, PPPoE, PPPoA ar tinklu tilto
protokola (su pasiekiamu DHCP serveriu). Spusteléje Toliau (Next) teskite.

& welcome Quick Setup
543 Device Info
g2 Suniry This Quick Setup will guide yau threugh the steps necessary t configure your DSL Reouter,
(] Statistics ATM PVC Configuration
Route
[ ARP
& bHep Select the check box below to enable DSL Auto-comnect process.
[ Quick Setup ¥ DEL Auto-connect
B2 Advanced Setup
Diagnostics

1 Management

Jei nepazyméjote langelio DSL automatinis prisijungimas (DSL Auto-connect),
tada jveskite Jasy IPT suteiktus VPI/VCI, kad nustatytuméte ATM PVC. Spusteléje
Toliau (Next) teskite.

G welcome Quick Setup
/23 Device Info
Summary
AN

- This Quick Setup will guide you through the steps necessary to configure your DSL Router,
(3 Statistics

ATM PYG Configuration

O pHee Select the check box below to enable DSL Auto-connect process
[3 Quick Setup T DSL Auto-connect
(1 Advanced Setup
[ Diagnostics
(51 Management The Virtual Path Identifier (VPI) and Virtual Channel dentifler (VCI) are needed for setting p the ATM PYC. D not changi VPT and VCI nurmbers unle

your ISP st you otherwise.

Ve [o-255] o

ver: [32-65535] [
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2. Pasirinkite tinklo protokolo tipg, ir IPT rekomenduotg ATM PVC paketavimo rezima,
Cia pateikiamas PPPoE rysio tipo pavyzdys. Spustelékite Toliau (Next) ir teskite.

Ewelcome

‘3 Device Info

-] Summary
- waN

-] Statistics

- Route

[ ARP

--[3 DHCP

[1 Quick Setup

3 Advanced Setup
"~ WAN

-1 Firewall
[ Quality of Service
+1 Routing

-3 ADSL

--[3] Port Mapping
[1 Diagnostics
JManagement

Connection Type

Select the type of netwark pratocol for IP over Ethernet as AN interface
© FRF over ATM (PRROA)

& PPP over Ethernet (FPPOE)

€ MAC Encapsulation Routing (MER)

€ 1P over ATM (IPoA)

€ Bridging

Encapsulation Mode

LLCHNAP-BRIDGING =

Enable 802.1q T

Back | Hext

3. |veskite IPT suteiktg PPP vartotojo vardg i slaptazod;j. Nuspreskite, ar naudosités
skambinimo pareikalavus, PPP IP iSplétimo ir ,gyvybés palaikymo® funkcijomis ir
tada spragtelékite Toliau (Next).

(& welcome

S Device Info
[ Summary
-~ WaN

- Statistics

O wan
O Am
(3 ApsL
-[J Route
[ ARP
--[3 DheP
[1 Quick Setup
3 Advanced Setup

~[EILAN

-1 NAT

-1 Firewall

[ Quality of Service
-1 Routing

-C1DNS

[ ADSL

--[3 Port Mapping

[1 Diagnostics
(JManagement

PPP Username and Password

PPP sually requires that you have a user name and password to establish your connection. In the boxes below, enter
the user name and password that your [SP has provided to you.

PPP Username:

PPP Password

Authentication Method: | AUTO v

[ Dial on demand (with idle timeout timer)

[ FPPP IP extension
[ Keep Alive

[0 use Static P Address
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4. PaZymékite langelj Jjungti NAT (Enable NAT). Kituose langeliuose ir laukeliuose
palikite numatytuosius nustatymus. Spustelékite Toliau (Next) ir teskite.

@ welcome Network Address Translation Settings
/23 Device Info
Summary

S Network Address Translation (NAT) allows you to share one Wide Area Network (WAN) IP address for multiple computers on your Local Area Network

(3] Statistics L)
Route
ARP Enable NAT [0
G onee
[ Quick Setup Enable Firewall P
(5] Advanced Setup
[ Diagnostics

= Maragemant Enable IGMP Multicast, and WAN Service

Enable IGVP Multicast [T

Enable WAN Service

Service Narme! [prpoe_0 352

5. Sukonfigdruokite DSL marsrutizatoriaus IP adresg ir potinklio $ablona,. Jeigu norite,
kad DHCP serveris automatiskai priskirty IP adresus, pasirinkite [jungti DHCP
serverj (Enable DHCP Server) ir jveskite IP adresu, kuriuos DHCP serveris galés
priskirti Jasy kompiuteriams, diapazona, Jei IP adresus norite priskirti rankiniu badu,
pasirinkite ISjungti DHCP serverj (Disable DHCP Server). Spustelékite Toliau
(Next) ir teskite.

& welcome Device Setup
‘S Device Info
[ summary Configure the DSL Router 1P Address and Subnet Mask for LAN interface,
[ wan
=3 Statistics

[ LAN 1P Address: 192,168.1.1
E x‘m‘ Subnet Mask 255.255.255.0

3 apsL
[ Route O Disable DHCP Server
01 arp @ Enable DHCP Server

[ pHCP

D Quick Setup Start IP Address: 192.168.1.2
JRGELERISA End IP Address:  [192.168.1.254
[ piagnostics

1 Management Leased Time (hour):| 24

[configure the second IP Address and Subnet Mask for LAN interface
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6. Patikrinkite ar nustatymai teisingi. Spusteléje Irasyti/Paleisti i$ naujo (Save/Reboot)
jraSysite nustatymus ir iS naujo paleisite marsrutizatoriu.

1 Management

(5 vweicome WAN Setup - Summary
‘=4 Device Info
E Summary Make sure that the settings below match the settings provided by your ISP,
VEAN
(1 Statistics
[ Route WPI / VCI: 0/3s
E :EEP Connection Type: |FFPE
[ Quick Setup Service Name: pppoe_0_35_2
S Advanced Setup -
AN Service Category: |UER
1P Address: Autnmatically Assigre:
E 'L'ﬂ dd lly Assigned
(1 Firewall Service State:  |Enabled
[ Quality of Service 5
&= Routing NAT: Enabled
Firewall: Enabled
[3 aDsSL =
[ Port Mapping IGMP Multicast:  |Disabled
[ Diagnostics

Quality Of Service: |Disabled

Click "Save/Reboot" o save these settings and reboot router, Click "Back” to make any modifications.
HOTE: The configuration process takes sbout 1 minute to complete and your DSL Router will reboot

Back | Save/Reboot

[Sudétingesni nustatymai }

Sis skyrius padés nustatyti kai kurias daZniau naudojamas marsrutizatoriaus funkcijas,
pavyzdZiui, ugniasiene, prievady susiejima, QoS ir DNS.

Platusis tinklas

Norédami sukonfigaruoti naujg placiojo tinklo sasaja;
1. Spusteléje Pridéti (Add) j placiojo tinklo sgsaja jtraukite nauja rysj.

a WAN Setup
423 Device Info
3\7/{?{““ Chaose Add, Edit, or Remove to configure WAN interfaces,

Choose Fish t 3pply the changes and reboot the systm,
(3] Statistics e 2 "
Route

ARP [vpr/ver [con. 10 [category | service | nterface [protocol [ 16w | Qos [vianid | state [Remove | Edit ‘A:linn‘
G once
[ Quick Setup ‘ 0/35 ‘ 1 ‘ UBR pppue,n,aag‘ppp,n,aag‘ PPPOE  |Disabled |Disabled | N/& [Enabled | [T ‘Emt ‘ Up ‘

‘3 Advanced Setup
WAN

o 5 S

3 Firewall
03 Quality of Service
(S Routing

3 Port Mapping
[ Diagnostics
(1 Management
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2. Konfigaruokite ATM PVC identifikatoriy (VP! ir VCI) ir pasirinkite paslaugos kategorija.

e

Weicome ATM PVC Configuration
evice Info This screen allows you to configure an ATM PVC dentifier (VP and VCI) and select a service category. Choose an existing Interface by selecting the
‘33 Device Inf i I i denti d d sel h face by selecting th
Summary checkbox to enable it.
WAN
(] Statistics
[ Route v fozss] ]
O are
(3 DHCP. ver: [2-655351 55
[ Quick Setup
‘3 Advanced Setu
Twan " Servics Category[BR Wibout PCR [
Ouan

O Firewall
03 Quality of Service
(S Routing

3 Port Mapping

[ Diagnostics Enabling packet level QoS far a PYC improves performance for selected classes of applications. QoS cannot be set for CBR and Realtime VBR. QoS
(51 Management

Enable Quality Of Service

consurmes system resources; therefore the number of PYCs willbe reduced, Use Advanced Setup; Quality of Service th assign priorities for the
applications

Enable Quality Of Service [

Pries konfigdruodami VPI / VCl ir paslaugos kategorija, pasitarkite su savo IPT.

+ VPI: Virtualiojo kelio identifikatorius. Diapazonas — nuo 0 iki 255.

+ VCI: Virtualiojo kanalo identifikatorius. Diapazonas — nuo 32 iki 65535.

+ Paslaugos kategorija (Service Category): ISvardintos penkios duomeny srauto klasés:

UBR be PCR (UBR Without PCR) (neapibréZta sparta be maksimalios
fragmenty spartos) — UBR paslauga tinka programoms, toleruojan¢ioms
kintama delsg, ir nedidelj fragmenty praradima, UBR paslaugai tinkamos
programos yra teksto / duomeny / paveiksléliy perdavimas, praneSimy mainai,
paieska ir nuotoliniy terminaly programos, pavyzdziui, telekomunikacijos.

UBR su PCR (UBR With PCR) (neapibrézta sparta su maksimalia fragmenty
sparta): DaZniy juostos pralaidumas nusakomas maksimalia duomeny
fragmenty sparta (PCR). UBR ir PCR yra rysiai, perduodantys kintamos
spartos duomeny srauta, kuriame negalima pasikliauti laiko sinchronizacija
tarp srauto Saltinio ir paskirties bei maZesne nei maksimali fragmenty sparta.

CBR (pastovi sparta) — naudojama programu, reikalaujanciy fiksuotos spartos,
kuri prisijungimo metu yra nuolat. Ji paprastai naudojama nesuglaudintai
vaizdinei ir garsinei informacijai, pavyzdZiui, vaizdo konferencijoms,
interaktyviam garsui (telefonijai), garso / vaizdo transliavimui (pvz., televizijai,
nuotoliniam mokymuisi, privaciam transliavimui), garso ir vaizdo paieskai (pvz.,
vaizdo transliacijy pagal pareikalavima, ir fonotekose).

Ne realiojo laiko VBR (Non Realtime VBR) (netiesioginio laiko kintama sparta)
— gali bati naudojama duomeny perdavimams, kuriems atsakymo laikas yra
lemiamas, pavyzdziui, skrydZiy rezervavimui, banky sandoriams, procesy
stebeéjimui.

Realiojo laiko VBR (Realtime VBR) (realiojo laiko kintama sparta) —
naudojama laikui jautriose programose, pavyzdziui, vaizdui realiuoju laiku.
Realiojo laiko VBR paslauga suteikia tinklui daugiau lankstumo negu CBR.
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3. Pasirinkite savo rysio tipg, ir paketavimo reZima, Spustelékite Toliau (Next).

Eweicome Connection Type
‘23 Device Info
% S;Af;"mafv Select the type of network protocol for IP over Ethernet as WAN interface
(1 Statistics
3 Route © PP over ATM (PPPOA)
B arp
3 pHep € PPP over Ethernat (PPPOE)

[ Quick Setup

e M‘",?,,r_‘\f,” senn © MAC Encapsulation Routing {MER)
OLan

CINAT © 1P over ATM (IPod)

1 Firewall

[ quality of Service
1 Routing

C1DNS

3 apsL

[ Port mapping Encapsulation Mode

[ Diagnostics TLCANAP-BRIDGING |

31 Management

@ Bridging

Enable 802.1q [0

Back | Next

4. Jei norite, isjunkite tinkly tilto paslauga.

5 Welcome
-3 Device Info
% S;Ar’-‘mzw Unselect the check box below to disable this WAN service

- Statistics
-[7] Route Enable Bridae Sarvice:
-[] ARP
-[7] DHCP Service Name: br_1_:
- [ Quick Setup
-3 Advanced Setup
-] WAN
- LAN
CINAT
3 Firewall

J1P Filtering

[ MAC Filtering

-] Parental Control
<[ Quality of Service
43 Routing

[ Default Gateway

- [] Static Route

P

-C1DNS

-[] ADSL

-3 Port Mapping
- [ Diagnostics

- Management
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5. Patikrinkite ar nustatymai teisingi. Spragteléje Jrasyti (Save) iSsaugosite naujuosius

nustatymus.
6. Spustelékite Baigti (Finish).

Atsiras langas DSL marsrutizatoriaus paleidimas i$ naujo (DSL Router Reboot).
Marsrutizatorius persikraus ir aktyvuosis nauji nustatymai.

-

53 Device Info
Summary
WAN

(1 Statistics

G once
[3 Quick Setup

DSL Router Reboot
The DSL Router has been configured and is rebooting

Close the DSL Router Configuration window and wait for 60 seconds before reapening your web browser. If necessary, reconfiqure your FC's IP acdre]
to rmatch your new configuration.

(T

/3 Advanced Setup
WAN

Quality of Service
Routing

3 Port Mapping
[ Diagnostics
(1 Management

Vietinis tinklas

Sukonfigaruokite DSL marSrutizatoriaus IP adresg ir potinklio $ablona,. Jeigu norite,
kad DHCP serveris automatiskai priskirty IP adresus, pasirinkite Jjungti DHCP
serverj (Enable DHCP Server) ir jveskite IP adresu, kuriuos DHCP serveris galés
priskirti Jasy kompiuteriams, diapazona, Jei IP adresus norite priskirti rankiniu badu,

pasirinkite ISjungti DHCP serverj (Disable DHCP Server). Spustelékite Toliau (Next)
ir teskite. Mygtukas Jrasyti (Save) tik jraso vietinio tinklo konfiglracijos duomenis, bet ju
nepritaiko. Spragteléje |rasyti/Paleisti i$ naujo (Save/Reboot) jrasysite ir aktyvuosite

naujus nustatymus.

Swelcome
(1 Device Info
03 Quick Setup
£33 Advanced Setup
WAN

3 Firewall
03 Quality of Service
(S Routing
CIDNS
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

Local Area Network (LAN) Setup

Configure the DSL Router IP Address and Subriet Mask for LaN interface.  Save button only saves the LAN configuration data, Save/Reboot button saves
the La configuration data and reboots the router to make the new configuration effective

1P Address: [1o2.168.1.1
Subret Mask: [pss.255.255.0

P Enable UprP

I Enzble 1GVP Sraoping
@ Standard Mode
€ Blocking Mode

© Disable DHCP Server

& Enabile DHCP Server
StartIP Address:  [192.168.1.2
End IP Address:  [192.168.1.254

Leased Time (nour):fp4
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NAT

liunge NAT (tinklo adreso transliavima), galite konfigruoti virtualyjj serverj, prievady
atvérimg ir DMZ mazga.

Virtualusis serveris

Virtualusis serveris leidZia nukreipti jeinantj placiojo tinklo duomeny srautg, j tam tikrg IP
adresg, vietinio tinklo pusgje.

Norédami sukurti virtualyjj serverj:
1. Norédami pridéti virtualujj serverj prie savo vietinio tinklo, spustelékite Pridéti (Add).

Weicome NAT - Virtual Servers Setu
P
L1 Device Info
[ Quick Setup Virtual Server allows you to direct incoming traffic from the WAN side (identified by protocol and external port) o the internal server with a private 1P
243 Advanced Setup address on the LAN side. The internal port is required anly if the external port needs to be converted to a different part number used by the server on
5 m" LAN side. & maximum of 32 ertries can be configured.
&4 NAT
[ virtual Servers Add
[ Port Triggering
DMZ Host Server Name | External Port Start | External Port End ‘Prnln:nl ‘lnlernal Port Start | Internal Port End |Server IP Address | Remove)
L1 Firewall

Quality of Service
S Routing
CIDNS
3 ApsL
3 Port Mapping
[ Diagnostics
=

i

2. Ispleiamajame sgrade pasirinkite paslaugos pavadinima, ir jveskite serverio IP
adresa, Spustelékite |rasyti/Taikyti (Save/Apply).

& weicome NAT - Virtual Servers
(3 Device Info
03 Quick Setup
£33 Advanced Setup
[ wan

and enter the server [P address and click "Save/Apply” to forward P packets for this service to the specified server. NOTE: I
ot be changed. It is the same as "External Port End" normally and will be the same as the "Internal Port Star|

i either one is modified.
A Remaining number of entries that can be configured:32
[] Virtual Servers
[3 Port Triggering Server Narme
[3 oMz Host @ Select a Servics: [SelctOne Bl

Firewall

Quality of Service ® eemicsey |
Routing
Server 1P address: [192.168.1

DNS
3 ApSL
[ Diagnostics
(1 Management Save/Apply

3 Port Mapping

External Port StartExternal Port End]_Protocol _finternal Port Startfinternal Port End
|
|
|
|
s

3. Norédami prideti kitg virtualujj serverj, spustelékite Pridéti (Add), o norédami
pasalinti esama, virtualujj serverj — Pasalinti (Remove).

(& weicome NAT - Virtual Servers Setup
(3 Device Info
[ Quick Setup Virtual Server allows you to direct incoming traffic from the WAN side (identified by protocol and external part) o the internal server with a private 1P
£+ Advanced Setup address on the LAN side. The internal port is required only if the extermal port needs to be converted 1o a different port nurmber used by the server on
g Lo LAN side, A maximum of 32 eniries can be configured.
ESINAT
[ virtual Servers Add | Remove
[ Port Triggering
[3 oMz Host
(3 Firewall server Name | EXternal Port Externalport [, [internal Port Internal Port | Server 1P
Quality of Service st End start End Address
g Routing o
DNS jeb Server
S e E E R E 192.166.1.2 o
3 Port Mapping
[ Diagnostics
(1 Management

Removi
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Prievado atvérimas

Norédami nustatyti prievado atverima;
1. Spustelékite Pridéti (Add).

& weicome NAT - Port Triggering Setup
(1 Device Info
03 Quick Setup

Sorme applications require that specific ports in the Router's firewall be opened for access by the remote parties, Fort Trigger dynamically opens up the
£33 Advanced Setup
WAN

Open Ports' i the firewall when an application on the LAN Initates a TCPAUDP connection t a remote party using the ‘Triggering Ports'. The Router
Bl allows the remate party from the WAN side t establish new connections back to the application on the LAN side using the ‘Open Ports', & maximum of
AT entries can be configured

[] Virtual Servers

_] Port Triggering Application Trigger Open Remove
[3 DMZ Host

a1 Firewall Name |Protocol ‘pm Range | Protacol ‘pm Range
Quality of Sevice

I Routing [start [end [start [ena

% DNS

ADSL
3 Port Mapping Add

[ Diagnostics

(X1 Management

2. Pasirinkite programa, kuriai norite konfigaruoti prievady nustatymus. Spustelékite
|rasyti/Taikyti (Save/Apply).

@ weicome NAT - Port Triggering
553 Device Info
ummary same 3 , remote lications and that specific ports n the Router's firewall be
i ':"i‘niu opened for access by the applications. You can configure the port settings from this screen by selecting an existing application or creating your own
s (Custom application)and clck "Save/Apply” to add .
i entries that
Sonce
[ Quick Setup Application Name:
29 Ajdvvﬂ:‘ed Setup @ Select an application: | SelectOne. v
Sian O custom application:
=]

NAT
[ Virtual Servers

3 Port Triggering
3 DMZ Host

[Trigger Port Start Trigger Port EndTrigger Protoco Port

"9 |

|
i

ADSL
3 Port Mapping

™ v ™ -
[ Diagnostics — | |
& (2 Management =3

9 |
= o
™ |

1
|

| T ™ ¥ |
e ¥ [ 9 |

Save/Apply

3. Norédami prideti kitg programa, kuriai norite konfigaruoti prievady nustatymus,
spustelékite Pridéti (Add), o norédami pasalinti pasirinktg programa — Pasalinti
(Remove).
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DMZ mazgas

|veskite DMZ mazgo IP adresg, ir nustatymams aktyvuoti spustelekite Jrasyti/Taikyti

(Save/Apply).

Eweicome
(1 Device Info
03 Quick Setup
£33 Advanced Setup
WAN

Ouan
ESINAT
[] Virtual Servers
[ Port Triggering
[/0MZ Host
(3 Firewall
Quality of Service
Routing
Z1DNs
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

NAT - DMZ Host

‘The DSL router will farward P packets fram the WAN that do not belong to any of the applications configured in the Virtual Servers table o the DM
cormputer.

Entter the cormputer's IP address and click "Apply” to activate the DME host.

Clear the TP address field and click "Apply” to deactivate the DMZ host,
DIZ Host IP Address:
Save/dpply

Ugniasiené

ISeinan¢io duomeny srauto IP adresuy filtravimas

ISeinan¢io duomeny srauto filtras neleidZia vietinio tinklo duomeny srautui pereiti j

placiojo tinklo puse.

Norédami sukurti iSeinancio duomeny srauto filtra;
1. Spustelekite Pridéti (Add).

a

(3 Device Info

03 Quick Setup

43 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering
[3 pMZ Host
3 Firewall
B3 IP Filtering
_] Outgoing
3 Incoming
[ MAC Filtering
3 parental Control
[ Quality of Service
(S Routing
CIDNS
[ apSL
3 Port Mapping
[ Diagnostics
(51 Management

Outgoing IP Filtering Setup

By defaul, all outgaing IF traffic from LAN is allowed, but some TP traffic can be BLOCKED by setting up fiters,

[Name [protocol [ source Address / Mask [source Port Dest. Address / Mask [Dest. Port [Remave |

Add

2. |veskite filtro pavadinima, $altinio informacija (is vietinio tinklo puseés) ir paskirties
informacijg, (is placiojo tinklo puseés). Spustelékite Jrasyti/Taikyti (Save/Apply).

@ weicome

(3 Device Info

03 Quick Setup

/3 Advanced Setup
WAN

Ouan
5 NAT
[] Virtual Servers
[ Port Triggering
[3 oMz Host
3 Firewall
B3 IP Filtering
[ Outgoing
3 Incoming
[ MAC Filtering
3 parental Control
[ Quality of Service
(S Routing
CIDNS
3 apSL
3 Port Mapping
[ Diagnostics
(31 Management

Add IP Filter - Outgoing

The screen allows you to create a filtr rule to identify outgoing IP traffic by specifying a new fiter name and at least one condition below. All of the
specified conditions in this fite rule must be satisfied for the rule to take effect. Click 'Save/Apply to save and activate the fiter.

Filter Name:
Protcol E

Source 1P address;

Source Subnet Mask:

Source Fort (port or port;port):
Destination IP acdress:

Destination Subnet Mask:

Destination Port (aort or port:port)

save/Apply
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leinanéio duomeny srauto IP adresy filtravimas

|einan¢io duomeny srauto filtras neleidzia placiojo tinklo duomeny srautui pereiti |
vietinio tinklo puse.

Norédami sukurti jeinancio duomeny srauto filtra;

1. Spustelekite Pridéti (Add).

& welcome Incoming IP Filtering Setup
(1 Device Info
gl Avancod o By default, all incoming IP traffc fram WAN i blocked when the firewall is enabled) but some IP traffic can be ACCEPTED by setting up fifers.
ivanced Setup
[ wan
OLAN ‘Name ‘vm/vm ‘Prnln:nl ‘Snur:e Address / Mask ‘Snur:e Port ‘Desl. Address / Mask ‘Desl. Port ‘Remnve ‘
=/INAT

[] Virtual Servers
[ Port Triggering
[3 oMz Host
-3 Firewall
B3 IP Filtering

Add

3 Incoming
[ MAC Filtering
[ parental Control
[ Quality of Service
{1 Routing

[ ApSL

3 Port Mapping
[ Diagnostics
(1 Management

2. |veskite filtro pavadinima, Saltinio informacija (is placiojo tinklo puses) ir paskirties
informacija, (is vietinio tinklo pusés). Pasirinkite placiojo tinklo sasaja, tada
spragtelékite [rasyti/Taikyti (Save/Apply).

a Add IP Filter - Incoming
(3 Device Info
[ Quick Setup The screen allows you to create a filter rule to identify incoming P traffic by specifying a new filter name and at least one condition below. Al of the
S Ad\x}"ﬁ“ Setup specified conditions in this filter rule must be satisfied for the rule to take effect, Click ‘Save/4pply’ to save and activate the filter,

Ouan
ESINAT Filter Narme:

Bvir\uzl Servers

Port Triggering |

S Do s Protocol

3 Firewall Source 1P address;
E-E3IP Filtering

Source Subnet Mask
Source Port (port or portzport)
ering

[ Parental Control Destination IP address

[ Quality of Service

S Routing Destination Subnet Mask:

% DNS Destination Port (port or portzport):
ADSL
5] Eﬁ';‘;:s"’i'g"""“ WAN Interfaces (Configured in Routing mode and with firewall enabled only)

{1 Management Select at least one or multiple WAN interfaces displayed below to apply this rule,

P Select All

! pppoe_0_35_1/ppp_0_35_1
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MAC filtravimas

MAC filtravimas persiuncia arba blokuoja duomeny srautg atsizvelgdamas | MAC
adresa. Lange MAC filtravimo nustatymas (MAC Filtering Setup) keiskite filtravimo
strategijg arba | MAC filtravimo lentele jdékite filtravimo taisykles.

MAC Filtering Setup
(3 Device Info

[ Quick Setup MAC Filtering Global Policy: FORWARDED
‘3 Advanced Setup
WAN

OLaN Change Policy
ESINAT

[ virtual Servers MAC Filtering is only effective on ATM PVCs configured in Bridge mode. FORWARDED rmieans that all MAC layer frames will be FORWARDED except
Serve q is anly g g 4 o
B ;7& Lﬂg‘uermu those matching with any of the specified rules in the following table. BLOCKED means that all MAC layer frames will be BLOCKED except those matchil
o with any of the specified rules in the following table.

Chaose Add or Rermove to configure MAC fitering rules.

[vpr/ver [protoco [Destination MAG [source MAC [Frame Direction [Remove ‘

]
[ parental Control
[ Quality of Service
(S Routing
CIDNS
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

Add

Norédami pakeisti globalig MAC filtravimo strategija, spragtelékite Keisti strategija
(Change Policy). Atsiras patvirtinimo dialogas, prasantis patikrinti padarytus pakeitimus.

Change MAC Filtering Global Policy
(1 Device Info
03 Quick Setup

WARNING: Changing from one global policy to anather will cause all defined rules to be REMOVED AUTOMATICALLY! You will need to
43 Advanced Setup
WAN

create new rules for the new policy.
Oran 7 .
LS NAT Are you sure you want to change MAC Filtering Global Policy from FORWARDED to BLOCKED 7
[] Virtual Servers
[ Port Triggering
3 DMZ Host E vES
3 Firewall

B3 IP Filte

]

[ Outgois
3 Incoming
[ MAC Filtering
[ parental Control
[ Quality of Service
(S Routing
CIDNS
[ ApSL
3 Port Mapping
[ Diagnostics
(1 Management

Norédami sukurti MAC filtra, spustelékite Pridéti (Add). Paspaude |rasyti/Taikyti
(Save/Apply) jrasysite ir aktyvuosite parametrus.

[ Add MAG Filter

(3 Device Info

03 Quick Setup

/3 Advanced Setup
WAN

Create a filter o idertify the MAC layer frames by specifying at least one condition below, If multiple conditions are specified, all of therm take effect,
"apply" to save and activate the fitier

Ouan

ESINAT Frotocol Type: =
[] Virtual Servers

[3 Port Triggering Destination MAC Address: e |
=) E,fx;."m Source MAC Address |

B3 IP Filtering
Frame Direction CAN=WEN &

WAN Interfaces (Configured in Bridge moce only)

co
[ MAC Filtering
[T parental Control

[ Quality of Service

(S Routing P select Al

3 ApSL
B 3 Port Mapping Save/Apply
Diagnostics

(X1 Management
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Tévy kontrolé

Funkcija Tévy kontrolé (Parental Control) leidZia apriboti savaités dienas, kuriomis
vietinio tinklo jrenginys gali jungtis prie marsrutizatoriaus.

Norédami sukurti apribojima dienos metui, spustelekite Pridéti (Add).

& weicome Time of Day Restrictions - A maximum of 16 entries can be configured.
(1 Device Info
[ Quick Setup
‘3 Advanced Setup
[ wan [username [MaC [mon [Tue [wed [ thu [fri [sat [sun [start [stop [Remove ‘
g LAN
£43 NAT
[] Virtual Servers Add
[ Port Triggering
[3 omz
-3 Firewall
E-E3IP Filtering
[ Outgoing

3 Incoming
[ MAC Filtering
3 Parental Control
[ Quality of Service
(S Routing
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

Laukelis NarSyklés MAC adresas (Browser's MAC Address) automatiskai rodo
vietinio tinklo jrenginio, kuriame veikia narsyklé, MAC adresa. Norédami apriboti kitg
vietinio tinklo jrengini, spustelékite Kitas MAC adresas (Other MAC Address) ir
jveskite kito vietinio tinklo jrenginio MAC adresa, Pasirinkite savaités dienas, kuriomis
vietinio tinklo jrenginys gali jungtis prie marsrutizatoriaus. Paspaude |rasyti/Taikyti
(Save/Apply) jrasysite ir aktyvuosite nustatymus.

& weicome Time of Day Restriction
L1 Device Info
[ Quick Setup
‘3 Advanced Setup This page adds a time of day restriction to a special LAN device connected to the router. The "Browser's MAC Address" automatically displays the MAC|
5 o address of the LAN device where the browser is rumning, To restrict another LaN device, click the "Other MAC Address” button and enfer the MAC add

L of the other LN device. To find oLt the MAC address of a WWindows-based PC, open a command prompt window and type "ppronfig /al”.

[] Virtual Servers

B Port Triggering User Name.

DMZ Host

&3 Firewall

=3 IP Filtering & Browser's MAC Address  |00:14:92:8D:00:48
13 outgoing € Other MAC Address
3 Incoming

£ BAC Filtering oo
[ parental Control e e
[ Quality of Service pays of the week ; i Bat/5un|
gg;?inu [piick to select | = (=B =R [=H (=1 =1 =4}
[ ApSL
3 Port Mapping Start Blocking Time (hh:mrm)
Bl psnntos ey [

Save/apply
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Paslaugos kokybé

Paslaugos kokybeés programa sukonfigdruokite taip, kad ji marsrutizatoriaus duomeny
srautui taikyty skirtingus prioritetus.

Norédami pridéti tinklo duomeny srauto klasés taisykle:
1. Spustelekite Pridéti (Add).

G welcome Quality of Service Setup
(3 Device Info

[3 Quick Setup Choose Add or Remove to configure network traffic classes
/3 Advanced Setup
WAN

OLan MARK TRAFFIC GLASSIFICATION RULES
ESINAT
[] Virtual Servers
[ Port Triggering i ‘
[3 pMZ Host
3 Firewall
B3 IP Filtering
Outgoing
3 Incoming
[ MAC Filtering
[3 Parental Control
[lGuality of Servies Differentiated Service Configuration
(S Routing
CIDNS
BADSL
Port Mapping
[ Diagnostics (Clas
(1 Management

SET-1 SET-2

WAN  [Lan
802.1p  |Port

Source
Address / Mask

Type of
service

Dest.
Port

Source
Protocol
ort

E 802.1P [Remoy

Dest.
Address /
Mask

®
‘Pre:eden:e

MARK TRAFFIC CLASSIFICATION RULES

Destination
MAC
|Addr./Mask

802. ‘

Source
Addr./Mask

Source
Port

Dest. Dest.
|Addr./Mask [Port

Source MAC
|Addr./Mask

S [oriority [DSCP [Lan
o [Priority 22 31 [Protacol

Add

Duomeny srauto klasei duokite pavadinima,.

Siai duomeny srauto Klasei priskirkite prioriteto lygj (Zema, vidutinj arba auksta).
Pasirinkite pirma, IP diapazone nuo 0 iki 7.

. [veskite vieng IP paslaugos tipg, is Siy varianty:

+ |prastiné paslauga (Normal Service)

+ Minimalds kastai (Minimize Cost)

+ Maksimalus patikimumas (Maximize Reliability)

+ Maksimalus pralaidumas (Maximize Throughput)
+ Minimalus vélinimas (Minimize Delay)

o s L

6. |veskite klasés duomeny srauto salygas, pavyzdZiui, naudojama protokolg (TCP
/ UDP, TCP, UDP arba ICMP) Paspaude Irasyti/Taikyti (Save/Apply) jrasysite ir
aktyvuosite nustatymus.

T Network Trafhc TTass Rule
5

(3 Device Info The screen creates a traffic class rule to classify the upstream traffic, assign queving priority and optionally overwrite the 1P header TOS byte. A rule

03 Quick Setup consists of a class name and at least one condition below. All of the specified conditions in this classification rule must be satisfied for the rule to take
=1 M‘,’,ﬂffd Setup effect. Click 'Save/4pply’ to save and activate the rule.
Ouan

I NAT Traffic Class Name:

[] Virtual Servers
[ Port Triggering

T3 DMZ Host [ Enable Differentiated Service Configuration
43 Firewall
E-E3IP Filtering Assign ATM Priority and/or IP Precedence and, or Type Of Service for the class
Outgoing 1 non-blanik value is selected for Mark IP Prececence’ and/or Mark IP Type Of Service!, the correcponding TOS byte n the IP header of the upstream
[ Incoming packet is overwritten by the selected value.

[ MAC Filtering
[T parental Control

B S Note: If Differentiated Service Configuration checkbox is selected, you will only need to assign ATM priority. IP Precedence will not b

S Routing used for classification. IP T0S byte will be used for DSCP mark.
[ Default Gateway
[ static Route Assign ATM Transmit Priority =
a 5"5‘"’ Mark IP Precedence: =
[1DNS Server Mark TP Type Of Service; =
El R Mark 802.1 i 802,10 s enabled on WAN: H
Port Mappi
o E,HZM;" st Speciy Traffic Classification Rules
(X1 Management Enter the following conditions either for IP level, SET-1, or for IEEE 802.1p, SET-2.

SET-1
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Marsrutizavimas

Numatytasis Sliuzas

PaZymekite langelj ljungti automatiskai priskirta numatytajj Sliuza (Enable
Automatic Assigned Default Gateway). Spusteléje Jrasyti/Taikyti (Save/Apply)
jrasysite ir aktyvuosite nustatymus.

[e] Routing - Default Gateway
L1 Device Info
i If Enable ALtomatic Assigned Defaut Gateway checkbox i selected, this roLter will accept the first received default gateway assignment from one of
[ Quick Setup f Enabl igned Defaul 1y checkbe lected, thi Il accept the fi d default gateway assio fr f the
‘3 Advanced Setup PPPO#, PPPOE or MER/DHCP enabled PVC(s). If the checkbox is not selected, enter the static default gateway AND/OR a WiaN interface. Click ‘Save/ppl]
= e buton to save It
I NAT
[ Virtual Servers NOTE: If changing the Automatic Assigned Default Gateway from Lnselected to selected, You must reboot the router 1o get the aUtomatic assigned defa
[ Port Triggering gateway.
[3 pMZ Host
? gl' et 2::‘wi" o ¥ Enable Automatic Assigned Default Gateway
[ Outgoing

3 Incoming
[ MAC Filtering
[T parental Control
[ Quality of Service
3 Routing
_] Default Gateway
[ static Route

Orie
-t Save/dpply

[ DNS Server
3 bynamic DNS.
ADSL

B
3 Port Mapping
[ Diagnostics

(1 Management

Jeigu nenorite naudoti automatiskai priskirto numatytojo $liuzo, nuimkite Zyma nuo
langelio Jjungti automatiskai priskirta numatytajj Sliuzq (Enable Automatic
Assigned Default Gateway). Jei norite naudoti numatytojo $liuzo IP adresa,
paZymékite Naudoti numatytojo Sliuzo IP adresa (Use Default Gateway IP
Address). Jeigu nusprendZiate pakeisti automatiskai priskirta numatytojo Sliuzo IP
adresg, i$ naujo paleiskite marsrutizatoriy, kad baty priskirtas naujas numatytojo $liuzo
IP adresas. Pasirinkite placiojo tinklo sasajg, kuria naudosités. Spusteléje |rasyti/Taikyti
(Save/Apply) jrasysite ir aktyvuosite nustatymus.

a

(3 Device Info

03 Quick Setup

/3 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering
[3 oMz Host
43 Firewall
E-E3IP Filtering
Outgoing
3 Incoming
[ MAC Filtering
3 parental Control
[ Quality of Service
3 Routing
[ Default Gateway
[3 static Route

IDNS
[ DNS Server
3 Dynamic DNS
[3 ADSL
3 Port Mapping
[ Diagnostics
(1 Management

Routing - Default Gateway
If Enable Automatic Assigned Default Gateway checkbox is selected, this router will accept the first received default gateway assignment frorm one of
FRPOA, PFFOE or MER/DHCP enabled PYC(S). I the checkbox s not selected, enter the static default gateway AND/OR a WAN interface, Click ‘Save/apy
button to save it

NOTE: If changing the Autormatic Assigned Default Gateway from unselected to selected, You must reboot the router o get the automatic assigned def;
gateway,

I Enable Automatic Assigned Default Gateway

€ Use Default Gateway 1P Address

© Use Interface Lal0 5]

save/Apply




Daugiafunkcio marsrutizatoriaus WL-AM602 vartotojo vadovas &y

Statinis marsrutas

Jei norite | marsrutizavimo lentele jvesti jrasa, spustelekite Pridéti (Add).

(3 Device Info

03 Quick Setup

43 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering
[3 oMz Host
43 Firewall
B3 IP Filtering
Outgoing
3 Incoming
[ MAC Filtering
3 parental Control
[ Quality of Service
3 Routing
[ Default Gateway
[3 static Route
Orie
IDNS
[ DNS Server
3 Dynamic DNS.
ADSL

B
3 Port Mapping
[ Diagnostics

(1 Management

Routing -- Static Route (A maximum 32 entries can be configured)

Destination ‘Suhnel Mask ‘Ealeway ‘lnlerla:e ‘Remnve ‘

88 e

|veskite paskirties tinklo adresa, potinklio $ablona, numatytajj sliuzg arba pasiekiama
placiojo tinklo sasaja. Spusteléje |rasyti/Taikyti (Save/Apply) jrasysite ir aktyvuosite

nustatymus.

(3 Device Info

03 Quick Setup

‘3 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering
[3 oMz Host

43 Firewall

3 parental Control
[ Quality of Service
3 Routing

[ Default Gateway

[3 static Route

RIP
IDNS
[ DNS Server
3 Dynamic DNS
[3 ADSL
3 Port Mapping
[ Diagnostics
(1 Management

Routing -- Static Route Add

Entter the destination network address, subnet mask, gateway AND/OR available WaN interface then click "Save/apply" 1o add the entry to the routing
table.

Destination Network Address:
Subret Mask:

© Use Gateway IP Address
© Use Interface epce 035 _Libpp_035_1 =

Save/Apply

RIP

Jei RIP jjungtas, marsrutizatoriaus veikimas gali bati konfigdruojamas kaip aktyvus arba

pasyvus.

[] Virtual Servers
[ Port Triggering
[3 pMZ Host
43 Firewall
B3 IP Filtering
Outgoing
3 Incoming
[ MAC Filtering
ntal Control
of Service

[

3 Routing
[ Default Gateway
[3 static Route

IDNS
[ DNS Server
3 Dynamic DNS
[3 ADSL
3 Port Mapping
[ Diagnostics
(1 Management

Routing - RIP Configuration

To activate RIP for the device, select the Enabled radio button for Global RIP Mode, To corfigure an individual interface, select the desired RIP version
and operation, fallowed by placing a check in the Enablect’ checkbox for the interface. Click the 'apply’ button to save the configuration, and to start or s
RIP based on the Giobal RIP mode selected,

Global RIP Mode @ Disairled © Enabiled

[Interface [vp1/ve1[ Version [Operation Enabled|
b0 | N | 2 5| A E] O

b o [ 7 | [PeeE O |

Apply
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DNS

DNS serveris
Puslapis DNS serveris (DNS Server) leidZia prasyti automatinio DNS serverio
priskyrimo arba nurodyti pirminj ir antrinj DNS serverius.

Pazymékite langel; ljungti automatinj DNS priskyrima (Enable Automatic Assigned
DNS), jei norite gauti automatiskai priskirta, DNS server;.

Weicome DNS Server Configuration
L1 Device Info
03 Quick Setup If Enable Automatic Assigned DNS' checkbox is selected, this router will accept the fist received DS assignment from ane of the PPPoA, PPPGE or
G o G
‘3 Advanced Setup MER /DHCP enabled PYC(5) during the connection establishrment. I the checkbiox is not selected, enter the primary and optional sscondary DNS server IP|
AN addresses, Click 'Save! button t save the new configuration, You must reboot the router i make the new configuration effective.
OLan
INAT
[ virtual Servers [ Enable Automatic Assigned DNS
[3 Port Triggering
[3 oMz Host
43 Firewall

E-E3IP Filtering

[ MAC Filtering

o 3 parental Control
Quality of Service

433 Routing s
[ Default Gateway
[3 static Route
Orie

IDNS

[J/DNS Server

3 Dynamic DNS

ADSL

B
3 Port Mapping
[ Diagnostics

(1 Management

Jeigu nuimsite langelio [jungti automatinj DNS priskyrima (Enable Automatic
Assigned DNS) Zyméjima, atsiras kiti du laukeliai: pirminis DNS serveris ir antrinis DNS
serveris. |veskite pirminio/antrinio DNS serverio IP adresus rankiniu badu.

DNS Server Configuration
) figurati
L1 Device Info
i If Enable Automatic Assigned DNS' checkbio i selected, this router wil accept the firstreceived DS assignment from ne of the PPPoA, PPPOE or
[ Quick Setup f Enabl igned heckb lected, thi il accept the fi d i fr f the
‘3 Advanced Setup MER/DHCP enabled PYC(s) during the connection establishment. If the checkbox is not selected, enter the primary and optional secondary DNS server 1P
atldresses, Click 'Save! button to save the new configuration. You must reboot the router to make the new configuration effective.
g e ik lick ‘Save' b i i baot th ke th i e
INAT
B Virtual Servers. ™ Enable Automatic Assigried DNS.
Port Triggering
[3 pMZ Host
43 Firewall

S4QIP Filtering PrimaryoNs servers [ ]
[ Outgoing
3 Incoming Secondary DNS server

[ MAC Filtering
o [T parental Control
Quality of Service
‘33 Routing =
[ Default Gateway
[3 static Route
Orie
IDNS
[ DNS Server
[ Dynamic DNS.
[3 ADSL
3 Port Mapping
[ Diagnostics
(1 Management
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Dinaminis DNS

Dinaminis DNS leidZia dinaminiam IP adresui priskirti interneto domeno varda, kuris
suteikia galimybe kitiems interneto tinklapiams uzmegzti rySius su Jasiskiu nesekant IP
adresy. Spustelékite Pridéti (Add).

Welcome
(1 Device Info
Quick Setup
/3 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering

Dynamic DNS

The Dynarmic DNS service allows you to alias a dynamic IP address o a static hostname in any of the many domains, allowing your DSL router to be more
easily accessed from various locations on the Internet.

Choose Add or Remove to configure Dynarnic DNS.

[Hostname [vsername [servics [nterface [Remove |

[3 pMZ Host
43 Firewall
E-E3IP Filtering sdd | Remove
Outgoing —I—I

3 Incoming
[ MAC Filtering
3 parental Control
[ Quality of Service
3 Routing
[ Default Gateway
[ static Route

IDNS
[3 DNS Server
_] Dynamic DNS.
[3 ADSL
3 Port Mapping
[ Diagnostics

DDNS paslaugos galite kreiptis | DynDNS.org arba TZO. |veskite pagrindinio
kompiuterio pavadinimg, ir sasaja, kuria naudojatés. Taip pat jveskite DDNS paslaugos
priskirta vartotojo varda ir slaptaZodj. Spusteléje Jrasyti/Taikyti (Save/Apply) jrasysite
ir aktyvuosite nustatymus.

G weicome Add dynamic DNS
(3 Device Info
03 Quick Setup
= M‘,’,ﬂffd Setup This page allows you to add a Dynamic DNS address.

LAN
g NAT D-DNS provider e

[ Virtual Servers

B ;mmg‘uerinu Hostname
QI Firewall Interface oppoe_0.35_oep 035 1 5]
B/ IP Filtering
5 Outgaing DynDS Settings(Free)
incoming
[ MAC Filtering Seanae,
[ Parental Control Password

[ Quality of Service
‘3 Routing Save/dpply
[ Default Gateway
[3 static Route
Orie
IDNS
[ DNS Server
[ Dynamic DNS.
[3 ADSL
3 Port Mapping
[ Diagnostics
(1 Management
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ADSL

ADSL puslapyje yra du skyriai: IPT nurodytos moduliacijos ir charakteristikos.
Pasitarkite su savo IPT, kad nustatytumeéte teisingai. Spusteléje Irasyti/Taikyti (Save/
Apply) jradysite ir aktyvuosite naujus nustatymus, jei norite konfigdruoti sudétingesnius
nustatymus, spustelékite Sudétingesni nustatymai (Advanced Settings).

& welcome DSL Settings
‘S Device Info
% SR Select the modulation below
WAN
(] Statistics G.Dmt Enablect
E 2;:«; G.lite Enabled
e T1.413 Enabled
E) Quick Setup ® nable
‘S Advanced Setup SR
WAN
Bran #rnext. Enabled
SNAT
[ Virtual Servers ADSL2+ Enabled
Port Triggeri
E D:AZ Hr.;gtgem'g O #nneyt Enabled
1 Firewall
[ Quality of Service
S g;‘;‘i“ﬂ Capability
%’Au'st Bitswap Enable
Port Mapping
[ Diagnostics [ sR& Enable

(1Management

Save/Apply ][ Advanced Settings

DSL sudétingesni nustatymai

Pasirinkite bandomajj reZzima;: normalu, su dirbtiniu garso fonu, jvairy, be keitimy arba
L3. Spusteléje Taikyti (Apply) irasysite ir aktyvuosite nustatymus.

@ Wel DSL Advanced Settings
‘3 Device Info

Summary Select the test mods below.

WAN

(] Statistics
Route @norrnal
ARP

E DHCP OReverb

[ Quick Setup

3 Advanced Setup O Medley
[ WAN

Onoretrain

SINAT Ous
[ Virtual Servers
[3 Port Triggering
[ DMZ Host

St
uality of Service
(1 Routing
DNS
[7ADSL
[ Port Mapping
[ Diagnostics
] Management
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Tono nustatymai

ADSL daZniy diapazonas padalintas j 256 atskirus tonus, vienas nuo kito nutolusius
4,3125 kHz atstumu ir i$ kuriy kiekvienas nesa atskirus duomenis. Technologija
veikia taip lyg paraleliai veikty 256 atskiri modemai. Tono diapazonas yra nuo 0 iki
31 iSsiuntimo srautui ir nuo 32 iki 255 atsisiuntimo srautui. Nekeiskite Siy nustatymu,
nebent nurodyty Jasy IPT.

ADSL Tone Settings

Upstream Tones

Me 7 s M9 Mo M1 Miz Mi13 M4 Fis
16 M17 Mis Fis Floo M21 Flzz Flez Mos Mzs Mae B2z Mas @zs Fao Fai

Downstream Tones

7 [Mas Mas Mao M41 M4z a3 Haa M4 Fas
M54 s Mse Ms7 Mse Fse Beo Mel Fe2
M7 E7 Hrz M73 M7+ Hxs Hw d77 Fs
Mae Me7 Mas Meo Moo Mot Moz Moz Mo
01 [ 102 ¥ 103 ¥ 104 (4] 105 [ 106 (4] 107 (4] 108 ¥ 109 P 110
17 (#1118 119 M120 [ 121 122 #1123 [ 124 (A 125 ] 126
33 [F] 134 [Z] 135 7] 136 [ 137 [ 138 [£] 139 (2] 140 [(F 141 [ 142 [ 14
[ 144 [ 145 ] 146 (4] 147 ) 148 [ 149 1150 (] 151 ] 152 [ 153 ] 154 (¥ 155 ) 156 (4] 157 ] 158 (1159
160 (4161 162 1163 ¥ 164 [4 165 [ 166 [£]167 M 168 M 169 170 (171 M 172 [ 173 B 174 El 175
176 4177 178 #1179 ] 160 (4 181 [#] 162 [¥] 183 [¥] 184 4] 165 [#] 166 (] 187 [¥] 188 (¥ 189 ¥l 190 (#1191
192 [4193 [ 194 ] 195 4] 196 [ 197 [] 198 (7] 199 7] 200 ] 201 [Fl202 [ 203 [ 204 [ 205 206 [F207
208 4208 Fl210 F211 F212 (213 Fl214 F215 F216 (4217 Fl218 F219 F220 F221 Fl2ze F2zz
[¥1224 [ 225 [ 226 ¥l 227 [¥]228 M 229 [¥]230 [¥] 231 [¥]232 ¥ 233 [Ml2a4 [ 235 [¥] 236 [¥] 237 23 [Fl23g
1240 [A241 [l 242 1243 V] 244 [ 245 [#] 246 [¥] 247 [¥] 248 [¥] 249 [¥]250 [¥] 251 [¥] 252 [¥] 253 [l 254 [¥] 255

Check all 1] ciear s | Lapmi |l cinse

&8

Prievady susiejimas (Port Mapping)
(1 prievado ADSL marsrutizatoriuje Sios funkcijos néra)

Prievady susiejimas leidZia atverti prievadus, kad jie leisty tam tikroms interneto
programoms i$ placiojo tinklo pusés pereiti per ugniasiene ir patekti | Jusy vietinj tinkla,
Kad galétuméte naudoti Sia funkcija, turi bati sukurtos sasajy grupés. Norédami sukurti
nauja sasajos grupe, spustelékite Pridéti (Add).

e

Port Mapping —- A maximum 16 entries can be configured
(3 Device Info
03 Quick Setup

Fort Mapping supports multiple port to PVC and bridging oroups. Each group will perform as an independent network. To support this feature, you must
43 Advanced Setup
WAN

create mapping oroups with appropriat LAN and WAN interfaces using the Add button, The Rermove button will remove the grouping and add the
Sian ungrouped interfaces t the Default group

[] Virtual Servers
[ Port Triggering

s Erfxil“"s‘ Group Name | Interfaces |Remove [Edit
&3 IP Filtering Default LaN, Use
B Outgoing
Incoming
[ MAC Filtering add| Remove
3 parental Control
[ Quality of Service
3 Routing
[ Default Gateway
[ static Route

IDNS
[ DNS Server
3 Dynamic DNS
[3 ADSL
] Port Mapping
[ Diagnostics
(1 Management
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Kurdami naujg sasajos grupe, sekite ekrane pateikiamas instrukcijas.

[gw.zlcnme Port Mapping Configuration
L1 Device Info
Quick Setup Tors e T s
‘3 Advanced Setup 1. Enter the Group name and select interfaces from the available interface list and add it to the grouped interface list using the arrow buttons to create
5 m" the required mapping of the ports. The group name must be Unioue.
I NAT
2] Virtual Servers 2.1f you like 1o atomatically add LAN clients to  PVC in the new group add the DHCP vendar ID string, By configuring a DHCP vendor ID string any DHCP
[3 Port Triggering client reguest with the specified vendor ID (DHCP option 60) will be denied an IP addess from the local DHCP server.
] DMZ Host Note that these its may obtain public IP addresses

3. Click Save/apply button to make the changes effective immediately
Note that the selected interfaces will be removed from their existing groups and added to the new group.

IMPORTANT If a vendor ID is configured for a specific client device, please REBODT the client device attached to the modem to allow it
to obtain an appropriate IP address.

——

Group Nam:
Grouped Interfaces Available Interfaces
LA
[3 Port Mapping UsB
gnostics
(1 Management

Diagnostika

Lange Diagnostika (Diagnostics) galima vykdyti diagnostinius testus, tikrinan¢ius DSL
ry$j. Testai tikrina trijy rasiy rySius:

+ Ry$j su Jasy vietiniu tinklu

+ Ry$j su Jasy DSL paslaugos tiekéju

+ Rysj su interneto paslaugos tiekeju

pppoe_0_35_1 Diagnostics
Your modem is capable of testing your DSL connection. The individual tests are listed below. If a test displays a fail status, click "Rerun Diagnostic Tests'|
S AD““”;R:‘E“ Setup at the bottom of this page to make sure the fail status is consistent. IF the test continues to fail, Click "Help” and follow the troubleshooting procecures,
LAN
2 Test the connection to your local network
[ Virtual Servers ‘Tesl your ENET Connection: ‘PASS ‘HE\E‘
[ Port Triggering
[ DMZ Host [Test your uss connection: | [ eio]
3 Firewall
=ar ﬂ:f;"gg Test the connection to your DSL service provider
= ncoming Test ADSL Synchronization: FAL  [Hel
BlWAClileriia Test ATM DAM F5 segment ping: FAIL el
[3 Parental Control LA =2
[ Quality of Service Test ATM DAM F5 end-to-end ping:  |FAIL  |Help
a
Routing
[ Default Gateway 8 5 5
[ Static Route Test the connection to your Internet service provider
RI Test PPP server connection: FAL  |Hel
DNS
[1DNS Server Test authentication with ISP: N/A |Help
B E)s‘?mmm s Test the assigned IP address: FAIL |tel
3 Port Mappi Ping default gateway: FAIL  [Help
[ Diagnostics - 3
Management Ping primary Domain Name Server:  |PASS  |Help
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{Valdymas }

Valdymo (Management) meniu suteikia prieiga prie tam tikry nustatymy, tarp ju,
nustatymy atsarginés kopijos karimo, sistemos Zurnalo perZiaros, prieigos teisiy
kontrolés palaikymo ir programinés jrangos atnaujinimo.

Nustatymai

Nustatymy atsarginé kopija

Norédami jrasyti marsrutizatoriaus konfigdracijos atsargine kopija j faila kompiuteryje,
spustelékite mygtuka Nustatymy atsarginé kopija (Backup Settings).

OLan Al
=T Settings - Backup
[] Virtual Servers
[3 Port Triggering Backup DSL router configurations. You may save your router configurations 10 a file on your PC,
[3 oMz Host
3 Firewall
E-E3IP Filtering
[ Outgoing Backup Settings
3 Incoming
[ MAC Filtering
[T parental Control
[ Quality of Service
3 Routing
[ Default Gateway
[ static Route

IDNS
[ DNS Server
3 pynamic DNS.
[3 ADSL
3 Port Mapping
[ Diagnostics
/33 Management
/3 Settings.
_] Backup Settings
[ Restore User Settings
[3 Restore Default
[ System Log
3 internet Time

|rasykite failg | kompiuter;.

File Download i x|
Some fles can harm pour computer. I the file information below
aoks suspicious, of you do not fuly st the source, da nat open o1

sawe this file,

File name: backupsettings.cont
Fil type:
Fom 19218811

wauld you like ta open the fle or save it o your computer?

open | [ save | Cancel More Infa

[ Always a3k before opening this type o fils




& Daugiafunkcio marsruti iaus WL-AM602 vartotojo vadovas

Vartotojo nustatymy atkdrimas

Norédami jkelti anksciau jrasyta konfigdracijos failg | marsrutizatoriy, spragtelékite leska
(Browse) ir suraskite failg kompiuteryje. Spustelékite Atnauijinti nustatymus (Update
Settings).

Welcome Settings - Update Settings
{1 Device Info
[ Quick Setup Update DSL router settings. Yau may update your router settings using your saved files,
E‘IAdvznced Setup
Diagnostics
R Managerant Settings File Name: Browse.

13 Settings

[ Backup Settings
[ Restore User Settings Update Settings
[3 Restore Default

[ System Log

[3 internet Time

(3 Access Control
[ Update Software
[3 Reboot Router

Marsrutizatorius persikraus ir aktyvuosis nauji nustatymai.

Numatytyju nustatymy atkurimas

Jei norite istrinti visus dabartinius nustatymus ir sugraZinti marsrutizatoriaus gamykloje
numatytus nustatymus, spragtelékite Atkurti numatytuosius nustatymus (Restore
Default Settings).

& Welcome Settings — Restore Default Settings
C1Device Info

+-[] Quick Setup Restore DSL router settings 10 the factry defaults,
1 Advanced Setup

+-[] Diagnostics
=3 Management
43 Settings Restore Default Settings
[] Backup Settings
[ Restore User Settings
[/Restore Default
[ System Log
[ Internet Time
(] Access Control
[] Update Software
[ Reboot Router

Kai pasirodo langas klausiantis Ar tikrai norite atkurti gamykloje numatytus
nustatymus (Are you sure you want to restore factory default settings),
spustelekite Gerai (OK).

Microsoft Internet Explorer LI

QJ Auge wom sure you want fo restore factory default settings?
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Sistemos Zurnalas

(& weicome System Log
{1 Device Info
[ Quick Setup The System Log dialag allows you to view the System Log and configure the System Log aptians,
3 Advanced Setup
2 piasnistis, Click *View Syster Log" 1 view the Systern Log
E143 Settings
[ Backup Setings Click "Configure System Log" to configure the System Log aptions.

[ Restore User Settings.
[ Restore Default
] System Log
[T internet Time
(S Access Control
[ Update Software
[3 Reboot Router

View System Log Configure System Log

Norédami patikrinti sistemos Zurnala, spragtelékite Perzidiréti sistemos Zurnalg (View
System Log).

System Log
Date/Time [Facility Severity| Message

Jan 1 00:00:15]syslag [emerg  BCMS6345 started: BusyBox v1.00 (2005.08.26-12:53+0000)

Jan 1 00:00:16 juser crit kernel: eth Link UP.

Jan 1 00:00:16 juser crit kernel: ADSL G.994 training

Jan 1 00:00:25 juser crit kernel: ADSL G.992 channel analysis

lan 100:00:29)user  |crit kernel: ADSL lirk up, fast, Ls=800, ds=6000

Jan 1 00:01:59 juser crit kernel: OAM loophack response not received on \/F;’]/VCI 14,40, |

Jan 1 00:02:00 juser crit kernel: OAM loophack response not received on VPIVCI 14,40,

Jan 1 00:02:06 juser crit kernel: OAM loophack response not received on VPIVCI 14,40, |

PJan 1 00:02:07 juser crit kernel: OAM loophack response not received on VPIVCI 14,40,

Jan 1 00:02:26 juser crit kernel: OAM loophack response not received on \/P]/VC1714/4EI |

PDan 1 00:02:27 juser crit kernel: OAM loophack response not received on YPIAVCT 14/4EI7

Jan 1 00:03:22 juser crit kernel: OAM lnophack response not receved on \/P]/VC1714/4EI |

PJan 1 00:03:23 |user crit kernel: OAM loophack response not received on YPIAVCI 14/3. ]

Jan 1 00:03:24 juser crit kernel: OAM loophack response not receved on \/P]/VC1714/4EI

Jan 1 00:03:25 juser crit kernel: OAM loophack response not received on YPIA/CI 14/4.

Norédami konfigdruoti sistemos Zurnalo pasirinktis, spragtelékite Konfiguruoti
sistemos Zurnala (Configure System Log). Norédami jjungti registravimo rezima,
pasirinkite |[jungti (Enable). Sistema registruoja visus jvykius aukstesnius ar lygius
pasirinktam registravimo lygiui ir rodo tik uZregistruotus jvykius aukstesnius ar lygius
pasirinktam rodymo lygiui.

& welcome System Log -- Configuration
B-0

ui If the log mode is enabled, the system will begin 10 log ll the selected events. For the Log Level, all events above or equal tn the selected level will be
%I Advanced Setup logged. For the Display Level, all logged events above or equal to the selected level will be displayed. If the selected made is Remote' or 'Bath,' events
s a‘:g:;z‘r'"‘j" i will be sent to the specified IP address and UDP port of the remate syslog server. If the selected mode is Lacal' or 'Both, ' events will be recorded in the
26 Setings local memory.
[ Backup Settings
[3 Restore User Seftings Select the desired values and click ‘Save/Apply' to configure the system log aptions.
[3 Restore Default
B systar oy Leg @ Disable € Enable
internet Time
(51 Access Control
[ Update Software LogLevel |
3 Reboot Router Display Level: Error ~

Mode: Local +]
Save/Apply

Jei laukelyje Rezimas (Mote) pasirinksite Nutoles (Remote), jvykiai bus siunciami

i nurodyta nutolusio sistemos Zurnalo serverio IP adresg ir UDP prievada, Jeigu
pasirinksite Vietinis (Local), jvykiai bus jraSomi vietinéje atmintyje. Jei laukelyje
pasirinksite Abu (Both), jvykiai bus siunciami | nurodytg nutolusio sistemos Zurnalo
serverio IP adresg ir UDP prievada bei jraSomi vietinéje atmintyje. Spusteléje Irasyti/
Taikyti (Save/Apply) jrasysite ir aktyvuosite nustatymus.
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Interneto laikas

Interneto laiko (Internet Time) puslapis leidZia automatiskai sinchronizuoti Jasy laikg
su laiko serveriu internete.

(& weicome Time settings
(1 Device Info
[ Quick Setup This page allows you to the maderm's time configuration,
(51 Advanced Setup
Diagnostics
43 Management
43 Settings
[ Backup Settings
[ Restore User Settings
(3 Restore Default
| System Log
internet Time
43 Access Control
Services
1P Addresses

[3 Passwords S
[ Update Software PRl

[T Reboot Router

I Automatically synchronize with Intermet time servers

)
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PaZymekite langelj AutomatiSkai sinchronizuoti su interneto laiko serveriais
(Automatically synchronize with Internet time servers), kad Jusy laika automatiskai
sinchronizuoty su interneto laiko serveriu; tada atsiras papildomi laukeliai.

Tinklo laiko protokolo (NTP) laiko serveriy sarase pasirinkite laiko serverj ir laiko juosta,

kurioje esate. Norédami jrasyti ir aktyvuoti laiko nustatymus, spragtelékite Jrasyti/Taikyti
(Save/Apply).

= welcome Time settings
(J Device Info
[ Quick Setup
1 Advanced Setup
Di; st e
& g M'fl?:;m'"'fm W | Aupmatically synchronize with Intermet time servers
143 Settings
[ Backup Settings FrstNTP timeserver:  [dockathenct =
1 Restore User Settings
[ Restore Default Gecond NTP time server: [Nowe =
[ System Log
. g e Time zone offset: [ CMT-1200) Inermatonal Date Line West =
[ Services
[11P Addresses

[ Passwords e
[ Update Software pEl

[3 Reboot Router

This page allows you t the madem's time eonfiguration,

Prieigos kontrolé

Paslaugos

ljungia arba iSjungia kai kurias marsrutizatoriaus vietinio tinklo arba placiojo tinklo
paslaugas. Jei placiojo tinklo rySys neapibréztas, gali bati konfigaruojama tik vietinio
tinklo pusé.

Paslaugos, kurias galima jjungti/iSjungti vietiniame/placiajame tinkle yra: FTP, HTTP,
ICMP, SNMP, SSH, TELNET ir TFTP.

Access Control - Services
A Service Control List ('SCL) enables or disables services from being used,
Service |LAN wAN

FTP | T Enabled [ [ Enabled

HTTP | Enabled [ Enabled

I | Enabled | P Enabled

SWP | 7 Enabled | I Enabled

SSH | Enabled | [ Enabled

TELNET | ¥ Enabled | I Enabled

TETP | Enaled | I Enabled

Apply
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IP adresai

Jei norite apriboti prieiga, prie vietiniy valdymo paslaugu, kurios yra jjungtos Paslaugy
kontrolés sarase, jjunkite IP adresy prieigos kontrolés rezima, Norédami valdymo
stociy, kurioms leidziama prieiga prie Siy vietinio valdymo paslaugy, IP adresus jtraukti j
prieigos kontrolés sgrasa, spustelékite Pridéti (Add).

Ewetcome
% Ll Device Info
33 Quick Setup

O Passwords
[3 Update Software
13 Reboot Router

Access Control - IP Address

Control mode, i ensbled, permits access t local management services from [P adresses contained i the Access Control List. 1F
e is disabled, the system willnot validate IP ackesses for incoming packets. The serv

ces are the system applications listed n the

Access ControlMode @ Disabled € Enabled

i s [t sk [romave

|

|veskite valdymo stoties, kuriai leidZiama prieiga prie vietiniy valdymo paslaugu, IP
adresa. Spusteléje Jrasyti/Taikyti (Save/Apply) jrasysite ir aktyvuosite nustatymus.

Eweicome
(1 Device Info
3 Quick Setup

3 Management
(3 Settings
[ System Log
[0 snmp
[3 internet Time
433 Access Control
Services
1P Addresses
[3 Passwords
[ Update Software
[3 Reboot Router

Access Control

Entter the TP addiress of the management station permitted to access the local managerent services, and click 'Save/Apply.'

1P Address:

save/Apply
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Slaptazodziai

Norédami pakeisti savo slaptaZodi:

1. ISpleCiamajame sarase Vartotojo vardas (Username) pasirinkite vartotojo varda,
[veskite savo senajj slaptaZodi.

|veskite naujg slaptaZod;.

Patvirtinkite naujg slaptazodij.

Spusteléje Jrasyti/Taikyti (Save/Apply) jrasysite ir aktyvuosite naujajj slaptaZod;.

o~ N

B welcome Access Control - Passwords
/23 Device Info

B 3\;!;";'"2'\1 Access to your DSL router is controlled through three user accounts: admin, support, and User.
o B The user name *admin® has rrestricted access to changs and view configuration of your DSL Router.

[ ATM “The user narme "support” is used to allow an ISP technician to access your DSL Router for maintenance and to run diagnostics

[ Route The user narme "user” can access the DSL Router, view confiquration settings and statistics, as well as, update the router's software.

ST
[ Quick Setup
(S Advanced Setup

Use the fields below to enter up to 16 characters and click "Apply” to change or create passwords. Note: Password cannot contain a space.

[ Diagnostics Username: <
3 Management Rl —
3 Settings.
[ Backup Settings New Password
[ Restore User Settings e
[3 Restore Default

[ System Log
[ Internet Time Save/Apply
433 Access Control

[J services

[11P Addresses

_JPassword

[ Update Software
[T Reboot Router

Programinés jrangos atnaujinimas

Atnaujindami programine jranga, sekite Siuos Zingsnius:

1. 18 ASUS gaukite atnaujintg programinés jrangos faila.

2. |veskite kelig iki failo buvimo vietos arba norédami surasti failg spustelékite leSka
(Browse).

3. Norédami atnaujinti programing jranga, spragtelékite Atnaujinti programine
jranga (Update Software).

@weicome Tools -- Update Software
(3 Device Info

3 Quick Setup Step 1: Obtain an updated software image file from ASUS website,
(S Advanced Setup

Diagnostics
3 Management
(3 Settings
[ System Log

[0 snmp

Step 2: Enter the path o the image file location in the box below or click the "Browse" button to locate the image fl,
Step 3: Click the "Update Software" button once to uplaad the new image fil,

[ Internet Time NOTE: The update process takes about 2 minutes to complete, and your DSL Router will reboot,
() Access Control

(Ui Sftmard Softwars Flename: [ sower )
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Pakartotinis marsrutizatoriaus paleidimas

Spragteléje |rasyti/Paleisti iS naujo (Save/Reboot) jrasysite naujus nustatymus ir
paleisite marsrutizatoriy i§ naujo.

G weicome
=43 Device Info Click the button below to save and reboot the router.

[ Summary
Owar

N
43 Statistics Save/Reboot

G onee

[ Quick Setup

(3 Advanced Setup

Diagnostics

3 Management

3 Settings.
[ Backup Settings
[ Restore User Settings
[3 Restore Default

[ System Log

[3 internet Time

433 Access Control

[ Services

[J1P Addresses

[3 Passwords

jpdate Software

eboot Router

iz 1]




