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[Iepakojuma saturs }

+ WL-AM602 Combo marsrutizétajs
+ AC baroSanas adapteris

+ USB kabelis

+ RJ-11 telefona kabelis

+ RJ-45 Ethernet kabelis

+ Sadalitajs

+ Lietotaja rokasgramata

+  Afras uzstadisanas rokasgramata

[Droéibas informacija }

* Novietojiet jusu marsrutétaju uz vienmerigas virsmas netalu no kabeliem un tada
vietd, kura ir pietiekosa ventilacija.
+ LaiizvairTtos no parkarsanas, neaizsprostojiet §Ts iekartas ventilacijas atvérumus.

+ Piesléedziet So ierici sprieguma svarsttbu aizsargatajam, lai samazinatu bojajumu
iespéjas sprieguma parslodzes vai stravas svarstrbu gadijumos.

+ Pievienojiet S0 ierTci pareiza energijas avota elektriskajai kontaktligzdai, ka tas ir
noradits uz adaptera.

+ Neatveriet $Ts ierTces parsegu. Atverot parsegu, tiks anulétas jebkuras STs
iekartas garantijas.

+ Atvienojiet iekartu pirms tas trrisanas. Lai notiritu iekartu, izmantojiet samitrinatu
audumu. Nelietojiet Skidrus / aerosolu tirTSanas lidzeklus vai magnétiskas /

statiskas tTriSanas ierices.
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[Aparatﬁras parskats

Priekséjais panelis

Marsrutizétaja WL-AM602 Combo priekséjais panelis satur LED indikatorus, kuri atté€lo
marsrutizétaja statusu.

_—r————EF————S"—

,_I na— POC)VIVEH sn.Tus A:T L:N u:s U
J
LED ReZims Apraksts
BAROSANA |leslégts Marsrutizetajs ir ieslégts.
(POWER) Izslégts Marsrutizetajs ir izslegts.
= _ Savienojums darbojas. Marsrutizétajs spéj sazinaties
(SSTT%%;"S leslegts arjisu ISP, izmantojot ADSL
Mirgojoss Marsrutizétajs mégina izveidot savienojumu ar jasu ISP.
apg.:.?l BA Mirgojoss Dati tiek parvadrti vai sanemti.
leslégts Ir izveidots.veiksmT.gi savienojums st‘arp marsrutizétaju
LAN un datoru, izmantojot Ethernet kabeli.
Mirgojoss Dati tiek parvadrti vai sanemti.
leslégts Ir izveidots.veiksmT.gi savienojums starp marsrutizéetaju
UsB un datoru, izmantojot USB kabeli.
Mirgojoss Dati tiek parvadrti vai sanemti.
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Aizmugureéjais panelis

RESET
LINE uss AN CONSOLE  poweR

Apziméjums Apraksts

LINIJA RJ-11 kabelis ir savienots ar piegadato sadalrtaju

(LINE) Pieg u-

usB USB kabelis ir savienots ar datoru.

LAN RJ-45 savieno Ethernet ierici, pieméram, datoru vai sledzi.
ATIESTATISANA |Nospiediet, lai atjaunotu marsrutizétaju ar ta noklusétajiem
(RESET) iestattjumiem.

PULTS PIEZIME: Tikai profesionala aprapes personala lietosanai

(CONSOLE) diagnostikas vajadzrbam.

BAROSANA . . .

(POWER) Savieno ar AC barosanas adapteri.

ON/OFF Nospiediet, lai marsrutizétaju ieslégtu vai izslegtu.
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Aparatiras savienojumi

ADSL savienoS$ana

Lietojiet iepakojuma ieklauto ADSL, lai sadalTtu ADSL signalu un telefona pakalpojumus.
Savienojiet jasu ASUS WL-AM602 Combo marsrutizétaju ar sadalrtaja DSL portu, lietojot
iepakojuma ieklauto telefona kabeli. Lietojiet citu telefona vadu, lai savienotu jasu talruni
ar ADSL sadalitaja Telefona portu.

Ethernet savienoSana

Ir iespejams lietot Ethernet kabeli vai USB kabeli, kuri ir ieklauti Ethernet savienojumu
paketé. WL-AM602 Combo marsrutizétajs ieklauj integrétu automatisku krustmijas
funkciju. Ethernet savienojumam var izmantot vai nu tieSo vai krustmijas kabeli.

Lai izveidotu savienojumu, izmantojot Ethernet kabeli, ievietojiet Ethernet kabela vienu
galu marsrutizétaja aizmuguréja panela LAN porta un otru galu jasu datora Ethernet
porta.

Lai izveidotu savienojumu, izmantojot USB kabeli, ievietojiet USB kabela vienu galu
marsrutizétaja aizmuguréja panela USB porta un otru galu jasu datora USB porta.
Paradrsies logs Atrasto jaunu aparatiru (Found New Hardware). Stkakai informacijai
atsaucieties uz USB draivera uzstadiSana (USB driver installation).

Ja jasu LAN tikla ir vairak neka viens dators, jis variet savienot vienu Ethernet kabela
galu ar centrmezglu vai slédzi un otru galu ar LAN portu marsSrutizétaja aizmuguréja
panelr.

Barosanas pievieno$ana

Lai pieslegtu marsrutizétaju barosanai:

. Pievienojiet AC baroSanas vadu AC adapterim.
2. Savienojiet AC adaptera DC izejas spraudkontaktu ar BAROSANAS (POWER)
portu uz josu marsrutizétaja aizmuguréja panela.
3. levietojiet AC baro$anas vadu barosanas kontaktligzda.
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{Marérutizétéja uzstadisana }

Marsrutizétaju var uzstadit uz sienas ar piegadato skravju palidzibu. Uzstadi$ana ir
iespéjama uz dazadu materialu sienam, ieklaujot betonu, koku vai kalki. Izvélaties
atbilstosu, bez Skérsliem vai jebkuriem iespéjamajiem traucéjumiem atraanas vietu.
Parliecinieties, ka kabeli ir viegli un bez pieptiles savienojami ar marsrutétaju. Apakseja
attéla ir paradits ka uzstadrt marsrutizétaju horizontala virziena uz sienas.

| Horizontala uzstadisana |

Uzstadisanas skraves

UzstadiSanas atverumi

1/4 collas
(0.65cm)
\)

Skrave
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[USB draivera uzstadisana

Sekojosas instrukcijas palidzés jums uzstadit USB draiveri.

1. Savienojiet jasu USB kabela vienu galu ar USB portu marsrutizétaja
aizmuguréja panelr un otru galu ar brivo USB portu jasu datora.

2.  leslédziet marSrutizetaju. Sistéma detekt€s jauno aparatdras ierici.

Found New Hardware !

USB Metwork Interface

Please weait ...

3. Paradisies logs Vedna atrast jaunu aparatiiru (Found New Hardware
Wizard).

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helpz you inztall a device driver for a
hardware device.

To continue, click Mest.

< Back Cancel
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Noklikskiniet uz Talak (Next). Paradisies logs Ciparparaksts nav atrasts
(Digital Signature Not Found).

Di I Signature Mot Found 3 |

The Microzoft digital signature affirms that software has
been tested with “Windows and that the software has not
been altered since it was tested.

The zoftware pou are about to install does not contain a
ticrozoft digital zignature. Therefore, there iz no
guarantes that this softwane works comectly with
Windaws.

Broadeom USE Remate MDIS Device

If pou want ta search for Microsoft digitally signed
software, visit the Windows Update ‘web site at
http: /#windowsupdate. microzoft. com to zee if one is
available.

[ro you want bo continue the installation?

Yes Mo More |nfo

Noklikskiniet uz Ja (Yes), lai turpinatu.

Paradrsies logs lelikt disku (Insert Disk), kas uzaicinas jds ievietot atbalsta
CD ar USB draiveru.

levietojiet atbalsta CD, kas ieklauj USB draiveru. Noklikskiniet uz Labi (OK).
msert0isic

Pleaze inzert the floppy disk labeled ‘Broadcom USE o
Metwork Driver Install Disk' into drive &: and then click

Cancel

You can alzo click OK. if you want files to be copied
from an alternate location, such as a netwark, server ar
a compact disc.

Paradrsies logs Vajadzigie faili (Files Needed), kur jums tiks pieprasrts
noradit nepiecieSamo failu atrasanas vietu. Noklikskiniet uz Parlakot
(Browse), lai atrastu failu.

Files Needed '

ﬂ The file 'usb8023k. 2ps' on Broadcom USE Metwork oK

Crriver Install Disk iz needed.

Cancel

dik

Type the path where the file iz located, and then click
oK.

Copy files from:

IE j Browse...

J
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Atrodiet nepiecieS8amo failu. NoklikSkiniet Atvért (Open), lai turpinatu.

Laakir: | {=J BCM LISB Driver =] e ®mekE-

9.

USBB0Z3K, 515

File name: IUSBSD2EK. 55 j Open I
LI Cariel |

Files of type: Iusb8023l;.sys;usb8023k.s_l,l_

10. USB draivera instalacija ir pabeigta. Noklikskiniet uz Pabeigt (Finish), lai
izietu no Vedna atrast jaunu aparatiiru (Found New Hardware Wizard).

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

Broadcom USH Remote MDIS Device

Click Finish to close the wizard.

Carncel

< Back
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[Jﬁsu datora konfigurésana }

Lai pieklutu marsrutizétajam ar LAN porta palidzibu ir nepiecieSama sekojosa konfiguracija:

Jasu PC TCP/IP adrese: 192.168.1.__(péedéjais skaitlis ir jebkurs skaitlis no 2 Itdz
254)

Marsrutizétaja nokluséta IP adrese: 192.168.1.1
Apakstikla maska: 255.255.255.0

Talak atrodas jusu datora konfiguréSanas proceddras. Sekojiet tas operétajsistemas
instrukcijas, kuru jus lietojiet.

Windows® 2000

1.

10.

11.

Windows uzdevumijosla noklikskiniet uz pogas Sakt (Start) > Uzstadijumi
(Settings) > Vadibas panelis (Control Panel) > Trkls un Dial-up savienojumiem
(Network and Dial-up Connections).

Noklikskiniet uz Lokala Trkla Savienojumi (Local Area Connection). Ja Jums ir
Lokala trkla savienojumu statusa (Local Area Connection Status) logs atvérts,
tad noklikskiniet uz Tpasibas (Properties).

Loga ir minétas uzstadrtas tikla sastavdalas. Ja saraksta ir ieklauts Interneta
protokols (TCP/IP) (Internet Protocol (TCP/IP)), tad protokols jau ir iespgjots un
jus varat izlaist punktu 10.

Ja Interneta protokols (TCP/IP) (Internet Protocol (TCP/IP)) neparadas ka
uzstadita sastavdala, tad noklikskiniet uz Uzstadt (Install).

Loga lzvélaties tTkla komponentes veidu (Select Network Component Type) un
noklikskiniet uz Protokolu (Protocol) un péc tam uz pogas Pievienot (Add).

Izvélaties saraksta Interneta protokols (TCP/P) (Internet Protocol (TCP/P)) un
péc tam noklikskiniet uz Labi (OK).

Ja tiek piedavats atsakt jlisu datoru ar jaunajiem uzstadijumus, tad noklikskiniet uz
Labi (OK).

Péc tam, kad jusu dators ir restartgjis, noklikskiniet uz ikonas Trkls un Dial-up
savienojumiem (Network and Dial-up Connections) un ar labo peles pogu
noklikskiniet uz ikonas Lokalais tTkla savienojums (Local Area Connection) un
péc tam izvélaties Tpagibas (Properties).

Lokala tikla savienojuma Ipasibu (Local Area Connection Properties)
dialoglodzina izvélaties Interneta protokolu (TCP/IP) (Internet Protocol (TCP/IP))
un péc tam noklikskiniet uz Ipasibas (Properties).

Interneta protokola (TCP/P) Ipasibu (Internet Protocol (TCP/IP) Properties)
dialoglodzina uzklikskiniet uz pogas ar nosaukumu lzmantot sekojosu IP adresi
(Use the following IP address) un ievadiet 192.168.1.x (kur x ir jebkurs skaitlis
starp 2 un 254) un 255.255.255.0 IP adreses lauka un Apakstikla maskas (IP
address and Subnet Mask) lauka.

Noklikskiniet uz Labi (OK) divas reizes, lai saglabatu izmainas un péc tam aizveriet
Vadibas paneli (Control Panel).
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Windows® XP

Windows uzdevumjosla noklikskiniet uz Sakt (Start) > Uzstadtjumi (Settings) >
Trkla Savienojumi (Network Connections).

Tikla savienojumu Window (Network Connections Window) loga noklikskiniet
ar labo peles pogu uz ikonas Lokala trkla savienojums (Local Area Connection)
un tad noklik8kiniet uz IpaSibas (Properties).

Lokala tikla savienojumu (Local Area Connection) loga ir minétas uzstadita
tikla sastavdalas. Parliecinieties, ka lodzins Interneta protokols (TCP/IP) (Internet
Protocol (TCP/IP)) ir atziméts un péc tam noklikskiniet uz Ipasibas (Properties).

Interneta protokola (TCP/P) Ipasibu (Internet Protocol (TCP/IP) Properties)
dialoglodzina uzklikskiniet uz pogas ar nosaukumu lzmantot sekojosu IP adresi
(Use the following IP address) un ievadiet 192.168.1.x (kur x ir jebkurs skaitlis
starp 2 un 254) un 255.255.255.0 IP adreses lauka un Apakstrkla maskas (IP
address field and Subnet Mask) lauka.

Noklikskiniet uz Labi (OK) divas reizes, lai saglabatu izmainas un péc tam aizveriet
Vadibas paneli (Control Panel).

[Marérutizétéia pieteikSanas

Lai pieteiktu jusu marsrutizétaju:

1.

levadiet http://192.168.1.1 (marSrutizétaja nokluséto IP adresi) timekla
parlakprogrammas adreses lodzina un nospiediet Enter.

2. Paradrsies pieteikSanas logs. Noklusétais lietotajvards ir admin un parole ir admin

(zemaja &rifta).
Fleaze type vour uzer name and password.
Site: 192.168.1.1
Realm ADSL Router
Uszer Mame ||

Passward I

™ Save this password in pour password list

()3 I Cancel




WL-AM602 Combo marsrutizétaja lietosanas rokasgramata 6

[Ierices informacija }

Lai pieklatu sistémas informacijai, noklikskiniet uz objektu izvélni lerices informacija
(Device Info).

Kopsavilkums

Noklikskiniet uz Kopsavilkums (Summary), lai uzraditu jasu marsrutizétaja versijas
informaciju un DSL savienojuma realo statusu.

Giwelcome Device Info
&1 Device Info
[ Quick Setup

et Model Name: AMBD2
Diagnostics Board ID: R
&-(1 Management
Software Version: 3-06-06-3400.A2pB022g2.d10d

Bootloader (CFE) Version: | 1.0.37-6.5
This infor mation reflects the current status of your DSL connection

Line Rate - Upstream (Kbps):

Line Rate - Downstream (Kbps):

LAN 1P Address: 192,168,1,1
Default Gateway:

Primary DNS Server: 192,168,1,1
Secondary DNS Server: 192.168.1.1

WAN

Noklikskiniet uz WAN, lai vizualizétu WAN savienojumu informaciju.

k= welcome WAN Info
‘23 Device Info
[ Summary
[Twan

‘VPI/VE[ ‘ Con. ID ‘ Category ‘Servite Name |Interface Name ‘Pmlncnl ‘IEMP ‘uns ‘Slate ‘ Status ‘IP Address ‘

{3 Statistics

BT

[ Quick Setup

2 Advanced Setup
/AN

I Firewall
[ Quality of Service
(1 Routing
DNS
[ ApsL
[ Port Mapping
[1 piagnostics
CIManagement
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Statistika

LAN Statistika

Noklikskiniet uz LAN, lai vizualizétu sanemto un nosutito datu LAN statistiku.

& welcome
‘3 Device Info

[ Route
3 ARP
3 bHcP
[ Quick Setup
(2] Advanced Setup
[] Diagnostics
Management

Statistics — LAN

Interface

Received Transmitted

‘éytes Pkts |Errs Drops
2640862 9867 [0 |o

usB o o o :EI 0 o o o

Pkts Errs Drops Bytes
|Ethernet 1441565109280 |0

Reset Statistics

WAN Statistika
Noklikskiniet uz WAN, lai

vizualizétu WAN statistiku.

Bweicome
& Device Info
Summary
3 wan
B4 Statistics
ElLaN
1 wAN
B ATM
B ApsL
[ Route
[EF.CT
3 bHCP
[ Quick Setup
£+ Advanced Setup
[ wan

WAN Statistics

[Service WPI/VCIPr face| Received Transmitted
Bytes|Pkts [Errs DropsBytes|Pkts [Errs Props

Pppoe_| ppp_0_

0_35_1 0/35 |PPPOE 351 o ‘ o | o ‘ o o ‘ o ‘ o | o

Reset Statistics

ATM Statistika

Noklikskiniet uz ATM, lai vizualizétu ATM statistiku.

[ Quick Setup
43 Advanced Setup
WAN

3 Firewall
03 Quality of Service
{3 Routing

& welcome Statistics -~ ATM
‘3 Device Info

Summary ATM Interface Statistics

5] ‘;‘:’:"i‘sﬂ‘s n InHec | Ininvalid vpi | InPortNot | InPTI [Inidie | InCircuit | InOAMRM | In GRj

Octets | Octets |Errors |Unknown | Errors | VeiErrors | Enable Errors | Errors | Cells | Type Errors | CRCErrors | Error
% WAN [ ) | 0 [ 0 ] e e e 0
ATH

[0 ApsL AALS Interface Statistics

FlRoute fin Octetsput Octetsjin Ucast Pktsput Ucast PKtsin ErrorsiDut Errorsfin Discardsiput Discards|

3o

T e o ] G e G
AALS VCC Statistics

[WPI/VCIERC ErrorsSAR Timeouts|Dversized SDUsfShort Packet Errorsfength Errors|
[035] o | o o o -

Reset Statistics
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ADSL Statistika

Noklikskiniet uz ADSL, lai vizualizétu ADSL statistiku, kura ir noderiga
traucéjummekléSanai un savienojumu problému diagnosticésanai.

& weicome Statistics -- ADSL
= |JDevice Info
Summary ode: /A
[ wan =
£ Statistics [ype: L]
[ LAN Line Coding: A
Status: Lirk Down
3 wan k
Link Power State: Lo
Flans 0
[ Route
[ aRP Downstr eam|
B DHCP ISNR Margin (dB): I \/A
S e o s e g
T WAN P Dutput Power (dBm): A A
LAN lAttainable Rate (Kbps): A A
inabl (Kbps) I I
CINAT Rate (Kbps):
%' Z"E‘I'_"ﬂ" e number of bytes in DMT frame): 7 7
R:sﬁ'g’g" ervice R (number of check bytes in RS code ward): /A A
CIDNS 5 (RS code word size in DMT frame): A A
(1 ADSL . D (interleaver depth): I /A
5 DD_ Por{Manping Delay (msec): /A /A
iagnostics
L]

ADSL BER Tests

ADSL Bitu kltdu proporciju tests ((BER Tests) Bit Error Rate Test) ir tests, kas atspogulo
bitu kludu attieciou salidzinot ar kopéjo nosutito bitu skaitu.

Noklikskiniet uz ADSL BER Tests (ADSL BER Test) ADSL Statistikas lapas apakséja
dala un tad paradisies uznirstoais ekrans, kas atlaus jums uzstadrt parbaudes laiku un
uzsakt parbaudi.

ADSL BER Test - Start

The ADSL Bit Error Rate (BER) test deter mines
the quality of the ADSL cannection. The test is
done by transferring idle cells containing a known
pattern and comparing the recetved data with

this known pattern to check for any errors,

Select the test duration below and click "Start”,

Tested Time (sec): [20 =
Start | Close
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Apakséja attéela ir redzams ADSL BER testa rezultatu ekrans.

ADSL BER Test - Result

The ADSL BER test completed successfully.

Test Time (sec): 20

Total Transferred Bits: |0

Total Error Bits: 268478476

Error Ratio: 3.748-01

Close

Marsruts

Noklikskiniet uz MarSruts (Route), lai vizualizétu marsrutizéSanas statusa informaciju.

Ewelcome Device Info -- Route
-4 Device Info
Summary Flags: U - up, | - reject, G - gateway, H - host, R - reinstate
WAN 0 - dynamic edirsct), M - madified (ediect).
Statistics
LAN .
E WAN Destination | Gateway |Subnet Mask |Flags | Metric |Service | Interface
1AM
ézD ADSL 192.168.10 (0000 |255255.2550 (U [0 brll
Route .
ARP
[3 pep

[ Quick Setup
- Advanced Setup
WAN

OLan

CINAT

1 Firewall

[ Quality of Service
1 Routing

[ ADSL

[ Port Mapping
[ Diagnostics
~[1Management
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ARP

Noklikskiniet uz ARP, lai vizualizétu ARP statusa informaciju. Adresu Rezoliciju
protokols ((Address Resolution Protocol) ARP) parvérs IP adresi fiziskaja adresé ar
apziméjumu HW adrese (MAC adrese), kura palidz noteikt datora LAN trklu.

Eweicome Device Info - ARP
‘23 Device Info
% ;;'A","maw 1P Address |Flags | HW Address Device
= SD‘Z‘ET""S 192.168.1.2 | Complete | 00:15:72:08:10:92 |br0
[ waN
[ atm
[ ApsL
[5 Route
_JARP
[ bHCP
[ Quick Setup
‘S Advanced Setup
[ wan
Hian
CINAT
C1 Firewall
[ quality of Service
1 Routing
C1DNS
[3 apsL
[ Port mapping
[ Diagnostics
1 Management

DHCP

Noklikskiniet uz DHCP, lai vizualizétu DHCP Nomas lapu. Ta parada to datoru sarakstu,
kuri ir automatiski sanémusi savas IP adreses no DHCP servera un IP adresu derrguma
laiku.

Giwelcome Device Info - DHCP Leases

=3 Device Info
Summary
WAN

‘Hnslname ‘MAE Address ‘n: Address‘Expires In ‘

= SD(HITIIF ‘A\anl,un—wa ‘DD:IA:QZ:BD:DD:AB ‘192‘1531‘2 ‘23 hours, 42 minutes, 10 seconds ‘
O waN
-] ATM
- ADSL
[ Route
O are
JoHce
[ Quick Setup
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[Atra uzstadisana }

Saja nodala ir paskaidrots, ka ir iespgjams atri konfigurét marsrutizétaja savienojumu

ar internetu. Noklikskiniet uz Atra uzstadi$ana (Quick Setup) un péc tam sekojiet

talakajam instrukcijam, lai uzstadrtu josu marsrutizétaju.

1. Atziméjiet DSL Automatiskas savienoSanas (DSL Auto-connect) izvéles ratinu,
lai iespéjotu DSL Automatiskas savienosanas procesu. Automatiskas savienosanas
process automatiski atpazist pirmo izmantojamo PVH, PPPoE, PPPoA un tilta
protokolu (pieejami ar DHCP serveri). Noklikkiniet uz Talak (Next), lai turpinatu.

& welcome Quick Setup
B3 Device Info
Summary This Quick Setup will guide you through the steps necessary to configure your DSL Router
i WAN
| B Statistics ATM PVC Configuration
i Route
[ arp
T bHCP Select the check box below to enable DSL Auto-comect process.
[ Quick Setup ¥ DSL Auto-connect
T Advanced Setup
Diagnostics

&[] Management

Ja jUs neatziméjiet DSL Automatiskas savienosSanas (DSL Auto-connect)
izvéles ratinu, tad ievadiet jusu ISP noradrto VP! / VCI, lai uzstadrtu ATM PVC.
Noklikskiniet uz Talak (Next), lai turpinatu.

G welcome Quick Setup
/23 Device Info
Summary This Quick Setup will guide you through the steps necessary to configure your DSL Router,

WAN
(I Statistics ATM PVC Configuration
Route

O are

O pHee Select the check box below to enable DSL Auto-connect process
[3 Quick Setup T DSL Auto-connect
(1 Advanced Setup
[ Diagnostics
(51 Management The Virtual Path Identifier (VPI) and Virtual Channel dentifler (VCI) are needed for setting p the ATM PYC. D not changi VPT and VCI nurmbers unle
your ISP st you otherwise.
v oess)

ver: [32-65535] [
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2.

3.

|zvélaties jusu ISP noradito ATM PVC tikla protokola veidu un iekapsulésanas rezimu.
Seit ir PPPoE savienojuma veida piemérs. Noklikskiniet uz Talak (Next), lai turpinatu.

Ewelcome

‘3 Device Info

-] Summary
- waN

-] Statistics
-[J Route

[ ARP

--[3 DHCP

[1 Quick Setup

3 Advanced Setup

-~ LAN

-1 NAT

-C Firewall

[ Quality of Service
+1 Routing

-1 DNS

-3 ADSL

--[3] Port Mapping

[1 Diagnostics
JManagement

Connection Type

Select the type of netwark pratocol for IP over Ethernet as AN interface
© FRF over ATM (PRROA)

& PPP over Ethernet (FPPOE)

€ MAC Encapsulation Routing (MER)

€ 1P over ATM (IPoA)

€ Bridging

Encapsulation Mode

LLCHNAP-BRIDGING =

Enable 802.1q T

Back | Hext

levadiet jusu ISP noradrto PPP lietotajvardu un paroli. Péc tam izskirieties, vai

jus izmantosiet tadus elementus, ka, pieméram, zvanu uz pieprastjumu, PPP [P
paplasinasanu, “uzturet aktivu” (Alive) un péc tam noklikskiniet uz Talak (Next).

& welcome

3 Device Info

[ Summary

3 wan

X Statistics
[ERN-U
Ewan
B
3 ApsL

[ Route

3 ArP

B

[1 Quick Setup

3 Advanced Setup

3 wan

B

CINAT

] Firewall

[ Quality of Service

(1 Routing

C1DNS

[3 ApsL

[ Port Mapping

[] Diagnostics

(I Management

PPP Username and Password

PPP Lsuially requires that you have a user name and password t establish your connection. In the boxes below, enter
the user name and password that your ISP has provided to you.

PPP Username:

PPP Passward:

authentication Method: | AUTO! v

[ Dial on demmand (with idie timeout timer)

[ FFP IP extension
O keep alive

[0 Use Static P Adcdress
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4. Atziméjiet izvéles ratinu lespéjot NAT (Enable NAT). Paréjam izvéles ratinam
un laukiem saglabajiet noklusétos uzstadrjumus. Noklikskiniet uz Talak (Next), lai
turpinatu.

(& weicome Network Address Translation Settings
43 Device Info
Uy Network Adthess Translation (NAT) allaws you 1o share one Wide Area Network (WAN) IP address for multple computers on your Local Area Network
3 Statstios o
Route
ARP Enable NAT [0
G onee
[ Quick Setup Enable Firewall
(5] Advanced Setup

[ Diagnostics
N onavemont Enable IGMP Multicast, and WAN Service

Enable IGVP Multicast [T

Enable WAN Service

Service Narme! [prpoe_0 352

5. Konfigurgjiet DSL marsrutizétaja IP adresi un Apakstikla masku. Ja jds vélaties,
lai DHCP serveris pieskir IP adreses automatiski, tad lespéjojiet DHCP serveri
(Enable DHCP Server) un ievadiet IP adreSu diapazonu, kuras DHCP serveris
varétu pieskirt jisu datoriem. Ja jus vélaties manuali pieskirt IP adreses, tad
Atspéjojiet DHCP serveri (Disable DHCP Server). Noklikskiniet uz Talak (Next),
lai turpinatu.

& welcome Device Setup
‘=4 Device Info
[] summary
[ wan
=3 Statistics
B Lan

Configure the DSL Router 1P Address and Subnet Mask for LAN interface,

1P address: 192,168.1.1
E x‘ﬁ;‘ Subnet Mask 255.255.255.0

3 apsL

[ Route O Disable DHCP Server
E SEEP @ Enable DHCP Server

D Quick Setup Start IP Address: 192.168.1.2
1 Advanced Setup

Ooi 5 Erd IP Acdress: |192.168.1.254
iagnostics e

1 Management Leased Time (hour):| 24

[configure the second IP Address and Subnet Mask for LAN interface
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6. Parbaudiet, vai uzstadrjumi ir pareizi. Noklikskinot uz pogas Saglabat/Parladét
(Save/Reboot), tiks saglabati jasu uzstadrjumi un tiks restartéts jasu marsrutizétajs.

(5 vweicome

‘=4 Device Info

[] Summary

[ wan

(1 Statistics

[1 Route

1 arRP

[ED e

[ Quick Setup

S Advanced Setup
VAN

Ban

Canar

(1 Firewall

[ quality of Service
1 Routing

1 apsL

[ Port Mapping
[ Diagnostics

1 Management

WAN Setup - Summary

ek sure that the settings below match the ssttings provided by your ISP,

VPI / VCI: 0/

Connection Type: |FPPoE

Service Name: pppos_0_35_2

Service Category: |UER

1P Address: Aummatically Assigred
Service State: Enzbled
NAT: Enabled
Firewall: Enabled

IGMP Multicast:  |Disabled

Quality Of Service: |Disabled

Click "Save/Reboot" o save these settings and reboot router, Click "Back” to make any modifications.
HOTE: The configuration process takes sbout 1 minute to complete and your DSL Router will reboot

Back | Save/Reboot

Paplasinatie uzstadijumi

Saja nodala jums tiks sniegta palidziba, lai uzstadrtu daZas bieZi izmantojamas
marsrutizétaja funkcijas, pieméram, Ugunsmdari, Portu kartésanu, QoS un DNS.

WAN

Lai konfigurétu jaunu WAN interfeisu:
1. Noklikskiniet uz Pievienot (Add), lai pievienotu WAN interfeisa jauno savienojumu.

33 Device Info
Summary
WAN

(1 Statistics

G once
[ Quick Setup
‘3 Advanced Setup
WAN

3 Firewall
03 Quality of Service
(S Routing
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

WAN Setup

Choose Add, Edit, or Rermove to configure WaN interfaces,
Chaose Finish o apply the changes and reboot the syster.

[VP1/v61 [can. 0 [category | Service | interace [rotocol] 16wp | oo | anta tate [Remove | Eat | actn |

Gl 1 ]

[om | 1 |

pppoe_0_351 Disabled! | Disabledt

pon 0.1 e

add| _Remove | Finih

A

Enabled
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2. Konfiguréjiet ATM PVC identifikatoru (VPI un VCI) un izvélaties pakalpojumu kategoriju.

Ewelcnme ATM PVC Configuration
543 Device Info This screen allows you to configure an ATM PYC identifier (VPI and VCI) and select a service category. Choose an existing interface by selecting the.
Summary checkbox to enable it.
WAN
(3 Statistics
[ Route vPL[0255] o
O are
(3 DHCP. ver: [2-655351 55
[ Quick Setup
433 Advanced Setu
wan i Service Category:[UBR Without PCR |3

O Firewall
03 Quality of Service
(S Routing

3 Port Mapping

[ Diagnostics Enabling packet level QoS far a PYC improves performance for selected classes of applications. QoS cannot be set for CBR and Realtime VBR. QoS
(51 Management

Enable Quality Of Service

consurmes system resources; therefore the number of PYCs willbe reduced, Use Advanced Setup; Quality of Service th assign priorities for the
applications

Enable Quality Of Service [

Pirms VPI, VCI un pakalpojumu kategorijas konfiguréSanas, noskaidrojiet ar jasu ISP sekojoso.
* VPI: Virtuala Cela Identifikators. Derigais diapazons ir no 0 Iidz 255.

+ VCI: Virtuala Kanala Identifikators. Derigais diapazons ir no 32 Iidz 65535.

- Servisa kategorija (Service Category): Seit ir uzskaitrtas piecas klases datu plismas -

UBR Bez PCR (UBR Without PCR) (Nenoradits datu parsatiSanas

atrums bez elementa pika atruma) — UVP pakalpojums ir piemérots
lietojumprogrammas, kuras ir pielaujamas maintgas aizkavésanas un

daZu elementu zaudéjumi. Lietojumprogrammas, kuram ir piemeéroti UBR
pakalpojumi, ieklauj tekstu / datu / attélu parsatrsanu, zinu apmainu, izplatrSanu
un ielades, ka arT attalo terminalu lietojumprogrammas, pieméram, teledarbu.
UBR ar PCR (UBR With PCR) (Nenoradrts datu parsatrsanas atrums ar
elementa prka atrumu) — Frekvences joslas platumu nosaka Elementa prka
atrums (Peak Cell Rate (PCR)). UVP savienojums ar PCR parvada mainiga
bitu atruma datu plasmu, kura nav atkariga no laika sinhronizacijas starp datu
plismas avotu un galameérki un maksimala Elementa pika atruma (Peak Cell
Rate).

CBR (Nemainigs datu parsatrsanas atrums) — tiek izmantots programmas,
kuras ir nepieciesams noteikts datu parraides atrums, kas ir pastavigi pieejams
savienojuma laika. To bieZi izmanto nesaspiestu audio un video informaciju
gadijumos, pieméram, videokonferencés, interaktiva audio (telefonijas)
procesa, audio / video izplatiSanas (pieméram, televizijas, talmactbu, ka
maksat-par-apskati) procesos, un audio / video ielades (pieméram, video-uz
pieprastjumu un audio bibliotekas) gadrjuma.

Bez reala laika VBR (Non Realtime VBR) (Redla laika nav mainigs datu
parsatiSanas atrums) — var izmantot datu parraides ar kritisku atbildes laika
prastbu, pieméram, aviosabiedribu servisa, banku darfjumos un procesu
uzraudzibas laika.

Reala laika VBR (Realtime VBR) (reala laika maintgs datu parsatidanas
atrums) — tiek izmantots precrzas lietojumprogrammas, pieméram, reala laika
video. Rt-VBR pakalpojumi atlauj trkla lielaku elastrbu neka CBR.
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3. lzvélaties jusu savienojuma veidu un iekapsulésanas reZimu. Noklikkiniet uz Talak

(Next).

@g&lwme Connection Type
Device Info
% wﬂmaw select the type of network protocol for 1P over Ethernet as WAN interface
(] Statistics
% Route € PPP over ATV (PPPOA)Y
ARP
[3 pHeP € PPP over Ethernet (FFPCE)

[ Quick Setup

- Ad‘ﬁ:ﬁf” Setip € MAC Encapsulation Routing (MER)

1 NAT € 1P over ATM (PoA)
] Firewall

[3 Ouality of Service
1 Routing

CIDNS

[ ADSL

[ Port Mapping Encapsulation Mode

[] Diagnostics TLCANAPERDGING |+

1 Management

@ pridging

Enable 802.1q [

Back | Mext

4. Jair nepiecieSams, atspégjojiet tilta pakalpojumus.

5 Welcome
-3 Device Info
% g;Ar’;mzw Unselect the check box below to disable this WAN service

-1 Statistics.
%‘ Route Erahie Bridge Service:
-[] ARP
% DHCP Service Narme:
- [ Quick Setup
-3 Advanced Setup
-] WAN
- LAN
CINAT
3 Firewall

J1P Filtering

[ MAC Filtering

-] Parental Control
<[ Quality of Service
43 Routing

[ Default Gateway

- [] Static Route

P

-C1DNS

-[] ADSL

-3 Port Mapping
- [ Diagnostics

- Management
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5. Parbaudiet, vai uzstadrjumi ir pareizi. NoklikSkiniet uz Saglabat (Save), lai saglabatu
uzstadrjumus.

6. Noklikskiniet uz Pabeigt (Finish).

Paradrsies ekrans DSL marsrutizétaja atsaknésana (DSL Router Reboot).
Marsrutizetajs atsaknésies, lai aktivizétu jaunos uzstadijumus.

-

53 Device Info
Summary
WAN

(1 Statistics

G once
[3 Quick Setup

DSL Router Reboot
The DSL Router has been configured and is rebooting

Close the DSL Router Configuration window and wait for 60 seconds before reapening your web browser. If necessary, reconfiqure your FC's IP acdre]
to rmatch your new configuration.

(T

/3 Advanced Setup
WAN

3 Firewall
03 Quality of Service
(S Routing
DNS
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

LAN

Konfiguréjiet DSL marsrutizétaja IP adresi un Apakstikla masku. Ja jas vélaties, lai
DHCP serveris pieskir IP adreses automatiski, tad lespéjojiet DHCP serveri (Enable
DHCP Server) un ievadiet IP adredu diapazonu, kuras DHCP serveris varétu pieskirt
jusu datoriem. Ja jUs vélaties manuali pieskirt IP adreses, tad Atspéjojiet DHCP
serveri (Disable DHCP Server). Noklikskiniet uz Talak (Next), lai turpinatu. Ar pogas
Saglabat (Save) palidzibu tiek saglabati vienigi LAN konfiguracijas dati, bet tie netiek
pielietoti konfiguracijai. Noklikskiniet uz Saglabat/Parladét (Save/Reboot), lai saglabatu
un aktivizétu jaunos uzstadrjumus.

Ewelcome
(1 Device Info
03 Quick Setup
£33 Advanced Setup
WAN

3 Firewall
03 Quality of Service
(S Routing
CIDNS
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

Local Area Network (LAN) Setup

Configure the DSL Router IP Address and Subriet Mask for LaN interface.  Save button only saves the LAN configuration data, Save/Reboot button saves
the La configuration data and reboots the router to make the new configuration effective

1P Address: [1o2.168.1.1
Subret Mask: [pss.255.255.0

P Enable UprP

I Enzble 1GVP Sraoping
@ Standard Mode
€ Blocking Mode

© Disable DHCP Server

& Enabile DHCP Server
StartIP Address:  [192.168.1.2
End IP Address:  [192.168.1.254

Leased Time (nour):fp4
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NAT

lespéjojiet NAT (TTkla adresu translaciju (Network Address Translation)), lai konfigurétu
Virtualo serveri (Virtual Server), Portu trigeréSanu (Port Triggering) un DMZ resursdatoru.

Virtualais serveris

Virtualais serveris atlauj tieso ienako$o datu parvadi no WAN puses ar konkrétu IP adresi

uz LAN pusi.

Lai uzstadrtu virtualo serveri:
1. Noklikskiniet uz Pievienot (Add), lai pievienotu virtualo serveri jasu LAN trklam.

@ weicome

(3 Device Info

03 Quick Setup

‘3 Advanced Setup
WAN

Ouan
ESINAT
(] Virtual Servers
[ Port Triggering
[3 oMz Host
(3 Firewall
Quality of Service
3 Routing
CIDNS
3 ApsL
3 Port Mapping
[ Diagnostics
=

NAT -- Virtual Servers Setup
Virtual Server allows you to direct incorming traffic from the WAN side (dentified by protocol and external port) to the internal server with a private P
address on the LAN side. The internal port s required only if the external port needs to be converted to a different port number used by the server on

LAN side. 4 maximurm of 32 entries can be configured,

Add

Server Name [External Port start [Exteral Port End [Protocol [nternal Port start [internal Port End |Server IP Address [Remove

2. lzvélaties nolaizamaja saraksta pakalpojuma nosaukumu un ievadiet servera IP
adresi. Noklikskiniet uz Saglabat/Pielietot (Save/Apply).

@ weicome
(3 Device Info
03 Quick Setup
£33 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering
[3 oMz Host
Firewall
Quality of Service
Routing

DNS
3 ApSL

3 Port Mapping

[ Diagnostics

(1 Management

NAT - Virtual Servers

and enter the server [P address and click "Save/Apply” to forward P packets for this service to the specified server. NOTE: I
ot be changed. It is the same as "External Port End" normally and will be the same as the "Internal Port Star|

either one is modiified.

Remaining number of entries that can be configured:32

Server ae
B e 0 W
& s ||

Server IP Address: [192.168.1,
Save/apply

External Port StartExternal Port End]_Protocol _finternal Port Startfinternal Port End
|
|
|
|
s

3. Noklikskiniet uz Pievienot (Add), lai pievienotu citu virtualo serveri vai Nopnemtu
(Remove) eso$o virtualo serveri.

[ weicome
(3 Device Info
03 Quick Setup
£33 Advanced Setup
WAN

Ouan
ESINAT
[] Virtual Servers
[ Port Triggering
[3 oMz Host
(3 Firewall
Quality of Service
(S Routing
CIDNS
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

NAT -- Virtual Servers Setup

Virtual Server allows you to direct incorming traffic from the WaN side (dentifid by protocol and external port) t the internal server with a private P
address on the LAN side. The internal port s required only if the external port needs to be converted to a different port number used by the server on
L&N side. & maxirmurm of 32 entries can be configured,

88 e

server Name | EXternal Port Externalport | linternal Port Internal Port  [Server 1P i
s End start End Address

Wb Server
a0 a0 TcP a0 a0 192.168.1.2

(HTTR) (=
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Porta trigeréSana

Lai uzstadrtu porta trigeréSanu:
1. Noklikskiniet uz Pievienot (Add).

& weicome NAT - Port Triggering Setup
L1 Device Info
[ Quick Setup Some applications require that specific ports in the Router's firewall be opened for access by the remote parties. Port Trigger dynamically opens up the|
2143 Advanced Setup ‘Open Ports' in the firewall when an application on the LAN initiates a TCPAUDP connection to a remote party using the "Triggering Ports', The Router
5 m" allows the remote party from the WAN side to establish new connections back to the application on the LaN side Lsing the 'Open Ports', & maxirmurm of
AT entries can be configured
% Virtual Servers
Port Triggering Application Trigger Open Remove
DMZ Host
] Erewzll Name |Protocol ‘pm Range | Protacol ‘pm Range

B o S [t [ena | [ovare ena
CIDNS
3 ADSL
3 Port Mapping
[ Diagnostics
(1 Management

Add

2. lzvélaties programmu, kurai jus vélaties konfigurét porta uzstadijumus. Noklikskiniet
uz Saglabat/Pielietot (Save/Apply).

Welcome NAT - Port Triggering
553 Device Info
13 Summary same 3 , remote lications and that specific ports n the Router's firewall be
& ﬂ‘g::i‘niu opened for access by the applications. You can configure the port settings from this screen by selecting an existing application or creating your own
s (Custom application)and clck "Save/Apply” to add .
i entries that
Sonce
[ Quick Setup Application Name:
29 Ajdvvﬂ:‘ed Setup @ Select an application: | SelectOne. v
Sian O custom application:
CE=] IGAT
Virtual Servers
B Pan Tiggerns
3 DMZ Host
@ O Firewall frigger Port Start rigger Port End Trigger

{1 Quality of Servit apes Bratocol|
o CRaatog L |
= CIDNS |
™

i

3 AvsL
3 Port Mapping
[ Diagnostics

3
<

&1 Management (=T 9 |
Il Eal

i
i

Port

I = |

T ™ ¥ |
e ¥ [ 9 |

Save/Apply

3. Noklikskiniet uz Pievienot (Add), lai pievienotu citu lietojumprogrammu, kurai jis
vélaties konfigurét porta uzstadrjumus, vai uz Nonemt (Remove), lai nonemtu
izveléto listojumprogrammu.
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DMZ resursdatorst

levadiet DMZ resursdatora IP adresi un noklikskiniet uz Saglabat/Pielietot (Save/Apply),
lai aktivizétu uzstadrjumus.

Eweicome
(1 Device Info
03 Quick Setup
£33 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering
[/0MZ Host
(3 Firewall
03 Quality of Service
(S Routing
CIDNS
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

NAT - DMZ Host

‘The DSL router will farward P packets fram the WAN that do not belong to any of the applications configured in the Virtual Servers table o the DM
cormputer.

Entter the cormputer's IP address and click "Apply” to activate the DME host.

Clear the TP address field and click "Apply” to deactivate the DMZ host,

DMZ Host IP Address:
Save/Apply

Ugunsmdris

IP Izejas-filtresana

Ar izejo$a filtra palTdzibu tiek bloketa LAN datu parvade uz WAN pusi.

Lai raditu izejoso filtru:

1. Noklikskiniet uz Pievienot (Add).

(3 Device Info

03 Quick Setup

43 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering
[3 pMZ Host

[ MAC Filtering
3 parental Control
[ Quality of Service
(S Routing
CIDNS
[ apSL
3 Port Mapping
[ Diagnostics
(51 Management

Outgoing IP Filtering Setup

By defaul, all outgaing IF traffic from LAN is allowed, but some TP traffic can be BLOCKED by setting up fiters,

[Name [protocol [ source Address / Mask [source Port Dest. Address / Mask [Dest. Port [Remave |

Add

2. levadiet filtra nosaukumu, avota informaciju (LAN pusé) un galamérka informaciju
(WAN pus€). Noklikskiniet uz Saglabat/Pielietot (Save/Apply).

@weicome

(3 Device Info

03 Quick Setup

/3 Advanced Setup
WAN

Ouan
5 NAT
[] Virtual Servers
[ Port Triggering
[3 oMz Host
3 Firewall
B3 IP Filtering
Outgoing
3 Incoming
[ MAC Filtering
3 parental Control
[ Quality of Service
(S Routing
CIDNS
3 apSL
3 Port Mapping
[ Diagnostics
(31 Management

Add IP Filter - Outgoing

The screen allows you to create a filtr rule to identify outgoing IP traffic by specifying a new fiter name and at least one condition below. All of the
specified conditions in this fite rule must be satisfied for the rule to take effect. Click 'Save/Apply to save and activate the fiter.

Filter Name:
Protcol E

Source 1P address;
Source Subnet Mask:

Source Fort (port or port;port):
Destination IP acdress:
Destination Subret Mask

Destination Port (aort or port:port)

save/Apply
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IP leejas - filtrésana

IP ieejas filtrs bloké WAN datu plusmas ieeju LAN puse.
Lai raditu ieejoSo filtru:
1. Noklikskiniet uz Pievienot (Add).

G welcome Incoming IP Filtering Setup

(3 Device Info

gl Avancod o By defaul, allincoring 1P traffic from Wa is biocked when the firewall is enabled, but sorme 1P trffic can be ACGEPTED by setting up filtrs.
wanced Setup
WAN

[Name [vpr/ver [Protacol [source Address / Mask [source Port [Dest. Address / Mask [Dest. Port [Remove |

[] Virtual Servers
[ Port Triggering Add
[3 oMz Host
-3 Firewall
B3 IP Filtering

3 Incoming
[ MAC Filtering
[ parental Control
[ Quality of Service
Routing

[ ApSL

3 Port Mapping
[ Diagnostics
(1 Management

2. levadiet filtra nosaukumu, avota informaciju (WAN pusé) un galamérka informaciju
(LAN pusg). Izvélaties WAN interfeisu un tad noklikskiniet uz Saglabat/Pielietot
(Save/Apply).

[ Add IP Filter - Incoming
(3 Device Info
[ Quick Setup The screen allows you to create a filter rule to identify incoming P traffic by specifying a new filter name and at least one condition below. Al of the
S Ad\x}"ﬁ“ Setup specified conditions in this filter rule must be satisfied for the rule to take effect, Click ‘Save/4pply’ to save and activate the filter,

Ouan
ESINAT Filter Narme:

[] Virtual Servers

03 Port Triggering Feo |

[3 oMz Host
&3 Firewall Source IP address:
T p e Source Subret sk
Incoming Source Port (port or portzport)
[ MAC Filtering
B [ parental Control Destination IP acdress:
Quality of Service
S Routing Destination Subnet Mack
% DNS Destination Port (port or portport);
ADSL
5] Qﬁ';‘;:s"’i'g"""“ WAN Interfaces (Configured in Routing mode and with firewall enabled only)

{1 Management Select at least one or multiple WAN interfaces displayed below to apply this rule,

P Select All

! pppoe_0_35_1/ppp_0_35_1




WL-AM602 Combo marsrutizétaja lietosanas rokasgramata 6

MAC filtreSana

Mac filtréSana dod iespé&ju nosdtrt vai noblokét datu parvadi ar MAC adresi. Ekrana
MAC Filtrésanas uzstadisana (MAC Filtering Setup) izmainiet MAC filtréSanu tabula
politiku vai pievienojiet filtréSanas noteikumus.

MAC Filtering Setup

(3 Device Info

03 Quick Setup

‘3 Advanced Setup
WAN

OLaN Change Policy
ESINAT

[] Virtual Servers
[ Port Triggering

MAC Filtering Global Policy: FORWARDED

MAC Filtering is only effective on ATM PVCs configured in Bridge mode. FORWARDED rmieans that all MAC layer frames will be FORWARDED except

those matching with any of the speciied rules n the following table. BLOCKED means that all MAC layer frames will be BLOCKED except those matchi
[0 DMZ Host 2 r " o ” &
L& Fireveall o with any of the specified rules in the following table.
&3 IP Filtering
aose Add or Remove to configure MAC filtering rles.
Outgoing Chanse Add or Remave to configure MAC filtering
[ Ince

I ‘vm/vm ‘Prnln:nl ‘Deslina(inn MAC ‘Snur:e MAC ‘Frame Direction ‘Remnve ‘
iltering
[ parental Control
[ Quality of Service
1 Routing
CIDNS
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

Add

Noklikskiniet uz MainTt politiku (Change Policy), lai nomainttu MAC FiltréSanas
globalo politiku (MAC Filtering Global Policy). Paradrsies apstipringjuma dialoglodzins,
pieprasot izdarTto izmainu parbaudi.

o

Change MAC Filtering Global Policy
(1 Device Info
03 Quick Setup

WARNING: Changing from one global policy to anather will cause all defined rules to be REMOVED AUTOMATICALLY! You will need to
43 Advanced Setup
WAN

create new rules for the new policy.

LS NAT Are you sure you want to change MAC Filtering Global Policy from FORWARDED to BLOCKED 7
[] Virtual Servers
[ Port Triggering
3 DMZ Host E vES

3 Firewall

B3 IP Filtering
[ Outgoing

[ MAC Filtering
[ parental Control
[ Quality of Service
(S Routing
CIDNS
[ ApSL
3 Port Mapping
[ Diagnostics
(1 Management

Noklikskiniet uz Pievienot (Add), lai raditu MAC filtru. NoklikSkiniet uz Saglabat/Pielietot
(Save/Apply), lai saglabatu un lai aktivizétu uzstadrjumus.

Add MAG Filter
(3 Device Info
03 Quick Setup

Create a filter o idertify the MAC layer frames by specifying at least one condition below, If multiple conditions are specified, all of therm take effect,
/3 Advanced Setup
WAN

"apply* to save and activate the fier
Ouan

ESINAT Frotocol Type: =

[] Virtual Servers

[3 Port Triggering Destination MAC Address: e |
=) E,fx;."m Source MAC Address |
il

Frarme Direction: AN WAN 5]
[ Parental c"ﬂrnl WAN Tnterfaces (Configured in Bridge made only)
[ Quality of Service
(S Routing P select Al
CIDNS
3 ApSL

B 3 Port Mapping Save/Apply
Diagnostics

(X1 Management
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Vecakvadiba
Vecakvadiba (Parental Control) atlauj jums ierobeZot nedélas dienu, kad LAN ierTce
var piek|dt marsrutizétajam.

Noklikskiniet uz Pievienot (Add), lai uzstadrtu Dienas laika ierobeZojumu (Time of Day
Restriction).

& weicome Time of Day Restrictions - A maximum of 16 entries can be configured.

(1 Device Info

03 Quick Setup

‘3 Advanced Setup
WAN

B [username [MAC [mon [ ue [wed [thu i sat [sun [start [stop [Remove |
Ouan
£ NAT
[3 virtual Servers A
[ Port Triggering
[3 omz
&3 Firewall
&3 IP Filtering
[ Outgoing

3 Incoming
[ MAC Filtering
3 Parental Control
[ Quality of Service
(S Routing
3 ApSL
3 Port Mapping
[ Diagnostics
(1 Management

Parlukprogrammas MAC adreses (Browser's MAC Address) lauks automatiski
vizualizé LAN ierrces MAC adresi, kur darbojas parldkprogramma. Lai ierobezotu

citu LAN ierici, noklikskiniet uz Cita MAC adrese (Other MAC Address) un ievadiet
MAC adresi cita LAN iericé. Izvélaties nedélas dienu, kad LAN ierice var piek|at
marsrutizétajam. Noklikskiniet uz Saglabat/Pielietot (Save/Apply), lai saglabatu un lai
aktivizétu uzstadrjumus.

& weicome Time of Day Restriction
% Device Info
Quick Setup
‘3 Advanced Setup This page adds a time of day restriction to a special LN device connected t the router. The "Browser's MAC Address” automatically displays the MAC|
5 m" address of the LaN device where the browser is running, To restrict another LAN device, click the "Other MAC Address” button and enter the MAC add
AT of the other LN device. To find oLt the MAC address of a WWindows-based PC, open a command prompt window and type "ppronfig /al”.
[] Virtual Servers
[ Port Triggering User Name.
[3 pMZ Host
&3 Firewall
=3 IP Filtering & Browser's MAC Address  |00:14:92:8D:00:48
5 :)"1‘51;:23 € Other MAC Address e
£ MAC Filtoring oo
[ parental Control R
[ Quality of Service Pays of the week [ i Bat/5un|
SS;’,‘;“"“ {Cick 1o select | =N (=B =R (= (=1 (=1 =4}
[ ApSL
3 Port Mapping Start Blocking Time (hh:mrm)
EI a‘:g:;:‘r'n‘fm End Blocking Time (hhimm)

save/apply
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Servisa kvalitate

Konfigurejiet Servisa kvalitati (Quality of Service), izmantojot dazadas marsrutizetaja
datu parvades prioritates.

Pievienojiet tTkla datu pldsmas klases noteikumus:
1. Noklikskiniet uz Pievienot (Add).

& welcome Quality of Service Setup
{J Device Info
WAN

O Lan MARK TRAFFIC GLASSIFICATION RULES
AT SET-1 SET-2
[] Virtual Servers
[ Port Triggering 5 ‘
[3 pMZ Host
3 Firewall ‘
B3 IP Filtering
Outgoing
3 Incoming
[ MAC Filtering
[3 Parental Control
[ Quality of Service Differentiated Service Configuration
(S Routing
%‘ e MARK TRAFFIC GLASSIFICATION RULES
3 Port Mapping
[ Diagnostics
(1 Management

Type of
service

WAN  [Lan
802.1p  |Port

Source
Address / Mask

Dest.
Port

est.
® Protacol Source | address / 802.1p |Remay
Precedence Port |

Destination
MAC
|Addr./Mask

802. ‘

Class.
Name

Source
Addr./Mask

Source
Port

Dest. Dest.
|Addr./Mask [Port

Source MAC

Protacol |Addr./Mask

Priority

DSCP |Lan
Mark [port

Add

levadiet datu parvades klases nosaukumu.

Izvélaties IP prioritati diapazonano 0 Iidz 7.
levadiet IP Servisa veidu (Type of Service) no sekojosas izvéles:

+ Normals serviss (Normal Service)

+ Minimalo izmaksu serviss (Minimize Cost)

+ Maksimalas rentabilitates serviss (Maximize Reliability)

+ Maksimalas caurlaidspéjas serviss (Maximize Throughput)
+ Minimalo kavéjumu serviss (Minimize Delay)

2
3. Pieskiriet 8ai datu parvades klasei prioritates Irmeni (zemu, vidéju un augstu).
4
5

6. levadiet izmantojamo datu parvades klases nosacijumus, pieméram, protokolu
(TCP/UDP, TCP, UDP vai ICMP). Noklikskiniet uz Saglabat/Pielietot (Save/Apply),
lai saglabatu un lai aktivizétu uzstadijumus.

A NeTwork Trafic TTass Rule
)
(3 Device Info The screen creates a traffic class rule to classify the upstream traffic, assign queving priority and optionally overwrite the 1P header TOS byte. A rule
03 Quick Setup consists of a class name and at least one condition below. All of the specified conditions in this classification rule must be satisfied for the rule to take
=1 M‘,’,ﬂffd Setup effect. Click 'Save/4pply’ to save and activate the rule.

INAT Traffic Class Name:
[] Virtual Servers
[3 Port Triggering

T3 DMZ Host [ Enable Differentiated Service Configuration
43 Firewall
E-E3IP Filtering Assign ATM Priority and/or IP Precedence and, or Type Of Service for the class
Outgoing 1 non-blanik value is selected for Mark IP Prececence’ and/or Mark IP Type Of Service!, the correcponding TOS byte n the IP header of the upstream
[ Incoming packet is overwritten by the selected value.

[ MAC Filtering
[T parental Control

B S Note: If Differentiated Service Configuration checkbox is selected, you will only need to assign ATM priority. IP Precedence will not b

S Routing used for classification. IP T0S byte will be used for DSCP mark.
[ Default Gateway
[ static Route Assign ATM Transmit Priority =
a 5"5‘"’ Mark IP Precedence: =
[1DNS Server Mark TP Type Of Service; =
El R Mark 802.1 i 802,10 s enabled on WAN: H
Port Mappi
o E,HZM;" st Speciy Traffic Classification Rules
(X1 Management Enter the following conditions either for IP level, SET-1, or for IEEE 802.1p, SET-2.

SET-1
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Marsrutizésana

Nokluséta varteja

Atzimgjiet izvéles ratinu lespéjot automatiski nozimétu nokluséto varteju (Enable
Automatic Assigned Default Gateway). Noklikskiniet uz Saglabat/Pielietot (Save/Apply),
lai saglabatu un lai aktivizétu uzstadijumus.

[e] Routing - Default Gateway
(3 Device Info
[ Quick Setup If Enable Automatic Assigned Default Gateway checkbox is selected, this router will accept the first received default gateway assignment from one of the
‘3 Advanced Setup PPPO#, PPPOE or MER/DHCP enabled PVC(s). If the checkbox is not selected, enter the static default gateway AND/OR a WiaN interface. Click ‘Save/ppl]
g e button o save i,
I NAT
[ Virtual Servers NOTE: If changing the Automatic Assigned Default Gateway from Lnselected to selected, You must reboot the router 1o get the aUtomatic assigned defa
[ Port Triggering gateway.
[3 pMZ Host
? gl' et 2::‘wi" o ¥ Enable Automatic Assigned Default Gateway
[ Outgoing
3 Incoming

[ MAC Filtering

[T parental Control
[ Quality of Service
3 Routing

_] Default Gateway

[ static Route

Orie
-t Save/dpply

[ DNS Server
3 bynamic DNS.
ADSL

B
3 Port Mapping
[ Diagnostics

(1 Management

Ja jis nevélaties izmantot automatiski pieskirtu nokluséto varteju, tad nonemiet izvéles
ratinas lespéjot automatiski nozimétu nokluséto varteju (Enable Automatic
Assigned Default Gateway) atzimi. Lai izmantotu nokluséto vartejas IP adresi,
izvélaties Lietot nokluséto vartejas IP adresi (Use Default Gateway IP Address). Ja
jas vélaties izmaintt automatiski pieskirto nokluséto vartejas adresi IP adresi, tad jums ir
jaatsakné marsrutiz&tajs, lai tam pieskirtu jauno nokluséto vartejas IP adresi. lzvélaties
lietosanai paredzéto WAN interfeisu. Noklikskiniet uz Saglabat/Pielietot (Save/Apply),
lai saglabatu un lai aktivizétu uzstadrjumus.

a Routing - Default Gateway
(3 Device Info
[ Quick Setup If Enable Automatic Assigned Default Gateway checkbox is selected, this router will accept the first received default gateway assignment from one of
‘3 Advanced Setup PPPO#, PPPOE or MER/DHCP enabled PVC(s). If the checkbox is not selected, enter the static default gateway AND/OR a WiaN interface. Click 'Save/apy
il b buiton 1o save it
I NAT
[ Virtual Servers NOTE: If changing the Automatic Assigned Defalt Gateway from Unselected to selected, You must reboot the router 1o get the aUtomatic assigned def;
[ Port Triggering gateway.
[3 oMz Host
? gl' 5 2::‘wi" o I Enable Automatic Assigned Default Gateway
Outgoing
3 Incoming
[ MAC Filtering
[ Parental Control © Use Default Gateway P Adtress

[ Quality of Service
3 Routing
[ Default Gateway
[3 static Route

Orip
{3 DNS Save/apply

[ DNS Server
3 Dynamic DNS
[3 ADSL
3 Port Mapping
[ Diagnostics
(1 Management

© Use Interface Lal0 5]
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Statiskais marsrutizétajs

Noklikskiniet uz Pievienot (Add), lai pievienotu ierakstu marsrutizéSanas tabula.

Routing - Static Route (A maximum 32 entries can be configured)

(1 Device Info

g 2:&2‘("5:;"52‘",. Destination [subnet Mask [Gateway [ Interface [Remove ‘
WAN

D 2|

[] Virtual Servers
[ Port Triggering
[3 oMz Host
43 Firewall
B3 IP Filtering
Outgoing
3 Incoming
[ MAC Filtering
3 parental Control
[ Quality of Service
3 Routing
[ Default Gateway
[3 static Route
RIP
IDNS
[ DNS Server
3 Dynamic DNS.
ADSL

B
3 Port Mapping
[ Diagnostics

(1 Management

levadiet tTkla mérka adresi, apakstrkla masku, varteju vai pieejamo WAN interfeisu.
Noklikskiniet uz Saglabat/Pielietot (Save/Apply), lai saglabatu un lai aktivizétu
uzstadrjumus.

Routing -- Static Route Add

(3 Device Info
[ Quick Setup Entter the destination network address, subnet mask, gateway AND/OR available WaN interface then click "Save/apply" 1o add the entry to the routing
‘3 Advanced Setup table.
WAN
Oran
I NAT

[] Virtual Servers Destination Network Address:

[ Port Triggering

[ DMZ Host Subret Mask: |
43 Firewall
B3 IP Filtering

[ Outgoing © Use Gateway IP address
incoming © Use Interface [prpoe 035 Thep 0351 ]
[ MAC Filtering
3 parental Control
[ Quality of Service Save/apply
3 Routing
[ Default Gateway
[3 static Route

RIP
IDNS

[ DNS Server
3 Dynamic DNS
ADSL

B
3 Port Mapping
[ Diagnostics

(1 Management

RIP

Ja ir iespéjota RIP funkcija, tad marsrutizétaja darbrbu ir iespgjams konfigurét ka aktivu
vai pasrvu.

Routing - RIP Configuration

To activate RIP for the device, select the Enabled radio button for Global RIP Mode, To corfigure an individual interface, select the desired RIP version
and operation, fallowed by placing a check in the Enablect’ checkbox for the interface. Click the 'apply’ button to save the configuration, and to start or s
RIP based on the Giobal RIP mode selected,

[ virtual Servers Global RIP Mode & Disabled € Enabled
[ Port Triggering
DMZ Host
=1 Erewzll h [Interface VPI/VCI| Version |Operation Enabled|

EE=] E Filtering oo | [ 2 H [ewE o |
Outgoing
[ Incoming Eup,ﬂjﬁg o5 [ 2 5| [Pestel] O
[ MAC Filtering
ntal Control

Quality of Service Apply
3 Routing

[ Default Gateway

[3 static Route

IDNS
[ DNS Server
3 Dynamic DNS
[3 ADSL
3 Port Mapping
[ Diagnostics
(1 Management
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DNS

DNS Serveris
Lapa DNS Serveris (DNS Server) atlauj jums pieprasit automatisku DNS servera
pieskirsanu vai specificét primaro DNS serveri un sekundaro DNS serveri.

Atzimgjiet izvéles ratinu lespéjot automatiski pieskirto DNS (Enable Automatic
Assigned DNS), lai iegitu automatiski pieskirto DNS serveri.

Fgw.zncnme DNS Server Configuration

L1 Device Info

[ Quick Setup If Enable Automatic Assigned DNS' checkbox is selected, this rauter will accept the first received DNS assignment from one of the PPPaA, PPRGE or

‘3 Advanced Setup MER/DHCP enabled PYC(s) during the connection establishment. If the checkbox is not selected, enter the primary and optional secondary DS server 1P
AN addresses, Click 'Save! button t save the new configuration, You must reboot the router i make the new configuration effective.

[ virtual Servers [ Enable Automatic Assigned DNS

[3 Port Triggering

[3 oMz Host
43 Firewall
E-E3IP Filtering

[ Outgoing
3 Incoming

[ MAC Filtering
o 3 parental Control

Quality of Service
‘3 Routing [sae

[ Default Gateway

[3 static Route

R
IDNS

[J/DNS Server

3 Dynamic DNS
[3 ADSL
[3 Port Mapping
[ Diagnostics
(1 Management

Ja jUs nonemiet izvéles ratinas lespéjot automatiski pieskirto DNS (Enable Automatic
Assigned DNS) atzimi, tad paradrsies citi divi lauki: primarais un sekundarais DNS
serveris. levadiet manuali primara/sekundara DNS servera IP adreses.

DNS Server Configuration
) figurati
L1 Device Info
i If Enable Automatic Assigned DNS' checkbio i selected, this router wil accept the firstreceived DS assignment from ne of the PPPoA, PPPOE or
[ Quick Setup f Enabl igned heckb lected, thi il accept the fi d i fr f the
‘3 Advanced Setup MER/DHCP enabled PYC(s) during the connection establishment. If the checkbox is not selected, enter the primary and optional secondary DNS server 1P
atldresses, Click 'Save! button to save the new configuration. You must reboot the router to make the new configuration effective.
g e ik lick ‘Save' b i i baot th ke th i e
INAT
B Virtual Servers. ™ Enable Automatic Assigried DNS.
Port Triggering
[3 pMZ Host
43 Firewall

S4QIP Filtering PrimaryoNs servers [ ]
[ Outgoing
3 Incoming Secondary DNS server
[ MAC Filtering
o [T parental Control
Quality of Service
3 Routing Save
[ Default Gateway
[3 static Route
Orie
IDNS
[ DNS Server
[ Dynamic DNS.
ADSL

B
3 Port Mapping
[ Diagnostics

(1 Management




WL-AM602 Combo marsrutizétaja lietosanas rokasgramata 6

Dinamiskais DNS

Dinamiskais DNS atlauj interneta doména nosaukumu asignét dinamiskai IP adresei,
kura atlauj citam interneta vietam izveidot savienojumus bez nepiecieSamrbas izsekot
IP adresi. Noklikskiniet uz Pievienot (Add).

Welcome
(1 Device Info
Quick Setup
/3 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering

Dynamic DNS

The Dynarmic DNS service allows you to alias a dynamic IP address o a static hostname in any of the many domains, allowing your DSL router to be more
easily accessed from various locations on the Internet.

Choose Add or Remove to configure Dynarnic DNS.

[Hostname [vsername [servics [nterface [Remove |

[3 pMZ Host

43 Firewall
E-E3IP Filtering sdd | Remove
Outgoing —I—I
Incoming
[ MAC Filtering
3 parental Control
[ Quality of Service
‘3 Routing
[ Default Gateway
[ static Route

IDNS
[3 DNS Server
_] Dynamic DNS.
[3 ADSL
3 Port Mapping
[ Diagnostics

Ir iespejams pielietot DDNS servisu ar DynDNS.org vai TZO palidzrbu. levadiet
resursdatora nosaukumu un interfeisu, kuru jas izmantojiet. levadiet arf DNS servisa
asignéto lietotajvardu un paroli. Noklikskiniet uz Saglabat/Pielietot (Save/Apply), lai
saglabatu un lai aktivizétu uzstadrjumus.

G weicome Add dynamic DNS
(3 Device Info
03 Quick Setup
= M‘,’,ﬂffd Setup This page allows you to add a Dynamic DNS address.
LAN
g NAT D-DNS provider DyDIE oo 3]
[ Virtual Servers
B pon Trlagering Hostnarme e
3 Firewall Interface epce_ 035 _Liopp 035 1
B3 IP Filtering
2 Il)muni_nu DynDNS Settings(Free)
incoming
[ MAC Filtering Useatie;

[ Parental Control Password
[ Quality of Service
S ey [
[ Default Gateway
[ static Route
R
IDNS
[1DNS Server
] Dynamic DNS
[ ApsL
[ Port Mapping
[ Diagnostics
(1 Management
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ADSL

ADSL lapa ir divas nodalas: jusu ISP noteiktas modulacijas un jasu IPS noraditas
iespéjas. Noskaidrojiet ar jlisu ISP palidzibu pareizos uzstadijumus. Noklikskiniet uz
Saglabat/Pielietot (Save/Apply), lai saglabatu un aktivizétu jaunos uzstadrjumus vai
noklikkiniet uz Paplainatie uzstadrjumi (Advanced Settings), ja vélaties konfigurét
paplasinatos uzstadrjumus.

& welcome DSL Settings
3 Device Info
- % Summary Select the modulation below,
- [ waN
(2] Statistics G.Dmt Enabled
. Ez;:m G.ite Enabled
-3 DHCP _,
] Quick Setup T1.413 Enatled
@‘B’““m‘ Satip 4DSL2 Erchled
WAN
-] LAN Annexl Enabled
{3 NAT
--[1] Virtual Servers ADSL2+ Enabled
--[3 Port Triggeri
E D:ﬂZ Hr‘;g‘genllg O #nnexv Enabled
(1 Firewall
~[F] Quality of Service
{1 Routing Capabili
C1DNS i
- JADST Bitswap Enable
~[3] Port Mapping
-[] Diagnestics [ sra Enable

-1Management

Save/Apply ][ Advanced Settings

DSL Paplasinatie uzstadtjumi

Izvélaties testa veidu: parastais, “reverb”, jauktais, bez parkvalificésanas vai L3.
Noklikskiniet uz Pielietot (Apply), lai saglabatu un lai aktivizétu uzstadrjumus.

Ewel DSL Advanced Settings
‘3 Device Info
Summary Select the test made below
WAN
(] Statistics
Route @norrmal
ARP
E DHCP OReverb

[ Quick Setup

3 Advanced Setup O Medley
Eﬂw ONa retrain
SINAT o

[ Virtual Servers
E Port Triggering
DMZ Host
Quality of Service
(1 Routing
DNS
[7ADSL
[ Port Mapping
[ Diagnostics
] Management
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Tona uzstadiSana

ADSL frekvencu josla ir sadalita 256 atseviskos tonos un tie ir izvietoti 4,3125KHz
intervalos ar katram tonim atbilstoSajiem datlem S| tehnika darbojas ka paraléli
darbojosies 256 atseviski modemi. AugSupéjais signalu diapazons ir no 0 lidz 31

un lejupéjais diapazons ir no 32 ITdz 255. Nemainiet Sos uzstadijumus bez jasu ISP
noradijumiem.

ADSL Tone Settings

Upstream Tones

Me 7 s M9 Mo M1 Miz Mi13 M4 Fis
16 M17 Mis Fis Floo M21 Flzz Flez Mos Mzs Mae B2z Mas @zs Fao Fai

Downstream Tones

7 [Mas Mas Mao M41 M4z a3 Haa M4 Fas
M54 s Mse Ms7 Mse Fse Beo Mel Fe2
M7 E7 Hrz M73 M7+ Hxs Hw d77 Fs
Mae Me7 Mas Meo Moo Mot Moz Moz Mo
01 [ 102 ¥ 103 ¥ 104 (4] 105 [ 106 (4] 107 (4] 108 ¥ 109 P 110
17 (#1118 119 M120 [ 121 122 #1123 [ 124 (A 125 ] 126
33 [7]134 [ 135 [ 136 (4137 [2] 138 (] 130 [] 140 (A 141 [ 142
I144 [ 145 [ 146 [£1147 ] 148 [ 149 (1150 (151 ) 152 [ 153 P 154 (4155 ) 156 (] 157 [ 158 I159
160 (4161 162 1163 ¥ 164 [4 165 [ 166 [£]167 M 168 M 169 170 (171 M 172 [ 173 B 174 El 175
176 4177 178 #1179 ] 160 (4 181 [#] 162 [¥] 183 [¥] 184 4] 165 [#] 166 (] 187 [¥] 188 (¥ 189 ¥l 190 (#1191
192 [4193 [ 194 ] 195 4] 196 [ 197 [] 198 (7] 199 7] 200 ] 201 [Fl202 [ 203 [ 204 [ 205 206 [F207
208 4208 Fl210 F211 F212 (213 Fl214 F215 F216 (4217 Fl218 F219 F220 F221 Fl2ze F2zz
[¥1224 [ 225 [ 226 ¥l 227 [¥]228 M 229 [¥]230 [¥] 231 [¥]232 ¥ 233 [Ml2a4 [ 235 [¥] 236 [¥] 237 23 [Fl23g
1240 [A241 [l 242 1243 V] 244 [ 245 [#] 246 [¥] 247 [¥] 248 [¥] 249 [¥]250 [¥] 251 [¥] 252 [¥] 253 [l 254 [¥] 255

Check all 1] ciear s | Lapmi |l cinse

&8

Porta Kartésana (Port Mapping)
(1-porta ADSL marsrutizétajiem St funkcija nav pieejama)

Porta kartéSana dod iespéju atvért portu, lai atlautu noteiktam interneta lietojumprogrammam
WAN puse iziet cauri ugunsmarim, lai ieietu jasu LAN tTkla. Lai izmantotu So funkciju,
tiek izveidotas karté8anas grupas. Noklikkiniet uz Pievienot (Add), lai izveidotu jaunu
kartésanas grupu.

=

Port Mapping —- A maximum 16 entries can be configured
(3 Device Info
03 Quick Setup

Fort Mapping supports multiple port to PVC and bridging oroups. Each group will perform as an independent network. To support this feature, you must
43 Advanced Setup
WAN

create mapping oroups with appropriat LAN and WAN interfaces using the Add button, The Rermove button will remove the grouping and add the
Sian ungrouped interfaces t the Default group

[] Virtual Servers
[ Port Triggering

s Erfxil“"s‘ Group Name | Interfaces |Remove [Edit
&3 IP Filtering Default LaN, Use
Incoming

[ MAC Filtering add| Remove

3 parental Control
[ Quality of Service
3 Routing

[ Default Gateway

[ static Route

IDNS
[ DNS Server
3 Dynamic DNS
[3 ADSL
] Port Mapping
[ Diagnostics
(1 Management
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Sekojiet instrukcijam uz ekrana, lai izveidotu jaunu kartéSanas grupu.

Welcome
(3 Device Info
Quick Setup
43 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering
[3 DMz Host
43 Firewall
B3 IP Filtering
Outgoing
3 Incoming
[ MAC Filtering
3 parental Control
[ Quality of Service
3 Routing
[ Default Gateway
[3 static Route
Orie
IDNS
[ DNS Server
3 bynamic DNS.
[3 ADSL
3 Port Mapping
[ Diagnostics
(1 Management

Port Mapping Configuration

To create anew mapping group:

1. Enter the Group name and select interfaces from the available interface list and acd it to the grouped interface list using the arrow buttons to create
the required mapping of the ports. The group name must be Lnidue.

2. 1Fyou like to automatically add LAN clients t  PVC in the new group add the DHCP vendor ID string. By configuiring & DHCP vendar ID string any DHCP
client request with the specified vendor ID (DHCP option 60) will be deriied an TP address from the Iocal DHCP server.

Note that these clients may obtain public IP addresses

3. Click Save/apply button to make the changes effective immediately

Note that the selected interfaces will be removed from their existing groups and added to the new group.

IMPORTANT If a vendor ID is configured for a specific client device, please REBODT the client device attached to the modem to allow it
to obtain an appropriate IP address.

Group Name:

Grouped Interfaces Available Interfaces

Diagnostika

Ar ekrana Diagnostika (Diagnostics) palidzibu ir iespéjams izdarit diagnostikas testus,
lai parbauditu jasu DSL savienojumu. Tests parbauda tris veida savienojumus:

+ Savienojums ar jusu vietéjo trklu

+ Savienojums ar jlsu DSL servisa sniedzéju

+ Savienojums ar jusu Interneta servisa sniedzéju

welcome

(1 Device Info

03 Quick Setup

/3 Advanced Setup
WAN

[] Virtual Servers
[ Port Triggering
[3 oMz Host
43 Firewall
B3 IP Filtering
[ Outgoing
3 Incoming
[ MAC Filtering
3 parental Control
[ Quality of Service
3 Routing
[ Default Gateway
[3 static Route
Orip
IDNS
[ DNS Server
3 Dynamic DNS.
[3 ADSL
3 Port Mapping
[ Diagnostics
(1 Management

pppoe_0_35_1 Diagnostics

Your rroden is capable of testing your DSL connection, The indivical tests are listed below. If & test displays a fail status, click "Rerun Diagnostic Tests'
at the bottorm of this page to make sure the fail status is consistent. If the test continues to fail, click "Help" and fallow the troubleshooting procedures,

Test the connection to your local network
[pass

Test the connection to your DSL service provider

‘Tesl your ENET Connection:

‘Tesl your USB Connecti

Test ADSL Synchronization: FAL  [Hel

Test ATM DAM F5 segment ping: FAL  [Hel

Test ATM DAM F5 end-to-end ping:  |FAIL | el

Test the connection to your Internet service provider

Test PPP server connection: FAL  [Hel
Test authentication with 15p: A |Hel
Test the assigned IP address: FAL  [Hel
Ping default gateway: FAL  [Hel

Ping primary Domain Name Server:  |PASS  |Hel
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{Pérvalde }

Parvaldes (Management) izvélne atlauj jums piek|it daZiem uzstadrjumiem, ieklaujot
dubléjuma uzstadijumus, sistémas pieteikSanas parskatu, piekluves kontroles uzturéSanu
un programmataras atjauninasanu.

Uzstadijumi

Dubléjumu uzstadijumi

Noklikskiniet uz Uzstadijumu dubléSana (Backup Settings), lai saglabatu konfiguracijas,
kuras ir izveidotas jlsu datora marsrutizétaja faila.

OLan Al
=T Settings - Backup
[] Virtual Servers
[3 Port Triggering Backup DSL router configurations. You may save your router configurations 10 a file on your PC,
[3 oMz Host
3 Firewall
E-E3IP Filtering
[ Outgoing Backup Settings
3 Incoming
[ MAC Filtering
[T parental Control
[ Quality of Service
3 Routing
[ Default Gateway
[ static Route

IDNS
[ DNS Server
3 pynamic DNS.
[3 ADSL
3 Port Mapping
[ Diagnostics
/33 Management
/3 Settings.
_] Backup Settings
[ Restore User Settings
[3 Restore Default
[ System Log
[ internet Time

Saglabajiet failu josu datora.

File Download i x|

Some files can ham pour computer. If the file information below
Iooks suspicious, of you do not fuly tust the source, do ot apen of
save this fle.

File name:  backupsetfings.conf
File type:
Fom 19216811

“would you like ta open the file or save it to your computer?

Open | [ Save | Concel More Irfo

IV Alwaps ask before opering ths type of fle
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Atjaunoijiet lietotaja uzstadtjumus

leladgjiet ieprieks saglabatas konfiguracijas failu jisu marsrutizetaja un noklikskiniet
uz Parlukot (Browse) un péc tam atrodiet failu jusu datora. Noklikskiniet uz
Atjauninajumu uzstadijumi (Update Settings).

Welcome Settings - Update Settings
{1 Device Info
[ Quick Setup Update DSL router settings. Yau may update your router settings using your saved files,
E‘IAdvznced Setup
Diagnostics
R Managerant Settings File Name: Browse.

13 Settings

[ Backup Settings
[ Restore User Settings Update Settings
[3 Restore Default

[ System Log

[3 internet Time

(3 Access Control
[ Update Software
[3 Reboot Router

Marsrutizetajs atsaknés, lai aktivizétu jaunos uzstadrjumus.

Nokluséjumu atjaunosana

Noklikskiniet uz Atjaunot noklusétos uzstadijumus (Restore Default Settings),
lai izdzéstu visus pasreiz€jos uzstadrjumus un lai atjaunotu marsrutizétaja razotaja
noklusétos uzstadijumus.

& weicome Settings -- Restore Default Settings
C1Device Info
[ Quick Setup Restore DSL router settings o the factory defaults
C1Advanced Setup
Diagnostics

=3 Management
=3 Seftings Restore Default Settings
[3] Backup Settings
[ Restore User Settings
[T Restore Defaulf
[] System Log
[ Intemet Time
(2] Access Control
[ update Software
[ Reboot Router

Kad paradas pieprasijuma logs Vai tieSam jus vélaties atjaunot ripnicas noklusétos
uzstadijumus (Are you sure you want to restore factory default settings),
noklikskiniet uz Labi (OK).

Microsoft Internet Explorer x|

\?) Are you sure you want 1o restore factory default settings?
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Sistémas pieteikSanas

(& weicome System Log
{1 Device Info
[ Quick Setup The System Log dialag allows you to view the System Log and configure the System Log aptians,
3 Advanced Setup
2 piasnistis, Click *View Syster Log" 1 view the Systern Log
E143 Settings
[ Backup Setings Click "Configure System Log" to configure the System Log aptions.

[ Restore User Settings.
[ Restore Default
B SystamLog T S
(51 Access Control
[ Update Software
[3 Reboot Router

Noklikskiniet uz Sistemas pieteik8anas parskats (View System Log), lai parbauditu
sistémas pieteikSanos.

System Log

Date/Time [Facility Severity| Message
Jan 1 00:00:15]syslag [emerg  BCMS6345 started: BusyBox v1.00 (2005.08.26-12:53+0000)
Jan 1 00:00:16 juser crit kernel: eth Link UP.
Jan 1 00:00:16 juser crit kernel: ADSL G.994 training
Jan 1 00:00:25 juser crit kernel: ADSL G.992 channel analysis
lan 100:00:29)user  |crit kernel: ADSL lirk up, fast, Ls=800, ds=6000
Jan 1 00:01:59 juser crit kernel: OAM loophack response not received on \/F;’]/VCI 14,40, |
Jan 1 00:02:00 juser crit kernel: OAM loophack response not received on VPIVCI 14,40,
Jan 1 00:02:06 juser crit kernel: OAM loophack response not received on VPIVCI 14,40, |
PJan 1 00:02:07 juser crit kernel: OAM loophack response not received on VPIVCI 14,40,
Jan 1 00:02:26 juser crit kernel: OAM loophack response not received on \/P]/VC1714/4EI |
PDan 1 00:02:27 juser crit kernel: OAM loophack response not received on YPIAVCT 14/4EI7
Jan 1 00:03:22 juser crit kernel: OAM lnophack response not receved on \/P]/VC1714/4EI |
PJan 1 00:03:23 |user crit kernel: OAM loophack response not received on YPIAVCI 14/3. ]
Jan 1 00:03:24 juser crit kernel: OAM loophack response not receved on \/P]/VC1714/4EI
Jan 1 00:03:25 juser crit kernel: OAM loophack response not received on YPIA/CI 14/4.

Noklikskiniet uz Konfigurét sistémas pieteikSanos (Configure System Log), lai
konfigurétu Sistémas pieteiksanas iespéjas. lzvélaties lespéjot (Enable), lai iespéjotu
pieteik$anas rezimu. Sistéma pieregistré visus notikumus izvélétaja pieteik$anas liment
vai virs 8T ITmena un vizualizé pieteikSanas notikumus tikai izvélétaja displeja Irment vai
virs 8T I'mena.

& welcome System Log -- Configuration

ui If the log mode is enabled, the system will begin 10 log ll the selected events. For the Log Level, all events above or equal tn the selected level will be
(1 Advanced Setup logged. For the Display Level, all logged events above or equal to the selected level will be displayed. If the selected made is Remote' or 'Bath,' events

L Diasnestes will be st t the specified 1P aderess and UDP port of the remote syslag server. If the selected mode is Local'or Both,’events willbs recorded in the
i pe local mermory,
[ Backup Settings
[ Restore User Settings Select the desired values and click ‘Save/Apply’ to configure the systen Iog aptins.
[3 Restore Default
B System Log Leg @ Disable € Enable
ntornet Time
) Access Control
T Update Seftware LogLevel Doz 5]
3 Reboot Router Display Level Eoror =]

Mode: Local +]
Save/Apply

Ja lauka Rezrms (Mode) izvéléetais reZzims ir Attalinats (Remote), tad notikumi tiks
nosutiti uz attalas sistémas pieteikSanas servera noradrto IP adresi un UDP portu. Ja
jus izvélaties Vietejais (Local), tad notikumi tiks ierakstrti vietéja atmina. Ja jus izvelaties
Abi (Both), tad pasakumi tiks nosutrti uz attalas sistémas pieteikSanas servera noradrto
IP adresi un UDP portu un saglabati vietéja atmina. Noklikskiniet uz Saglabat/Pielietot
(Save/Apply), lai saglabatu un lai aktivizétu uzstadrjumus.
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Interneta laiks

Interneta laika (Internet Time) lapa at|auj automatiski sinhronizét laiku ar interneta
laika serveri.

(& weicome Time settings
(1 Device Info
[ Quick Setup This page allows you to the maderm's time configuration,
(51 Advanced Setup
Diagnostics
43 Management
43 Settings
[ Backup Settings
[ Restore User Settings
(3 Restore Default
ystem Log
internet Time
43 Access Control
[3 services
1P Addresses

[3 Passwords S
[ Update Software PRl

[T Reboot Router

I Automatically synchronize with Intermet time servers

i1z
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Atzimgjiet izvéles ratinu Automatiski sinhronizét ar interneta laika serveri
(Automatically synchronize with Internet time servers), lai automatiski sinhronizétu
laiku ar interneta laika serveri, péc tam paradrsies papildus lauki.

Izvélaties saraksta Trkla laika protokols (Network Time Protocol (NTP)) laika serveri

un jusu laika zonu. Noklikskiniet uz Saglabat/Pielietot (Save/Apply), lai saglabatu un
aktivizét jusu laika uzstadijumus.

1= welcome Time settings
 Device Info
[3 Quick Setup This page allows you to the modem's time configuration,
(1 Advanced Setup
Dii st s
i g Monss reni W | upmatically synchronize with Internet time servers
143 Settings
[1 Backup Settings FrstNTP timesorver:  [dock thenct =
[ Restore User Settings
[ Restore Default Sacond NTP time server: [None =
E System Log
Internet Time
Ti foets (GMT-1200) buemations] Date Line West E
E143 Access Control Lot & 1 H
[ Services

[11P Addresses

[ Passwords ey
[ Update Software Pel

[3 Reboot Router

Piekluves kontrole

Servisi
lespéjo vai atspéjo daZus jasu marsrutizétaja servisus LAN vai WAN tikla. Ja nav
noteikts neviens WAN savienojums, tad ir iespéjams konfigurét tikai LAN pusi.

Ir sekojosie pakalpojumi, kurus LAN / WAN tikliem ir iespéjams iespéjot / atspgjot: FTP,
HTTP, ICMP, SNMP, SSH, TELNET, un TFTP.

@weicome Access Control — Services
&0

A Service Control List (*SCL") enables or disabl

FTP | [ Enabled | [ Enabled

HTTP | ¥ Enabled | I Enabled

I | Enabled | P Enabled

SNVP | 7 Enabled | I Enabled

Rebiost Reltart SH | enabed| T enated

TELNET | ¥ Enabed | [ Enabled

TFTP | Enabled | I Enabled

Apply
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IP Adrese

lespéjo IP adreses piekluves kontroles (IP Address Access Control) rezimu, lai
ierobeZotu piek|uvi vietéjiem parvaldes pakalpojumiem, kuri ir iespéjoti IP adreses
piekluves kontrolé (IP Address Access Control). Noklikskiniet uz Pievienot (Add),

lai pievienotu to parvaldes staciju IP adreses Piekluves kontroles sarakstam (Access
Control List), kuram ir atlauta piekluve Siem vietgjiem parvaldes servisiem.

Access Control -~ IP Address

The IP Addkess Access Control mods, if ensbled, perrits access to local managerment services ffom IP adresses contained In the Access Control List. If
the Access Control mode fs disabled, the system will not validate IP ackesses for incoming packets. The services are the system applications listed 1 the
Service Control List

Access ControlMode @ Disabled € Enabled

O
[ Update Software
3 Reboot Router

levadiet vadibas staciju IP adreses, kuram ir atlauta piekluve Siem vietgjiem parvaldes
servisiem. NoklikSkiniet uz Saglabat/Pielietot (Save/Apply), lai saglabatu un lai
aktivizétu uzstadijumus.

& weicome Access Control
(1 Device Info

Entter the TP addiress of the management station permitted to access the local managerent services, and click 'Save/Apply.'

43 Management 1P Address: — ]

[3 internet Time
43 Access Control
Services
1P Addresses
[3 Passwords
[ Update Software
[3 Reboot Router
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Parole

Lai izmainitu jasu paroli:

1. lzvélaties lietotajvardu nolaizamaja saraksta Lietotajvards (Username).
levadiet jasu veco paroli.

levadiet jasu jauno paroli.

Apstipriniet jasu jauno paroli.

Noklikskiniet uz Saglabat/Pielietot (Save/Apply), lai saglabatu un lai aktivizétu
uzstadrjumus.

o~ N

& Welcome Access Contral - Passwords
54 Device Info
E Summary ccess to your DSL router is contralled through thres User accounts: admin, support, and Lser.
WAN
Q S‘Z’Eﬂ“ The user niame "adrmin® has unrestricted access to change and view configuration of your DSL Router,
Owan
amh The user name "support” fs used to allaw an ISP technician o access your DSL Rewter for mainfenance and to run diagnastics.
[ apst
Route The user name "user" can access the DSL Router, view configuration setfings and statistcs, as well 25, Update the router's software.
a a p
O are

ST

Use the flelds below to enter up o 16 charatters and click *Apply* to change or create passwords. Note: Password cannot contain a space.
[ Quick Setup
(S Advanced Setup

Diagnostics Usermame: g
3 Management Rl —
3 Settings.
[ Backup Settings New Password
[ Restore User Settings
[3 Restore Default
[ System Log

Confirm Password

[ Internet Time Save/Apply
433 Access Control

[J services

[11P Addresses

[iPasswords
[ Update Software
[T Reboot Router

Programmatiiras atjaunosana

Lai atjaunotu jasu programmatdru, izpildiet sekojosos solus:
1. Irjabat ASUS atjaunotas programmataras attélu failam.

2. levadiet attela failu atrasanas vietas celu vai noklikskiniet uz Parltikot (Browse), lai
atrastu attéla failu.

3. Noklikskiniet uz Atjaunot programmatiru (Update Software), lai atjauninatu jasu
programmatdru.

@weicome Tools -- Update Software
(3 Device Info
3 Quick Setup Step 1: Obtain an updated software image file from ASUS website,
(S Advanced Setup
Diagnostics

Step 2: Enter the path o the image file location in the box below or click the "Browse" button to locate the image fl,
3 Management

%' g;:":l?fu 4 Step 3: Click the "Update Software" button once to upioad the new image file

[ shmp

[ Internet Time NOTE: The Uprate process takes about 2 minutes o complete, an your DSL Router willreboot.
(3] Access Control

[3Reboot Router
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Marsrutizetaja atsaknésSana

Noklikskiniet uz Saglabat/Atsaknét (Save/Reboot), lai saglabatu jaunos uzstadrjumu
un lai atsaknétu josu marsrutizétaju.

G weicome
=43 Device Info Click the button below to save and reboot the router.

[ Summary
Owar

N
43 Statistics Save/Reboot

G onee

[ Quick Setup

(3 Advanced Setup

Diagnostics

3 Management

3 Settings.
[ Backup Settings
[ Restore User Settings
[3 Restore Default

[ System Log

[3 internet Time

433 Access Control

[ Services

[J1P Addresses

[3 Passwords

jpdate Software

eboot Router

iz 1]




