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[Quick setup }

Hardware Setup

Connecting ADSL splitter to your phone outlet

Insert the Line connector of the splitter into the phone outlet and connect your telephone
set to the Phone port (A).

Connect the splitter to WL-AM604g

% Incorrect splitter connection can block your ADSL service.

a. Turn off your computer.
b. Connect the ADSL port of WL-AM604g to the DSL port (B) of the splitter.
c

Connect the power adapter to the power port on WL-AM604g rear panel and to a
power outlet. Make sure the power LED indicator is ON after turning on the router. If
the ADSL link LED is solid green, it means ADSL link is established.

Connect your computer to WL-AM604g via Ethernet

Use the supplied Ethernet cable to connect your computer to a LAN port of
WL-AMB04g.

Wall power outlet
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Quick setup

Log into the WL-AM604g configuration page

Key in 192.168.1.1 into the address box of your Web browser and press Enter.

2. Alogin window appears for the username and password. The default username
and password is admin (in lower case).

3. After logging in, you can see the WL-AM604g configuration page.

ADSL setup

1. By default, the Quick Setup page pops up. The Quick Setup Wizard automatically
detects your ADSL connection type.

Quick Setup - Auto Detection
ADSL Link Up! Start to Detect your connection type

Flease wait..

Manual Setting

2. If ADSL connection is detected, the next page shows your ADSL connection type.

% If your ADSL connection is not detected, click Manual Setting to manually
set up WL-AM604g. Refer to pages 5-7 for manual setting instructions.

* If your connection type is PPPoE or PPPoA

For dynamic IP users

Key in your username and password then click Next.
For static IP users
check Use Static IP Address and key in your IP address, then click Next.

Quick Setup
Detection Result
WL-AMBI4g has detected that your connection type is "PPPoE"
yes. please key in your usemame/passward and push "Next® buttan to setup ather function”
If not, please push "Manual Setting” button to setup WAN connection manually
PPP Username
PPP Password
O Use Static IP Address

/ If your actual connection is not PPPoE or PPPoA, click Manual Setting
to manually set up WL-AM604g. Refer to pages 5-7 for manual setting
instructions.
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* If your connection type is “MER”(DHCP)
Click Next if your connection type is DHCP.

Quick Setup

Detection Result
WL-AMBD4g has detected that your connection type is “DHCP (Dynamic IP)"

If yes, please push *Next” button to setup other function;”
Ifnot, please push "Manual Setting” button to setup WAN connection manually.

/ If your actual connection is not MER (DHCP), click Manual Setting to
£ manually set up WL-AM604g. Refer to pages 5-7 for manual setting
instructions.

Wireless setup

1. Choose a security level. For detailed security descriptions, refer to the security
level section on the user guide in your suppport CD.

Wireless -- Setup

Network Name (SSID):  [Default

Security Level

v ore)

Wedium{WEP-B4bits)
Medium(WEP-128bits)
High(WPA PS

2. Key in a key in the Key field. The number of digit for the key depends on the
security level you choose.

Wireless - Setup

Network Name (S50} |Default
Security Level | MediumQWER-Babits) ~

Key. [sss

Microsoft Infernet Explorer

() \_\ 'WEP-6abite Keyy should be 5 ASCIT characters or 10 hexcadecimal digit for 64-bit encryption keys.

3. The summary page then shows up. If the information displayed is correct, click
Save/Reboot to finish the setup. Otherwise, click Back to modify the settings.

WAN Setup - Summary

Make sure that the settings helaw match the setings provided by your ISP

VPIIVCL: 8/61

Connection Type: PPPoE

Service Name:  pppoe_8_61_1

1P Address: Automatically Assigned
ssiD: Default
Authentication:  None

Click *SavefRebuat" to save these settings and reboot router. Click *Back" to make any modifications
NOTE: The configuration process takes about 1 minute to carmplete and your DSL Router will reboot

4. Setup complete! Wait for about 50 seconds to reboot. The Web page will refresh to
show device information after reboot.
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Manual Setup

If you encounter difficulty when configuring ADSL connection with Quick Setup, click
Manual Setting to manually set up the ADSL connection.

Quiick Setup - Aute Detectien

ADSL Link Downl Please check your telphone line connection

g

Manual Setting

ADSL Setup

1. Select your Country and ISP, then click Next. If your country and ISP are not on
the list, select Not list and key in your VPI and VCI then click Next. You may ask
your ISP for VPIVCI values.

Quick Setup.

This Quick Setup wil guide you through the steps necessary to cofigure your Wireless Router.

ATM PVC Configuration

Select the check box below to use ASUS PVC DataBase.
Country: Nat List v
5P [AUSTRALIA
CHIMNA

The Virtual Path |[NDONESIA
instructs you othyISRAEL

ITALY

VPL [0-255]  |NETHERLANDS
NEW ZEALAND
WCI [32-85535] (pugs)a
SINGAPORE
TURKEY e
LUAE

Ui

ot List

ual Channel Identifier (VCI) are needed for setting up the A

3. Select your connection type and click Next. You can get your connection type from
your ISP. Refer to the next pages for the connection types.

Connection Type

Select the type of network protocol and encapsulation mode over the ATM PYC that your
ISP has instructed you to use. Note that 802.1¢ VLAN tagging is only available for PPPOE,
MER and! Bricging

© PPP over ATM (PPPCA)

® PPP over Ethemet (PPPOE)

O WAC Encapsulation Rauting (MER)
O IP over ATM (PoA)

© Bridging

Encapsulation Mode
LLC/SNAP-BRIDGING +

Enable 802.1q
WVLAN ID[0-4088]: 1
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* If your connection type is PPPoA or PPPoE

For dynamic IP users
Key in your PPP username, password, and service name then click Next.

For static IP users
Check Use Static IP Address then key in your IP address, then click Next.

PPP Username and Password

PPP usually requires that you have a user name and password to establish your
connection. In the boxes helow, enter the user name and passward that your 5P
has provided to you

PPP Username: ads|12345648

PPP Passward ssssssss

PPPoE Service Name:

Authentication Method: | AUTO v

[ Dial on demand (with idle timeout timer)

[] PPPIP extension
[] Use Static IP Address

* If your connection type is IPOA

Static IP user onl
Key in the WAN IP address assigned by your ISP, then click Next.

WAN IP Settings
Enter information provided to you by your ISP ta configure the VAN IP settings

Notice: DHCP is not supported in IPoA made. Changing the default gateway or the
DNS effects the whole systern. Configuring therm with static values will disable the
autornatic assignment from other WAN connection.

YWAN IP Address:

WAN Subnet Mask

[0 Use the following default gateway:
Use IP Address:
Use WAN Interface:

[ Use the following DNS server addresses
PrimalyDNS
server.

Secondary DNS server
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* If your connection type is MER

For dynamic IP users

Check Obtain an IP address automatically, Obtain default gateway
automatically, and Obtain DNS server address automatically. Click Next.
For static IP users

Check Use the following IP Address, Use the following default gateway,

and Use the following DNS server address, then key in the addresses in
correspondent fields.

WAN IP Settings

Enter information provided to you by your ISP to configure the YWAN IP settings
Motice: DHCP can be enabled far PYC in MER mode if 'Obtain an IP address
autornatically” is chosen.Changing the default gateway or the DNS effects the
whole system. Configuring therm with static values will disable the automatic
assignment from DHCP or other VWAN connection

If you configure static default gateway over this PVC in MER maode, you must
enter the IP address of the rernote gateway in the "Use P address". The "Use
VAN interface” is optional

© Obtain an IP address automatically
O Use the following IP address:

WAN IP Address

VAN Subnet Mask

@ Obtain default gateway automatically
@ Use the following default gateway:
Use IP Address:
Use WAN Interface:

© Obtain DNS server addresses autornatically
O Use the following DNS server addresses:
Primary DMNS
SEnver.
Secondary DNS server:
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Wireless Setup

1. Designate an SSID (network name) for WL-AM604g. Choose the security level
then input a key. The number of digit of your key depends on the security level you
choose. Refer to the note on the web page. When finished, click Next.

Wireless -- Setup
Metwork Name (SSID): Default
Security Level: Medium{WEP-B4bits) ~

Key. LI IIITT Y]
Nate: VWEP-
B4hits Key
should be §
ASCH
characters
or 10
hexadecimal
digits for B4-
hit
encryption
keys

2. This page provides a summary of WL-AM604g WAN and wireless configuration.
Click Save/Reboot to save and activate your configuration.

WAN Setup - Summary
Make sure that the settings below match the setings provided by your 5P

VPIIVCI: 0/35
Connection Type: PPFoE

Service Name:  |pppoe_0_35_1

IP Address: Autornatically Assigned

SSID: Defautt

Authentication:  None

Click "Save/Reboot! to save these settings and reboot router. Click "Back” to make any

modifications
NGTE: The configuration pracess takes about 1 minute to complste and your DSL Router

will reboct.
Save/Reboot

3. Setup complete! WL-AM604g reboots in about 50 seconds. The green bar shows
the current rebooting status. After reboot, the web page will automatically refresh to
display the settings.

DSL Router Reboot
The DSL Router has been configured and is rebooting
Close the DSL Router Configuration window and wait for 50 seconds before reopening

wour weh browser. If necessary, reconfigure your PC's IP address to match your new
configuration

Current Status' oy 5
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Connecting to WL-AM604g from ASUS WLAN Card

Configuring ASUS WLAN Card with One Touch Wizard™

If you have installed ASUS wireless card together with its utilities and drivers in your
PC, click Start -> Programes -> ASUS Utility-> WLAN Card -> One Touch Wizard to
launch the One Touch Wizard utility.

0 windows Catalog

% windows Update

@ et Pragram Access and Defauls

) Accessores »
) Borland C+-+Builder 5 >
L.? Documents F ) MarveliR) Libertas 602. 11shg Clent and Softap  »

[ senas , :
¥ |E) WL-b4y ADSL Router »

s Y 3

@) Help and suppart

1. Select Connect to an existing wireless 2. One Touch Wizard searches and displays
LAN (Station) radio button and click the available APs in the Available
Next to continue. Networks list. Select WL-AM604g and
press Next to continue.

ASUS ONE TOUCH WIZARD 3] ASUS ONE TOUCH WIZARD 3]

Search Again

Clok Nest o cortinse.

X Cancel @ <Back New> & X Cencel
3. Set the authentication and encryption of 4. lttakes several seconds for the wireless
your WLAN card the same with those at card to associate with WL-AM604g. Press
WL-AM604g. Click Next to continue. Next to setup TCP/IP.
4505 ONCTOUC WIZARD [
lication (Shared mode] E%‘éﬂm;ké&gﬂ -

wrk ey
Congatatons! You have hed seing thewicless AN
Hesodecimal dots I | ‘& Clck Next 0 stup the TCPIP.
Key Length: 64 bits 10 digts) =l

€ ManualAsignment

@ cBack X Concel
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5. Set up the IP address of the WLAN Card according to your network condition. After the
setup is complete, click Finish to exit the One Touch Wizard.

ASUS ONE TOUGH WIZARD. =

maicall il youtnetwok suppcrts s
the P setings wih you netwark

Ciek

fose the wizard.
& Qbtin P sddress automsicaly

© Use the folowing P ddess:
Gatenay

Defaut Gatenay | I

& Obtin DNS server adfess automataly
© Use the folowing DNS addsses:

I ———
| E———

&

/ The setup screens and steps are for reference only and may be different
- from actual screens.

Configuring WLAN card with Windows® WZC service

You can also use Windows® Wireless Zero Configuration service to set up the wireless
connection with WL-AM604g.

1. Double-click the wireless network 2. Key in the key you have set on the

icon on the task bar to view available WL-AM604g and click Connect.
networks. Select your wireless router The connection is completed within
and click Connect. several seconds.

Wireless Network Connection ]
et a3 Choose a wireless network
: =
4 ] K Please walt whie Windows connects o the "AL-AMBAg netwrork.
.I“l Detecting network ty
@ VAN guest 3 o
T ———— il | — )
‘Wireless Nstwork Connection =
T etk W ANBOA reues  ntwork ey (s called s WEP ey r WPAKey). A
L ———
Cornect el
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Informasi Kontak ASUS

ASUSTeK COMPUTER INC. (Asia-Pasifik)

Alamat perusahaan: 15 Li-Te Road, Beitou, Taipei 11259
Umum (telp): +886-2-2894-3447

Umum (faks): +886-2-2894-7798

Alamat situs web: http://www.asus.com.tw

Email untuk umum: info@asus.com.tw

ASUS COMPUTER INTERNATIONAL (Amerika)

Alamat perusahaan: 44370 Nobel Drive, Fremont, CA 94538, Amerika
Serikat

Umum (faks): +1-510-608-4555

Alamat situs web: http://www.usa.asus.com

Dukungan teknis

Dukungan umum: +1-502-995-0883
Dukungan (faks): +1-502-933-8713
Dukungan online: http://vip.asus.com/eservice/techserv.aspx

ASUS COMPUTER GmbH (Jerman & Austria)

Alamat perusahaan: Harkort Str. 25, D-40880 Ratingen, Jerman
Umum (telp): +49-2102-95990

Umum (faks): +49-2102-959911

Alamat situs web: http://www.asus.de

Kontak online: http://www.asus.de/sales

Dukungan teknis

Komponen: +49-2102-95990
Notebook: +49-2102-959910
Dukungan (faks): +49-2102-959911

Dukungan online: http://www.asus.de/support
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[Pengaturan Cepat }

Pengaturan Hardware (Perangkat Keras)

Menghubungkan ADSL splitter (pemisah ADSL) ke phone outlet (stop
kontak telepon)

Masukkan Line connector (konektor jalur) filter ke dalam phone outlet (stop kontak
telepon) dan hubungkan telepon ke Phone port (porta telepon) (A).

Hubungkan splitter (pemisah) ke WL-AM604¢g

% Sambungan splitter (pemisah) yang tidak benar dapat memblokir layanan
ADSL Anda.

a. Matikan komputer Anda.

Sambungkan porta ADSL WL-AM604g ke porta DSL (B) splitter (pemisah).

c.  Sambungkan power adapter (adaptor daya) ke power port (porta daya) pada WL-
AMO604g rear panel (bagian belakang WL-AM604g) dan ke power outlet (stop
kontak daya). Pastikan power LED indicator (indikator LED daya) AKTIF setelah
menyalakan routernya (perutenya). Jika ADSL link LED (LED link ADSL)
bewarna hijau terang, ini berarti ADSL link (link ADSL) tersambung.

Hubungkan komputer dengan WL-AM604g melalui Ethernet

Gunakan kabel Ethernet yang diberikan untuk menghubungkan komputer ke salah satu
dari LAN ports (porta LAN) WL-AM604g.

Stop kontak dinding

Perute Nirkabel ASUS

stop kontak
telepon dinding Pemisah
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Pengaturan Cepat

Login (Masuk) ke halaman konfigurasi WL-AM604g

1.

Ketik 192.168.1.1 ke dalam kotak alamat Web browser (penjelajah Web) dan Enter
(Enter).

2. Login window (Jendela masuk) muncul untuk username (nama pengguna) dan
password (kata sandi). Username (nama pengguna) dan password (kata sandi) asal
admin (dalam huruf kecil).

3. Setelah login (masuk), Anda dapat melihat halaman konfigurasi WL-AM604g.

Pengaturan ADSL

1. Secara default (standar), halaman Pengaturan Cepat muncul. Quick Setup Wizard
(Wisaya Pengaturan Cepat) secara otomatis mendeteksi jenis sambungan ADSL
Anda.

Quick Setup - Auto Detection
ADSL Link Up! Start to Detect your connection type
Flease wait
2. Jika sambungan ADSL terdeteksi, halaman selanjutnya menampilkan jenis

sambungan ADSL.

Jika sambungan ADSL tidak terdeteksi, klik Manual Setting (Pengaturan
Manual) untuk mengatur WL-AM604g secara manual. Bacalah halaman 5-7
untuk petunjuk pengaturan manual.

* Jika jenis sambungan Anda adalah PPPoE atau PPPoA

Untuk pengguna dynamic IP (IP dinamis)

Masukkan username (nama pengguna) dan password (kata sandi) kemudian klik
Next (Selanjutnya).

Untuk pengguna static IP (IP statis)

periksa Use Static IP Address (Gunakan Alamat IP Statis) kemudian ketik
pada alamat IP Anda, kemudian klik Next (Selanjutnya).

Quick Setup
Detection Result

WL-AMBDAg has detected that your cannection type is "PPPoE"

ush "Next" buttan to setup ather function”

fyes, please key in yo P
Ifnot, please push “Mar etup WAN connection manually.

PPP Usemame:
PPP Password
[ Use Static I Address

Jika sambungan aktual bukan PPPoE or PPPoA, klik Manual Setting
(Pengaturan Manual) untuk mengatur WL-AM604¢g secara manual.
Bacalah halaman 5-7 untuk petunjuk pengaturan manual.
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* Jika jenis sambungan adalah “MER”(DHCP)
Klik Next (Selanjutnya) jika jenis sambungan Anda adalah DHCP.

Quick Setup

Detection Result
WL-AMBD4g has detected that your connection type is “DHCP (Dynamic IP)"

If yes, please push *Next” button to setup other function;”
Ifnot, please push "Manual Setting” button to setup WAN connection manually.

% Jika sambungan aktual bukan MER (DHCP), klik Manual Setting
- (Pengaturan Manual) untuk mengatur WL-AM604g secara manual.
Bacalah halaman 5-7 untuk petunjuk pengaturan manual.

Pengaturan wireless (nirkabel)

1. Pilih satu security level (tingkat keamanan). Untuk deskripsi security (keamanan)
yang lebih detail, bacalah bagian tingkat keamanan pada panduan pengguna di
dalam CD pendukung.

Wireless -- Setup

Metwork Name (SSI0) |Default

Security Level "an(Nnne) ~

2. Masukkan satu kunci di dalam bidang Key (Kunci). Jumlah digit untuk key (kunci)
tergantung pada security level (tingkat keamanan) yang Anda pilih.

Wireless - Setup

Network Name (S50} |Default
Security Level | MediumQWER-Babits) ~

Key: [ess |

Microsoft Infernet Explorer

() \_\ 'WEP-6abite Keyy should be 5 ASCIT characters or 10 hexcadecimal digit for 64-bit encryption keys.

3. Halaman ringkasan kemudian muncul. Jika informasi yang ditampilkan benar, klik

Save (Simpan)/Reboot (Menyalakan Ulang) untuk menyelesaikan pengaturan.
Jika tidak, klik Back (Kembali) untuk memodifikasi pengaturan.

WAN Setup - Summary

Make sure that the settings below match the settings provided by yaur ISP

VPIIVCI: 8/81

Connection Type: PPFoE

Service Name:  pppoe_8_81_1

1P Address: Automatically Assigned
ssID: Default
Authentication:  Nane

Click "Save/Rebuat! to save these settings and rebaot roter. Click "Back! to make any modfications
NOTE: The configuration process takes about 1 minute to complete and your DSL Router will reboot

4. Pengaturan selesai! Tunggu sekitar 50 detik untuk reboot (menyalakan ulang).

Halaman web akan refresh (segarkan ulang) untuk menampilkan informasi
perangkat setelah reboot (menyalakan ulang).
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Pengaturan Manual

Jika Anda mengalami kesulitan ketika mengkonfigurasikan sambungan ADSL dengan
Pengaturan Cepat, klik Manual Setting (Pengaturan Manual) untuk mengatur
sambungan ADSL secara manual.

Quick Setup - Aute Detection

ADSL Link Downl Please check your telphone line connection..

z

Manual Setting

Pengaturan ADSL

1. Pilih Country (Negara) dan ISP (ISP), kemudian klik Next (Selanjutnya). Jika
negara dan ISP Anda tidak ada dalam daftar, pilih Not list (Tidak terdaftar)
dan ketikkan VPI dan VCI Anda kemudian klik Next (Selanjutnya). Anda bisa
meminta ISP Anda untuk informasi nilai VPI/VCI.

Quick Setup.

This uick Setup wil guide you through the steps necessary to configure your Wireless Router.

ATM PVC Configuration

Select the check box below to use ASUS PYC DataBase
Country Mot List v
ISP AUSTRALIA
CHINA

The Virtual Path | NDONESIA ual Channel Identifier (VC) are needed for setting up the

instructs you ath{ SRAEL
ALY

VP [B-255] | NETHERLANDS
NEWY ZEALAND
VCI: [32-68538] (Russia
SINGAPORE
TURKEY e
UAE
UK
Mot List

3. Pilih jenis sambungan dan klik Next (Selanjutnya). Anda bisa memperoleh jenis
sambungan dari ISP Anda. Bacalah ke halaman berikutnya untuk jenis sambungan.

Connection Type

Select the type of network protocal and encapsulation made over the ATM PYC that your
ISP has instructed you to use. Note that B02.1q VLAN tagging is only available far PPPOE,
MER and Brridging

O PPP aver ATM (PPPoA)

@ PPP aver Ethernet (PPPaE)

© MAC Encapsulation Routing (MER)

O IP over ATM (IPas)

O Bridging

Encapsulation Mode

LLC/SNAP-BRIDGING v

Enable 802.1q
VLAN D[0-4095]: [1
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* Jika jenis sambungan Anda adalah PPPoA atau PPPoE
Untuk pengguna dynamic IP (IP dinamis)

Masukkan PPP username (nama pengguna PPP), dan service name (nama
layanan) kemudian klik Next (Selanjutnya).

Untuk pengguna static IP (IP statis)

Periksa Use Static IP Address (Gunakan Alamat IP Statis) kemudian ketik
pada alamat IP Anda, kemudian klik Next (Selanjutnya).

PPP Username and Password
PPF usually requires that you have a user name and password to establish your

connection. In the boxes below, enter the user name and password that your ISP
has provided ta you

PPP Username: ads|12345648

FFP Password, ssssssss
PPPoE Service Name:
Authentication Methad: | AUTO v

[ Dial on demand {with idle timeout timer)

[0 PPPIP extension
[0 Use Static IP Address

* Jika jenis sambungan Anda adalah IPoA

Hanya pengguna Static IP (IP Statis)

Masukkan alamat IP WAN yang diberikan oleh ISP Anda, kemudian klik Next
(Selanjutnya).

WAN IP Settings
Enter information provided to you by your ISP ta configure the VAN IP settings

Notice: DHCP is not supported in IPoA made. Changing the default gateway or the
DNS effects the whole systern. Configuring therm with static values will disable the
autornatic assignment from other WAN connection.

YWAN IP Address:

WAN Subnet Mask

[0 Use the following default gateway:
Use IP Address:
Use WAN Interface:
[ Use the following DNS server addresses

PrimalyDNS
server.

Secondary DNS server
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* Jika jenis sambungan Anda adalah MER

Untuk pengguna dynamic IP (IP dinamis)

Periksa Obtain an IP address automatically (Dapatkan alamat IP secara
otomatis), Obtain default gateway automatically (Dapatkan gerbang standar
secara otomatis), danObtain DNS server address automatically (Dapatkan
alamar server DNS secara otomatis). Klik Next (Selanjutnya).

Untuk pengguna static IP (IP statis)

Periksa Use the following IP Address (Gunakan alamat IP berikut ini), Use
the following default gateway (Gunakan gerbang standar berikut ini), dan
Use the following DNS server address (Gunakan alamat server DNS berikut
ini), kemudian masukkan alamat-alamatnya di bidang yang sesuai.

WAN IP Settings

Enter information provided to you by your ISP ta canfigure the WAN IP settings
Notice: DHCP can be enabled for PYC in MER mode if "Obtain an IP address
automatically” is chosen.Changing the default gateway or the DNS effects the
whole systermn. Caonfiguring thern with static values will disable the automatic
assignment from DHCP ar other WAN connection

If you configure static default gateway over this PYC in MER mode, you rmust
enter the IP address of the remote gateway in the "Use IP address". The "Use
WWAN interface is optional

@ Obtain an IP address automatically
© Use the following IP address:

WVAN 1P Address:

WVVAN Subnet Mask:

© Obtain default gateway automatically
O Use the following default gateway:
Use IP Address:
Use YWAN Interface

® Obtain DNS server addresses automatically
O Use the following DNS server addresses:
Primary DNS
SErver:

Secondary DNS server:
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Pengaturan Wireless (nirkabel)

1. Tunjukkan SSID (network name) (nama jaringan) untuk WL-AM604g. Pilih
security level (tingkat keamanan) kemudian masukkan satu key (kunci). Jumlah
digit untuk key (kunci) tergantung pada security level (tingkat keamanan) yang
Anda pilih. Bacalah catatan pada web page (halaman web). Ketika selesai, klik
Next (Selanjutnya).

Wireless - Setup
Network Name (SSID). Default
Security Level Mediom{WEP-64bits) R

Key. sssrvesree
Note: WEP-
B4bits Key
should be 5
ASCI
characters
or 10
hexadecimal
digits for 64-
bit
encryption
keys

2. Halaman ini memberikan ringkasan konfigurasi WL-AM604g WAN dan
wireless (nirkabel). Periksa Save (Simpan)/Reboot (Menyalakan Ulang) untuk
menyimpan dan mengaktifkan konfigurasi Anda.

WAN Setup - Summary
Make sure that the settings below match the settings provided by your ISP

VPIIVCI: 035
Connection Type: PPFoE

Service Name:  |pppoe_0_35_1

IP Address: Autoratically Assigned

SSID: Defaut

Authentication:  None

Click *Save/Reboot! to save these seftings and reboot router. Click "Back" to make any
mmodifications

NOTE: The configuration process takes about 1 minute to complete and your DSL Router
will reboot.

3. Pengaturan selesail WL-AM604g akan reboot (menyalakan ulang) dalam waktu
50 detik. Green bar (batang hijau) menunjukkan status rebooting (penyalaan ulang)
saat ini. Setelah reboot (menyalakan ulang), web page (halaman web) akan secara
otomatis refresh (menyegarkan ulang) untuk menampilkan pengaturan.

DSL Router Reboot
The DSL Router has been configured and is rebooting
Close the DSL Rauter Configuration window and wait for 50 seconds befare reapening

your web browser, If necessary, reconfigure your PC's IP address to match your new
configuration

Current Status: gy 5
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Menghubungkan ke WL-AM604g dari ASUS WLAN
Card (Kartu WLAN ASUS)

Mengkonfigurasikan ASUS WLAN Card (Kartu WLAN ASUS)
dengan One Touch Wizard (Wisaya Sekali Sentuh)™

Jika Anda telah menginstal ASUS wireless card (kartu nirkabel ASUS) bersama
dengan utilities (kegunaannya) dan driver (penggerak) pada komputer Anda, klik
Start (Mulai)-> Programes (Program)-> ASUS Utility (Kegunaan ASUS)->
WLAN Card (Kartu WLAN)-> One Touch Wizard (Wisaya Sekali Sentuh) untuk
menjalankan One Touch Wizard utility (kegunaan Wisaya Sekali Sentuh).
&0 windows Catalog

ﬂ windows Update

(@) et Proaram ccess and efauks

B 455 VLA Contrel Conter

() Accessories 3
I Borland C++Builder 5 r

[ oocumens

IiR) Libertas 802, 11abg Client and SoftAP > [
Utity YLAN Card Wireless Settings
B s : (SIS
v @ WL-604y ADSL Router
# searh >

©) el and Support

1. Pilih tombol radio Connect to an
existing wireless LAN (Station)
(Sambungkan ke (Station) LAN
nirkabel yang ada) dan klik Next
(Selanjutnya) untuk melanjutkan.

2. One Touch Wizard (Wisaya Sekali
Sentuh) mencari dan menampilkan AP
yang tersedia di dalam daftar Available
Networks (Jaringan yang Tersedia).
Pilih WL-AM604g dan tekan Next
(Selanjutnya) untuk melanjutkan.

ASUS ONE TOUCH WIZARD
& ASUS ONE TOUCH WIZARD 3]

‘Welcome {0 the wieless selup wizard.  Configure yor

& Connect to ar

Trew you confgute yous waeless LAN, Inernet sting wircless LAN

below.
‘Wireless LAN that has the best signal:
BF:2

Plesse selctthe operation mode that you want o use.

Operation Mode

© Create eless LAN (4P)

Nunber o known vielacs netwaik(e) 2

Search Again

X Concel 4 <Back New> £ X Cencel

3. Atur authentication (pengesahan) dan

encryption (enkripsi) kartu WLAN yang
sama dengan WL-AM604g. Klik Next
(Selanjutnya) untuk melanjutkan.

ASUS ONE TOUCH WIZARD X)

P keys by Menual Assignment o Automatc
Fefe 0 the user guide fox dtais on how Lo set the.

H wadecinal digts
Keylength  [5abis (10digts)

€ Manual Assignment
[ 1
|

& utomalic Generaion
Passphvase - [11111]

Select one as your Defaul Key => Key1 =

Gk | N> X Cancel

. Wireles card (kartu nirkabel)

membutuhkan beberapa detik untuk
terhubung dengan WL-AM604g. Tekan
Next (Selanjutnya) untuk mengatur
TCP/IP.

4SS ONE TOUCH WIZARD. ®

Encypion. WEP

b Congatistons You havefrished seting the wrckss LAN
Clck Nest [0 etup the TCP/P.

G X e
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5. Pengaturan alamat IP oleh WLAN Card (Kartu WLAN) sesuai dengan kondisi network
(jaringan) Anda. Setelah pengaturan selesai, klik Finish (Selesai) untuk keluar One
Touch Wizard (Wisaya Sekali Sentuh).

ik supports this
s et

Clek Finish o close the wizard.

& Qbtain an P sddess automsicaly
© Use the folowing P sddess:

Gaeny
Defeut Gatenay |
 OwanD)
C Usether

R

% Layar pengaturan dan langkah-langkahnya hanya merupakan referensi saja
L dan mungkin berbeda dari layar aktualnya.
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Mengkonfigurasikan WLAN Card (Kartu WLAN) dengan layanan
Windows® WZC

Anda jga dapat menggunakan Windows"® Wireless Zero Configuration (Konfigurasi
Nol Nirkabel Windows®) untuk mengatur sambungan wireless (nirkabel) dengan WL-

AM604g.

1. Klik-ganda ikon wireless network 2. Masukkan key (kunci) yang telah
(jaringan nirkabel) pada task bar diatur pada WL-AMG604g dan
(bar tugas) untuk melihat networks kemudian klik Connect (Sambung).
(jaringan) yang tersedia. Pilih Sambungan ini selesai dalam
wireless router (perute nirkabel) dan beberapa detik.
klik Connect (Sambung).

X Wireless Network Connection 3]
(tﬁ» R M.‘n“li Please walt whie Windows connects o the "AL-AMBAg netwrork.
(lﬁ» T;J::m-dmussn-wuwm aill C———— wm )

The network VWL-AEDAG requires & netvicekkey (a0 calld a WEP key or WPAKe), A

Type thekey, end then ik Conect
Network ey

Cantim netwerk key.
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Aayan1sdinnadiu ASUS

ASUSTeK COMPUTER INC. (taifia-uilgiln)

agudsn: 15 Li-Te Road, Beitou, Taipei 11259
W'l (Tnsdwn): +886-2-2894-3447

wWalal (unna): +886-2-2894-7798

Hagulae: http://www.asus.com.tw
Aavilal: info@asus.com.tw

ASUS COMPUTER INTERNATIONAL (aww5nn)

agusEn: 44370 Nobel Drive, Fremont, CA 94538, USA
wWalal (una): +1-510-608-4555

agiu'lae: http://www.usa.asus.com
dhaaiivauuaumaiia

asaTuauulal: +1-502-995-0883

shesfusyy (wina):  +1-502-933-8713

asausyuaaulau:  http://vip.asus.com/eservice/techserv.aspx

ASUS COMPUTER GmbH (raastiuil & aasin3a)

Hagudsn: Harkort Str. 25, D-40880 Ratingen, Germany
Wil (Tnsédwn): +49-2102-95990

wWalal (unai): +49-2102-959911

agiu'lae: http://www.asus.de

astinnaaaulau: http://www.asus.de/sales
daativauuauimaiin

ay'lua: +49-2102-95990

Tumya: +49-2102-959910

shesfusuy (wWna):  +49-2102-959911
asauayuaaulay:  http://www.asus.de/support
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N15GIA1IEISAUIS

nsudtaunadiuan ADSL aléisiidausnatnsdwn

mmmamﬂ’uaomnsaoaolumﬁﬂumﬂimﬁwm uaziiaunalaiadinsd@wnuag
aanAuwasaInsdwn (A)

vitaumaduunliliiv WL-AM604g

/ﬁ msiiaunadiuaniilugnaas sansafladuuinis ADSL uadaot

n. darauflinasuadnm
2. \ilaunawasa ADSL uas WL-AM604g tanAuwasa DSL (B) uaséuen

wfaumaay LLmJLma‘ftwwnas’wym”uwa‘fmwanas(uul,mmywuuai“wao WL-
AM604g Lag mawwnmmuﬁuu"l%lﬂw mnmwLLu‘lmﬂWLLamamu" LED
Lwn';asmmuaamnmLﬂmiumas m LED &9a ADSL Gatfufiduinatiag
wnaANATLEanTay ADSL nnaswwuum

launamauiiinasuasqaiizndu WL-AM604g nrudisasuin
lusnaaidadisasiiniaifannanaufitinasuasnananiunase LAN aas WL-AM604g

wndau it

maslsane ASUS

wnas

AU TNTHWNANITY
ALeIn

(A)
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N15GIA1AIU

szuuNniivuiunnsdvaltnauiinatsiu WL-AM604g

1.1au 192.168.1.1 aa‘lunéaaﬁagiwaoﬁmuswﬂa%wamm waenm Enter

2. vunawdanduazinngdulnladagly wagswanu faglauaysWaniuinas
s uAa admin (GrAUNLAN)

3. udvanfidanduual aaaziiununnsdomaauiinaisiu WL-AM604g

A1séva1 ADSL

1. MUAINIATHIU NUIANTAIAIAIU AzU5ATUN FIEFTIINTAIAIAIU g
aAFuAlinnsianana ADSL aavnalTaadn TuiG

Quick Setup - Auto Detection

ADSL Link Up! Start to Detect your connection type

Manual Setting

Flease wait..

2. aszuuaAnuNsiiianna ADSL, winda'liasuansufinnisitauna ADSL
YA

/ asvuuaIRluwumsifiauna ADSL zasaan, Tn&n AsdvaTuL
- uHUUIA LWadiA WL-AM6E04g wuuuwnuua &msuuaaulunisay
Aauuunuuwa vguun 5-7

*grafinnisidiaunauasqaiiilu PPPOE w3a PPPOA
drusuglalauniin IP

tautiaglauazsianuzasan ntundn da'ly
dusugldduadin IP

vinasaomanai luaundin IP uanasa uasiau IP LanLATRUDIAL, AN
Tundn da'lal

Quick Setup
Detection Result
WL-AMBD4g has detected that your connection type is "PPPOE"

if yes, please key in your userame/password and push "Next" button to setup ather function"
Ifrot, please push *Manual Setting” button to setup WAN connection manually

PPP Username:
PPP Password
O Use Static IP Address

/ mmsui‘iauma‘vu,l,mascmaaﬂmvlu"l,mﬂu PPPOE w3a PPPoA, nn&n
- AsGIAILLLLLIUMIA Wadea1 WL-AM604g wuuuuumia d1nsuy
fupaulumsdomuuuuauna gy 5-7




Bu,

=] qiaBunuasnIE WL-AM604g 11g WiFi ADSL 151105

* grarfinnisiifauaanasnailu “MER”(DHCP)

adn el anufiansidiaunauasnauiy DHCP

Quick Setup

Detection Result
WL-AMBD4g has detected that your connection type is “DHCP (Dynamic IP)"

If yes, please push *Next” button to setup other function;”
Ifnot, please push "Manual Setting” button to setup WAN connection manually.

% mmnﬁamammasomaomm‘lu”l,mﬂu MER (DHCP), 1n&n m'sm
L A uuuuuuwIa tadean WL- -AM604g LULLNUUIR dmsudunau
Tumsdemuuuuwuua igui 5-7

Asten1lsane

1. \8an szuunisiasdiu damsuadinafimdussuunisdasfuasvasian
Meausedun1stacdy luafiaglaaguuuny CD siuayuzadnm

Wireless -- Setup

Network Name (SSID): | Default

Security Level

Medium(WEP-B4bits)
Medium(WEP-128bits)
High{WPA-PS

2. daudaznlilluras Aa Innundnuasdaiivagfuszdunmslasiuiinadan

Wireless - Setup

Network Name (S50} |Default
Security Level | MediumQWER-Babits) ~

Key. [sss

Microsoft Infernet Explorer

() \_\ 'WEP-6abite Keyy should be 5 ASCIT characters or 10 hexcadecimal digit for 64-bit encryption keys.

3. mnuuuumsﬂa LL&GN‘].I‘IHJ'I QTJ.IENRVILLEIGN‘LIHN'IOﬂGm\‘l ARN uumn/um
11/1%1 LWBLﬂiﬂauﬂ‘iuﬂﬂuﬂW‘iﬂ\‘]ﬂﬁ ‘hJL‘I.quu ARN AL LWBLLﬂVL‘LIﬂ'I'SGI\‘)ﬂ'I

WAN Setup - Summary

Make sure that the settings helaw match the setings provided by your ISP

VPIIVCL: 8/61

Connection Type: PPPoE

Service Name:  pppoe_8_61_1

IP Address: Automatically Assigned
ssiD: Default
Authentication:  None

Click *SavefRebuat" to save these settings and reboot router. Click *Back" to make any modifications
NOTE: The configuration process takes about 1 minute to carmplete and your DSL Router will reboot

4. msdeaasaauysall sadszanar 50 Sundiiiayalun uwaagwsiia
LLammauaaﬂnimuaamnmm’luu
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A15EIAILILILUUUIA

aaamuAulamlunsasaaauiinnsidiauna ADSL a3un1saaAIaIY, ARA
ANSAVALLILLUIBUIA LAadvAIATIdaNAa ADSL LuULNUUIA

Quiick Setup - Aute Detectien

ADSL Link Downl Please check your telphone line connection

g

Manual Setting

A1séemn ADSL

1. &an Usziva uag ISP uasaas, antfundn fia'al anlseinauay ISP 19
ﬂm”l,u”l,mau‘lu'smms Ban Wlauan u,auwuw VPI uay VCI 2avaat A
Hundn &l Astaraau ISP uavaauiazann VPI/VCI

Quick Setup.

This Quick Setup wil guide you through the steps necessary to cofigure your Wireless Router.

ATM PVC Configuration

Select the check box below to use ASUS PVC DataBase.
Courtry Nat List v
5P AUSTRALA
CHIMNA

The Yirtual Path |INDONESIA ual Channel Identifier (VCI) are needed for setting up the A

instructs you oth SRAEL
ITaLy

WP [0-255] NETHERLANDS
MEVY ZEALAND
VCI [32-85534) [pg s
SINGAPORE
TURKEY

LIAE

LK

ot Cist

3. WRanrdlansiiannazatnn uazadn dald aasinsansiualianisizian
aanavaatlaann ISP guudalddusuriianisiiauna

Connection Type

Select the type of network protocal and encapsulation made over the ATM PVC that yaur
ISP has instructed you to use. Mote that B02.1g VLAN tagging is onty available for PPPoE,
MER and Bridging.

© PPP over ATM (PPPoA)

© PPP over Ethemet (PPPoE)

© MAC Encapsulation Reuting (MER)
O IP over ATM (IPos)

© Bridging

Encapsulation Mode

LLC/SNAP-BRIDGING v

Enable 802.1q
WLAN ID[0-4085]: |1

29




=] qiaBunuasnIE WL-AM604g 11g WiFi ADSL 151105

*gafinnisiitaunauavqaiilu PPPoA 13a PPPoE

drusuglalauniin IP
audianlal PPP, sy uaziiaidnns anniundn da'lal

dusugldauadin IP

vinesasmnaf Taduadin IP waaass uazdau IP uaaiassuagne, 0
Tuadn fa'ld

PPP Username and Password
PPP usually requires that you have a user name and password to establish your

connection. In the boxes belov, enter the user name and passwaord that your ISP
has provided to you

PPP Usermname. ads|12345848

PPP Password. ssssssss

PPPOE Service Name:

Authentication Method: | AUTO v

[ Dial on demand {with idle timeout timer)

[0 PPP IP extension

Bu,

O Use Static IP Address

* grarfinnnsidaunanasqaiiiu IPoA

ey ldauadn IP mniiu
1au WAN IP waainsafidiivuainiae ISP aasaa, anniuadn o'l

WAN IP Settings
Enter information provided to you by your ISP to canfigure the WAN IP seftings

Natice: DHCP is not supported in IPoA mode. Changing the default gateway or the
DNS effects the whole systern. Configuring therm with static values will disable the
automatic assignment fram other WAN connection

WVAN IP Address
YWAN Subnet Mask

[ Use the following default gateway:
Use P Address.
Use WAN Interface:

[0 Use the following DNS server addresses:
Prima 0N
server.

Secondary DNS server;

30
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* grafian1sidaunanavqaiilu MER

dusuglalauniin IP

vieiasuined Su IP waaasaiaudniudi
aaTuiifi uway 5u DNS dsnnasiaudaiuli

dusugldduadin IP

mmsammum af IP uammsama“lﬂu, ’tmnmnummsgmma"lﬂu UKy
Qai DNS Lﬁsmaasuammsama"lﬂu nfudaunaniassgaslunasi
Fuwusiu

, Sunanguassuiag

A
6 Adn fa'lal

WAN IP Settings

Enter information provided to you by your ISP to configure the YWAN IP settings
Motice: DHCP can be enabled far PYC in MER mode if 'Obtain an IP address
autornatically” is chosen.Changing the default gateway or the DNS effects the
whole system. Configuring therm with static values will disable the automatic
assignment from DHCP or other VWAN connection

If you configure static default gateway over this PVC in MER maode, you must
enter the IP address of the rernote gateway in the "Use P address". The "Use
VAN interface” is optional

© Obtain an IP address automatically
O Use the following IP address:

WAN IP Address

VAN Subnet Mask

@ Obtain default gateway automatically
@ Use the following default gateway:
Use IP Address:
Use WAN Interface:

© Obtain DNS server addresses autornatically
O Use the following DNS server addresses:
Primary DMNS
SEnver.
Secondary DNS server:

31
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nsten11lsane

1. fimiua SSID (?‘."ial,ﬂ%m.huu)vsi'ml%u WL-AM604g Lﬁanszﬁumsﬂaoﬁu nnifu
laudia InnundnuavdsliuaguszaunslasAunaaian guanamauu
Suwa Wavingsda, adn da'lil

Wireless -- Setup
Metwork Name (SSID): Default
Security Level: Medium{WEP-B4bits) ~

Key. LI IIITT Y]

Nate: VWEP-
B4hits Key
should be §
ASCH
characters
or 10
hexadecimal
digits for B4-
hit
encryption
keys

2. winillnuayasgluasaaaufiinasiu WL-AM604g WAN uaglsane adn
fiuiin/yaluu Wwailuiin wazidavinsruaeauiinalsifuzasao

WAN Setup - Summary

Make sure that the settings below match the settings provided by your ISP

VPl VCI: 0/35
Connection Type: PPPoE

Service Name:  ppoe_0_35_1

IP Address: Adtomatically Assigned

SSID: Default

Authentication:  Nane

Click "Save/Rebont" to save these seftings and reboot router. Click "Back” to make any

modifications
NOTE: The configuration process takes about 1 minute to complete and your DSL Router

will reboot
SavelReboot

3. asdeanasasuysall WL-AM604g azyalunlunian 50 Junft uaufiden
udavfvaaruznsyalunlulfariu udvaaniualug LTuwaBsuiag

Y|

FoTuiGifauanInIsEIA1a199

DSL Router Reboot
The DSL Router has been configured and is rebooting
Close the DSL Router Configuration windovy and wait for 50 seconds before reopening

wour web browser. If necessary, reconfigure your PC's IP address to match your new
caonfiguration

Current Status 5
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na1stdaumnalide WL-AM604g annn1sa ASUS
WLAN

nstemnaudnnisa ASUS WLAN e One Touch Wizard™

PP

aaafacensalisiad ASUS wsaufugndduaylasiasuasnisalu PC uav
AL, AAN 13U -> Tdsuasu -> aiidea ASUS -> nansa WLAN -> One

PP

Touch Wizard Lﬁatﬂmﬂmam One Touch Wizard

&L windows Catelog
% Windows Update B Asus WLAN Contral Cemter

(@) setprogram access snd Detauts o obile Hansger
Programs. K
1) Borland C++Builder 5 3 & TroubleShooting
[ % oscuments » () MarvelR) Libertas 602. 11abg Clent and SoftaP W Uninstall ASUS WLAR Card Urilities
.@‘ g & T | B Mireless Settings
= v | WL-604g ADSL Router »

) seach »

©) e and support

1. daniu auaa'laléie LAN 15a1a 2. One Touch Wizard ag@umiuazuany
(sinl) Afiaguar uazadn el AP lz'latlunans wamnailala
WWavihea'ld 1ian WL-AM604g uazna fia'l

wiarvihea'ly

ASUS ONE TOUCH WIZARD 3] ASUS ONE TOUCH WIZARD 3]

 Configure your wireless LAN settings.
& Connect to an existing wireless LAN

‘Weloome o the wieless slup wizard

T e
rd heme network i

below,
‘Witeless LAN that has the best signal:
bRoadLanner (00:30:CC:4A-BF-2F)
Wiless LAN that you wan [0 connect o
WL-AMBO4g (00:15F2:C74086)
Avalable Networks

% of

Plesse selectthe operalion mode thet you went 1 use.
Operation Mode
© Create anew wireless LAN (AP)

€ One Tou

© B

 Connect to an existing witeless LAN (Station)
Nonber o known wielacs ntwork(e) 2

Search Again

Clok Nest o cortinse.

3. deansfiududayana 4, fazlanamvaedundsiviunsa’lis

wagmsiEnsiEuasnse WLAN as lunsiiiaunadu WL-AM604g na
gaspaliinsiaufuavaiuly Wi- &a'lal \adoan TCP/IP

AM604g adn da'ld tRavinealyd
4SU ONETOUCH WiARD &

s L i coracioto nP
P

£

Configute your WEP keys by Manual Assgnment o Autonatc
Generaton. Refe 0 the user ude fo deads on how [0 set te.
Fess

s‘s’"“o"”?" 258600
S 0312200
CiokNet o coni, s
I~ Network Authentication (Shared mode)
——
Kepfomat  [Wevsdecmadon =] 4
Keplongte  [oebmt0dow =]

€ ManualAsignment

Enepoon WEP

Congratlaions| o have fished seing the wheless LAN!
Clck Next o lup the TCP/IP.

& Automatic Generation
N 1

Select one as your Defout Key => Key1 -

& <Back Newt> X Corcel & cBeck X Carcel
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5. 69A A 1P LLamLmsamaamim WLAN ‘luaamaaonuamwmiamﬂwa\mm NAIANNATT
ot mémnicu Aén 1@5adu aaanain One Touch Wizard.

45U ONE TOUCH WIZARD

maicaly il youtnetwok suppcts s
o the F setngs wihyout netwr
2

& Qbtin an P sddess atonaicaly
© Use the folowing P ddess:

C——J
| ———
Gatonay

Defauh Gatonay | I

& Obtsin DNS server adfess automataly
© Use the folowing DNS addesses:

[ r———
1

&

% WUNARATEIAT Lazdunaua1eq ladusunisaedniiu wazaia
< LANAIIANAUUNADAZY

Asteanauiinna1sa WLAN arausn1s Windows® W2ZC
uanandl aaudeanunsalaudnig Windows® Wireless Zero Configuration ia

5 Fomnsittaunalsanadu WL-AM604g 1aaie
(=
1. m.lLnaﬂanm"l,aﬂaumiamﬂvlsm 2. dauAdaviaaueivmlauu WL-
unumanms Lwammamﬂm‘(ﬂ AM604g uazadn tauaa nsud
1a Laan"lmaammasmaoﬂm u aumaa"aunsmmﬂiuiumum
avadn Wauma
& Wireless Network Connection 3]
Choose a wireless network.
ppp ML AR R Please wait while Vindows connects to the WWL-AMB04g" network.
(ﬁ) .““ Detecting network type
@ et = o
T e will  —C | =
Wireless Network Connection ®

The network VWL-AEDAG requires & netvicekkey (a0 calld a WEP key or WPAKe), A

Type thekey, o then ok Cor
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[lell Kurulum }

Donanim Kurulumu

ADSL dagiticinin telefon ¢ikisiniza baglanmasi

Filtrenin hat baglantisini telefon ¢ikisina takin ve telefonunuzu Telefon girisine
baglayin (A).

Dagiticry1 WL-AMG604¢g’ye baglayin

% Hatal dagitic1 baglantist ADSL servisinizi engelleyebilir.

a. Telefonunuzu kapatin.

b. WL-AMG604g nin ADSL girisini dagiticinin DSL girisine (B) baglaymn.

c. Giig adaptoriini WL-AM604g’nin arka panelindeki gii¢ girisine ve bir elektrik
prizine baglaym. Yonlendiriciyi actiktan sonra Gii¢ LED gostergesinin agik
oldugundan emin olun. ADSL baglantis1t LED’i stirekli yesilse, bu ADSL
baglantisinin kuruldugu anlamina gelir.

Bilgisayarinizi Ethernet vasitasiyla WL-AM604g’ye baglayin.

Bilgisayarimiz1 WL-AM604g’nin LAN girisine baglamak i¢in {riinle birlikte
verilen Ethernet kablosunu kullanin.

Duvar prizi

ASUS Kablosuz Yonlendirici
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Hizli Kurulum

WL-AMG604¢g yapilandirma sayfasinda oturum acin

Web tarayicinizin adres kutusuna 192.168.1.1 ‘i girin ve Enter (Giris)’e basin.

2. Kullanicr ad1 ve parola igin bir oturum agma penceresi ekrana gelir. Varsayilan
kullanict adi ve parola admin dir (kiigiik harfle).

3. Oturum agtiktan sonra, WL-AM604g yapilandirma sayfasini gérebilirsiniz.

ADSL kurulumu

1. Aksi istenmedigi taktirde Hizli Kurulum sayfasi acilir. Hizli Kurulum
Sihirbaz1 otomatik olarak ADSL baglant1 tipinizi algilar.

Quick Setup - Auto Detection

ADSL Link Up! Start to Detect your connection type

Manual Setting

Flease wait..

2. ADSL baglantisi algilanirsa, sonraki sayfa ADSL baglant tipinizi gosterir.

ADSL baglantist algilanmazsa, WL-AM604g’yi maniiel olarak
ayarlamak i¢in Manual Setting(Maniiel Ayarlama) ‘y1 se¢in. Mantiel
ayarlama talimatlari i¢in sayfa 5-7’ye bakiniz.

*Baglanti tipiniz PPPoE ya da PPPoA ise

dinamik IP kullanicilari icin
Kullanict adinizi ve parolanizi girip, Next(ileri)’yi tiklaym.
statik IP kullanicilar: icin

cStatik IP Adresi Kullan 1 isaretleyin ve IP adresinizi girip,Next(ileri)’yi
tiklaym.

Quick Setup
Detection Result

WL-AMB4g has detected that your connection type is "PPPoE"

if yes, please key in your usemame/password and push "Next” button to setup other function”
If not, please push "Manual Setting" button to setup YWAN connection manual Iy

O Use Static IP Address

Mevcut baglantiniz PPPoE ya da PPPoA degilse, WL-AM604g'1 mantiel
olarak kurmak i¢in Manual Setting(Maniiel Ayarlamay) ’1 tiklaym.
Mantiel ayarlama talimatlar1 i¢in sayfa 5-7’ye bakiniz.
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* Baglant1 tipiniz "MER" (DHCP) ise
Baglanti tipiniz DHCP ise Next (ileri)’yi tiklaym.

Quick Setup
Detection Result
WL-AMBD4g has detected that your connection type is “DHCP (Dynamic IP)"

If yes, please push *Next” button to setup other function;”
Ifnot, please push "Manual Setting” button to setup WAN connection manually.

Mevcut baglantiniz MER (DHCP) degilse, WL-AM604g’yi maniiel
/ olarak ayarlamak i¢in Manual Setting(Maniiel Ayarlama) ‘y1 tiklayin.
Maniiel ayarlama talimatlar1 i¢in sayfa 5-7’ye bakiniz.

Kablosuz kurulum
1. Bir security level(giivenlik seviyesi) se¢in. Ayrintili giivenlik agiklamalari
icin, yardim CD’nizde bulunan kullanma kilavuzundaki giivenlik seviyesi

boliimiine bakiniz.

Wireless -- Setup

Network Name (5SID):  |Default

Security Level [ LowiMone) v

Medium(WEP-B4bits)
Medium(WEP-128bits)
High(WPA-PS

2. Sifre Key(alanina) sifreyi girin. Sifre i¢in karakter sayist sectiginiz giivenlik
seviyesine baglidir.

Wireless - Setup

Nebwork Narme (SSID): | Default
Security Level [Medium(WEP-64bits) ~
Key [ees |

Microsoft Internet Explorer

) } WEP-64bits Key should be 5 ASCIT chaxacters or 10 hexadecimal dizits for 64-bit encryption keys.

3. Ogzet sayfa o zaman agilir. Gosterilen bilgi dogruysa, kurulumu tamamlamak
icinSave/Reboot (Kaydet/Yeniden Yiikle) digmesine basin. Aksi taktirde,
ayarlar1 degistirmek i¢in Back (Geri) ’ye tiklayin.

WAN Setup - Summary

Make sure that the settings helaw match the setings provided by your ISP

VPIIVCL: 8/61
Connection Type: PPPoE

Service Name:  pppoe_8_61_1

IP Address: Automatically Assigned
ssiD: Default
Authentication:  None

Click *SavefRebuat" to save these settings and reboot router. Click *Back" to make any modifications
NOTE: The configuration process takes about 1 minute to carmplete and your DSL Router will reboot

4. Kurulum tamamlandi! Yeniden yiikleme i¢in yaklasik 50 saniye bekleyin.
Web sayfasi yeniden yiiklemenin ardindan cihaz bilgilerini gostermek igin

yenilenecektir.
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Maniiel Kurulum

Hizli Kurulum ile ADSL baglantisini yapilandirirken giicliik ¢ekiyorsaniz, ADSL
baglantisini mantiel olarak ayarlamak icin Manual Setting(Maniiel Ayarisecin.).

Quick Setup - Auto Detection

ADSL Link Down! Please check your telphone line connection

g

Manual Setting

ADSL Kurulumu

1. Country (Ulkenizi) ve ISP’yi se¢in, daha sonra Next (ileri)’yi tiklaym..
Ulkeniz ve Internet Servis Saglayiciniz listede degilse, Not list
(Listelenmemis)’i secin, VPI ve VCI’niz1 girin, daha sonra Next (ileri)’yi
tiklayin. VPI/VCI degerlerini Internet Servis Saglayicinizdan &grenebilirsiniz.

Quick Setup.

This uick Setup wil guide you through the steps necessary to configure your Wireless Router.

ATM PVC Configuration

Select the check bax below to use ASUS PYC DataBase
Country Not List v
I AUSTRALIA
CHINA

The Virtual Path | INDONESIA
instructs you othySPAEL

ITALY

WP 0-255]  |NETHERLANDS
NEYY ZEALAND
Vel [3265538] |pussia
SINGAPORE
TURKEY e
UAE

UK

Not (it

ual Channel Identifier (/C1) are needed for setting up the

3. Baglanti tipinizi se¢in ve Next (ileri)’yi tiklayin. Internet Servis

Saglayicinizdan baglanti tipinizi 6grenebilirsiniz. Baglant: tipleri i¢in sonraki
sayfalara bakiniz.

Connection Type

Select the type of network protocol and encapsulation mode over the ATM PYC that your
ISP has instructed you to use. Note that 802,15 VLAN tagging is only available for PPPOE,
MER and Bridging

O PPP aver ATM (PPPoA)

© FFP over Ethernet (PPPOE)

O MAC Encapsulation Routing (MER)
O IP over ATM (IPoA)

© Bridging

Encapsulation Mode
LLC/SNAP-BRIDGING «

Enable 802.1q
VLAM ID[0-4098] 1

41
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*Baglanti tipiniz PPPoA ya da PPPoE ise

dinamik IP kullanicilari icin
PPP Kullanict adinizi, parolanizi ve servis adinizi girip, Next (fleri)’yi
tiklayimn.

statik IP kullanicilari i¢in
Use Static IP Address (cStatik IP Adresi) 'ni isaretleyin ve IP adresinizi
girip,Next (ileri)’yi tiklaym.

PPP Username and Password
PPP usually requires that you have a user name and password to establish your

connection. In the boxes helow, enter the user name and passward that your ISP
has provided to you

PPP Username: ads|12345648

PPP Passward ssssssss

PPPoE Service Name:

Authentication Method: | AUTO ~

[ Dial on dernand (with idle tirmeaut timer)

[] PPPIP extension
[] Use Static IP Address

* Baglanti tipiniz IpoA ise

Sadece Statik IP kullanicisi

Internet Servis Saglayicimz tarafindan atanan WAN IP adresini girin, daha sonra
Next(ileri)’yi tiklayn.

adunyL

WAN IP Settings
Enter information provided to you by your ISP ta configure the WAN IP settings

Notice: DHCP is not supparted in IPoA made. Changing the default gateway or the
DNS effects the whole systern. Configuring them with static values will disable the
automnatic assignment from other WAN connection.

WAN IP Address:

WWAN Subnet Mask

[0 Use the following default gateway:
Use IP Address:
Use WAN Interface:
[0 Use the following DNS server addresses:

FrimalyONS
server:

Secondary DNS server:

42
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* Baglanti tipiniz MER ise

dinamik IP kullanicilar igin

Obtain an IP address automatically (Otomatik olarak bir IP adresi al),
Obtain default gateway automatically (Otomatik olarak bir Varsayilan Ag
Gecidi al)ve Obtain DNS server address automatically (Otomatik olarak bir
DNS sunucusu adresi al) ’1 isaretleyin. Next (ileri)’yi tiklayim.

statik IP kullanicilari i¢in

Use the following IP Address (Asagidaki IP adresini kullan), Use the
following default gateway (Varsayilan ag gecidini kullan)ve Use the following
DNS server address (Asagidaki DNS sunucusu adresini kullan)'i,isaretleyin,
daha sonra ilgili alanlara adresleri girin.

WAN IP Settings

assignment from DHCP or other YWAN connection

YWAN interface” is optional

® Obtain an IP address automatically
O Use the following IP address:
WVAN IP Address:

WVAN Subnet Mask:

@ Obtain default gateway automatically
O Use the following default gateway:
Use IP Address
Use WAN Interface:

® Obtain DNS server addresses autornatically
O Use the following DNS server addresses:
Primary DNS
SErver:
Secondary DNS server:

Enter information provided to you by your ISP to configure the WaN P settings.
Rotice: DHCP can be enabled for PVC in MER mode if "Obtain an IP address
automatically” is chosen.Changing the default gateway or the DNS effects the
whole systern. Configuring thern with static values will disable the automatic

If you configure static default gateway over this PYC in MER mode, you must
enter the IP address of the remote gateway in the "Use IP address”. The "Use

43
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Kablosuz Kurulum

1. WL-AMG604g bir SSID (ag adi) belirleyin. Guivenlik seviyesini se¢in, daha
sonra bir sifre girin. Sifrenizin karakter sayisi sectiginiz giivenlik seviyesine
baglidir. Websayfasindaki agiklamaya bakiniz. Tamamlandiginda, Next.(ileri)’
yi tiklaym.

Wireless -- Setup
Network Name (SSID) Default
Security Level e dium{WEP-B4bits) v

Key: ssssssssNs
Note: WEP-
Béhits Key
should be 5
ASCI
characters
or 10
hexadecimal
digits for 64-
hit
encryption
keys.

2. Busayfa WL-AM604g WAN ve kablosuz yapilandirma hakkinda 6zet bilgi
saglar. Yapilandirmanizi kaydetmek ve etkinlestirmek i¢cin Save/Reboot
(Kaydet/Yeniden Yiikle)’yi tiklayin.

WAN Setup - Summary
Make sure that the settings below match the settings provided by your ISP

VPIIVCI: 035
Connection Type: PPFoE

Service Name:  |pppoe_0_35_1

IP Address: Autoratically Assigned

SSID: Default

Authentication:  None

Click *Save/Reboot! to save these seftings and reboot router. Click "Back" to make any

modifications
NOTE: The configuration process takes about 1 minute to complete and your DSL Router

will reboot.
Save/Reboot

3. Kurulum tamamlandi! WL-AM604g yaklasik 50 saniye icerisinde yeniden
yiiklenir. Yesil ¢ubuk mevcut yeniden yiikleme durumunu gésterir. Yeniden
yiiklemeden sonra web sayfasi ayarlarini goriintiilemek icin otomatik olarak
yenilenir.

DSL Router Reboot
The DSL Router has been configured and is rebooting
Close the DSL Rauter Configuration window and wait for 50 seconds befare reapening

your web browser, If necessary, reconfigure your PC's IP address to match your new
configuration

Current Status: 5
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ASUS WLAN Kartindan WL-AM604g’a baglama
One Touch Wizard™ ile ASUS WLAN Kartimin yapilandirilmasi

ASUS kablosuz kartint yardimci programlari ve siiriiciileriyle birlikte
bilgisayariniza kuruyorsaniz, One Touch Wizard yardimeci programini baslatmak
icin Start -> Programes -> ASUS Utility-> WLAN Card -> One Touch Wizard
(Baslat -> Programlar ->ASUS Yardimci1 Programlari -> WLAN Kart1 ->
One Touch Wizard) ’1 segin.

2 windows Catalog

% e R 4SUS HLAW Control Center
&
@ Set Program Access and Defauls & Wobile Hanager
% o izard
E I f—— . & sive Monitor

@ soriand C4-+Buider 5 » 8. Teoubleshooting
|2 vocuments » @) Marvelle) Liertss 802. 113bg Clent snd softap T Uninctall ASUS WLAK Card UNiLities
y %, Mireless Settings
[ senas ,
¥ |@ WL-dg ADSL Router 3
) searh »

@) Help and suppart

1. Connect to an existing wireless LAN 2. One Touch Wizard Available
(Station). (Mevcut bir kablosuz LAN’a Networks(Mevcut Aglar) listesinde
baglan (Istasyon) radyo diigmesini bulunan AP’leri arar ve goriintiiler. WL-
segin ve devam etmek igin Next AMG604g’yi segin ve devam etmek igin
(Ileri)’yi tiklayin. Next (ileri)’yi tiklayim.

45U ONE TOUCH WizARD =) A5 ONE TOUCH WIZARD ®)

 Configure your wireless LAN settings.
& Connect to an existing wireless LAN

‘Weloame 1o the wieless selup wizard

The Wizard vl help you corfigure your wielss LAN, Itenet
me netwok selings.

Please selctthe operaion made thatyou went o use. ‘Wireless LAN that has the best signal:
bRoadLanner (00:30:CC:4A:BF:2F)

Operation Mode Wiless LAN that you want 1o connect o-

 Create anew wireless LAN (AP)

WL-AMBO4g (00:15F2:CT4086)
Avalable Networks

B Uraiioss

& Custon:

 Connect to an existing witeless LAN (Station)

Nunber o known wieless nelwaik(e) 2

Search Agsin

Clok Nest to contnue.

X Concel & <Back Newt> & X Concel

3. WL-AI.VI6.04g’dek.ile.rle aynt WLAN 4. Kablosuz kartinin WL-AM604g ile
kart: kimlik denetimi ve sifrelemesi iligkilendirilmesi birkag¢ saniye stirer.

ayarlaym. Devam etmek i¢in Next TCP/IP’yi kurmak igin Next (fleri) °ye
(ileri)’yi tiklaym. basin.

ASUS ONE TOUCH WIZARD X ASUS ONE TOUCH WIZARD 3]

Configute your WEP ks by Manual Assignment o Automatc

“You wieless LAN card s connected o an AF.
Gneration, lefe o the user guide for dtads on how o set te s
WEP kege.

Curent wiless LAN sati
Staton Mode: Infrastrciure

BSSID; 0011:22000000
Clck Net o cortinue S5ID: WLAMEOAg

T~ Nework Auhenicatin Shred mode Encamion WEP
W Conpatiabons You have rished setingthe v LAN.
KeyFomat  [Heradocmadis SEN Cio et o s e TCPIP.
Keylength  [6abis (10digts) ER
Mol Asigrment
|
| I
1
awoE |

& Automalic Generaton
Passphease - [11111]

Select one as you Defaut Key => ) =

G gk | b X Corcel G o oo ] X Corcel
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5. Ag durumunuza gore WLAN Kartinizin IP adresini kurun. Kurulum tamamlandiktan
sonra, One Touch Wizard’tan ¢ikmak i¢inFinish (Bitir)’i tiklayin.

1P selings se asigned automaicaly i your network suppots tis
apatity, Othervise, e the P selings wihyou netwak.
s,

Clek Fiish t close the wizard.

& Qbtin an P addess avtonaicaly
© Use the folowing P ddess:

| E——
| E———
Gatenay

Defaut Gatenay | I

& Obtin DNS server adfess automataly
© Use the folowing DNS addsses:

I ———
| E———

G it

Kurulum ekranlar1 ve asamalar1 yalnizca referans i¢indir, gercek

L ekranlardan farkli olabilir.

WLAN Kkartinin Windows® WZC servisi ile yapilandirilmasi

Ayrica WL-AMG604g ile kablosuz baglant1 kurmak igin Windows" Wireless Zero
Configuration servisinide kullanabilirsiniz.

1. Mevcut aglar1 gorintilemek i¢in
gorev ¢ubugundaki kablosuz ag
simgesine ¢ift tiklayin. Kablosuz
yonlendiricinizi se¢in ve Connect
(Baglan) ’1 tiklayn.

s Nebwork Comnction =

| Choose a wireless network.

i
v Voo 5]

@ :
i alll

WLAN_guest

«
{ Sacrty-nstied il etk (474) all

2.

WL-AM604g’da ayarladiginiz
sifreyi girin ve Connect (Baglan)
’1 tiklayin. Baglanti birkag¢ saniye
iginde tamamlanir.

X

Wireless Network Connection

.- 3

Detecting network type:

— )
Wireless Network Connection 5]

The netwerk WL-AMBDAG reauires a netwcrkkey (a0 called a WEP key or WPAKey). A

Type thekey, nd then ik Comnect

Networkkey.

]
Confrmretworkkey  eeessesed |




